Page 1



3GPP TSG CT WG4 Meeting #43
C4-091507
Sophia-Antipolis, FRANCE, 20th – 24th April 2009
revision of C4-091118
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	29.274
	CR
	0132
	(

rev
	1
	(

Current version:
	8.1.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Bearer Resource Command

	
	

	Source to WG:
(

	Motorola

	Source to TSG:
(

	C4

	
	

	Work item code:
(

	SAE
	
	Date: (

	20/04/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	In response, CT1 has added two different messages [see CR 0207 (CP-090215), approbved at the CT#43 Plenary]: Bearer Resource Allocation Request and  Bearer Resource Modification Request, the first one used by the UE to request resources to be allocated for new flows and the second one to request modification/deletion of existing bearers. So the GTP Bearer Resource Command is used for bearer resource modification/deletion procedures, as well as allocation procedures.
Also, the use of the TAD IE within the Bearer Resource Command should be clarified.

	
	

	Summary of change:
(

	1. Introductory text describing the Bearer Rsource Command and Bearer Resource Failure Indication is modified to indicate that these messages are for both modification/deletion and allocation procedures.
2. The comment for the TAD IE in the Bearer Resource Command is clarified.

	
	

	Consequences if 
(

not approved:
	There will be inconsistency between 24.301, 23.401 and 29.274 for UE initiated resource allocation/modification procedure.

	
	

	Clauses affected:
(

	7.2.5, 7.2.6

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


* * * First Change * * * *

7.2.5
Bearer Resource Command

A Bearer Resource Command message shall be sent from a MME to a SGW and forwarded to PGW as a part of the UE requested bearer resource modification/deletion or allocation procedure. 
The message shall also be sent on the S4 interface by a SGSN to a SGW and on the S5/S8 interface by a SGW to a PGW as part of the MS initiated modification procedure, or secondary PDP context activation procedure.

Table 7.2.5--1 specifies the presence of the IEs in the message.

Table 7.2.5-1: Information Elements in a Bearer Resource Command
	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Linked EPS Bearer ID (LBI)
	M
	
	EBI
	0

	Procedure Transaction Id (PTI)
	M
	
	PTI
	0

	Flow Quality of Service (Flow QoS)
	C
	This IE shall not be included for a Bearer resource release.
	Flow QoS
	0

	Traffic Aggregate Description (TAD)
	M
	The TAD consists of the description of the packet filter(s) for a traffic flow aggregate when requesting a Modification/Deletion or Allocation of bearer resources for a traffic flow aggregate. The packet filter ID shall have a value of zero for Allocations and the packet filter IDs shall have a non zero value for Modifications/Deletions..
	TAD
	0

	RAT Type
	C
	This IE shall be included for MS initiated PDP Context modification procedure and Secondary PDP context activation procedure.
	RAT Type
	0

	Serving Network
	O
	This IE may be included in the MS initiated modification procedure.
	Serving Network
	0

	User Location Information(ULI)
	O
	This IE may be included in the MS initiated modification procedure.
	ULI
	0

	EPS Bearer ID
	C
	This IE indicates the EPS Bearer that needs to be modified, it shall be included for MS initiated PDP Context modification procedure
	EBI
	1

	Indication Flags
	O
	Applicable flags:
· Change Reporting Support Indication: this flag may be included in the MS initiated modification procedure.

· Direct Tunnel Flag: this flag may be included in the MS initiated modification procedure.
	Indication
	0

	S4-U SGSN F-TEID
	C
	This IE shall be included on the S4 interface when direct tunnel is not established in the MS initiated modification procedure 
	F-TEID
	0

	S12 RNC F-TEID
	C
	This IE shall be included on the S4 interface when direct tunnel flag is set to 1 in the MS initiated modification procedure if 
	F-TEID
	1

	Protocol Configuration Options (PCO)
	O
	
	PCO
	0

	Private Extension
	O
	None
	Private Extension
	VS


* * * Next Change * * * *

7.2.6
Bearer Resource Failure Indication

A Bearer Resource Failure Indication shall be sent by the PGW to an SGW and forwarded to the MME to indicate failure of the UE requested bearer resource allocation or modification/deletion procedure.

The message shall also be sent by a PGW to an SGW and forwarded to an SGSN as part of the failure of an MS initiated modification procedure or secondary PDP context activation procedure.

Table 7.2.6-1 specifies the presence of the IEs in the message.

Possible Cause values are:

· "No resources available".

· "No memory available".

· "Missing or unknown APN".

· "User authentication failed".

· "System failure".

· "Semantic error in the TAD operation".

· "Syntactic error in the TAD operation".

· "Semantic errors in packet filter(s)".

· "Syntactic errors in packet filter(s)".

· "Mandatory IE incorrect".

· "Mandatory IE missing".

· "Optional IE incorrect".

· "Invalid message format".

· "APN access denied – no subscription".

· "Collision with network initiated request".

Table 7.2.6-1: Information Elements in a Bearer Resource Failure Indication

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	Linked EPS Bearer ID
	M
	
	EBI
	0

	Procedure Transaction ID (PTI)
	M
	
	PTI
	0

	Recovery
	O
	
	Recovery
	0

	Private Extension
	O
	
	Private Extension
	VS


* * * End of Changes * * * *
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