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	UDC
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	Ericsson
	
	
	
	
	
	
	

	C4-091292
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	Ericsson
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	1221
	6.1
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	Huawei, China Mobile
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	C4-091354
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	3GPP TS
	Proposal skeleton of user data convergence
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	UDC
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	CS-IBCF
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	C4-091039
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	LM Ericsson
	CS-IBCF
	
	
	
	
	
	

	C4-091040
	
	6.2
	P-CR
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	CS-IBCF
	
	
	
	
	
	

	C4-091041
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	P-CR
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	CS-IBCF
	
	
	
	
	
	

	C4-091042
	
	6.2
	P-CR
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	LM Ericsson
	CS-IBCF
	
	
	
	
	
	

	C4-091063
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	Nokia Siemens Networks
	CS-IBCF
	
	
	
	
	
	

	C4-091064
	
	6.2
	P-CR
	Pseudo-CR on H.248 Ix Profile Call related/Session dependant procedures
	Nokia Siemens Networks
	CS-IBCF
	
	
	
	
	
	

	C4-091065
	
	6.2
	P-CR
	Pseudo-CR on H.248 Ix Profile ASN.1 encoding to Generic and base Root package tables
	Nokia Siemens Networks
	CS-IBCF
	
	
	
	
	
	

	C4-091077
	
	6.2
	P-CR
	Media Related Issues, alignment with Stage 2 Requirements
	LM Ericsson
	CS-IBCF
	
	
	
	
	
	

	C4-091078
	
	6.2
	P-CR
	Package Usage Clean-up and Removal of informative Notes
	LM Ericsson
	CS-IBCF
	
	
	
	
	
	

	C4-091306
	
	6.2
	P-CR
	Gateway Control Protocol version 
	Nortel Networks
	CS-IBCF
	
	
	
	
	
	

	C4-091308
	
	6.2
	P-CR
	Clarification of IP-to-IP Inter-working Mode definitions
	Nortel Networks
	CS-IBCF
	
	
	
	
	
	

	C4-091309
	
	6.2
	P-CR
	5.13 Security
	Nortel Networks
	CS-IBCF
	
	
	
	
	
	

	C4-091310
	
	6.2
	P-CR
	Inactivity Timer
	Nortel Networks
	CS-IBCF
	
	
	
	
	
	

	C4-091043
	
	6.3
	P-CR
	Call Related Procedures
	LM Ericsson
	IMS_AGCF
	
	
	
	
	
	

	C4-091044
	
	6.3
	P-CR
	Document Structure
	LM Ericsson
	IMS_AGCF
	
	
	
	
	
	

	C4-091045
	
	6.3
	P-CR
	Functional Requirements
	LM Ericsson
	IMS_AGCF
	
	
	
	
	
	

	C4-091046
	
	6.3
	P-CR
	Message Procedures
	LM Ericsson
	IMS_AGCF
	
	
	
	
	
	

	C4-091307
	
	6.3
	P-CR
	Correction to references section (ITU-T Rec. Y.2111)
	Nortel Networks
	IMS_AGCF
	
	
	
	
	
	

	C4-091328
	
	6.3
	P-CR
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	IMS_AGCF
	
	
	
	
	
	

	C4-091196
	
	6.4
	P-CR
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	ZTE, Huawei, China Mobile
	
	
	
	
	
	
	

	C4-091197
	
	6.4
	P-CR
	Pseudo-CR on Short Message VPN Flow for VAS SMS
	ZTE, Huawei, China Mobile
	
	
	
	
	
	
	

	C4-091198
	
	6.4
	P-CR
	Pseudo-CR on Short Message Deferred Delivery Signalling Flow for VAS SMS
	ZTE, Huawei, China Mobile
	
	
	
	
	
	
	

	C4-091199
	
	6.4
	P-CR
	Pseudo-CR on Short Message Auto Reply Signalling Flow for VAS SMS
	ZTE, Huawei, China Mobile
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	6.4
	P-CR
	Pseudo-CR on Short Message Personal Signature Signalling Flow for VAS SMS
	ZTE, Huawei, China Mobile
	
	
	
	
	
	
	

	C4-091201
	
	6.4
	P-CR
	Pseudo-CR on Interworking with other networks
	ZTE, Huawei, China Mobile
	
	
	
	
	
	
	

	C4-091219
	
	6.4
	Discussion
	Discussion on the architecture of VAS4SMS
	China Mobile
	VAS4SMS
	
	
	
	
	
	

	C4-091222
	
	6.4
	P-CR
	Pseudo-CR on scope of VAS4SMS specification
	Huawei, ZTE, CMCC
	VAS4SMS
	
	
	
	
	
	

	C4-091223
	
	6.4
	P-CR
	Pseudo-CR on update the architecture diagram and description of functional entities of VAS4SMS
	Huawei, ZTE, CMCC
	VAS4SMS
	
	
	
	
	
	

	C4-091224
	
	6.4
	P-CR
	Pseudo-CR on general signaling flow of VAS4SMS
	Huawei, ZTE, CMCC
	VAS4SMS
	
	
	
	
	
	

	C4-091225
	
	6.4
	P-CR
	Pseudo-CR on Proposed procedure for Short Message Filtering
	Huawei, ZTE, CMCC
	VAS4SMS
	
	
	
	
	
	

	C4-091226
	
	6.4
	P-CR
	Pseudo-CR on Proposed procedure for Short Message Network Storage
	Huawei, ZTE, CMCC
	VAS4SMS
	
	
	
	
	
	

	C4-091227
	
	6.4
	P-CR
	Pseudo-CR on Proposed procedure for Short Message Forwarding
	Huawei, ZTE, CMCC
	VAS4SMS
	
	
	
	
	
	

	C4-091277
	
	6.4
	P-CR
	23.142 VAS4SMS Message flows
	Acision
	VAS4SMS
	
	
	
	
	
	

	C4-091329
	
	6.4
	P-CR
	Pseudo-CR on interface description of VAS4SMS in 23.142
	Huawei, ZTE, CMCC
	VAS4SMS
	
	
	
	
	
	

	C4-091209
	
	6.5
	Discussion
	Discussion on PCRF Restoration
	NEC
	TEI9
	
	
	
	
	
	

	C4-091210
	
	6.5
	CR
	PCRF Restoration procedure
	NEC
	TEI9
	23.007
	0044
	B
	Rel-9
	
	

	C4-091211
	
	6.5
	CR
	General on PMIP based restart procedure
	NEC
	TEI9
	23.007
	0045
	C
	Rel-9
	
	

	C4-091212
	
	6.5
	CR
	DIAMETER based restart procedures for PCRF interfaces
	NEC
	TEI9
	23.007
	0046
	C
	Rel-9
	
	

	C4-091301
	
	6.5
	CR
	RTD information for active handoff to HRPD
	Samsung
	TEI9
	29.276
	0027
	B
	Rel-9
	
	

	C4-091051
	
	7.1
	CR
	Managing membership of CSG users
	Qualcomm Europe
	HNB
	23.008
	0247
	F
	Rel-8
	
	

	C4-091052
	
	7.1
	CR
	Corrections on S102 interface
	Qualcomm Europe
	SAES
	29.277
	0006
	F
	Rel-8
	Withdrawn
	

	C4-091066
	
	7.1
	Discussion
	Discussion on managing membership of CSG users
	Qualcomm Europe
	
	
	
	
	
	
	

	C4-091067
	
	7.1
	CR
	Service name for Home Agent functionality
	Qualcomm Europe
	SAES
	23.003
	0188
	F
	Rel-8
	
	

	C4-091068
	
	7.1
	CR
	HNB name definition
	Qualcomm Europe
	HNB
	23.003
	0189
	F
	Rel-8
	
	

	C4-091157
	
	7.1
	CR
	IE Ordering in MBMS Session Start Request
	Starent Networks
	SAES
	29.060
	0705
	F
	Rel-8
	
	

	C4-091179
	
	7.1
	CR
	FQ-CSID corrections
	Ericsson
	SAES
	23.007
	0043
	F
	Rel-8
	
	

	C4-091188
	
	7.1
	CR
	Subscription Data Clarification for MAP interface
	NTT DOCOMO
	SAES
	29.002
	0921
	F
	Rel-8
	
	

	C4-091207
	
	7.1
	CR
	Parameters storage related to ISR
	ZTE
	SAES
	23.008
	0249
	F
	Rel-8
	
	

	C4-091228
	
	7.1
	CR
	E-UTRAN to HRPD optimized handover
	Huawei
	SAES
	29.276
	0026
	F
	Rel-8
	
	

	C4-091229
	
	7.1
	CR
	Clarification on TAI FQDN
	Huawei
	SAES
	23.003
	0190
	F
	Rel-8
	
	

	C4-091230
	
	7.1
	CR
	SGSN and SGW handling in case RNC failure using S4
	Huawei
	SAES
	23.007
	0047
	F
	Rel-8
	
	

	C4-091266
	
	7.1
	CR
	Leading digits for EAP-AKA'
	Ericsson, Nokia Siemens Networks,Nokia
	SAES
	23.003
	0192
	F
	Rel-8
	
	

	C4-091304
	
	7.1
	Discussion
	PGW Identity Notification
	Samsung
	
	
	
	
	
	
	

	C4-091320
	
	7.1
	CR
	Non-3GPP data related corrections
	Nokia Siemens Networks
	SAES
	23.008
	0250
	F
	Rel-8
	
	

	C4-091325
	
	7.1
	CR
	User data related to UE reachability notification procedure
	Nokia Siemens Networks
	SAES
	23.008
	0251
	B
	Rel-8
	
	

	C4-091017
	
	7.1.1
	CR
	Requesting Node type in AIR
	Alcatel-Lucent
	SAES
	29.272
	0085
	F
	Rel-8
	
	

	C4-091018
	
	7.1.1
	CR
	Notification of SMS over IP Non-Delivery for E-UTRAN and UE Reachability
	Alcatel-Lucent
	SAES
	29.272
	0086
	F
	Rel-8
	
	

	C4-091073
	
	7.1.1
	CR
	Coding of Immediate Response Preferred AVP
	Nokia Siemens Networks
	SAES
	29.272
	0087
	F
	Rel-8
	
	

	C4-091074
	
	7.1.1
	CR
	Trace Event List
	Nokia Siemens Networks, MCC
	SAES
	29.272
	0088
	F
	Rel-8
	
	

	C4-091099
	
	7.1.1
	CR
	Removal of Requesting Node Type from AIR
	Nokia Siemens Networks, Ericsson
	SAES
	29.272
	0089
	F
	Rel-8
	
	

	C4-091100
	
	7.1.1
	CR
	AVP code allocation
	Nokia Siemens Networks
	SAES
	29.272
	0090
	F
	Rel-8
	
	

	C4-091101
	
	7.1.1
	CR
	AVP code clean up
	Nokia Siemens Networks
	SAES
	29.230
	0144
	F
	Rel-8
	
	

	C4-091112
	
	7.1.1
	CR
	Regional-Subscription-Zone-Code clarification
	Motorola, Vodafone
	SAES
	29.272
	0091
	F
	Rel-8
	
	

	C4-091113
	
	7.1.1
	CR
	Visited-PLMN-Id AVP encoding
	Motorola
	SAES
	29.272
	0092
	F
	Rel-8
	
	

	C4-091183
	
	7.1.1
	CR
	Diameter Command Codes for S6a/S6d/S13/S13
	Bridgewater Systems, Orange
	SAES
	29.230
	0145
	F
	Rel-8
	
	

	C4-091184
	
	7.1.1
	CR
	Diameter Command Codes for S6a/S6d/S13/S13
	Bridgewater Systems, Orange
	SAES
	29.272
	0093
	F
	Rel-8
	
	

	C4-091220
	
	7.1.1
	CR
	Removal of Requesting Node Type from AIR
	Nokia Siemens Networks
	SAES
	29.230
	0146
	F
	Rel-8
	
	

	C4-091231
	
	7.1.1
	CR
	Update of Diameter Codes
	Huawei
	SAES
	29.272
	0094
	F
	Rel-8
	
	

	C4-091264
	
	7.1.1
	CR
	Node Type Indication
	Huawei, Orange, Nortel, Motorola, ZTE
	SAES
	29.272
	0046r6
	F
	Rel-8
	
	

	C4-091265
	
	7.1.1
	CR
	Update of the AVP Codes
	Huawei, Orange, Nortel, Motorola, ZTE
	SAES
	29.230
	0129r4
	F
	Rel-8
	
	

	C4-091267
	
	7.1.1
	CR
	Formatting of APN in Service-Selection AVP
	Ericsson, Nokia Siemens Networks
	SAES
	29.272
	0095
	F
	Rel-8
	
	

	C4-091268
	
	7.1.1
	CR
	User Data Download
	Ericsson, Vodafone
	SAES
	29.272
	0096
	F
	Rel-8
	
	

	C4-091269
	
	7.1.1
	CR
	Usage of Single-Registration-Indication
	Ericsson
	SAES
	29.272
	0097
	F
	Rel-8
	
	

	C4-091273
	
	7.1.1
	CR
	ULR processing enhancement
	Alcatel-Lucent
	SAES
	29.272
	0098
	F
	Rel-8
	Revised in 1338
	

	C4-091338
	1273
	7.1.1
	CR
	ULR processing enhancement
	Alcatel-Lucent
	SAES
	29.272
	0098
	F
	Rel-8
	
	

	C4-091330
	
	7.1.1
	CR
	Correction of Requesting-Node-Type in AIR
	Huawei, Orange
	SAES
	29.272
	0099
	F
	Rel-8
	
	

	C4-091020
	
	7.1.2
	CR
	Suspend and Resume are also used for 1xRTT CS Fallback
	Alcatel-Lucent
	SAES
	29.274
	0107
	F
	Rel-8
	
	

	C4-091021
	
	7.1.2
	CR
	Support for new cause code of "Unable to page UE due to CSFB" in Downlink Data Notification Acknowledgement.
	Alcatel-Lucent
	SAES
	29.274
	0108
	F
	Rel-8
	
	

	C4-091053
	
	7.1.2
	CR
	Corrections on GTPv2 for 1x IWS IP address
	Qualcomm Europe
	SAES
	29.274
	0109
	F
	Rel-8
	
	

	C4-091088
	
	7.1.2
	CR
	Clarification of Operation Indication (OI)
	Starent Networks
	SAES
	29.274
	0110
	F
	Rel-8
	
	

	C4-091089
	
	7.1.2
	CR
	Usage of User Location Information (ULI) IE
	Starent Networks
	SAES
	29.274
	0111
	F
	Rel-8
	
	

	C4-091090
	
	7.1.2
	CR
	PGW S5/S8 IP Address in Context Response message
	Starent Networks
	SAES
	29.274
	0112
	F
	Rel-8
	
	

	C4-091091
	
	7.1.2
	CR
	Additional Cause Values
	Starent Networks
	SAES
	29.274
	0113
	F
	Rel-8
	
	

	C4-091094
	
	7.1.2
	CR
	Delete Indirect Data Forwarding Tunnel Response
	Nortel
	SAES
	29.274
	0114
	F
	Rel-8
	
	

	C4-091095
	
	7.1.2
	CR
	Error_Handling
	Nortel
	SAES
	29.274
	0115
	F
	Rel-8
	
	

	C4-091096
	
	7.1.2
	CR
	Information Element Corrections
	Nortel
	SAES
	29.274
	0116
	F
	Rel-8
	
	

	C4-091097
	
	7.1.2
	CR
	PCO Extensions added to messages
	Nortel
	SAES
	29.274
	0117
	F
	Rel-8
	
	

	C4-091102
	
	7.1.2
	CR
	Clarifications to message directions
	Nokia Siemens Networks
	SAES
	29.274
	0118
	F
	Rel-8
	
	

	C4-091103
	
	7.1.2
	CR
	Removal of specification drafting hints
	Nokia Siemens Networks
	SAES
	29.274
	0119
	F
	Rel-8
	
	

	C4-091104
	
	7.1.2
	CR
	ISR related alignments
	Nokia Siemens Networks
	SAES
	29.274
	0120
	F
	Rel-8
	
	

	C4-091105
	
	7.1.2
	CR
	Clarifications to BCM usage
	Nokia Siemens Networks
	SAES
	29.274
	0121
	F
	Rel-8
	Withdrawn
	

	C4-091106
	
	7.1.2
	CR
	Clarifications to grouped IE usage
	Nokia Siemens Networks
	SAES
	29.274
	0122
	F
	Rel-8
	
	

	C4-091107
	
	7.1.2
	CR
	Handling of conditional IEs by receiving GTPv2 entity
	Nokia Siemens Networks
	SAES
	29.274
	0123
	F
	Rel-8
	
	

	C4-091108
	
	7.1.2
	CR
	Correcting MEI IE type
	Nokia Siemens Networks
	SAES
	29.274
	0124
	F
	Rel-8
	
	

	C4-091109
	
	7.1.2
	CR
	Clarification to Recovery IE type
	Nokia Siemens Networks
	SAES
	29.274
	0125
	F
	Rel-8
	
	

	C4-091110
	
	7.1.2
	CR
	Minor correction to Downlink Data Notification
	Nokia Siemens Networks
	SAES
	29.274
	0126
	F
	Rel-8
	Withdrawn
	

	C4-091111
	
	7.1.2
	CR
	Missing conditions
	Nokia Siemens Networks
	SAES
	29.274
	0127
	F
	Rel-8
	
	

	C4-091114
	
	7.1.2
	CR
	Clarification of ARP encoding
	Motorola
	SAES
	29.274
	0128
	F
	Rel-8
	
	

	C4-091115
	
	7.1.2
	CR
	Units for APN-AMBR
	Motorola
	SAES
	29.274
	0129
	F
	Rel-8
	
	

	C4-091116
	
	7.1.2
	CR
	OI bit in Cause information element
	Motorola
	SAES
	29.274
	0130
	F
	Rel-8
	
	

	C4-091117
	
	7.1.2
	CR
	Clarification of Mobile Equipment Identity IE encoding
	Motorola
	SAES
	29.274
	0131
	F
	Rel-8
	Revised in 1356
	

	C4-091356
	1117
	7.1.2
	CR
	Clarification of Mobile Equipment Identity IE encoding
	Motorola, Alcatel-Lucent
	SAES
	29.274
	0131r1
	F
	Rel-8
	
	

	C4-091118
	
	7.1.2
	CR
	Bearer Resource Command
	Motorola
	SAES
	29.274
	0132
	F
	Rel-8
	
	

	C4-091119
	
	7.1.2
	CR
	Modify Bearer Request when Service Request procedure reconnects all bearers
	Motorola
	SAES
	29.274
	0133
	F
	Rel-8
	
	

	C4-091120
	
	7.1.2
	CR
	EPS Bearer Level TFT encoding
	Motorola
	SAES
	29.274
	0134
	F
	Rel-8
	
	

	C4-091121
	
	7.1.2
	CR
	Bearer Contexts marked for removal
	Motorola
	SAES
	29.274
	0135
	F
	Rel-8
	
	

	C4-091122
	
	7.1.2
	CR
	UE-initiated procedures with one bearer only
	Motorola
	SAES
	29.274
	0136
	F
	Rel-8
	
	

	C4-091123
	
	7.1.2
	CR
	Combine UL and DL TFT IEs
	Motorola
	SAES
	29.274
	0137
	F
	Rel-8
	Revised in 1348
	

	C4-091348
	1123
	7.1.2
	CR
	Combine UL and DL TFT IEs
	Motorola
	SAES
	29.274
	0137r1
	F
	Rel-8
	
	

	C4-091124
	
	7.1.2
	CR
	Prioritization of Bearers in GTPv2-C messages
	Motorola
	SAES
	29.274
	0138
	F
	Rel-8
	
	

	C4-091125
	
	7.1.2
	CR
	Sender F-TEID
	Motorola
	SAES
	29.274
	0139
	F
	Rel-8
	
	

	C4-091126
	
	7.1.2
	CR
	UDP ports for Command messages
	Motorola
	SAES
	29.274
	0140
	F
	Rel-8
	
	

	C4-091127
	
	7.1.2
	CR
	Charging ID in Forward Relocation Request
	Motorola
	SAES
	29.274
	0141
	F
	Rel-8
	
	

	C4-091128
	
	7.1.2
	CR
	PGW S5/S8 IP Address and TEID for user plane
	Motorola
	SAES
	29.274
	0142
	F
	Rel-8
	
	

	C4-091129
	
	7.1.2
	CR
	Transaction Identifier information element
	Motorola, Ericsson, Nortel, ZTE
	SAES
	29.274
	0143
	F
	Rel-8
	
	

	C4-091130
	
	7.1.2
	CR
	Cause value for relocation in progress
	Motorola
	SAES
	29.274
	0144
	F
	Rel-8
	
	

	C4-091131
	
	7.1.2
	CR
	Usage of OI and SGWCI flags
	Motorola
	SAES
	29.274
	0145
	F
	Rel-8
	
	

	C4-091132
	
	7.1.2
	CR
	Delete Bearer Command
	Motorola
	SAES
	29.274
	0146
	F
	Rel-8
	
	

	C4-091133
	
	7.1.2
	CR
	Delete Bearer Request
	Motorola
	SAES
	29.274
	0147
	F
	Rel-8
	
	

	C4-091134
	
	7.1.2
	CR
	Cause value for Conditional IE missing
	Motorola
	SAES
	29.274
	0148
	F
	Rel-8
	
	

	C4-091135
	
	7.1.2
	CR
	Modify Bearer Request for TAU without MME or SGW change
	Motorola
	SAES
	29.274
	0149
	F
	Rel-8
	Revised in 1336
	

	C4-091158
	
	7.1.2
	CR
	Use of APN and PAA in Create Session Request
	Starent Networks
	SAES
	29.274
	0150
	F
	Rel-8
	Revised in 1343
	

	C4-091343
	1158
	7.1.2
	CR
	Use of APN and PAA in Create Session Request
	Starent Networks
	SAES
	29.274
	0150r1
	F
	Rel-8
	
	

	C4-091160
	
	7.1.2
	CR
	Message table corrections
	Ericsson
	SAES
	29.274
	0151
	F
	Rel-8
	
	

	C4-091161
	
	7.1.2
	CR
	ARP correction
	Ericsson
	SAES
	29.274
	0152
	F
	Rel-8
	
	

	C4-091162
	
	7.1.2
	CR
	Presence requirement for IEs in response
	Ericsson
	SAES
	29.274
	0153
	F
	Rel-8
	
	

	C4-091163
	
	7.1.2
	CR
	Offending IE in the cause IE
	Ericsson
	SAES
	29.274
	0154
	F
	Rel-8
	
	

	C4-091164
	
	7.1.2
	CR
	GTPv2 Message sequence number clarifications
	Ericsson
	SAES
	29.274
	0155
	F
	Rel-8
	
	

	C4-091165
	
	7.1.2
	CR
	Minor corrections
	Ericsson
	SAES
	29.274
	0156
	F
	Rel-8
	
	

	C4-091166
	
	7.1.2
	CR
	FQ-CSID corrections
	Ericsson
	SAES
	29.274
	0157
	F
	Rel-8
	
	

	C4-091167
	
	7.1.2
	CR
	APN and FQDN encoding clarifications
	Ericsson
	SAES
	29.274
	0158
	F
	Rel-8
	
	

	C4-091168
	
	7.1.2
	CR
	Removal of Trace Information IE from Update Bearer Request
	Ericsson
	SAES
	29.274
	0159
	F
	Rel-8
	
	

	C4-091169
	
	7.1.2
	CR
	Corrections in PDN Connection group IE
	Ericsson
	SAES
	29.274
	0160
	F
	Rel-8
	
	

	C4-091170
	
	7.1.2
	CR
	Missing IEs in "Update Bearer Response"
	Ericsson
	SAES
	29.274
	0161
	F
	Rel-8
	
	

	C4-091171
	
	7.1.2
	CR
	Delete Session Request message
	Ericsson
	SAES
	29.274
	0162
	F
	Rel-8
	
	

	C4-091172
	
	7.1.2
	CR
	Indication correction
	Ericsson
	SAES
	29.274
	0163
	F
	Rel-8
	
	

	C4-091173
	
	7.1.2
	CR
	PDN Type
	Ericsson
	SAES
	29.274
	0164
	F
	Rel-8
	Revised in 1346
	

	C4-091346
	
	7.1.2
	CR
	PDN Type
	Ericsson
	SAES
	29.274
	0164r1
	F
	Rel-8
	
	

	C4-091174
	
	7.1.2
	CR
	Encoding of MEI IE
	Ericsson
	SAES
	29.274
	0165
	F
	Rel-8
	
	

	C4-091175
	
	7.1.2
	CR
	OI flag setting in Create Session Request
	Ericsson
	SAES
	29.274
	0166
	F
	Rel-8
	
	

	C4-091176
	
	7.1.2
	CR
	Clarify S5/8-U PGW F-TEID 
	Ericsson
	SAES
	29.274
	0167
	F
	Rel-8
	
	

	C4-091177
	
	7.1.2
	CR
	IE corrections in Modify Bearer signalling
	Ericsson
	SAES
	29.274
	0168
	F
	Rel-8
	
	

	C4-091187
	
	7.1.2
	CR
	Create Session Request Clarification
	NTT DOCOMO, Fujitsu
	SAES
	29.274
	0169
	F
	Rel-8
	
	

	C4-091189
	
	7.1.2
	Discussion
	Issues on session deletion procedures.
	NEC
	SAES
	
	
	
	
	
	

	C4-091190
	
	7.1.2
	CR
	GTP header information for Delete Indirect Data Forwarding Tunnel messages
	NEC
	SAES
	29.274
	0170
	F
	Rel-8
	
	

	C4-091191
	
	7.1.2
	CR
	TEID handling for delete session request message
	NEC
	SAES
	29.274
	0171
	F
	Rel-8
	
	

	C4-091192
	
	7.1.2
	CR
	LBI to be conditional for delete session request message
	NEC
	SAES
	29.274
	0172
	F
	Rel-8
	
	

	C4-091193
	
	7.1.2
	CR
	Clarification on message granularity for delete session request/response
	NEC
	SAES
	29.274
	0173
	F
	Rel-8
	
	

	C4-091194
	
	7.1.2
	CR
	Clarification on IP header and IP addresses
	NEC
	SAES
	29.274
	0174
	F
	Rel-8
	
	

	C4-091202
	
	7.1.2
	CR
	TEID in Detach Notification/ACK
	ZTE
	SAES
	29.274
	0175
	F
	Rel-8
	
	

	C4-091203
	
	7.1.2
	CR
	Condition of bearer context in Modify Bearer messages
	ZTE
	SAES
	29.274
	0176
	F
	Rel-8
	
	

	C4-091204
	
	7.1.2
	CR
	Delete Session Request granularity
	ZTE, Starent Networks
	SAES
	29.274
	0177
	F
	Rel-8
	
	

	C4-091205
	
	7.1.2
	CR
	Deletion of IMSI in the Update Bearer Request
	ZTE
	SAES
	29.274
	0178
	F
	Rel-8
	
	

	C4-091206
	
	7.1.2
	CR
	Cleanup in Protocol Stack
	ZTE
	SAES
	29.274
	0179
	F
	Rel-8
	
	

	C4-091217
	
	7.1.2
	CR
	Delete SessionRequest/Response and Delete Bearer Request
	Hitachi
	SAES
	29.274
	0180
	F
	Rel-8
	
	

	C4-091232
	
	7.1.2
	CR
	Detach Notification
	Huawei
	SAES
	29.274
	0181
	F
	Rel-8
	
	

	C4-091233
	
	7.1.2
	CR
	The clarification of Scope Indication
	Huawei
	SAES
	29.274
	0182
	F
	Rel-8
	
	

	C4-091234
	
	7.1.2
	CR
	SGSN Info for Data Forwarding
	Huawei
	SAES
	29.274
	0183
	F
	Rel-8
	
	

	C4-091235
	
	7.1.2
	CR
	Delete Session Request
	Huawei
	SAES
	29.274
	0184
	F
	Rel-8
	
	

	C4-091236
	
	7.1.2
	CR
	APN AMBR clarification
	Huawei
	SAES
	29.274
	0185
	F
	Rel-8
	
	

	C4-091237
	
	7.1.2
	CR
	Delete Bearer Request when ISR activated
	Huawei
	SAES
	29.274
	0186
	F
	Rel-8
	
	

	C4-091238
	
	7.1.2
	CR
	Clarify the usage of the MS validated IE
	Huawei
	SAES
	29.274
	0187
	F
	Rel-8
	
	

	C4-091239
	
	7.1.2
	CR
	Cause IE
	Huawei
	SAES
	29.274
	0188
	F
	Rel-8
	
	

	C4-091240
	
	7.1.2
	CR
	UDP Source port and IP Source Address
	Huawei
	SAES
	29.274
	0189
	F
	Rel-8
	
	

	C4-091241
	
	7.1.2
	CR
	Recovery IE
	Huawei
	SAES
	29.274
	0190
	F
	Rel-8
	
	

	C4-091242
	
	7.1.2
	CR
	Error Handling of the unknown/unexpected IEs
	Huawei
	SAES
	29.274
	0191
	F
	Rel-8
	
	

	C4-091243
	
	7.1.2
	CR
	APN Information
	Huawei
	SAES
	29.274
	0192
	F
	Rel-8
	
	

	C4-091244
	
	7.1.2
	CR
	Cause value
	Huawei
	SAES
	29.274
	0193
	F
	Rel-8
	Revised in 1345
	

	C4-091345
	1244
	7.1.2
	CR
	Cause value
	Huawei, NTT DOCOMO
	SAES
	29.274
	0193r1
	F
	Rel-8
	
	

	C4-091245
	
	7.1.2
	CR
	Charging ID
	Huawei
	SAES
	29.274
	0194
	F
	Rel-8
	
	

	C4-091246
	
	7.1.2
	CR
	Cleanup indication
	Huawei
	SAES
	29.274
	0195
	F
	Rel-8
	
	

	C4-091247
	
	7.1.2
	CR
	Cleanup the usage of some messages
	Huawei
	SAES
	29.274
	0196
	F
	Rel-8
	
	

	C4-091248
	
	7.1.2
	CR
	Indirect Data Forwarding Tunnel
	Huawei
	SAES
	29.274
	0197
	F
	Rel-8
	Revised in 1353
	

	C4-091353
	1248
	7.1.2
	CR
	Indirect Data Forwarding Tunnel
	Huawei
	SAES
	29.274
	0197
	F
	Rel-8
	
	

	C4-091249
	
	7.1.2
	CR
	Linked EPS Bearer ID
	Huawei
	SAES
	29.274
	0198
	F
	Rel-8
	
	

	C4-091250
	
	7.1.2
	CR
	PCO parameter
	Huawei
	SAES
	29.274
	0199
	F
	Rel-8
	
	

	C4-091251
	
	7.1.2
	CR
	PDP Context Activation
	Huawei
	SAES
	29.274
	0200
	F
	Rel-8
	
	

	C4-091252
	
	7.1.2
	CR
	User Location Info
	Huawei
	SAES
	29.274
	0201
	F
	Rel-8
	
	

	C4-091278
	
	7.1.2
	CR
	F-Cause IE correction
	Ericsson
	SAES
	29.274
	0202
	F
	Rel-8
	Revised in 1352
	

	C4-091352
	1278
	7.1.2
	CR
	F-Cause IE correction
	Ericsson
	SAES
	29.274
	0202r1
	F
	Rel-8
	
	

	C4-091300
	
	7.1.2
	CR
	E-UTRAN Cell Identifier encoding
	Samsung
	SAES
	29.274
	0203
	F
	Rel-8
	
	

	C4-091322
	
	7.1.2
	CR
	Delete PDN Connection Set Request/Response message types
	Motorola
	SAES
	29.274
	0204
	F
	Rel-8
	
	

	C4-091324
	
	7.1.2
	CR
	Clarification on the ARP Encoding
	NEC
	SAES
	29.274
	0205
	F
	Rel-8
	
	

	C4-091326
	
	7.1.2
	CR
	Message granularity
	Nortel
	SAES
	29.274
	0206
	F
	Rel-8
	
	

	C4-091327
	
	7.1.2
	CR
	Possible clause values
	NTT DOCOMO
	SAES
	29.274
	0207
	F
	Rel-8
	
	

	C4-091336
	1135
	7.1.2
	CR
	Modify Bearer Request for TAU without MME or SGW change
	Motorola
	SAES
	29.274
	0149r1
	F
	Rel-8
	
	

	C4-091019
	
	7.1.3
	CR
	Use of Access-Restriction-Data AVP
	Alcatel-Lucent
	SAES
	29.273
	0084
	F
	Rel-8
	
	

	C4-091054
	
	7.1.3
	CR
	Difference between H2 and S6b
	Qualcomm Europe
	SAES
	29.273
	0085
	F
	Rel-8
	
	

	C4-091055
	
	7.1.3
	CR
	Corrections to 29.273
	Qualcomm Europe
	SAES
	29.273
	0086
	F
	Rel-8
	
	

	C4-091056
	
	7.1.3
	CR
	Inclusion of static IP address
	Qualcomm Europe
	SAES
	29.273
	0087
	F
	Rel-8
	
	

	C4-091057
	
	7.1.3
	CR
	Home agent discovery
	Qualcomm Europe
	SAES
	29.273
	0088
	F
	Rel-8
	
	

	C4-091159
	
	7.1.3
	CR
	Non-3GPP access initiated re-authorization
	Starent Networks
	SAES
	29.273
	0089
	F
	Rel-8
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	C4-091344
	1159
	7.1.3
	CR
	Non-3GPP access initiated re-authorization
	Starent Networks
	SAES
	29.273
	0089r1
	F
	Rel-8
	
	

	C4-091185
	
	7.1.3
	CR
	Incorrect command for user profile updates
	Bridgewater Systems
	SAES
	29.273
	0090
	F
	Rel-8
	
	

	C4-091253
	
	7.1.3
	CR
	Removal of Vendor-Specific-Application-Id AVP
	Huawei
	SAES
	29.273
	0091
	F
	Rel-8
	
	

	C4-091254
	
	7.1.3
	CR
	Home Agent discovery
	Huawei
	SAES
	29.273
	0092
	F
	Rel-8
	
	

	C4-091270
	
	7.1.3
	CR
	Formatting of APN in Service-Selection AVP
	Ericsson
	SAES
	29.273
	0093
	F
	Rel-8
	
	

	C4-091271
	
	7.1.3
	CR
	Update of AVP Codes
	Ericsson
	SAES
	29.273
	0094
	F
	Rel-8
	
	

	C4-091272
	
	7.1.3
	CR
	S6b Application ID
	Ericsson
	SAES
	29.230
	0147
	F
	Rel-8
	
	

	C4-091305
	
	7.1.3
	CR
	PGW Identity Notify
	Samsung
	SAES
	29.273
	0095
	F
	Rel-8
	
	

	C4-091312
	
	7.1.3
	CR
	STa/SWa separation corrections
	Nokia Siemens Networks
	SAES
	29.273
	0096
	F
	Rel-8
	
	

	C4-091313
	
	7.1.3
	CR
	SWa corrections
	Nokia Siemens Networks
	SAES
	29.273
	0097
	F
	Rel-8
	
	

	C4-091314
	
	7.1.3
	CR
	STa Re-authorization and Re-authentication
	Nokia Siemens Networks, Orange
	SAES
	29.273
	0098
	F
	Rel-8
	
	

	C4-091315
	
	7.1.3
	CR
	SWm Re-authorization and Re-authentication
	Nokia Siemens Networks
	SAES
	29.273
	0099
	F
	Rel-8
	Withdrawn
	

	C4-091316
	
	7.1.3
	CR
	S6b/DSMIP Re-authorization and Re-authentication
	Nokia Siemens Networks
	SAES
	29.273
	0100
	F
	Rel-8
	Withdrawn
	

	C4-091317
	
	7.1.3
	CR
	SWa Re-authorization and Re-authentication
	Nokia Siemens Networks, Orange
	SAES
	29.273
	0101
	F
	Rel-8
	Revised in 1357
	

	C4-091357
	1317
	7.1.3
	CR
	SWa Re-authorization and Re-authentication
	Nokia Siemens Networks, Orange
	SAES
	29.273
	0101r1
	F
	Rel-8
	
	

	C4-091318
	
	7.1.3
	CR
	Adding APN-OI-Replacement
	Nokia Siemens Networks
	SAES
	29.273
	0102
	F
	Rel-8
	
	

	C4-091319
	
	7.1.3
	CR
	HA reallocation clarification
	Nokia Siemens Networks
	SAES
	29.273
	0103
	F
	Rel-8
	
	

	C4-091347
	
	7.1.3
	CR
	Carrying additional user identifier on AAA interfaces
	Nokia Siemens Networks,Verizon
	SAES
	29.273
	0104
	F
	Rel-8
	
	

	C4-091030
	
	7.1.4
	CR
	PMIP VSO Charging Characteristics
	Alcatel-Lucent
	SAES
	29.275
	0090
	F
	Rel-8
	
	

	C4-091031
	
	7.1.4
	CR
	PMIP VSO Charging Characteristics
	Alcatel-Lucent
	SAES
	29.282
	0001
	F
	Rel-8
	
	

	C4-091079
	
	7.1.4
	CR
	Partial node failures
	Ericsson
	SAES
	29.275
	0091
	F
	Rel-8
	
	

	C4-091080
	
	7.1.4
	CR
	PDN Type Cause Value
	Ericsson
	SAES
	29.275
	0092
	F
	Rel-8
	
	

	C4-091081
	
	7.1.4
	CR
	UE Requested additional PDN Connectivity Procedure
	Ericsson
	SAES
	29.275
	0093
	F
	Rel-8
	
	

	C4-091082
	
	7.1.4
	CR
	IP address allcoation Procedure
	Ericsson
	SAES
	29.275
	0094
	F
	Rel-8
	
	

	C4-091083
	
	7.1.4
	CR
	FQ-CSID cleanup
	Ericsson
	SAES
	29.275
	0095
	F
	Rel-8
	
	

	C4-091084
	
	7.1.4
	CR
	Dual Address Flag
	Ericsson
	SAES
	29.275
	0096
	F
	Rel-8
	
	

	C4-091085
	
	7.1.4
	CR
	Timestamp
	Ericsson
	SAES
	29.275
	0097
	F
	Rel-8
	
	

	C4-091086
	
	7.1.4
	CR
	FQ-CSID cleanup
	Ericsson
	SAES
	29.282
	0003
	F
	Rel-8
	Revised in 1340
	

	C4-091340
	1086
	7.1.4
	CR
	FQ-CSID cleanup
	Ericsson
	SAES
	29.282
	0003
	F
	Rel-8
	
	

	C4-091087
	
	7.1.4
	P-CR
	Dual Address Flag
	Ericsson
	SAES
	
	
	
	
	
	

	C4-091092
	
	7.1.4
	CR
	Serving Network VSO in PBU
	Starent Networks
	SAES
	29.275
	0098
	F
	Rel-8
	
	

	C4-091093
	
	7.1.4
	CR
	GRE Key usage in PDN Connection Lifetime Extension
	Starent Networks
	SAES
	29.275
	0099
	F
	Rel-8
	
	

	C4-091195
	
	7.1.4
	CR
	Clarification for the value of TimeStamp in PBA
	NTT DOCOMO,NEC, Nokia Siemens Networks, Fujitsu
	SAES
	29.275
	0100
	F
	Rel-8
	
	

	C4-091255
	
	7.1.4
	Discussion
	Discussion on PMIPv6 messages transport over IPv4
	Huawei
	
	
	
	
	
	
	

	C4-091256
	
	7.1.4
	CR
	PMIPv6 messages transport over IPv4
	Huawei
	SAES
	29.275
	0101
	F
	Rel-8
	
	

	C4-091257
	
	7.1.4
	CR
	PDN Type for PMIPv6
	Huawei
	SAES
	29.275
	0102
	F
	Rel-8
	
	

	C4-091258
	
	7.1.4
	CR
	E-UTRAN to HRPD optimized handover
	Huawei
	SAES
	29.275
	0103
	F
	Rel-8
	
	

	C4-091293
	
	7.1.4
	CR
	Carrying Selected PLMN ID over PMIP based S5/S8
	Nokia Siemens Networks
	SAES
	29.275
	0104
	F
	Rel-8
	
	

	C4-091294
	
	7.1.4
	CR
	Carrying Charging Characteristics over PMIP based S5/S8
	Nokia Siemens Networks
	SAES
	29.275
	0105
	F
	Rel-8
	
	

	C4-091295
	
	7.1.4
	CR
	Carrying MEI over PMIP based S5/S8
	Nokia Siemens Networks
	SAES
	29.275
	0106
	F
	Rel-8
	
	

	C4-091296
	
	7.1.4
	CR
	Carrying MSISDN over PMIP based S5/S8
	Nokia Siemens Networks, Verizon
	SAES
	29.275
	0107
	F
	Rel-8
	Revised in 1358
	

	C4-091358
	1296
	7.1.4
	CR
	Carrying MSISDN over PMIP based S5/S8
	Nokia Siemens Networks, Verizon
	SAES
	29.275
	0107r1
	F
	Rel-8
	
	

	C4-091297
	
	7.1.4
	CR
	Registration of new 3GPP specific PMIPv6 IEs
	Nokia Siemens Networks
	SAES
	29.282
	0002
	F
	Rel-8
	Revised in 1360
	

	C4-091360
	1297
	7.1.4
	CR
	Registration of new 3GPP specific PMIPv6 IEs
	Nokia Siemens Networks
	SAES
	29.282
	0002r1
	F
	Rel-8
	
	

	C4-091298
	
	7.1.4
	CR
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	C4-091299
	
	7.1.4
	CR
	Access technology type "Virtual" to be used by ePDG
	Nokia Siemens Networks
	SAES
	29.275
	0109
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	C4-091058
	
	7.1.5
	CR
	Home agent discovery
	Qualcomm Europe
	SAES-DEPS
	29.303
	0010
	F
	Rel-8
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	Rel-8
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	F
	Rel-8
	
	

	C4-091285
	
	7.2.1
	CR
	Contact storage in reg event subscription
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	F
	Rel-8
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	IMS_RP
	29.229
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	F
	Rel-8
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	Rel-8
	
	

	C4-091215
	
	7.2.2
	CR
	AOC Currency
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	F
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	Rel-8
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	F
	Rel-8
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	29.328
	0271
	F
	Rel-8
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	CR
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	LM Ericsson
	SIP_Nc
	23.231
	0037
	F
	Rel-8
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	CR
	MGW selection Context and Termination correction
	Nokia Siemens Networks
	TEI8
	23.231
	0039
	F
	Rel-8
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	CR
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	Nokia Siemens Networks
	SIP_Nc
	23.231
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	F
	Rel-8
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	7.4
	CR
	Multimedia CAT indicators
	Alcatel-Lucent, Huawei
	CAT-3G_CS
	23.205
	0231
	F
	Rel-8
	
	

	C4-091026
	
	7.4
	CR
	Customised Alerting Tones
	Alcatel-Lucent, Huawei
	CAT-3G_CS
	23.231
	0036
	F
	Rel-8
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	7.4
	CR
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	Alcatel-Lucent
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	29.205
	0011
	F
	Rel-8
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	LM Ericsson, Vodafone
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	23.205
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	Rel-8
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	CR
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	LM Ericsson, Vodafone
	CAT-3G_CS
	23.231
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	Rel-8
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	CR
	Multimedia CAT Indication
	LM Ericsson, Vodafone
	CAT-3G_CS
	29.205
	0012
	
	Rel-8
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	CR
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	Nokia Siemens Networks
	SAES
	29.002
	0920
	F
	Rel-8
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	CR
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	Nokia Siemens Networks
	SAES-MAP2DIAM
	29.305
	0011
	F
	Rel-8
	
	

	C4-091261
	
	7.5
	CR
	Mapping of Requesting-Node-Type in AIR
	Huawei, Orange
	SAES
	29.305
	0012
	F
	Rel-8
	
	

	C4-091262
	
	7.5
	CR
	Node Type Indication
	Huawei, Orange, Nortel, Motorola, ZTE
	SAES
	29.305
	0003r7
	F
	Rel-8
	
	

	C4-091263
	
	7.5
	CR
	Node Type Indication
	Huawei, Orange, Nortel, Motorola, ZTE
	SAES
	29.002
	0907r6
	F
	Rel-8
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	Nokia Siemens Networks
	SAES-MAP2DIAM
	29.002
	0922
	F
	Rel-8
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	Nokia Siemens Networks
	SAES- MAP2DIAM
	29.002
	0923
	F
	Rel-8
	
	

	C4-091276
	
	7.5
	CR
	User Data Download
	Nokia Siemens Networks
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	0013
	F
	Rel-8
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	23.205
	0232
	F
	Rel-8
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	TEI
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	F
	Rel-8
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	Alcatel-Lucent
	TEI8
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	F
	Rel-8
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	0624
	F
	Rel-8
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	F
	Rel-8
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