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10
Formats and codes

10.1
Signalling Objects

Table 10.1 shows the parameters which are required.

The coding rules applied in ITU‑T Recommendation H.248.1 [9] for the applicable coding technique shall be followed for the UMTS capability set.

Table 10.1: required parameters

	Signalling Object
	H.248 Descriptor
	Coding

	Codec List
	Local Descriptor or Remote Descriptor
	<fmt list> in a single SDP m-line.
For a static RTP payload type, the codec type should be implied by the RTP payload type, if not then each codec type shall be provided in a separate SDP "a=rtpmap"-line and possibly additional SDP "a=fmtp"-line(s). See Clause 10.2.
For a dynamic RTP payload type, for each codec information on the codec type shall be provided in a separate SDP "a=rtpmap"-line and possibly additional SDP "a=fmtp"-line(s). See Clause 10.2.



	Bearer Service Characteristics
	Local Descriptor or Remote Descriptor
	As per Q.1950 [14]. For TMR, only values "3.1 kHz audio" or "speech" are required. 

	Context ID
	NA
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	IP Address
	Local Descriptor or Remote Descriptor
	<connection address> in SDP "c-line"



	Port
	Local Descriptor or Remote Descriptor
	<port> in SDP m-line.

<transport> in SDP m-line shall be set to value "RTP/AVP" for voice or video service, and set to value "UDPTL" or "TCPTL"for T.38 service.



	mediatype
	Local Descriptor or Remote Descriptor
	<media> in sdp m-line

"audio" for voice service, "video" for video service and "image" for T.38 service.

	Reserve_Value
	Local Control
	ITU-T Recommendation H.248.1 [9] Mode property.

Binary Encoding: 
Encoding as per ITU-T Recommendation H.248.1 Annex A "reserveValue"

Textual Encoding: 
Encoding as per ITU-T Recommendation H.248.1 Annex B "reservedValueMode".

	RtcpbwRS
	Local Descriptor or Remote Descriptor
	<bandwidth> in SDP "b:RS"-lineas per IETF RFC 3556 [39].



	RtcpbwRR
	Local Descriptor or Remote Descriptor
	<bandwidth> in SDP "b:RR"-line as per IETF RFC 3556 [39]. 



	RTCP Filter
	Event descriptor
	As for the EventDescriptor parameter  in subclause 8.2.1.1.1/H.248.71[49] "Feedback Message Type ".

	RTPpayload
	Local Descriptor or Remote Descriptor
	<fmt list> in SDP m-line



	Termination ID
	NA
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	Transaction ID
	NA
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	Stream ID
	Stream Descriptor
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	Muxdescriptor
	Multiplex Descriptor
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	Highest Multiplex Level
	Termination state
	As for property "Highest multiplexing Level" in subclause 4.1.2/H.248.12 [41]

	Remote H223 capability
	Local Control
	As for property "Remote H.223 capability" in subclause 4.1.4/H.248.12 [41]

	Incoming Multiplex table
	Local Control
	As for property "Incoming Multiplex Table" in subclause 4.1.5/H.248.12 [41]

	Outgoing multiplex table
	Local Control
	As for property "Outgoing Multiplex Table" in subclause 4.1.6/H.248.12 [41]

	Incoming H245 message
	Event descriptor
	As for the EventDescriptor in subclause A.8.2.1/H.248.12a2 [42] "Incoming H.245 message"

	H245 message content
	ObservedEvent descriptor
	As for the ObservedEventDescriptor in subclause A.8.2.1.2/H.248.12a2 [42] "Contents of H.245 message". 

	Outgoing H245 message
	Signal descriptor
	As for the signal "Outgoing H.245 Message " in subclause A.8.3.1/H.248.12a2 [42]

	Outgoing H245 message content
	Signal descriptor
	As for the additional parameter of the signal "Outgoing H.245 Message " in subclause A.8.3.1.1/H.248.12a2 [42]

	IP realm identifier
	Local control
	As for the property "IP realm identifier " in subclause 5.1.1/H.248.41[44]

	Inactivity timeout
	EventDescriptor
	As for the EventsDescriptor in subclause 5.2/H.248.14 "Inactivity Timeout"

	Inactivity timeout
	ObservedEvent descriptor
	As for the ObservedEventDescriptor in subclause 5.2/H.248.14 " Inactivity Timeout "

	Interwork H.245-RTCP
	Signal descriptor
	As for the EventDescriptor parameter  in subclause 8.2.1.1.1/H.248.71[49] "Feedback Message Type ".

	BNC Release
	EventDescriptor
	As for the EventsDescriptor in subclause E.1.2.1/H.248.1 "Cause"

	BNC Release
	ObservedEvent descriptor
	As for the ObservedEventsDescriptor in subclause E.1.2.1/H.248.1 "Cause"

	Outgoing MONA preferences
	Signal descriptor
	As for the signal " Outgoing MONA preference message " in H.248.72 [46] subclause 7.3.1

	Outgoing MONA preference content
	Signal descriptor
	As for the additional parameter of the signal " Outgoing MONA preference message" in H.248.72 [46] subclause 7.3.1.1.1

	MONA Preference recv
	Event descriptor
	As for the EventDescriptor in H.248.72 [46] subclause 7.2.2.1 "MONA Preference reception"

	MONA preference message content
	ObservedEvent descriptor
	As for the ObservedEventDescriptor in H.248.72 [46] subclause 7.2.1.2.1 "Contents of MONA preference message ".

	MONA Preference  completed
	Event descriptor
	As for the EventDescriptor in H.248.72 [46] subclause 7.2.2 "MONA Preference negotiation completed"

	SPC Out
	Signal descriptor
	As for the additional parameter of the signal "Outgoing H.245 Message " in H.248.72 [46] subclause 6.3.1.1

	SPC In
	Observed
	As for the ObservedEventDescriptor parameter in H.248.72 [46] subclause 6.2.2.1 ""Incoming H.245 message"

	SCP
	Event descriptor
	As for the EventDescriptor parameter in H.248.72 [46] subclause 6.2.1. 1 "SCP". 

	Mona Preference Channel reception
	Event descriptor
	As for the EventDescriptor in H.248.72 [46] subclause 7.2.4 "MPC reception"

	Muxcode
	ObservedEvent descriptor
	As for the ObservedEventDescriptor in H.248.72 [46] subclause 7.2.4.2.1 "Mux Code". 

	Legacy Interworking Detected
	Event descriptor
	As for the EventDescriptor in H.248.72 [46] subclause 7.2.3 "Legacy Detected"

	MaxBitRate_Event
	ObservedEvent descriptor
	As for the EventDescriptor parameter "Max Bitrate"in subclause 8.2.1.2.2/H.248.71[49].

	MaxBitRate_Signal
	Signal descriptor
	As for the SignalDescriptor parameter "Max Bitrate" in subclause 8.3.1.1.2/H.248.71[49].

	UpdatePicture_Event
	ObservedEvent descriptor
	As for the EventDescriptor parameter in subclause 8.2.1.2.1/H.248.71[49] "Update Picture ".

	UpdatePicture_Signal
	Signal descriptor
	As for the SignalDescriptor parameter "Update Picture " in subclause 8.3.1.1.1/H.248.71[49].

	IP interface
	Local control
	As for the property "IP interface type" in subclause 15.2.11.1 in 3GPP TS 29.232 [5]

	NOTE:
For binary encoding, the SDP equivalents "SDP_V", "SDP_M", "SDP_C", "SDP_A", and SDP_B" in ITU-T Recommendation H.248.1 [9], Annex C.11, shall be used to encode the corresponding SDP lines. Other SDP equivalents may be used, for details see Annex A. The SDP equivalents shall be used in the order specified for the corresponding SDP lines in IETF RFC 2327 [17]. Rules for the usage of SDP in ITU-T Recommendation H.248.1 [9] shall also be applied to the SDP equivalents. SDP description types (v= , m=, a= etc.) are not encoded. CR/LF are not encoded.


* * * Next Change * * * *

A.7.2
Events Descriptor

Table A.7.2/1: Events Descriptor
	Events settable on termination types and stream types:
	Yes

	
	Event ID 
	Termination Type 
	Stream Type

	
	Detect_Digit(Digit)

(d0 to dd, inclusive)
	ALL except ROOT
	Not Applicable

	
	BNC Established
	Terminations towards BICC network
	Not Applicable

	
	BNC Modification Failed
	Terminations towards BICC network
	Not Applicable

	
	BNC Modified
	Terminations towards BICC network
	Not Applicable

	
	Tunnel
	Terminations towards BICC network with IP transport
	Not Applicable

	
	g/cause
	ALL except ROOT
	Not Applicable

	
	g/sc
	ALL except ROOT
	Not Applicable

	
	ct/cmp
	TDM
	Not Applicable

	
	chp/mgcon
	ROOT
	Not Applicable

	
	Hangterm/thb
	ALL except ROOT
	Not Applicable

	
	ocp/mg_overload
	ROOT
	Not Applicable

	
	it/ito
	ROOT
	Not Applicable

	
	Start tone detected (tonedet/std)
	RTP-CN, IMS, TDM, BICC
	Only applicable to audio stream

	
	End Tone detected (tonedet/etd)
	IMS
	RTP-CN, TDM, BICC Only applicable to audio stream

	
	Optimal Codec Event (threegtfoc/codec_modify)
	TDM, BICC, RTP-CN
	Not Applicable

	
	Codec List Event (threegtfoc/ distant codec_list)
	TDM, BICC, RTP-CN
	Not Applicable

	
	TFO Status Event (threegtfoc/TFO_status)
	TDM, BICC, RTP-CN
	Not Applicable

	
	Incoming H.245 message  (h245tp/h245msgin, 0x00 b4/0x0001)
	Multiplex
	Not Applicable

	
	MONA Preference reception (monapref/monaprefmsgin, 0x00f8/0x0001)
	Multiplex
	Not Applicable

	
	MONA Preference negotiation completed

(monapref/ monaprefcompl, 0x00f8/0x0002)
	Multiplex
	Not Applicable

	
	Legacy Detected (monapref/Legdet, 0x00f8/0x0003)
	Multiplex
	Not Applicable

	
	MPC reception (monapref/mpcrec, 0x00f8/0x0004)
	Multiplex
	Not Applicable

	
	RTCP Feedback Message Detection (rtcpfb/det, 0x00??/0x0001)
	IP
	Not Applicable

	NOTE:
Events for Terminations towards BICC network dependent on option to support such interworking, e.g. not required for TISPAN NGN R2 TMGW.

NOTE1:
BNC Release event is defined in formats and codes table 10.1 and refers to the g/cause event.


* * * Next Change * * * *

A.7.4
Signals Descriptor

Table A.7.4/1: Signals Descriptor
	Signals settable dependant on termination or streams types:
	Yes

NOTE:
"Yes" means any signal not listed below may be played on any termination or stream, except Signals on ROOT termination shall not be supported.

	If yes
	Signal ID 
	Termination Type 
	Stream Type / ID

	
	ct/*
	TDM
	Not Applicable

	
	gb/*
	BICC
	Not Applicable

	
	bt/*
	BICC IP
	Not Applicable

	
	cg/rt

cg/bt

cg/ct
	TDM
	Not Applicable

	
	an/apf
	ALL except ROOT and Multiplex
	Not Applicable

	
	Outgoing H.245 Message (h245tp/h245msgout, 0x00b4/0x0001)
	Multiplex
	Not Applicable

	
	Outgoing MONA preference message (monapref/monaprefmsgout, 0x00f8/0x0001)
	Multiplex
	Not Applicable

	
	Feedback Message Sending (rtcpfb/fbmesssend, 0x00??/0x0001)
	IP
	Not Applicable


* * * Next Change * * * *

A.14
 Packages

Table A.14/1: Mandatory packages

	Package Name
	Package ID
	Version

	Generic  (see ITU-T Recommendation H.248.1 [9] Annex E.1);
	g, (0x0001)


	v1

	Base Root Package  (see ITU-T Recommendation H.248.1 [9] Annex E.2);
	root, (0x0002)
	v2

	Basic Continuity Package (see ITU-T Recommendation H.248.1 [9] Annex E.10);
	ct, (0x000a)


	v1

	TDM Circuit Package (see ITU-T Recommendation H.248.1 [9] Annex E.13);
	tdmc, (0x000d)


	v1

	Hanging Termination Detection package (see ITU-T Recommendation H.248.36 [27]).
	hangterm (0x0098)
	v1


Table A.14/2: Optional packages 
	Package Name
	Package ID
	Version
	Support dependent on:

	Tone Detection Package  (see ITU-T Recommendation H.248.1 [9] Annex E.4);
	tonedet, (0x0004) 

This package is "extension only". It must be supported if extended but shall not be published over the protocol. It is here for information only.
	v1
	Mandatory for 3GPP

	Basic DTMF Generator Package  (see ITU-T Recommendation H.248.1 [9] Annex E.5); 
	dg, (0x0005)


	v1
	Mandatory for 3GPP

	DTMF Detection Package  (see ITU-T Recommendation H.248.1 [9] Annex E.6); 
	dd, (0x0006)


	v1
	Mandatory for 3GPP

	Media Gateway Resource Congestion Handling Package (see ITU-T Recommendation H.248.10 [12]).
	chp, (0x0029)
	v1
	Mandatory for 3GPP

	Generic Announcement Package (see ITU-T Recommendation H.248.7 [28]). Only Fixed Part is required. 
	an(0x001d)
	v1
	3GPP applications

	Bearer Characteristics Package (see ITU-T Recommendation Q.1950 [23] annex A..3).
	bcp (0x001e
	V2
	Terminations Towards BICC

	Generic Bearer Connection Package (see ITU-T Recommendation Q.1950 [23] annex A.6).
	Gb, (0x0021)
	v1
	Interworking with BICC

	Tone Generator Package (see ITU-T Recommendation H.248.1 [9] Annex E.3);
	tongen, (0x0003)
	v1
	This package is "extension only". It must be supported if extended but shall not be published over the protocol. It is here for information only.

	Call Progress Tones Generator Package (see ITU-T Recommendation H.248.1 [10] annex E.7).
	Cg, (0x0007)
	v1
	

	Basic Call Progress Tones Generator with Directionality, (see ITU-T Recommendation Q.1950 [23] annex A.8).
	bcg, (0x0023)
	v1
	Services provided by network

	Expanded Call Progress tones Generator Package (see ITU-T Recommendation Q.1950 [23] annex A.9).
	xcg, (0x0024
	v1
	Services provided by network

	Basic Services Tones Generation Package, (see ITU-T Recommendation Q.1950 [23] annex A.10).
	srvtn, (0x0025)
	v1
	Services provided by network

	Bearer Control Tunnelling Package (see ITU-T Recommendation Q.1950 [23] annex A.7).
	Bt, (0x0022)
	v1
	Interworking with BICC and IP transport

	Expanded Services Tones Generation Package (see ITU-T Recommendation Q.1950 [23] annex A.11).
	xsrvtn, (0x0026)
	v1
	Services provided by network

	Intrusion Tones Generation Package (see ITU-T Recommendation Q.1950 [23] annex A.12).
	Int, (0x0027)
	v1
	Services provided by network

	3GUP package (see subclause 15.1.1 of 3GPP TS 29.232 [5])
	threegup, (0x002f)
	v1
	Interworking with BICN PLMN

	Modification of Link Characteristics Bearer Capability (see subclause 15.1.5 of 3GPP TS 29.232 [5])
	threegmlc, (0x0046)
	v1
	Interworking with BICN PLMN with Codec Modification

	Inactivity (see ITU-T Recommendation. H248.14 [29]) 
	it, (0x0045)
	v1
	Only applicable for UDP transport.

	TFO package (see subclause 15.2.2 of 3GPP TS 29.232 [5])
	threegtfoc, (0x0031)
	v2
	

	Media Gateway Overload Control Package (see ITU-T Recommendation H.248.11 [28]).


	ocp, (0x0051)
	v1
	

	MGC Information Package (see ITU-T Recommendation H.248.45 [30]) 
	Mgcinfo,

(0x00a0)
	v1
	This package may be supported as an operator option.

For this Profile the information string shall be limited to 32 octets in length.



	RTP (ITU-T Recommendation H248.1 [9] Annex E.12) (NOTE 1)
	Rtp, (0x000c)
	V1
	Used for connection statistics



	H324 package (see ITU-T Recommendation H.248.12 [41])
	H324,(0x002c)
	V1
	Multimedia calls

	H.245 Transport Package (see ITU-T Recommendation H.248.12a2 [42])
	H245tp, (0x00b4)
	V1
	Multimedia calls

	IP Domain connection package (see ITU-T Recommendation H.248.41 [44])
	ipdc, (0x009d)
	V1
	Multiple IP realms supported

	H.245 Transport Package for SPC use (see H.248.72 [46] subclause 6)
	h245tpspc, (0x00f7)
	V1
	Multimedia calls with MONA

	MONA preference package (see H.248.72 [46] subclause 7)
	monapref, (0x00f8)
	V1
	Multimedia calls with MONA

	3G Interface Type package (see subclause 15.2.11 of 3GPP TS 29.232 [5])
	threegint (0x00e3)
	v1
	

	RTCP Feedback Message package (see H.248.71 [49] subclause 8)
	rtcpfb, (0x00??)
	V1
	Multimedia interworking between the H.245 messages in 3G-324M at the CS side and the corresponding RTCP messages used by MTSI terminals at the IMS side

	NOTE 1:
support of RTP Package does not require support of Network Package. 




* * * Next Change * * * *

A.14.31
H.245 Transport Package for SPC use
Table A.14.31/1: Package Usage Information For H.245 Transport Package for SPC use

	Properties 
	Mandatory/

Optional
	Used in command:
	Supported Values:
	Provisioned Value:

	None
	-
	-
	-
	-

	Signals 
	Mandatory/

Optional
	Used in command:
	Duration Provisioned Value:

	None (NOTE 1)
	M
	MOD
	-

	
	Signal Parameters
	Mandatory/
Optional
	Supported Values:
	Duration 

Provisioned Value:

	
	Signalling Preconfigured Channel      (spc, 0x0002)
	O
	ON 

OFF

	OFF

	
	Repetition (rep, 0x0003)
	O
	ON

OFF
	ON

	Events
	Mandatory/

Optional
	Used in command:

	None (NOTE 2)
	M
	ADD, NOTIFY

	
	Event

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	Signalling Preconfigured Channel      (spc, 0x0001)
	O
	H245,              SPC,                Both
	H245

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	Signalling Preconfigured Channel      (spc, 0x0002)
	O
	ON 

OFF

	OFF

	Statistics
	Mandatory/

Optional
	Used in command:
	Supported Values:

	None
	-
	-
	-

	Error Codes
	Mandatory/ Optional

	None
	-

	NOTE 1: The package does not define any new signal. The defined signal parameter can be used in the Outgoing H.245 Message signal (h245tpspc/h245msgout, 0x00f7/0x0001) defined in the base package (H.245 Transport package).

NOTE 2: The package does not define any new event. The defined event and observed event parameters can be used in the Incoming H.245 Message event (h245tpspc/h245msgin, 0x00f7/0x0001) defined in the base package (H.245 Transport package).


A.14.32
MONA preference package
Table A.14.32/1: Package Usage Information for MONA preference Package

	Properties 
	Mandatory/

Optional
	Used in command:
	Supported Values:
	Provisioned Value:

	 MONA Class (monapref/class, 0x00f8/0x0001)
	 Not used
	-
	-
	-

	Supported codecs for preconfigured channels (monapref/preconfcodecs, 0x00f8/0x0002)
	Not used
	-
	-
	-

	Signals 
	Mandatory/

Optional
	Used in command:
	Duration Provisioned Value:

	Outgoing MONA preference message (monapref/monaprefmsgout, 0x00f8/0x0001)
	M
	MOD
	-

	
	Signal Parameters
	Mandatory/
Optional
	Supported Values:
	Duration 

Provisioned Value:

	
	Contents of MONA preference message (prefmsgc,0x0001)
	M
	OCTET STRING
	-

	Forward Media in Preconfigured Channel (monapref/Preconfchannelmedia, 0x00f8/0x0002)
	O
	MOD
	-

	
	Signal Parameters
	Mandatory/
Optional
	Supported Values:
	Duration 

Provisioned Value:

	
	Mux Code (muxcode,0x0003)
	M
	sub-list of OCTET STRING
	-

	Events
	Mandatory/

Optional
	Used in command:

	MONA Preference reception (monapref/monaprefmsgin, 0x00f8/0x0001)
	M
	ADD, NOTIFY

	
	Event

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	None
	-
	-
	-

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	Contents of MONA preference message (prefmsgc,0x0001)
	M
	OCTET STRING 


	Not Applicable

	MONA Preference negotiation completed (monapref/monaprefcompl, 0x00f8/0x0002)
	M
	ADD, NOTIFY

	
	Event

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	None
	-
	-
	-

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	None
	-
	- 

	-

	Legacy Detected (monapref/Legdet, 0x00f8/0x0003)
	M
	ADD, NOTIFY

	
	Event

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	None
	-
	-
	-

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	None
	-
	- 


	-

	MPC reception (monapref/mpcrec, 0x00f8/0x0004)
	O
	ADD, NOTIFY

	
	Event

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	None
	-
	-
	-

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	Mux Code (muxcode,0x0001)
	M
	OCTET STRING 


	Not Applicable

	Statistics
	Mandatory/

Optional
	Used in command:
	Supported Values:

	None
	-
	-
	-

	Error Codes
	Mandatory/ Optional

	None
	-


* * * Last Change * * * *

Annex B (normative): Void
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