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1. Overall Description:

As per TS 23.402, when UE is attached via non-3GPP access, PDN-GW may initiate resource allocation deactivation procedure when UE handovers from non-3GPP access to 3GPP access. CT4 is not clear about the AAA behaviour in this case.
In TS 23.402, section 6.12.1 only the following sentence mentions the involvement of AAA.
“In the Roaming and LBO cases, the 3GPP AAA Proxy serves as an intermediary between the Trusted Non-3GPP IP Access and the 3GPP AAA Server in the HPLMN.”
This does not clarify the AAA behaviour.

CT4 kindly asks the following questions for clarification
· In PDN-GW Initiated Resource Allocation Deactivation as per TS 23.402, there is no AAA behaviour mentioned. Considering this is initiated due to handover from non-3G to 3GPP
· Shall AAA not delete the mobility sessions associated with the particular PDN-connection? What is the expected AAA behaviour?
· If yes, which node (PDN-GW/Non-3G Access) intiate a message towards AAA for the purpose? 
In addition CT4 would also like to ask

· In cases other than Handover, what is the expected behaviour of AAA in case of PDN-GW initiated Resource Allocation Deactivation? 

· It is noted in case of PDN-Disconnection procedures (UE/AAA/HSS initiated), the PDN-GW initiates the PDN-Identity updation to AAA/HSS. What is the equivalent procedure in case of PDN-GW Initiated Resource Allocation Deactivation?
2. Actions:

To: SA2 

ACTION: 
CT4 kindly asks SA2 to clarify the above questions.
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