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* * * First Change * * * *

5.1
General format

Control Plane GTP uses a variable length header. Control Plane GTP header length shall be a multiple of 4 octets. Figure 5.1-1 illustrates the format of the GTPv2-C Header. 

	
	
	Bits

	Octets
	
	8
	7
	6
	5
	4
	3
	2
	1

	1
	
	Version
	P
	T
	Spare
	Spare
	Spare

	2
	
	Message Type

	3
	
	Message Length (1st Octet)

	4
	
	Message Length (2nd Octet)

	m to k(m+3)
	
	If T flag is set to 1, then TEID shall be placed into octets 5-8. Otherwise, TEID field is not present at all.

	n to (n+1)
	
	Sequence Number

	(n+2) to (n+3)
	
	Spare


Figure 5.1-1: General format of GTPv2 Header for Control Plane

Where:

-
if T = 0, TEID field is not present, k = 0, m = 0 and n = 5;

-
if T = 1, TEID field is present, k = 1, m = 5 and n = 9.

The usage of GTPv2-C header across the EPC specific interfaces is defined in the subclause 5.5 "Usage of the GTPv2-C Header". Octet 1 bits shall be coded as follows:

-
Bits 6-8 represent the Version field.

-
Bit 5 represents the Piggybacking flag (P).

-
Bit 4 represents the TEID flag (T).

-
Bits 3-1 are spare, the sender shall set them to "0" and the receiving entity shall ignore them.
* * * Next Change * * * *

6.1.2
Grouped Information Elements

Information elements can contain other IEs. This type of IE is called "Grouped IEs".

Grouped IEs have a length value in the TLIV encoding, which includes the added length of all the embedded IEs. Overall coding of a grouped information element with 4 octets long IE header is defined in subclause 8.2 "Information Element Format". Each information element within a grouped IE also shall also contain 4 octets long IE header.


Grouped IEs are not marked by any flag or limited to a specific range of IE type values. The clause describing an IE in this specification shall explicitly state if it is grouped.

NOTE:
Each entry into each Grouped IE creates a new scope level. Exit from the grouped IE closes the scope level.  The GTPv2 message level is the top most scope. This is analogous to the local scope of a subroutine/function.

* * * Next Change * * * *

7.2.1
Create Session Request

The Create Session Request message shall be sent on the S11 interface by the MME to the SGW, and on the S5/S8 interface by the SGW to the PGW as part of the procedures:

-
E-UTRAN Initial Attach

-
UE requested PDN connectivity

The message shall also be sent on the S11 interface by the MME to the SGW as part of the procedures:

-
Tracking Area Update procedure with Serving GW change

-
S1/X2-based handover with SGW change

-
UTRAN Iu mode to E-UTRAN Inter RAT handover with SGW change

-
GERAN A/Gb mode to E-UTRAN Inter RAT handover with SGW change

-    3G Gn/Gp SGSN to MME combined hard handover and SRNS relocation procedure
-    Gn/Gp SGSN to MME Tracking Area Update procedure
and on the S4 interface by the SGSN to the SGW as part of the procedures:

-
Routing Area Update with MME interaction and with SGW change

-
E-UTRAN to UTRAN Iu mode Inter RAT handover with SGW change

-
E-UTRAN to GERAN A/Gb mode Inter RAT handover with SGW change

-
Serving RNS relocation
-
Combined hard handover and SRNS relocation
-
Combined Cell / URA update and SRNS relocation
-
Enhanced serving RNS relocation with SGW relocation
-
PDP Context activation
Table 7.2.1-1: Information Elements in a Create Session Request

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	IMSI
	M
	
	IMSI
	0

	MSISDN
	C
	For an E-UTRAN Initial Attach the IE shall be included when used on the S11 interface, if provided in the subscription data from the HSS and it shall be included when used on the S5/S8 interfaces if provided by the MME.

The IE shall be included for the case of a UE Requested PDN Connectivity, it shall be included if the MME has it stored for that UE.


	MSISDN
	0

	ME Identity (MEI)
	C
	The MME shall include the ME Identity (MEI) IE, if it is available.
	MEI
	0

	User Location Info (ULI)
	C
	This IE shall be included for E-UTRAN access. It shall include ECGI&TAI.
	ULI
	0

	Serving Network
	C
	This IE shall be included for an E-UTRAN initial attach and for a UE requested PDN connectivity. 
	Serving Network
	0

	RAT Type
	M
	
	RAT Type
	0

	Indication Flags
	C
	Applicable flags are:

· S5/S8 Protocol Indicator: This flag shall be used on the S11/S4 interfaces and set according to the protocol chosen to be used on the S5/S8 interfaces.
· Dual Address Bearer Flag: This flag shall be set to 1 when the UE requests a PDN type IPv4v6 and all SGSNs which the UE may be handed over to support dual addressing. This shall be determined based on node pre-configuration by the operator.

· Handover Indication:  If the UE comes from non-3GPP access, this flag shall be set in an E-UTRAN Initial Attach or in a UE Requested PDN Connectivity.

· Operation Indication: This flag shall be set for a TAU/RAU.

· Direct Tunnel Flag: This flag shall be used on the S4 interface and set to 1 if Direct Tunnel is used.
· Piggybacking Supported: This flag shall be set to 1 only if the MME/SGSN/SGW supports the piggybacking feature as described in Annex F of 3GPP TS 23.401 [3].
· Change Reporting support Indication: shall be used on S4/S11, S5/S8 and set if the SGSN/MME supports location Info Change Reporting.
	Indication
	0

	Sender F-TEID for Control Plane
	M
	
	F-TEID
	0

	PGW S5/S8 Address for Control Plane or PMIP
	C
	This IE shall be sent on the S11 / S4 interfaces. The TEID or GRE Key is set to "0" in the E-UTRAN initial attach and the UE requested PDN connectivity procedures.
	F-TEID
	1

	Access Point Name (APN)
	C
	This IE shall be included for the TAU/RAU/Handover cases when the S5/S8 Protocol Indicator is set to 1 (PMIP based S5/S8). This IE shall also be included for an E-UTRAN initial attach and a UE requested PDN connectivity.


	APN
	0

	Selection Mode
	C
	This IE shall be included for an E-UTRAN initial attach and a UE requested PDN connectivity. It shall indicate whether a subscribed APN or a non subscribed APN chosen by the MME was selected.


	Selection Mode
	0

	PDN Type
	M
	This IE shall be set to IPv4, IPv6 or IPv4IPv6. This is based on the subscription record retrieved from the HSS.
	PDN Type
	0

	PDN Address Allocation (PAA)
	C
	This IE shall be included for an E-UTRAN initial attach and a UE requested PDN connectivity.

The PDN type field in the PAA shall be  set based on the UE request.

For static IP address assignment, the MME shall set the IPv4 address and/or IPv6 prefix length and IPv6 address if available.

If static IP address assignment is not used, the the IPv4 address shall be set to 0.0.0.0, and the IPv6 Prefix Length and IPv6 address shall all be set to zero.


	PAA
	0

	Maximum APN Restriction
	M
	This IE denotes the most stringent restriction as required by any already active bearer context. If there are no already active bearer contexts, this value is set to the least restrictive type.
	APN Restriction
	0

	Aggregate Maximum Bit Rate (APN-AMBR)
	C
	This IE represents the APN-AMBR. It shall be included for an E-UTRAN initial attach and a UE requested PDN connectivity.
	AMBR
	0

	Linked EPS Bearer Identity
	C
	This IE shall be included on S4/S11 in RAU/TAU/HO procedures with SGW change to identify the default bearer of the PDN Connection
	EBI
	0

	Protocol Configuration Options (PCO)
	O
	This IE is not applicable to TAU/RAU/Handover.
	PCO
	0

	Bearer Contexts to be created
	M
	Several IEs with the same type and instance value shall be included as necessary to represent a list of Bearers.

One bearer shall be included for an "eUTRAN Initial Attach" or a "UE requested PDN Connectivity";

One or more bearers shall be included for a Handover/TAU/RAU with an SGW change.
	Bearer Context 
	0

	Bearer Contexts to be removed
	C
	This IE shall be included on the S4/S11 interfaces for the TAU/RAU/Handover cases where any of the bearers existing before the TAU/RAU/Handover procedure will be deactived as consequence of the TAU/RAU/Handover procedure.

For each of those bearers, an IE with the same type and instance value, shall be included.
	Bearer Context
	1

	Trace Information
	C
	This IE shall be included if an SGW and/or a PGW is activated. See 3GPP TS 32.422 [18].
	Trace Information
	0

	Recovery
	C
	This IE shall be included if contacting the peer node for the first time.
	Recovery
	0

	MME-FQ-CSID
	O
	This IE is optionally included by the MME on the S11 interface. It shall be forwarded by an SGW on the S5/S8 interfaces.
	FQ-CSID
	0

	SGW-FQ-CSID
	O
	This IE is optionally included by the SGW on the S5/S8 interfaces.
	FQ-CSID
	1 

	UE Time Zone
	O
	This IE is optionally included by the MME on the S11 interface or by the SGSN on the S4 interface. This IE shall be forwarded by the SGW on the S5/S8 interface.
	UE Time Zone
	0

	Private Extension
	O
	
	Private Extension
	VS


Table 7.2.1-2: Bearer Context to be created within Create Session Request

	Octet 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	UL TFT
	O
	
	Bearer TFT
	0

	DL TFT
	O
	
	Bearer TFT
	1

	S1-U eNodeB F-TEID
	C
	This IE shall be included on the S11 interface for an eUTRAN handover/TAU.
	F-TEID
	0

	S4-U SGSN F-TEID
	C
	This IE shall be included on the S4 interface if the S4-U interface is used.
	F-TEID
	1

	S5/8-U SGW F-TEID
	C
	This IE shall be included on the S5/S8 interface for an  "eUTRAN Initial Attach" or a "UE Requested PDN Connectivity".
	F-TEID
	2

	S5/8-U PGW F-TEID
	C
	This IE shall be included on the S4 and S11 interfaces for the TAU/RAU/Handover cases when the GTP-based S5/S8 is used.
	F-TEID
	3

	Bearer Level QoS
	M
	
	Bearer QoS
	0

	Charging Characteristics
	C
	This IE shall be included according to 3GPP TS 32.251 [8]
	Charging Characteristics
	0

	Charging ID
	C
	This IE shall be included on the S11/S4 interfaces for the TAU/RAU/Handover cases.
	Charging ID
	0

	Bearer Flags
	O
	Applicable flags are:

· PPC (Prohibit Payload Compression)
	Bearer Flags
	0


Table 7.2.1-3: Bearer Context to be removed within Create Session Request

	Octet 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n 
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	S4-U SGSN F-TEID
	C
	This IE shall be sent on the S4 interface if the S4-U interface is used.
	F-TEID
	0


* * * Next Change * * * *

7.2.3
Create Bearer Request

The Create Bearer Request message shall be sent on the S5/S8 interface by the PGW to the SGW and on the S11 interface by the SGW to the MME as part of the Dedicated Bearer Activation procedure.
The message shall also be sent on the S5/S8 interface by the PGW to the SGW and on the S4 interface by the SGW to the SGSN as part of the Secondary PDP Context Activation procedure or the Network Requested Secondary PDP Context Activation procedure.

Table 7.2.3-1: Information Elements in a Create Bearer Request

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Procedure Transaction Id (PTI)
	C
	This IE shall be sent when the procedure was initiated by a UE Requested Bearer Resource Modification Procedure and Secondary PDP Context Activation Procedure. 

The PTI shall be the same as the one used in the corresponding Bearer Resource Command.
	PTI
	0

	Linked Bearer Identity (LBI)
	M
	This IE shall be included to indicate the default bearer associated with the PDN connection.
	EBI
	0

	APN Aggregate Maximum Bit Rate (APN-AMBR)
	C
	This IE shall be included when the P-GW initiates a create bearer procedure for policy updates due to the creation of non-GBR flows.
	AMBR
	0

	Protocol Configuration Options (PCO)
	O
	
	PCO
	0

	Bearer Contexts
	M
	Several IEs with this type and instance values shall be included as necessary to represent a list of Bearers.
	Bearer Context 
	0

	PGW-FQ-CSID
	O
	This IE is optionally included by the PGW on the S5/S8 interfaces. It shall be forwarded by the SGW on the S11 interface. 
	FQ-CSID
	0

	SGW-FQ-CSID
	O
	This IE is optionally included by the SGW on the S11 interface. 
	FQ-CSID
	1

	Change Reporting Action
	C
	This IE shall be included with the appropriate Action field If the location Change Reporting mechanism is to be started or stopped for this subscriber in the SGSN/MME.
	Change Reporting Action
	0

	Private Extension
	O
	
	Private Extension
	VS


Table 7.2.3-2: Bearer Context within Create Bearer Request

	Octets 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octets 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	This IE shall be set to 0.
	EBI
	0

	UL TFT
	M
	
	Bearer TFT
	0

	DL TFT
	C
	This IE shall be sent for PMIP based S5/S8 interfaces.
	Bearer TFT
	1

	S1-U SGW F-TEID
	C
	This IE shall be sent on the S11 interface if the S1-U interface is used.
	F-TEID
	0

	S5/8-U PGW F-TEID
	C
	This IE shall be sent on the S4, S5/S8 and S11 interfaces.
	F-TEID
	1

	S12 SGW F-TEID
	C
	This IE shall be sent on the S4 interface if the S12 interface is used.
	F-TEID
	2

	S4-U SGW F-TEID
	C
	This IE shall be sent on the S4 interface if the S4-U interface is used.
	F-TEID
	3

	Bearer Level QoS
	M
	
	Bearer QoS
	0

	Charging Characteristics
	C
	This IE shall be included according to 3GPP TS 32.251 [8].
	Charging Characteristics
	0

	Charging Id
	M
	
	Charging Id
	0

	Bearer Flags
	O
	Applicable flags are:

· PPC (Prohibit Payload Compression)
	Bearer Flags
	0


* * * Next Change * * * *

7.2.5
Bearer Resource Command

A Bearer Resource Command message shall be sent from a MME to a SGW and forwarded to PGW as a part of the UE requested bearer resource modification procedure. 
The message shall also be sent on the S4 interface by a SGSN to a SGW and on the S5/S8 interface by a SGW to a PGW as part of the MS initiated modification procedure, or secondary PDP context activation procedure.

Table 7.2.5-1 specifies the presence of the IEs in the message.

Table 7.2.5-1: Information Elements in a Bearer Resource Command
	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Linked EPS Bearer ID (LBI)
	M
	
	EBI
	0

	Procedure Transaction Id (PTI)
	M
	
	PTI
	0

	Flow Quality of Service (Flow QoS)
	C
	This IE shall be included, except for a Bearer resource release.
	Flow QoS
	0

	Traffic Aggregate Description (TAD)
	M
	The TAD consists of the description of the packet filter(s) for a traffic flow aggregate.
	TAD
	0

	RAT Type
	C
	This IE shall be included for MS initiated PDP Context modification procedure and Secondary PDP context activation procedure.
	RAT Type
	0

	Serving Network
	O
	This IE may be included in the MS initiated modification procedure.
	Serving Network
	0

	User Location Information(ULI)
	O
	This IE may be included in the MS initiated modification procedure.
	ULI
	0

	EPS Bearer ID
	C
	This IE indicates the EPS Bearer that needs to be modified, it shall be included for MS initiated PDP Context modification procedure
	EBI
	1

	Indication Flags
	O
	Applicable flags:
· Change Reporting Support Indication: this flag may be included in the MS initiated modification procedure.

· Direct Tunnel Flag: this flag may be included in the MS initiated modification procedure.
	Indication
	0

	S4-U SGSN F-TEID
	C
	This IE shall be included on the S4 interface when direct tunnel is not established in the MS initiated modification procedure 
	F-TEID
	0

	S12 RNC F-TEID
	C
	This IE shall be included on the S4 interface when direct tunnel flag is set to 1 in the MS initiated modification procedure if 
	F-TEID
	1

	Protocol Configuration Options (PCO)
	O
	
	PCO
	0

	Private Extension
	O
	None
	Private Extension
	VS


* * * Next Change * * * *

7.2.8
Modify Bearer Response

The Modify Bearer Request message shall be sent on the S11 interface by the SGW to the MME and on the S5/S8 interfaces by the PGW to the SGW as part of the procedures:

-
E-UTRAN Tracking Area Update without SGW Change

-
UE triggered Service Request

-
S1-based Handover
-
UTRAN Iu mode to E-UTRAN Inter RAT handover

-
GERAN A/Gb mode to E-UTRAN Inter RAT handover
-
E-UTRAN Initial Attach

-
UE requested PDN connectivity

-
3G SGSN to MME combined hard handover and SRNS relocation procedure
It shall  also be sent on the S4 interface by the SGW to the SGSN and on the S5/S8 interfaces by the PGW to the SGW as part of the procedures:

-
Routeing Area Update with MME interaction and without SGW change

-
Routeing Area Update with MME interaction and with SGW change
-
E-UTRAN to UTRAN Iu mode Inter RAT handover

-
E-UTRAN to GERAN A/Gb mode Inter RAT handover
-
Inter SGSN Routeing Area Update Procedure and Combined Inter SGSN RA / LA Update to S4 SGSNs

-
Combined RA / LA Update in the Case of Inter SGSN RA Update Procedure

-
Iu mode RA Update Procedure

-
Serving RNS Relocation Procedure 

-
Combined Hard Handover and SRNS Relocation Procedure

-
Combined Cell / URA Update and SRNS Relocation Procedure

-
Enhanced Serving RNS Relocation without SGW relocation

-
UE Initiated Service Request Procedure

-
Iu mode to A/Gb mode Intra SGSN Change

-
A/Gb mode to Iu mode Intra SGSN Change

-
Iu mode to A/Gb mode Inter-SGSN Change

-
A/Gb mode to Iu mode Inter-SGSN Change

-
Paging Response with no established user plane on S4

-
PDP Context Activation Procedure

on the S11 interface by the SGW to the MME as part of:

on the S4 interface by the SGSN to the SGW as part of:

-
READY to STANDBY transition within the network

-
RAB Assignment Procedure

and on the S5/S8 interfaces by the PGW to the SGW as part of:

-
Tracking Area Update procedure with SGW change

-
X2 based handover with SGW relocation

-
Gn/Gp SGSN to MME Tracking Area Update

-
Enhanced Serving RNS Relocation with SGW relocation

If handling of default bearer fails, then Cause at the message level shall be a failure cause.

Table 7.2.8-1: Information Elements in a Modify Bearer Response

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	MSISDN
	C
	This IE shall be included by the PGW if it is stored in its UE context
	MSISDN
	0

	Linked EPS Bearer Identity
	C
	This IE shall be sent on S5/S8 when the UE moves from a Gn/Gp SGSN to the S4 SGSN or MME to identify the default bearer the PGW selects for the PDN Connection.
	EBI
	0

	Protocol Configuration Options (PCO)
	C
	This IE shall be used for an Inter RAT handover from the UTRAN or GERAN to the E-UTRAN.
	PCO
	0

	Bearer Contexts modified
	M
	EPS bearers corresponding to Bearer Contexts to be modified that were sent in Modify Bearer Request message. Several IEs with the same type and instance value shall be included as necessary to represent a list of the Bearers which are modified.
	Bearer Context
	0

	Bearer Contexts marked for removal
	C
	EPS bearers corresponding to Bearer Contexts to be removed sent in the Modify Bearer Request message. Shall be included if request message contained Bearer Contexts to be removed.

For each of those bearers an IE with the same type and instance value shall be included.
	Bearer Context
	1

	Change Reporting Action
	C
	This IE shall be included with the appropriate Action field If the location Change Reporting mechanism is to be started or stopped for this subscriber in the SGSN/MME.
	Change Reporting Action
	0

	PGW-FQ-CSID
	O
	Optionally included by PGW on S5/S8. Shall be forwarded by SGW on S11. 
	FQ-CSID
	0

	SGW-FQ-CSID
	O
	Optionally included by SGW on S11.
	FQ-CSID
	1

	Recovery
	C
	This IE shall be included if contacting the peer for the first time.
	Recovery
	0

	Private Extension
	O
	
	Private Extension
	VS


Table 7.2.8-2: Bearer Context modified within Modify Bearer Response

	Octets 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octets 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	Cause
	M
	This IE shall indicate if the bearer handling was successful, and if not, gives information on the reason.
	Cause
	0

	S1 SGW F-TEID
	C
	This IE shall be used on the S11 interface, if the S1 interface is used. See NOTE 1
	F-TEID
	0

	S12 SGW F-TEID
	C
	This IE shall be included on the S4 interface if the S12 interface is being used. See NOTE 1
	F-TEID
	1

	S4-U SGW F-TEID
	C
	This IE shall be present if used on the S4 interface if the S4-U interface is being used. See NOTE 1
	F-TEID
	2

	NOTE 1: The SGW shall not change its F-TEID for a given interface during the Handover and Service Request procedure. Whether SGW F-TEID is the same for S1-U, S4-U or S12 is FFS.


Table 7.2.8-3: Bearer Context marked for removal within Modify Bearer Response

	Octet 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n 
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	Cause
	M
	This IE shall indicate if the bearer handling was successful, and if not, gives information on the reason.
	Cause
	0


* * * Next Change * * * *

7.2.11.2
Downlink Data Notification Acknowledgement

A Downlink Data Notification Acknowledgement shall be sent from a MME/SGSN to a SGW in response to Downlink Data Notification with an indication of success, or failure when MME/SGSN has reachability or abnormal conditions. 
Possible Cause values are:

· "Request accepted".
· "Unable to page UE".

· "Invalid message format".
· 
Table 7.2.11.2-1 specifies the presence of the IEs in the message.

Table 7.2.11.2-1: Information Elements in a Downlink Data Notification Acknowledgement

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	Data Notification Delay
	C
	The MME/SGSN shall include an adaptive delay indication to the SGW to delay the number of Data Notification indications, if the rate of Downlink Data Notification event occurence in the MME/SGSN becomes significant (as configured by the operator) and the MME/SGSN's load exceeds an operator configured value.
	Delay Value
	0

	Recovery
	C
	This IE shall be included if contacting the peer for the first time 
	Recovery
	0

	Private Extension
	O
	
	Private Extension
	VS


* * * Next Change * * * *

7.3.1
Forward Relocation Request

A Forward Relocation Request message shall be sent from the source MME to the target MME over S10 interface as part of S1-based handover relocation procedure from the source MME to the target SGSN, or from the source SGSN to the target MME over S3 interface as part of Inter RAT handover and combined hard handover and SRNS relocation procedures, or from source SGSN to the target SGSN over S16 interface as part of SRNS Relocation and PS handover procedures.

Table 7.3.1-1 specifies the presence requirements and conditions of the IEs in the message.
Table 7.3.1-1: Information Elements in a Forward Relocation Request

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	IMSI
	M
	
	IMSI
	0

	Sender's F-TEID for Control Plane
	M
	This IE specifies the address and the tunnel for control plane message which is chosen by the source MME/SGSN.
	F-TEID
	0

	MME/SGSN UE EPS PDN Connections
	M
	Several IEs with this type and instance values shall be included as necessary to represent a list of PDN Connections
	PDN Connection 
	0

	SGW S11/S4 IP Address and TEID for Control Plane
	M
	
	F-TEID
	1

	SGW node name
	C
	This IE shall be included if the source MME or SGSN has the source SGW FQDN.
	FQDN
	0

	MME/SGSN UE MM Context
	M
	None
	MM Context
	0

	Indication
	C
	This IE shall be included if either one of the DFI flag and ISRSI flag is set.

DFI flag is set if direct forwarding is supported. DFI flag shall not be set if the message is used for SRNS relocation procedure.

ISRSI flag is set if the source MME/SGSN is capable to establish ISR for the UE or if the ISR is activated, the source MME/SGSN then indicate the target SGSN/MME to maintain ISR for the UE in the inter RAT handover procedures.
	Indication
	0

	E-UTRAN Transparent Container
	C
	This IE shall be included if the message is used for UTRAN/GERAN to E-UTRAN inter RAT handover procedure, intra RAT handover procedure and 3G SGSN to MME combined hard handover and SRNS relocation procedure.
	F-Container
	0

	UTRAN Transparent Container
	C
	This IE shall be included if the message is used for PS handover to UTRAN Iu mode procedures, SRNS relocation procedure and E-TURAN to UTRAN inter RAT handover procedure.
	F-Container
	1

	Target Identification
	C
	This IE shall be included if the message is used for SRNS relocation procedure and handover to UTRAN/E-UTRAN procedures.
	Target Identification
	0

	HRPD access node S101 IP address
	C
	This IE shall be included only if the HRPD pre registration was performed at the source MME
	IP-Address
	0

	1xIWS S102 IP address
	C
	This IE shall be included only if the 1xRTT CS fallback pre registration was performed at the source MME
	IP-Address
	1

	RAN Cause
	C
	This IE is the information from the source eNodeB, the source MME shall include this IE in the message.
	F-Cause
	0

	RANAP Cause
	C
	This IE is the information from the source RNC, the source SGSN shall include this IE in the message.
	F-Cause
	1

	BSS Container
	C
	This IE shall be included if the message is used for PS handover to GERAN A/Gb mode and E-UTRAN to GERAN A/Gb mode inter RAT handover procedure. 
	F-Container
	2

	Source Identification
	C
	This IE shall be included if the message is used for PS handover to GERAN A/Gb mode and E-UTRAN to GERAN A/Gb mode inter RAT handover procedure.
	Source Identification
	0

	BSSGP Cause
	C
	This IE is the information from source BSS, the source SGSN shall include this IE in the message.
	F-Cause
	2

	Selected PLMN ID
	O
	The Selected PLMN ID IE indicates the core network operator selected for the UE in a shared network. The old SGSN shall include this IE if the selected PLMN identity is available.
	Selected PLMN ID
	0

	Recovery
	C
	 If contacting the peer for the first time 
	Recovery
	0

	Trace Information
	C
	This IE shall be included when session trace is active for this IMSI/IMEI.
	Trace Information
	0

	Private Extension
	O
	
	Private Extension
	VS


The PDN Connection grouped IE shall be coded as depicted in Table 7.3.1-2.
Table 7.3.1-2: MME/SGSN UE EPS PDN Connections within Forward Relocation Request

	Octet 1
	
	PDN Connection IE Type = 109 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Instance

	APN
	M
	
	APN
	0

	IPv4 Address
	C
	This IE shall not be included if no IPv4 Address is assigned.
	IP Address
	0

	IPv6 Address
	C
	This IE shall not be included if no IPv6 Address is assigned.
	IP Address
	1

	PGW S5/S8 IP Address and TEID for Control Plane
	C
	This IE shall only be included for GTP based S5/S8
	F-TEID
	0

	PGW node name
	C
	This IE shall be included if the source MME or SGSN has the PGW FQDN.
	FQDN
	0

	Bearer Contexts 
	C
	Several IEs with this type and instance values may be included as necessary to represent a list of Bearers.
	Bearer Context
	0

	Aggregate Maximum Bit Rate (APN-AMBR)
	C
	This IE shall be included if the dynamic APN-AMBR is available on the source MME/SGSN for this PDN connection.
	AMBR
	0


The Bearer Context grouped IE shall be coded as depicted in Table 7.3.1-3.

Table 7.3.1-3: Bearer Context within MME/SGSN UE EPS PDN Connections within Forward Relocation Request

	Octet 1
	
	Bearer Context IE Type = 93
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Instance

	EPS Bearer ID
	M
	
	EBI
	0

	UL TFT
	C
	This IE shall be present if an Uplink TFT is defined for this bearer.
	Bearer TFT
	0

	DL TFT
	C
	This IE shall be present if a Downlink TFT is defined for this bearer.
	Bearer TFT
	1

	SGW S1/S4/S12 IP Address and TEID for user plane
	M
	
	F-TEID
	0

	PGW S5/S8 IP Address and TEID for user plane
	C
	This IE shall be present for GTP based S5/S8
	F-TEID
	1

	Bearer Level QoS
	M
	
	Bearer Level QoS
	0

	Charging characteristics
	M
	
	Charging characteristics
	0

	Container
	O
	Packet Flow ID, Radio Priority, SAPI, PS Handover XID Parameters may be included
	F-Container
	0


* * * Next Change * * * *

7.3.6
Context Response

A Context Response message shall be sent as a response to a previous Context Request message during TAU/RAU procedure. 

Possible Cause values are:

-
"Request Accepted"

-
"IMSI not known"
-
"System failure"
-
"Mandatory IE incorrect"
-
"Mandatory IE missing"
-
"Optional IE incorrect"
-
"Invalid message format"
-
"P-TMSI Signature mismatch"

-
"User authentication failed"
Table 7.3.6-1 specifies the presence requirements and conditions of the IEs in the message.
Table 7.3.6-1: Information Elements in a Context Response

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	IMSI
	C
	
	IMSI
	0

	MME/SGSN UE MM Context
	C
	
	MM Context
	0

	MME/SGSN UE EPS PDN Connections
	C
	This IE shall be included if there is at least a PDN connection for this UE on the sending MME/SGSN.

Several IEs with this type and instance values shall be included as necessary to represent a list of PDN Connections.
	PDN Connection 
	0

	Sender F-TEID for Control Plane
	C
	This IE specifies the address and the tunnel for control plane message which is chosen by the old MME/SGSN.
	F-TEID
	0

	SGW S11/S4 IP Address and TEID for Control Plane
	C
	This IE shall be included if a SGW is being used by the UE.
	F-TEID
	1

	SGW node name
	C
	This IE shall be included if the source MME or SGSN has the source SGW FQDN.
	FQDN
	0

	ISRSI
	C
	This IE shall be included if the Cause IE value indicates "Request accepted" and the old system has the ISR capability.
	Indication
	0

	Trace Information
	C
	This IE shall be included when session trace is active for this IMSI/IMEI.
	Trace Information
	0

	Private Extension
	O
	
	Private Extension
	VS


Table 7.3.6-2: MME/SGSN UE EPS PDN Connections within Context Response
	Octet 1
	
	PDN Connection IE Type = 109 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Instance

	APN
	M
	
	APN
	0

	IPv4 Address
	C
	This IE shall not ne included if no IPv4 Address is assigned.
	IP Address
	0

	IPv6 Address
	C
	This IE shall not be included if no IPv6 Address is assigned.
	IP Address
	1

	PGW S5/S8 IP Address and TEID for Control Plane
	C
	This IE shall only be included for GTP based S5/S8.
	F-TEID
	0

	PGW node name
	C
	This IE shall be included if the source MME or SGSN has the PGW FQDN.
	FQDN
	0

	Bearer Contexts 
	M
	Several IEs with this type and instance values may be included as necessary to represent a list of Bearers.
	Bearer Context
	0

	Aggregate Maximum Bit Rate (APN-AMBR)
	C
	This IE shall be included if the dynamic APN-AMBR is available on the source MME/SGSN for this PDN connection.
	AMBR
	0


The Bearer Context shall be coded as depicted in Table 7.3.6-3.

Table 7.3.6-3: Bearer Context within MME/SGSN UE EPS PDN Connections within Context Response
	Octet 1
	
	Bearer Context IE Type = 93
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octet 4
	
	Sparae and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Instance

	EPS Bearer ID
	M
	
	EBI
	0

	UL TFT
	C
	This IE shall be present if an Uplink TFT is defined for this bearer.
	Bearer TFT
	0

	DL TFT
	C
	This IE shall be present if a Downlink TFT is defined for this bearer.
	Bearer TFT
	1

	SGW S1/S4/S12 IP Address and TEID for user plane
	M
	
	F-TEID
	0

	Bearer Level QoS
	M
	
	Bearer Level QoS
	0

	Charging characteristics
	M
	
	Charging characteristics
	0

	Container
	O
	Packet Flow ID , Radio Priority, SAPI, PS Handover XID Parameters may be included as necessary.
	F-Container
	0


* * * Next Change * * * *

7.7.9 
Unknown or unexpected Information Element

The receiver of a GTP message including an unexpected information element with known Type value, but with the instance value that is not defined for this message shall discard the IE and log an error. The receiver shall process the message.

An information element with a Type value which is defined in section 8.1 of the present specification but whose Instance Value is not expected in the received GTP signalling message according to the grammar defined in section 7.1 to 7.5 and 7.9 of the present specification shall be silently discarded (skipped) and the rest of the message processed as if this information element was not present. 

NOTE:
An Information Element in an encoded GTPv2 message or grouped IE is identified by the pair of IE Type and Instance value. 

* * * Next Change * * * *

7.9.2
Delete PDN Connection Set Response

This message is sent as a response to the Delete PDN Connection Set Request.

Table 7.9.2: Information Elements in a Delete PDN Connection Set Response

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	Private Extension
	O
	None
	Private Extension
	VS


TEID of 0 shall be used for the Delete PDN Connection Set Response.

The following Cause values are defined:

-
"Request Accepted"

-
"Request rejected"

"Request Accepted" indicates the receiving node was capable of storing a CSID value for each PDN connection for the type of node (MME,SGW or PGW) in the Delete PDN Connection Set Request and has marked, or will mark immediately,  the PDN connections for deletion as per 3GPP TS 23.007 [17]. "Request Accepted" shall be returned even if there are no PDN connections that match.

"Request rejected" shall be used when the receiver of the Delete PDN Connection Set Request is not capable of storing at least one CSID value per PDN connection for the type of node (MME, SGW or PGW) received in the Delete PDN Connection Set Request.

The SGW shall not "relay" the Delete PDN Connection Set Response and shall respond to the Delete PDN Connection Set Request independently without waiting for replies.

* * * Next Change * * * *

8.4
Cause

Cause IE is coded as depicted in Figure 8.4-1.

	.
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 2 (decimal)
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5
	Cause value
	

	
	6
	Spare
	OI
	

	
	7 to (n+4)
	binary copy of the offending IE
	


Figure 8.4-1: Cause

The following bits within Octet 5 indicate:

-
Bits 8 to 2: Spare, for future use and set to zero

-
Bit 1 – OI (Originating Indication): If this bit is set to 1, it indicates that the corresponding error cause is originated by the remote node (i.e., the MME to a PGW, or the PGW to a MME). This bit is set to 0 to denote that the corresponding error cause is originated by the node sending the message. The OI should be set to 1 by the SGW when the SGW relay a response message with cause value from the MME to the PGW or from the PGW to the MME.

The Cause value shall be included in the response message. In a response message, the Cause value indicates the acceptance or the rejection of the corresponding request message. The Cause value shall indicate the explicit reason for the rejection. 

If the rejection is due to a faulty IE, the offending IE shall be included within an additional field, as a binary copy of the faulty IE that caused the rejection. In this case, the value of "n" shall be greater than "2". Otherwise, the value of "n" is equal to "2".

The Cause may also be included in the request message. In a request message, the Cause value indicates the reason for the request.

"Request accepted" is returned when the GTPv2 entity has accepted a control plane request.

Table 8.4-1: Cause values

	Message Type
	Cause value 

(decimal)
	Meaning

	
	0
	Reserved. Shall not be sent and if received the Cause shall be treated as an invalid IE

	Request
	1
	Paging Cause

	
	2
	Local Detach

	
	3
	Complete Detach

	
	4
	RAT changed from 3GPP to Non-3GPP

	
	5 to 15
	Spare. This value range is reserved for Cause values in a request message

	Acceptance Response
	16
	Request accepted

	
	17
	Request accepted partially

	
	18
	New PDN type due to network preference

	
	19
	New PDN type due to single address bearer only

	
	20 to -63
	Spare. This value range is reserved for Cause values in acceptance response message

	Rejection Response
	64
	Context Not Found

	
	65
	Invalid Message Format

	
	66
	Version not supported by next peer

	
	67
	Invalid length

	
	68
	Service not supported

	
	69
	Mandatory IE incorrect

	
	70
	Mandatory IE missing

	
	71
	Optional IE incorrect

	
	72
	System failure

	
	73
	No resources available

	
	74
	Semantic error in the TFT operation

	
	75
	Syntactic error in the TFT operation

	
	76
	Semantic errors in packet filter(s)

	
	77
	Syntactic errors in packet filter(s)

	
	78
	Missing or unknown APN

	
	79
	Unexpected repeated IE

	
	80
	GRE key not found

	
	81
	Reallocation failure

	
	82
	Denied in RAT

	
	83
	Preferred PDN type not supported

	
	84
	All dynamic addresses are occupied

	
	85
	UE context without TFT already activated

	
	86
	Protocol type not supported

	
	87
	UE not responding

	
	88
	UE refuses

	
	89
	Service denied

	
	90
	Unable to page UE

	
	91
	No memory available

	
	92
	User authentication failed

	
	93
	APN access denied – no subscription

	
	94
	Request rejected

	
	95
	P-TMSI Signature mismatch

	
	96
	IMSI not known

	
	97
	Semantic error in the TAD operation

	
	98
	Syntactic error in the TAD operation

	
	99
	Reserved Message Value Received

	
	100
	PGW not responding

	
	101
	Collision with network initiated request

	
	102 to 219
	Spare. This value range is reserved for Cause values in rejection response message

	
	220 to 255
	Reserved for 3GPP Specific PMIPv6 Error Codes as defined in 3GPP TS 29.275 [26]


* * * Next Change * * * *

8.12
Indication

Indication is coded as depicted in Figure 8.12-1.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 77 (decimal)
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5
	DAF
	DTF
	HI
	DFI
	OI
	ISRSI
	ISRAI
	SGWCI
	

	
	6
	Spare


	CRSI
	P
	PT
	SI
	MSV
	

	
	7 to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.12-1: Indication

The following bits within Octet 5 shall indicate:

-
Bit 8 –  DAF (Dual Address Bearer Flag): This bit shall be set when the UE requests PDN type IPv4v6 and all SGSNs which the UE may be handed over to are Release 8 or above supporting dual addressing, which is determined based on node pre-configuration by the operator..

-
Bit 7 – DTF (Direct Tunnel Flag): This bit shall be set when the UE is in UTRAN/GERAN network and Direct Tunnel is selected 

-
Bit 6 – HI (Handover Indication): If this bit is set to 1, it shall indicate that a UE handover from a non-3GPP access to a 3GPP access system. This bit is applicable during the attach procedure or during the UE requested PDN connectivity procedure. 

-
Bit 5 – DFI (Direct Forwarding Indication): If this bit is set to 1, it shall indicate that the direct forwarding between the source eNodeB/RNC and the target eNodeB/RNC during the handover procedure is applied.

-
Bit 4 – OI (Operation Indication): If this bit is set to 1, it shall denote that the receiving SGW of a "Create Session Request" shall send a Modify Bearer Request immediately to the PGW. This allows the SGW to differentiate if the "Create Session Request" belongs to a TAU/RAU with an SGW Change procedure (OI = 1) or to a Handover procedure (OI = 0).

-
Bit 3 – ISRSI (Idle mode Signalling Reduction Supported Indication): If this is set to 1, it shall indicate that the old/source SGSN/MME is capable to activate ISR.

-
Bit 2 – ISRAI (Idle mode Signalling Reduction Activation Indication): If this bit is set to 1, it shall indicate that the ISR is established between the MME and the S4 SGSN during a TAU/RAU without an SGW change procedure or during an Inter RAT handover without an SGW change procedure. The SGW shall retain the resources for the other CN node that has its bearer resources on the SGW reserved. The old/source SGSN/MME shall maintain the UE's contexts and activate ISR.
-
Bit 1 – SGWCI (SGW Change Indication): If this bit is set to 1, it shall indicate that the target MME/SGSN has selected a new SGW during a TAU/RAU or handover with an SGW change procedure.

The following bits within Octet 6 shall indicate:

-
Bit 8 to 6 –  Spare, for future use and set to zero.

-    Bit 5 – CRSI (Change Reporting support indication): if this bit is set to 1, it indicates that the MME/S4 SGSN supporting Location Change Reporting mechanism.

-
Bit 4 – PS (Piggybacking Supported). This bit denotes whether the MME/SGSN/SGW support piggybacking feature as described in Annex F of 3GPP TS 23.401 [3]. If set to 1, it indicates that the node is capable of processing two different GTP-C messages appearing back to back in a single UDP payload.

-
Bit 3 – PT (Protocol Type) If this bit set to 1, it shall indicate that the protocol type for the S5/S8 interface is PMIP; this bit is set to 0 to indicate that the protocol type for the S5/S8 interface is GTP.

-
Bit 2 – SI (Scope Indication): If this bit is set to 1, it indicates that all GTP-U tunnels of the UE over S1 interface should be released. This flag is set in messages during S1-based handover with SGW relocation, or X2-based handover with SGW relocation.
-
Bit 1 – MSV (MS Validated): If this bit is set to 1, it shall indicate that the new MME/SGSN has successfully authenticated the UE.

* * * Next Change * * * *

8.21
User Location Info (ULI)

User Location Info (ULI) is a variable length IE that is coded as depicted in Figure 8.21-1. The CGI, SAI, RAI, TAI and ECGI identity types are defined in 3GPP TS 23.003 [2].
	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 86 (decimal)
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5
	Spare
	ECGI
	TAI
	RAI
	SAI
	CGI
	

	
	a to a+6
	CGI
	

	
	b to b+6
	SAI
	

	
	c to c+6
	RAI
	

	
	d to d+4
	TAI
	

	
	 e to e+5
	ECGI
	

	
	f to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.21-1: User Location Info

The ULI IE shall contain only one identity of the same type (e.g. more than one CGI cannot be included), but ULI IE may contain more than one identity of a different type (e.g. ECGI and TAI). The flags ECGI, TAI, RAI, SAI and CGI in octet 5 indicate if the corresponding type shall be present in a respective field or not. If one of these flags is set to "0", the corresponding field shall not be present at all.  If more than one identity of different type is present, then they shall be sorted in the following order: CGI, SAI, RAI, TAI, ECGI.
The following subclauses specify the coding of the fields representing different identities.

For each identity, if an Administration decides to include only two digits in the MNC, then "MNC digit 3" field of corresponding location shall be coded as "1111".

8.21.1
CGI field

The coding of CGI (Cell Global Identifier) is depicted in Figure 8.21.1-1. Only zero or one CGI field shall be present in ULI IE.
	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	
	
	

	
	
	
	

	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	a
	MCC digit 2
	MCC digit 1
	

	
	a+1
	MNC digit 3
	MCC digit 3
	

	
	a+2
	MNC digit 2
	MNC digit 1
	

	
	a+3 to a+4
	Location Area Code (LAC)
	

	
	a+5 to a+6
	Cell Identity (CI)
	


Figure 8.21.1-1: CGI field
The Location Area Code (LAC) consists of 2 octets. Bit 8 of Octet a+3 is the most significant bit and bit 1 of Octet a+4 the least significant bit. The coding of the location area code is the responsibility of each administration. Coding using full hexadecimal representation shall be used.

The Cell Identity (CI) consists of 2 octets. Bit 8 of Octet a+5 is the most significant bit and bit 1 of Octet a+6 the least significant bit. The coding of the cell identity is the responsibility of each administration. Coding using full hexadecimal representation shall be used. 

8.21.2
SAI field

The coding of SAI (Service Area Identifier) is depicted in Figure 8.21.2-1. Only zero or one SAI field shall be present in ULI IE.
	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	
	
	

	
	
	
	

	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	b
	MCC digit 2
	MCC digit 1
	

	
	b+1
	MNC digit 3
	MCC digit 3
	

	
	b+2
	MNC digit 2
	MNC digit 1
	

	
	b+3 to b+4
	Location Area Code (LAC)
	

	
	b+5 to b+6
	Service Area Code (SAC)
	


Figure 8.21.2-1: SAI field
The Location Area Code (LAC) consists of 2 octets. Bit 8 of Octet b+3 is the most significant bit and bit 1 of Octet b+4 the least significant bit. The coding of the location area code is the responsibility of each administration. Coding using full hexadecimal representation shall be used.

The Service Area Code (SAC) consists of 2 octets. Bit 8 of Octet b+5 is the most significant bit and bit 1 of Octet b+6 the least significant bit. The SAC is defined by the operator. See 3GPP TS 23.003 [2] section 12.5 for more information. 

8.21.3
RAI field

The coding of RAI (Routing Area Identity) is depicted in Figure 8.21.3-1. Only zero or one RAI field shall be present in ULI IE.
	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	
	
	

	
	
	
	

	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	c
	MCC digit 2
	MCC digit 1
	

	
	c+1
	MNC digit 3
	MCC digit 3
	

	
	c+2
	MNC digit 2
	MNC digit 1
	

	
	c+3 to c+4
	Location Area Code (LAC)
	

	
	c+5 to c+6
	Routing Area Code (RAC)
	


Figure 8.21.3-1: RAI field
The Location Area Code (LAC) consists of 2 octets. Bit 8 of Octet c+3 is the most significant bit and bit 1 of Octet c+4 the least significant bit. The coding of the location area code is the responsibility of each administration. Coding using full hexadecimal representation shall be used.

The Routing Area Code (RAC) consists of 2 octets. Only Octet c+5 contains the RAC. Octet c+6 is coded as all 1's (11111111). The RAC is defined by the operator.

8.21.4
TAI field

The coding of TAI (Tracking Area Identity) is depicted in Figure 8.21.4-1. Only zero or one TAI field shall be present in ULI IE.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	
	
	

	
	
	
	

	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	d
	MCC digit 2
	MCC digit 1
	

	
	d+1
	MNC digit 3
	MCC digit 3
	

	
	d+2
	MNC digit 2
	MNC digit 1
	

	
	d+3 to d+4
	Tracking Area Code (TAC)
	


Figure 8.21.4-1: TAI

The Tracking Area Code (TAC) consists of 2 octets. Bit 8 of Octet d+3 is the most significant bit and bit 1 of Octet d+4 the least significant bit. The coding of the tracking area code is the responsibility of each administration. Coding using full hexadecimal representation shall be used.

8.21.5
ECGI field

The coding of ECGI (E-UTRAN Cell Global Identifier) is depicted in Figure 8.21.5-1. Only zero or one ECGI field shall be present in ULI IE.
	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	
	
	

	
	
	
	

	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	e
	MCC digit 2
	MCC digit 1
	

	
	e+1
	MNC digit 3
	MCC digit 3
	

	
	e+2
	MNC digit 2
	MNC digit 1
	

	
	e+3
	Spare
	ECI
	

	
	e+4 to e+6
	ECI (E-UTRAN Cell Identifier)
	


Figure 8.21.5-1: ECGI field
The E-UTRAN Cell Identifier (ECI) consists of 28 bits. Bit 4 of octet e+3 is the most significant bit and bit 1 of Octet e+6 the least significant bit. The coding of the E-UTRAN cell identifier is the responsibility of each administration. Coding using full hexadecimal representation shall be used. 

* * * Next Change * * * *

8.39
PDN Connection

The PDN connection is a grouped IE containing a number of other IEs and shall be coded as depicted in Table 8.39-1. The APN IE directly follows octet 4.
The PDN Connection IE may be repeated within a message with exactly the same Type and Instance values to represent a list.
Table 8.39-1: PDN Connection Grouped Type
	Octet 1
	
	PDN Connection IE Type = 109 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Instance

	APN
	
	
	APN
	

	IPv4 Address
	
	This IE shall not be present if an IPv4 Address is not assigned.
	IP Address
	

	IPv6 Address
	
	This IE shall not be present if an IPv6 Address is not assigned
	IP Address
	

	Linked EPS Bearer Identity
	
	This IE shall be included to identify the default bearer of the PDN Connection
	EBI
	

	PGW S5/S8 IP Address and TEID for Control Plane
	
	This IE shall only be Included for GTP based S5/S8
	F-TEID
	

	PGW node name
	
	Includes the PGW FQDN
	FQDN
	

	Bearer Contexts 
	
	Several IEs with these type and instance values may be included as necessary to represent a list of Bearers.
	Bearer Context
	

	Aggregate Maximum Bit Rate (APN-AMBR)
	
	Includes the APN-AMBR.
	AMBR
	

	NOTE: 
This table uses a 5-column format in order to match the format used in subclauses of clause 7, where the usage of this IE is further detailed for each specific GTP message including it. In this subclause, the columns “P” and “Instance” are meaningless. The column “Condition / Comment” is only used in some cases to provide useful descriptions on how some fields are used but for each specific usage of this IE, the only “Condition / Comments” applicable are those in the corresponding subclause of clause 7.


The Bearer Context shall be coded as depicted in Table 8.39-2.

Table 8.39-2: Bearer Context in PDN Connection Grouped Type
	Ocett 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Instance

	EPS Bearer ID
	
	
	EBI
	

	UL TFT
	
	
	Bearer TFT
	

	DL TFT
	
	
	Bearer TFT
	

	SGW S1/S4/S12 IP Address and TEID for user plane
	
	
	F-TEID
	

	PGW S5/S8 IP Address and TEID for user plane
	
	This IE shall only be included for GTP based S5/S8 interfaces.
	F-TEID
	

	Bearer Level QoS
	
	
	Bearer QoS
	

	Charging characteristics
	
	
	Charging characteristics
	

	Container
	
	The Packet Flow ID , Radio Priority, SAPI, PS Handover XID Parameters may be included as necessary.
	F-Container
	

	NOTE: 
This table uses a 5-column format in order to match the format used in subclauses of clause 7, where the usage of this IE is further detailed for each specific GTP message including it. In this subclause, the columns “P” and “Instance” are meaningless. The column “Condition / Comment” is only used in some cases to provide useful descriptions on how some fields are used but for each specific usage of this IE, the only “Condition / Comments” applicable are those in the corresponding subclause of clause 7.


* * * End Change * * * *
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