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* * *  2nd  Change  * * *

4.2
Call control protocol (Nc interface)

Table 4.2.1: Call Control Protocol Specifications

	Identification
	Protocol Name
	Amendments and Endorsements to referenced specifications
	Support

	Q.1912.5 [4]
	Interworking between Session Initiation Protocol (SIP) and Bearer Independent Call Control protocol or ISDN User Part
	See Clause 5.1
	Mandatory

	IETF RFC 2046 [5]
	Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types
	See Clause 5.2
	Mandatory

	IETF RFC 3966 [6]
	URLs for Telephone Calls
	See Clause 5.4
	Mandatory

	IETF RFC 2976 [7]
	The SIP INFO Method
	See Clause 5.5
	Mandatory

	IETF RFC 3204 [8]
	MIME media types for ISUP and QSIG Objects
	See Clause 5.6
	Mandatory

	IETF RFC 3261 [9]
	SIP: Session Initiation Protocol
	See Clause 5.7
	Mandatory

	IETF RFC 3262 [10]
	Reliability of Provisional Responses in the Session Initiation Protocol (SIP)
	See Clause 5.8
	Mandatory

	RFC 3264 [11]
	An Offer/Answer Model with the Session Description Protocol (SDP)
	See Clause 5.9
	Mandatory

	IETF RFC 3311 [12]
	The Session Initiation Protocol UPDATE Method
	See Clause 5.10
	Mandatory

	IETF RFC 3312 [13]
	Integration of Resource Management and Session Initiation Protocol (SIP)
	See Clause 5.11
	Mandatory

	IETF RFC 3323 [14]
	A Privacy Mechanism for the Session Initiation Protocol (SIP)
	See Clause 5.12
	Mandatory

	IETF RFC 3325 [15]
	Private Extensions to the Session Initiation Protocol (SIP) for Asserted Identity within Trusted Networks 
	See Clause 5.13
	Mandatory

	IETF RFC 3326 [16]
	The Reason Header Field for the Session Initiation Protocol (SIP)
	See Clause 5.14
	Mandatory

	IETF RFC 4566 [17]
	SDP: Session Description Protocol
	See Clause 5.3
	Mandatory

	IETF RFC 4028 [24]
	Session Timers in the Session Initiation Protocol (SIP)
	See Clause 5.15
	Optional

	IETF RFC 4715 [34]
	The Integrated Services Digital Network (ISDN) Subaddress Encoding Type for tel URI
	See Clause 5.21
	Optional

	IETF RFC 5079 [x1]
	Rejecting Anonymous Requests in the Session Initiation Protocol (SIP)
	See Clause 5.x
	Optional


* * *  3rd  Change  * * *
5.x
IETF RFC 5079 (Rejecting Anonymous Requests in the Session Initiation Protocol (SIP))
The response code 433 (Anonymity Disallowed) defined by IETF RFC 5079 [x1] shall be supported on SIP-I on Nc.
* * *  End of Changes  * * *
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