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*******
* * * First Change * * * *

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version13 (13)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

************text not shown for clarity**************************

UpdateLocationArg ::= SEQUENCE {


imsi


IMSI,


msc-Number
[1] ISDN-AddressString,


vlr-Number
ISDN-AddressString,


lmsi


[10] LMSI

OPTIONAL,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,


vlr-Capability
[6] VLR-Capability
OPTIONAL,


informPreviousNetworkEntity
[11]
NULL

OPTIONAL,


cs-LCS-NotSupportedByUE
[12]
NULL

OPTIONAL,


v-gmlc-Address
[2]
GSN-Address
OPTIONAL,


add-info

[13] ADD-Info
OPTIONAL,


pagingArea
[14] PagingArea
OPTIONAL,


skipSubscriberDataUpdate
[15] NULL

OPTIONAL, 

-- The skipSubscriberDataUpdate parameter in the UpdateLocationArg and the ADD-Info


-- structures carry the same semantic.


restorationIndicator
[16]
NULL

OPTIONAL,

eplmn-List
[3] EPLMN-List
OPTIONAL,


msc-DiameterAddress
[4] NetworkNodeDiameterAddress
OPTIONAL

 }

************text not shown for clarity**************************

UpdateGprsLocationArg ::= SEQUENCE {


imsi


IMSI,


sgsn-Number
ISDN-AddressString,



sgsn-Address
GSN-Address,


extensionContainer
ExtensionContainer
OPTIONAL,


... ,


sgsn-Capability
[0] SGSN-Capability
OPTIONAL,


informPreviousNetworkEntity
[1]
NULL

OPTIONAL,


ps-LCS-NotSupportedByUE
[2]
NULL

OPTIONAL,


v-gmlc-Address
[3]
GSN-Address
OPTIONAL,


add-info

[4]  ADD-Info
OPTIONAL,


eps-info

[5]
EPS-Info
OPTIONAL,


servingNodeTypeIndicator
[6]
NULL

OPTIONAL,


skipSubscriberDataUpdate
[7] NULL

OPTIONAL,


usedRAT-Type
[8] Used-RAT-Type
OPTIONAL,


gprsSubscriptionDataNotNeeded
[9] NULL

OPTIONAL,


nodeTypeIndicator
[10] NULL

OPTIONAL,


areaRestricted
[11] NULL

OPTIONAL,


ue-reachableIndicator
[12]
NULL

OPTIONAL, 

epsSubscriptionDataNotNeeded
[13] NULL

OPTIONAL,


ue-srvcc-Capability
[14] UE-SRVCC-Capability
OPTIONAL,

eplmn-List
[15] EPLMN-List
OPTIONAL,


mmeNumberforMTSMS
[16] ISDN-AddressString
OPTIONAL,


smsRegisterRequest
[17] SMSRegisterRequest
OPTIONAL,


sms-Only

[18] NULL

OPTIONAL,


sgsn-DiameterAddress
[19] NetworkNodeDiameterAddress
OPTIONAL }

************text not shown for clarity**************************

AnyTimeModificationArg ::= SEQUENCE {

subscriberIdentity
[0]
SubscriberIdentity,


gsmSCF-Address
[1]
ISDN-AddressString,

modificationRequestFor-CF-Info
[2]
ModificationRequestFor-CF-Info OPTIONAL,


modificationRequestFor-CB-Info
[3]
ModificationRequestFor-CB-Info OPTIONAL,


modificationRequestFor-CSI
[4]
ModificationRequestFor-CSI
OPTIONAL,


extensionContainer
[5]
ExtensionContainer
OPTIONAL,


longFTN-Supported
[6]
NULL

OPTIONAL,


...,


modificationRequestFor-ODB-data
[7]
ModificationRequestFor-ODB-data OPTIONAL,


modificationRequestFor-IP-SM-GW-Data
[8]
ModificationRequestFor-IP-SM-GW-Data OPTIONAL,

activationRequestForUE-reachability
[9]
RequestedServingNode
OPTIONAL,


modificationRequestFor-CSG
[10]
ModificationRequestFor-CSG
OPTIONAL,


modificationRequestFor-CW-Data
[11] ModificationRequestFor-CW-Info
OPTIONAL,


modificationRequestFor-CLIP-Data
[12] ModificationRequestFor-CLIP-Info
OPTIONAL,


modificationRequestFor-CLIR-Data
[13] ModificationRequestFor-CLIR-Info 
OPTIONAL,


modificationRequestFor-HOLD-Data
[14] ModificationRequestFor-CH-Info
OPTIONAL,


modificationRequestFor-ECT-Data
[15] ModificationRequestFor-ECT-Info
OPTIONAL }

************text not shown for clarity**************************

ModificationRequestFor-IP-SM-GW-Data ::= SEQUENCE {


modifyRegistrationStatus
[0]
ModificationInstruction
OPTIONAL,


extensionContainer
[1]
ExtensionContainer
OPTIONAL,


...,


ip-sm-gw-DiameterAddress
[2]
NetworkNodeDiameterAddress 
OPTIONAL


-- ip-sm-gw-DiameterAddress may be present when ModificationInstruction is "activate"


}

ModificationInstruction ::= ENUMERATED {


deactivate
(0),


activate

(1)}

************text not shown for clarity**************************

* * * End of Changes * * * *
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