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	C4-130001
	
	1
	Agenda
	Preliminary agenda for CT4#60
	CT4 Chairman
	
	
	
	
	
	Revised in 2
	
	

	C4-130002
	1
	1
	Agenda
	Detailed agenda & time plan for CT4#60: status at document deadline
	CT4 Chairman
	
	
	
	
	
	Revised in 3
	
	

	C4-130003
	2
	1
	Agenda
	Detailed agenda & time plan for CT4#60: status on eve of meeting
	CT4 Chairman
	
	
	
	
	
	Noted
	
	

	C4-130004
	
	2
	DAD
	Proposed allocation of documents to agenda items for CT4#60: status at document deadline
	CT4 Chairman
	
	
	
	
	
	Revised in 5
	
	

	C4-130005
	4
	2
	DAD
	Proposed allocation of documents to agenda items for CT4#60 status on eve of meeting
	CT4 Chairman
	
	
	
	
	
	Noted
	
	

	C4-130006
	
	3
	Report
	CT#58 & SA&58 Status Report
	CT4 Chairman
	
	
	
	
	
	Noted
	
	

	C4-130007
	
	3
	Report
	CT4#59 meeting report for approval
	MCC
	
	
	
	
	
	Approved
	
	

	C4-130008
	
	8.17
	CR
	MSISDN delivery over S2a interface
	China Telecom, Alcatel-Lucent Shanghai Bell, Alcatel-Lucent, Huawei, ZTE
	TEI8
	29.275
	0269
	F
	Rel-8
	Rejected
	
	

	C4-130009
	
	8.17
	CR
	MSISDN delivery over S2a interface
	China Telecom, Alcatel-Lucent Shanghai Bell, Alcatel-Lucent, Huawei, ZTE
	TEI9
	29.275
	0270
	A
	Rel-9
	Rejected
	
	

	C4-130010
	
	8.17
	CR
	MSISDN delivery over S2a interface
	China Telecom, Alcatel-Lucent Shanghai Bell, Alcatel-Lucent, Huawei, ZTE
	TEI10
	29.275
	0271
	A
	Rel-10
	Revised in 397
	
	

	C4-130011
	
	8.19.1
	CR
	MSISDN delivery over STa interface
	China Telecom, Huawei,ZTE
	TEI8
	29.273
	0310
	F
	Rel-8
	Rejected
	
	

	C4-130012
	
	8.19.1
	CR
	MSISDN delivery over STa interface
	China Telecom, Huawei,ZTE
	TEI9
	29.273
	0311
	A
	Rel-9
	Rejected
	
	

	C4-130013
	
	8.19.1
	CR
	MSISDN delivery over STa interface
	China Telecom, Huawei,ZTE
	TEI10
	29.273
	0312
	A
	Rel-10
	Revised in 398
	
	

	C4-130014
	1352
	6.7
	CR
	Warning Message Reset Request in E-UTRAN
	one2many
	REP-WMD
	29.168
	0028r1
	B
	Rel-12
	Postponed
	
	23.041-0096

	C4-130015
	
	6.7
	CR
	Report to CBC on Warning Message Delivery
	one2many
	REP-WMD
	29.168
	0033
	B
	Rel-12
	Postponed
	
	23.041-0118

	C4-130016
	
	4
	LS in
	LS on IMS service level trace removal of feature from old releases 
	TSG CT WG1
	OAM8-Trace
	
	
	
	
	Noted
	
	

	C4-130017
	
	4
	LS in
	LS on Necessity of Default Public User Identity to be a SIP URI
	TSG CT WG1
	
	
	
	
	
	Noted
	
	

	C4-130018
	
	4
	LS in
	LS on Diameter code allocation for TS 29.219
	TSG CT WG3
	QoS_SSL-CT3
	
	
	
	
	Noted
	
	

	C4-130019
	
	4
	LS in
	Reply LS on Device Triggering Identification
	TSG CT WG3
	SIMTC-Reach
	
	
	
	
	Noted
	
	

	C4-130020
	
	4
	LS in
	Reply LS on IMS service level trace removal of feature from old releases
	TSG CT
	OAM8-Trace
	
	
	
	
	Noted
	
	

	C4-130021
	
	4
	LS in
	Response LS on Compatible Codec Types and Configurations for TFO and TrFO
	TSG GERAN WG2
	
	
	
	
	
	Noted
	
	

	C4-130022
	
	4
	LS in
	Reply LS to 3GPP CT4 on support of TLS for media security in IP networks (3GPP C4-121786 LS)
	ITU Q3/16
	
	
	
	
	
	Noted
	
	

	C4-130023
	
	4
	LS in
	LS on Stage 3 change for broadband access network interworking
	TSG RAN WG3
	BBAI
	
	
	
	
	Noted
	
	

	C4-130024
	
	4
	LS in
	LS on BBAI Support
	TSG RAN WG3
	Support for Broadband Forum Accesses Interworking
	
	
	
	
	Noted
	
	

	C4-130025
	
	4
	LS in
	Reply LS on TFT usage for the primary PDP context when access to the PGW
	TSG SA WG2
	SAES-St3-PCC
	
	
	
	
	Noted
	
	

	C4-130026
	
	4
	LS in
	LS on CNO Diameter Overload 
	TSG SA WG2
	CNO
	
	
	
	
	Noted
	
	

	C4-130027
	
	4
	LS in
	LS on size of E-UTRA Radio Capabilities
	TSG SA WG2
	SAES (and rSRVCC)
	
	
	
	
	Noted
	
	

	C4-130028
	
	8.19.3
	LS in
	LS on SDP offer-answer negotiation of AVPF and CCM feedback messages
	TSG SA WG4
	
	
	
	
	
	Noted
	
	

	C4-130029
	
	7.29.11
	LS in
	LS on Rel-11 MDT parameters
	TSG SA WG5
	
	
	
	
	
	Noted
	
	

	C4-130030
	
	4
	LS in
	LS on providing information on transcoding functions in 3GPP standards
	TSG SA
	
	
	
	
	
	Noted
	
	

	C4-130031
	
	6.6
	CR
	Correction to ASN1 encoding
	one2many
	TEI12
	29.168
	0034
	F
	Rel-12
	Agreed
	
	

	C4-130032
	
	7.22
	CR
	GTPv1 deferred IPv4 address allocation
	Nokia Siemens Networks
	TEI11
	29.060
	0927
	F
	Rel-11
	Revised in 370
	
	

	C4-130033
	
	7.22
	CR
	Bearer QoS
	Nokia Siemens Networks
	TEI11
	29.274
	1296
	F
	Rel-11
	Revised in 371
	
	

	C4-130034
	
	7.22
	CR
	PS handover and mobility definitions
	Nokia Siemens Networks
	TEI11
	29.274
	1297
	F
	Rel-11
	Revised in 372
	
	

	C4-130035
	
	7.22
	Discussion
	Create Session Request with TEID=0
	Nokia Siemens Networks
	
	
	
	
	
	Withdrawn
	
	

	C4-130036
	
	6.7
	CR
	TEID=0 in GTPv2 header
	Nokia Siemens Networks
	TEI12
	29.274
	1298
	D
	Rel-12
	Withdrawn
	
	

	C4-130037
	
	8.16
	CR
	Change reporting corrections
	Nokia Siemens Networks
	TEI9
	29.274
	1299
	F
	Rel-9
	Withdrawn
	
	

	C4-130038
	
	8.16
	CR
	Change reporting corrections
	Nokia Siemens Networks
	TEI9
	29.274
	1300
	A
	Rel-10
	Withdrawn
	
	

	C4-130039
	
	8.16
	CR
	Change reporting corrections
	Nokia Siemens Networks
	TEI11
	29.274
	1301
	F
	Rel-11
	Revised in 357
	
	

	C4-130040
	
	6.7
	CR
	Warning Area List with multiple elements
	one2many
	TEI12
	29.168
	0035
	B
	Rel-12
	Postponed
	
	

	C4-130041
	
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	23.008
	0395
	F
	Rel-8
	Revised in 310
	
	

	C4-130042
	
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	23.008
	0396
	A
	Rel-9
	Agreed
	
	

	C4-130043
	
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	23.008
	0397
	A
	Rel-10
	Agreed
	
	

	C4-130044
	
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	29.228
	0586
	F
	Rel-8
	Revised in 311
	
	

	C4-130045
	
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	29.228
	0587
	A
	Rel-9
	Revised in 312
	
	

	C4-130046
	
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	29.228
	0588
	A
	Rel-10
	Revised in 313
	
	

	C4-130047
	
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	29.328
	0454
	F
	Rel-8
	Revised in 314
	
	

	C4-130048
	
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	29.328
	0455
	A
	Rel-9
	Revised in 315
	
	

	C4-130049
	
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	29.328
	0456
	A
	Rel-10
	Revised in 316
	
	

	C4-130050
	
	7.29.3
	CR
	Corrections to reference error for periodic location update timer
	New Postcom
	TEI11
	23.007
	0218
	F
	Rel-11
	Revised in 250
	
	

	C4-130051
	
	7.22
	CR
	Corrections to descriptions of RFSP Index
	New Postcom
	TEI11
	29.060
	0928
	F
	Rel-11
	Revised in 373
	
	

	C4-130052
	
	7.22
	CR
	Clarification on IE Type Value in the GTP signalling message
	New Postcom
	TEI11
	29.060
	0929
	F
	Rel-11
	Revised in 375
	
	

	C4-130053
	
	7.22
	CR
	Corrections to abbreviation of Radio Access Technology and definition of cause value
	New Postcom
	TEI11
	29.274
	1302
	F
	Rel-11
	Revised in 376
	
	

	C4-130054
	
	7.22
	CR
	Corrections to descriptions of RFSP Index
	New Postcom
	TEI11
	29.274
	1303
	F
	Rel-11
	Revised in 374
	
	

	C4-130055
	
	7.22
	CR
	Clarification on support of GTP-U over the S2a interface
	New Postcom, MCC
	TEI11
	29.281
	0062
	F
	Rel-11
	Agreed
	
	

	C4-130056
	
	7.29.8
	CR
	Corrections to wrong references and command/AVP name
	New Postcom
	TEI11
	29.272
	0466
	F
	Rel-11
	Agreed
	
	

	C4-130057
	
	7.29.8
	CR
	Update to Subscription-Data-Flags
	New Postcom
	TEI11
	29.272
	0467
	F
	Rel-11
	Revised in 377
	
	

	C4-130058
	
	8.16
	CR
	Addition of PS to CS handover indication in Delete PDP Context Request
	New Postcom, Ericsson, Huawei
	TEI9
	29.060
	0930
	F
	Rel-9
	Revised in 358
	
	

	C4-130059
	
	8.16
	CR
	Addition of PS to CS handover indication in Delete PDP Context Request
	New Postcom, Ericsson, Huawei
	TEI9
	29.060
	0931
	A
	Rel-10
	Revised in 359
	
	

	C4-130060
	
	8.16
	CR
	Addition of PS to CS handover indication in Delete PDP Context Request
	New Postcom, Ericsson, Huawei
	TEI9
	29.060
	0932
	A
	Rel-11
	Revised in 360
	
	

	C4-130061
	
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	29.329
	0203
	F
	Rel-8
	Withdrawn
	
	

	C4-130062
	
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	29.329
	0204
	A
	Rel-9
	Withdrawn
	
	

	C4-130063
	
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	29.329
	0205
	A
	Rel-10
	Withdrawn
	
	

	C4-130064
	
	7.22
	Discussion
	MBReq for UE-initiated Service Request with delay value
	Nokia Siemens Networks
	
	
	
	
	
	Noted
	
	

	C4-130065
	
	7.22
	CR
	MBReq for UE-initiated Service Request with delay value
	Nokia Siemens Networks
	TEI11
	29.274
	1304
	F
	Rel-11
	Withdrawn
	
	

	C4-130066
	
	7.22
	CR
	Bearer Context to be modified
	Ericsson
	TEI11
	29.274
	1305
	
	Rel-11
	Revised in 379
	
	

	C4-130067
	
	7.22
	CR
	RAI 
	Ericsson
	TEI11
	29.060
	0933
	
	Rel-11
	Revised in 380
	
	

	C4-130068
	
	7.22
	CR
	Serving Network
	Ericsson 
	TEI11
	29.274
	1306
	
	Rel-11
	Revised in 381
	
	

	C4-130069
	
	7.23
	Discussion
	P-CSCF failure when DHCP is used
	Ericsson
	
	
	
	
	
	Noted
	
	

	C4-130070
	
	7.29.1
	CR
	Error codes in Zn and Zpn
	Ericsson
	TEI11
	29.109
	0084
	F
	Rel-11
	Revised in 292
	
	

	C4-130071
	
	8.18
	CR
	Identities with emergency registrations in RTR
	Ericsson
	TEI7
	29.228
	0589
	F
	Rel-7
	Revised in 317
	
	

	C4-130072
	
	8.18
	CR
	Identities with emergency registrations in RTR
	Ericsson
	TEI7
	29.228
	0590
	A
	Rel-8
	Revised in 318
	
	

	C4-130073
	
	8.18
	CR
	Identities with emergency registrations in RTR
	Ericsson
	TEI7
	29.228
	0591
	A
	Rel-9
	Revised in 319
	
	

	C4-130074
	
	8.18
	CR
	Identities with emergency registrations in RTR
	Ericsson
	TEI7
	29.228
	0592
	A
	Rel-10
	Revised in 320
	
	

	C4-130075
	
	8.18
	CR
	Identities with emergency registrations in RTR
	Ericsson
	TEI7
	29.228
	0593
	A
	Rel-11
	Revised in 321
	
	

	C4-130076
	
	8.18
	CR
	Originating-request AVP in LIR
	Ericsson
	TEI7
	29.229
	0254
	F
	Rel-7
	Revised in 322
	
	

	C4-130077
	
	8.18
	CR
	Originating-request AVP in LIR
	Ericsson
	TEI7
	29.229
	0255
	A
	Rel-8
	Revised in 323
	
	

	C4-130078
	
	8.18
	CR
	Originating-request AVP in LIR
	Ericsson
	TEI7
	29.229
	0256
	A
	Rel-9
	Revised in 324
	
	

	C4-130079
	
	8.18
	CR
	Originating-request AVP in LIR
	Ericsson
	TEI7
	29.229
	0257
	A
	Rel-10
	Revised in 325
	
	

	C4-130080
	
	8.18
	CR
	Originating-request AVP in LIR
	Ericsson
	TEI7
	29.229
	0258
	A
	Rel-11
	Revised in 326
	
	

	C4-130081
	
	7.22
	CR
	IMEI in Suspend Notification
	Hitachi
	TEI11
	29.274
	1307
	F
	Rel-11
	Revised in 382
	
	

	C4-130082
	2609
	7.29.2
	CR
	MME FQDN clarification 
	Hitachi
	TEI11
	23.003
	0346r4
	F
	Rel-11
	Revised in 378
	
	

	C4-130083
	
	6.7.1
	CR
	Leave CSG indication for GTPv1
	Juniper Networks
	TEI12
	29.060
	0934
	F
	Rel-12
	Postponed
	
	

	C4-130084
	
	6.7.1
	CR
	Clarification of Resume when S4-U is enabled
	Juniper Networks
	TEI12
	29.274
	1308
	F
	Rel-12
	Revised in 400
	
	

	C4-130085
	
	6.5
	P-CR
	Diameter Overload requirements and study points
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, AT&T
	
	
	
	
	
	Revised in 277
	
	

	C4-130086
	
	6.1
	Discussion
	Solutions for HSS IM-SSF Diameter interface
	Alcatel-Lucent
	
	
	
	
	
	Noted
	
	

	C4-130087
	
	6.1
	CR
	Camel Data over Sh
	Alcatel-Lucent
	IMS_SSFDD
	29.328
	0457
	B
	Rel-12
	Withdrawn
	
	

	C4-130088
	
	5
	WID
	Diameter based interface between SGSN and SMS central functions
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	
	
	
	
	
	Revised in 240
	
	

	C4-130089
	
	6.3
	CR
	Diameter for SMS with SGSN General
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	Dia-SGSN_SMS
	29.338
	0001
	B
	Rel-12
	Postponed
	
	

	C4-130090
	
	6.3
	CR
	Diameter for SMS with SGSN Complements 
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	Dia-SGSN_SMS
	29.338
	0002
	B
	Rel-12
	Postponed
	
	

	C4-130091
	
	6.3
	Discussion
	SMS delivery to a combined MME/SGSN node
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	
	
	
	
	
	Noted
	
	

	C4-130092
	
	7.29.14
	CR
	MME name encoding over S6a
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	TEI11
	29.272
	0468
	F
	Rel-11
	Revised in 258
	
	

	C4-130093
	
	7.29.14
	CR
	MME name encoding with MAP
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	TEI11
	29.002
	1113
	F
	Rel-11
	Withdrawn
	
	

	C4-130094
	
	7.29.15
	CR
	Diameter error code for TS 29.212
	Alcatel-Lucent
	QoS_SSL-CT3
	29.230
	0334
	F
	Rel-11
	Revised in 306
	
	

	C4-130095
	
	7.3
	CR
	Cause value over the Gx interface
	ZTE
	eNR_EPC
	23.007
	0219
	F
	Rel-11
	Withdrawn
	
	

	C4-130096
	
	7.3
	CR
	IETF Draft Reference- Update Notifications for Proxy Mobile IPv6
	ZTE
	eNR_EPC
	29.275
	0272
	F
	Rel-11
	Revised in 388
	
	

	C4-130097
	
	6.4
	CR
	e2ae media security for MSRP and BFCP Functional requirements
	Alcatel-Lucent
	eMEDIASEC-CT
	23.334
	0027
	B
	Rel-12
	Revised in 239
	
	

	C4-130098
	
	6.4
	CR
	e2e media security for MSRP Functional requirements
	Alcatel-Lucent
	eMEDIASEC-CT
	23.334
	0028
	B
	Rel-12
	Postponed
	
	

	C4-130099
	
	5
	WID
	eMBMS restoration procedures
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	
	
	
	
	
	Revised in 243
	
	

	C4-130100
	
	6.7.2
	CR
	MME/SGSN behaviour upon MBMS GW restart
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	eMBMS_Rest
	23.007
	0220
	F
	Rel-12
	Revised in 352
	
	

	C4-130101
	
	6.7.2
	CR
	eMBMS service restoration upon MCE failure or M3AP path failure
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	eMBMS_Rest
	23.007
	0221
	B
	Rel-12
	Revised in 353
	
	

	C4-130102
	
	6.7.2
	CR
	eMBMS service restoration upon MME/SGSN restart
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	eMBMS_Rest
	23.007
	0222
	B
	Rel-12
	Revised in 354
	
	

	C4-130103
	
	6.7.2
	CR
	Sm path failure handling
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	eMBMS_Rest
	23.007
	0223
	B
	Rel-12
	Revised in 355
	
	

	C4-130104
	
	7.29.3
	CR
	SGSN handling of VLR restart
	Alcatel-Lucent
	TEI11
	23.007
	0224
	F
	Rel-11
	Revised in 251
	
	

	C4-130105
	
	7.29.4
	CR
	Mobile Terminating call pending flag in MAP Send Identification response
	Alcatel-Lucent, China Mobile
	TEI11
	29.002
	1114
	F
	Rel-11
	Revised in 256
	
	

	C4-130106
	
	7.29.5
	CR
	MTRR for normal 2G/3G MT call
	Alcatel-Lucent
	TEI11
	23.018
	0193
	F
	Rel-11
	Revised in 255
	
	

	C4-130107
	
	7.3
	CR
	Fixing editor's notes in SGW restoration procedure
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	eNR_EPC
	23.007
	0225
	F
	Rel-11
	Revised in 386
	
	

	C4-130108
	
	8.16
	CR
	User CSG Information reporting during inter-MME/SGSN mobility
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	TEI10
	29.274
	1309
	F
	Rel-10
	Revised in 361
	
	

	C4-130109
	
	8.16
	CR
	User CSG Information reporting during inter-MME/SGSN mobility
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	TEI10
	29.274
	1310
	A
	Rel-11
	Revised in 362
	
	

	C4-130110
	
	7.29.6
	CR
	High priority mobile terminated calls 
	Alcatel-Lucent
	TEI11
	23.067
	0020
	F
	Rel-11
	Revised in 396
	
	

	C4-130111
	
	7.21
	CR
	Updating Default APN by HSS when Barring of access to all except some specific APNs applied
	NTT DOCOMO, NTC, Huawei
	TEI11
	23.015
	0015
	F
	Rel-11
	Revised in 284
	
	

	C4-130112
	
	8.19.1
	CR
	SGSN acting on access restriction e-utranNotAllowed
	NTT DOCOMO, NTC, Vodafone
	TEI8
	29.002
	1115
	F
	Rel-8
	Revised in 327
	
	

	C4-130113
	
	8.19.1
	CR
	SGSN acting on access restriction e-utranNotAllowed
	NTT DOCOMO, NTC, Vodafone
	TEI8
	29.002
	1116
	A
	Rel-9
	Revised in 328
	
	

	C4-130114
	
	8.19.1
	CR
	SGSN acting on access restriction e-utranNotAllowed
	NTT DOCOMO, NTC, Vodafone
	TEI8
	29.002
	1117
	A
	Rel-10
	Revised in 329
	
	

	C4-130115
	
	8.19.1
	CR
	SGSN acting on access restriction e-utranNotAllowed
	NTT DOCOMO, NTC, Vodafone
	TEI8
	29.002
	1118
	A
	Rel-11
	Revised in 330
	
	

	C4-130116
	
	9
	Work Plan
	C4-1300ww Work Plan 3GPP 130121 C4 Aspects
	CT4 Chairman
	
	
	
	
	
	Revised in 441
	
	

	C4-130117
	2313
	6.1
	CR
	IM-SSF Service Data Definition based on XML
	Huawei
	IMS_SSFDD
	29.364
	0030r1
	B
	Rel-12
	Revised in 280
	
	

	C4-130118
	2314
	6.1
	CR
	XML Schema for IM-SSF
	Huawei
	IMS_SSFDD
	29.364
	0031r1
	B
	Rel-12
	Revised in 281
	
	

	C4-130119
	
	6.5
	WID
	SIDStudy on Diameter Overload Control Mechanisms
	Huawei
	FS_DOCME
	
	
	
	
	Noted
	
	

	C4-130120
	
	6.5
	Discussion
	Discussion on Diameter Overload Control Mechanisms for PCC
	Huawei
	FS_DOCME
	
	
	
	
	Noted
	
	

	C4-130121
	
	6.7.3
	CR
	Definition of VLR name
	Huawei, China Mobile
	TEI12
	23.003
	0353
	B
	Rel-12
	Withdrawn
	
	

	C4-130122
	
	6.7.4
	CR
	Check of Serving Node for S6a Security
	Huawei, Deutsche Telekom, Nokia Siemens Networks
	TEI12
	29.272
	0442r2
	B
	Rel-12
	Revised in 282
	
	

	C4-130123
	
	7.3
	CR
	The inclusion of the MME S4-SGSN identifier IE
	Huawei
	eNR_EPC
	23.007
	0226
	F
	Rel-11
	Revised in 389
	
	

	C4-130124
	
	7.3
	CR
	Cleanup on open issued (Editor's notes)
	Huawei
	eNR_EPC
	23.007
	0227
	F
	Rel-11
	Withdrawn
	
	

	C4-130125
	
	7.22
	CR
	Clean up the reference
	Huawei
	TEI11
	29.060
	0935
	F
	Rel-11
	Revised in 383
	
	

	C4-130126
	
	7.22
	CR
	Correct the NOTE of Cause value
	Huawei
	TEI11
	29.274
	1311
	F
	Rel-11
	Revised in 384
	
	

	C4-130127
	
	7.22
	CR
	Editorial correction
	Huawei
	TEI11
	29.274
	1312
	F
	Rel-11
	Revised in 385
	
	

	C4-130128
	
	7.26
	CR
	NRI and MMEC coordination in MOCN configuration
	Huawei
	Full_MOCN-GERAN
	23.003
	0354
	F
	Rel-11
	Revised in 356
	
	

	C4-130129
	
	7.27
	CR
	Barring of Access to All Except Some Specific APNs
	Huawei, NTT DOCOMO, NTC
	TEI11
	23.015
	0016
	F
	Rel-11
	Revised in 291
	
	

	C4-130130
	
	7.27
	CR
	ODB Not Applied to Emergency Bearer Services
	Huawei, NTT DOCOMO, NTC
	TEI11
	23.015
	0017
	F
	Rel-11
	Agreed
	
	

	C4-130131
	
	7.29.7
	CR
	MEI over Sv for Emergency Call
	Huawei, Deutsche Telekom
	TEI11
	29.280
	0060
	F
	Rel-11
	Postponed
	
	

	C4-130132
	
	7.29.8
	CR
	Registration for SMS Request for SMS in SGSN
	Huawei
	TEI11
	29.272
	0470
	F
	Rel-11
	Revised in 294
	
	

	C4-130133
	
	7.29.4
	CR
	Registration for SMS Request for SMS in SGSN
	Huawei
	TEI11
	29.002
	1119
	F
	Rel-11
	Revised in 293
	
	

	C4-130134
	
	7.29.9
	CR
	New IE on S6b interface
	Huawei
	TEI11
	29.273
	0313
	F
	Rel-11
	Revised in 303
	
	

	C4-130135
	
	7.29.9
	CR
	About EAP-AKA challenge message
	Huawei
	TEI11
	29.273
	0314
	F
	Rel-11
	Revised in 304
	
	

	C4-130136
	
	7.29.10
	CR
	Delete RFC 3775
	China Telecom, Huawei
	TEI11
	29.275
	0273
	F
	Rel-11
	Revised in 242
	
	

	C4-130137
	
	7.29.10
	CR
	Protocol number used in pseudo-header migration RFC 3775 to RFC 6275
	China Telecom, Huawei
	TEI11
	29.275
	0274
	F
	Rel-11
	Revised in 241
	
	

	C4-130138
	
	8.6.2
	CR
	Stop Paging Indication in service restoration procedure
	Huawei
	EPC_NR_wISR
	29.274
	1313
	F
	Rel-10
	Withdrawn
	
	

	C4-130139
	
	8.6.2
	CR
	Stop Paging Indication in service restoration procedure
	Huawei
	EPC_NR_wISR
	29.274
	1314
	F
	Rel-11
	Revised in 399
	
	

	C4-130140
	
	8.16
	CR
	Cause value in Update PDN Connection Set Response
	Huawei
	TEI10
	29.274
	1315
	F
	Rel-10
	Withdrawn
	
	

	C4-130141
	
	8.16
	CR
	Cause value in Update PDN Connection Set Response
	Huawei
	TEI10
	29.274
	1316
	A
	Rel-11
	Revised in 368
	
	

	C4-130142
	
	8.16
	CR
	EPS bearer ID derived for DDN
	Huawei
	TEI10
	29.274
	1317
	F
	Rel-10
	Withdrawn
	
	

	C4-130143
	
	8.16
	CR
	EPS bearer ID derived for DDN
	Huawei
	TEI10
	29.274
	1318
	A
	Rel-11
	Revised in 369
	
	

	C4-130144
	
	8.16
	CR
	Evolved ARP in update PDP context request/response
	Huawei
	TEI9
	29.060
	0936
	F
	Rel-9
	Withdrawn
	
	

	C4-130145
	
	8.16
	CR
	Evolved ARP in update PDP context request/response
	Huawei
	TEI9
	29.060
	0937
	A
	Rel-10
	Withdrawn
	
	

	C4-130146
	
	8.16
	CR
	Evolved ARP in update PDP context request/response
	Huawei
	TEI9
	29.060
	0938
	A
	Rel-11
	Withdrawn
	
	

	C4-130147
	
	6.1
	Discussion
	Discussion on IM-SSF Service Data Definition based on XML
	Huawei
	IMS_SSFDD
	
	
	
	
	Noted
	
	

	C4-130148
	
	7.13.2
	CR
	Application Port ID in T4
	Ericsson
	SIMTC-Reach
	29.337
	0005
	F
	Rel-11
	Agreed
	
	

	C4-130149
	
	7.15
	CR
	TWAN Authorization when HE-SSID is not provided
	Ericsson, Nokia Siemens Networks
	SaMOG_WLAN- CN
	29.273
	0315
	F
	Rel-11
	Revised in 257
	
	

	C4-130150
	
	7.29.8
	CR
	Values not allowed for QCI over S6a/S6d
	Ericsson
	TEI11
	29.272
	0471
	F
	Rel-11
	Revised in 295
	
	

	C4-130151
	
	7.29.9
	CR
	Presence condition of PGW-ID AVP in S6b AAR command
	Ericsson
	TEI11
	29.273
	0316
	F
	Rel-11
	Agreed
	
	

	C4-130152
	
	7.29.9
	CR
	Missing P-bit settings in Information Element tables
	Ericsson
	TEI11
	29.273
	0317
	F
	Rel-11
	Agreed
	
	

	C4-130153
	
	7.29.8
	CR
	Cause Code Mapping
	Nokia Siemens Networks
	TEI11
	29.272
	0472
	F
	Rel-11
	Revised in 297
	
	

	C4-130154
	
	7.29.8
	CR
	Dynamic PGW selection for wildcard APN
	Nokia Siemens Networks
	TEI11
	29.272
	0473
	F
	Rel-11
	Withdrawn
	
	

	C4-130155
	
	7.21
	CR
	Private Identity as additional access key
	Nokia Siemens Networks
	TEI11
	29.328
	0458
	F
	Rel-11
	Revised in 286
	
	

	C4-130156
	
	6.7.5
	CR
	Sh IMSI retrieval
	Nokia Siemens Networks
	TEI12
	29.328
	0459
	B
	Rel-12
	Revised in 283
	
	

	C4-130157
	
	6.7.5
	CR
	Sh IMSI retrieval
	Nokia Siemens Networks
	TEI12
	29.329
	0206
	B
	Rel-12
	Agreed
	
	

	C4-130158
	
	5
	WID
	SMS submit and delivery without MSISDN
	Nokia Siemens Networks
	
	
	
	
	
	Revised in 249
	
	

	C4-130159
	
	6.5
	WID
	Updated WID on Diameter Overload Control Mechanism
	Nokia Siemens Networks
	
	
	
	
	
	Postponed
	
	

	C4-130160
	
	6.7.6
	CR
	MTRR on Sh
	Nokia Siemens Networks
	TEI12
	29.328
	0460
	B
	Rel-12
	Withdrawn
	
	

	C4-130161
	
	6.7.6
	CR
	MTRR on Sh
	Nokia Siemens Networks
	TEI12
	29.329
	0207
	B
	Rel-12
	Withdrawn
	
	

	C4-130162
	
	6.7.6
	CR
	MTRR on Sh
	Nokia Siemens Networks
	TEI12
	29.230
	0335
	B
	Rel-12
	Withdrawn
	
	

	C4-130163
	
	8.18
	CR
	XML document version
	Nokia Siemens Networks
	TEI8
	29.364
	0038
	F
	Rel-8
	Agreed
	
	

	C4-130164
	
	8.18
	CR
	XML document version
	Nokia Siemens Networks
	TEI8
	29.364
	0039
	A
	Rel-9
	Agreed
	
	

	C4-130165
	
	8.18
	CR
	XML document version
	Nokia Siemens Networks
	TEI8
	29.364
	0040
	A
	Rel-10
	Agreed
	
	

	C4-130166
	
	8.18
	CR
	XML document version
	Nokia Siemens Networks
	TEI8
	29.364
	0041
	A
	Rel-11
	Agreed
	
	

	C4-130167
	
	7.29.11
	CR
	MDT parameters
	Nokia Siemens Networks
	OAM-ePM-UE
	29.272
	0474
	F
	Rel-11
	Agreed
	
	

	C4-130168
	
	7.29.11
	CR
	MDT parameters
	Nokia Siemens Networks
	OAM-ePM-UE
	29.002
	1120
	F
	Rel-11
	Revised in 305
	
	

	C4-130169
	
	7.29.11
	CR
	MDT parameters
	Nokia Siemens Networks
	OAM-ePM-UE
	29.230
	0336
	F
	Rel-11
	Agreed
	
	

	C4-130170
	
	7.21
	CR
	PS Location Info Request with RAT-type
	Nokia Siemens Networks
	TEI11
	29.328
	0461
	F
	Rel-11
	Revised in 287
	
	

	C4-130171
	
	7.21
	CR
	PS Location Info Request with RAT-type
	Nokia Siemens Networks
	TEI11
	29.329
	0208
	F
	Rel-11
	Revised in 288
	
	

	C4-130172
	
	8.18
	CR
	Pre-paging-Supported AVP
	Ericsson
	TEI10
	29.329
	0209
	F
	Rel-10
	Revised in 298
	
	

	C4-130173
	
	7.21
	CR
	Pre-paging-Supported and Local-Time-Zone-Indication AVPs
	Ericsson
	TEI11
	29.329
	0210
	F
	Rel-11
	Revised in 289
	
	

	C4-130174
	
	7.29.5
	Discussion
	Disc to extend the MTRF to normal 2G and 3G MT Call
	China Mobile
	
	
	
	
	
	Noted
	
	

	C4-130175
	
	7.29.5
	CR
	MTRF to for normal 2G and 3G MT call
	China Mobile, Alcatel-Lucent
	TEI11
	23.018
	0194
	F
	Rel-11
	Revised in 252
	
	

	C4-130176
	
	8.7
	CR
	Replacement of ECN for RTP-over-UDP Support package
	Huawei
	ECSRA_LAA-CN
	29.238
	0042
	F
	Rel-10
	Revised in 263
	
	

	C4-130177
	
	8.7
	CR
	Replacement of ECN for RTP-over-UDP Support package
	Huawei
	ECSRA_LAA-CN
	29.238
	0043
	A
	Rel-11
	Revised in 264
	
	

	C4-130178
	
	8.7
	CR
	ECN relying reference change
	Huawei
	ECSRA_LAA-CN
	29.232
	0649
	F
	Rel-10
	Revised in 265
	
	

	C4-130179
	
	8.7
	CR
	ECN relying reference change
	Huawei
	ECSRA_LAA-CN
	29.232
	0650
	A
	Rel-11
	Revised in 266
	
	

	C4-130180
	
	8.7
	CR
	ECN relying reference change
	Huawei
	ECSRA_LAA-CN
	29.332
	0187
	F
	Rel-10
	Revised in 267
	
	

	C4-130181
	
	8.7
	CR
	ECN relying reference change
	Huawei
	ECSRA_LAA-CN
	29.332
	0188
	A
	Rel-11
	Revised in 268
	
	

	C4-130182
	
	8.7
	CR
	ECN relying reference change
	Huawei
	ECSRA_LAA-CN
	29.333
	0062
	F
	Rel-10
	Revised in 269
	
	

	C4-130183
	
	8.7
	CR
	ECN relying reference change
	Huawei
	ECSRA_LAA-CN
	29.333
	0063
	A
	Rel-11
	Revised in 270
	
	

	C4-130184
	
	8.7
	CR
	ECN relying reference change
	Huawei
	ECSRA_LAA-CN
	29.334
	0038
	F
	Rel-10
	Revised in 271
	
	

	C4-130185
	
	8.7
	CR
	ECN relying reference change
	Huawei
	ECSRA_LAA-CN
	29.334
	0039
	A
	Rel-11
	Revised in 272
	
	

	C4-130186
	
	8.19.3
	Discussion
	SDP offer-answer negotiation of AVPF and CCM feedback messages
	Ericsson
	MTSI_eMHI
	
	
	
	
	Noted
	
	

	C4-130187
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.232
	0651
	F
	Rel-8
	Withdrawn
	
	

	C4-130188
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.332
	0189
	F
	Rel-8
	Revised in 365
	
	

	C4-130189
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.333
	0064
	F
	Rel-8
	Revised in 363
	
	

	C4-130190
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.334
	0040
	F
	Rel-8
	Withdrawn
	
	

	C4-130191
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.238
	0044
	F
	Rel-8
	Withdrawn
	
	

	C4-130192
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.232
	0652
	A
	Rel-9
	Withdrawn
	
	

	C4-130193
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.332
	0190
	A
	Rel-9
	Revised in 433
	
	

	C4-130194
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.333
	0065
	A
	Rel-9
	Revised in 437
	
	

	C4-130195
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.334
	0041
	A
	Rel-9
	Postponed
	
	

	C4-130196
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.238
	0045
	A
	Rel-9
	Postponed
	
	

	C4-130197
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.232
	0653
	A
	Rel-10
	Withdrawn
	
	

	C4-130198
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.332
	0191
	A
	Rel-10
	Revised in 434
	
	

	C4-130199
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.333
	0066
	A
	Rel-10
	Revised in 438
	
	

	C4-130200
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.334
	0042
	A
	Rel-10
	Postponed
	
	

	C4-130201
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.238
	0046
	A
	Rel-10
	Postponed
	
	

	C4-130202
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.232
	0654
	A
	Rel-11
	Withdrawn
	
	

	C4-130203
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.332
	0192
	A
	Rel-11
	Revised in 435
	
	

	C4-130204
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.333
	0067
	A
	Rel-11
	Revised in 439
	
	

	C4-130205
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.334
	0043
	A
	Rel-11
	Postponed
	
	

	C4-130206
	
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.238
	0047
	A
	Rel-11
	Postponed
	
	

	C4-130207
	
	6.2
	Discussion
	Discussion paper on Tracking Progress of workitem Dia_SGSN_GMLC
	Cisco
	Dia_SGSN_GMLC 
	
	
	
	
	Noted
	
	

	C4-130208
	
	6.2
	CR
	Definition of Lgd interface between SGSN and GMLC (Section 1, 3, 4, 5)
	Cisco
	Dia_SGSN_GMLC 
	29.172
	0016
	B
	Rel-12
	Revised in 274
	
	

	C4-130209
	
	6.2
	CR
	Definition of Lgd interface between SGSN and GMLC (Section 2, 6, 7)
	Cisco
	Dia_SGSN_GMLC
	29.172
	0017
	B
	Rel-12
	Revised in 275
	
	

	C4-130210
	
	6.2
	CR
	SGSN indicating support of Lgd interface to HSS
	Cisco
	Dia_SGSN_GMLC
	29.272
	0475
	B
	Rel-12
	Revised in 276
	
	

	C4-130211
	
	6.2
	CR
	Providing Diameter identity of the SGSN to the GMLC over SLh interface
	Cisco
	Dia_SGSN_GMLC
	29.173
	0014
	B
	Rel-12
	Revised in 332
	
	

	C4-130212
	
	6.2
	CR
	New AVPs for Lgd interface
	Cisco
	Dia_SGSN_GMLC
	29.230
	0337
	B
	Rel-12
	Revised in 333
	
	

	C4-130213
	
	6.2
	CR
	Providing Diameter identity of the SGSN to the GMLC over Lh interface
	Cisco
	Dia_SGSN_GMLC
	29.002
	1121
	B
	Rel-12
	Revised in 335
	
	

	C4-130214
	
	6.2
	CR
	SGSN indicating support of Lgd interface and providing its Diameter identity to HLR over Gr interface
	Cisco
	Dia_SGSN_GMLC
	29.002
	1122
	B
	Rel-12
	Revised in 334
	
	

	C4-130215
	
	7.22
	CR
	Providing Selection Mode IE during handover/RAU procedures
	Cisco
	TEI11
	29.060
	0939
	F
	Rel-11
	Revised in 390
	
	

	C4-130216
	
	7.22
	CR
	Indicating the target RAT as E-UTRAN during I-RAT TAU 
	Cisco
	TEI11
	29.060
	0940
	F
	Rel-11
	Postponed
	
	

	C4-130217
	
	7.22
	CR
	Correcting the Flow QoS IE reference for Bearer Resource Command
	Cisco
	TEI11
	29.274
	1319
	F
	Rel-11
	Revised in 392
	
	

	C4-130218
	
	7.15
	CR
	Sending SSID for SaMOG in GTP 
	Nokia Siemens Networks; Cisco, Alcatel-Lucent
	SaMOG_WLAN- CN
	29.274
	1320
	F
	Rel-11
	Agreed
	
	23.402-1148

	C4-130219
	
	7.15
	CR
	Sending SSID for SaMOG in PMIP
	Nokia Siemens Networks; Cisco, Alcatel-Lucent
	SaMOG_WLAN- CN
	29.275
	0275
	F
	Rel-11
	Agreed
	
	23.402-1148

	C4-130220
	
	7.29.14
	Discussion
	MME and SGSN identities
	Alcatel-Lucent
	
	
	
	
	
	Noted
	
	

	C4-130221
	
	7.29.13
	CR
	PGW selection for SIPTO APN
	Hitachi
	TEI11
	29.303
	0066
	F
	Rel-11
	Withdrawn
	
	

	C4-130222
	
	6.5
	P-CR
	TR Skeleton
	Orange
	FS_DOCME
	
	
	
	
	Revised in 260
	
	

	C4-130223
	
	6.5
	P-CR
	Scope and Introduction Sections
	Orange
	FS_DOCME
	
	
	
	
	Agreed
	
	

	C4-130224
	
	6.5
	P-CR
	Overload Scenarios
	Orange
	FS_DOCME
	
	
	
	
	Withdrawn
	
	

	C4-130225
	
	6.5
	P-CR
	Existing Mechanisms
	Orange
	FS_DOCME
	
	
	
	
	Withdrawn
	
	

	C4-130226
	
	6.5
	P-CR
	Principles of Overload Control Mechanism
	Orange
	FS_DOCME
	
	
	
	
	Withdrawn
	
	

	C4-130227
	
	7.21
	Discussion
	IMSI-based derived IMPI
	Orange
	TEI11
	
	
	
	
	Noted
	
	

	C4-130228
	
	7.21
	CR
	Clarification on Reference Location information
	Orange
	TEI11
	29.228
	0599
	F
	Rel-11
	Revised in 290
	
	

	C4-130229
	
	6.4
	Discussion
	Requirements for Media Security
	Nokia Siemens Networks
	
	
	
	
	
	Noted
	
	

	C4-130230
	
	5
	Discussion
	Small Data and Device Triggering Enhancements (SDDTE)
	Huawei, HiSilicon, Intel Corporation
	
	
	
	
	
	Noted
	
	

	C4-130231
	
	5
	WID
	WID for Stage3 Small Data and Device Triggering Enhancements
	Huawei, HiSilicon, Intel Corporation
	
	
	
	
	
	Revised in 429
	
	

	C4-130232
	
	6.7
	CR
	Validity Time of Short Message
	Huawei
	TEI12
	29.002
	1123
	B
	Rel-12
	Revised in 278
	
	

	C4-130233
	
	6.7
	CR
	Validity Time of Short Message
	Huawei
	TEI12
	29.338
	0003
	B
	Rel-12
	Revised in 279
	
	

	C4-130234
	
	5
	Discussion
	MTCe WI structure in CT WGs
	Ericsson
	
	
	
	
	
	Noted
	
	

	C4-130235
	
	5
	WID
	WID for UE Power Consumption Optimizations, stage 3
	Ericsson
	
	
	
	
	
	Noted
	
	

	C4-130236
	
	6.5
	LS in
	LS on Cooperation on CNO Diameter Overload 
	TSG SA WG5
	FS_DOCME
	
	
	
	
	Noted
	
	

	C4-130237
	
	4
	LS in
	LS to CT4 for new TS 32.299 AVPs to be included in TS 29.230
	TSG SA WG5
	
	
	
	
	
	Noted
	
	

	C4-130238
	
	6.1
	Discussion
	Interface IM-SSF / HSS with Diameter
	Alcatel-Lucent
	IMS_SSFDD
	
	
	
	
	Noted
	
	

	C4-130239
	97
	6.4
	CR
	e2ae media security for MSRP and BFCP Functional requirements
	Alcatel-Lucent
	eMEDIASEC-CT
	23.334
	0027r1
	B
	Rel-12
	Revised in 350
	
	

	C4-130240
	88
	5
	WID
	Diameter based interface between SGSN and SMS central functions
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	
	
	
	
	
	Revised in 246
	
	

	C4-130241
	137
	7.29.10
	CR
	Protocol number used in pseudo-header migration RFC 3775 to RFC 6275
	China Telecom, Huawei, Ericsson, Cisco
	TEI11
	29.275
	0274r1
	F
	Rel-11
	Revised in 367
	
	

	C4-130242
	136
	7.29.10
	CR
	Delete RFC 3775
	China Telecom, Huawei, Ericsson, Cisco
	TEI11
	29.275
	0273r1
	F
	Rel-11
	Revised in 366
	
	

	C4-130243
	99
	5
	WID
	eMBMS restoration procedures
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	
	
	
	
	
	Revised in 247
	
	

	C4-130244
	
	4
	LS out
	Reply LS on size of E-UTRA Radio Capabilities
	Alcatel-Lucent
	
	
	
	
	
	Revised in 418
	
	

	C4-130245
	
	4
	LS out
	Reply LS on providing information on transcoding functions in 3GPP standards
	Ericsson
	
	
	
	
	
	Approved
	
	

	C4-130246
	240
	5
	WID
	Diameter based interface between SGSN and SMS central functions
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	
	
	
	
	
	Agreed
	
	

	C4-130247
	243
	5
	WID
	eMBMS restoration procedures
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	
	
	
	
	
	Agreed
	
	

	C4-130248
	
	5
	LS out
	LS on eMBMS restoration procedures
	Alcatel-Lucent
	
	
	
	
	
	Revised in 415
	
	

	C4-130249
	158
	5
	WID
	SMS submit and delivery without MSISDN
	Nokia Siemens Networks
	
	
	
	
	
	Endorsed
	
	

	C4-130250
	50
	7.29.3
	CR
	Corrections to reference error for periodic location update timer
	New Postcom
	TEI12
	23.007
	0218r1
	F
	Rel-12
	Agreed
	
	

	C4-130251
	104
	7.29.3
	CR
	SGSN handling of VLR restart
	Alcatel-Lucent
	TEI11
	23.007
	0224r1
	F
	Rel-11
	Agreed
	
	

	C4-130252
	175
	7.29.5
	CR
	MTRF to for normal 2G and 3G MT call
	China Mobile, Alcatel-Lucent
	TEI10
	23.018
	0194r1
	F
	Rel-10
	Revised in 411
	
	

	C4-130253
	
	7.29.5
	CR
	MTRF to for normal 2G and 3G MT call
	China Mobile, Alcatel-Lucent
	TEI10
	23.018
	0195
	A
	Rel-11
	Revised in 412
	
	

	C4-130254
	
	7.29.5
	CR
	MTRF to for normal 2G and 3G MT call
	China Mobile, Alcatel-Lucent
	TEI12
	23.018
	0196
	C
	Rel-12
	Revised in 428
	
	

	C4-130255
	106
	7.29.5
	CR
	MTRR for normal 2G/3G MT call
	Alcatel-Lucent
	TEI12
	23.018
	0193r1
	C
	Rel-12
	Agreed
	
	

	C4-130256
	105
	7.29.4
	CR
	Mobile Terminating call pending flag in MAP Send Identification response
	Alcatel-Lucent, China Mobile
	TEI12
	29.002
	1114r1
	C
	Rel-12
	Agreed
	
	23.018-0193, 23.018-0196

	C4-130257
	149
	7.15
	CR
	TWAN Authorization when HE-SSID is not provided
	Ericsson, Nokia Siemens Networks
	SaMOG_WLAN- CN
	29.273
	0315r1
	F
	Rel-11
	Agreed
	
	

	C4-130258
	92
	7.29.14
	CR
	MME name encoding over S6a
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	TEI12
	29.272
	0468r1
	F
	Rel-12
	Revised in 338
	
	

	C4-130259
	
	6.5
	LS out
	LS OUT LS on Cooperation on CNO Diameter Overload
	Orange
	FS_DPCME
	
	
	
	
	Approved
	
	

	C4-130260
	222
	6.5
	P-CR
	TR Skeleton
	Orange
	FS_DOCME
	
	
	
	
	Revised in 420
	
	

	C4-130261
	
	8.19.3
	LS out
	LS on SDP offer-answer negotiation of AVPF and CCM feedback messages
	Ericsson
	
	
	
	
	
	Revised in 364
	
	

	C4-130262
	
	4
	LS in
	IREG Packet LS to 3GPP/CT4 on “Routing in Diameter networks for SMS in MME”
	GSMA PACKET
	
	
	
	
	
	Noted
	
	

	C4-130263
	176
	8.7
	CR
	Replacement of ECN for RTP-over-UDP Support package
	Huawei
	ECSRA_LAA-CN
	29.238
	0042r1
	F
	Rel-10
	Noted
	
	

	C4-130264
	177
	8.7
	CR
	Replacement of ECN for RTP-over-UDP Support package
	Huawei
	ECSRA_LAA-CN
	29.238
	0043r1
	A
	Rel-11
	Noted
	
	

	C4-130265
	178
	8.7
	CR
	ECN relying reference change
	Huawei
	ECSRA_LAA-CN
	29.232
	0649r1
	F
	Rel-10
	Noted
	
	

	C4-130266
	179
	8.7
	CR
	ECN relying reference change
	Huawei
	ECSRA_LAA-CN
	29.232
	0650r1
	A
	Rel-11
	Noted
	
	

	C4-130267
	180
	8.7
	CR
	ECN relying reference change
	Huawei
	ECSRA_LAA-CN
	29.332
	0187r1
	F
	Rel-10
	Noted
	
	

	C4-130268
	181
	8.7
	CR
	ECN relying reference change
	Huawei
	ECSRA_LAA-CN
	29.332
	0188r1
	A
	Rel-11
	Noted
	
	

	C4-130269
	182
	8.7
	CR
	ECN relying reference change
	Huawei
	ECSRA_LAA-CN
	29.333
	0062r1
	F
	Rel-10
	Noted
	
	

	C4-130270
	183
	8.7
	CR
	ECN relying reference change
	Huawei
	ECSRA_LAA-CN
	29.333
	0063r1
	A
	Rel-11
	Noted
	
	

	C4-130271
	184
	8.7
	CR
	ECN relying reference change
	Huawei
	ECSRA_LAA-CN
	29.334
	0038r1
	F
	Rel-10
	Noted
	
	

	C4-130272
	185
	8.7
	CR
	ECN relying reference change
	Huawei
	ECSRA_LAA-CN
	29.334
	0039r1
	A
	Rel-11
	Noted
	
	

	C4-130273
	
	6.2
	Discussion
	Progress of workitem Dia_SGSN_GMLC
	Cisco
	Dia_SGSN_GMLC
	
	
	
	
	Noted
	
	

	C4-130274
	208
	6.2
	CR
	Definition of Lgd interface between SGSN and GMLC (Section 1, 3, 4, 5)
	Cisco
	Dia_SGSN_GMLC 
	29.172
	0016r1
	B
	Rel-12
	Agreed
	
	

	C4-130275
	209
	6.2
	CR
	Definition of Lgd interface between SGSN and GMLC (Section 2, 6, 7)
	Cisco
	Dia_SGSN_GMLC
	29.172
	0017r1
	B
	Rel-12
	Revised in 337
	
	

	C4-130276
	210
	6.2
	CR
	SGSN indicating support of Lgd interface to HSS
	Cisco
	Dia_SGSN_GMLC
	29.272
	0475r1
	B
	Rel-12
	Agreed
	
	

	C4-130277
	85
	6.5
	P-CR
	Diameter Overload requirements and study points
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, AT&T
	
	
	
	
	
	Revised in 419
	
	

	C4-130278
	232
	6.7
	CR
	Validity Time of Short Message
	Huawei
	TEI12
	29.002
	1123r1
	B
	Rel-12
	Revised in 423
	
	

	C4-130279
	233
	6.7
	CR
	Validity Time of Short Message
	Huawei
	TEI12
	29.338
	0003r1
	B
	Rel-12
	Revised in 424
	
	

	C4-130280
	117
	6.1
	CR
	IM-SSF Service Data Definition based on XML
	Huawei
	IMS_SSFDD
	29.364
	0030r2
	B
	Rel-12
	Agreed
	
	

	C4-130281
	118
	6.1
	CR
	XML Schema for IM-SSF
	Huawei
	IMS_SSFDD
	29.364
	0031r2
	B
	Rel-12
	Agreed
	
	

	C4-130282
	122
	6.7.4
	CR
	Check of Serving Node for S6a Security
	Huawei, Deutsche Telekom, Nokia Siemens Networks
	TEI12
	29.272
	0442r3
	B
	Rel-12
	Agreed
	
	

	C4-130283
	156
	6.7.5
	CR
	Sh IMSI retrieval
	Nokia Siemens Networks
	TEI12
	29.328
	0459r1
	B
	Rel-12
	Revised in 341
	
	

	C4-130284
	111
	7.21
	CR
	Updating Default APN by HSS when Barring of access to all except some specific APNs applied
	NTT DOCOMO, NTC, Huawei
	TEI11
	23.015
	0015r1
	F
	Rel-11
	Agreed
	
	

	C4-130285
	
	7.21
	CR
	Private Identity as additional access key
	Nokia Siemens networks
	TEI10
	29.328
	0462
	F
	Rel-10
	Agreed
	
	

	C4-130286
	155
	7.21
	CR
	Private Identity as additional access key
	Nokia Siemens Networks
	TEI10
	29.328
	0458r1
	A
	Rel-11
	Agreed
	
	

	C4-130287
	170
	7.21
	CR
	PS Location Info Request with RAT-type
	Nokia Siemens Networks
	TEI11
	29.328
	0461r1
	F
	Rel-11
	Revised in 342
	
	

	C4-130288
	171
	7.21
	CR
	PS Location Info Request with RAT-type
	Nokia Siemens Networks
	TEI11
	29.329
	0208r1
	F
	Rel-11
	Agreed
	
	

	C4-130289
	173
	7.21
	CR
	Pre-paging-Supported and Local-Time-Zone-Indication AVPs
	Ericsson
	TEI11
	29.329
	0210r1
	F
	Rel-11
	Agreed
	
	

	C4-130290
	228
	7.21
	CR
	Clarification on Reference Location information
	Orange
	TEI11
	29.228
	0599r1
	F
	Rel-11
	Agreed
	
	

	C4-130291
	129
	7.27
	CR
	Barring of Access to All Except Some Specific APNs
	Huawei, NTT DOCOMO, NTC
	TEI11
	23.015
	0016r1
	F
	Rel-11
	Agreed
	
	

	C4-130292
	70
	7.29.1
	CR
	Error codes in Zn and Zpn
	Ericsson
	TEI8
	29.109
	0084r1
	A
	Rel-11
	Agreed
	
	

	C4-130293
	133
	7.29.4
	CR
	Registration for SMS Request for SMS in SGSN
	Huawei
	TEI11
	29.002
	1119r1
	F
	Rel-11
	Agreed
	
	

	C4-130294
	132
	7.29.8
	CR
	Registration for SMS Request for SMS in SGSN
	Huawei
	TEI11
	29.272
	0470r1
	F
	Rel-11
	Agreed
	
	

	C4-130295
	150
	7.29.8
	CR
	Values not allowed for QCI over S6a/S6d
	Ericsson
	TEI11
	29.272
	0471r1
	F
	Rel-11
	Agreed
	
	

	C4-130296
	
	7.29.8
	CR
	EPS Subscribed QoS profile
	Ericsson
	TEI11
	23.008
	0398
	F
	Rel-11
	Revised in 331
	
	

	C4-130297
	153
	7.29.8
	CR
	Cause Code Mapping
	Nokia Siemens Networks
	TEI11
	29.272
	0472r1
	F
	Rel-11
	Agreed
	
	

	C4-130298
	172
	8.18
	CR
	Pre-paging-Supported AVP
	Ericsson
	TEI10
	29.329
	0209r1
	F
	Rel-10
	Agreed
	
	

	C4-130299
	
	7.29.1
	CR
	Error codes in Zn
	Ericsson
	TEI7
	29.109
	0085
	F
	Rel-7
	Agreed
	
	

	C4-130300
	
	7.29.1
	CR
	Error codes in Zn and Zpn
	Ericsson
	TEI7
	29.109
	0086
	F
	Rel-8
	Agreed
	
	

	C4-130301
	
	7.29.1
	CR
	Error codes in Zn and Zpn
	Ericsson
	TEI7
	29.109
	0087
	F
	Rel-9
	Agreed
	
	

	C4-130302
	
	7.29.1
	CR
	Error codes in Zn and Zpn
	Ericsson
	TEI7
	29.109
	0088
	F
	Rel-10
	Agreed
	
	

	C4-130303
	134
	7.29.9
	CR
	New IE on S6b interface
	Huawei
	TEI11
	29.273
	0313r1
	F
	Rel-11
	Postponed
	
	

	C4-130304
	135
	7.29.9
	CR
	About EAP-AKA' challenge message
	Huawei
	TEI11
	29.273
	0314r1
	F
	Rel-11
	Revised in 431
	
	

	C4-130305
	168
	7.29.11
	CR
	MDT parameters
	Nokia Siemens Networks
	OAM-ePM-UE
	29.002
	1120r1
	F
	Rel-11
	Agreed
	
	

	C4-130306
	94
	7.29.15
	CR
	Diameter error code for TS 29.212
	Alcatel-Lucent
	QoS_SSL-CT3
	29.230
	0334r1
	F
	Rel-11
	Agreed
	
	

	C4-130307
	
	8.19.4
	CR
	Diameter AVP codes for new TS 32.299 AVPs
	Alcatel-Lucent
	TEI9
	29.230
	0338
	F
	Rel-9
	Revised in 413
	
	

	C4-130308
	
	8.19.4
	CR
	Diameter AVP codes for new TS 32.299 AVPs
	Alcatel-Lucent
	TEI9
	29.230
	0339
	F
	Rel-10
	Revised in 414
	
	

	C4-130309
	
	8.19.4
	CR
	Diameter AVP codes for new TS 32.299 AVPs
	Alcatel-Lucent
	TEI9
	29.230
	0340
	F
	Rel-11
	Withdrawn
	
	

	C4-130309
	
	8.19.4
	CR
	Diameter AVP codes for new TS 32.299 AVPs
	Alcatel-Lucent
	TEI9
	29.230
	0340
	F
	Rel-11
	Withdrawn
	
	

	C4-130310
	41
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	23.008
	0395r1
	F
	Rel-8
	Agreed
	
	

	C4-130311
	44
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	29.228
	0586r1
	F
	Rel-8
	Agreed
	
	

	C4-130312
	45
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	29.228
	0587r1
	A
	Rel-9
	Agreed
	
	

	C4-130313
	46
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	29.228
	0588r1
	A
	Rel-10
	Agreed
	
	

	C4-130314
	47
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	29.328
	0454r1
	F
	Rel-8
	Agreed
	
	

	C4-130315
	48
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	29.328
	0455r1
	A
	Rel-9
	Agreed
	
	

	C4-130316
	49
	8.18
	CR
	removal of the IMS service level trace feature
	Vodafone
	TEI8
	29.328
	0456r1
	A
	Rel-10
	Agreed
	
	

	C4-130317
	71
	8.18
	CR
	Identities with emergency registrations in RTR
	Ericsson
	TEI7
	29.228
	0589r1
	F
	Rel-7
	Agreed
	
	

	C4-130318
	72
	8.18
	CR
	Identities with emergency registrations in RTR
	Ericsson
	TEI7
	29.228
	0590r1
	A
	Rel-8
	Agreed
	
	

	C4-130319
	73
	8.18
	CR
	Identities with emergency registrations in RTR
	Ericsson
	TEI7
	29.228
	0591r1
	A
	Rel-9
	Agreed
	
	

	C4-130320
	74
	8.18
	CR
	Identities with emergency registrations in RTR
	Ericsson
	TEI7
	29.228
	0592r1
	A
	Rel-10
	Agreed
	
	

	C4-130321
	75
	8.18
	CR
	Identities with emergency registrations in RTR
	Ericsson
	TEI7
	29.228
	0593r1
	A
	Rel-11
	Agreed
	
	

	C4-130322
	76
	8.18
	CR
	Originating-request AVP in LIR
	Ericsson
	TEI7
	29.229
	0254r1
	F
	Rel-7
	Agreed
	
	

	C4-130323
	77
	8.18
	CR
	Originating-request AVP in LIR
	Ericsson
	TEI7
	29.229
	0255r1
	A
	Rel-8
	Agreed
	
	

	C4-130324
	78
	8.18
	CR
	Originating-request AVP in LIR
	Ericsson
	TEI7
	29.229
	0256r1
	A
	Rel-9
	Agreed
	
	

	C4-130325
	79
	8.18
	CR
	Originating-request AVP in LIR
	Ericsson
	TEI7
	29.229
	0257r1
	A
	Rel-10
	Agreed
	
	

	C4-130326
	80
	8.18
	CR
	Originating-request AVP in LIR
	Ericsson
	TEI7
	29.229
	0258r1
	A
	Rel-11
	Agreed
	
	

	C4-130327
	112
	8.19.1
	CR
	SGSN acting on access restriction e-utranNotAllowed
	NTT DOCOMO, NTC, Vodafone
	TEI8
	29.002
	1115r1
	F
	Rel-8
	Agreed
	
	

	C4-130328
	113
	8.19.1
	CR
	SGSN acting on access restriction e-utranNotAllowed
	NTT DOCOMO, NTC, Vodafone
	TEI8
	29.002
	1116r1
	A
	Rel-9
	Agreed
	
	

	C4-130329
	114
	8.19.1
	CR
	SGSN acting on access restriction e-utranNotAllowed
	NTT DOCOMO, NTC, Vodafone
	TEI8
	29.002
	1117r1
	A
	Rel-10
	Agreed
	
	

	C4-130330
	115
	8.19.1
	CR
	SGSN acting on access restriction e-utranNotAllowed
	NTT DOCOMO, NTC, Vodafone
	TEI8
	29.002
	1118r1
	A
	Rel-11
	Agreed
	
	

	C4-130331
	296
	7.29.8
	CR
	EPS Subscribed QoS profile
	Ericsson
	TEI11
	23.008
	0398r1
	F
	Rel-11
	Agreed
	
	

	C4-130332
	211
	6.2
	CR
	Providing Diameter identity of the SGSN to the GMLC over SLh interface
	Cisco
	Dia_SGSN_GMLC
	29.173
	0014r1
	B
	Rel-12
	Agreed
	
	29.272-0475

	C4-130333
	212
	6.2
	CR
	New AVPs for Lgd interface
	Cisco
	Dia_SGSN_GMLC
	29.230
	0337r1
	B
	Rel-12
	Revised in 339
	
	

	C4-130334
	214
	6.2
	CR
	SGSN indicating support of Lgd interface and providing its Diameter identity to HLR over Gr interface
	Cisco
	Dia_SGSN_GMLC
	29.002
	1122r1
	B
	Rel-12
	Revised in 340
	
	

	C4-130335
	213
	6.2
	CR
	Providing Diameter identity of the SGSN to the GMLC over Lh interface
	Cisco
	Dia_SGSN_GMLC
	29.002
	1121r1
	B
	Rel-12
	Agreed
	
	29.002-1122

	C4-130336
	280
	6.1
	CR
	IM-SSF Service Data Definition based on XML
	Huawei
	IMS_SSFDD
	29.364
	0030r3
	B
	Rel-12
	Withdrawn
	
	

	C4-130337
	275
	6.2
	CR
	Definition of Lgd interface between SGSN and GMLC (Section 2, 6, 7)
	Cisco
	Dia_SGSN_GMLC
	29.172
	0017r2
	B
	Rel-12
	Agreed
	
	

	C4-130338
	258
	7.29.14
	CR
	MME name encoding over S6a
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	TEI12
	29.272
	0468r2
	F
	Rel-12
	Agreed
	
	

	C4-130339
	333
	6.2
	CR
	New AVPs for Lgd interface
	Cisco
	Dia_SGSN_GMLC
	29.230
	0337r2
	B
	Rel-12
	Agreed
	
	29.172-0017, 29.173-0014

	C4-130340
	334
	6.2
	CR
	SGSN indicating support of Lgd interface and providing its Diameter identity to HLR over Gr interface
	Cisco
	Dia_SGSN_GMLC
	29.002
	1122r2
	B
	Rel-12
	Agreed
	
	

	C4-130341
	283
	6.7.5
	CR
	Sh IMSI retrieval
	Nokia Siemens Networks
	TEI12
	29.328
	0459r2
	B
	Rel-12
	Revised in 421
	
	

	C4-130342
	342
	7.21
	CR
	PS Location Info Request with RAT-type
	Nokia Siemens Networks
	TEI11
	29.328
	0461r2
	F
	Rel-11
	Revised in 425
	
	

	C4-130343
	
	
	
	
	
	
	
	
	
	
	
	
	

	C4-130344
	
	
	
	
	
	
	
	
	
	
	
	
	

	C4-130345
	
	
	
	
	
	
	
	
	
	
	
	
	

	C4-130346
	
	
	
	
	
	
	
	
	
	
	
	
	

	C4-130347
	
	
	
	
	
	
	
	
	
	
	
	
	

	C4-130348
	
	
	
	
	
	
	
	
	
	
	
	
	

	C4-130349
	
	
	
	
	
	
	
	
	
	
	
	
	

	C4-130350
	239
	6.4
	CR
	e2ae media security for MSRP and BFCP Functional requirements
	Alcatel-Lucent
	eMEDIASEC-CT
	23.334
	0027r2
	B
	Rel-12
	Noted
	
	

	C4-130351
	
	6.7
	LS out
	LS on populating of Broadcast and Warning Area Lists
	one2many
	
	
	
	
	
	Revised in 416
	
	

	C4-130352
	100
	6.7.2
	CR
	MME/SGSN behaviour upon MBMS GW restart
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon
	eMBMS_Rest
	23.007
	0220r1
	F
	Rel-12
	Agreed
	
	

	C4-130353
	101
	6.7.2
	CR
	eMBMS service restoration upon MCE failure or M3AP path failure
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon
	eMBMS_Rest
	23.007
	0221r1
	B
	Rel-12
	Agreed
	
	

	C4-130354
	102
	6.7.2
	CR
	eMBMS service restoration upon MME/SGSN restart
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon
	eMBMS_Rest
	23.007
	0222r1
	B
	Rel-12
	Agreed
	
	

	C4-130355
	103
	6.7.2
	CR
	Sm path failure handling
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell
	eMBMS_Rest
	23.007
	0223r1
	B
	Rel-12
	Revised in 401
	
	

	C4-130356
	128
	7.26
	CR
	NRI and MMEC coordination in MOCN configuration
	Huawei
	Full_MOCN-GERAN
	23.003
	0354r1
	F
	Rel-11
	Withdrawn
	
	

	C4-130357
	39
	8.16
	CR
	Change reporting corrections
	Nokia Siemens Networks
	TEI11
	29.274
	1301r1
	F
	Rel-12
	Withdrawn
	
	

	C4-130358
	58
	8.16
	CR
	Addition of PS to CS handover indication in Delete PDP Context Request
	New Postcom, Ericsson, Huawei
	TEI9
	29.060
	0930r1
	F
	Rel-9
	Agreed
	
	

	C4-130359
	59
	8.16
	CR
	Addition of PS to CS handover indication in Delete PDP Context Request
	New Postcom, Ericsson, Huawei
	TEI9
	29.060
	0931r1
	A
	Rel-10
	Agreed
	
	

	C4-130360
	60
	8.16
	CR
	Addition of PS to CS handover indication in Delete PDP Context Request
	New Postcom, Ericsson, Huawei
	TEI9
	29.060
	0932r1
	A
	Rel-11
	Agreed
	
	

	C4-130361
	108
	8.16
	CR
	User CSG Information reporting during inter-MME/SGSN mobility
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Nokia Siemens Networks
	TEI10
	29.274
	1309r1
	F
	Rel-10
	Revised in 409
	
	

	C4-130362
	109
	8.16
	CR
	User CSG Information reporting during inter-MME/SGSN mobility
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Nokia Siemens Networks
	TEI10
	29.274
	1310r1
	A
	Rel-11
	Revised in 410
	
	

	C4-130363
	189
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.333
	0064r1
	F
	Rel-8
	Revised in 436
	
	

	C4-130364
	261
	8.19.3
	LS out
	LS on SDP offer-answer negotiation of AVPF and CCM feedback messages
	Ericsson
	
	
	
	
	
	Approved
	
	

	C4-130365
	188
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.332
	0189r1
	F
	Rel-8
	Revised in 432
	
	

	C4-130366
	242
	7.29.10
	CR
	Delete RFC 3775
	China Telecom, Huawei, Ericsson, Cisco
	TEI11
	29.275
	0273r2
	F
	Rel-11
	Agreed
	
	

	C4-130367
	241
	7.29.10
	CR
	Protocol number used in pseudo-header migration RFC 3775 to RFC 6275
	China Telecom, Huawei, Ericsson, Cisco
	TEI11
	29.275
	0274r2
	F
	Rel-11
	Revised in 407
	
	

	C4-130368
	141
	8.16
	CR
	Cause value in Update PDN Connection Set Response
	Huawei
	TEI12
	29.274
	1316r1
	F
	Rel-12
	Agreed
	
	

	C4-130369
	143
	8.16
	CR
	EPS bearer ID derived for DDN
	Huawei
	TEI12
	29.274
	1318r1
	F
	Rel-12
	Agreed
	
	

	C4-130370
	32
	7.22
	CR
	GTPv1 deferred IPv4 address allocation
	Nokia Siemens Networks
	TEI11
	29.060
	0927r1
	F
	Rel-11
	Revised in 402
	
	

	C4-130371
	33
	7.22
	CR
	Bearer QoS
	Nokia Siemens Networks
	TEI12
	29.274
	1296r1
	F
	Rel-12
	Agreed
	
	

	C4-130372
	34
	7.22
	CR
	Clarificatyion of term “PS mobility”
	Nokia Siemens Networks
	TEI12
	29.274
	1297r1
	F
	Rel-12
	Agreed
	
	

	C4-130373
	51
	7.22
	CR
	Corrections to descriptions of RFSP Index
	New Postcom
	TEI12
	29.060
	0928r1
	F
	Rel-12
	Agreed
	
	

	C4-130374
	54
	7.22
	CR
	Corrections to descriptions of RFSP Index
	New Postcom
	TEI12
	29.274
	1303r1
	F
	Rel-12
	Agreed
	
	

	C4-130375
	52
	7.22
	CR
	Clarification on IE Type Value in the GTP signalling message
	New Postcom
	TEI12
	29.060
	0929r1
	F
	Rel-12
	Agreed
	
	

	C4-130376
	53
	7.22
	CR
	Corrections to abbreviation of Radio Access Technology and definition of cause value
	New Postcom
	TEI12
	29.274
	1302r1
	F
	Rel-12
	Agreed
	
	

	C4-130377
	57
	7.29.8
	CR
	Update to Subscription-Data-Flags
	New Postcom, Cisco
	TEI11
	29.272
	0467r1
	F
	Rel-11
	Agreed
	
	

	C4-130378
	82
	7.29.2
	CR
	MME FQDN clarification 
	Hitachi
	TEI11
	23.003
	0346r5
	F
	Rel-11
	Agreed
	
	

	C4-130379
	66
	7.22
	CR
	Bearer Context to be modified
	Ericsson
	TEI11
	29.274
	1305r1
	F
	Rel-11
	Revised in 403
	
	

	C4-130380
	67
	7.22
	CR
	Populating serving in RAI
	Ericsson
	TEI11
	29.060
	0933r1
	F
	Rel-11
	Revised in 404
	
	

	C4-130381
	68
	7.22
	CR
	Populating Serving Network
	Ericsson 
	TEI11
	29.274
	1306r1
	F
	Rel-11
	Revised in 405
	
	

	C4-130382
	81
	7.22
	CR
	IMSI in Suspend Notification
	Hitachi
	TEI11
	29.274
	1307r1
	F
	Rel-11
	Revised in 406
	
	

	C4-130383
	125
	7.22
	CR
	Clean up the reference
	Huawei
	TEI12
	29.060
	0935r1
	F
	Rel-12
	Agreed
	
	

	C4-130384
	126
	7.22
	CR
	Correct the NOTE of Cause value
	Huawei
	TEI12
	29.274
	1311r1
	F
	Rel-12
	Agreed
	
	

	C4-130385
	127
	7.22
	CR
	Editorial correction
	Huawei
	TEI12
	29.274
	1312r1
	F
	Rel-12
	Agreed
	
	

	C4-130386
	107
	7.3
	CR
	Fixing editor's notes in SGW restoration procedure
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, ZTE, Huawei
	eNR_EPC
	23.007
	0225r1
	F
	Rel-11
	Agreed
	
	

	C4-130387
	
	7.3
	LS out
	LS on IP-CAN Session Modification Rejection during SGW Restoration procedure
	Cisco
	
	
	
	
	
	Approved
	
	

	C4-130388
	96
	7.3
	CR
	IETF Draft Reference- Update Notifications for Proxy Mobile IPv6
	ZTE
	eNR_EPC
	29.275
	0272r1
	F
	Rel-11
	Agreed
	
	

	C4-130389
	123
	7.3
	CR
	The inclusion of the MME S4-SGSN identifier IE
	Huawei
	eNR_EPC
	23.007
	0226r1
	F
	Rel-11
	Agreed
	
	

	C4-130390
	215
	7.22
	CR
	Providing Selection Mode IE during handover/RAU procedures
	Cisco
	TEI11
	29.060
	0939r1
	F
	Rel-11
	Agreed
	
	

	C4-130391
	
	7.22
	LS out
	LS on Enforcement of Roaming Restriction during I-RAT TAU/RAU procedures
	Cisco
	
	
	
	
	
	Revised in 417
	
	

	C4-130392
	217
	7.22
	CR
	Correcting the Flow QoS IE reference for Bearer Resource Command
	Cisco
	TEI12
	29.274
	1319r1
	F
	Rel-12
	Agreed
	
	

	C4-130393
	
	4
	LS in
	LS on Network Resilience for Public Safety communications.
	TSG SA WG1
	GCSE_LTE, ProSe.
	
	
	
	
	Postponed
	
	

	C4-130394
	
	4
	LS in
	LS to 3GPP CT4 on consent of H.248.82 "Explicit congestion notification support"
	ITU-T SG 16
	
	
	
	
	
	Postponed
	
	

	C4-130395
	
	4
	LS in
	LS to 3GPP CT4 on progress of TLS related work items
	ITU-T SG 16
	
	
	
	
	
	Postponed
	
	

	C4-130396
	110
	7.29.6
	CR
	High priority mobile terminated calls
	Alcatel-Lucent
	TEI12
	23.067
	0020r1
	F
	Rel-12
	Postponed
	
	

	C4-130397
	10
	8.17
	CR
	MSISDN delivery over S2a interface
	China Telecom, Alcatel-Lucent Shanghai Bell, Alcatel-Lucent, Huawei, ZTE
	TEI10
	29.275
	0271r1
	F
	Rel-10
	Agreed
	
	

	C4-130398
	13
	8.19.1
	CR
	MSISDN delivery over STa interface
	China Telecom, Huawei,ZTE
	TEI10
	29.273
	0312r1
	F
	Rel-10
	Agreed
	
	

	C4-130399
	139
	8.6.2
	CR
	Stop Paging Indication in service restoration procedure
	Huawei
	TEI12
	29.274
	1314r1
	F
	Rel-12
	Agreed
	
	

	C4-130400
	84
	6.7.1
	CR
	Clarification of Resume when S4-U is enabled
	Juniper Networks
	TEI12
	29.274
	1308r1
	F
	Rel-12
	Agreed
	
	

	C4-130401
	355
	6.7.2
	CR
	Sm path failure handling
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon
	eMBMS_Rest
	23.007
	0223r2
	B
	Rel-12
	Agreed
	
	

	C4-130402
	370
	7.22
	CR
	GTPv1 deferred IPv4 address allocation
	Nokia Siemens Networks
	TEI12
	29.060
	0927r2
	F
	Rel-12
	Agreed
	
	

	C4-130403
	379
	7.22
	CR
	Bearer Context to be modified
	Ericsson
	TEI11
	29.274
	1305r2
	F
	Rel-11
	Postponed
	
	

	C4-130404
	380
	7.22
	CR
	Populating serving in RAI
	Ericsson
	TEI11
	29.060
	0933r2
	F
	Rel-11
	Agreed
	
	

	C4-130405
	381
	7.22
	CR
	Populating Serving Network
	Ericsson 
	TEI11
	29.274
	1306r2
	F
	Rel-11
	Agreed
	
	

	C4-130406
	382
	7.22
	CR
	IMSI in Suspend Notification
	Hitachi
	TEI11
	29.274
	1307r2
	F
	Rel-11
	Agreed
	
	

	C4-130407
	367
	7.29.10
	CR
	Protocol number used in pseudo-header migration RFC 3775 to RFC 6275
	China Telecom, Huawei, Ericsson, Cisco
	TEI11
	29.275
	0274r3
	F
	Rel-11
	Revised in 430
	
	

	C4-130408
	
	6.7.7
	CR
	Validity Time of Short Message
	Huawei
	TEI12
	29.230
	0341
	F
	Rel-12
	Agreed
	
	

	C4-130409
	361
	8.16
	CR
	User CSG Information reporting during inter-MME/SGSN mobility
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Nokia Siemens Networks
	TEI10
	29.274
	1309r2
	F
	Rel-10
	Agreed
	
	

	C4-130410
	362
	8.16
	CR
	User CSG Information reporting during inter-MME/SGSN mobility
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Nokia Siemens Networks
	TEI10
	29.274
	1310r2
	A
	Rel-11
	Agreed
	
	

	C4-130411
	252
	7.29.5
	CR
	MTRF to for normal 2G and 3G MT call
	China Mobile, Alcatel-Lucent
	TEI10
	23.018
	0194r2
	F
	Rel-10
	Revised in 426
	
	

	C4-130412
	253
	7.29.5
	CR
	MTRF to for normal 2G and 3G MT call
	China Mobile, Alcatel-Lucent
	TEI10
	23.018
	0195r1
	A
	Rel-11
	Revised in 427
	
	

	C4-130413
	307
	8.19.4
	CR
	Diameter AVP codes for new TS 32.299 AVPs
	Alcatel-Lucent
	TEI9
	29.230
	0338r1
	F
	Rel-9
	Withdrawn
	
	

	C4-130414
	308
	8.19.4
	CR
	Diameter AVP codes for new TS 32.299 AVPs
	Alcatel-Lucent
	TEI9
	29.230
	0339r1
	F
	Rel-10
	Withdrawn
	
	

	C4-130415
	248
	5
	LS out
	LS on eMBMS restoration procedures
	Alcatel-Lucent
	
	
	
	
	
	Approved
	
	

	C4-130416
	351
	6.7
	LS out
	LS on populating of Broadcast and Warning Area Lists
	one2many
	
	
	
	
	
	Approved
	
	

	C4-130417
	391
	7.22
	LS out
	LS on Enforcement of Roaming Restriction during I-RAT TAU/RAU procedures
	Cisco
	
	
	
	
	
	Approved
	
	

	C4-130418
	244
	4
	LS out
	Reply LS on size of E-UTRA Radio Capabilities
	Alcatel-Lucent
	
	
	
	
	
	Approved
	
	

	C4-130419
	277
	6.5
	P-CR
	Diameter Overload requirements and study points
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, AT&T
	
	
	
	
	
	Agreed
	
	

	C4-130420
	260
	6.5
	P-CR
	TR Skeleton
	Orange
	FS_DOCME
	
	
	
	
	Agreed
	
	

	C4-130421
	341
	6.7.5
	CR
	Sh IMSI retrieval
	Nokia Siemens Networks
	TEI12
	29.328
	0459r3
	B
	Rel-12
	Agreed
	
	

	C4-130422
	
	4
	LS in
	LS on MSISDN Delivery for 3GPP2 network
	TSG SA WG2
	TEI8
	
	
	
	
	Noted
	
	

	C4-130423
	278
	6.7.7
	CR
	Validity Time of Short Message
	Huawei
	TEI12
	29.002
	1123r2
	B
	Rel-12
	Agreed
	
	

	C4-130424
	279
	6.7.7
	CR
	Validity Time of Short Message
	Huawei
	TEI12
	29.338
	0003r2
	B
	Rel-12
	Agreed
	
	

	C4-130425
	342
	7.21
	CR
	PS Location Info Request with RAT-type
	Nokia Siemens Networks
	TEI11
	29.328
	0461r3
	F
	Rel-11
	Agreed
	
	

	C4-130426
	411
	7.29.5
	CR
	MTRF to for normal 2G and 3G MT call
	China Mobile, Alcatel-Lucent
	MTRF
	23.018
	0194r3
	F
	Rel-10
	Agreed
	
	

	C4-130427
	412
	7.29.5
	CR
	MTRF to for normal 2G and 3G MT call
	China Mobile, Alcatel-Lucent
	MTRF
	23.018
	0195r2
	A
	Rel-11
	Agreed
	
	

	C4-130428
	254
	7.29.5
	CR
	MTRF to for normal 2G and 3G MT call
	China Mobile, Alcatel-Lucent
	TEI12
	23.018
	0196r1
	C
	Rel-12
	Agreed
	
	

	C4-130429
	231
	5
	WID
	WID for Stage3 Small Data and Device Triggering Enhancements
	Huawei, HiSilicon, Intel Corporation
	
	29.364
	0031r3
	B
	Rel-12
	Endorsed
	
	

	C4-130430
	407
	7.29.10
	CR
	Protocol number used in pseudo-header migration RFC 3775 to RFC 6275
	China Telecom, Huawei, Ericsson, Cisco
	TEI11
	29.275
	0274r4
	F
	Rel-11
	Agreed
	
	

	C4-130431
	304
	7.29.9
	CR
	About EAP-AKA' challenge message
	Huawei
	TEI11
	29.273
	0314r2
	F
	Rel-11
	Agreed
	
	

	C4-130432
	365
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.332
	0189r2
	F
	Rel-8
	Agreed
	
	

	C4-130433
	193
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.332
	0190r1
	A
	Rel-9
	Agreed
	
	

	C4-130434
	198
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.332
	0191r1
	A
	Rel-10
	Agreed
	
	

	C4-130435
	203
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.332
	0192r1
	A
	Rel-11
	Agreed
	
	

	C4-130436
	363
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.333
	0064r2
	F
	Rel-8
	Agreed
	
	

	C4-130437
	194
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.333
	0065r1
	A
	Rel-9
	Agreed
	
	

	C4-130438
	199
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.333
	0066r1
	A
	Rel-10
	Agreed
	
	

	C4-130439
	204
	8.19.3
	CR
	Support of RTCP-FB for MTSI 
	Ericsson
	MTSI_eMHI
	29.333
	0067r1
	A
	Rel-11
	Agreed
	
	

	C4-130440
	
	6.5
	3GPP TR
	TR 20.809 v0.1.0
	Orange
	
	
	
	
	
	Agreed
	
	

	C4-130441
	116
	9
	Work Plan
	C4-1300ww Work Plan 3GPP 130121 C4 Aspects
	CT4 Chairman
	
	
	
	
	
	Agreed
	
	

	C4-130442
	
	12
	Information
	List of Approved Output Documents
	CT4 Chairman
	
	
	
	
	
	Noted
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