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6.2.10.3.1
General

For message conferencing, the Message Session Relay Protocol (MSRP) (see IETF RFC 4975 [18]) shall be used to transport messages. The message content may carry different media including text, image, video and audio. The Media types shall be MIME encoded. The TCP connection that the MSRP runs over shall be established when adding a new participant into the conference according to subclause 6.2.c.
In order to manage the message conferencing, the following features may be supported:

-
Message statistics.

-
Message filtering.

An MRFC and an MRFP that support a session based messaging, as defined in IETF RFC 4975 [18], shall support the following procedures.

When receiving an SDP offer for a MSRP media, the MRFC:

-
shall provide the value of the received "a=path" SDP attribute (defined in IETF RFC 4975 [18]) to the MRFP in the "MSRP URI Path" information element, as part of a remote descriptor;

-
shall indicate "TCP/MSRP" or "TCP/TLS/MSRP" (if e2e media security is applied) as transport protocol to the MRFP;

-
if the "a=msrp-cema" SDP attribute, as defined in IETF RFC 6714 [n1], is not contained in the SDP offer, should use the IP address and port within the first entry of the "a=path" SDP attribute from the received SDP offer to configure the remote IP address and port at the MRFP;

NOTE 1:
It is a normal MRFC procedure to configure the received SDP "c=" line and "m=" line IP address and TCP port information as the remote address and port at the MRFP. The SDP "c=" line and "m=" line address and port information will match the "a=path" address information unless there is an MSRP relay in the path.

-
shall request the MRFP to allocate the IP address, TCP port and MSRP session-id and provide this information in the "MSRP URI Path" information element;

-
shall include the "a=path" SDP attribute received from the MRFP in an SDP answer it sends; and

-
if the SDP offer included the "a=msrp-cema" SDP attribute, shall include the "a=msrp-cema" SDP attribute in the SDP answer.

When sending an SDP offer for MSRP media, the MRFC:

-
shall request the MRFP to allocate an IP address, TCP port and MSRP session-id and provide this information in the "MSRP URI Path" information element;

-
shall indicate "TCP/MSRP" or "TCP/TLS/MSRP" (if e2e media security is applied) as transport protocol to the MRFP;

-
shall include the value of the "MSRP URI Path" information element received from the MRFP in the "a=path" SDP attribute of the SDP offer it sends; and

-
should include the "a=msrp-cema" SDP attribute in the SDP offer.

When receiving a corresponding SDP answer for MSRP media, the MRFC:

-
shall provide the value of the received "a=path" SDP attribute to the MRFP in the "MSRP URI Path" information element; and

-
if the "a=msrp-cema" SDP attribute is not contained in the SDP answer, should use the IP address and TCP port within the first entry of the "a=path" SDP attribute from the received SDP answer to configure the remote IP address and port at the MRFP.

When the MRFP is configured to handle MSRP media and is requested to allocate an IP address, TCP port and MSRP session-id, it shall provide this information in the "a=path" SDP attribute and shall store this information. When the MRFP then receives MSRP packets, it shall compare the session-id part of the received MSRP packets with the stored session-id.

NOTE 2:
Comparing only the session-id, but not the address information, is in accordance with IETF draft-ietf-simple-msrp-sessmatch-10, but also compatible with peers using IETF RFC 4975 [18] without extensions or in combination with IETF RFC 6714 [n1]. No procedures to indicate the method of session matching (according to IETF RFC 4975 [18] or IETF draft-ietf-simple-msrp-sessmatch-10) to the MRFP are defined.

The MRFP shall include MSRP URI(s) received in the "MSRP URI Path" information element from the MRFC in the "To-Path" header field of MSRP packets it sends.

* * * Next Change * * * *

8.20
Reserve and Configure IMS Resources

This procedure is used to reserve multimedia-processing resources for an Mp interface connection; it is based on the procedure of the same name defined in 3GPP TS 29.163 [9].

Table 8.20.1: Procedures between MRFC and MRFP: Reserve and Configure IMS Resources
	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Reserve and Configure IMS Resources
	MRFC
	Context/Context Request
	M
	This information element indicates the existing context or requests a new context for the bearer termination.

	
	
	Priority information
	O
	This information element requests the MRFP to apply priority treatment for the terminations and bearer connections in the specified context.

	
	
	IMSTermination Request
	M
	This information element indicates the existing bearer termination or requests a new IMS termination for the bearer to be established.

	
	
	Local IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall be prepared to receive user data.

For terminations supporting any combination of  video, audio and messaging this IE shall contain separate resources per stream.

	
	
	ReserveValue
	O
	This information element indicates if multiple local IMS resources are to be reserved

	
	
	Remote IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall send data.

For terminations supporting any combination of  video, audio and messaging this IE shall contain separate resources per stream.

	
	
	Local Connection Address Request
	M
	This information element requests an IP address and port number(s) on the MRFP that the remote end can send user plane data to.

For terminations supporting any combination of  video, audio and messaging this may contain multiple addresses.

	
	
	Remote Connection Address
	M
	This information element indicates the remote IP address and port number(s) that the MRFP can send user plane data to.

For terminations supporting any combination of  video, audio and messaging this may contain multiple addresses.

	
	
	Notify Released Bearer
	O
	This information element requests a notification of a released bearer.

	
	
	Notify termination heartbeat
	C
	This information element requests termination heartbeat indications. This information element shall be included when requesting a new bearer termination. Otherwise the information element is optional.

	
	
	ECN Enable
	O
	This information element requests the MRFP to apply ECN.

	
	
	ECN Initiation Method
	C
	This information element specifies the ECN Initiation method and requests the MRFP to perform IP header settings as an ECN endpoint. It may be included only if ECN is enabled.

	
	
	Notify ECN Failure Event
	C
	This information element requests a notification if an ECN related error occurs It may be included only if ECN is enabled..

	
	
	Diffserv Code Point
	O
	This information element requests the MRFP to apply a specific Diffserv Code Point to the IP headers.

	
	
	Extended RTP Header for CVO
	O
	This information element requests the MRFP to pass on the CVO extended RTP header as defined by IETF RFC 5285 [27].

	
	
	Generic Image Attributes
	O
	This information element indicates image attributes (e.g. image size) as defined by IETF RFC 6236 [28].

	
	
	STUN server request
	O
	This information element is present if MRFC requests the MRFP to answer STUN connectivity checks for ICE.

	
	
	ICE Connectivity Check
	C
	This information element requests the MRFP to perform ICE connectivity check as defined by IETF RFC 5245 [29]. It is only applicable for full ICE.

	
	
	Notify ICE Connectivity Check Result
	C
	This information element requests a notification of ICE connectivity check result. It is only applicable for full ICE.

	
	
	ICE password request
	O
	This information element is present if MRFC requests an ICE password.

	
	
	ICE Ufrag request
	O
	This information element is present if MRFC requests an ICE ufrag.

	
	
	ICE host candidate request
	O
	This information element is present if MRFC requests an ICE host candidate.

	
	
	ICE received candidate
	O
	This information element is present if MRFC indicates a received candidate for ICE.

	
	
	ICE received password
	O
	This information element is present if MRFC indicates a received password for ICE.

	
	
	ICE received Ufrag
	O
	This information element is present if MRFC indicates a received Ufrag for ICE.

	
	
	MSRP URI Path request
	O
	This information element requests the MSRP URI path information that the MRFP will insert in the MSRP message "From‑Path" header field.

	
	
	MSRP URI Path
	O
	This information element provides the MSRP URI path information that the MRFP will insert in the MSRP message "To‑Path" header field.

	Reserve and Configure IMS Resources Ack
	MRFP
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	IMSTermination
	M
	This information element indicates the Bearer Termination where the command was executed.

	
	
	Local IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall be prepared to receive user data.

For terminations supporting any combination of  video, audio and messaging this IE shall contain separate resources per stream.

	
	
	Remote IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall send data.

For terminations supporting any combination of  video, audio and messaging this IE shall contain separate resources per stream.

	
	
	Local Connection Address
	M
	This information element indicates the IP address and port number(s) the MRFP shall receive user plane data from IMS.

For terminations supporting any combination of  video, audio and messaging this may contain multiple addresses.

	
	
	Remote Connection Address
	M
	This information element indicates the remote IP address and port number(s) that the MRFP can send user plane data to.

For terminations supporting any combination of  video, audio and messaging this may contain multiple addresses.

	
	
	ICE password 
	C
	This information element shall be present only if it was contained in the request. It indicates the ICE password assigned by the MRFP.

	
	
	ICE Ufrag 
	C
	This information element shall be present only if it was contained in the request. It indicates the ICE Ufrag assigned by the MRFP.

	
	
	ICE host candidate 
	C
	This information element shall be present only if it was contained in the request. It indicates the ICE host candidate assigned by the MRFP.

	
	
	ICE lite indication
	C
	This information element shall be present only if an ICE host candidate request was contained in the request, and the MRFP supports ICE lite, but not full ICE. It indicates that the MRFP only supports ICE lite.

	
	
	MSRP URI Path
	C
	This information element may be present only if the MSRP URI Path request was contained in the request. This information element provides the MSRP URI path information that the MRFP will insert in the MSRP message "From‑Path" header field.


* * * Next Change * * * *

8.21
Reserve IMS Resources Procedure

This procedure is used to reserve local connection addresses and local resources in MRFP; it is based on the procedure of the same name defined in 3GPP TS 29.163 [9].

Table 8.21.1: Procedures between MRFC and MRFP: Reserve IMS Resources

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Reserve IMS Resources
	MRFC
	Context /Context Request
	M
	This information element indicates the existing context or requests a new context for the bearer termination.

	
	
	Priority information
	O
	This information element requests the MRFP to apply priority treatment for the terminations and bearer connections in the specified context.

	
	
	IMS Termination Request
	M
	This information element requests a new bearer termination

	
	
	Local IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall be prepared to receive user data.

For terminations supporting any combination of  video, audio and messaging this IE shall contain separate resources per stream.

	
	
	ReserveValue
	O
	This information element indicates if multiple local IMS resources are to be reserved.

	
	
	Local Connection Address Request
	M
	This information element requests an IP address and port number(s) on the MRFP that the remote end can send user plane data to.

For terminations supporting any combination of  video, audio and messaging this may contain multiple addresses.

	
	
	Notify Released Bearer
	O
	This information element requests a notification of a released bearer.

	
	
	Notify termination heartbeat
	M
	This information element requests termination heartbeat indications.

	
	
	ECN Enable
	O
	This information element requests the MRFP to apply ECN.

	
	
	ECN Initiation Method
	C
	This information element specifies the ECN Initiation method and requests the MRFP to perform IP header settings as an ECN endpoint. It may be included only if ECN is enabled.

	
	
	Notify ECN Failure Event
	C
	This information element requests a notification if an ECN related error occurs. It may be included only if ECN is enabled.

	
	
	Diffserv Code Point
	O
	This information element requests the MRFP to apply a specific Diffserv Code Point to the IP headers.

	
	
	Extended RTP Header for CVO
	O
	This information element requests the MRFP to pass on the CVO extended RTP header as defined by IETF RFC 5285 [27].

	
	
	Generic Image Attributes
	O
	This information element indicates image attributes (e.g. image size) as defined by IETF RFC 6236 [28].

	
	
	ICE password request
	O
	This information element is present if MRFC requests an ICE password.

	
	
	ICE Ufrag request
	O
	This information element is present if MRFC requests an ICE ufrag.

	
	
	ICE host candidate request
	O
	This information element is present if MRFC requests an ICE host candidate.

	
	
	STUN server request
	O
	This information element is present if MRFC requests the MRFP to answer STUN connectivity checks for ICE.

	
	
	MSRP URI Path request
	O
	This information element requests the MSRP URI path information that the MRFP will insert in the MSRP message "From‑Path" header field.

	Reserve IMS Resources Ack
	MRFP
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	Bearer Termination
	M
	This information element indicates the Bearer Termination where the command was executed.

	
	
	Local IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall be prepared to receive user data

For terminations supporting any combination of video, audio and messaging this IE shall contain separate resources per stream.

	
	
	Local Connection Address
	M
	This information element indicates the IP address and port number(s) the MRFP shall receive user plane data from IMS.

For terminations supporting any combination of  video, audio and messaging this may contain multiple addresses.

	
	
	ICE password 
	C
	This information element shall be present only if it was contained in the request. It indicates the ICE password assigned by the MRFP.

	
	
	ICE Ufrag 
	C
	This information element shall be present only if it was contained in the request. It indicates the ICE Ufrag assigned by the MRFP.

	
	
	ICE host candidate 
	C
	This information element shall be present only if it was contained in the request. It indicates the ICE host candidate assigned by the MRFP.

	
	
	ICE lite indication
	C
	This information element shall be present only if an ICE host candidate request was contained in the request, and the MRFP supports ICE lite, but not full ICE. It indicates that the MRFP only supports ICE lite.

	
	
	MSRP URI Path
	C
	This information element may be present only if the MSRP URI Path request was contained in the request. This information element provides the MSRP URI path information that the MRFP will insert in the MSRP message "From‑Path" header field.


* * * Next Change * * * *

8.22
Configure IMS Resources Procedure

This procedure is used to select multimedia-processing resources for an Mp interface connection; it is based on the procedure of the same name defined in 3GPP TS 29.163 [9].

Table 8.22.1: Procedures between MRFC and MRFP: Configure IMS Resources Procedure

	Procedure
	Initiated
	Information element name
	Information element required
	Information element description

	Configure IMS Resources
	MRFC
	Context 
	M
	This information element indicates the context for the bearer termination.

	
	
	IMS Termination
	M
	This information element indicates the existing bearer termination.

	
	
	Local IMS Resources
	O
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall be prepared to receive user data.

For terminations supporting any combination of video, audio and messaging this IE shall contain separate resources per stream.

	
	
	Remote IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall send data.

For terminations supporting any combination of video, audio and messaging this IE shall contain separate resources per stream.

	
	
	Local Connection Address
	O
	This information element indicates the IP address and port number(s) on the MRFP that the IMS user can send user plane data to.

For terminations supporting video any combination of video, audio and messaging may contain multiple addresses.

	
	
	Remote Connection Address
	M
	This information element indicates the remote IP address and port number(s) that the MRFP can send user plane data to.

For terminations supporting any combination of video, audio and messaging this may contain multiple addresses.

	
	
	Notify termination heartbeat
	O
	This information element requests termination heartbeat indications.

	
	
	ECN Enable
	O
	This information element requests the MRFP to apply ECN procedures.

	
	
	ECN Initiation Method
	C
	This information element specifies the ECN Initiation method and requests the MRFP to perform IP header settings as an ECN endpoint. It may be included if ECN is enabled.

	
	
	Notify ECN Failure Event
	C
	This information element requests a notification if an ECN related error occurs. It may be included if ECN is enabled.

	
	
	Extended RTP Header for CVO
	O
	This information element requests the MRFP to pass on the CVO extended RTP header as defined by IETF RFC 5285 [27]..

	
	
	Generic Image Attributes
	O
	This information element indicates image attributes (e.g. image size) as defined by IETF RFC 6236 [28].

	
	
	ICE Connectivity Check
	C
	This information element requests the MRFP to perform ICE connectivity check as defined by IETF RFC 5245 [29]. It is only applicable for full ICE.

	
	
	Notify ICE Connectivity Check Result
	C
	This information element requests a notification of ICE connectivity check result. It is only applicable for full ICE.

	
	
	Notify New Peer Reflexive Candidate
	C
	This information element requests a notification of new peer reflexive candidate was discovered during a connectivity check. It is only applicable for full ICE.

	
	
	Additional ICE Connectivity Check
	C
	This information element requests the MRFP to perform additional ICE connectivity check as defined by IETF RFC 5245 [29]. It is only applicable for full ICE.

	
	
	ICE received candidate
	O
	This information element is present if MRFC indicates a received candidate for ICE.

	
	
	ICE received password
	O
	This information element is present if MRFC indicates a received password for ICE.

	
	
	ICE received Ufrag
	O
	This information element is present if MRFC indicates a received Ufrag for ICE.

	
	
	MSRP URI Path
	O
	This information element provides the MSRP URI path information that the MRFP will insert in the MSRP message "To‑Path" header field.

	Configure IMS Resources Ack
	MRFP
	Context
	M
	This information element indicates the context where the command was executed.

	
	
	IMS Termination
	M
	This information element indicates the Bearer Termination where the command was executed.

	
	
	Local IMS Resources
	O
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall be prepared to receive user data

For terminations supporting any combination of video, audio and messaging this IE shall contain separate resources per stream.

	
	
	Remote IMS Resources
	M
	This information element indicates the resource(s) (i.e. codecs) for which the MRFP shall send data.

For terminations supporting any combination of video, audio and messaging this IE shall contain separate resources per stream.

	
	
	Local Connection Address
	O
	This information element indicates the IP address and port number(s) on the MRFP that the IMS user can send user plane data to.

For terminations supporting any combination of video, audio and messaging this may contain multiple addresses.

	
	
	Remote Connection Address
	M
	This information element indicates the remote IP address and port number(s) that the MRFP can send user plane data to.

For terminations supporting any combination of video, audio and messaging this may contain multiple addresses.
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