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* * * First Change * * * *

17.7.2
Operation and maintenance data types

.$MAP-OM-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-OM-DataTypes (12) version14 (14)}

DEFINITIONS

IMPLICIT TAGS

::=

BEGIN

EXPORTS


ActivateTraceModeArg,


ActivateTraceModeRes,


DeactivateTraceModeArg,


DeactivateTraceModeRes,


TracePropagationList
;

IMPORTS


AddressString,


IMSI,

GSN-Address,


GlobalCellId,


E-UTRAN-CGI,


TA-Id,


RAIdentity,


LAIFixedLength,

PLMN-Id
FROM MAP-CommonDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-CommonDataTypes (18) version14 (14)}


ExtensionContainer

FROM MAP-ExtensionDataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-ExtensionDataTypes (21) version14 (14)}

;
***********text not shown for clarity***********

MDT-Configuration ::= SEQUENCE {


jobType

JobType,


areaScope

AreaScope

OPTIONAL,


listOfMeasurements
ListOfMeasurements
OPTIONAL,


reportingTrigger
[0] ReportingTrigger
OPTIONAL,


reportInterval
ReportInterval
OPTIONAL,


reportAmount
[1] ReportAmount
OPTIONAL,

eventThresholdRSRP
EventThresholdRSRP
OPTIONAL,


eventThresholdRSRQ
[2] EventThresholdRSRQ
OPTIONAL,


loggingInterval
[3] LoggingInterval
OPTIONAL,


loggingDuration
[4] LoggingDuration
OPTIONAL,


extensionContainer
[5] ExtensionContainer
OPTIONAL,


...,


measurementPeriodUMTS
[6] PeriodUMTS
OPTIONAL,


measurementPeriodLTE
[7] PeriodLTE
OPTIONAL,


collectionPeriodRRM-UMTS
[8] PeriodUMTS
OPTIONAL,


collectionPeriodRRM-LTE
[9] PeriodLTE
OPTIONAL,


positioningMethod
[10] PositioningMethod
OPTIONAL,


measurementQuantity
[11] MeasurementQuantity
OPTIONAL,


eventThreshold1F
[12] EventThreshold1F
OPTIONAL,


eventThreshold1I
[13] EventThreshold1I
OPTIONAL,


mdt-Allowed-PLMN-List
[xx] MDT-Allowed-PLMNId-List
OPTIONAL }

MDT-Allowed-PLMNId-List ::= SEQUENCE SIZE (1..16) OF





PLMN-Id
***********text not shown for clarity***********
* * * End of Change * * * *

