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	Reason for change:
	In the description of Diameter Experimental Result Codes 5001, 5003, 5004 and 5005, 3GPP TS 29.299 is wrongly referred instead of 3GPP TS 29.229.
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	Other comments:
	


* * * First Change * * * *
10.3.2
DIAMETER_ERROR_USER_UNKNOWN (5001)

This result code shall be sent by the HSS to indicate that the user identified by the IMSI is unknown (see 3GPP TS 29.229 [24]).
* * * Second Change * * * *
10.3.3
DIAMETER_ERROR_IDENTITY_NOT_REGISTERED (5003)

This result code shall be sent by the HSS to indicate that there is currently no 3GPP AAA Server registered for the user (see 3GPP TS 29.229 [24]).

* * * Third Change * * * *
10.3.4
DIAMETER_ERROR_ROAMING_NOT_ALLOWED (5004)

This result code shall be sent by the HSS to indicate that the subscriber is not allowed to roam in a certain non-3GPP V-PLMN (see 3GPP TS 29.229 [24]).
* * * Fourth Change * * * *
10.3.5
DIAMETER_ERROR_IDENTITY_ALREADY_REGISTERED (5005)

This result code shall be sent by the HSS to indicate that the node identity trying to be registered by a 3GPP AAA Server is already registered for a specific user (see 3GPP TS 29.229 [24]).

* * * End of Changes * * * *
