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* * * First Change * * * *

2.4.18
Access Restriction Data

The use of this data is described in 3GPP TS 23.221 [57].

The Access Restriction Data is permanent subscriber data stored in the HLR/HSS, and temporary subscriber data stored in the VLR and SGSN and MME.

The parameter takes either of the following values:

-
GERAN not allowed, the subscriber shall not be allowed to access the network in GERAN radio access in the VPLMN. Valid for Idle and Connected mode;

-
UTRAN not allowed, the subscriber shall not be allowed to access the network in LA/RAs using a UTRAN radio access in the VPLMN. Valid for Idle and Connected mode;
-
E-UTRAN not allowed, the subscriber shall not be allowed to access the network in TAs using a E-UTRAN radio access in the VPLMN. Valid for Idle and Connected mode; 
-
GAN not allowed, the subscriber shall not be allowed to access the network via GAN; 

-
I-HSPA-Evolution not allowed, the subscriber shall not be allowed to access the network in LA/RAs using I-HSPA-Evolution radio access. Valid for Idle and Connected mode;

-
HO-To-Non-3GPP-Access not allowed, the subscriber shall not be allowed to handover to non-3GPP access.
The use of this parameter for LA/RA/TA update procedures is described in 3GPP TS 23.012 [8] and 3GPP TS 23.060 [21], and 3GPP TS 23.401 [74].
* * * End Of Change * * * *
