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* * * * First Change * * * *
5.1
Command codes allocated for 3GPP
Based on the IETF RFC 3589 [10] the IANA has allocated a standard command code range 300 ‑ 313 for 3GPP. The command codes are presented in the following table. 

Table 5.1/1: Command code values allocated for 3GPP

	Command code value
	Command name
	Abbreviation
	Specified in 3GPP TS

	300
	User-Authorization-Request/-Answer
	UAR/UAA
	29.229 [2]

	301
	Server-Assignment-Request/-Answer
	SAR/SAA
	

	302
	Location-Info-Request/-Answer
	LIR/LIA
	

	303
	Multimedia-Auth-Request/-Answer
	MAR/MAA
	

	304
	Registration-Termination-Request/-Answer
	RTR/RTA
	

	305
	Push-Profile-Request/-Answer
	PPR/PPA
	

	306
	User-Data-Request/-Answer
	UDR/UDA
	29.329 [4]

	307
	Profile-Update-Request/-Answer
	PUR/PUA
	

	308
	Subscribe-Notifications-Request/-Answer
	SNR/SNA
	

	309
	Push-Notification-Request/-Answer
	PNR/PNA
	

	310
	Boostrapping-Info-Request/Answer
	BIR/BIA
	29.109 [7]

	311
	Message-Process-Request/Answer
	MPR/MPA
	29.140 [16]

	312
	GBAPush-Info-Request/Answer
	GPR/GPI
	29.109 [7]


Editor's Note: 
The following command codes have been allocated to 3GPP, but they have not been used yet.

Table 5.1/2: Command codes allocated for 3GPP

	Command code value
	Command name
	Abbreviation
	Specified in 3GPP TS

	313
	
	
	


As defined in the IETF RFC 5516 [23]. IANA has allocated the following command code values for the S6a/S6d interface application and S13/S13’ interface  application.
Table 5.1/3: SAE related Standard Command code valuess allocated for 3GPP
	Command code value
	Command name
	Abbreviation
	Specified in 3GPP TS

	316
	Update-Location-Request/Answer
	ULR/ULA
	29.272 [21]

	317
	Cancel-Location-Request/Answer
	CLR/CLA
	

	318
	Authentication- Information -Request/Answer
	AIR/AIA
	

	319
	Insert Subscriber Data-Request/Answer
	IDR/IDA
	

	320
	Delete-Subscriber-Data-Request/Answer
	DSR/DSA
	

	321
	Purge-UE-Request/Answer
	PUR/PUA 
	

	322
	Reset-Request/Answer
	RSR/RSA
	

	323
	Notify-Request/Answer
	NOR/NOA
	

	324
	ME-Identity-Check-Request/Answer
	ECR/ECA
	


Besides the standard command code values allocated for 3GPP, IANA has allocated the following vendor-specific command code values for 3GPP vendor-specific Diameter applications:

Table 5.1/4: Vendor-specific command codes allocated for 3GPP

	Command code value
	Command name
	Abbreviation
	Specified in 3GPP TS

	8388620
	Provide-Location-Request/Answer
	PLR/PLA
	29.172 [24]

	8388621
	Location-Report-Request/Answer
	LRR/LRA
	

	8388622
	LCS-Routing-Info-Request/Answer
	RIR/RIA
	29.173 [25]

	8388635
	Spending-Limit-Request/Answer
	SLR/SLA
	29.219 [26]

	8388636
	Spending-Status-Notification-Request/Answer
	SNR/SNA
	

	8388637
	TDF-Session-Request/Answer
	TSR/TSA
	29.212 [19]

	8388638
	Update-VCSG-Location-Request/Answer
	UVR/UVA
	29.272 [21]

	8388642
	Cancel-VCSG-Location-Request/Answer
	CVR/CVA
	

	8388639
	Device-Action-Request/Answer
	DAR/DAA
	29.368 [27]

	8388640
	Device-Notification-Request/Answer
	DNR/DNA
	

	8388641
	Subscriber-Information-Request/Answer
	SIR/SIA
	29.336 [28]

	8388643
	Device-Trigger-Request/Answer
	DTR/DTA
	29.337 [29]

	8388644
	Delivery-Report-Request/Answer
	DRR/DRA
	

	8388645
	MO-Forward-Short-Message Request/Answer
	OFR/OFA
	29.338 [30]

	8388646
	MT-Forward-Short-Message Request/Answer
	TFR/TFA
	

	8388647
	 Send-Routing-Info-for-SM-Request/Answer
	SRR/SRA
	

	8388648
	 Alert-Service-Centre-Request/Answer
	ALR/ALA
	

	8388649
	Report-SM-Delivery-Status-Request/Answer
	RDR/RDA
	

	8388656
	Trigger-Establishment-Request/Answer
	TER/TEA
	29.215 [30]

	8388662
	GCS-Action-Request/Answer
	GAR/GAA
	29.468 [31]

	8388663
	GCS-Notification-Request/Answer
	GNR/GNA
	

	8388664
	ProSe-Subscriber-Information-Request/Answer
	PIR/PIA
	29.344 [33]

	8388665
	Update-ProSe-Subscriber-Data-Request/Answer
	UPR/UPA
	

	8388666
	ProSe-Notify-Request/Answer
	PNR/PNA
	

	8388713
	ProSe-Initial-Location-Information-Request/Answer
	PSR/PSA
	

	8388668
	ProSe-Authorization-Request/Answer
	PAR/PAA
	29.345 [34]

	8388669
	ProSe-Discovery-Request/Answer
	PDR/PDA
	

	8388670
	ProSe-Match-Request/Answer
	PMR/PMA
	

	8388671
	ProSe-Match-Report-Info-Request/Answer
	PIR/PIA
	

	8388672
	ProSe-Proximity-Request/Answer
	PRR/PRA
	

	8388673
	ProSe-Location-Update-Request/Answer
	PLR/PLA
	

	8388674
	ProSe-Alert-Request/Answer
	ALR/ALA
	

	8388675
	ProSe-Cancellation-Request/Answer
	RPR/RPA
	

	83886xx
	ProSe-Authorization-Revocation-Request/Answer
	PVR/PVA
	29.345 [34]

	8388676
	ProXimity-Action-Request/Answer
	PXR/PXA
	29.343 [32]


* * * * Next Change * * * *
7.1
3GPP specific AVP codes

 The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 

	100
	3GPP-WLAN-APN-Id
	OctetString
	29.234 [6]

	101
	3GPP-WLAN-QoS-Filter-Rule
	UTF8String
	

	102
	3GPP-WLAN-QoS-Filter-Support
	OctetString
	

	Note: The AVP codes from 1 to 255 are reserved for backwards compatibility with 3GPP RADIUS Vendor Specific Attributes (See TS 29.061 [13] and TS 29.234 [6])

	Note: The AVP codes from 256 to 299 are reserved for future use.


[skip]

	3800
	Reserved
	
	29.345 [34]

	3801
	App-Layer-User-Id
	UTF8String
	

	3802
	Assistance-info
	Grouped
	

	3803
	Assistance-Info-Validity-Timer
	Unsigned32
	

	3804
	Discovery-Type
	Unsigned32
	

	3805
	Filter-Id
	OctetString
	

	3806
	MAC-Address
	UTF8String
	

	3807
	Match-Report
	Grouped
	

	3808
	Operating-Channel
	Unsigned32
	

	3809
	P2P-Features
	Unsigned32
	

	3810
	ProSe-App-Code
	UTF8String
	

	3811
	ProSe-App-Id
	UTF8String
	

	3812
	ProSe-App-Mask
	UTF8String
	

	3813
	ProSe-Discovery-Filter
	Grouped
	

	3814
	PRR-Flags
	Unsigned32
	

	3815
	ProSe-Validity-Timer
	Unsigned32
	

	3816
	Requesting-EPUID
	UTF8String
	

	3817
	Targeted-EPUID
	UTF8String
	

	3818
	Time-Window
	Unsigned32
	

	3819
	WiFi-P2P-Assistance-Info
	Grouped
	

	3820
	WLAN-Assistance-Info
	Grouped
	

	3821
	WLAN-Link-Layer-Id
	OctetString
	

	3822
	WLAN-Link-Layer-Id-List
	Grouped
	

	3823
	Location-Update-Trigger
	Grouped
	

	3824
	Location-Update-Event-Type
	Unsigned32
	

	3825
	Change-Of-Area-Type
	Grouped
	

	3826
	Location-Update-Event-Trigger
	Unsigned32
	

	3827
	Report-Cardinality
	Enumerated
	

	3828
	Minimum-Interval-Time
	Unsigned32
	

	3829
	Periodic-Location-Type
	Grouped
	

	3830
	Location-Report-Interval-Time
	Unsigned32
	

	3831
	Total-Number-Of-Reports
	Unsigned32
	

	3832
	Validity-Time-Announce
	Unsigned32
	

	3833
	Validity-Time-Monitor
	Unsigned32
	

	3834
	Validity-Time-Communication
	Unsigned32
	

	3835
	ProSe-App-Code-Info
	Grouped
	

	3836
	MIC
	OctetString
	

	3837
	UTC-based-Counter
	Unsigned32
	

	38xa
	ProSe-Direct-Revoked
	Unsigned32
	

	Note: The AVP codes from 38xa to 3899 are reserved for TS 29.345.


* * * * End of Changes * * * *
