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* * * First Change * * * *

7.3.225
Broadcast-Location-Assistance-Data-Types
The Broadcast-Location-Assistance-Data-Types AVP is of type Unsigned64. The content of this AVP is a bit mask which indicates the broadcast location assistance data types for which the UE is subscribed to receive ciphering keys used to decipher broadcast assistance data.

The meaning of the bits is defined in table 7.3.225-1:

Table 7.3.225-1: Broadcast-Location-Assistance-Data-Types
	bit
	name
	Description

	0
	Positioning SIB Type 1-1
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 1-1.

	1
	Positioning SIB Type 1-2
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 1-2.

	2
	Positioning SIB Type 1-3
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 1-3.

	3
	Positioning SIB Type 1-4
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 1-4.

	4
	Positioning SIB Type 1-5
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 1-5.

	5
	Positioning SIB Type 1-6
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 1-6.

	6
	Positioning SIB Type 1-7
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 1-7.

	7
	Positioning SIB Type 2-1
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-1.

	8
	Positioning SIB Type 2-2
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-2.

	9
	Positioning SIB Type 2-3
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-3.

	10
	Positioning SIB Type 2-4
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-4.

	11
	Positioning SIB Type 2-5
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-5.

	12
	Positioning SIB Type 2-6
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-6.

	13
	Positioning SIB Type 2-7
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-7.

	14
	Positioning SIB Type 2-8
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-8.

	15
	Positioning SIB Type 2-9
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-9.

	16
	Positioning SIB Type 2-10
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-10.

	17
	Positioning SIB Type 2-11
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-11.

	18
	Positioning SIB Type 2-12
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-12.

	19
	Positioning SIB Type 2-13
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-13.

	20
	Positioning SIB Type 2-14
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-14.

	21
	Positioning SIB Type 2-15
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-15.

	22
	Positioning SIB Type 2-16
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-16.

	23
	Positioning SIB Type 2-17
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-17.

	24
	Positioning SIB Type 2-18
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-18.

	25
	Positioning SIB Type 2-19
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 2-19.

	26
	Positioning SIB Type 3-1
	This bit, when set, indicates that the UE is subscribed to receive ciphering keys applicable to positioning SIB Type 3-1.

	
	
	

	NOTE:
Bits not defined in this table shall be cleared by the sending HSS and discarded by the receiving MME or SGSN.


* * * End of Changes * * * *

