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5.2.2
Service Operations

5.2.2.1
Introduction

For the Nudm_SubscriberDataManagement service the following service operations are defined:

-
Get

-
Subscribe

-
Unsubscribe

-
Notification
-
Info
The Nudm_SubscriberDataManagement Service is used by Consumer NFs (AMF, SMF, SMSF) to retrieve the UE's subscription data relevant to the consumer NF from the UDM by means of the Get service operation. 

It is also used by Consumer NFs to subscribe to notifications of data change by means of the Subscribe service operation.

It is also used to unsubscribe from notifications of data changes by means of the Unsubscribe service operation.

It is also used by the Consumer NFs (AMF, SMF, SMSF) that have previously subscribed, to get notified by means of the Notification service operation when UDM decides to modify the subscribed data.
It is also used by Consumer NFs to provide the information about the status of the subscription data management procedures.
* * * Next Change * * * *

5.2.2.x
Info
5.2.2.x.1
General 
The following procedures using the Info service operation are supported:

-
Providing acknowledgement from the UE to UDM about successful delivery of Steering of Roaming information via the AMF as defined in TS 23.122 [x]
5.2.2.x.2
Providing acknowledgement of Steering of Roaming
Figure 5.2.2.x.2-1 shows a scenario where the NF service consumer (e.g. AMF) sends the transparent container with a UE acknowledgement to the UDM (see also 3GPP TS 23.122 [x] Annex C). The request contains the UE's identity (/{supi}), the type of the acknowledgement information (/am-data/sor-ack).
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Figure 5.2.2.x.2-1: Providing acknowledgement of Steering of Roaming
1.
The NF service consumer (e.g. AMF) sends a PUT request to the resource representing the UE's Access and Mobility Subscription Data, with the AcknowledgeInfo received from the UE.
2.
The UDM responds with "204 No Content".
* * * End of Changes * * * *
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