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5.10
Error Indication Handling

Upon receipt of a GTP-U Error Indication message, the UP function:

-
shall identify the related PFCP session for which the message is received; and

-
shall initiate an PFCP Session Report procedure, towards the CP function controlling this PFCP session, to send an Error Indication Report including the remote F-TEID signalled in the GTP-U Peer Address IE and the Tunnel Endpoint Identifier Data I IE of the GTP-U Error Indication (see subclause 7.3.1 of 3GPP TS 29.281 [3]).

For EPC, upon receipt of an Error Indication Report, the CP function shall then identify the bearer for which the Error Indication Report is received using the remote F-TEID included in the report and proceed as specified in subclauses 21.7 and 21.8 of 3GPP TS 23.007 [24], i.e.:

-
modify the PFCP session to instruct the UP function to buffer DL packets;

-
modify the PFCP session to delete the PDR and FAR, when having to delete a bearer; or

-
delete the PFCP session, when having to delete the PDN connection.


For 5GC, upon receipt of an Error Indication Report, the SMF shall proceed as specified in subclause 5.3 of 3GPP TS 23.527 [x].
* * * Next Change * * * *

6.2.2
Heartbeat Procedure
6.2.2.1
General 

Two messages are specified for PFCP heartbeat procedure: Heartbeat Request and Heartbeat Response. The use of these messages is further specified in clause 19A of 3GPP TS 23.007 [24] for EPC, and in clause 4 of 3GPP TS 23.527 [x] for 5GC.


* * * Next Change * * * *

7.5.2
PFCP Session Establishment Request

7.5.2.1
General 
The PFCP Session Establishment Request shall be sent over the Sxa, Sxb, Sxc and N4 interface by the CP function to establish a new PFCP session context in the UP function.

Table 7.5.2.1-1: Information Elements in an PFCP Session Establishment Request

	Information elements
	P
	Condition / Comment
	Appl.
	IE Type

	
	
	
	Sxa
	Sxb
	Sxc
	N4
	

	Node ID
	M
	This IE shall contain the unique identifier of the sending Node.
	X
	X
	X
	X
	Node ID

	CP F-SEID
	M
	This IE shall contain the unique identifier allocated by the CP function identifying the session.
	X
	X
	X
	X
	F-SEID

	Create PDR
	M
	This IE shall be present for at least one PDR to be associated to the PFCP session.
Several IEs with the same IE type may be present to represent multiple PDRs.
See Table 7.5.2.2-1.
	X
	X
	X
	X
	Create PDR

	Create FAR
	M
	This IE shall be present for at least one FAR to be associated to the PFCP session.
Several IEs with the same IE type may be present to represent multiple FARs.
See Table 7.5.2.3-1.
	X
	X
	X
	X
	Create FAR

	Create URR
	C
	This IE shall be present if a measurement action shall be applied to packets matching one or more PDR(s) of this PFCP session. 

Several IEs within the same IE type may be present to represent multiple URRs.
See Table 7.5.2.4-1.
	X
	X
	X
	X
	Create URR

	Create QER
	C
	This IE shall be present if a QoS enforcement action shall be applied to packets matching one or more PDR(s) of this PFCP session.

Several IEs within the same IE type may be present to represent multiple QERs.
See Table 7.5.2.5-1.
	-
	X
	X
	X
	Create QER

	Create BAR
	O
	When present, this IE shall contain the buffering instructions to be applied by the UP function to any FAR of this PFCP session set with the Apply Action requesting the packets to be buffered and with a BAR ID IE referring to this BAR. See table 7.5.2.6-1.
	X
	-
	-
	X
	Create BAR

	Create Traffic Endpoint
	C
	This IE may be present if the UP function has indicated support of PDI optimization.

Several IEs within the same IE type may be present to represent multiple Traffic Endpoints.
See Table 7.5.2.7-1.
	X
	X
	X
	X
	Create Traffic Endpoint

	PDN Type
	C
	This IE shall be present if the PFCP session is setup for an individual PDN connection or PDU session (see subclause 5.2.1). 

When present, this IE shall indicate whether this is an IP or non-IP PDN connection/PDU session or, for 5GC, an Ethernet PDU session.
	X
	X
	-
	X
	PDN Type

	SGW-C FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	X
	X
	-
	
	FQ-CSID

	MME FQ-CSID
	C
	This IE shall be included when received on the S11 interface or on S5/S8 interface according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	X
	X
	-
	-
	FQ-CSID

	PGW-C FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	X
	X
	-
	-
	FQ-CSID

	ePDG FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	-
	X
	-
	-
	FQ-CSID

	TWAN FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	-
	X
	-
	-
	FQ-CSID

	User Plane Inactivity Timer
	O
	This IE may be present to request the UP function to send a User Plane Inactivity Report when no user plane packets are received for this PFCP session for a duration exceeding the User Plane Inactivity Timer. 

When present, it shall contain the duration of the inactivity period after which a User Plane Inactivity Report shall be generated.
	-
	X
	X
	X
	User Plane Inactivity Timer

	User ID
	O
	This IE may be present, based on operator policy. It shall only be sent if the UP function is in a trusted environment. 

See NOTE.
	X
	X
	X
	X
	User ID

	NOTE:
This can be used for troubleshooting problems in the UP function affecting a subscriber. 



* * * Next Change * * * *

7.5.3
PFCP Session Establishment Response

7.5.3.1
General
The PFCP Session Establishment Response shall be sent over the Sxa, Sxb, Sxc and N4 interface by the UP function to the CP function as a reply to the PFCP Session Establishment Request.

Table 7.5.3.1-1: Information Elements in a PFCP Session Establishment Response
	Information elements
	P
	Condition / Comment
	Appl.
	IE Type

	
	
	
	Sxa
	Sxb
	Sxc
	N4
	

	Node ID
	M
	This IE shall contain the unique identifier of the sending Node.
	X
	X
	X
	X
	Node ID

	Cause
	M
	This IE shall indicate the acceptance or the rejection of the corresponding request message.
	X
	X
	X
	X
	Cause

	Offending IE
	C
	This IE shall be included if the rejection is due to a conditional or mandatory IE missing or faulty.
	X
	X
	X
	X
	Offending IE

	UP F-SEID
	C
	This IE shall be present if the cause is set to "Request accepted (success)". When present, it shall contain the unique identifier allocated by the UP function identifing the session.
	X
	X
	X
	X
	F-SEID

	Created PDR 
	C
	This IE shall be present if the cause is set to "success" and the UP function was requested to allocate the local F-TEID for the PDR. 

When present, this IE shall contain the PDR information associated to the PFCP session. There may be several instances of this IE.

See table 7.5.3.2-1.
	X
	X
	-
	X
	Created PDR

	Load Control Information
	O
	The UP function may include this IE if it supports the load control feature and the feature is activated in the network.

See Table 7.5.3.3-1.
	X
	X
	X
	X
	Load Control Information

	Overload Control Information
	O
	During an overload condition, the UP function may include this IE if it supports the overload control feature and the feature is activated in the network.

See Table 7.5.3.4-1.
	X
	X
	X
	X
	Overload Control Information

	SGW-U FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	X
	-
	-
	-
	FQ-CSID

	PGW-U FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	-
	X
	-
	-
	FQ-CSID

	Failed Rule ID
	C
	This IE shall be included if the Cause IE indicates a rejection due to a rule creation or modification failure. 
	X
	X
	X
	X
	Failed Rule ID

	Created Traffic Endpoint 
	C
	This IE shall be present if the cause is set to "success" and the UP function was requested to allocate a local F-TEID in a Create Traffic Endpoint IE. When present, it shall contain the local F-TEID to be used for this Traffic Endpoint.

There may be several instances of this IE.
	X
	X
	-
	X
	Created Traffic Endpoint



* * * End of Changes * * * *


