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Approved LSs
	TDoc #
	Title
	Source
	Contact

	C4-185319
	LS on Nausf_SoRProtection-service (to: SA2; cc: SA3)
	CT4
	Julien Bournelle

Julien.bournelle@orange.com

	C4-185320
	Reply LS to S3-181468 = C4-185028 on avoiding race condition in 5G AKA (to: SA3; cc: -; contact: Orange)
	CT4
	Julien Bournelle

Julien.bournelle@orange.com

	C4-185491
	LS on User Plane Analysis (to IETF DMM; cc: -; contact: Huawei)
	CT4
	Sridhar Bhaskaran
sridhar.bhaskaran@huawei.com

	C4-185492
	LS on event reporting from AMF (to: SA2; cc: -; contact: Ericsson)
	CT4
	Yunjie Lu
jones.lu@ericsson.com

	C4-185493
	Reply  LS to S3-182088 = C4-185031 on TLS and Inter PLMN Routing (to: SA3; cc: SA2; contact: Huawei)
	CT4
	Sridhar Bhaskaran
sridhar.bhaskaran@huawei.com

	C4-185495
	LS on Usage of Instance Id  in the Authentication Information (to: SA3; cc: CT; contact: Nokia)
	CT4
	Ulrich Wiehe

ulrich.wiehe@nokia.com

	C4-185505
	Reply to S3-182033 = C4-185030 on OAuth 2.0 (to: SA3; cc: -; contact: Huawei)
	CT4
	Sridhar Bhaskaran
sridhar.bhaskaran@huawei.com


Agreed SID/WIDs

	TDoc #
	Title
	Source
	Notes

	C4-185301
	New WID on CT aspects of 5G Trace management
	Nokia, Nokia Shanghai Bell
	Specify the stage 3 to support Trace in the 5G System


Endorsed SID/WIDs

	TDoc #
	Title
	Source
	Notes

	C4-185465
	Revised WID on CT aspects on 5G System - Phase 1
	Nokia, Nokia Shanghai Bell
	New spec on N32
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	TDoc #
	Title
	Source
	Notes

	
	
	
	


TRs agreed to be sent for Information

	TDoc #
	Title
	Source
	Notes

	
	
	
	


TRs agreed as basis for Future work
	TDoc #
	Title
	Source
	Notes

	C4-185419
	TR 29.893 v0.1.0 on Study on IETF QUIC Transport for 5GC Service Based Interfaces
	Huawei
	Sridhar Bhaskaran

	C4-185418
	TR 29.843 v0.1.0 on Study on Load and Overload Control of 5GC Service Based Interfaces
	Huawei
	Sridhar Bhaskaran

	C4-185497
	TR 29.892 v0.1.0 Study on User Plane Protocol in 5GC
	SoftBank Corp.
	Satoru Matsushima


TSs agreed to be sent for Approval

	TDoc #
	Title
	Source
	Notes

	
	
	
	


TSs agreed to be sent for Information

	TDoc #
	Title
	Source
	Notes

	
	
	
	


TSs agreed as basis for Future work
	TDoc #
	Title
	Source
	Rapporteur

	C4-185407
	TS 23.527 on 5G System; Restoration Procedures
	Vodafone GmbH, Nokia, Nokia Shanghai Bell
	Peter Wild

	C4-185523
	TS 29.cde on Public Land Mobile Network (PLMN) Interconnection
	Huawei
	Sridhar Bhaskaran


Agreed CRs
	TDoc #
	Title
	Source
	Spec
	Version
	WID

	C4-185509
	SST value not associated with any valid SD
	Intel
	23.003
	15.4.0
	5GS_Ph1-CT

	C4-185521
	TAI in 5GC
	Huawei
	23.003
	15.4.0
	5GS_Ph1-CT

	C4-185405
	DNS records for selecting a node with a network capability in a Dedicated Core Network
	Nokia, Nokia Shanghai Bell
	23.003
	15.4.0
	EDCE5-CT, TEI15

	C4-185423
	Corrections on CUPS restorations
	Huawei
	23.007
	14.4.0
	CUPS-CT

	C4-185424
	Corrections on CUPS restorations
	Huawei
	23.007
	15.0.0
	CUPS-CT

	C4-185440
	Correction UE capability size
	Vodafone GmbH
	23.008
	15.4.0
	EDCE5-CT

	C4-185233
	External Identifier
	Ericsson
	23.008
	15.4.0
	MONTE-CT, TEI15

	C4-185442
	New field Warning Area Coordinates in WRITE-REPLACE WARNING REQUEST
	Nokia, Nokia Shanghai Bell, One2many, ComTech, Qualcomm Incorporated, T-Mobile USA, AT&T
	29.168
	15.0.0
	TEI15

	C4-185098
	Update of SIB Types information in Ciphering Data Set
	Qualcomm Incorporated / Lena
	29.171
	15.0.0
	TEI15

	C4-185104
	P-CSCF restoration for 5GC
	Nokia, Nokia Shanghai Bell
	29.228
	15.0.0
	5GS_Ph1-IMSo5G

	C4-185253
	Update tables due to N6
	Ericsson
	29.230
	15.3.0
	5GS_Ph1-CT

	C4-185332
	Change of value type of Maximum Packet Loss Rate
	Huawei
	29.230
	15.3.0
	eVoLP-CT

	C4-185249
	AVP code for TS 29.214
	Nokia, Nokia Shanghai Bell
	29.230
	14.7.0
	MCImp-MCVIDEO-CT

	C4-185250
	AVP code for TS 29.214
	Nokia, Nokia Shanghai Bell
	29.230
	15.3.0
	MCImp-MCVIDEO-CT

	C4-185251
	AVP codes for TS 29.468
	Nokia, Nokia Shanghai Bell
	29.230
	15.3.0
	TEI15

	C4-185188
	QFI in Downlink Data Report
	Nokia, Nokia Shanghai Bell
	29.244
	15.2.0
	5GS_Ph1-CT

	C4-185284
	5GS Restoration procedures
	Nokia, Nokia Shanghai Bell
	29.244
	15.2.0
	5GS_Ph1-CT

	C4-185371
	Uplink Classifier and Branching Point
	Nokia, Nokia Shanghai Bell
	29.244
	15.2.0
	5GS_Ph1-CT

	C4-185369
	User ID extensions
	Nokia, Nokia Shanghai Bell
	29.244
	15.2.0
	5GS_Ph1-CT, CUPS-CT

	C4-185463
	Framed Routing
	Nokia, Nokia Shanghai Bell
	29.244
	15.2.0
	5GS_Ph1-CT, CUPS-CT

	C4-185431
	Essential correction on Monitoring Time
	Ericsson
	29.244
	14.4.0
	CUPS-CT

	C4-185432
	Essential correction on Monitoring Time
	Ericsson
	29.244
	15.2.0
	CUPS-CT

	C4-185433
	Essential clarification on the CHOOSE bit in F-TEID IE
	Ericsson
	29.244
	14.4.0
	CUPS-CT

	C4-185434
	Essential clarification on the CHOOSE bit in F-TEID IE
	Ericsson
	29.244
	15.2.0
	CUPS-CT

	C4-185479
	Usage Report Trigger IMMER
	Ericsson
	29.244
	14.4.0
	CUPS-CT

	C4-185480
	Usage Report Trigger IMMER
	Ericsson
	29.244
	15.2.0
	CUPS-CT

	C4-185483
	Essential clarification on the zero quota
	Ericsson
	29.244
	14.4.0
	CUPS-CT

	C4-185485
	Esstential clarification on the provision of several SDF filters in a PDI
	Ericsson
	29.244
	14.4.0
	CUPS-CT

	C4-185487
	Essential correction on UE IP address
	Ericsson
	29.244
	14.4.0
	CUPS-CT

	C4-185488
	Essential correction on UE IP address
	Ericsson
	29.244
	15.2.0
	CUPS-CT

	C4-185489
	Essential correction on the Forward Policy
	Ericsson
	29.244
	14.4.0
	CUPS-CT

	C4-185490
	Essential correction on the Forward Policy
	Ericsson
	29.244
	15.2.0
	CUPS-CT

	C4-185484
	Esstential clarification on the zero quota
	Ericsson
	29.244
	15.2.0
	CUPS-CT, TEI15

	C4-185486
	Esstential clarification on the provision of several SDF filters in a PDI
	Ericsson
	29.244
	15.2.0
	CUPS-CT, TEI15

	C4-185337
	Add support for 5G Trace
	Nokia, Nokia Shanghai Bell
	29.244
	15.2.0
	NETSLICE-5GTRACE

	C4-185501
	Access Restriction Data for NR as Secondary RAT not supported by HSS
	NTT DOCOMO INC.
	29.272
	15.4.0
	EDCE5-CT

	C4-185448
	Monitoring Events in ULA
	Ericsson
	29.272
	15.4.0
	MONTE-CT, TEI15

	C4-185099
	Update of Broadcast-Location-Assistance-Data-Types AVP
	Qualcomm Incorporated / Lena
	29.272
	15.4.0
	TEI15

	C4-185135
	UE AMBR during interworking
	Huawei
	29.274
	15.4.0
	5GS_Ph1-CT

	C4-185187
	Identification Request procedure over N26
	Nokia, Nokia Shanghai Bell
	29.274
	15.4.0
	5GS_Ph1-CT

	C4-185526
	Correction of APN Rate Control for PDN connection release and re-establishment
	Huawei
	29.274
	15.4.0
	CIoT, TEI15

	C4-185404
	Secondary RAT data usage reporting using Change Notification Request
	Ericsson
	29.274
	15.4.0
	EDCE5-CT

	C4-185336
	Add support for 5G Trace
	Nokia, Nokia Shanghai Bell
	29.274
	15.4.0
	NETSLICE-5GTRACE

	C4-185197
	DNS records for selecting a node with a network capability in a Dedidated Core Network
	Nokia, Nokia Shanghai Bell
	29.303
	15.2.0
	EDCE5-CT, TEI15

	C4-185471
	UE reachability in 5GC
	Nokia, Nokia Shanghai Bell
	29.328
	15.3.0
	5GS_Ph1-IMSo5G

	C4-185524
	Sh User State in 5G
	Huawei
	29.328
	15.3.0
	5GS_Ph1-IMSo5G

	C4-185525
	T-ADS info retrieval
	Nokia, Nokia Shanghai Bell
	29.328
	15.3.0
	5GS_Ph1-IMSo5G

	C4-185452
	Completion of Monitoring Event configuration removal for a group
	Huawei
	29.336
	14.5.0
	GENCEF

	C4-185453
	Completion of Monitoring Event configuration removal for a group
	Huawei
	29.336
	15.3.0
	GENCEF

	C4-185236
	One Time Report
	Ericsson
	29.336
	15.3.0
	MONTE-CT, TEI15

	C4-185238
	Supported Monitoring Events Default Value
	Ericsson
	29.336
	15.3.0
	MONTE-CT, TEI15

	C4-185449
	Multiple Events Error Handling
	Ericsson
	29.336
	15.3.0
	MONTE-CT, TEI15

	C4-185450
	Purge Status
	Ericsson
	29.336
	15.3.0
	MONTE-CT, TEI15

	C4-185451
	Supported Services Handling
	Ericsson
	29.336
	15.3.0
	MONTE-CT, TEI15

	C4-185341
	Specifying N32 Aspects
	Huawei
	29.500
	15.0.0
	5GS_Ph1-CT

	C4-185348
	Determination of SBI message priorities
	Orange, Vencore Labs, OEC
	29.500
	15.0.0
	5GS_Ph1-CT

	C4-185503
	OAuth2.0 Clarifications
	Huawei
	29.500
	15.0.0
	5GS_Ph1-CT

	C4-185504
	Clarification to stateless AMF support
	Nokia, Nokia Shanghai Bell
	29.500
	15.0.0
	5GS_Ph1-CT

	C4-185085
	Example URIs in figures
	Nokia, Nokia Shanghai Bell
	29.501
	15.0.0
	5GS_Ph1-CT

	C4-185282
	Clarification on the use of API version number
	Orange, Nokia
	29.501
	15.0.0
	5GS_Ph1-CT

	C4-185343
	Servers Section in OpenAPI
	Ericsson, Nokia, Nokia Shanghai Bell
	29.501
	15.0.1
	5GS_Ph1-CT

	C4-185344
	JSON structures in Query Parameters
	Ericsson
	29.501
	15.0.1
	5GS_Ph1-CT

	C4-185064
	Corrections to missing application errors in API response body description
	Huawei
	29.502
	15.0.0
	5GS_Ph1-CT

	C4-185171
	Error Responses
	Nokia, Nokia Shanghai Bell
	29.502
	15.0.0
	5GS_Ph1-CT

	C4-185179
	Network Sharing
	Nokia, Nokia Shanghai Bell
	29.502
	15.0.0
	5GS_Ph1-CT

	C4-185180
	RAT Type in Create and Update (SM Context) service operations
	Nokia, Nokia Shanghai Bell
	29.502
	15.0.0
	5GS_Ph1-CT

	C4-185359
	Application specific error cause for Not Acceptable Integrity Protection Max Data Rate
	Huawei
	29.502
	15.0.0
	5GS_Ph1-CT

	C4-185360
	EBI Assignment for Home Routed PDU sessions
	Nokia, Nokia Shanghai Bell
	29.502
	15.0.0
	5GS_Ph1-CT

	C4-185362
	Returning the H-SMF URI to the AMF
	Nokia, Nokia Shanghai Bell, Huawei
	29.502
	15.0.0
	5GS_Ph1-CT

	C4-185363
	N2 SM signalling
	Nokia, Nokia Shanghai Bell
	29.502
	15.0.0
	5GS_Ph1-CT

	C4-185365
	Supporting AMF changes
	Nokia, Nokia Shanghai Bell
	29.502
	15.0.0
	5GS_Ph1-CT

	C4-185366
	VPLMN S-NSSAI during mobility from EPS to 5GC with N26
	Nokia, Nokia Shanghai Bell, Huawei
	29.502
	15.0.0
	5GS_Ph1-CT

	C4-185368
	N2 SM Information Type Definition
	Ericsson
	29.502
	15.0.0
	5GS_Ph1-CT

	C4-185403
	HTTP message retransmissions and requests colliding with existing contexts
	Nokia, Nokia Shanghai Bell
	29.502
	15.0.0
	5GS_Ph1-CT

	C4-185166
	Add support for 5G Trace
	Nokia, Nokia Shanghai Bell
	29.502
	15.0.0
	NETSLICE-5GTRACE

	C4-185066
	DeregistrationData alignment with stage 2
	Huawei
	29.503
	15.0.0
	5GS_Ph1-CT

	C4-185229
	Authentication Info Result
	Ericsson
	29.503
	15.0.0
	5GS_Ph1-CT

	C4-185306
	NfInstanceId
	Nokia, Nokia Shanghai Bell
	29.503
	15.0.0
	5GS_Ph1-CT

	C4-185307
	Include array of sm-data in NotificationData
	Ericsson
	29.503
	15.0.0
	5GS_Ph1-CT

	C4-185309
	Add MicoAllowed in am-data
	Ericsson
	29.503
	15.0.0
	5GS_Ph1-CT

	C4-185310
	Mobility Restriction
	Nokia, Nokia Shanghai Bell
	29.503
	15.0.0
	5GS_Ph1-CT

	C4-185311
	SMSF addresses
	Nokia, Nokia Shanghai Bell
	29.503
	15.0.0
	5GS_Ph1-CT

	C4-185313
	Nudm_SDM_Get
	Nokia, Nokia Shanghai Bell, ZTE, Ericsson
	29.503
	15.0.0
	5GS_Ph1-CT

	C4-185316
	Feature Negotiation
	Nokia, Nokia Shanghai Bell
	29.503
	15.0.0
	5GS_Ph1-CT

	C4-185317
	Allowing multiple monitoring reports in a single event occurrence notification
	Nokia, Nokia Shanghai Bell
	29.503
	15.0.0
	5GS_Ph1-CT

	C4-185329
	UDM data change notification
	Huawei
	29.503
	15.0.0
	5GS_Ph1-CT

	C4-185506
	UDM receives notification of target/new AMF after AMF planned removal
	Huawei
	29.503
	15.0.0
	5GS_Ph1-CT

	C4-185507
	Introduction of PLMN Id in UECM & UE Authentication Services
	Ericsson
	29.503
	15.0.0
	5GS_Ph1-CT

	C4-185508
	SMS subscription data
	Ericsson
	29.503
	15.0.0
	5GS_Ph1-CT

	C4-185511
	Event subscription alignment with stage 2
	Huawei
	29.503
	15.0.0
	5GS_Ph1-CT

	C4-185513
	UDM support for dynamic 5QIs and for standard 5QIs whose default QoS characteristics are overridden
	Vencore Labs, OEC, AT&T, T-Mobile USA
	29.503
	15.0.0
	5GS_Ph1-CT

	C4-185514
	Sdm-info service operation
	Huawei, Nokia, Nokia Shnaghai Bell, Orange
	29.503
	15.0.0
	5GS_Ph1-CT

	C4-185502
	Add support for 5G Trace to Nudm_SDM
	Nokia, Nokia Shanghai Bell
	29.503
	15.0.0
	5GS_Ph1-CT, NETSLICE-5GTRACE

	C4-185295
	Path Segment Correction
	Nokia, Nokia Shanghai Bell
	29.505
	15.0.0
	5GS_Ph1-CT

	C4-185303
	Add support for 5G Trace to Nudr
	Nokia, Nokia Shanghai Bell
	29.505
	15.0.0
	5GS_Ph1-CT, NETSLICE-5GTRACE

	C4-185220
	HTTP Custom Header
	Orange
	29.509
	15.0.0
	5GS_Ph1-CT

	C4-185318
	HTTP method in figure 5.2.2.2.2-1
	Nokia, Nokia Shanghai Bell
	29.509
	15.0.0
	5GS_Ph1-CT

	C4-185321
	Adding TS 33.501 reference
	Orange
	29.509
	15.0.0
	5GS_Ph1-CT

	C4-185496
	Requester ID in Authentication Info
	Nokia, Nokia Shanghai Bell
	29.509
	15.0.0
	5GS_Ph1-CT

	C4-185515
	SoRProtection service operation
	Huawei, Orange
	29.509
	15.0.0
	5GS_Ph1-CT

	C4-185192
	Corrections to descriptions, references and SUPI parameter in Discovery Request
	Nokia, Nokia Shanghai Bell
	29.510
	15.0.0
	5GS_Ph1-CT

	C4-185194
	SubscriptionData
	Nokia, Nokia Shanghai Bell
	29.510
	15.0.0
	5GS_Ph1-CT

	C4-185213
	Formatting of Query Parameters
	Ericsson
	29.510
	15.0.0
	5GS_Ph1-CT

	C4-185221
	Editorial corrections
	Orange
	29.510
	15.0.0
	5GS_Ph1-CT

	C4-185373
	Implementing the Indirect Delivery method for the GET method to retrieve NF instances
	Orange
	29.510
	15.0.0
	5GS_Ph1-CT

	C4-185375
	Error Cases
	Ericsson
	29.510
	15.0.0
	5GS_Ph1-CT

	C4-185376
	Heart Beat Procedure
	Ericsson
	29.510
	15.0.0
	5GS_Ph1-CT

	C4-185378
	Vendor-Specific NF Types
	Ericsson
	29.510
	15.0.0
	5GS_Ph1-CT

	C4-185379
	Presence Conditions of Query Parameters
	Ericsson
	29.510
	15.0.0
	5GS_Ph1-CT

	C4-185381
	NF Service Versions
	Ericsson, Huawei
	29.510
	15.0.0
	5GS_Ph1-CT

	C4-185467
	Custom headers
	Ericsson
	29.510
	15.0.0
	5GS_Ph1-CT

	C4-185468
	Overall Clean-up
	Ericsson
	29.510
	15.0.0
	5GS_Ph1-CT

	C4-185510
	Backup AMF
	Ericsson
	29.510
	15.0.0
	5GS_Ph1-CT

	C4-185516
	Description of Inter-PLMN Scenarios
	Ericsson
	29.510
	15.0.0
	5GS_Ph1-CT

	C4-185517
	Defining the range of the priority and capacity attributes and aligning their usage with SRV RFC 2782
	Orange, Nokia, Nokia Shanghai Bell
	29.510
	15.0.0
	5GS_Ph1-CT

	C4-185136
	Error handling
	Huawei
	29.511
	15.0.0
	5GS_Ph1-CT

	C4-185070
	N1/N2 Message Transfer Temporary Reject
	Huawei
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185075
	Remove AN Type from N1/N2 Message Transfer Request
	Huawei
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185111
	Provide Domain Selection Info
	Nokia, Nokia Shanghai Bell
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185133
	Backup AMF in AMF Status Change Notification
	Huawei
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185134
	Description of N1N2TransferFailureNotification Operation
	Huawei
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185152
	Callback URI for N2InfoNotify during N2 based handover
	Ericsson
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185158
	Selected TAI in NgRanTargetId
	Ericsson
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185273
	N2 Container Data Type During Handover
	Ericsson
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185382
	RAT Selector for PWS
	one2many B.V.
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185383
	NgApCause Definition
	Ericsson
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185384
	N1N2 Transfer Failure Notification
	Ericsson
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185385
	Update UE context and MM context as per latest stage 2 agreements
	Huawei
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185386
	Corrections to EBI Assignment
	Huawei
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185387
	Clarify Max number of reports and Max duration of reporting in alignment with stage 2
	Huawei
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185390
	Update SeafData as per agreements in SA3
	Huawei
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185391
	Resolve Editor's Note on regular expression pattern
	Ericsson
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185392
	Include TimeStamp in AMF Event Notification
	Huawei
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185393
	RAN UE NGAP ID in RegistrationContextContainer
	ZTE
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185394
	NG-RAN TargetID in RegistrationContextContainer
	ZTE
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185395
	Add Quotes for Runtime Expression
	Ericsson, Orange
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185396
	Location Service ProvideLocationInfo
	Ericsson
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185397
	Location Service ProvidePositioningInfo
	Ericsson
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185398
	N1N2MessageTransfer Rejection due to SAR
	Ericsson
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185400
	N2 Content Type Definition
	Ericsson
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185402
	UEContextTransfer Integrity Check Failure
	Ericsson
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185462
	AM Policy Triggers in MM Context
	Huawei
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185464
	Skip Indicator
	Ericsson
	29.518
	15.0.0
	5GS_Ph1-CT

	C4-185335
	Add support for 5G Trace
	Nokia, Nokia Shanghai Bell
	29.518
	15.0.0
	NETSLICE-5GTRACE

	C4-185475
	Adding NRF corresponding to an AMF set
	Orange
	29.531
	15.0.0
	5GS_Ph1-CT

	C4-185476
	Corrections to NSSF Data Types
	Ericsson
	29.531
	15.0.0
	5GS_Ph1-CT

	C4-185528
	Alignment of Nnssf_NSSelection_Get service operation with stage 2
	Huawei
	29.531
	15.0.0
	5GS_Ph1-CT

	C4-185125
	Clarify the Format of SMS Record ID
	ZTE
	29.540
	15.0.0
	5GS_Ph1-CT

	C4-185326
	Add Missing Parameters
	ZTE
	29.540
	15.0.0
	5GS_Ph1-CT

	C4-185328
	Correct HTTP Response Code
	ZTE
	29.540
	15.0.0
	5GS_Ph1-CT

	C4-185518
	Change to Common Data Type
	ZTE
	29.540
	15.0.0
	5GS_Ph1-CT

	C4-185086
	ProblemDetails
	Nokia, Nokia Shanghai Bell
	29.571
	15.0.0
	5GS_Ph1-CT

	C4-185087
	Structure of AmfId
	Nokia, Nokia Shanghai Bell
	29.571
	15.0.0
	5GS_Ph1-CT

	C4-185131
	AMF Name
	Huawei
	29.571
	15.0.0
	5GS_Ph1-CT

	C4-185214
	Removal of systematic references to the "format" keyword in data type definitions
	Ericsson
	29.571
	15.0.0
	5GS_Ph1-CT

	C4-185259
	DNAI change notification type
	Huawei
	29.571
	15.0.0
	5GS_Ph1-CT

	C4-185269
	RatType
	Huawei
	29.571
	15.0.0
	5GS_Ph1-CT

	C4-185283
	Definition of DNAI
	Nokia, Nokia Shanghai Bell
	29.571
	15.0.0
	5GS_Ph1-CT

	C4-185438
	OpenAPI Corrections
	Ericsson
	29.571
	15.0.0
	5GS_Ph1-CT

	C4-185439
	Structure of ECGI and NCGI
	Huawei
	29.571
	15.0.0
	5GS_Ph1-CT

	C4-185443
	DefaultQosInformation
	Huawei
	29.571
	15.0.0
	5GS_Ph1-CT

	C4-185444
	Averaging Window
	Huawei
	29.571
	15.0.0
	5GS_Ph1-CT

	C4-185445
	sd pattern
	Nokia, Nokia Shanghai Bell
	29.571
	15.0.0
	5GS_Ph1-CT

	C4-185446
	Correction of the title of clauses 5.2.4.4 _LinksValueSchema and 5.2.4.5 _ SelfLink
	Orange
	29.571
	15.0.0
	5GS_Ph1-CT

	C4-185512
	Additional common QoS-related data types
	Vencore Labs, OEC, AT&T, T-Mobile USA
	29.571
	15.0.0
	5GS_Ph1-CT

	C4-185519
	Mobility Restriction
	Nokia, Nokia Shanghai Bell, Huawei
	29.571
	15.0.0
	5GS_Ph1-CT

	C4-185334
	Add support for 5G Trace
	Nokia, Nokia Shanghai Bell
	29.571
	15.0.0
	NETSLICE-5GTRACE

	C4-185225
	Custom Headers
	Ericsson
	29.572
	15.0.0
	5GS_Ph1-CT

	C4-185226
	Overall Clean-up
	Ericsson
	29.572
	15.0.0
	5GS_Ph1-CT

	C4-185520
	Error Cases
	Ericsson
	29.572
	15.0.0
	5GS_Ph1-CT


CRs for Email Approval

	TDoc #
	Title
	Source
	Spec
	Version
	WID

	
	
	
	
	
	


Agreed pCRs
	TDoc #
	Title
	Source
	Spec
	Version
	

	
	
	
	
	
	

	C4-185498
	Scope of User Plane Protocol Study in 5GC
	SoftBank Corp.
	29.892
	0.0.0
	FS_UPPS

	C4-185231
	Discovery of QUIC Support Using SBA Service Discovery
	Ericsson
	29.893
	0.0.0
	FS_QUIC

	C4-185420
	General QUIC Features
	Ericsson
	29.893
	0.0.0
	FS_QUIC

	C4-185421
	Discovery of QUIC Support Using Alt-Svc Header
	Ericsson
	29.893
	0.0.0
	FS_QUIC

	C4-185499
	Scope of Study on QUIC for 5GS SBI
	Huawei
	29.893
	0.0.0
	FS_QUIC

	C4-185500
	Architectural Baseline of Study on QUIC for 5GS SBI
	Huawei
	29.893
	0.0.0
	FS_QUIC

	C4-185409
	SMF/UPF Failure/Restart Detection
	Huawei
	23.527
	0.0.0
	5GS_Ph1-CT

	C4-185410
	PSA UPF Restart
	Huawei
	23.527
	0.0.0
	5GS_Ph1-CT

	C4-185411
	PSA UPF Failure without Restart
	Huawei
	23.527
	0.0.0
	5GS_Ph1-CT

	C4-185412
	Intermediate UPF Restart
	Huawei
	23.527
	0.0.0
	5GS_Ph1-CT

	C4-185413
	Intermediate UPF Failure without Restart
	Huawei
	23.527
	0.0.0
	5GS_Ph1-CT

	C4-185414
	N4 path failure
	Huawei
	23.527
	0.0.0
	5GS_Ph1-CT

	C4-185469
	N32 Initial Handshake Procedures
	Huawei Telecommunication India
	 
	 
	5GS_Ph1-CT

	C4-185527
	Restoration procedures for User Plane interfaces
	Nokia, Nokia Shanghai Bell
	23.527
	0.0.1
	5GS_Ph1-CT

	C4-185350
	Skeletong TS on PLMN interconnection - stage 3
	Huawei
	 
	 
	5GS_Ph1-CT

	C4-185352
	N32 General Description
	Huawei
	 
	 
	5GS_Ph1-CT

	C4-185353
	N32 Protocol Stack
	Huawei
	 
	 
	5GS_Ph1-CT

	C4-185531
	N32 Scope
	Huawei
	 
	 
	5GS_Ph1-CT


[image: image1.jpg]Y




