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*************************The start of changes*************************
[bookmark: _Toc11338346][bookmark: _Toc11338361]5.2.2.1	Introduction
For the Nudm_SubscriberDataManagement service the following service operations are defined:
-	Get
-	Update
-	Subscribe
-	ModifySubscription
-	Unsubscribe
-	Notification
-	Info
The Nudm_SubscriberDataManagement Service is used by Consumer NFs (AMF, SMF, SMSF) to retrieve the UE's individual subscription data relevant to the consumer NF from the UDM by means of the Get service operation. If the consumer NF supports the feature "sharedData" (see clause 6.1.8), the retrieved individual subscription data for the UE may contain shared data identifier identifying additional parts of subscription data shared by several UEs. If so, the Nudm_SubscriberDataManagement Service is also used by Consumer NFs to retrieve shared subscription data from the UDM by means of the Get service operation.
It is also used by Consumer NFs to update UE's individual subscription data relevant to the consumer NF (NEF) from the UDM by means of the Update service operation.
It is also used by Consumer NFs to subscribe to notifications of data change by means of the Subscribe service operation. If the consumer NF supports the feature "sharedData" (see clause 6.1.8), the consumer NF may also subscribe to notifications of shared data change by means of the Subscribe service operation.
It is also used to modify an existing subscription by means of the ModifySubscription service operation. If the consumer NF supports the feature "sharedData" (see clause 6.1.8), the consumer NF may also modify an existing subscription to notifications of shared data change by means of the ModifySubscription service operation.
It is also used to unsubscribe from notifications of data changes by means of the Unsubscribe service operation. If the feature "sharedData" (see clause 6.1.8) is supported, it may also be used to unsubscribe from notifications of shared data changes by means of the Unsubscribe service operation.
It is also used by the Consumer NFs (AMF, SMF, SMSF) that have previously subscribed, to get notified by means of the Notification service operation when UDM decides to modify the subscribed data. If the feature "sharedData" (see clause 6.1.8) is supported by the consumer NF and the consumer NF has previously subscribed to notifications of shared data change, it is also used by the consumer NF to get notified by means of the Notification service operation when the UDM decides to modify the subscribed shared data.
It is also used by Consumer NFs to provide the information about the status of the subscription data management procedures.

*************************Next change*************************
[bookmark: _Toc11338377]5.2.2.x	Update
[bookmark: _Toc11338378]5.2.2.x.1	General
The following procedures using the Update service operation are supported:
-	Upate UE's Enhanced Coverage Restriction Data
[bookmark: _Toc11338379]5.2.2.x.2	Enhanced Coverage Restriction Data Update
Figure 5.2.2.x.2-1 shows a scenario where the NF service consumer (e.g. NEF) sends a request to the UDM to update UE's the Enhanced Coverage Restriction Data (see also 3GPP TS 23.502 [3] figure 4.27.1-1 step 2 and 7). The request contains the UE's identity (/{gpsi}), and Enhanced Coverage Restriction Data to update.


Figure 5.2.2.x.2-1: Enhanced Coverage Restriction Data Update
1.	The NF service consumer (e.g. NEF) sends a PUT request to the resource representing the UE's Enhanced Coverage Restriction Subscription Data with Enhanced Coverage Restriction Data to update.
2a.	On success, the UDM responds with "204 No Content ".
2b.	If the resource does not exist e.g. the user does not exist, HTTP status code "404 Not Found" should be returned including additional error information in the response body (in the "ProblemDetails" element).
2c.	If the operation cannot be authorized due to e.g UE does not have required subcription data, access barring, HTTP status code "403 Forbidden" should be returned including additional error information in the response body (in "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the PATCH response body.

*************************The end of changes*************************
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