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* * * First Change * * * *
[bookmark: _Toc20137196][bookmark: _Hlk495573638]2	References
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[5]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[6]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces Stage 3".
[7]	3GPP TS 23.503: "Policy and Charging Control Framework for the 5G System; Stage 2".
[8]	IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[9]	IETF RFC 2387: "The MIME Multipart/Related Content-type".
[10]	IETF RFC 2045: "Multipurpose Internet Mail Extensions (MIME) Part One: Format of Internet Message Bodies".
[11]	3GPP TS 24.501: "Non-Access-Stratum (NAS) Protocol for 5G System (5GS); Stage 3".
[12]	3GPP TS 38.413: "NG Radio Access Network (NG-RAN); NG Application Protocol (NGAP)".
[13]	3GPP TS 36.355: "Evolved Universal Terrestrial Radio Access (E-UTRA); LTE Positioning Protocol (LPP)".
[14]	IETF RFC 6902: "JavaScript Object Notation (JSON) Patch".
[15]	3GPP TS 24.007: "Mobile radio interface signalling layer 3; General Aspects".
[16]	3GPP TS 29.502: "5G System, Session Management Services; Stage 3".
[17]	3GPP TS 38.455: "NR Positioning Protocol A (NRPPa)".
[18]	3GPP TS 29.531: "Network Slice Selection Services; Stage 3".
[19]	IETF RFC 7540: "Hypertext Transfer Protocol Version 2 (HTTP/2)".
[20]	3GPP TS 23.041: "Technical realization of Cell Broadcast Service (CBS)".
[21]	3GPP TS 29.168: "Cell Broadcast Centre interfaces with the Evolved Packet Core; Stage 3".
[22]	3GPP TS 24.008: "Mobile radio interface Layer 3 specification; Core network protocols; Stage 3".
[23]	OpenAPI Initiative, "OpenAPI 3.0.0 Specification", https://github.com/OAI/OpenAPI-Specification/blob/master/versions/3.0.0.md.
[24]	3GPP TS 36.413: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 Application Protocol (S1AP)".
[25]	3GPP TS 29.572: "5G System, Location Management Services; Stage 3".
[26]	Void.
[27]	3GPP TS 33.501: "Security architecture and procedures for 5G system".
[28]	IETF RFC 6749: "The OAuth 2.0 Authorization Framework".
[29]	3GPP TS 29.510: "Network Function Repository Services; Stage 3".
[30]	3GPP TS 32.422: "Telecommunication management; Subscriber and equipment trace; Trace control and configuration management".
[31]	Void.
[bookmark: _Hlk494379414][32]	3GPP TS 29.507: "5G System; Access and Mobility Policy Control Service; Stage 3".
[33]	3GPP TS 23.527: "5G System; Restoration Procedures".
[34]	3GPP TS 29.525: "5G System; UE Policy Control Service; Stage 3".
[35]	3GPP TS 29.503: "5G System; Unified Data Management Services; Stage 3".
[36]	IETF RFC 7807: "Problem Details for HTTP APIs".
[37]	3GPP TR 21.900: "Technical Specification Group working methods".
[38]	3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".
[39]	3GPP TS 23.216: "Single Radio Voice Call Continuity (SRVCC); Stage 2".
[xx]	3GPP TS 29.274: "3GPP Evolved Packet System (EPS); Evolved General Packet Radio Service (GPRS) Tunnelling Protocol for Control plane (GTPv2-C); Stage 3".

* * * Next Change * * * *
[bookmark: _Toc20137443]6.1.6.2.41	Type: UeContextCreateData
[bookmark: _Hlk20138717]Table 6.1.6.2.41-1: Definition of type UeContextCreateData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ueContext
	UeContext
	M
	1
	Represents an individual ueContext resource to be created
	

	targetId
	NgRanTargetId
	M
	1
	Represents the identification of target RAN
	

	sourceToTargetData
	N2InfoContent
	M
	1
	This IE shall be included to contain the "Source to Target Transparent Container".
	

	pduSessionList
	array(N2SmInformation)
	M
	1..N
	This IE shall be included to contain the list of N2SmInformation, where each N2SmInformation includes the "Handover Required Transfer" received from the source RAN per PDU session ID.
	

	n2NotifyUri
	Uri
	M
	1
	This IE shall contain a callback URI to receive the N2 Information Notification.
	

	ueRadioCapability
	N2InfoContent
	C
	0..1
	This IE shall be included to contain the "UE Radio Capability Information" if available.
	

	ngapCause
	NgApCause
	C
	0..1
	This IE shall be present, if available. When present, it shall represent the NGAP Cause received from RAN.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported.
	

	mmeControlFteid
	Bytes
	C
	0..1
	[bookmark: _Hlk20138733]Base64-encoded characters, encoding the MME F-TEID for Control Plane as specified in Figure 8.22-1 of 3GPP TS 29.274 [xx16].
This IE shall be included during EPS to 5GS handover procedure, if a new target AMF is reselected by the initial AMF.
	ENS
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