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	Reason for change:
	SA2#137e has agreed S2-2001883 which clarifies the behavior of setting EPS interworking indication with N26 and EBI allocation for QoS flows only allowed for non-3GPP access:

5.32.7.2	Interworking with N26 Interface
Interworking with N26 interface is based on clause 5.17.2.2, with the following differences and clarifications:
-	When the UE is registered to the same PLMN over 3GPP and non-3GPP accesses, and the UE request a new MA PDU Session via non-3GPP access, the AMF also includes the indication of interworking with N26 to SMF.
-	The SMF does not request EBI allocation when MA PDU Session is established only over non-3GPP access. If MA PDU Session is released over 3GPP access, the allocated EBI(s) for the MA PDU Session is revoked by the SMF as described in TS 23.502 [3] clause 4.11.1.4.3.
-	The SMF does not request EBI allocation for GBR QoS Flow if the GBR QoS Flow is only allowed over non-3GPP access.  


	
	

	Summary of change:
	1/ Add NOTE in 5.2.2.8.3.5 indicating that the SMF does not allocate EBI for QoS flows on non-3GPP access only;

2/ Add precondition for MA PDU with non-3GPP access for EpsInterworkingIndication in 6.1.6.3.11


	
	

	Consequences if not approved:
	5GS to EPS mobility with N26 for MA PDU Session will fail.
5GS to EPS mobility with N26 for GBR QoS Flow in MA PDU Session may not work.
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[bookmark: _Toc11339834]* * * First Change * * * *
[bookmark: _Toc25073828][bookmark: _Toc34063000]5.2.2.8.3.5	EPS Bearer ID assignment
The requirements specified in clause 5.2.2.8.3.1 shall apply with the following modifications.
1.	Same as step 1 of Figure 5.2.2.8.3.1-1, with the following modifications.
The requestIndication shall be set to EBI_ASSIGNMENT_REQ.
The NF Service Consumer may include the assignEbiList IE to request the allocation of EBI(s). The NF Service Consumer may include the revokeEbiList IE to request the V-SMF or I-SMF to release some EBI(s) and delete any corresponding EPS bearer context stored in the V-SMF or I-SMF. The V-SMF or I-SMF shall disassociate the EBI(s) with the QFI(s) with which they are associated.
NOTE:	For MA PDU Session, the SMF does not allocate EBI(s) for GBR QoS Flow(s) that are only allowed over non-3GPP access.  
Upon receipt of this request, the V-SMF or I-SMF shall request the AMF to assign (and release if required) EBIs (see clause 5.2.2.6 of 3GPP TS 29.518 [20].
2a.	Same as step 2a of Figure 5.2.2.8.3.1-1, with the following modifications.
If the AMF has successfully assigned all or part of the requested EBIs, the V-SMF or I-SMF shall respond with the status code 200 OK, and include the list of EBIs successfully allocated, those which failed to be so if any, and the list of EBIs released for this PDU session at AMF if any, in the assignedEbiList IE, the failedtoAssignEbiList IE and/or the releasedEbiList IE respectively.
2b.	Same as step 2b of Figure 5.2.2.8.3.1-1, with the following modifications.
For a 4xx/5xx response, the message body shall contain a VsmfUpdateError structure, including the list of EBIs which failed to be allocated in the failedtoAssignEbiList IE.

* * * Next Change * * * *
[bookmark: _Toc25073988][bookmark: _Toc34063178]6.1.6.3.11	Enumeration: EpsInterworkingIndication
The enumeration EpsInterworkingIndication indicates whether and how the PDU session will possibly be moved to EPS.
Table 6.1.6.3.11-1: Enumeration EpsInterworkingIndication
	Enumeration value
	Description

	"NONE"
	The PDU session cannot be moved EPS.

	"WITH_N26"
	The PDU session may possibly be moved to EPS, with N26 interface supported during EPS interworking procedures.

This may correspond to:
- a PDU session or an MA-PDU session with a 3GPP access; or
- a MA PDU Session with a non-3GPP access for a UE registered to the same PLMN over both 3GPP and non-3GPP accesses, i.e. served by the same AMF for both accesses.The PDU session via 3GPP access may possibly be moved to EPS, with N26 interface supported during EPS interworking procedures.

	"WITHOUT_N26"
	The PDU session via 3GPP access may possibly be moved to EPS, without N26 interface supported during EPS interworking procedures.

	"IWK_NON_3GPP"
	The PDU session via non-3GPP access may possibly be moved to EPS.



* * * End of Changes * * * *

