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Annex F:
Status of all 3GPP CRs after TSG SA #27 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-050126
	01.01
	0024
	-
	8.15.0
	R99
	Corrections to list of specifications
	approved
	F
	8.16.0
	TEI
	SP

	NP-050067
	03.68
	A040
	2
	8.4.0
	R99
	Correction of the conditions for establishment of a voice group call
	approved
	F
	8.5.0
	ASCI
	N1

	TP-050017
	11.10-4
	A094
	-
	8.10.0
	R99
	Correction of terminal profile test
	approved
	F
	8.11.0
	TEI
	T3

	TP-050017
	11.10-4
	A095
	-
	8.10.0
	R99
	Correction of Set Up Call test 
	approved
	F
	8.11.0
	TEI
	T3

	TP-050017
	11.10-4
	A096
	-
	8.10.0
	R99
	Essential Corrections 
	approved
	F
	8.11.0
	TEI
	T3

	TP-050017
	11.10-4
	A097
	-
	8.10.0
	R99
	Correction of Call Connected Event test 
	approved
	F
	8.11.0
	TEI
	T3

	TP-050017
	11.10-4
	A098
	-
	8.10.0
	R99
	Correction of Call Control test cases
	approved
	F
	8.11.0
	TEI
	T3

	TP-050017
	11.10-4
	A099
	-
	8.10.0
	R99
	Corrections of references
	approved
	F
	8.11.0
	TEI
	T3

	TP-050017
	11.10-4
	A100
	-
	8.10.0
	R99
	Clarification on LAUNCH BROWSER test case
	approved
	F
	8.11.0
	TEI
	T3

	TP-050017
	11.10-4
	A101
	-
	8.10.0
	R99
	Correction of network related tests 
	approved
	F
	8.11.0
	TEI
	T3

	TP-050017
	11.10-4
	A102
	-
	8.10.0
	R99
	Correction of Timer Management test 
	approved
	F
	8.11.0
	TEI
	T3

	TP-050017
	11.10-4
	A103
	-
	8.10.0
	R99
	Correction of coding of SS RETURN RESULT in 27.22.4.12 SEND USSD 
	approved
	F
	8.11.0
	TEI
	T3

	TP-050017
	11.10-4
	A104
	-
	8.10.0
	R99
	Correction of Expected sequence 2.4 in section 27.22.4.22.2.4 SET UP IDLE MODE TEXT (icon support) 
	approved
	F
	8.11.0
	TEI
	T3

	TP-050017
	11.10-4
	A105
	-
	8.10.0
	R99
	Correction on Timer Management test cases
	approved
	F
	8.11.0
	TEI
	T3

	TP-050027
	11.17
	A002
	-
	8.1.0
	Rel-4
	Update of TS 11.17 to Release 4 
	approved
	B
	4.0.0
	TEI4
	T3

	SP-050126
	21.101
	0026
	-
	3.14.0
	R99
	Corrections to list of specifications
	approved
	F
	3.15.0
	TEI
	SP

	SP-050126
	21.101
	0027
	-
	4.11.0
	Rel-4
	Corrections to list of specifications
	approved
	F
	4.12.0
	TEI
	SP

	SP-050126
	21.101
	0028
	-
	5.8.0
	Rel-5
	Corrections to list of specifications
	approved
	F
	5.9.0
	TEI
	SP

	SP-050126
	21.101
	0029
	-
	6.0.0
	Rel-6
	Corrections to list of specifications
	approved
	F
	6.1.0
	TEI
	SP

	SP-040019
	21.900
	0027
	-
	7.0.0
	Rel-7
	Clarify the usage of specific references
	rejected
	F
	
	TEI
	SP

	SP-050055
	21.905
	0060
	-
	5.8.0
	Rel-5
	Introduction of RAN Information Management
	approved
	F
	5.9.0
	TEI5
	S1

	SP-050055
	21.905
	0061
	-
	6.7.0
	Rel-6
	Introduction of RAN Information Management
	approved
	A
	6.8.0
	TEI5
	S1

	SP-050063
	22.011
	0066
	-
	7.0.0
	Rel-7
	Addition of "Network Control of UE Capabilities"
	approved
	B
	7.1.0
	Network Protection
	S1

	SP-050063
	22.011
	0067
	-
	7.0.0
	Rel-7
	Reinstate CR016 for GPRS Terminal PLMN Reselection
	approved
	B
	7.1.0
	TEI4
	S1

	SP-050057
	22.038
	0026
	-
	6.3.0
	Rel-6
	References corrections
	approved
	F
	6.4.0
	TEI6
	S1

	SP-050057
	22.038
	0027
	-
	7.2.0
	Rel-7
	References corrections
	approved
	A
	7.3.0
	TEI7
	S1

	SP-050056
	22.078
	0179
	-
	5.14.0
	Rel-5
	Removal of “Announcement Suppression” in CAMEL control of IMS
	approved
	F
	5.15.0
	CAMEL4
	S1

	SP-050056
	22.078
	0180
	-
	6.6.0
	Rel-6
	Removal of “Announcement Suppression” in CAMEL control of IMS
	approved
	A
	6.7.0
	CAMEL4
	S1

	SP-050056
	22.078
	0181
	-
	7.2.0
	Rel-7
	Removal of “Announcement Suppression” in CAMEL control of IMS
	approved
	A
	7.3.0
	CAMEL4
	S1

	SP-050064
	22.078
	0182
	1
	7.2.0
	Rel-7
	Support for CAMEL Trunk Originated Trigger Detection Points
	approved
	B
	7.3.0
	TTCAMEL
	S1

	SP-050185
	22.078
	0183
	-
	6.6.0
	Rel-6
	Support of User-to-User Information in CAMEL
	approved
	F
	6.7.0
	TEI6
	S1

	SP-050185
	22.078
	0184
	-
	7.2.0
	Rel-7
	Support of User-to-User Information in CAMEL
	approved
	A
	7.3.0
	TEI7
	S1

	SP-050058
	22.101
	0157
	-
	6.8.0
	Rel-6
	Clean-up in Core Network Operator Name Indication section (22.101)
	approved
	F
	6.9.0
	NTShar
	S1

	SP-050058
	22.101
	0158
	-
	7.0.0
	Rel-7
	Clean-up in Core Network Operator Name Indication section (22.101)
	approved
	A
	7.1.0
	NTShar
	S1

	SP-050059
	22.101
	0159
	-
	6.8.0
	Rel-6
	Removal of Reference to TS 22.121
	approved
	F
	6.9.0
	TEI6
	S1

	SP-050059
	22.101
	0160
	-
	7.0.0
	Rel-7
	Removal of Reference to TS 22.121
	approved
	A
	7.1.0
	TEI7
	S1

	SP-050059
	22.105
	0043
	-
	6.2.0
	Rel-6
	Removal of Reference to TS 22.121
	approved
	F
	6.3.0
	TEI6
	S1

	SP-050059
	22.127
	0075
	-
	6.7.0
	Rel-6
	Removal of References to TS 22.121
	approved
	F
	6.8.0
	TEI6
	S1

	SP-050065
	22.127
	0076
	-
	6.7.0
	Rel-7
	Add requirement for OSA Service Broker
	rejected
	B
	
	OSA4
	S1

	SP-050059
	22.140
	0047
	-
	6.6.0
	Rel-6
	Removal of Reference to TS 22.121
	approved
	F
	6.7.0
	TEI6
	S1

	SP-050059
	22.141
	0019
	-
	6.3.0
	Rel-6
	Removal of Reference to TS 22.121
	approved
	F
	6.4.0
	TEI
	S1

	SP-050059
	22.228
	0027
	-
	6.7.0
	Rel-6
	Removal of Reference to TS 22.121
	approved
	F
	6.8.0
	TEI6
	S1

	SP-050060
	22.228
	0028
	-
	6.7.0
	Rel-6
	Tel-URI related reference update
	approved
	F
	6.8.0
	IMS2
	S1

	SP-050060
	22.228
	0029
	-
	7.0.0
	Rel-7
	Tel-URI related reference update
	approved
	A
	7.1.0
	IMS2
	S1

	SP-050059
	22.228
	0030
	-
	7.0.0
	Rel-7
	Removal of Reference to TS 22.121
	approved
	A
	7.1.0
	TEI7
	S1

	SP-050066
	22.234
	0011
	-
	7.0.0
	Rel-7
	Over-the-air update of I-WLAN operator lists
	approved
	C
	7.1.0
	WLAN-SC
	S1

	SP-050066
	22.234
	0012
	-
	7.0.0
	Rel-7
	Editorial change and addition of missed abbreviation
	approved
	F
	7.1.0
	WLAN-SC
	S1

	SP-050061
	22.234
	0013
	-
	6.2.0
	Rel-6
	Explicit wording of requirements for access to 3GPP PS services
	rejected
	F
	
	WLAN-CR
	S1

	SP-050061
	22.234
	0014
	-
	7.0.0
	Rel-7
	Requirements for Support of 3GPP PS services
	approved
	A
	7.1.0
	WLAN-CR
	S1

	SP-050062
	22.340
	0002
	-
	6.1.0
	Rel-6
	Removal of Deferred Messaging Requirements
	approved
	F
	6.2.0
	IMSM-TS
	S1

	SP-050104
	23.002
	0148
	2
	6.6.0
	Rel-6
	Inclusion of WLAN functionality in HSS description
	approved
	F
	6.7.0
	WLAN
	S2

	SP-050104
	23.002
	0153
	-
	6.6.0
	Rel-6
	Generalising Subscriber Location Function (SLF) to support WLAN and Removal of WLAN charging reference points and functional entities
	approved
	F
	6.7.0
	WLAN
	S2

	NP-050047
	23.003
	0093
	3
	6.5.0
	Rel-6
	CR on WLAN Alternative NAI
	approved
	B
	6.6.0
	WLAN
	N4

	NP-050044
	23.003
	0097
	-
	6.5.0
	Rel-6
	Clarification of the TMGI
	approved
	F
	6.6.0
	MBMS
	N4

	NP-050057
	23.008
	0134
	4
	6.4.0
	Rel-6
	Adding trace control and configuration parameters to subscriber data in HSS
	approved
	B
	6.5.0
	OAM-Trace
	N4

	NP-050037
	23.008
	0143
	1
	6.4.0
	Rel-6
	Add reference to implicitlyregistered public user identities set definition
	approved
	F
	6.5.0
	IMS-CCR
	N4

	NP-050056
	23.012
	0018
	2
	6.2.0
	Rel-6
	Introduction of Hop Counter for Send Identification
	approved
	B
	6.3.0
	TEI6
	N4

	NP-050057
	23.012
	0019
	2
	6.2.0
	Rel-6
	Management Based Activation Impacts
	approved
	B
	6.3.0
	OAM-Trace
	N4

	NP-050057
	23.018
	0144
	-
	6.3.0
	Rel-6
	Management Based Activation Impacts
	approved
	B
	6.4.0
	OEM-TRACE
	N4

	SP-050105
	23.060
	0519
	1
	6.7.0
	Rel-6
	Update of IETF related references
	approved
	F
	6.8.0
	TEI6
	S2

	SP-050105
	23.060
	0522
	2
	6.7.0
	Rel-6
	Redirection in network sharing
	approved
	F
	6.8.0
	NTShar
	S2

	SP-050105
	23.060
	0523
	2
	5.9.0
	Rel-5
	RIM-NACC clean up
	approved
	F
	5.10.0
	TEI6
	S2

	SP-050105
	23.060
	0524
	2
	6.7.0
	Rel-6
	RIM-NACC clean up
	approved
	F
	6.8.0
	TEI6
	S2

	SP-050105
	23.060
	0525
	1
	5.9.0
	Rel-5
	Correction of Packet Flow ID Allocation
	revised
	F
	
	TEI6
	S2

	SP-050176
	23.060
	0525
	2
	5.9.0
	Rel-5
	Correction of Packet Flow ID Allocation
	approved
	F
	5.10.0
	TEI6
	S2

	SP-050105
	23.060
	0526
	1
	6.7.0
	Rel-6
	Correction of Packet Flow ID Allocation
	revised
	A
	
	TEI6
	S2

	SP-050176
	23.060
	0526
	2
	6.7.0
	Rel-6
	Correction of Packet Flow ID Allocation
	approved
	A
	6.8.0
	TEI6
	S2

	NP-050056
	23.067
	0012
	1
	6.0.0
	Rel-6
	Clarification on mapping of eMLPP priorities
	approved
	F
	6.1.0
	TEI6
	N4

	NP-050051
	23.078
	0762
	1
	6.4.1
	Rel-6
	CR 693 not implemented
	approved
	F
	6.5.0
	TEI6
	N4

	NP-050086
	23.122
	0087
	1
	7.0.0
	Rel-7
	Minor Clarifications to EHPLMN handling
	approved
	F
	7.1.0
	TEI7
	N1

	NP-050083
	23.122
	0088
	1
	6.3.0
	Rel-6
	Addition of domain specific access control description
	approved
	F
	6.4.0
	ACBOP
	N1

	NP-050083
	23.122
	0089
	-
	7.0.0
	Rel-7
	Addition of domain specific access control decscription
	approved
	A
	7.1.0
	ACBOP
	N1

	SP-050106
	23.125
	0110
	2
	6.3.0
	Rel-6
	Application Function Record information
	approved
	F
	6.4.0
	CH-FBC
	S2

	SP-050106
	23.125
	0112
	3
	6.3.0
	Rel-6
	FBC flows for bearer event reporting
	approved
	F
	6.4.0
	CH-FBC
	S2

	SP-050106
	23.125
	0113
	2
	6.3.0
	Rel-6
	Update of Annex B.4
	approved
	F
	6.4.0
	CH-FBC
	S2

	SP-050106
	23.125
	0115
	1
	6.3.0
	Rel-6
	Updates to service data flow identification
	approved
	F
	6.4.0
	CH-FBC
	S2

	SP-050106
	23.125
	0117
	2
	6.3.0
	Rel-6
	FBC and MBMS and collection of statistics
	approved
	F
	6.4.0
	CH-FBC
	S2

	SP-050106
	23.125
	0118
	2
	6.3.0
	Rel-6
	Removal of the Ry reference point
	approved
	F
	6.4.0
	CH-FBC
	S2

	SP-050106
	23.125
	0119
	2
	6.3.0
	Rel-6
	Editorial and readability amendments
	approved
	F
	6.4.0
	CH-FBC
	S2

	SP-050106
	23.125
	0122
	1
	6.3.0
	Rel-6
	Introduction of predefined handling in TPF
	approved
	F
	6.4.0
	CH-FBC
	S2

	SP-050106
	23.125
	0123
	2
	6.3.0
	Rel-6
	Clarification on the handling of the CRF to the input from the AF
	approved
	F
	6.4.0
	CH-FBC
	S2

	SP-050106
	23.125
	0124
	-
	6.3.0
	Rel-6
	Indication of Charging Unit y
	approved
	F
	6.4.0
	CH-FBC
	S2

	SP-050106
	23.125
	0125
	-
	6.3.0
	Rel-6
	FBC and MBMS and changes to requirements on contacting CRF
	approved
	F
	6.4.0
	CH-FBC
	S2

	TP-050050
	23.140
	0196
	-
	6.8.0
	Rel-6
	Definition of the notification procedure for MM addressed to the USIM
	approved
	B
	6.9.0
	MMS6
	T2

	TP-050013
	23.140
	0196
	-
	6.8.0
	Rel-6
	Definition of the notification procedure for MM addressed to the USIM
	revised
	B
	
	MMS6
	T2

	TP-050050
	23.140
	0197
	-
	6.8.0
	Rel-6
	Correcting Extended Canceling and Replacing
	approved
	F
	6.9.0
	MMS6
	T2

	NP-050053
	23.153
	0085
	2
	6.0.0
	Rel-6
	New ‘TFO status’ event
	approved
	F
	6.1.0
	TEI6
	N4

	NP-050028
	23.153
	0087
	-
	4.11.0
	Rel-4
	Removal of AMR-WB codec
	approved
	F
	4.12.0
	OoBTC
	N4

	NP-050034
	23.153
	0088
	-
	5.9.0
	Rel-5
	Correction of the condition for the insertion of a transcoder
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050034
	23.153
	0089
	-
	6.0.0
	Rel-6
	Correction of the condition for the insertion of a transcoder
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050101
	23.172
	0029
	3
	6.1.0
	Rel-6
	Correction to Network-initiated SCUDIF
	approved
	F
	6.2.0
	TEI6
	N3

	NP-050100
	23.172
	0030
	-
	5.4.0
	Rel-5
	Inclusion of Missing HLR Interrogation Parameter for SCUDIF
	approved
	F
	5.5.0
	SCUDIF
	N3

	NP-050100
	23.172
	0031
	-
	6.1.0
	Rel-6
	Inclusion of Missing HLR Interrogation Parameter for SCUDIF
	approved
	A
	6.2.0
	SCUDIF
	N3

	NP-050110
	23.202
	0001
	-
	6.0.0
	Rel-6
	References for Iu and Nb User Plane
	approved
	F
	6.1.0
	CS Data
	N3

	NP-050057
	23.205
	0045
	7
	6.0.0
	Rel-6
	Addition of the Trace package
	approved
	B
	6.1.0
	OAM-Trace
	N4

	NP-050034
	23.205
	0051
	2
	5.7.0
	Rel-5
	Stage 2 Procedure for Emergency Call Indication
	approved
	F
	5.8.0
	TEI5
	N4

	NP-050034
	23.205
	0052
	2
	6.0.0
	Rel-6
	Stage 2 Procedure for Emergency Call Indication
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050028
	23.205
	0055
	-
	5.7.0
	Rel-5
	Solving contradiction for Release Cause in Release Bearer Procedure between stage 2 and stage 3
	approved
	A
	5.8.0
	OoBTC
	N4

	NP-050028
	23.205
	0056
	-
	6.0.0
	Rel-6
	Solving contradiction for Release Cause in Release Bearer Procedure between stage 2 and stage 3
	approved
	A
	6.1.0
	OoBTC
	N4

	NP-050028
	23.205
	0057
	-
	4.7.0
	Rel-4
	Solving contradiction for Release Cause in Release Bearer Procedure between stage 2 and stage 3
	approved
	F
	4.8.0
	OoBTC
	N4

	NP-050073
	23.218
	0072
	-
	6.2.0
	Rel-6
	Resolution of references to 24.228
	approved
	F
	6.3.0
	IMS2
	N1

	NP-050069
	23.218
	0073
	1
	5.7.0
	Rel-5
	Default handling
	approved
	F
	5.8.0
	IMS-CCR
	N1

	NP-050073
	23.218
	0074
	1
	6.2.0
	Rel-6
	Default handling
	approved
	F
	6.3.0
	IMS2
	N1

	NP-050069
	23.218
	0075
	-
	5.7.0
	Rel-5
	Filter criteria matching and generation of third-party REGISTER request for network-initiated deregistration
	approved
	F
	5.8.0
	IMS-CCR
	N1

	NP-050069
	23.218
	0076
	-
	6.2.0
	Rel-6
	Filter criteria matching and generation of third-party REGISTER request for network-initiated deregistration
	approved
	A
	6.3.0
	IMS-CCR
	N1

	SP-050107
	23.228
	0473
	3
	6.8.0
	Rel-6
	Corrections to the Network initiated Application de-registration
	approved
	F
	6.9.0
	IMS2
	S2

	SP-050107
	23.228
	0474
	2
	6.8.0
	Rel-6
	Correction to the Refer operation
	approved
	F
	6.9.0
	IMS2
	S2

	SP-050107
	23.228
	0475
	1
	6.8.0
	Rel-6
	Editorial corrections in the identity procedures
	approved
	F
	6.9.0
	IMS2
	S2

	SP-050107
	23.228
	0478
	-
	6.8.0
	Rel-6
	Corrections for errors introduced in 23.228 reorganization
	approved
	F
	6.9.0
	IMS2
	S2

	SP-050107
	23.228
	0479
	1
	6.8.0
	Rel-6
	Corrections to flow for codec change
	approved
	F
	6.9.0
	IMS2
	S2

	SP-050107
	23.228
	0481
	1
	6.8.0
	Rel-6
	Update of reference to TEL URI RFC 3966
	approved
	F
	6.9.0
	IMS2
	S2

	SP-050107
	23.228
	0482
	1
	6.8.0
	Rel-6
	SBLP interactions correction
	approved
	F
	6.9.0
	QoS1
	S2

	SP-050108
	23.234
	0116
	1
	6.3.0
	Rel-6
	Removal of Obsolete Annexes
	approved
	F
	6.4.0
	WLAN
	S2

	SP-050108
	23.234
	0117
	1
	6.3.0
	Rel-6
	Charging in WAG
	approved
	F
	6.4.0
	WLAN
	S2

	SP-050108
	23.234
	0118
	1
	6.3.0
	Rel-6
	Correction of Requirements for 3GPP PS based services
	approved
	F
	6.4.0
	WLAN
	S2

	SP-050108
	23.234
	0120
	-
	6.3.0
	Rel-6
	Parameter storage for I-WLAN
	approved
	F
	6.4.0
	WLAN
	S2

	SP-050108
	23.234
	0121
	2
	6.3.0
	Rel-6
	Add the functionality of subscriber profile updating description
	approved
	F
	6.4.0
	WLAN
	S2

	SP-050109
	23.240
	0026
	-
	6.6.0
	Rel-6
	Use of Discovery Service as Trusted Authority
	approved
	F
	6.7.0
	GUP
	S2

	SP-050110
	23.246
	0138
	1
	6.5.0
	Rel-6
	Alignment of BM-SC subfunctions to MBMS User Service level (SA4 & SA3)
	approved
	F
	6.6.0
	MBMS
	S2

	SP-050110
	23.246
	0139
	1
	6.5.0
	Rel-6
	MBMS and the use of FBC
	approved
	F
	6.6.0
	MBMS
	S2

	SP-050110
	23.246
	0140
	1
	6.5.0
	Rel-6
	Corrections to MBMS Multicast Service Deactivation Procedure
	approved
	F
	6.6.0
	MBMS
	S2

	SP-050110
	23.246
	0141
	-
	6.5.0
	Rel-6
	Providing the BM-SC with approximate UE location information at MBMS context activation
	approved
	F
	6.6.0
	MBMS
	S2

	SP-050111
	23.251
	0011
	1
	6.2.0
	Rel-6
	Correction of references
	approved
	F
	6.3.0
	NTShar
	S2

	SP-050112
	23.271
	0296
	5
	6.10.0
	Rel-7
	Velocity Request and Reporting
	approved
	B
	7.0.0
	LCS-R7
	S2

	SP-050112
	23.271
	0297
	2
	6.10.0
	Rel-6
	Clarification of LDR reference number
	approved
	F
	6.11.0
	LCS2
	S2

	SP-050112
	23.271
	0298
	1
	6.10.0
	Rel-6
	Correction in Location Report Procedure
	approved
	F
	6.11.0
	LCS2
	S2

	SP-050113
	23.903
	0001
	-
	6.0.0
	Rel-6
	Incorrect sequence of events in 4..3.1.1
	approved
	F
	6.1.0
	CSVV
	S2

	NP-050098
	23.910
	0049
	2
	4.8.0
	Rel-4
	Nb transport for handover between UMTS and GSM
	approved
	F
	4.9.0
	CS Data
	N3

	NP-050099
	23.910
	0050
	3
	5.4.0
	Rel-5
	Nb transport for handover between UMTS and GSM
	approved
	F
	5.5.0
	CS Data
	N3

	SP-050114
	23.979
	0001
	2
	6.0.0
	Rel-6
	Impact on Charging Correlation
	revised
	B
	
	POC
	S2

	SP-050160
	23.979
	0001
	3
	6.0.0
	Rel-6
	Impact on Charging Correlation
	approved
	F
	6.1.0
	POC
	S2

	SP-050160
	23.979
	0002
	1
	6.0.0
	Rel-6
	QoS of pre-established PDP context
	approved
	F
	6.1.0
	PoC
	S2

	SP-050114
	23.979
	0002
	1
	6.0.0
	Rel-6
	QoS of pre-established PDP context
	withdrawn
	F
	
	PoC
	S2

	SP-050160
	23.979
	0003
	1
	6.0.0
	Rel-6
	Alignment of 23.979 with OMA architecture
	approved
	F
	6.1.0
	POC
	S2

	SP-050114
	23.979
	0003
	1
	6.0.0
	Rel-6
	Alignment of 23.979 with OMA architecture
	withdrawn
	F
	
	POC
	S2

	SP-050115
	23.981
	0005
	1
	6.2.0
	Rel-6
	P-CSCF discovery
	approved
	F
	6.3.0
	IPV4IMS
	S2

	NP-050068
	24.007
	0071
	-
	5.3.0
	Rel-5
	Addition of maximum data rate to RR_SYNC_IND and MMCC_SYNC_IND
	approved
	F
	5.4.0
	SCUDIF
	N1

	NP-050068
	24.007
	0072
	-
	6.3.0
	Rel-6
	Addition of maximum data rate to RR_SYNC_IND and MMCC_SYNC_IND
	approved
	A
	6.4.0
	SCUDIF
	N1

	NP-050071
	24.008
	0931
	1
	6.7.0
	Rel-6
	Synchronization of MBMS context status between UE and SGSN
	approved
	B
	6.8.0
	MBMS
	N1

	NP-050076
	24.008
	0932
	-
	6.7.0
	Rel-6
	Correction of the heading of subclause 4.7.3.1.6, bullet d.1
	approved
	F
	6.8.0
	TEI6
	N1

	NP-050070
	24.008
	0933
	2
	6.7.0
	Rel-6
	Defining TMGI and MBMS Session Id in the mobile identity field
	approved
	B
	6.8.0
	MBMS
	N1

	NP-050070
	24.008
	0934
	1
	6.7.0
	Rel-6
	Correct GPRS SM List and MBMS IE Descriptions
	approved
	F
	6.8.0
	MBMS
	N1

	NP-050076
	24.008
	0935
	1
	6.7.0
	Rel-6
	Missing Messages in MM and CC Summary Tables
	approved
	F
	6.8.0
	TEI6
	N1

	NP-050083
	24.008
	0939
	3
	6.7.0
	Rel-6
	Addition of domain specific access control
	approved
	F
	6.8.0
	ACBOP
	N1

	NP-050085
	24.008
	0950
	2
	6.7.0
	Rel-6
	Provision of MS specific UTRAN capabilities for the PS handover from GERAN to UTRAN
	approved
	B
	6.8.0
	SCSAGB
	N1

	NP-050076
	24.008
	0951
	1
	6.7.0
	Rel-6
	GPRS attach type while in DTM
	approved
	F
	6.8.0
	TEI6
	N1

	NP-050076
	24.008
	0952
	1
	6.7.0
	Rel-6
	Detach for PS and CS during a ongoing CS connection
	approved
	F
	6.8.0
	TEI6
	N1

	NP-050076
	24.008
	0953
	1
	6.7.0
	Rel-6
	Condition for Combined RAU after a DTM connection
	approved
	F
	6.8.0
	TEI6
	N1

	NP-050071
	24.008
	0954
	1
	6.7.0
	Rel-6
	MBMS Session Management clarifications
	approved
	F
	6.8.0
	MBMS
	N1

	NP-050071
	24.008
	0956
	1
	6.7.0
	Rel-6
	Introduction of MBMS in clause 8
	approved
	B
	6.8.0
	MBMS, TEI6
	N1

	NP-050077
	24.008
	0957
	2
	6.7.0
	Rel-6
	Modification of MS Behaviour under GPRS Attach with Reject Cause #14
	approved
	C
	6.8.0
	TEI6
	N1

	NP-050070
	24.008
	0958
	-
	6.7.0
	Rel-6
	Mapping of ‘MBMS notification response’ to RRC establishment cause
	approved
	F
	6.8.0
	MBMS
	N1

	NP-050049
	24.030
	0022
	2
	6.2.0
	Rel-6
	Miss alignment with stage 2 on reuse mechanism
	approved
	F
	6.3.0
	LCS2
	N4

	NP-050049
	24.030
	0023
	1
	6.2.0
	Rel-6
	Pseudonym indicator support in MO-LR
	approved
	F
	6.3.0
	LCS2
	N4

	NP-050049
	24.080
	0043
	1
	6.2.0
	Rel-6
	Miss alignment with stage 2 on reuse mechanism
	approved
	F
	6.3.0
	LCS2
	N4

	NP-050049
	24.080
	0044
	1
	6.2.0
	Rel-6
	Pseudonym indicator support in MO-LR
	approved
	F
	6.3.0
	LCS2
	N4

	NP-050082
	24.109
	0011
	1
	6.1.0
	Rel-6
	Editorial corrections
	approved
	F
	6.2.0
	SEC1-SC
	N1

	NP-050081
	24.109
	0012
	1
	6.1.0
	Rel-6
	PSK TLS updates
	revised
	F
	
	SEC1-SC
	N1

	NP-050130
	24.109
	0012
	2
	6.1.0
	Rel-6
	PSK TLS updates
	approved
	F
	6.2.0
	SEC1-SC
	N1

	NP-050073
	24.141
	0034
	1
	6.2.0
	Rel-6
	Resolution of references to 24.228
	approved
	F
	6.3.0
	IMS2
	N1

	NP-050078
	24.141
	0035
	-
	6.2.0
	Rel-6
	Authentication proxy for presence
	approved
	F
	6.3.0
	PRESNC
	N1

	NP-050078
	24.141
	0037
	-
	6.2.0
	Rel-6
	XCAP-change clarrification
	approved
	D
	6.3.0
	PRESNC
	N1

	NP-050078
	24.141
	0038
	-
	6.2.0
	Rel-6
	XCAP-change correction
	approved
	F
	6.3.0
	PRESNC
	N1

	NP-050078
	24.141
	0039
	-
	6.2.0
	Rel-6
	IFC corrections
	approved
	F
	6.3.0
	PRESNC
	N1

	NP-050073
	24.147
	0020
	1
	6.1.0
	Rel-6
	Resolution of references to 24.228
	approved
	F
	6.2.0
	IMS2
	N1

	NP-050072
	24.147
	0022
	2
	6.1.0
	Rel-6
	Deleting CPCP and BFCP from Rel-6 IMS Conferencing
	approved
	C
	6.2.0
	IMS2
	N1

	NP-050069
	24.228
	0137
	2
	5.11.0
	Rel-5
	Correction to interaction between S-CSCF and HSS in Network initiated deregistration procedure
	approved
	F
	5.12.0
	IMS-CCR
	N1

	NP-050073
	24.229
	0729
	1
	6.5.1
	Rel-6
	Incorporation of draft-ietf-sip-rfc3312-update-03.txt
	revised
	F
	
	IMS2
	N1

	NP-050069
	24.229
	0784
	-
	5.11.1
	Rel-5
	Deregistration effect on active sessions
	approved
	F
	5.12.0
	IMS-CCR
	N1

	NP-050069
	24.229
	0785
	-
	6.5.1
	Rel-6
	Deregistration effect on active sessions
	approved
	A
	6.6.0
	IMS-CCR
	N1

	NP-050073
	24.229
	0786
	1
	6.5.1
	Rel-6
	Cleanups resulting from CR changes for last version
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050075
	24.229
	0788
	1
	6.5.1
	Rel-6
	MO - Calls to IPv4 SIP terminals
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050073
	24.229
	0790
	-
	6.5.1
	Rel-6
	Registration - Abnormal Case
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050073
	24.229
	0794
	-
	6.5.1
	Rel-6
	RFC 3966
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050078
	24.229
	0795
	1
	6.5.1
	Rel-6
	Sip-profile package in major capabilities
	approved
	F
	6.6.0
	PRESNC
	N1

	NP-050075
	24.229
	0801
	3
	6.5.1
	Rel-6
	Default handling associated with the trigger at the S-CSCF
	approved
	A
	6.6.0
	IMS2
	N1

	NP-050075
	24.229
	0803
	4
	6.5.1
	Rel-6
	Default handling associated with the trigger for third party registration
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050069
	24.229
	0805
	1
	5.11.1
	Rel-5
	Use of original dialog identifier at AS
	approved
	F
	5.12.0
	IMS-CCR
	N1

	NP-050069
	24.229
	0806
	1
	6.5.1
	Rel-6
	Use of original dialog identifier at AS
	approved
	A
	6.6.0
	IMS-CCR
	N1

	NP-050069
	24.229
	0807
	2
	5.11.1
	Rel-5
	Checking Request-URI for terminating requests at the S-CSCF
	approved
	F
	5.12.0
	IMS-CCR
	N1

	NP-050069
	24.229
	0808
	2
	6.5.1
	Rel-6
	Checking Request-URI for terminating requests at the S-CSCF
	approved
	A
	6.6.0
	IMS-CCR
	N1

	NP-050069
	24.229
	0809
	1
	5.11.1
	Rel-5
	IOI storage at MGCF
	approved
	F
	5.12.0
	IMS-CCR
	N1

	NP-050069
	24.229
	0810
	1
	6.5.1
	Rel-6
	IOI storage at MGCF
	approved
	A
	6.6.0
	IMS-CCR
	N1

	NP-050073
	24.229
	0817
	-
	6.5.1
	Rel-6
	Editorial corrections
	approved
	D
	6.6.0
	IMS2
	N1

	NP-050075
	24.229
	0818
	3
	6.5.1
	Rel-6
	Corrections to subclause 5.5 in TS 24.229
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050073
	24.229
	0821
	1
	6.5.1
	Rel-6
	Handling topmost Route header at the P-CSCF 
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050074
	24.229
	0822
	1
	6.5.1
	Rel-6
	Corrections to the UE tables for ‘major capabilities’
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050074
	24.229
	0823
	1
	6.5.1
	Rel-6
	Corrections to the tables for ‘BYE’
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050074
	24.229
	0824
	1
	6.5.1
	Rel-6
	Removal of the UE table for 'status codes'
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050074
	24.229
	0825
	1
	6.5.1
	Rel-6
	Corrections to the UE tables for ‘ACK’
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050074
	24.229
	0826
	1
	6.5.1
	Rel-6
	Corrections to the tables for ‘CANCEL’
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050074
	24.229
	0827
	1
	6.5.1
	Rel-6
	Corrections to the tables for ‘INVITE’
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050074
	24.229
	0828
	1
	6.5.1
	Rel-6
	Corrections to the tables for ‘MESSAGE’
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050074
	24.229
	0829
	1
	6.5.1
	Rel-6
	Corrections to the tables for ‘NOTIFY’
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050074
	24.229
	0830
	1
	6.5.1
	Rel-6
	Corrections to the tables for ‘OPTIONS’
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050074
	24.229
	0831
	1
	6.5.1
	Rel-6
	Corrections to the tables for ‘PRACK’
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050074
	24.229
	0832
	1
	6.5.1
	Rel-6
	Corrections to the tables for ‘PUBLISH’
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050074
	24.229
	0833
	1
	6.5.1
	Rel-6
	Corrections to the tables for ‘REFER’
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050074
	24.229
	0834
	1
	6.5.1
	Rel-6
	Corrections to the tables for ‘REGISTER’
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050074
	24.229
	0835
	1
	6.5.1
	Rel-6
	Corrections to the tables for ‘SUBSCRIBE’
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050074
	24.229
	0836
	1
	6.5.1
	Rel-6
	Corrections to the tables for ‘UPDATE’
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050074
	24.229
	0837
	1
	6.5.1
	Rel-6
	Corrections to the tables for SDP
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050069
	24.229
	0839
	-
	5.11.1
	Rel-5
	Filter criteria matching and generation of third-party REGISTER request for network-initiated deregistration
	approved
	F
	5.12.0
	IMS-CCR
	N1

	NP-050069
	24.229
	0840
	-
	6.5.1
	Rel-6
	Filter criteria matching and generation of third-party REGISTER request for network-initiated deregistration
	approved
	A
	6.6.0
	IMS-CCR
	N1

	NP-050073
	24.229
	0841
	-
	6.5.1
	Rel-6
	Filtering of the P-Access-Network-Info header by the S-CSCF and privacy rules
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050075
	24.229
	0846
	2
	6.5.1
	Rel-6
	Correction to the Registration procedure
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050073
	24.229
	0848
	1
	6.5.1
	Rel-6
	Removal of I-CSCF normative requirement on Cx interface
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050073
	24.229
	0849
	1
	6.5.1
	Rel-6
	Corrections to addition of session set-up not requiring preconditions and reliable transport of provisional responses
	revised
	F
	
	IMS2
	N1

	NP-050127
	24.229
	0849
	2
	6.5.1
	Rel-6
	Corrections to addition of session set-up not requiring preconditions and reliable transport of provisional responses
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050075
	24.229
	0850
	1
	6.5.1
	Rel-6
	Addition of IMS-ALF to profile tables
	approved
	F
	6.6.0
	IMS2
	N1

	NP-050075
	24.229
	0851
	2
	6.5.1
	Rel-6
	Press and im URIs in incoming requests
	approved
	C
	6.6.0
	IMS2
	N1

	NP-050080
	24.234
	0017
	3
	6.1.1
	Rel-6
	On 3GPP IP access independence
	approved
	F
	6.2.0
	WLAN-IW
	N1

	NP-050079
	24.234
	0019
	1
	6.1.1
	Rel-6
	PLMN selection for WLAN
	approved
	B
	6.2.0
	WLAN
	N1

	NP-050117
	24.234
	0020
	2
	6.1.1
	Rel-6
	Fallback to full authentication
	revised
	F
	
	WLAN
	N1

	NP-050115
	24.234
	0020
	3
	6.1.1
	Rel-6
	Fallback to full authentication
	approved
	F
	6.2.0
	WLAN
	N1

	NP-050079
	24.234
	0021
	2
	6.1.1
	Rel-6
	Correction of Abbreviation Usage
	approved
	D
	6.2.0
	WLAN
	N1

	NP-050073
	24.247
	0001
	1
	6.0.1
	Rel-6
	Resolution of references to 24.228
	approved
	F
	6.1.0
	IMS2
	N1

	NP-050075
	24.247
	0002
	3
	6.0.1
	Rel-6
	MESSAGE to multiple recipients
	approved
	F
	6.1.0
	IMS2
	N1

	NP-050073
	24.247
	0003
	-
	6.0.1
	Rel-6
	MESSAGE to unregistered user
	approved
	F
	6.1.0
	IMS2
	N1

	NP-050075
	24.247
	0007
	2
	6.0.1
	Rel-6
	Alignment between TS 22.340 and on TS 24.247 for "is composing"
	approved
	F
	6.1.0
	IMS2 
	N1

	NP-050073
	24.247
	0008
	1
	6.0.1
	Rel-6
	Alignment between TS 23.228/ TS 22.340 and TS 24.247 for immediate messaging
	approved
	F
	6.1.0
	IMS2
	N1

	NP-050075
	24.247
	0009
	2
	6.0.1
	Rel-6
	Clarifications to TS 24.247 subclause 9.3
	approved
	F
	6.1.0
	IMS2 
	N1

	NP-050073
	24.247
	0010
	2
	6.0.1
	Rel-6
	Removing CPCP from 24.247
	approved
	C
	6.1.0
	IMS2
	N1

	NP-050073
	24.247
	0011
	1
	6.0.1
	Rel-6
	Corrections to Message Session Flows to align with draft-ietf-simple-message-sessions-09
	approved
	F
	6.1.0
	IMS2
	N1

	RP-050040
	25.101
	0391
	-
	6.6.0
	Rel-6
	Specification of enhanced performance requirements for HS-SCCH with open loop diversity based on receiver diversity
	approved
	B
	6.7.0
	RInImp-HSPerf-RxDiv
	R4

	RP-050040
	25.101
	0392
	-
	6.6.0
	Rel-6
	Modification of enhanced performance requirements for HS-SCCH based on receiver diversity
	approved
	C
	6.7.0
	RInImp-HSPerf-RxDiv
	R4

	RP-050038
	25.101
	0393
	-
	3.17.0
	R99
	Removal of TGPL2
	rejected
	C
	
	TEI
	R4

	RP-050038
	25.101
	0394
	-
	4.11.0
	Rel-4
	Removal of TGPL2
	rejected
	A
	
	TEI
	R4

	RP-050038
	25.101
	0395
	-
	5.13.0
	Rel-5
	Removal of TGPL2
	approved
	C
	5.14.0
	TEI
	R4

	RP-050038
	25.101
	0396
	-
	6.6.0
	Rel-6
	Removal of TGPL2
	approved
	A
	6.7.0
	TEI
	R4

	RP-050041
	25.101
	0397
	-
	6.6.0
	Rel-6
	Minimum performance for constant BLER testcases
	approved
	F
	6.7.0
	TEI6
	R4

	RP-050040
	25.101
	0400
	1
	6.6.0
	Rel-6
	Clarification of mapping of HS-DSCH requirements
	approved
	F
	6.7.0
	RInImp-HSPerf-RxDiv
	R4

	RP-050041
	25.101
	0401
	1
	6.6.0
	Rel-6
	OCNS definition for transmit diversity
	approved
	F
	6.7.0
	TEI6
	R4

	RP-050041
	25.101
	0402
	-
	6.6.0
	Rel-6
	Corrections to 9.2 demodulation of HS-DSCH
	approved
	F
	6.7.0
	TEI6, HSDPA-RF
	R4

	RP-050039
	25.101
	0403
	2
	5.13.0
	Rel-5
	HS-DPCCH time mask requirements
	approved
	F
	5.14.0
	HSDPA-RF
	R4

	RP-050039
	25.101
	0404
	2
	6.6.0
	Rel-6
	HS-DPCCH time mask requirements
	approved
	A
	6.7.0
	HSDPA-RF
	R4

	RP-050041
	25.101
	0406
	-
	6.6.0
	Rel-6
	Update UMTS FDD Receiver Blocking Specifications
	approved
	F
	6.7.0
	TEI6
	R4

	RP-050040
	25.101
	0407
	1
	6.6.0
	Rel-6
	Enhanced performance requirements for HSDPA cat 7 & 8 capable receivers
	approved
	B
	6.7.0
	RInImp-HSPerf-RxDiv
	R4

	RP-050050
	25.133
	0707
	1
	6.8.0
	Rel-6
	Introduction of DL Transmission Branch Load Measurement
	approved
	B
	6.9.0
	TEI6
	R4

	RP-050038
	25.133
	0712
	-
	3.19.0
	R99
	Removal of TGPL2
	rejected
	C
	
	TEI
	R4

	RP-050038
	25.133
	0713
	-
	4.13.0
	Rel-4
	Removal of TGPL2
	rejected
	A
	
	TEI
	R4

	RP-050038
	25.133
	0714
	-
	5.13.0
	Rel-5
	Removal of TGPL2
	approved
	C
	5.14.0
	TEI
	R4

	RP-050038
	25.133
	0715
	-
	6.8.0
	Rel-6
	Removal of TGPL2
	approved
	A
	6.9.0
	TEI
	R4

	RP-050041
	25.133
	0719
	-
	6.8.0
	Rel-6
	GSM BSIC reconfirmation
	approved
	F
	6.9.0
	TEI6
	R4

	RP-050041
	25.133
	0720
	-
	6.8.0
	Rel-6
	Improvement of interfrequency Cell Search Requirement
	approved
	F
	6.9.0
	TEI6
	R4

	RP-050041
	25.133
	0721
	-
	6.8.0
	Rel-6
	Correction of error in the implementation of CR502
	approved
	F
	6.9.0
	TEI6
	R4

	RP-050037
	25.133
	0724
	2
	3.19.0
	R99
	Correction to DPCH_Ec/Ior level in A.7.1 UE Transmit Timing
	approved
	F
	3.20.0
	TEI
	R4

	RP-050037
	25.133
	0725
	2
	4.13.0
	Rel-4
	Correction to DPCH_Ec/Ior level in A.7.1 UE Transmit Timing
	approved
	A
	4.14.0
	TEI
	R4

	RP-050037
	25.133
	0726
	2
	5.13.0
	Rel-5
	Correction to DPCH_Ec/Ior level in A.7.1 UE Transmit Timing
	approved
	A
	5.14.0
	TEI
	R4

	RP-050037
	25.133
	0727
	2
	6.8.0
	Rel-6
	Correction to DPCH_Ec/Ior level in A.7.1 UE Transmit Timing
	approved
	A
	6.9.0
	TEI
	R4

	RP-050041
	25.141
	0362
	-
	6.8.0
	Rel-6
	Test model usage for TX diversity test case
	approved
	F
	6.9.0
	TEI6
	R4

	RP-050041
	25.141
	0363
	1
	6.8.0
	Rel-6
	Description of test procedure for Time alignment error in TX Diversity
	approved
	F
	6.9.0
	TEI6
	R4

	RP-050043
	25.211
	0197
	1
	6.3.0
	Rel-6
	E-HICH/E-RGCH Signature Sequences
	approved
	F
	6.4.0
	EDCH-Phys
	R1

	RP-050043
	25.211
	0198
	1
	6.3.0
	Rel-6
	E-RGCH/E-HICH Sigunature Sequence Hopping
	approved
	F
	6.4.0
	EDCH-Phys
	R1

	RP-050088
	25.211
	0200
	1
	6.3.0
	Rel-6
	Introduction of F-DPCH without pilot field
	approved
	B
	6.4.0
	RANimp-RABSE-CodeOptFDD
	R1

	RP-050090
	25.211
	0202
	2
	6.3.0
	Rel-6
	E-HICH/E-RGCH/E-AGCH timing
	approved
	F
	6.4.0
	EDCH-Phys
	R1

	RP-050088
	25.212
	0193
	1
	6.3.0
	Rel-6
	Introduction of F-DPCH
	approved
	B
	6.4.0
	RANimp-RABSE-CodeOptFDD
	R1

	RP-050044
	25.212
	0198
	1
	6.3.0
	Rel-6
	PLnon-max and Plmax
	approved
	F
	6.4.0
	EDCH-Phys
	R1

	RP-050045
	25.212
	0199
	-
	6.3.0
	Rel-6
	HARQ bit collection for E-DCH
	approved
	C
	6.4.0
	EDCH-Phys
	R1

	RP-050088
	25.213
	0070
	1
	6.1.0
	Rel-6
	Introduction of F-DPCH
	approved
	B
	6.2.0
	RANimp-RABSE-CodeOptFDD
	R1

	RP-050046
	25.213
	0072
	-
	6.1.0
	Rel-6
	Correction on E-DPCCH power offset
	approved
	F
	6.2.0
	EDCH-Phys
	R1

	RP-050047
	25.213
	0073
	1
	6.1.0
	Rel-6
	Defining E-DPDCH power offset
	approved
	F
	6.2.0
	EDCH-Phys
	R1

	RP-050095
	25.214
	0354
	3
	6.4.0
	Rel-6
	Timing maintained Hard Handover
	rejected
	C
	
	TEI6
	R1

	RP-050096
	25.214
	0355
	2
	6.4.0
	Rel-6
	Faster L1 DCH synchronization
	rejected
	B
	
	TEI6
	R1

	RP-050048
	25.214
	0362
	2
	6.4.0
	Rel-6
	Gain factor setting for E-DCH
	approved
	F
	6.5.0
	EDCH-Phys
	R1

	RP-050049
	25.214
	0364
	1
	6.4.0
	Rel-6
	Reliable E-RGCH/E-HICH Detection
	approved
	F
	6.5.0
	EDCH-Phys
	R1

	RP-050094
	25.214
	0365
	-
	5.10.0
	Rel-5
	Correction to computed gain factors quantization
	rejected
	F
	
	TEI5
	R1

	RP-050088
	25.214
	0368
	1
	6.4.0
	Rel-6
	Introduction of F-DPCH without pilot field
	approved
	B
	6.5.0
	RANimp-RABSE-CodeOptFDD
	R1

	RP-050091
	25.214
	0369
	2
	6.4.0
	Rel-6
	DL/UL timing asscociation of E-DCH operation
	revised
	F
	
	EDCH-Phys
	R1

	RP-050140
	25.214
	0369
	3
	6.4.0
	Rel-6
	DL/UL timing assoication of E-DCH operation
	approved
	F
	6.5.0
	EDCH-Phys
	R1

	RP-050050
	25.215
	0147
	4
	6.1.0
	Rel-6
	Introduction of 'DL Transmission Branch Load' measurement
	approved
	B
	6.2.0
	TEI6
	R1

	RP-050038
	25.215
	0150
	1
	3.12.0
	R99
	Removal of TGPL2
	rejected
	C
	
	TEI
	R1

	RP-050038
	25.215
	0151
	1
	4.7.0
	Rel-4
	Removal of TGPL2
	rejected
	A
	
	TEI
	R1

	RP-050038
	25.215
	0152
	1
	5.5.0
	Rel-5
	Removal of TGPL2
	approved
	C
	5.6.0
	TEI
	R1

	RP-050038
	25.215
	0153
	1
	6.1.0
	Rel-6
	Removal of TGPL2
	approved
	A
	6.2.0
	TEI
	R1

	RP-050092
	25.215
	0154
	-
	6.1.0
	Rel-6
	Clarification of cell on SFN-SFN observed time difference
	approved
	F
	6.2.0
	TEI
	R1

	RP-050088
	25.215
	0155
	-
	6.1.0
	Rel-6
	Introduction of F-DPCH without pilot field
	approved
	B
	6.2.0
	RANimp-RABSE-CodeOptFDD
	R1

	RP-050093
	25.215
	0156
	-
	3.12.0
	R99
	Clarification of the cell on SFN-SFN observed time difference
	approved
	F
	3.13.0
	TEI
	R1

	RP-050093
	25.215
	0157
	-
	4.7.0
	Rel-4
	Clarification of the cell on SFN-SFN observed time difference
	approved
	A
	4.8.0
	TEI
	R1

	RP-050093
	25.215
	0158
	-
	5.5.0
	Rel-5
	Clarification of the cell on SFN-SFN observed time difference
	approved
	A
	5.6.0
	TEI
	R1

	RP-050089
	25.221
	0118
	-
	6.2.0
	Rel-6
	Release 6 HS-DSCH operation without a DL DPCH for 3.84Mcps TDD
	approved
	B
	6.3.0
	RANimp-RABSE-CodeOptTDD
	R1

	RP-050097
	25.224
	0140
	2
	6.3.0
	Rel-6
	Improvements to uplink closed-loop power control for 1.28Mcps TDD
	approved
	C
	6.4.0
	LCRTDD-Phys
	R1

	RP-050089
	25.224
	0141
	-
	6.3.0
	Rel-6
	Release 6 HS-DSCH operation without a DL DPCH for 3.84Mcps TDD
	approved
	B
	6.4.0
	RANimp-RABSE-CodeOptTDD
	R1

	RP-050111
	25.301
	0072
	-
	6.1.0
	Rel-6
	Uncomplete logical channel identification for FACH
	approved
	F
	6.2.0
	TEI6
	R2

	RP-050067
	25.301
	0073
	-
	5.3.0
	Rel-5
	Lossless DL RLC PDU size change
	approved
	B
	5.4.0
	TEI5
	R2

	RP-050067
	25.301
	0074
	-
	6.1.0
	Rel-6
	Lossless DL RLC PDU size change
	approved
	B
	6.2.0
	TEI5
	R2

	RP-050075
	25.301
	0075
	-
	6.1.0
	Rel-6
	Introduction of MBMS
	approved
	B
	6.2.0
	MBMS-RAN
	R2

	RP-050089
	25.302
	0148
	-
	6.2.0
	Rel-6
	Release 6 HS-DSCH operation without a DL DPCH for 3.84 Mcps TDD
	approved
	B
	6.3.0
	RANimp-RABSE-CodeOPTTDD
	R2

	RP-050074
	25.302
	0149
	-
	6.2.0
	Rel-6
	Introduction of F-DPCH
	approved
	B
	6.3.0
	RANimp-RABSE-CodeOptFDD
	R2

	RP-050076
	25.302
	0150
	1
	6.2.0
	Rel-6
	Introduction of MBMS
	approved
	B
	6.3.0
	MBMS-RAN
	R2

	RP-050050
	25.302
	0151
	-
	6.2.0
	Rel-6
	Introduction of 'DL Transmission Branch Load' measurement
	approved
	B
	6.3.0
	TEI6
	R2

	RP-050081
	25.304
	0125
	1
	6.4.0
	Rel-6
	Corrections to "selected PLMN" in access stratum
	approved
	F
	6.5.0
	TEI6
	R2

	RP-050073
	25.304
	0128
	1
	5.7.0
	Rel-5
	Reselection procedures (1235)
	approved
	F
	5.8.0
	TEI5
	R2

	RP-050073
	25.304
	0129
	1
	6.4.0
	Rel-6
	Reselection procedures (1235)
	approved
	A
	6.5.0
	TEI5
	R2

	RP-050073
	25.304
	0130
	1
	5.7.0
	Rel-5
	RSCP Thresholds
	approved
	F
	5.8.0
	TEI5
	R2

	RP-050073
	25.304
	0131
	1
	6.4.0
	Rel-6
	RSCP Thresholds
	approved
	A
	6.5.0
	TEI5
	R2

	RP-050073
	25.304
	0132
	2
	6.4.0
	Rel-6
	High-mobility measurement rules
	approved
	A
	6.5.0
	TEI5
	R2

	RP-050112
	25.304
	0133
	-
	6.4.0
	Rel-6
	H criterion in HCS high-mobility
	approved
	F
	6.5.0
	TEI6
	R2

	RP-050077
	25.304
	0134
	-
	6.4.0
	Rel-6
	MBMS Scope
	approved
	F
	6.5.0
	MBMS-RAN
	R2

	RP-050073
	25.304
	0135
	1
	5.7.0
	Rel-5
	Intra frequency measurement rules for HCS
	approved
	F
	5.8.0
	TEI5
	R2

	RP-050072
	25.304
	0136
	-
	5.7.0
	Rel-5
	Correction to cell selection and reselection to enable enhanced cell reselection
	withdrawn
	F
	
	TEI5
	R2

	RP-050128
	25.304
	0136
	1
	5.7.0
	Rel-5
	Correction to cell selection and reselection parameters to enable enhanced cell reselection
	approved
	B
	5.8.0
	TEI5
	R2

	RP-050072
	25.304
	0137
	-
	6.4.0
	Rel-6
	Correction to cell selection and reselection to enable enhanced cell reselection
	withdrawn
	A
	
	TEI5
	R2

	RP-050128
	25.304
	0137
	1
	6.4.0
	Rel-6
	Correction to cell selection and reselection parameters to enable enhanced cell reselection
	approved
	A
	6.5.0
	TEI5
	R2

	RP-050073
	25.304
	0138
	1
	5.7.0
	Rel-5
	High-mobility measurement rules
	approved
	F
	5.8.0
	TEI5
	R2

	RP-050073
	25.304
	0139
	1
	6.4.0
	Rel-6
	Intra frequency measurement rules for HCS
	approved
	A
	6.5.0
	TEI5
	R2

	RP-050065
	25.306
	0099
	-
	4.9.0
	Rel-4
	Support of DSCH
	approved
	F
	4.10.0
	TEI4
	R2

	RP-050065
	25.306
	0100
	-
	5.9.0
	Rel-5
	Support of DSCH
	approved
	A
	5.10.0
	TEI4
	R2

	RP-050065
	25.306
	0101
	-
	6.3.0
	Rel-6
	Support of DSCH
	approved
	A
	6.4.0
	TEI4
	R2

	RP-050067
	25.306
	0102
	-
	5.9.0
	Rel-5
	Lossless DL RLC PDU size change
	approved
	B
	5.10.0
	TEI5
	R2

	RP-050067
	25.306
	0103
	-
	6.3.0
	Rel-6
	Lossless DL RLC PDU size change
	approved
	B
	6.4.0
	TEI5
	R2

	RP-050085
	25.306
	0104
	1
	6.3.0
	Rel-6
	Inclusion of UE capabilities for Enhanced Uplink
	revised
	B
	
	EDCH-L23
	R2

	RP-050154
	25.306
	0104
	2
	6.3.0
	Rel-6
	Inclusion of UE capabilities for Enhanced Uplink
	approved
	B
	6.4.0
	EDCH-L23
	R2

	RP-050083
	25.306
	0105
	-
	6.3.0
	Rel-6
	Support of ROHC mandatory
	approved
	C
	6.4.0
	RANimp-RABSE
	R2

	RP-050143
	25.306
	0106
	-
	6.3.0
	Rel-6
	Definition of Six UE categories for Enhanced Uplink
	rejected
	B
	
	EDCH-L23
	R2

	RP-050115
	25.309
	0005
	-
	6.1.0
	Rel-6
	Introduction of Details for the scheduling operation, non-scheduled transmission and E-TFC selection
	approved
	B
	6.2.0
	EUDCH-L23
	R2

	RP-050078
	25.321
	0204
	-
	6.3.0
	Rel-6
	Correction to MBMS header for MBMS
	approved
	F
	6.4.0
	MBMS-RAN
	R2

	RP-050113
	25.322
	0260
	1
	6.2.0
	Rel-6
	Correction of MRW termination on reception of ACK SUFI
	approved
	F
	6.3.0
	TEI6
	R2

	RP-050113
	25.322
	0265
	-
	6.2.0
	Rel-6
	Correction to RLC Re-establishment
	approved
	F
	6.3.0
	TEI6
	R2

	RP-050113
	25.322
	0267
	-
	6.2.0
	Rel-6
	CRCLC-Config-Req in LOCAL_SUSPEND State
	approved
	F
	6.3.0
	TEI6
	R2

	RP-050113
	25.322
	0268
	-
	6.2.0
	Rel-6
	Protocol error detection and recovery
	approved
	F
	6.3.0
	TEI6
	R2

	RP-050068
	25.322
	0269
	-
	5.9.0
	Rel-5
	Removal of EPC mechanism
	approved
	F
	5.10.0
	TEI5
	R2

	RP-050068
	25.322
	0270
	-
	6.2.0
	Rel-6
	Removal of EPC mechanism
	approved
	A
	6.3.0
	TEI5
	R2

	RP-050082
	25.322
	0271
	-
	6.2.0
	Rel-6
	Inclusion of transmitter constraints
	approved
	F
	6.3.0
	MBMS-RAN
	R2

	RP-050067
	25.323
	0058
	2
	5.2.0
	Rel-5
	Lossless DL RLC PDU size change
	approved
	B
	5.3.0
	TEI5
	R2

	RP-050067
	25.323
	0059
	2
	6.0.0
	Rel-6
	Lossless DL RLC PDU size change
	approved
	B
	6.1.0
	TEI5
	R2

	RP-050038
	25.331
	2488
	2
	3.21.0
	R99
	Removal of TGPL2
	rejected
	C
	
	TEI
	R2

	RP-050038
	25.331
	2489
	2
	4.16.0
	Rel-4
	Removal of TGPL2
	rejected
	A
	
	TEI
	R2

	RP-050038
	25.331
	2490
	2
	5.11.0
	Rel-5
	Removal of TGPL2
	approved
	C
	5.12.0
	TEI
	R2

	RP-050038
	25.331
	2491
	2
	6.4.0
	Rel-6
	Removal of TGPL2
	approved
	C
	6.5.0
	TEI
	R2

	RP-050069
	25.331
	2498
	-
	5.11.0
	Rel-5
	Minor HSDPA related corrections
	approved
	F
	5.12.0
	HSDPA-L23
	R2

	RP-050069
	25.331
	2499
	-
	6.4.0
	Rel-6
	Minor HSDPA related corrections
	approved
	A
	6.5.0
	HSDPA-L23
	R2

	RP-050169
	25.331
	2500
	-
	5.11.0
	Rel-5
	Integrity protection related information in the SRNS relocation info
	approved
	F
	
	TEI5
	

	RP-050070
	25.331
	2500
	-
	5.11.0
	Rel-5
	Integrity protection related information in the SRNS relocation info
	approved
	F
	5.12.0
	TEI5
	R2

	RP-050169
	25.331
	2501
	-
	6.4.0
	Rel-6
	Integrity protection related information in the SRNS relocation info
	approved
	A
	
	TEI5
	

	RP-050070
	25.331
	2501
	-
	6.4.0
	Rel-6
	Integrity protection related information in the SRNS relocation info
	approved
	A
	6.5.0
	TEI5
	R2

	RP-050069
	25.331
	2502
	-
	5.11.0
	Rel-5
	Number of timeslots that can be used for HS-PDSCH resource for 3.84 Mcps TDD
	approved
	F
	5.12.0
	HSDPA-L23
	R2

	RP-050069
	25.331
	2503
	-
	6.4.0
	Rel-6
	Number of timeslots that can be used for HS-PDSCH resource for 3.84 Mcps TDD
	approved
	A
	6.5.0
	HSDPA-L23
	R2

	RP-050089
	25.331
	2504
	-
	6.4.0
	Rel-6
	Release 6 HS-DSCH operation without a DL DPCH for 3.84 Mcps TDD
	approved
	B
	6.5.0
	RANimp-RABSE-CodeOPTTDD
	R2

	RP-050114
	25.331
	2506
	-
	6.4.0
	Rel-6
	Removal of unnecessary cell updates on receiving “Frequency info” IE in CELL UPDATE CONFIRM message
	approved
	F
	6.5.0
	TEI6
	R2

	RP-050069
	25.331
	2507
	-
	5.11.0
	Rel-5
	ASN.1 clarification on Cell and Channel Identity info for 1.28 Mcps TDD
	approved
	F
	5.12.0
	LCRTDD-L23
	R2

	RP-050069
	25.331
	2508
	-
	6.4.0
	Rel-6
	ASN.1 clarification on Cell and Channel Identity info for 1.28 Mcps TDD
	approved
	A
	6.5.0
	LCRTDD-L23
	R2

	RP-050070
	25.331
	2509
	-
	5.11.0
	Rel-5
	Handling of TM SRB’s at radio link failure
	approved
	F
	5.12.0
	TEI5
	R2

	RP-050070
	25.331
	2510
	-
	6.4.0
	Rel-6
	Handling of TM SRB’s at radio link failure
	approved
	A
	6.5.0
	TEI5
	R2

	RP-050066
	25.331
	2511
	-
	4.16.0
	Rel-4
	Correction of ASN.1 comment concerning OTDOA correction
	approved
	F
	4.17.0
	TEI4
	R2

	RP-050070
	25.331
	2512
	-
	5.11.0
	Rel-5
	Removal of the UARFCN uplink (Nu) in the informative Annex A.3
	approved
	F
	5.12.0
	TEI5
	R2

	RP-050070
	25.331
	2513
	-
	6.4.0
	Rel-6
	Removal of the UARFCN uplink (Nu) in the informative Annex A.3
	approved
	A
	6.5.0
	TEI5
	R2

	RP-050070
	25.331
	2514
	1
	5.11.0
	Rel-5
	Correction on PRACH selection
	approved
	F
	5.12.0
	TEI5
	R2

	RP-050070
	25.331
	2515
	1
	6.4.0
	Rel-6
	Correction on PRACH selection
	approved
	A
	6.5.0
	TEI5
	R2

	RP-050067
	25.331
	2516
	3
	5.11.0
	Rel-5
	Lossless RLC PDU size handling
	approved
	B
	5.12.0
	TEI5
	R2

	RP-050067
	25.331
	2517
	3
	6.4.0
	Rel-6
	Lossless RLC PDU size handling
	approved
	B
	6.5.0
	TEI5
	R2

	RP-050069
	25.331
	2518
	-
	5.11.0
	Rel-5
	Clarification of GERAN (P)SI message coding in NACC
	approved
	F
	5.12.0
	TEI5
	R2

	RP-050069
	25.331
	2519
	-
	6.4.0
	Rel-6
	Clarification of GERAN (P)SI message coding in NACC
	approved
	A
	6.5.0
	TEI5
	R2

	RP-050070
	25.331
	2520
	-
	5.11.0
	Rel-5
	Unsupported RLC mode reconfigurations
	approved
	F
	5.12.0
	TEI5
	R2

	RP-050070
	25.331
	2521
	-
	6.4.0
	Rel-6
	Unsupported RLC mode reconfigurations
	approved
	A
	6.5.0
	TEI5
	R2

	RP-050070
	25.331
	2522
	-
	5.11.0
	Rel-5
	Correction to Inter RAT cell info indication
	approved
	F
	5.12.0
	TEI5
	R2

	RP-050070
	25.331
	2523
	-
	6.4.0
	Rel-6
	Correction to Inter RAT cell info indication
	approved
	A
	6.5.0
	TEI5
	R2

	RP-050086
	25.331
	2524
	-
	6.4.0
	Rel-6
	Correction to network sharing functionality
	approved
	F
	6.5.0
	NTShar-UTRANEnh
	R2

	RP-050086
	25.331
	2525
	-
	6.4.0
	Rel-6
	Network sharing corrections
	approved
	F
	6.5.0
	NTShar-UTRANEnh
	R2

	RP-050110
	25.331
	2526
	1
	6.4.0
	Rel-6
	CN domain specific Access Class Barring
	approved
	C
	6.5.0
	ACBOP
	R2

	RP-050081
	25.331
	2527
	-
	6.4.0
	Rel-6
	Corrections to "selected PLMN" in access stratum
	approved
	F
	6.5.0
	TEI6, NTShar-UTRANEnh
	R2

	RP-050074
	25.331
	2528
	-
	6.4.0
	Rel-6
	Introduction of F-DPCH
	approved
	B
	6.5.0
	RANimp-RABSE-CodeOptFDD
	R2

	RP-050084
	25.331
	2529
	-
	6.4.0
	Rel-6
	Minor E-DCH related corrections
	approved
	F
	6.5.0
	EUDCH-L23
	R2

	RP-050079
	25.331
	2530
	2
	6.4.0
	Rel-6
	Miscellaneous MBMS corrections
	approved
	F
	6.5.0
	MBMS-RAN
	R2

	RP-050087
	25.331
	2532
	-
	6.4.0
	Rel-6
	Additional Frequency Bands
	approved
	C
	6.5.0
	UMTS900, UMTS2600
	R2

	RP-050084
	25.331
	2534
	-
	6.4.0
	Rel-6
	Introduction of E-DCH in the ASN.1
	approved
	B
	6.5.0
	EUDCH-L23
	R2

	RP-050097
	25.331
	2535
	-
	6.4.0
	Rel-6
	Improvements to uplink closed-loop power control for 1.28Mcps TDD
	approved
	B
	6.5.0
	LCRTDD-L23
	R2

	RP-050079
	25.331
	2536
	1
	6.4.0
	Rel-6
	MBMS Corrections to 25.331 ASN.1
	approved
	F
	6.5.0
	MBMS-RAN
	R2

	RP-050072
	25.331
	2537
	-
	5.11.0
	Rel-5
	Correction to cell selection and reselection to enable enhanced cell reselection
	withdrawn
	F
	
	TEI5
	R2

	RP-050128
	25.331
	2537
	1
	5.11.0
	Rel-5
	Correction to cell selection and reselection parameters to enable enhanced cell reselection
	approved
	B
	5.12.0
	TEI5
	R2

	RP-050072
	25.331
	2538
	-
	6.4.0
	Rel-6
	Correction to cell selection and reselection to enable enhanced cell reselection
	withdrawn
	A
	
	TEI5
	R2

	RP-050128
	25.331
	2538
	1
	6.4.0
	Rel-6
	Correction to cell selection and reselection parameters to enable enhanced cell reselection
	approved
	A
	6.5.0
	TEI5
	R2

	RP-050134
	25.331
	2539
	-
	6.4.0
	Rel-6
	Faster L1 DCH synchronization
	rejected
	B
	
	TEI6
	R2

	RP-050135
	25.331
	2540
	-
	6.4.0
	Rel-6
	Timing Maintained Hard Handover
	rejected
	B
	
	TEI6
	R2

	RP-050080
	25.346
	0010
	-
	6.3.0
	Rel-6
	Introduction of MBMS Frequency dispersion
	approved
	F
	6.4.0
	MBMS-RAN
	R2

	RP-050080
	25.346
	0011
	-
	6.3.0
	Rel-6
	Correction on MBMS multiplexing and soft combining in TDD
	approved
	F
	6.4.0
	MBMS-RAN
	R2

	RP-050080
	25.346
	0012
	-
	6.3.0
	Rel-6
	Clarification to UE capabilities to consider MCCH reception and selective/soft combining requirements
	approved
	F
	6.4.0
	MBMS-RAN
	R2

	RP-050080
	25.346
	0013
	-
	6.3.0
	Rel-6
	Extending the counting procedure for UEs in CELL_PCH/FACH state and introducing UE initialised p-t-p setup request
	approved
	F
	6.4.0
	MBMS-RAN
	R2

	RP-050080
	25.346
	0015
	-
	6.3.0
	Rel-6
	Introduction of new procedures in MBMS stage 2 spec
	approved
	F
	6.4.0
	MBMS-RAN
	R2

	RP-050056
	25.402
	0046
	-
	6.1.0
	Rel-6
	Introduction of Fractional DPCH
	approved
	B
	6.2.0
	RANimp-RABSE-CodeOptFDD
	R3

	RP-050057
	25.413
	0721
	3
	6.4.1
	Rel-6
	MBMS Session Repetition Number on Session Start
	approved
	F
	6.5.0
	MBMS-RAN
	R3

	RP-050057
	25.413
	0724
	3
	6.4.1
	Rel-6
	MBMS RAB Management 
	approved
	F
	6.5.0
	MBMS-RAN
	R3

	RP-050052
	25.413
	0729
	2
	5.10.0
	Rel-5
	Essential Correction on Direct Transfer Messages
	approved
	F
	5.11.0
	TEI5
	R3

	RP-050052
	25.413
	0730
	2
	6.4.1
	Rel-6
	Essential Correction on Direct Transfer Messages
	approved
	A
	6.5.0
	TEI5
	R3

	RP-050052
	25.413
	0731
	2
	5.10.0
	Rel-5
	Correction of RANAP Containers and CRRM
	approved
	F
	5.11.0
	TEI5
	R3

	RP-050057
	25.413
	0734
	-
	6.4.1
	Rel-6
	MBMS Contexts
	approved
	F
	6.5.0
	MBMS-RAN
	R3

	RP-050057
	25.413
	0737
	3
	6.4.1
	Rel-6
	MBMS IE codings
	approved
	F
	6.5.0
	MBMS-RAN
	R3

	RP-050057
	25.413
	0738
	-
	6.4.1
	Rel-6
	MBMS Session Failure
	approved
	F
	6.5.0
	MBMS-RAN
	R3

	RP-050059
	25.413
	0739
	2
	6.4.1
	Rel-6
	Support of Network-initiated Scudif (revision of R3-041734)
	approved
	B
	6.5.0
	TEI6
	R3

	RP-050052
	25.413
	0740
	1
	6.4.1
	Rel-6
	Correction of RANAP Containers and CRRM
	approved
	A
	6.5.0
	TEI5
	R3

	RP-050052
	25.415
	0122
	3
	5.4.0
	Rel-5
	Negative Acknowledgement of Init procedure
	approved
	F
	5.5.0
	TEI5
	R3

	RP-050052
	25.415
	0123
	2
	6.1.0
	Rel-6
	Negative acknowledgment of Init procedure
	approved
	A
	6.2.0
	TEI5
	R3

	RP-050060
	25.415
	0124
	1
	6.1.0
	Rel-6
	Clarification of Initialisation and Rate Control for Iu user plane version
	revised
	F
	
	TEI6
	R3

	RP-050136
	25.415
	0124
	3
	6.1.0
	Rel-6
	Clarification of Initialisation and Rate Control for Iu user plane version one
	approved
	F
	6.2.0
	TEI6
	R3

	RP-050056
	25.420
	0047
	-
	6.2.0
	Rel-6
	Introduction of Fractional DPCH
	approved
	B
	6.3.0
	RANimp-RABSE-CodeOptFDD
	R3

	RP-050057
	25.423
	1021
	3
	6.4.1
	Rel-6
	Optimisation of MBMS channel type indication via Iur
	approved
	F
	6.5.0
	MBMS-RAN
	R3

	RP-050038
	25.423
	1022
	1
	3.14.2
	R99
	Removal of TGPL2
	rejected
	C
	
	TEI
	R3

	RP-050038
	25.423
	1023
	1
	4.12.1
	Rel-4
	Removal of TGPL2
	rejected
	A
	
	TEI
	R3

	RP-050038
	25.423
	1024
	1
	5.12.0
	Rel-5
	Removal of TGPL2
	approved
	C
	5.13.0
	TEI
	R3

	RP-050038
	25.423
	1025
	1
	6.4.1
	Rel-6
	Removal of TGPL2
	approved
	A
	6.5.0
	TEI
	R3

	RP-050053
	25.423
	1026
	-
	5.12.0
	Rel-5
	Wrong HS IE referenced
	approved
	F
	5.13.0
	HSDPA-IubIur
	R3

	RP-050053
	25.423
	1027
	-
	6.4.1
	Rel-6
	Wrong HS IE referenced
	approved
	A
	6.5.0
	HSDPA-IubIur
	R3

	RP-050054
	25.423
	1028
	-
	5.12.0
	Rel-5
	Measurement Power Offset IE procedure text missing
	approved
	F
	5.13.0
	TEI5
	R3

	RP-050054
	25.423
	1029
	-
	6.4.1
	Rel-6
	Measurement Power Offset IE procedure text missing
	approved
	A
	6.5.0
	TEI5
	R3

	RP-050058
	25.423
	1034
	1
	6.4.1
	Rel-6
	Correction of RNSAP E-DCH IEs
	approved
	F
	6.5.0
	EDCH-IurIub
	R3

	RP-050057
	25.423
	1035
	2
	6.4.1
	Rel-6
	MBMS Identifiers Retrieval
	approved
	F
	6.5.0
	MBMS-RAN
	R3

	RP-050056
	25.423
	1036
	1
	6.4.1
	Rel-6
	Introduction of Fractional DPCH
	approved
	B
	6.5.0
	RANimp-RABSE-CodeOptFDD
	R3

	RP-050059
	25.423
	1037
	-
	6.4.1
	Rel-6
	Initial Radio Link Timing Adjustment
	approved
	B
	6.5.0
	TEI6
	R3

	RP-050053
	25.423
	1038
	1
	5.12.0
	Rel-5
	Clarification on HS-DSCH Information IE
	approved
	F
	5.13.0
	TEI5
	R3

	RP-050058
	25.423
	1039
	-
	6.4.1
	Rel-6
	EDCH RNSAP ASN.1
	approved
	F
	6.5.0
	EDCH-IurIub
	R3

	RP-050053
	25.423
	1040
	-
	5.12.0
	Rel-5
	Interaction between Synchronised RL Reconfiguration and RL Deletion
	approved
	F
	5.13.0
	TEI5
	R3

	RP-050053
	25.423
	1041
	-
	6.4.1
	Rel-6
	Interaction between Synchronised RL Reconfiguration and RL Deletion
	approved
	A
	6.5.0
	TEI5
	R3

	RP-050095
	25.423
	1042
	2
	6.4.1
	Rel-6
	Timing maintanied hard HO
	postponed
	C
	
	TEI6
	R3

	RP-050053
	25.423
	1043
	-
	6.4.1
	Rel-6
	Clarification on HS-DSCH Information IE
	approved
	A
	6.5.0
	TEI5
	R3

	RP-050054
	25.427
	0096
	-
	5.3.0
	Rel-5
	Reference for QE mapping is incorrect
	approved
	F
	5.4.0
	TEI5
	R3

	RP-050054
	25.427
	0097
	-
	6.1.0
	Rel-6
	Reference for QE mapping is incorrect
	approved
	A
	6.2.0
	TEI5
	R3

	RP-050121
	25.427
	0102
	-
	6.1.0
	Rel-6
	E-DCH Frame format update
	revised
	F
	
	EDCH-IurIub
	R3

	RP-050137
	25.427
	0102
	1
	6.1.0
	Rel-6
	E-DCH Frame format update
	approved
	F
	6.2.0
	EDCH-IurIub
	R3

	RP-050056
	25.430
	0059
	-
	6.3.0
	Rel-6
	Introduction of Fractional DPCH
	approved
	B
	6.4.0
	RANimp-RABSE-CodeOptFDD
	R3

	RP-050059
	25.433
	1068
	-
	6.4.0
	Rel-6
	Measurement Recovery Behavior in Dedicated Measurement Procedures
	approved
	F
	6.5.0
	TEI6
	R3

	RP-050054
	25.433
	1069
	-
	5.11.0
	Rel-5
	Availability Status reference correction
	approved
	F
	5.12.0
	TEI5
	R3

	RP-050054
	25.433
	1070
	-
	6.4.0
	Rel-6
	Availability Status reference correction
	approved
	A
	6.5.0
	TEI5
	R3

	RP-050038
	25.433
	1071
	1
	3.14.2
	R99
	Removal of TGPL2
	rejected
	A
	
	TEI
	R3

	RP-050038
	25.433
	1072
	1
	4.13.0
	Rel-4
	Removal of TGPL2
	rejected
	A
	
	TEI
	R3

	RP-050038
	25.433
	1073
	1
	5.11.0
	Rel-5
	Removal of TGPL2
	approved
	C
	5.12.0
	TEI
	R3

	RP-050038
	25.433
	1074
	1
	6.4.0
	Rel-6
	Removal of TGPL2
	approved
	A
	6.5.0
	TEI
	R3

	RP-050053
	25.433
	1075
	-
	5.11.0
	Rel-5
	Wrong HS IE referenced
	approved
	F
	5.12.0
	HSDPA-IubIur
	R3

	RP-050053
	25.433
	1076
	-
	6.4.0
	Rel-6
	Wrong HS IE referenced
	approved
	A
	6.5.0
	HSDPA-IubIur
	R3

	RP-050054
	25.433
	1077
	-
	5.11.0
	Rel-5
	Measurement Power Offset IE optionality at HS-DSCH setup
	approved
	F
	5.12.0
	TEI5
	R3

	RP-050054
	25.433
	1078
	-
	6.4.0
	Rel-6
	Measurement Power Offset IE optionality at HS-DSCH setup
	approved
	A
	6.5.0
	TEI5
	R3

	RP-050050
	25.433
	1080
	1
	6.4.0
	Rel-6
	Introduction of 'DL Transmission Branch Load' measurement
	approved
	B
	6.5.0
	TEI6
	R3

	RP-050058
	25.433
	1081
	2
	6.4.0
	Rel-6
	E-DCH NBAP ASN.1
	approved
	F
	6.5.0
	EDCH-IurIub
	R3

	RP-050056
	25.433
	1082
	1
	6.4.0
	Rel-6
	Introduction of Fractional DPCH
	approved
	B
	6.5.0
	RANimp-RABSE-CodeOptFDD
	R3

	RP-050059
	25.433
	1083
	-
	6.4.0
	Rel-6
	Initial Radio Link Timing Adjustment
	approved
	B
	6.5.0
	TEI6
	R3

	RP-050053
	25.433
	1084
	1
	5.11.0
	Rel-5
	Clarification on HS-DSCH Information IE
	approved
	F
	5.12.0
	TEI5
	R3

	RP-050062
	25.433
	1085
	2
	6.4.0
	Rel-6
	HSDPA Code Allocation/Measurement per Cell Portion
	approved
	B
	6.5.0
	RANimp-BFE
	R3

	RP-050053
	25.433
	1086
	-
	5.11.0
	Rel-5
	Interaction between Synchronised RL Reconfiguration and RL Deletion
	approved
	F
	5.12.0
	TEI5
	R3

	RP-050053
	25.433
	1087
	-
	6.4.0
	Rel-6
	Interaction between Synchronised RL Reconfiguration and RL Deletion
	approved
	A
	6.5.0
	TEI5
	R3

	RP-050095
	25.433
	1088
	2
	6.4.0
	Rel-6
	Timing maintained hard HO
	postponed
	C
	
	TEI6
	R3

	RP-050053
	25.433
	1089
	-
	6.4.0
	Rel-6
	Clarification on HS-DSCH Information IE
	approved
	A
	6.5.0
	TEI5
	R3

	RP-050127
	25.433
	1090
	1
	6.4.0
	Rel-6
	Time alignment in MBMS transmission channels
	revised
	C
	
	MBMS-RAN
	R3

	RP-050148
	25.433
	1090
	2
	6.4.0
	Rel-6
	Time alignment in MBMS transmission channels
	rejected
	C
	
	MBMS-RAN
	R3

	RP-050055
	25.453
	0077
	1
	5.9.0
	Rel-5
	Corrections to descriptions of GPS Almanac and Ephemeris fields
	approved
	F
	5.10.0
	TEI5
	R3

	RP-050055
	25.453
	0078
	1
	6.7.0
	Rel-6
	Corrections to descriptions of GPS Almanac and Ephemeris fields
	approved
	A
	6.8.0
	TEI5
	R3

	RP-050061
	25.460
	0003
	-
	6.1.0
	Rel-6
	Editorial Corrections to 25.460 after RAN3#45
	approved
	D
	6.2.0
	RANimp-TiltAnt
	R3

	RP-050061
	25.461
	0007
	1
	6.1.0
	Rel-6
	Minor Corrections and editorial changes to 25.461
	approved
	F
	6.2.0
	RANimp-TiltAnt
	R3

	RP-050061
	25.461
	0008
	1
	6.1.0
	Rel-6
	Power consumption clarification of RET
	approved
	F
	6.2.0
	RANimp-TiltAnt
	R3

	RP-050061
	25.461
	0009
	-
	6.1.0
	Rel-6
	Modem Operating Bands
	approved
	F
	6.2.0
	RANimp-Tilt
	R3

	RP-050061
	25.461
	0010
	-
	6.1.0
	Rel-6
	Modem Return loss
	approved
	F
	6.2.0
	RANimp-Tilt
	R3

	RP-050061
	25.461
	0011
	-
	6.1.0
	Rel-6
	Modem Time Delay and Accuracy
	approved
	F
	6.2.0
	RANimp-Tilt
	R3

	RP-050061
	25.461
	0012
	-
	6.1.0
	Rel-6
	Modem Insertion Loss
	approved
	F
	6.2.0
	RANimp-Tilt
	R3

	RP-050061
	25.462
	0006
	1
	6.1.0
	Rel-6
	Editorial Corrections to 25.462 after RAN3#45
	approved
	D
	6.2.0
	RANimp-TiltAnt
	R3

	RP-050061
	25.462
	0007
	1
	6.1.0
	Rel-6
	Correction of definition of Secondary Payload Transmit/Receive Length
	approved
	F
	6.2.0
	RANimp-TiltAnt
	R3

	RP-050061
	25.462
	0008
	-
	6.1.0
	Rel-6
	Clarification on HDLC Parameter Negotiation
	approved
	F
	6.2.0
	RANimp-TiltAnt
	R3

	RP-050061
	25.462
	0011
	1
	6.1.0
	Rel-6
	Correction of address assignment example
	approved
	F
	6.2.0
	RANimp-TiltAnt
	R3

	RP-050061
	25.462
	0013
	-
	6.1.0
	Rel-6
	Reset in transport layer
	approved
	C
	6.2.0
	RANimp-TiltAnt
	R3

	RP-050061
	25.462
	0014
	1
	6.1.0
	Rel-6
	Clarification on unique ID and device scan
	approved
	C
	6.2.0
	RANimp-TiltAnt
	R3

	RP-050061
	25.463
	0020
	-
	6.1.0
	Rel-6
	Wrong numbering in table 6.7.6.2
	approved
	D
	6.2.0
	RANimp-TiltAnt
	R3

	RP-050061
	25.463
	0023
	1
	6.1.0
	Rel-6
	Editorial Corrections to 25.463 after RAN3#45
	approved
	D
	6.2.0
	RANimp-TiltAnt
	R3

	RP-050061
	25.463
	0024
	-
	6.1.0
	Rel-6
	Minor Corrections to 25.463 after RAN3#45
	approved
	F
	6.2.0
	RANimp-TiltAnt
	R3

	RP-050061
	25.463
	0025
	2
	6.1.0
	Rel-6
	Clarification on antenna movement during Set Tilt
	approved
	F
	6.2.0
	RANimp-TiltAnt
	R3

	RP-050061
	25.463
	0026
	1
	6.1.0
	Rel-6
	Redefinition or the Software Reset procedure
	approved
	C
	6.2.0
	RANimp-TiltAnt
	R3

	RP-050057
	25.931
	0025
	1
	6.0.0
	Rel-6
	Signalling flows for MBMS
	approved
	B
	6.1.0
	MBMS-RAN
	R3

	RP-050041
	25.942
	0018
	-
	6.3.0
	Rel-6
	Scenarios for UE Receiver Blocking Specification
	approved
	F
	6.4.0
	TEI6
	R4

	RP-050064
	25.993
	0036
	-
	6.8.0
	Rel-6
	Addition of asymmetric RAB-combinations with voice
	approved
	F
	6.9.0
	TEI6
	R2

	RP-050071
	25.993
	0037
	-
	6.8.0
	Rel-6
	AMR-WB reference RAB configurations
	approved
	F
	6.9.0
	TEI6
	R2

	SP-050092
	26.140
	0011
	1
	6.1.0
	Rel-6
	Introduction of PIM and DRM
	revised
	C
	
	MMS6-Codec
	S4

	SP-050175
	26.140
	0011
	2
	6.1.0
	Rel-6
	Introduction of PIM and DRM in 26.140
	approved
	C
	6.2.0
	MMS6-Codec
	S4

	SP-050098
	26.141
	0001
	1
	6.0.0
	Rel-6
	Editorial correction on missing IMS Presence UA text
	approved
	F
	6.1.0
	PRESNC-COFIMP
	S4

	SP-050093
	26.234
	0081
	-
	6.2.0
	Rel-6
	Correction to 26.234 NADU “NUN” field regarding MPEG4 Video
	approved
	F
	6.3.0
	PSSrel6-Stage3
	S4

	SP-050093
	26.234
	0082
	-
	5.6.0
	Rel-5
	Correction of RDF schema for UAProf
	approved
	F
	5.7.0
	PSS-E
	S4

	SP-050093
	26.234
	0083
	-
	6.2.0
	Rel-6
	Correction of RDF schema for UAProf
	approved
	A
	6.3.0
	PSS-E
	S4

	SP-050093
	26.234
	0084
	-
	6.2.0
	Rel-6
	Correction of syntax and references
	approved
	F
	6.3.0
	PSSrel6-Stage3
	S4

	SP-050097
	26.235
	0012
	1
	6.3.0
	Rel-6
	Correction of inconsistency regarding the maximum number of speech frames per RTP packets for PoC
	approved
	F
	6.4.0
	PoC
	S4

	SP-050099
	26.235
	0013
	1
	6.3.0
	Rel-6
	Correction of reference
	approved
	F
	6.4.0
	TEI6
	S4

	SP-050099
	26.236
	0014
	1
	5.5.0
	Rel-5
	Introduction of AMR SDP parameters
	approved
	F
	5.6.0
	AMRWB-IWG
	S4

	SP-050099
	26.236
	0015
	1
	6.1.0
	Rel-6
	Introduction of AMR SDP parameters
	approved
	A
	6.2.0
	AMRWB-IWG
	S4

	SP-050094
	26.244
	0008
	1
	6.2.0
	Rel-6
	Extended presentations in 3GP files for MBMS
	approved
	B
	6.3.0
	PSSrel6-Stage3
	S4

	SP-050096
	26.290
	0005
	1
	6.1.0
	Rel-6
	Update for TCX coding mode selection table
	approved
	F
	6.2.0
	AMR-WB+
	S4

	SP-050096
	26.304
	0019
	1
	6.1.0
	Rel-6
	AMR-WB/AMR-WB+ switching
	approved
	F
	6.2.0
	AMR-WB+
	S4

	SP-050096
	26.304
	0020
	2
	6.1.0
	Rel-6
	Cleanup of unused C-code functions
	approved
	F
	6.2.0
	AMR-WB+
	S4

	SP-050096
	26.304
	0021
	1
	6.1.0
	Rel-6
	Correction of misbehaviour of constrained cholesky
	approved
	F
	6.2.0
	AMRWB+
	S4

	SP-050096
	26.304
	0022
	1
	6.1.0
	Rel-6
	Source code bit exact editorial changes
	approved
	F
	6.2.0
	AMRWB+
	S4

	SP-050096
	26.304
	0023
	2
	6.1.0
	Rel-6
	Correction of last frame processing
	approved
	F
	6.2.0
	AMRWB+
	S4

	SP-050096
	26.304
	0024
	1
	6.1.0
	Rel-6
	Correction of frame erasure concealment
	approved
	F
	6.2.0
	AMRWB+
	S4

	SP-050096
	26.304
	0025
	1
	6.1.0
	Rel-6
	Correction of references and terminology
	approved
	F
	6.2.0
	AMRWB+
	S4

	SP-050095
	26.401
	0002
	1
	6.1.0
	Rel-6
	Correction to written specification: add missing reference to MPEG corrigendum
	approved
	F
	6.2.0
	PSSrel6
	S4

	SP-050095
	26.405
	0001
	1
	6.0.0
	Rel-6
	Correction to written specification: wrong formula on ICC parameter extraction
	approved
	F
	6.1.0
	PSSrel6
	S4

	SP-050095
	26.410
	0014
	1
	6.1.1
	Rel-6
	Correction to C-code: 3GPP file format wrong writing of brand
	approved
	F
	6.2.0
	PSSrel6
	S4

	SP-050095
	26.410
	0015
	1
	6.1.1
	Rel-6
	Correction to C-code: remove copyright notice from 3GPP file format header files
	approved
	F
	6.2.0
	PSSrel6
	S4

	SP-050095
	26.410
	0016
	1
	6.1.1
	Rel-6
	Correction to C-code: add capability for 10 kbit/s, mono encoding
	approved
	F
	6.2.0
	PSSrel6
	S4

	SP-050095
	26.410
	0017
	1
	6.1.1
	Rel-6
	Correction to C-code: add capability for data stream element parsing
	approved
	F
	6.2.0
	PSSrel6
	S4

	SP-050095
	26.410
	0018
	1
	6.1.1
	Rel-6
	Correction to C-code: PNS decoding algorithm not conform to MPEG
	approved
	F
	6.2.0
	PSSrel6
	S4

	SP-050095
	26.410
	0019
	1
	6.1.1
	Rel-6
	Correction to C-code: the decoder mono only compile target not working correctly
	approved
	F
	6.2.0
	PSSrel6
	S4

	SP-050095
	26.410
	0020
	1
	6.1.1
	Rel-6
	Correction to C-code: PS-decoding with varying upper frequency border not working correctly
	approved
	F
	6.2.0
	PSSrel6
	S4

	SP-050095
	26.410
	0021
	1
	6.1.1
	Rel-6
	Correction to C-code: PS-decoding with variable framing not working correctly
	approved
	F
	6.2.0
	PSSrel6
	S4

	SP-050095
	26.410
	0022
	-
	6.1.1
	Rel-6
	Correction to written specification: move WMOPS numbers to informative Annex
	approved
	F
	6.2.0
	PSSrel6
	S4

	TP-050012
	27.007
	0131
	-
	6.7.0
	Rel-6
	Align time zone range of AT+CCLK (CLOCK)
	approved
	F
	6.8.0
	TEI
	T2

	TP-050012
	27.007
	0132
	-
	6.7.0
	Rel-6
	Illogical response in +CGDSCONT test command ( REL 6)
	approved
	A
	6.8.0
	TEI5
	T2

	TP-050012
	27.007
	0133
	-
	5.5.0
	Rel-5
	Illogical response in +CGDSCONT test command ( REL 5)
	approved
	F
	5.6.0
	TEI5
	T2

	NP-050057
	29.002
	0738
	8
	6.8.0
	Rel-6
	Rel-6 trace management additions to trace activation and deactivation procedures
	approved
	F
	6.9.0
	OAM-Trace
	N4

	NP-050056
	29.002
	0745
	2
	6.8.0
	Rel-6
	Introduction of Hop Counter for Send Identification
	approved
	B
	6.9.0
	TEI6
	N4

	NP-050057
	29.002
	0749
	1
	6.8.0
	Rel-6
	Management Based Activation Impacts
	approved
	B
	6.9.0
	OEM-TRACE
	N4

	NP-050040
	29.002
	0759
	1
	6.8.0
	Rel-6
	Addition of TCAP-Handshake for MO-ForwardSM
	approved
	C
	6.9.0
	TEI6
	N4

	NP-050052
	29.002
	0760
	1
	6.8.0
	Rel-6
	Subscribed Charging Characteristics
	approved
	F
	6.9.0
	TEI6
	N4

	NP-050054
	29.002
	0761
	1
	6.8.0
	Rel-6
	Addition of LAI to SendIdentification Request
	approved
	F
	6.9.0
	TEI6
	N4

	NP-050049
	29.002
	0763
	2
	6.8.0
	Rel-6
	Pseudonym indicator support in MO-LR
	approved
	F
	6.9.0
	LCS2
	N4

	NP-050098
	29.007
	0107
	3
	4.11.0
	Rel-4
	Nb transport for handover between UMTS and GSM
	approved
	F
	4.12.0
	CS Data
	N3

	NP-050099
	29.007
	0108
	2
	5.10.0
	Rel-5
	Nb transport for handover between UMTS and GSM
	approved
	F
	5.11.0
	CS Data
	N3

	NP-050099
	29.007
	0109
	3
	6.0.0
	Rel-6
	Nb transport for handover between UMTS and GSM
	approved
	A
	6.1.0
	CS Data
	N3

	NP-050056
	29.010
	0112
	-
	6.4.0
	Rel-6
	Correction of partly implemented CR 108
	approved
	F
	6.5.0
	TEI6
	N4

	NP-050084
	29.018
	0043
	2
	6.1.0
	Rel-6
	Management Based Activation Impacts
	approved
	B
	6.2.0
	OEM -Trace
	N1

	NP-050057
	29.060
	0470
	7
	6.7.0
	Rel-6
	Additional Trace information
	approved
	C
	6.8.0
	OAM-Trace
	N4

	NP-050135
	29.060
	0528
	1
	6.7.0
	Rel-6
	Clarification to error handling of IEs of type TV
	approved
	F
	6.8.0
	TEI6
	N4

	NP-050056
	29.060
	0529
	1
	6.7.0
	Rel-6
	Introduction of Hop Counter to Identification Request and SGSN Context Request
	approved
	B
	6.8.0
	TEI6
	N4

	NP-050052
	29.060
	0530
	-
	6.7.0
	Rel-6
	Update of references to PS charging specification
	approved
	F
	6.8.0
	TEI6
	N4

	NP-050044
	29.060
	0531
	-
	6.7.0
	Rel-6
	Providing the BM-SC with approximate UE location information at MBMS context activation
	approved
	F
	6.8.0
	MBMS
	N4

	NP-050033
	29.060
	0533
	1
	5.12.0
	Rel-5
	Add Source RNC PDCP context info IE in Forward SRNS Context message
	approved
	F
	5.13.0
	TEI5
	N4

	NP-050033
	29.060
	0534
	1
	6.7.0
	Rel-6
	Add Source RNC PDCP context info IE in Forward SRNS Context message
	approved
	A
	6.8.0
	TEI6
	N4

	NP-050052
	29.060
	0535
	1
	6.7.0
	Rel-6
	Clarification of IPv4 and IPv6 node addresses in the SRNS Relocation Procedure.
	approved
	F
	6.8.0
	TEI6
	N4

	NP-050052
	29.060
	0536
	1
	6.7.0
	Rel-6
	Support of IPv4 and IPv6 node addresses in Inter-SGSN RAU procedure
	approved
	F
	6.8.0
	TEI6
	N4

	NP-050052
	29.060
	0537
	1
	6.7.0
	Rel-6
	Add the Common Flags IE to GGSN-Initiated Update PDP Context Request message
	approved
	F
	6.8.0
	TEI6
	N4

	NP-050050
	29.060
	0538
	1
	6.7.0
	Rel-6
	Addition of Selected PLMN-ID for network sharing
	approved
	B
	6.8.0
	NTShar-UTRANEnh
	N4

	NP-050052
	29.060
	0539
	-
	6.7.0
	Rel-6
	Correction of Type values
	approved
	F
	6.8.0
	TEI6
	N4

	NP-050033
	29.060
	0540
	1
	6.7.0
	Rel-6
	Clarification of PCO IE in Update PDP context response
	approved
	A
	6.8.0
	TEI5
	N4

	NP-050033
	29.060
	0541
	1
	5.12.0
	Rel-5
	Clarification of PCO IE in Update PDP context response
	approved
	F
	5.13.0
	TEI5
	N4

	NP-050057
	29.060
	0543
	1
	6.7.0
	Rel-6
	Management Based Trace Activation Signalling
	approved
	B
	6.8.0
	OAM-Trace
	N4

	NP-050052
	29.060
	0544
	-
	6.7.0
	Rel-6
	Addition of RIM Routing Address for GERAN
	approved
	F
	6.8.0
	TEI6
	N4

	NP-050044
	29.060
	0546
	1
	6.7.0
	Rel-6
	Adding missing parameters to the MBMS Session Start Request message
	approved
	F
	6.8.0
	MBMS
	N4

	NP-050044
	29.060
	0547
	1
	6.7.0
	Rel-6
	Enhanced NSAPI for MBMS
	approved
	F
	6.8.0
	MBMS
	N4

	NP-050044
	29.060
	0549
	-
	6.7.0
	Rel-6
	Change of newly added Ies in Rel-6 to type TLV
	approved
	F
	6.8.0
	MBMS
	N4

	NP-050052
	29.060
	0550
	-
	6.7.0
	Rel-6
	Correction to Radio Priority LCS IE
	approved
	F
	6.8.0
	TEI6
	N4

	NP-050108
	29.061
	0141
	-
	6.3.1
	Rel-6
	Adding the TMGI to the Session Start message
	approved
	F
	6.4.0
	MBMS
	N3

	NP-050108
	29.061
	0142
	1
	6.3.1
	Rel-6
	Adding list of downstream nodes in the Session Start message
	approved
	F
	6.4.0
	MBMS
	N3

	NP-050108
	29.061
	0143
	1
	6.3.1
	Rel-6
	Various corrections of Gmb
	approved
	F
	6.4.0
	MBMS
	N3

	NP-050108
	29.061
	0144
	-
	6.3.1
	Rel-6
	Adding in the 2G/3G indicator to the Session Start message
	approved
	F
	6.4.0
	MBMS
	N3

	NP-050108
	29.061
	0145
	2
	6.3.1
	Rel-6
	Adding the MBMS session id to the Gmb Session Start message
	approved
	F
	6.4.0
	MBMS
	N3

	NP-050108
	29.061
	0146
	1
	6.3.1
	Rel-6
	Adding the multicast address and the APN to the Gmb Session Start message
	approved
	F
	6.4.0
	MBMS
	N3

	NP-050108
	29.061
	0147
	-
	6.3.1
	Rel-6
	Text corection and multiple MBMS-Service-Area
	approved
	F
	6.4.0
	MBMS
	N3

	NP-050108
	29.061
	0148
	1
	6.3.1
	Rel-6
	Providing the BM-SC with approximate UE location information at MBMS context activation.
	approved
	F
	6.4.0
	MBMS
	N3

	NP-050102
	29.061
	0155
	1
	6.3.1
	Rel-6
	Update of IETF related references
	approved
	F
	6.4.0
	TEI6
	N3

	NP-050107
	29.061
	0157
	1
	6.3.1
	Rel-6
	Pk Interface
	approved
	B
	6.4.0
	PRESNC
	N3

	NP-050108
	29.061
	0158
	1
	6.3.1
	Rel-6
	Indefinite MBMS session duration
	approved
	F
	6.4.0
	MBMS
	N3

	NP-050041
	29.109
	0010
	-
	6.1.1
	Rel-6
	GAA Error Codes
	approved
	C
	6.2.0
	SEC1-SC
	N4

	NP-050041
	29.109
	0011
	-
	6.1.1
	Rel-6
	Only one AV from HSS to BSF
	approved
	F
	6.2.0
	SEC1-SC
	N4

	NP-050041
	29.109
	0012
	-
	6.1.1
	Rel-6
	Clarification of LifeTime/ExpiryTime terminology
	approved
	F
	6.2.0
	SEC1-SC
	N4

	NP-050041
	29.109
	0013
	1
	6.1.1
	Rel-6
	Application identifiers to Z-interfaces
	approved
	F
	6.2.0
	SEC1-SC
	N4

	NP-050041
	29.109
	0014
	1
	6.1.1
	Rel-6
	Modification of key lifetime material
	approved
	C
	6.2.0
	SEC1-SC
	N4

	NP-050105
	29.163
	0060
	1
	6.5.0
	Rel-6
	Corrections to AMR codec parameters
	approved
	F
	6.6.0
	IMS-CCR-IWCS
	N3

	NP-050020
	29.198-03
	0129
	-
	6.3.1
	Rel-6
	Add TpServiceTypeName for Multimedia Messaging SCF
	approved
	F
	6.4.0
	OSA3
	N5

	NP-050021
	29.199-01
	0001
	-
	6.0.0
	Rel-6
	Add common fault for Short Messaging and Multimedia Messaging APIs
	approved
	C
	6.1.0
	OSA3
	N5

	NP-050021
	29.199-01
	0002
	-
	6.0.0
	Rel-6
	Introduce cross- reference to ETSI TISPAN TRs, that define an informative mapping of the Parlay X Web Services to the Parlay/OSA APIs
	approved
	F
	6.1.0
	OSA3
	N5

	NP-050021
	29.199-04
	0003
	-
	6.1.0
	Rel-6
	Correct criteria
	approved
	C
	6.2.0
	OSA3
	N5

	NP-050021
	29.199-04
	0004
	-
	6.1.0
	Rel-6
	Fix StopSMSNotification message part
	approved
	F
	6.2.0
	OSA3
	N5

	NP-050021
	29.199-05
	0002
	-
	6.1.0
	Rel-6
	Correct criteria
	approved
	C
	6.2.0
	OSA3
	N5

	NP-050021
	29.199-05
	0003
	-
	6.1.0
	Rel-6
	Fix StopMessageNotification message part
	approved
	F
	6.2.0
	OSA3
	N5

	NP-050106
	29.207
	0150
	3
	6.2.0
	Rel-6
	Clarification on charging identifier(s) exchange.
	approved
	F
	6.3.0
	QoS1
	N3

	NP-050103
	29.208
	0095
	1
	6.2.1
	Rel-6
	Essential clarification of the Scope for call flows
	approved
	F
	6.3.0
	E2EQOS
	N3

	NP-050103
	29.208
	0097
	1
	6.2.1
	Rel-6
	Change of port number
	approved
	F
	6.3.0
	E2EQOS
	N3

	NP-050106
	29.209
	0011
	-
	6.1.0
	Rel-6
	Correction to Specific-Action AVP terminology
	approved
	F
	6.2.0
	QoS1
	N3

	NP-050106
	29.209
	0012
	3
	6.1.0
	Rel-6
	Clarification on charging identifier(s) exchange.
	approved
	F
	6.2.0
	QoS1
	N3

	NP-050114
	29.209
	0013
	3
	6.1.0
	Rel-6
	Specific Action AVP update
	approved
	F
	6.2.0
	CH-FBC
	N3

	NP-050109
	29.210
	0001
	3
	6.0.0
	Rel-6
	Extend the Rule Name uniqueness to the whole system
	approved
	F
	6.1.0
	CH-FBC
	N3

	NP-050109
	29.210
	0003
	2
	6.0.0
	Rel-6
	Clarification on the use of the application-ids on NOT_APPLICABLE notifications
	approved
	F
	6.1.0
	CH-FBC
	N3

	NP-050109
	29.210
	0005
	1
	6.0.0
	Rel-6
	Clarifications for Indication of Bearer Termination
	approved
	F
	6.1.0
	CH-FBC
	N3

	NP-050109
	29.210
	0006
	3
	6.0.0
	Rel-6
	TFT filter clarifications
	approved
	F
	6.1.0
	CH-FBC
	N3

	NP-050109
	29.210
	0007
	2
	6.0.0
	Rel-6
	Correction of AF Definition
	approved
	F
	6.1.0
	CH-FBC
	N3

	NP-050109
	29.210
	0009
	2
	6.0.0
	Rel-6
	RAT Type AVP definition
	approved
	F
	6.1.0
	CH-FBC
	N3

	NP-050030
	29.228
	0165
	-
	5.10.0
	Rel-5
	Avoiding undesired deregistration
	approved
	F
	5.11.0
	IMS-CCR
	N4

	NP-050030
	29.228
	0166
	-
	6.5.0
	Rel-6
	Avoiding undesired deregistration
	approved
	A
	6.6.0
	IMS-CCR
	N4

	NP-050030
	29.228
	0167
	1
	5.10.0
	Rel-5
	Correction to authentication procedures in not registered case
	approved
	F
	5.11.0
	IMS-CCR
	N4

	NP-050030
	29.228
	0168
	1
	6.5.0
	Rel-6
	Correction to authentication procedures in not registered case
	approved
	A
	6.6.0
	IMS-CCR
	N4

	NP-050037
	29.228
	0170
	3
	6.5.0
	Rel-6
	Clarification of Behaviour of Shared Public User Identities
	approved
	F
	6.6.0
	IMS2-CCR
	N4

	NP-050037
	29.228
	0172
	-
	6.5.0
	Rel-6
	Distribution of Cipher key and integrity Key
	approved
	F
	6.6.0
	IMS2-CCR
	N4

	NP-050030
	29.228
	0177
	-
	5.10.0
	Rel-5
	HSS initiated deregistration using the network initiated de-registration procedure
	approved
	F
	5.11.0
	IMS-CCR
	N4

	NP-050030
	29.229
	0077
	2
	5.9.0
	Rel-5
	Correction of Authentication-related AVPs
	approved
	F
	5.10.0
	IMS-CCR
	N4

	NP-050030
	29.229
	0078
	2
	6.3.0
	Rel-6
	Correction of Authentication-related AVPs
	approved
	A
	6.4.0
	IMS-CCR
	N4

	NP-050037
	29.229
	0079
	-
	6.3.0
	Rel-6
	TEL-URI reference update
	approved
	F
	6.4.0
	IMS2-CCR
	N4

	NP-050030
	29.229
	0081
	1
	5.9.0
	Rel-5
	Introduction of Failed AVP
	approved
	F
	5.10.0
	IMS-CCR
	N4

	NP-050030
	29.229
	0082
	1
	6.3.0
	Rel-6
	Introduction of Failed AVP
	approved
	A
	6.4.0
	IMS-CCR
	N4

	NP-050047
	29.230
	0040
	1
	6.2.0
	Rel-6
	WLAN Diameter AVP and result codes
	approved
	F
	6.3.0
	WLAN
	N4

	NP-050039
	29.230
	0043
	-
	6.2.0
	Rel-6
	Allocations for Gx interface
	approved
	F
	6.3.0
	TEI6
	N4

	NP-050039
	29.230
	0045
	-
	6.2.0
	Rel-6
	Allocations for Gmb
	approved
	F
	6.3.0
	IMS2-CCR
	N4

	NP-050039
	29.230
	0046
	-
	6.2.0
	Rel-6
	Allocation of Diameter Command Codes and AVP codes
	approved
	F
	6.3.0
	IMS2-CCR
	N4

	NP-050057
	29.232
	0060
	7
	6.0.0
	Rel-6
	Addition of the Trace package
	approved
	B
	6.1.0
	OAM-Trace
	N4

	NP-050036
	29.232
	0086
	5
	5.9.0
	Rel-5
	Use Of Audit Value 
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050036
	29.232
	0087
	4
	5.9.0
	Rel-5
	Service Change for Failover not defined for Mc Interface
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050036
	29.232
	0089
	3
	5.9.0
	Rel-5
	Commands on ROOT
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050029
	29.232
	0096
	-
	4.10.0
	Rel-4
	Corrections to table 14.2
	approved
	F
	4.11.0
	TEI4
	N4

	NP-050029
	29.232
	0097
	-
	5.9.0
	Rel-5
	Corrections to table 14.2
	approved
	A
	5.10.0
	TEI4
	N4

	NP-050029
	29.232
	0098
	-
	6.0.0
	Rel-6
	Corrections to table 14.2
	approved
	A
	6.1.0
	TEI4
	N4

	NP-050029
	29.232
	0099
	1
	4.10.0
	Rel-4
	Requirements for support of H.248 packages
	approved
	F
	4.11.0
	TEI4
	N4

	NP-050029
	29.232
	0100
	1
	5.9.0
	Rel-5
	Requirements for support of H.248 packages
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050029
	29.232
	0101
	1
	6.0.0
	Rel-6
	Requirements for support of H.248 packages
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050029
	29.232
	0102
	-
	4.10.0
	Rel-4
	Completion of specification of UMTS Packages
	approved
	F
	4.11.0
	TEI4
	N4

	NP-050029
	29.232
	0103
	1
	5.9.0
	Rel-5
	Completion of specification of UMTS Packages
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050029
	29.232
	0104
	1
	6.0.0
	Rel-6
	Completion of specification of UMTS Packages
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050036
	29.232
	0105
	-
	5.9.0
	Rel-5
	Correction of implied option for Embedded Signals and Events
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050036
	29.232
	0106
	-
	6.0.0
	Rel-6
	Correction of implied option for Embedded Signals and Events
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050036
	29.232
	0107
	2
	5.9.0
	Rel-5
	Removal of the ‘Test’ ServiceStates value from the TerminationState Descriptor Events
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050036
	29.232
	0108
	2
	6.0.0
	Rel-6
	Removal of the ‘Test’ ServiceStates value from the TerminationState Descriptor Events
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050036
	29.232
	0110
	1
	5.9.0
	Rel-5
	Removal of the usage of the ContextAttributeAuditReq construct
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050036
	29.232
	0111
	1
	6.0.0
	Rel-6
	Removal of the usage of the ContextAttributeAuditReq construct
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050036
	29.232
	0112
	-
	5.9.0
	Rel-5
	Removal of the Multiplex descriptor
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050036
	29.232
	0113
	-
	6.0.0
	Rel-6
	Removal of the Multiplex descriptor
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050036
	29.232
	0114
	-
	5.9.0
	Rel-5
	Removal of the Modem descriptor
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050036
	29.232
	0115
	-
	6.0.0
	Rel-6
	Removal of the Modem descriptor
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050029
	29.232
	0118
	2
	4.10.0
	Rel-4
	Requirements for support of procedures
	revised
	F
	
	TEI4
	N4

	NP-050129
	29.232
	0118
	3
	4.10.0
	Rel-4
	Requirements for support of procedures
	revised
	F
	
	TEI4
	N4

	NP-050133
	29.232
	0118
	4
	4.10.0
	Rel-4
	Requirements for support of procedures
	approved
	F
	4.11.0
	TEI4
	N4

	NP-050029
	29.232
	0119
	2
	5.9.0
	Rel-5
	Requirements for support of procedures
	revised
	A
	
	TEI4
	N4

	NP-050129
	29.232
	0119
	3
	5.9.0
	Rel-5
	Requirements for support of procedures
	revised
	A
	
	TEI4
	N4

	NP-050133
	29.232
	0119
	4
	5.9.0
	Rel-5
	Requirements for support of procedures
	approved
	F
	5.10.0
	TEI4
	N4

	NP-050029
	29.232
	0120
	2
	6.0.0
	Rel-6
	Requirements for support of procedures
	revised
	A
	
	TEI4
	N4

	NP-050129
	29.232
	0120
	3
	6.0.0
	Rel-6
	Requirements for support of procedures
	revised
	A
	
	TEI4
	N4

	NP-050133
	29.232
	0120
	4
	6.0.0
	Rel-6
	Requirements for support of procedures
	approved
	A
	6.1.0
	TEI4
	N4

	NP-050034
	29.232
	0121
	2
	5.9.0
	Rel-5
	Procedure for Emergency Call Indication
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050034
	29.232
	0122
	2
	6.0.0
	Rel-6
	Procedure for Emergency Call Indication
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050036
	29.232
	0127
	-
	5.9.0
	Rel-5
	Removal of the Error Descriptor usage in NotifyRequest
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050036
	29.232
	0128
	-
	6.0.0
	Rel-6
	Removal of the Error Descriptor usage in NotifyRequest
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050036
	29.232
	0129
	-
	5.9.0
	Rel-5
	Updating incomplete parameter definition for MGW Resource congestion handling procedures
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050036
	29.232
	0130
	-
	6.0.0
	Rel-6
	Updating incomplete parameter definition for MGW Resource congestion handling procedures
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050055
	29.232
	0131
	-
	6.0.0
	Rel-6
	Removal of Signals on ROOT
	approved
	F
	6.1.0
	TEI6
	N4

	NP-050055
	29.232
	0132
	-
	6.0.0
	Rel-6
	Removal of usage of Stream ID in Topology descriptor
	approved
	F
	6.1.0
	TEI6
	N4

	NP-050055
	29.232
	0133
	-
	6.0.0
	Rel-6
	H.248.1 version contradiction
	approved
	F
	6.1.0
	TEI6
	N4

	NP-050036
	29.232
	0134
	-
	5.9.0
	Rel-5
	Directionality of tones and announcements
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050036
	29.232
	0135
	-
	6.0.0
	Rel-6
	Directionality of tones and announcements
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050053
	29.232
	0138
	1
	6.0.0
	Rel-6
	New ‘TFO status’ event
	approved
	F
	6.1.0
	TEI6
	N4

	NP-050028
	29.232
	0139
	1
	6.0.0
	Rel-6
	TFO procedure clarification
	approved
	A
	6.1.0
	OuBTC
	N4

	NP-050028
	29.232
	0140
	1
	4.10.0
	Rel-4
	TFO activation without TFO Codec List
	approved
	F
	4.11.0
	OoBTC
	N4

	NP-050028
	29.232
	0141
	1
	5.9.0
	Rel-5
	TFO activation without TFO Codec List
	approved
	A
	5.10.0
	OoBTC
	N4

	NP-050028
	29.232
	0142
	1
	6.0.0
	Rel-6
	TFO activation without TFO Codec List
	approved
	A
	6.1.0
	OoBTC
	N4

	NP-050036
	29.232
	0148
	1
	6.0.0
	Rel-6
	Commands on ROOT
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050036
	29.232
	0149
	1
	6.0.0
	Rel-6
	Use Of Audit Value 
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050036
	29.232
	0150
	-
	5.9.0
	Rel-5
	Service Change Reasons
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050036
	29.232
	0151
	-
	6.0.0
	Rel-6
	Service Change Reasons
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050036
	29.232
	0154
	1
	5.9.0
	Rel-5
	Descriptors In Replies
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050036
	29.232
	0155
	1
	6.0.0
	Rel-6
	Descriptors In Replies
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050036
	29.232
	0156
	1
	5.9.0
	Rel-5
	Introduction of formal profile name for Mc interface
	approved
	F
	5.10.0
	TEI5
	N4

	NP-050036
	29.232
	0157
	1
	6.0.0
	Rel-6
	Introduction of formal profile name for Mc interface
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050036
	29.232
	0158
	-
	6.0.0
	Rel-6
	Service Change for Failover not defined for Mc Interface
	approved
	A
	6.1.0
	TEI5
	N4

	NP-050029
	29.232
	0159
	-
	4.10.0
	Rel-4
	VPF Type Removal
	approved
	F
	4.11.0
	TEI4
	N4

	NP-050029
	29.232
	0160
	-
	5.9.0
	Rel-5
	VPF Type Removal
	approved
	A
	5.10.0
	TEI4
	N4

	NP-050029
	29.232
	0161
	-
	6.0.0
	Rel-6
	VPF Type Removal
	approved
	A
	6.1.0
	TEI4
	N4

	NP-050029
	29.232
	0162
	-
	4.10.0
	Rel-4
	Alignment of TFO Actvation Procedure and associated parameters
	approved
	F
	4.11.0
	TEI4
	N4

	NP-050029
	29.232
	0163
	-
	5.9.0
	Rel-5
	Alignment of TFO Actvation Procedure and associated parameters
	approved
	A
	5.10.0
	TEI4
	N4

	NP-050029
	29.232
	0164
	-
	6.0.0
	Rel-6
	Alignment of TFO Actvation Procedure and associated parameters
	approved
	A
	6.1.0
	TEI4
	N4

	NP-050055
	29.232
	0165
	2
	6.0.0
	Rel-6
	Continuity Test
	approved
	F
	6.1.0
	TEI6
	N4

	NP-050028
	29.232
	0166
	-
	4.10.0
	Rel-4
	TFO procedure clarification
	approved
	F
	4.11.0
	OuBTC
	N4

	NP-050028
	29.232
	0167
	-
	5.9.0
	Rel-5
	TFO procedure clarification
	approved
	A
	5.10.0
	OuBTC
	N4

	NP-050047
	29.234
	0030
	1
	6.1.0
	Rel-6
	Removal of material duplicating 23.234 in 29.234
	approved
	F
	6.2.0
	WLAN
	N4

	NP-050047
	29.234
	0031
	-
	6.1.0
	Rel-6
	Removal of Wn reference point Definition from the Stage 3
	approved
	F
	6.2.0
	WLAN
	N4

	NP-050047
	29.234
	0032
	-
	6.1.0
	Rel-6
	Wa Interface RADIUS profile corrections
	approved
	F
	6.2.0
	WLAN
	N4

	NP-050047
	29.234
	0033
	-
	6.1.0
	Rel-6
	Wd Interface RADIUS profile corrections
	approved
	F
	6.2.0
	WLAN
	N4

	NP-050047
	29.234
	0034
	1
	6.1.0
	Rel-6
	Removal of unnecessary attributes on Wa
	approved
	F
	6.2.0
	WLAN
	N4

	NP-050047
	29.234
	0035
	-
	6.1.0
	Rel-6
	Information Element corrections on Wd
	approved
	F
	6.2.0
	WLAN
	N4

	NP-050047
	29.234
	0037
	1
	6.1.0
	Rel-6
	Editorial corrections
	approved
	F
	6.2.0
	WLAN
	N4

	NP-050047
	29.234
	0038
	1
	6.1.0
	Rel-6
	Description of the RADIUS session termination procedure
	approved
	F
	6.2.0
	WLAN
	N4

	NP-050047
	29.234
	0039
	1
	6.1.0
	Rel-6
	WLAN Diameter AVP and result codes
	approved
	F
	6.2.0
	WLAN
	N4

	NP-050047
	29.234
	0041
	1
	6.1.0
	Rel-6
	WLAN Diameter AVP table and chapters coherence revision
	approved
	F
	6.2.0
	WLAN
	N4

	NP-050047
	29.234
	0042
	2
	6.1.0
	Rel-6
	PDG behaviour on Wm interface
	approved
	F
	6.2.0
	WLAN
	N4

	NP-050047
	29.234
	0043
	-
	6.1.0
	Rel-6
	Editorial corrections
	approved
	F
	6.2.0
	WLAN
	N4

	NP-050047
	29.234
	0047
	1
	6.1.0
	Rel-6
	Wa Interface RADIUS profile Information Element corrections
	approved
	F
	6.2.0
	WLAN
	N4

	NP-050032
	29.278
	0048
	1
	5.3.0
	Rel-5
	Correction of IETF Reference in TS 29.278
	approved
	F
	5.4.0
	EDCamel
	N4

	NP-050032
	29.278
	0049
	1
	6.0.0
	Rel-6
	Correction of IETF Reference in TS 29.278
	approved
	A
	6.1.0
	EDCamel
	N4

	NP-050031
	29.328
	0098
	3
	5.8.0
	Rel-5
	Sh-Update needs to include Data-Reference to be future proof
	approved
	F
	5.9.0
	IMS-CCR
	N4

	NP-050031
	29.328
	0099
	5
	6.4.0
	Rel-6
	Sh-Update needs to include Data-Reference to be future proof
	approved
	A
	6.5.0
	IMS-CCR
	N4

	NP-050038
	29.328
	0111
	1
	6.4.0
	Rel-6
	Clarification on requested identity set
	approved
	F
	6.5.0
	IMS2-CCR
	N4

	NP-050031
	29.328
	0112
	-
	5.8.0
	Rel-5
	Align UML Model and the XML schema for Public Identity
	approved
	F
	5.9.0
	IMS-CCR
	N4

	NP-050031
	29.328
	0113
	-
	6.4.0
	Rel-6
	Align UML Model and the XML schema for Public Identity
	approved
	A
	6.5.0
	IMS-CCR
	N4

	NP-050031
	29.328
	0115
	1
	5.8.0
	Rel-5
	Conditional Service indication in Sh-Subs-Notif
	approved
	F
	5.9.0
	IMS-CCR
	N4

	NP-050031
	29.328
	0116
	1
	6.4.0
	Rel-6
	Conditional Service indication in Sh-Subs-Notif
	approved
	A
	6.5.0
	IMS-CCR
	N4

	NP-050031
	29.328
	0117
	-
	5.8.0
	Rel-5
	Sh Diameter AVP Mapping Correction
	approved
	F
	5.9.0
	IMS-CCR
	N4

	NP-050031
	29.328
	0118
	-
	6.4.0
	Rel-6
	Sh Diameter AVP Mapping Correction
	approved
	A
	6.5.0
	IMS-CCR
	N4

	NP-050031
	29.328
	0120
	2
	5.8.0
	Rel-5
	Clarification of Sh Access Keys
	approved
	F
	5.9.0
	IMS-CCR
	N4

	NP-050031
	29.328
	0121
	2
	6.4.0
	Rel-6
	Clarification of Sh Access Keys
	approved
	A
	6.5.0
	IMS-CCR
	N4

	NP-050038
	29.328
	0122
	2
	6.4.0
	Rel-6
	Multiple Terminals in Sh
	approved
	C
	6.5.0
	IMS2-CCR
	N4

	NP-050031
	29.329
	0056
	1
	5.8.0
	Rel-5
	Introduction of Failed AVP
	approved
	F
	5.9.0
	IMS-CCR
	N4

	NP-050031
	29.329
	0057
	1
	6.3.0
	Rel-6
	Introduction of Failed AVP
	approved
	A
	6.4.0
	IMS-CCR
	N4

	NP-050031
	29.329
	0063
	-
	5.8.0
	Rel-5
	Sh-Update needs to include Data-Reference to be future proof
	approved
	F
	5.9.0
	IMS-CCR
	N4

	NP-050031
	29.329
	0064
	-
	6.3.0
	Rel-6
	Sh-Update needs to include Data-Reference to be future proof
	approved
	A
	6.4.0
	IMS-CCR
	N4

	NP-050031
	29.329
	0065
	-
	5.8.0
	Rel-5
	Incorrect AVP Code for Public-Identity in Table 6.3.1
	approved
	F
	5.9.0
	IMS-CCR
	N4

	NP-050045
	29.332
	0001
	1
	6.0.0
	Rel-6
	Formal Profile Of Mn Interface
	approved
	B
	6.1.0
	TEI6
	N4

	NP-050045
	29.332
	0002
	2
	6.0.0
	Rel-6
	Corrections to Mn Specification
	approved
	F
	6.1.0
	TEI6
	N4

	TP-050018
	31.102
	0250
	2
	6.8.0
	Rel-6
	Enable multiple Terminal Profile downloads in UST 
	approved
	F
	6.9.0
	TEI6
	T3

	TP-050018
	31.102
	0260
	-
	5.11.0
	Rel-5
	Correction of example MMS Issuer/User Connectivity Parameters 
	approved
	F
	5.12.0
	TEI5
	T3

	TP-050018
	31.102
	0261
	-
	6.8.0
	Rel-6
	Background colours not unique 
	approved
	F
	6.9.0
	TEI6
	T3

	TP-050018
	31.102
	0262
	-
	5.11.0
	Rel-5
	Oddities Service Numbers in EF_UST 
	approved
	F
	5.12.0
	TEI5
	T3

	TP-050018
	31.102
	0263
	1
	6.8.0
	Rel-6
	Correction due to inclusion of EHPLMN in wrong release
	approved
	F
	6.9.0
	TEI6
	T3

	TP-050018
	31.102
	0264
	1
	6.9.0
	Rel-7
	Correction to overcome IMSI number space limitation – inclusion of EHPLMN
	approved
	F
	7.0.0
	TEI7
	T3

	TP-050018
	31.102
	0265
	-
	6.8.0
	Rel-6
	Completion of GBA_U-related procedures 
	approved
	F
	6.9.0
	TEI6
	T3

	TP-050018
	31.102
	0266
	-
	6.8.0
	Rel-6
	Storage of NAF-keys identifiers in GBA_U 
	approved
	F
	6.9.0
	TEI6
	T3

	TP-050018
	31.102
	0267
	-
	6.8.0
	Rel-6
	VGCS/VBS security - alignment with 43.020 
	approved
	F
	6.9.0
	TEI6
	T3

	TP-050018
	31.102
	0268
	-
	6.8.0
	Rel-6
	MBMS security - alignment with TS 33.246 
	approved
	F
	6.9.0
	TEI6
	T3

	TP-050018
	31.102
	0269
	-
	6.9.0
	Rel-7
	Clarification on ADM access condition
	withdrawn
	F
	
	TEI7
	T3

	TP-050018
	31.102
	0270
	-
	6.8.0
	Rel-6
	Collection of essential corrections
	approved
	F
	6.9.0
	TEI6
	T3

	TP-050019
	31.103
	0022
	-
	6.6.0
	Rel-6
	Reservation of file IDs under ADF ISIM
	approved
	A
	6.7.0
	TEI5
	T3

	TP-050019
	31.103
	0023
	-
	5.8.0
	Rel-5
	Reservation of file IDs under ADF ISIM
	approved
	F
	5.9.0
	TEI5
	T3

	TP-050019
	31.103
	0024
	-
	6.6.0
	Rel-6
	Completion of GBA_U-related procedures 
	approved
	F
	6.7.0
	TEI6
	T3

	TP-050019
	31.103
	0025
	-
	6.6.0
	Rel-6
	Storage of NAF-keys identifiers in GBA_U
	approved
	F
	6.7.0
	TEI6
	T3

	TP-050020
	31.111
	0128
	2
	6.4.0
	Rel-6
	Clarification of Terminal Profile procedure 
	approved
	F
	6.5.0
	TEI6
	T3

	TP-050020
	31.111
	0132
	-
	6.4.0
	Rel-6
	Correction of incomplete references 
	approved
	F
	6.5.0
	TEI6
	T3

	TP-050020
	31.111
	0133
	-
	6.4.0
	Rel-6
	Correction of structure of RETRIEVE MM command 
	approved
	F
	6.5.0
	TEI6
	T3

	TP-050020
	31.111
	0134
	-
	6.4.0
	Rel-6
	Mandatory Address in Envelope(SMS-PP DOWNLOAD) 
	approved
	F
	6.5.0
	TEI6
	T3

	TP-050020
	31.111
	0135
	-
	6.4.0
	Rel-6
	correction of Terminal Profile for MM commands 
	approved
	F
	6.5.0
	TEI6
	T3

	TP-050020
	31.111
	0136
	-
	4.13.0
	Rel-4
	Correction of OCI usage in conjunction with SETUP CALL
	approved
	F
	4.14.0
	TEI4
	T3

	TP-050020
	31.111
	0137
	-
	6.4.0
	Rel-6
	Notification Handling for MMS Management by USAT
	approved
	F
	6.5.0
	TEI6
	T3

	TP-050020
	31.111
	0138
	-
	6.4.0
	Rel-6
	Inclusion of missing chapters
	approved
	F
	6.5.0
	TEI6
	T3

	TP-050020
	31.111
	0139
	-
	6.4.0
	Rel-6
	Clarification of a bit reserved for ETSI SCP in Terminal Profile
	approved
	F
	6.5.0
	TEI6
	T3

	TP-050020
	31.111
	0140
	-
	4.13.0
	Rel-4
	Correction of missing Terminal Response information
	approved
	F
	4.14.0
	TEI4
	T3

	TP-050020
	31.111
	0141
	-
	5.8.0
	Rel-5
	Correction of missing Terminal Response information
	approved
	A
	5.9.0
	TEI4
	T3

	TP-050020
	31.111
	0142
	-
	6.4.0
	Rel-6
	Correction of missing Terminal Response information
	approved
	A
	6.5.0
	TEI4
	T3

	TP-050021
	31.116
	0008
	-
	6.6.0
	Rel-6
	Correction of reference to TS 102226
	approved
	F
	6.7.0
	TEI6
	T3

	TP-050021
	31.116
	0009
	-
	6.6.0
	Rel-6
	USIM specific behaviour for PUSH mechanism using SMS-PP
	approved
	F
	6.7.0
	TEI6
	T3

	TP-050022
	31.121
	0047
	-
	3.11.0
	R99
	Correction of Operator controlled PLMN selector handling tests 
	approved
	F
	3.12.0
	TEI
	T3

	TP-050022
	31.121
	0048
	-
	4.10.0
	Rel-4
	Correction of Operator controlled PLMN selector handling tests 
	approved
	A
	4.11.0
	TEI
	T3

	TP-050022
	31.121
	0049
	-
	5.0.1
	Rel-5
	Correction of Operator controlled PLMN selector handling tests 
	approved
	A
	5.1.0
	TEI
	T3

	TP-050022
	31.121
	0050
	-
	3.11.0
	R99
	Correction to the 'Maximum frequency of ACM updating' test 
	approved
	F
	3.12.0
	TEI
	T3

	TP-050022
	31.121
	0051
	-
	4.10.0
	Rel-4
	Correction to the 'Maximum frequency of ACM updating' test 
	approved
	A
	4.11.0
	TEI
	T3

	TP-050022
	31.121
	0052
	-
	5.0.1
	Rel-5
	Correction to the 'Maximum frequency of ACM updating' test 
	approved
	A
	5.1.0
	TEI
	T3

	TP-050022
	31.121
	0053
	-
	3.11.0
	R99
	Correction of verification of EF PSLOCI in section 7 "PLMN related tests":
	approved
	F
	3.12.0
	TEI
	T3

	TP-050022
	31.121
	0054
	-
	4.10.0
	Rel-4
	Correction of verification of EF PSLOCI in section 7 "PLMN related tests":
	approved
	A
	4.11.0
	TEI
	T3

	TP-050022
	31.121
	0055
	-
	5.0.1
	Rel-5
	Correction of verification of EF PSLOCI in section 7 "PLMN related tests":
	approved
	A
	5.1.0
	TEI
	T3

	TP-050022
	31.121
	0056
	-
	3.11.0
	R99
	Correction of HPLMN Search Period tests 
	approved
	F
	3.12.0
	TEI
	T3

	TP-050022
	31.121
	0057
	-
	4.10.0
	Rel-4
	Correction of HPLMN Search Period tests 
	approved
	A
	4.11.0
	TEI
	T3

	TP-050022
	31.121
	0058
	-
	5.0.1
	Rel-5
	Correction of HPLMN Search Period tests 
	approved
	A
	5.1.0
	TEI
	T3

	TP-050023
	31.130
	0007
	-
	6.1.0
	Rel-6
	Correct the event types in Toolkit Constant from byte to short
	approved
	F
	6.2.0
	TEI6
	T3

	TP-050023
	31.130
	0008
	-
	6.1.0
	Rel-6
	Handle of SMS PP answer
	approved
	F
	6.2.0
	TEI6
	T3

	TP-050023
	31.130
	0009
	-
	6.2.0
	Rel-7
	Allow passing of specified status words through the (U)SAT Framework
	approved
	B
	7.0.0
	TEI7
	T3

	TP-050024
	31.900
	0016
	-
	6.0.0
	Rel-6
	Additional USIM Support for 2G Terminals of R99 and Rel-4 
	approved
	F
	6.1.0
	TEI6
	T3

	SP-050021
	32.111-2
	0038
	-
	3.3.0
	R99
	Inclusion of additional event types for duplicate probable causes
	approved
	F
	3.4.0
	OAM-NIM
	S5

	SP-050021
	32.111-2
	0039
	-
	4.7.0
	Rel-4
	Inclusion of additional event types for duplicate probable causes
	approved
	A
	4.8.0
	OAM-NIM
	S5

	SP-050021
	32.111-2
	0040
	-
	5.5.0
	Rel-5
	Inclusion of additional event types for duplicate probable causes
	approved
	A
	5.6.0
	OAM-NIM
	S5

	SP-050021
	32.111-2
	0041
	-
	6.3.0
	Rel-6
	Inclusion of additional event types for duplicate probable causes
	approved
	A
	6.4.0
	OAM-NIM
	S5

	SP-050021
	32.111-2
	0042
	-
	6.3.0
	Rel-6
	Add vendorSpecificAlarmType attribute in alarm information table and notifyNewAlarm
	approved
	C
	6.4.0
	OAM-NIM
	S5

	SP-050021
	32.111-3
	0038
	-
	6.1.0
	Rel-6
	IDL incompliant to the style guide
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050021
	32.111-3
	0039
	-
	6.1.0
	Rel-6
	Align notifyAckStateChanged parameters mapping table with the IS (TS 32.111-2)
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050021
	32.111-3
	0040
	-
	6.1.0
	Rel-6
	Add vendor specific AlarmType attribute in alarm IRP CORBA Solution Set - Align with the IS (TS 32.111-2)
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050021
	32.111-3
	0041
	-
	6.1.0
	Rel-6
	Add definitions in IDLs - Align with the IS (TS 32.111-2)
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050021
	32.111-3
	0042
	-
	5.5.1
	Rel-5
	Update the IS-SS relatioship in the Alarm IRP CORBA SS
	approved
	F
	5.6.0
	OAM-NIM
	S5

	SP-050021
	32.111-3
	0043
	-
	6.1.0
	Rel-6
	Update the IS-SS relatioship in the Alarm IRP CORBA SS
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050021
	32.111-4
	0030
	-
	5.8.0
	Rel-5
	Add missing definition of getAlarmList return value - Align with the IS (TS 32.111-2)
	approved
	F
	5.9.0
	OAM-NIM
	S5

	SP-050021
	32.111-4
	0031
	-
	6.3.0
	Rel-6
	Add missing definition of getAlarmList return value - Align with the IS (TS 32.111-2)
	approved
	A
	6.4.0
	OAM-NIM
	S5

	SP-050023
	32.151
	0001
	-
	6.0.0
	Rel-6
	Address 3GPP2 Liaison point 8 from tdoc S5-048704 to have a common notifications section
	approved
	C
	6.1.0
	OAM-NIM
	S5

	SP-050023
	32.152
	0002
	-
	6.1.0
	Rel-6
	Add “abstract” adornment
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050024
	32.172
	0001
	-
	6.0.0
	Rel-6
	Add Generic Authentication Architecture (GAA) attributes – Align with CN4’s 23.008 (Organisation of subscriber data)
	approved
	F
	6.1.0
	SuM
	S5

	SP-050024
	32.172
	0002
	-
	6.0.0
	Rel-6
	Add Interworking WLAN (I-WLAN) parameters – Align with CN4’s 23.008 (Organisation of subscriber data)
	approved
	F
	6.1.0
	SuM
	S5

	SP-050024
	32.172
	0003
	-
	6.0.0
	Rel-6
	Add Supplementary Service attributes – Align with CN4’s 23.008 (Organisation of subscriber data)
	approved
	F
	6.1.0
	SuM
	S5

	SP-050026
	32.200
	0029
	-
	5.7.0
	Rel-5
	Correction of Inter Operator Identification (IOI) Storage – Align with CN4’s TS 24.229 (IP multimedia call control protocol based on SIP and Session Description Protocol (SDP); Stage 3)
	approved
	F
	5.8.0
	OAM-CH
	S5

	SP-050026
	32.205
	0028
	-
	4.7.0
	Rel-4
	Correction to ASN.1 for data services
	approved
	F
	4.8.0
	OAM-CH
	S5

	SP-050026
	32.205
	0029
	-
	5.8.0
	Rel-5
	Correction to ASN.1 for data services
	approved
	A
	5.9.0
	OAM-CH
	S5

	SP-050027
	32.215
	0037
	-
	5.7.0
	Rel-5
	Conditional criteria for the presence of the External Charging ID in the G-CDR – Align with SA2’s TS 23.228
	approved
	F
	5.8.0
	OAM-CH
	S5

	SP-050030
	32.225
	0032
	-
	5.7.0
	Rel-5
	Correction of missing Service Specific Data AVP (Attribute Value Pair)
	approved
	F
	5.8.0
	OAM-CH
	S5

	SP-050030
	32.225
	0033
	-
	5.7.0
	Rel-5
	Correction of criteria for the presence of the GPRS charging ID in the IMS CDRs – Align with SA2’s TS 23.228
	approved
	F
	5.8.0
	OAM-CH
	S5

	SP-050029
	32.240
	0001
	-
	6.0.0
	Rel-6
	Correction of editorial errors and misalignments
	approved
	F
	6.1.0
	CH
	S5

	SP-050029
	32.240
	0002
	-
	6.0.0
	Rel-6
	Error corrections & clarifications
	approved
	F
	6.1.0
	CH
	S5

	SP-050029
	32.240
	0003
	-
	6.0.0
	Rel-6
	Correction of Credit Pooling for online charging
	approved
	F
	6.1.0
	CH
	S5

	SP-050029
	32.240
	0004
	-
	6.0.0
	Rel-6
	Correction of the concept of Termination action
	approved
	B
	6.1.0
	CH
	S5

	SP-050027
	32.251
	0003
	-
	6.1.0
	Rel-6
	Conditional criteria for the presence of the External Charging ID in the G-CDR – Align with SA2’s TS 23.228
	approved
	A
	6.2.0
	OAM-CH
	S5

	SP-050027
	32.251
	0004
	-
	6.1.0
	Rel-6
	Correction of online charging terminology
	approved
	F
	6.2.0
	CH
	S5

	SP-050027
	32.251
	0005
	-
	6.1.0
	Rel-6
	Correct support of Termination action
	approved
	F
	6.2.0
	CH
	S5

	SP-050027
	32.251
	0006
	-
	6.1.0
	Rel-6
	Addition of online charging CCR triggers – Align with TS 23.125 (Overall high level functionality and architecture impacts of flow based charging; Stage 2)
	approved
	F
	6.2.0
	CH
	S5

	SP-050027
	32.251
	0007
	-
	6.1.0
	Rel-6
	Correct FBC Service Data Flow (SDF) determination with charging rules to align with SA2’s TS 23.125 and CN3’s TS 29.210
	approved
	F
	6.2.0
	CH
	S5

	SP-050027
	32.251
	0008
	-
	6.1.0
	Rel-6
	Correction of Service Data Flow (SDF) specific usage duration in flow based charging
	approved
	F
	6.2.0
	CH
	S5

	SP-050027
	32.251
	0009
	-
	6.1.0
	Rel-6
	Correction of the description of Charging Key – Align with SA2’s 23.125 (Overall high level functionality and architecture impacts of flow based charging; Stage 2)
	approved
	F
	6.2.0
	CH
	S5

	SP-050030
	32.260
	0001
	-
	6.0.0
	Rel-6
	Correction of missing Service Specific Data AVP (Attribute Value Pair)
	approved
	A
	6.1.0
	OAM-CH
	S5

	SP-050030
	32.260
	0002
	-
	6.0.0
	Rel-6
	Correction of criteria for the presence of the GPRS charging ID in the IMS CDRs - Align with SA2’s TS 23.228
	approved
	A
	6.1.0
	OAM-CH
	S5

	SP-050030
	32.260
	0003
	-
	6.0.0
	Rel-6
	Correction of table 5.1: “addition of reporting of 2xx/3xx events”
	approved
	F
	6.1.0
	CH
	S5

	SP-050031
	32.270
	0004
	-
	6.1.0
	Rel-6
	Align MM10 charging functionality with T2’s TS 23.140
	approved
	F
	6.2.0
	CH
	S5

	SP-050031
	32.270
	0005
	-
	6.1.0
	Rel-6
	Charge MMS VASP for getting Terminal Capabilities information - Align with T2’s TS 23.140
	approved
	F
	6.2.0
	CH
	S5

	SP-050031
	32.270
	0006
	-
	6.1.0
	Rel-6
	Correct condition for generating a MM Deletion CDR - Align with T2’s TS 23.140
	approved
	F
	6.2.0
	CH
	S5

	SP-050031
	32.270
	0007
	-
	6.1.0
	Rel-6
	Extension of the charging functionality for MM cancellation and replacement Align with T2’s TS 23.140
	approved
	F
	6.2.0
	CH
	S5

	SP-050030
	32.299
	0006
	-
	6.1.0
	Rel-6
	Correction of missing Service Specific Data AVP (Attribute Value Pair)
	approved
	A
	6.2.0
	OAM-CH
	S5

	SP-050030
	32.299
	0007
	-
	6.1.0
	Rel-6
	Correction of criteria for the presence of the GPRS charging ID in the Diameter Accounting messages - Align with SA2’s TS 23.228
	approved
	A
	6.2.0
	OAM-CH
	S5

	SP-050030
	32.299
	0008
	-
	6.1.0
	Rel-6
	Correct the description of Charging Key
	approved
	F
	6.2.0
	CH
	S5

	SP-050030
	32.299
	0009
	-
	6.1.0
	Rel-6
	Correction of Termination action
	approved
	B
	6.2.0
	CH
	S5

	SP-050030
	32.299
	0010
	-
	6.1.0
	Rel-6
	Correction of missing Quota-Consumption-Time
	approved
	F
	6.2.0
	CH
	S5

	SP-050030
	32.299
	0011
	-
	6.1.0
	Rel-6
	Correction of cause code for 2xx events
	approved
	F
	6.2.0
	CH
	S5

	SP-050030
	32.299
	0012
	-
	6.1.0
	Rel-6
	Correction of missing cause code to distinguishing deregistration charging event
	approved
	F
	6.2.0
	CH
	S5

	SP-050030
	32.299
	0013
	-
	6.1.0
	Rel-6
	Correction to Session Charging with Unit Reservation (SCUR)
	approved
	F
	6.2.0
	CH
	S5

	SP-050030
	32.299
	0014
	-
	6.1.0
	Rel-6
	Correction to Server-Capabilities AVP
	approved
	F
	6.2.0
	CH
	S5

	SP-050030
	32.299
	0015
	-
	6.1.0
	Rel-6
	Correction on Tariff Switch handling
	approved
	F
	6.2.0
	CH
	S5

	SP-050049
	32.300
	0004
	-
	6.0.0
	Rel-6
	Re-introduce text erroneously deleted during implementation of CR 003
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050035
	32.302
	0008
	-
	6.1.0
	Rel-6
	Apply Generic System Context
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050035
	32.303
	0014
	-
	6.2.0
	Rel-6
	Generic System Context, update of reference to IS specification
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-050035
	32.304
	0009
	-
	6.0.0
	Rel-6
	Generic System Context, update of reference to IS specification
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050035
	32.323
	0003
	-
	6.1.0
	Rel-6
	IDL incompliant to the style guide
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050037
	32.341
	0001
	-
	6.0.0
	Rel-6
	Add file type requirements - Align with FTIRP IS in TS 32.342
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050037
	32.343
	0002
	-
	6.1.0
	Rel-6
	IDL incompliant to the style guide
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050179
	32.352
	0001
	-
	6.0.0
	Rel-6
	Apply Generic System Context – Align with TS 32.150
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050038
	32.352
	0001
	-
	6.0.0
	Rel-6
	Apply Generic System Context – Align with TS 32.150
	withdrawn
	F
	
	OAM-NIM
	S5

	SP-050178
	32.352
	0001
	-
	6.0.0
	Rel-6
	Apply Generic System Context – Align with TS 32.150
	withdrawn
	F
	
	OAM-NIM
	S5

	SP-050179
	32.353
	0002
	-
	6.1.0
	Rel-6
	Apply Generic System Context – Align with TS 32.352
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050178
	32.353
	0002
	-
	6.1.0
	Rel-6
	Apply Generic System Context – Align with TS 32.352
	withdrawn
	F
	
	OAM-NIM
	S5

	SP-050038
	32.353
	0002
	-
	6.1.0
	Rel-6
	Apply Generic System Context – Align with TS 32.352
	withdrawn
	F
	
	OAM-NIM
	S5

	SP-050038
	32.353
	0002
	-
	6.1.0
	Rel-6
	IDL incompliant to the style guide
	withdrawn
	F
	
	OAM-NIM
	S5

	SP-050178
	32.353
	0003
	-
	6.1.0
	Rel-6
	IDL incompliant to the style guide
	withdrawn
	F
	
	OAM-NIM
	S5

	SP-050179
	32.353
	0003
	-
	6.1.0
	Rel-6
	IDL incompliant to the style guide
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050039
	32.363
	0003
	-
	6.2.0
	Rel-6
	IDL incompliant to the style guide
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-050039
	32.363
	0004
	-
	6.2.0
	Rel-6
	Align EPIRPSystem IDL structure with TS 32.150
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-050040
	32.401
	0023
	-
	5.4.0
	Rel-5
	Resolve ambiguity in the format for timestamps in PM files
	approved
	F
	5.5.0
	OAM-PM
	S5

	SP-050040
	32.403
	0057
	-
	4.9.0
	Rel-4
	Correction of measurements on Number of GTP data packets sent and received on the Gn interface
	approved
	F
	4.10.0
	OAM-PM
	S5

	SP-050040
	32.403
	0058
	-
	5.9.0
	Rel-5
	Correction of measurements on Number of GTP data packets sent and received on the Gn interface
	approved
	A
	5.10.0
	OAM-PM
	S5

	SP-050040
	32.403
	0059
	-
	6.6.0
	Rel-6
	Correction of measurements on Number of GTP data packets sent and received on the Gn interface
	approved
	A
	6.7.0
	OAM-PM
	S5

	SP-050040
	32.403
	0060
	-
	6.6.0
	Rel-6
	Add measurements on Number of GTP data packets sent and received on the Gn interface, from SGSN to SGSN
	approved
	B
	6.7.0
	OAM-PM
	S5

	SP-050041
	32.412
	0009
	-
	6.3.0
	Rel-6
	Remove the ambiguity that a PM IRP compliant system necessarily contains functionalities defined in Kernel CM IRP
	approved
	F
	6.4.0
	OAM-PM
	S5

	SP-050041
	32.412
	0010
	-
	6.3.0
	Rel-6
	Apply the Generic System Context – Align with TS 32.150
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-050041
	32.413
	0005
	-
	6.3.0
	Rel-6
	IDL incompliant to the style guide
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-050041
	32.413
	0006
	-
	6.3.0
	Rel-6
	Remove the ambiguity that a PM IRP compliant system necessarily contains functionalities defined in Kernel CM IRP – Align wih TS 32.412
	approved
	F
	6.4.0
	OAM-PM
	S5

	SP-050041
	32.413
	0007
	-
	6.3.0
	Rel-6
	Apply the Generic System Context, update of reference to IS specification – Align wih TS 32.412
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-050043
	32.421
	0007
	-
	6.5.0
	Rel-6
	Remove ambiguity on the file format for trace data at the Network Elemets (NEs)
	approved
	F
	6.6.0
	OAM-Trace
	S5

	SP-050043
	32.421
	0008
	-
	6.5.0
	Rel-6
	Correction to the Scope
	approved
	F
	6.6.0
	OAM-Trace
	S5

	SP-050043
	32.421
	0009
	-
	6.5.0
	Rel-6
	Correct the list of interfaces trace parameter – Align with 32.422 and 32.423
	approved
	F
	6.6.0
	OAM-Trace
	S5

	SP-050043
	32.422
	0003
	-
	6.1.0
	Rel-6
	Clarification on starting/stopping a Trace Recording Session in an RNC
	approved
	F
	6.2.0
	OAM-Trace
	S5

	SP-050043
	32.422
	0004
	-
	6.1.0
	Rel-6
	Removal of Vendor Specific (VS) extensions from Trace control and configuration parameters
	approved
	F
	6.2.0
	OAM-Trace
	S5

	SP-050043
	32.422
	0005
	-
	6.1.0
	Rel-6
	Correct the list of interfaces trace parameter
	approved
	F
	6.2.0
	OAM-Trace
	S5

	SP-050043
	32.422
	0006
	-
	6.1.0
	Rel-6
	Clarify the Trace Session activation in CS/PS domain for SBA and MBA cases
	approved
	F
	6.2.0
	OAM-Trace
	S5

	SP-050043
	32.423
	0001
	-
	6.0.0
	Rel-6
	Add missing Media GateWay (MGW) trace record for the Nb-UP and Iu-UP interfaces
	approved
	F
	6.1.0
	OAM-Trace
	S5

	SP-050040
	32.432
	0001
	-
	6.0.0
	Rel-6
	Resolve ambiguity in the format for timestamps in PM files
	approved
	A
	6.1.0
	OAM-PM
	S5

	SP-050044
	32.602
	0008
	-
	6.0.0
	Rel-6
	Apply Generic System Context
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050044
	32.603
	0016
	-
	6.2.0
	Rel-6
	IDL incompliant to the style guide
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-050044
	32.603
	0017
	-
	6.2.0
	Rel-6
	Generic System Context, update of reference to IS specification
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-050044
	32.604
	0005
	-
	6.0.0
	Rel-6
	Generic System Context, update of reference to IS specification
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050045
	32.612
	0013
	-
	6.1.0
	Rel-6
	Apply Generic System Context
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050045
	32.612
	0014
	-
	6.1.0
	Rel-6
	Add missing reference to TS 32.712 Transport Network NRM
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050045
	32.612
	0015
	-
	6.1.0
	Rel-6
	Correct Annex B text style to comply with drafting rules
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050045
	32.613
	0013
	-
	6.1.0
	Rel-6
	IDL incompliant to the style guide
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050045
	32.613
	0014
	-
	6.1.0
	Rel-6
	Generic System Context, update of reference to IS specification
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050045
	32.614
	0005
	-
	6.0.1
	Rel-6
	Generic System Context, update of reference to IS specification
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050045
	32.615
	0019
	-
	6.1.0
	Rel-6
	Generic System Context, update of reference to IS specification
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050045
	32.615
	0020
	-
	6.1.0
	Rel-6
	Add Inventory Management NRM IRP in BulkCM IRP XML FFD
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050046
	32.622
	0022
	-
	6.3.0
	Rel-6
	Add Link class to generic NRM Information Service
	approved
	B
	6.4.0
	OAM-NIM
	S5

	SP-050046
	32.623
	0015
	-
	6.3.0
	Rel-6
	Add Link to generic NRM CORBA SS
	approved
	B
	6.4.0
	OAM-NIM
	S5

	SP-050046
	32.625
	0014
	-
	6.3.0
	Rel-6
	Add genericNRM.xsd for new IMS Links
	approved
	B
	6.4.0
	OAM-NIM
	S5

	SP-050046
	32.625
	0015
	-
	5.4.0
	Rel-5
	Error corrections to genericNRM.xsd
	approved
	F
	5.5.0
	OAM-NIM
	S5

	SP-050046
	32.625
	0016
	-
	6.3.0
	Rel-6
	Error corrections to genericNRM.xsd
	approved
	A
	6.4.0
	OAM-NIM
	S5

	SP-050047
	32.632
	0014
	-
	5.6.0
	Rel-5
	Align with 32.642, with regards to ExternalRncFunction
	approved
	F
	5.7.0
	OAM-NIM
	S5

	SP-050047
	32.632
	0015
	-
	5.6.0
	Rel-5
	Align with 32.102, regarding the IS template and UML repertoire
	approved
	F
	5.7.0
	OAM-NIM
	S5

	SP-050047
	32.632
	0016
	-
	6.1.0
	Rel-6
	Align with 32.151 and 32.152, regarding the IS template and UML repertoire
	approved
	A
	6.2.0
	OAM-NIM
	S5

	SP-050047
	32.632
	0017
	-
	6.1.0
	Rel-6
	Add IMS Links to CN NRM Information Service
	approved
	B
	6.2.0
	OAM-NIM
	S5

	SP-050047
	32.633
	0009
	-
	5.2.0
	Rel-5
	Align with 32.632, regarding the IS template and UML repertoire
	approved
	F
	5.3.0
	OAM-NIM
	S5

	SP-050047
	32.633
	0010
	-
	6.1.0
	Rel-6
	Align with 32.632, regarding the IS template and UML repertoire
	approved
	A
	6.2.0
	OAM-NIM
	S5

	SP-050047
	32.633
	0011
	-
	5.2.0
	Rel-5
	Correct List of Long Attributes
	approved
	F
	5.3.0
	OAM-NIM
	S5

	SP-050047
	32.633
	0012
	-
	6.1.0
	Rel-6
	Correct List of Long Attributes
	approved
	A
	6.2.0
	OAM-NIM
	S5

	SP-050047
	32.633
	0013
	-
	6.1.0
	Rel-6
	Add IMS links to CN NRM CORBA SS
	approved
	B
	6.2.0
	OAM-NIM
	S5

	SP-050047
	32.634
	0007
	-
	5.3.0
	Rel-5
	Align with 32.632, regarding the IS template and UML repertoire
	approved
	F
	5.4.0
	OAM-NIM
	S5

	SP-050047
	32.634
	0008
	-
	5.3.0
	Rel-5
	Align with 32.632, with regards to ExternalRncFunction
	approved
	F
	5.4.0
	OAM-NIM
	S5

	SP-050047
	32.634
	0009
	-
	6.0.0
	Rel-6
	Align with 32.632, regarding the IS template and UML repertoire
	approved
	A
	6.1.0
	OAM-NIM
	S5

	SP-050047
	32.634
	0010
	-
	6.0.0
	Rel-6
	Add the IMS objects - Align with 32.632 Configuration Management (CM); Core Network Resources IRP NRM
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050047
	32.635
	0009
	-
	5.4.0
	Rel-5
	Align with 32.632, regarding the IS template and UML repertoire
	approved
	F
	5.5.0
	OAM-NIM
	S5

	SP-050047
	32.635
	0010
	-
	6.1.0
	Rel-6
	Align with 32.632, regarding the IS template and UML repertoire
	approved
	A
	6.2.0
	OAM-NIM
	S5

	SP-050047
	32.635
	0012
	-
	5.4.0
	Rel-5
	Correction to SgsnFunction XML and correct IS reference
	approved
	F
	5.5.0
	OAM-NIM
	S5

	SP-050047
	32.635
	0013
	-
	6.1.0
	Rel-6
	Correction to SgsnFunction XML, correct IS reference and Editorial corrections
	approved
	A
	6.2.0
	OAM-NIM
	S5

	SP-050048
	32.642
	0030
	-
	4.4.0
	Rel-4
	Align with SA2’s 23.221, for allowing only CS CN in a PLMN
	approved
	F
	4.5.0
	OAM-CM
	S5

	SP-050048
	32.642
	0031
	-
	5.5.0
	Rel-5
	Align with SA2’s 23.221, for allowing only CS CN in a PLMN
	approved
	A
	5.6.0
	OAM-CM
	S5

	SP-050048
	32.642
	0032
	-
	6.3.0
	Rel-6
	Align with SA2’s 23.221, for allowing only CS CN in a PLMN
	approved
	A
	6.4.0
	OAM-CM
	S5

	SP-050048
	32.642
	0033
	-
	6.3.0
	Rel-6
	Add missing definition of IOC ExternalRncFunction
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-050048
	32.642
	0034
	-
	6.3.0
	Rel-6
	Amendments to UTRAN NRM for RET
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-050048
	32.643
	0019
	-
	4.3.0
	Rel-4
	Align with SA2’s 23.221, for allowing only CS CN in a PLMN
	approved
	F
	4.4.0
	OAM-CM
	S5

	SP-050048
	32.643
	0020
	-
	5.4.0
	Rel-5
	Align with SA2’s 23.221, for allowing only CS CN in a PLMN
	approved
	A
	5.5.0
	OAM-CM
	S5

	SP-050048
	32.643
	0021
	-
	6.3.0
	Rel-6
	Align with SA2’s 23.221, for allowing only CS CN in a PLMN
	approved
	A
	6.4.0
	OAM-CM
	S5

	SP-050048
	32.643
	0022
	-
	6.3.0
	Rel-6
	Add missing definition of IOC ExternalRncFunction
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-050048
	32.643
	0023
	-
	6.3.0
	Rel-6
	Corrections to UTRAN NRM CORBA Solutions set mapping errors
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-050048
	32.644
	0016
	-
	6.0.0
	Rel-6
	Add RET support – Align with 32.642 Configuration Management UTRAN network resources IRP NRM
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050048
	32.645
	0019
	-
	6.2.0
	Rel-6
	RET corrections to utranNRM.xsd
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-050048
	32.645
	0020
	-
	6.2.0
	Rel-6
	Add missing definition of IOC ExternalRncFunction
	approved
	F
	6.3.0
	OAM-NIM
	S5

	SP-050050
	32.663
	0012
	-
	6.3.0
	Rel-6
	IDL incompliant to the style guide
	approved
	F
	6.4.0
	OAM-NIM
	S5

	SP-050051
	32.672
	0001
	-
	6.0.0
	Rel-6
	Remove the irrelevant clause 4
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050051
	32.673
	0005
	-
	6.1.0
	Rel-6
	Apply the Generic System Context, update of reference to IS specification – Align with TS 32.672
	approved
	F
	6.2.0
	OAM-NIM
	S5

	SP-050052
	32.715
	0001
	-
	6.0.0
	Rel-6
	“Unbounded” is not a valid value for “maxInclusive” for type Integer - Correction of XML schema
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050048
	32.804
	0001
	-
	6.0.0
	Rel-6
	Remove irrelevant requirements to RET
	approved
	F
	6.1.0
	OAM-NIM
	S5

	SP-050125
	33.108
	0069
	-
	6.8.2
	Rel-7
	Aligning comments in National-HI3-ASN1parameters with comments in National-HI2-ASN1parameters
	approved
	D
	7.0.0
	SEC1-LI
	S3

	SP-050138
	33.200
	0024
	-
	6.0.0
	Rel-6
	Correct specification of addresses used in TCAP-Handshake
	approved
	F
	6.1.0
	SEC1-MAP
	S3

	SP-050138
	33.200
	0025
	1
	6.0.0
	Rel-6
	Addition of TCAP-Handshake for MO-ForwardSM
	approved
	C
	6.1.0
	SEC1-MAP
	S3

	SP-050138
	33.200
	0026
	1
	6.0.0
	Rel-6
	Improving the robustness of the TCAP handshake mechanism
	approved
	F
	6.1.0
	SEC1-MAP
	S3

	SP-050137
	33.203
	0077
	3
	6.5.0
	Rel-6
	Addition of reference to early IMS security TR
	approved
	F
	6.6.0
	IMS-EARLY
	S3

	SP-050139
	33.220
	0045
	2
	6.3.0
	Rel-6
	Key derivation function: character encoding
	approved
	C
	6.4.0
	SEC1-SC
	S3

	SP-050139
	33.220
	0047
	1
	6.3.0
	Rel-6
	Bootstrapping timestamp
	approved
	C
	6.4.0
	SEC1-SC
	S3

	SP-050139
	33.220
	0048
	-
	6.3.0
	Rel-6
	Storage of B-TID in GBA_U NAF Derivation procedure
	approved
	F
	6.4.0
	SEC1-SC
	S3

	SP-050141
	33.222
	0015
	3
	6.2.0
	Rel-6
	Keeping PSK TLS in 3GPP Rel-6
	approved
	F
	6.3.0
	SEC1-SC
	S3

	SP-050141
	33.222
	0016
	1
	6.2.0
	Rel-6
	Clarification to TS 33.222
	approved
	F
	6.3.0
	SEC1-SC
	S3

	SP-050141
	33.222
	0017
	2
	6.2.0
	Rel-6
	Clarify the GBA requirements for https supporting applications at Ua reference point
	revised
	F
	
	GBA-SSC
	S3

	SP-050166
	33.222
	0017
	3
	6.2.0
	Rel-6
	Clarify the GBA requirements for https supporting applications at Ua reference point
	approved
	F
	6.3.0
	GBA-SSC
	S3

	SP-050142
	33.234
	0051
	-
	6.3.0
	Rel-6
	Wu Reference Point Description
	approved
	F
	6.4.0
	WLAN
	S3

	SP-050142
	33.234
	0052
	1
	6.3.0
	Rel-6
	Replacing PDGW with PDG
	approved
	F
	6.4.0
	WLAN
	S3

	SP-050142
	33.234
	0055
	1
	6.3.0
	Rel-6
	Clarification on EAP-AKA(SIM) description in 3GPP IP access authentication and authorization
	approved
	F
	6.4.0
	WLAN
	S3

	SP-050142
	33.234
	0056
	2
	6.3.0
	Rel-6
	Threat of users accessing each other in link layer and corresponding security requirements of user traffic segregation
	approved
	F
	6.4.0
	WLAN
	S3

	SP-050142
	33.234
	0057
	1
	6.3.0
	Rel-6
	Clarifing the status that can’t be changed in the security requirement of WLAN-UE split
	approved
	F
	6.4.0
	WLAN
	S3

	SP-050142
	33.234
	0058
	2
	6.3.0
	Rel-6
	WLAN AN providing protection against IP address spoofing
	approved
	F
	6.4.0
	WLAN
	S3

	SP-050142
	33.234
	0059
	1
	6.3.0
	Rel-6
	Clarification on the handling of simultaneous sessions
	approved
	F
	6.4.0
	WLAN
	S3

	SP-050142
	33.234
	0060
	2
	6.3.0
	Rel-6
	Removal of editors' notes
	approved
	F
	6.4.0
	WLAN
	S3

	SP-050142
	33.234
	0061
	1
	6.3.0
	Rel-6
	Detecting the start of a WLAN Direct IP Access session based on Wa/Wd Accounting Messages
	approved
	F
	6.4.0
	WLAN
	S3

	SP-050142
	33.234
	0063
	1
	6.3.0
	Rel-6
	Using OCSP to Check Validity of PDG Certificate in 3GPP IP Access
	approved
	F
	6.4.0
	WLAN
	S3

	SP-050143
	33.246
	0034
	2
	6.1.0
	Rel-6
	Storing SP payload after MSK message is verified
	approved
	C
	6.2.0
	MBMS
	S3

	SP-050143
	33.246
	0035
	1
	6.1.0
	Rel-6
	ME based MBMS key derivation for ME based MBMS key management
	approved
	C
	6.2.0
	MBMS
	S3

	SP-050143
	33.246
	0037
	1
	6.1.0
	Rel-6
	Correct the MSK verification message handling
	approved
	F
	6.2.0
	MBMS
	S3

	SP-050143
	33.246
	0038
	2
	6.1.0
	Rel-6
	Clarify MUK key synchronisation for MSK push procedure
	approved
	C
	6.2.0
	MBMS
	S3

	SP-050143
	33.246
	0039
	-
	6.1.0
	Rel-6
	Add missing parts of CR33 (SA3#36)
	approved
	F
	6.2.0
	MBMS
	S3

	SP-050143
	33.246
	0042
	-
	6.1.0
	Rel-6
	Annex D1: correction of the description of the GBA run
	approved
	F
	6.2.0
	MBMS
	S3

	SP-050143
	33.246
	0043
	1
	6.1.0
	Rel-6
	Alignment according to MIKEY related IETF work
	approved
	C
	6.2.0
	MBMS
	S3

	SP-050143
	33.246
	0044
	1
	6.1.0
	Rel-6
	Clarification of HTTP procedures
	approved
	C
	6.2.0
	MBMS
	S3

	SP-050143
	33.246
	0045
	1
	6.1.0
	Rel-6
	Usage of security policy payload
	approved
	C
	6.2.0
	MBMS
	S3

	SP-050143
	33.246
	0047
	1
	6.1.0
	Rel-6
	Clarification of MSK and MTK procedures
	approved
	C
	6.2.0
	MBMS
	S3

	SP-050143
	33.246
	0049
	2
	6.1.0
	Rel-6
	MGV-F functionality related to MTK-ID upper limit
	approved
	C
	6.2.0
	MBMS
	S3

	SP-050143
	33.246
	0051
	1
	6.1.0
	Rel-6
	Using the term "MBMS User Service" instead of "multicast"
	approved
	D
	6.2.0
	MBMS
	S3

	SP-050143
	33.246
	0052
	1
	6.1.0
	Rel-6
	Introduction of BM-SC subfunctions
	approved
	D
	6.2.0
	MBMS
	S3

	SP-050143
	33.246
	0053
	-
	6.1.0
	Rel-6
	Removing IDi from MTK message
	approved
	C
	6.2.0
	MBMS
	S3

	SP-050143
	33.246
	0054
	2
	6.1.0
	Rel-6
	MBMS download protection details
	approved
	C
	6.2.0
	MBMS
	S3

	SP-050143
	33.246
	0055
	1
	6.1.0
	Rel-6
	Removal of editors' notes
	approved
	F
	6.2.0
	MBMS
	S3

	SP-050143
	33.246
	0056
	-
	6.1.0
	Rel-6
	Protection of MBMS Service Announcement sent over MBMS bearer
	approved
	C
	6.2.0
	MBMS
	S3

	SP-050143
	33.246
	0057
	-
	6.1.0
	Rel-6
	Introduction of missing abbreviation, Symbols and definitions
	approved
	D
	6.2.0
	MBMS
	S3

	SP-050140
	33.919
	0003
	-
	6.1.0
	Rel-6
	Correct the “Application guidelines to use GAA”
	approved
	F
	6.2.0
	GAA
	S3

	TP-050032
	34.108
	0382
	-
	5.3.0
	Rel-5
	Updates from core specification changes
	approved
	F
	5.4.0
	TEI
	T1

	TP-050032
	34.108
	0383
	-
	5.3.0
	Rel-5
	Correction to Hand over test procedure in CELL_DCH
	approved
	F
	5.4.0
	TEI
	T1

	TP-050032
	34.108
	0384
	-
	5.3.0
	Rel-5
	CR to 34.108: Changes to test frequencies for UMTS 850 Band
	approved
	B
	5.4.0
	TEI
	T1

	TP-050032
	34.108
	0385
	-
	5.3.0
	Rel-5
	Correction to default SIB configurations
	approved
	F
	5.4.0
	TEI
	T1

	TP-050032
	34.108
	0386
	-
	5.3.0
	Rel-5
	Editorial corrections in HSDPA RAB configurations 6.10.2.4.5.2 and 6.10.2.4.5.4.
	approved
	D
	5.4.0
	TEI
	T1

	TP-050032
	34.108
	0387
	-
	5.3.0
	Rel-5
	CR to 34.108 Rel-5: Update to the contents of PHYSICAL CHANNEL RECONFIGURATION message for 1.28 Mcps TDD
	approved
	F
	5.4.0
	TEI
	T1

	TP-050032
	34.108
	0388
	-
	5.3.0
	Rel-5
	CR to 34.108 Rel-5: Update to the contents of TRANSPORT CHANNEL RECONFIGURATION message for 1.28 Mcps TDD
	approved
	F
	5.4.0
	TEI
	T1

	TP-050032
	34.108
	0389
	-
	5.3.0
	Rel-5
	CR to 34.108 Rel-5: Update to the contents of RRC CONNECTION REQUEST message for TDD
	approved
	F
	5.4.0
	TEI
	T1

	TP-050032
	34.108
	0390
	-
	5.3.0
	Rel-5
	Correction to the HSDPA RB Identity in Radio Bearer Setup & Radio Bearer Release message contents
	approved
	F
	5.4.0
	TEI
	T1

	TP-050032
	34.108
	0391
	-
	5.3.0
	Rel-5
	CR to TS 34.108 v5.3.0 - Correction to Default RADIO BEARER RELEASE message (FDD)
	approved
	F
	5.4.0
	TEI
	T1

	TP-050032
	34.108
	0392
	-
	5.3.0
	Rel-5
	Addition of reference radio bearer configuration for MAC-hs testing
	approved
	F
	5.4.0
	TEI
	T1

	TP-050032
	34.108
	0393
	-
	5.3.0
	Rel-5
	CR to 34.108 Rel-5: Update to the contents of RRC CONNECTION REQUEST message for TDD
	approved
	F
	5.4.0
	TEI
	T1

	TP-050032
	34.108
	0394
	-
	5.3.0
	Rel-5
	CR to 34.108 Rel-5: Update to the contents of Default System Information Block Messages for TDD
	approved
	F
	5.4.0
	TEI
	T1

	TP-050032
	34.108
	0395
	-
	5.3.0
	Rel-5
	CR to 34.108 Rel-5: Add the contents of SIB 5 & 6 for HCR TDD
	approved
	F
	5.4.0
	TEI
	T1

	TP-050032
	34.108
	0396
	-
	5.3.0
	Rel-5
	Correction to TFCS ordering
	approved
	F
	5.4.0
	TEI
	T1

	TP-050032
	34.108
	0397
	-
	5.3.0
	Rel-5
	Addition of GPS scenario and A-GPS assistance data values for signalling tests to 34.108
	approved
	F
	5.4.0
	TEI
	T1

	TP-050032
	34.108
	0398
	-
	5.3.0
	Rel-5
	CR to TS34.108 Rel-5; Correction to the physical channel parameters (Revison of T1-050176)
	approved
	F
	5.4.0
	TEI
	T1

	TP-050033
	34.121
	0479
	-
	5.6.0
	Rel-6
	Change of test method and test time optimization in TC 8.7.3A
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0480
	-
	5.6.0
	Rel-6
	Corrections to RRM test case 8.4.3.1 “Transport format combination selection in UE”
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0481
	-
	5.6.0
	Rel-6
	Ior value correction for RRM test case, 8.6.2.1
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0482
	-
	5.6.0
	Rel-6
	Removal of editorial notes from TC 8.7.3C
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0483
	-
	5.6.0
	Rel-6
	Invalid MAC header for downlink dummy DCCH (mandatory)
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0484
	-
	5.6.0
	Rel-6
	Correction to RRC CONNECTION SETUP and RB SETUP messages for TX diversity
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0485
	-
	5.6.0
	Rel-6
	Correction to CPICH_Ec/Io in 8.6.1.3
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0486
	-
	5.6.0
	Rel-6
	Correction to ”Read SFN indicator” in Measurement Control Messages
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0487
	-
	5.6.0
	Rel-6
	Table E.3.4 Correction
	approved
	D
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0488
	-
	5.6.0
	Rel-6
	Addition of 25.212 to reference list
	approved
	D
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0489
	-
	5.6.0
	Rel-6
	Addition of fading case 8 for HSDPA testing
	approved
	D
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0490
	-
	5.6.0
	Rel-6
	Measurement configuration setup information
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0491
	-
	5.6.0
	Rel-6
	Addition of uncertainties and test tolerances to TC 7.7.3
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0492
	-
	5.6.0
	Rel-6
	Omission of test points in 6.5. Blocking Characteristics
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0493
	-
	5.6.0
	Rel-6
	CR to 34.121: Changes to 7.12: Detection of Acquisition Indicator
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0494
	-
	5.6.0
	Rel-6
	CR to 34.121: Changes to 8.6.1.2 Event triggered reporting of multiple neighbours in AWGN propagation condition (R99)
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0495
	-
	5.6.0
	Rel-6
	Deletion of Target quality value on DTCH in Clause 8.7.3C UE transmitted power
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0496
	-
	5.6.0
	Rel-6
	Clarification of reference value for T Reconfirm Abort Parameter in Inter-Rat Test Case 8.3.4
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0497
	-
	5.6.0
	Rel-6
	Clarification of RRM TC 8.2.3
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0498
	-
	5.6.0
	Rel-6
	Correction to "Reporting cell status" in Measurement Control Messages
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0499
	-
	5.6.0
	Rel-6
	Correction to 8.3.1
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0500
	-
	5.6.0
	Rel-6
	Correction to MEASUREMENT REPORT message in Annex I
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0501
	-
	5.6.0
	Rel-6
	Removal of Rel-5 specific reference to TS 25.101
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0502
	-
	5.6.0
	Rel-6
	Test tolerances for Test 9.2.2 Open loop diversity performance and 9.2.3 Closed loop diversity performance
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0503
	-
	5.6.0
	Rel-6
	CR to 34.121: Changes to Annex D and Annex H to introduce UMTS 850 Band
	approved
	B
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0504
	-
	5.6.0
	Rel-6
	Correction of 34.121 Power vs. Time diagrams
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0505
	-
	5.6.0
	Rel-6
	Clarification for Test Case 7.9
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0506
	-
	5.6.0
	Rel-6
	Correction to OCNS value in 8.7.2.2
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0508
	-
	5.6.0
	Rel-6
	Level Definition HS_SCCH_1 and DPCH for Test 9.2.2 Open loop diversity performance And Test 9.2.3 Closed loop diversity performance
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0509
	-
	5.6.0
	Rel-6
	Changes to Annex I to harmonise System Information scheduling for RRM test cases.
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0510
	-
	5.6.0
	Rel-6
	Level Definition HS_SCCH_1 and DPCH for Test 9.2.1 Single link performance
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0511
	-
	5.6.0
	Rel-6
	Correction to TS34.121 TC 8.4.2
	approved
	D
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0512
	-
	5.6.0
	Rel-6
	Correction to the event triggered reporting test cases
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0513
	-
	5.6.0
	Rel-6
	Corrections to reporting of CQI
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0514
	-
	5.6.0
	Rel-6
	Correction to H Set-4/5 pattern length
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0515
	-
	5.6.0
	Rel-6
	Corrections to detection of HS-SCCH
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0516
	-
	5.6.0
	Rel-6
	CR to 34.121 section 5: Introduction of test case for Adjacent Channel Leakage Power Ratio with HS-DPCCH
	approved
	B
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0517
	-
	5.6.0
	Rel-6
	CR to 34.121 section 5: Introduction of new test case for HSDPA: UE max output power with HS-DPCCH
	approved
	B
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0518
	-
	5.6.0
	Rel-6
	CR to 34.121 section 5: Introduction of new test case for Error Vector Magnitude with HS-DPCCH
	approved
	B
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0519
	-
	5.6.0
	Rel-6
	CR to 34.121 section 5: Introduction of a new test case for spectrum emission mask with HS-DPCCH
	approved
	B
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0520
	-
	5.6.0
	Rel-6
	CR to 34.121: Changes to RRM test cases for introduction of UMTS 850 Band
	approved
	B
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0521
	-
	5.6.0
	Rel-6
	Corrections to maximum input level for HS-PDSCH reception
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0522
	-
	5.6.0
	Rel-6
	Corrections to TC 8.5.1 UE transmit timing
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0523
	-
	5.6.0
	Rel-6
	Corrections to demodulation of HS-DSCH
	approved
	F
	6.0.0
	TEI
	T1

	TP-050033
	34.121
	0524
	-
	5.6.0
	Rel-5
	Replacement of technical contents of version 5 by pointer to version 6.
	approved
	D
	5.7.0
	TEI
	T1

	TP-050034
	34.123-1
	1040
	-
	5.10.0
	Rel-5
	Modification of SIB5 content for 18.2.5.2a.1 and Addition of Specific Message Content for Radio Bearer Setup message in section 18.2.5.2a.
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1040
	-
	5.10.0
	Rel-5
	Modification of SIB5 content for 18.2.5.2a.1 and Addition of Specific Message Content for Radio Bearer Setup message in section 18.2.5.2a.
	approved
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1041
	-
	5.10.0
	Rel-5
	Correction to Package 2 RRC test case 8.4.1.19 (Revison of T1-050046, T1-050291)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1041
	-
	5.10.0
	Rel-5
	Correction to Package 2 RRC test case 8.4.1.19 (Revison of T1-050046, T1-050291)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1042
	-
	5.10.0
	Rel-5
	CR to 34.123-1 R5: New GMM test case for verification of follow-on request pending indicator.
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1042
	-
	5.10.0
	Rel-5
	CR to 34.123-1 R5: New GMM test case for verification of follow-on request pending indicator.
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1043
	-
	5.10.0
	Rel-5
	Corrections to A-GPS test cases
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1043
	-
	5.10.0
	Rel-5
	Corrections to A-GPS test cases
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1044
	-
	5.10.0
	Rel-5
	Addition of GPS scenario and A-GPS assistance data to 34.123
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1044
	-
	5.10.0
	Rel-5
	Addition of GPS scenario and A-GPS assistance data to 34.123
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1045
	-
	5.10.0
	Rel-5
	Correction to Package 2 RRC test case 8.3.1.10
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1045
	-
	5.10.0
	Rel-5
	Correction to Package 2 RRC test case 8.3.1.10
	revised
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1046
	-
	5.10.0
	Rel-5
	Correction to Package 4 NAS test case 12.4.1.4a
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1046
	-
	5.10.0
	Rel-5
	Correction to Package 4 NAS test case 12.4.1.4a
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1047
	-
	5.10.0
	Rel-5
	Correction to Package 4 NAS test case 12.4.1.4d Proc 1
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1047
	-
	5.10.0
	Rel-5
	Correction to Package 4 NAS test case 12.4.1.4d Proc 1
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1048
	-
	5.10.0
	Rel-5
	Correction to Package 4 RRC test case 8.1.3.5
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1048
	-
	5.10.0
	Rel-5
	Correction to Package 4 RRC test case 8.1.3.5
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1049
	-
	5.10.0
	Rel-5
	Correction to Package 1 RRC test case 8.3.4.3
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1049
	-
	5.10.0
	Rel-5
	Correction to Package 1 RRC test case 8.3.4.3
	approved
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1050
	-
	5.10.0
	Rel-5
	Correction to Package 4 NAS test case 9.4.3.5
	approved
	D
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1050
	-
	5.10.0
	Rel-5
	Correction to Package 4 NAS test case 9.4.3.5
	revised
	D
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1051
	-
	5.10.0
	Rel-5
	Correction to Package 1 RRC test case 8.4.1.1
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1051
	-
	5.10.0
	Rel-5
	Correction to Package 1 RRC test case 8.4.1.1
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1052
	-
	5.10.0
	Rel-5
	Correction to Package 3 RRC test case 8.4.1.37
	revised
	D
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1052
	-
	5.10.0
	Rel-5
	Correction to Package 3 RRC test case 8.4.1.37
	approved
	D
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1053
	-
	5.10.0
	Rel-5
	Correction to Package 3 RRC test case 8.1.2.10
	revised
	D
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1053
	-
	5.10.0
	Rel-5
	Correction to Package 3 RRC test case 8.1.2.10
	approved
	D
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1054
	-
	5.10.0
	Rel-5
	Correction to GCF P4 RRC 8.3.1.18
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1054
	-
	5.10.0
	Rel-5
	Correction to GCF P4 RRC 8.3.1.18
	revised
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1055
	-
	5.10.0
	Rel-5
	Correction to Package 1 RRC test case 8.1.2.2
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1055
	-
	5.10.0
	Rel-5
	Correction to Package 1 RRC test case 8.1.2.2
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1056
	-
	5.10.0
	Rel-5
	Correction to Package 4 RRC test case 8.4.1.26
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1056
	-
	5.10.0
	Rel-5
	Correction to Package 4 RRC test case 8.4.1.26
	approved
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1057
	-
	5.10.0
	Rel-5
	Correction to default contents of System Information Block 3 and 4 for Idle Mode test cases
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1057
	-
	5.10.0
	Rel-5
	Correction to default contents of System Information Block 3 and 4 for Idle Mode test cases
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1058
	-
	5.10.0
	Rel-5
	Correction to GCF P4 IR_U 8.3.7.5
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1058
	-
	5.10.0
	Rel-5
	Correction to GCF P4 IR_U 8.3.7.5
	revised
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1059
	-
	5.10.0
	Rel-5
	Correction to Package 2 MultiRAT GMM test case 12.8
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1059
	-
	5.10.0
	Rel-5
	Correction to Package 2 MultiRAT GMM test case 12.8
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1060
	-
	5.10.0
	Rel-5
	Correction to Package 4 RAB test case 14.4.2a
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1060
	-
	5.10.0
	Rel-5
	Correction to Package 4 RAB test case 14.4.2a
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1061
	-
	5.10.0
	Rel-5
	Correction to NAS GMM test cases 12.4.2.6.1 and 12.4.2.6.2 (GCF Work Item 12)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1061
	-
	5.10.0
	Rel-5
	Correction to NAS GMM test cases 12.4.2.6.1 and 12.4.2.6.2 (GCF Work Item 12)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1062
	-
	5.10.0
	Rel-5
	Correction to P3 RRC test cases 8.4.1.40
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1062
	-
	5.10.0
	Rel-5
	Correction to P3 RRC test cases 8.4.1.40
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1063
	-
	5.10.0
	Rel-5
	Correction of USIM HPLMN information in idle mode test cases
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1063
	-
	5.10.0
	Rel-5
	Correction of USIM HPLMN information in idle mode test cases
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1064
	-
	5.10.0
	Rel-5
	Correction of ‘Test requirements’ in high priority test case 14.2.32.2 (GCF WI -12) and in low priority test cases 14.2.31.1, 14.2.31.2, 14.2.35.1 and 14.2.35.2.
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1064
	-
	5.10.0
	Rel-5
	Correction of ‘Test requirements’ in high priority test case 14.2.32.2 (GCF WI -12) and in low priority test cases 14.2.31.1, 14.2.31.2, 14.2.35.1 and 14.2.35.2.
	revised
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1065
	-
	5.10.0
	Rel-5
	Corrections to GCF P3 test cases 14.2.51.1, 14.2.51a.1, 14.2.51b.1 and to low priority test cases 14.2.38d, 14.2.51a.2, 14.2.51b.2
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1065
	-
	5.10.0
	Rel-5
	Corrections to GCF P3 test cases 14.2.51.1, 14.2.51a.1, 14.2.51b.1 and to low priority test cases 14.2.38d, 14.2.51a.2, 14.2.51b.2
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1066
	-
	5.10.0
	Rel-5
	Correction to RAB test case 14.2.34.1 (GCF Work Item 12)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1066
	-
	5.10.0
	Rel-5
	Correction to RAB test case 14.2.34.1 (GCF Work Item 12)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1067
	-
	5.10.0
	Rel-5
	CR to 34.123-1Rel-5: Correction of 8_4_1_2A for TDD
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1067
	-
	5.10.0
	Rel-5
	CR to 34.123-1Rel-5: Correction of 8_4_1_2A for TDD
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1068
	-
	5.10.0
	Rel-5
	CR to 34.123-1Rel-5: Correction of 8_4_1_4A for TDD
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1068
	-
	5.10.0
	Rel-5
	CR to 34.123-1Rel-5: Correction of 8_4_1_4A for TDD
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1069
	-
	5.10.0
	Rel-5
	CR to 34.123-1Rel-5: Correction of 8_4_1_6A for TDD
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1069
	-
	5.10.0
	Rel-5
	CR to 34.123-1Rel-5: Correction of 8_4_1_6A for TDD
	revised
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1070
	-
	5.10.0
	Rel-5
	CR to 34.123-1Rel-5: Correction of 8_4_1_8A for TDD
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1070
	-
	5.10.0
	Rel-5
	CR to 34.123-1Rel-5: Correction of 8_4_1_8A for TDD
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1071
	-
	5.10.0
	Rel-5
	Corrections to Package 4 RRC test case 8.1.2.3 & Package 1 RRC test case 8.1.2.9
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1071
	-
	5.10.0
	Rel-5
	Corrections to Package 4 RRC test case 8.1.2.3 & Package 1 RRC test case 8.1.2.9
	approved
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1072
	-
	5.10.0
	Rel-5
	Corrections to HSDPA RRC test cases 8.2.2.36, 8.2.2.37 & 8.2.2.38
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1072
	-
	5.10.0
	Rel-5
	Corrections to HSDPA RRC test cases 8.2.2.36, 8.2.2.37 & 8.2.2.38
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1073
	-
	5.10.0
	Rel-5
	Corrections to Package 4 GMM test case 12.9.7c
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1073
	-
	5.10.0
	Rel-5
	Corrections to Package 4 GMM test case 12.9.7c
	revised
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1074
	-
	5.10.0
	Rel-5
	Editorial correction to P1 GMM test case 12.9.1
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1074
	-
	5.10.0
	Rel-5
	Editorial correction to P1 GMM test case 12.9.1
	approved
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1075
	-
	5.10.0
	Rel-5
	Correction to Package 2 MAC test case 7.1.3.1
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1075
	-
	5.10.0
	Rel-5
	Correction to Package 2 MAC test case 7.1.3.1
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1076
	-
	5.10.0
	Rel-5
	Correction to Radio Bearer Setup used for RLC testing
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1076
	-
	5.10.0
	Rel-5
	Correction to Radio Bearer Setup used for RLC testing
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1077
	-
	5.10.0
	Rel-5
	Correction to MAC test cases 7.1.3.2
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1077
	-
	5.10.0
	Rel-5
	Correction to MAC test cases 7.1.3.2
	revised
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1078
	-
	5.10.0
	Rel-5
	Correction to MAC-hs test cases 7.1.5.2
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1078
	-
	5.10.0
	Rel-5
	Correction to MAC-hs test cases 7.1.5.2
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1079
	-
	5.10.0
	Rel-5
	Correction to GCF low priority RRC test cases
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1079
	-
	5.10.0
	Rel-5
	Correction to GCF low priority RRC test cases
	approved
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1080
	-
	5.10.0
	Rel-5
	Correction to GCF high priority (WI-010) RRC test cases
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1080
	-
	5.10.0
	Rel-5
	Correction to GCF high priority (WI-010) RRC test cases
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1081
	-
	5.10.0
	Rel-5
	Correction to GCF high priority (WI-12) RRC test cases
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1081
	-
	5.10.0
	Rel-5
	Correction to GCF high priority (WI-12) RRC test cases
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1082
	-
	5.10.0
	Rel-5
	Correction to GCF high priority (WI-14) RRC test cases
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1082
	-
	5.10.0
	Rel-5
	Correction to GCF high priority (WI-14) RRC test cases
	revised
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1083
	-
	5.10.0
	Rel-5
	Correction of 3rd party transfer A-GPS test cases
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1083
	-
	5.10.0
	Rel-5
	Correction of 3rd party transfer A-GPS test cases
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1084
	-
	5.10.0
	Rel-5
	Correction of UE-assisted A-GPS test cases
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1084
	-
	5.10.0
	Rel-5
	Correction of UE-assisted A-GPS test cases
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1085
	-
	5.10.0
	Rel-5
	Correction to Approved RRC Package 3 TC 8.4.1.33
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1085
	-
	5.10.0
	Rel-5
	Correction to Approved RRC Package 3 TC 8.4.1.33
	approved
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1086
	-
	5.10.0
	Rel-5
	CR to TS 34.123-1 v5.a.0 - Correction to Package 2 Test Case 6.2.2.2
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1086
	-
	5.10.0
	Rel-5
	CR to TS 34.123-1 v5.a.0 - Correction to Package 2 Test Case 6.2.2.2
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1087
	-
	5.10.0
	Rel-5
	CR to TS 34.123-1 v5.a.0 - Correction to Low-Priority Test Case TC 8.1.8.3
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1087
	-
	5.10.0
	Rel-5
	CR to TS 34.123-1 v5.a.0 - Correction to Low-Priority Test Case TC 8.1.8.3
	revised
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1088
	-
	5.10.0
	Rel-5
	CR to TS 34.123-1 v5.a.0 - Editorial corrections to Package 4 test case 8.3.7.5 and Package 3 test case 8.4.1.31
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1088
	-
	5.10.0
	Rel-5
	CR to TS 34.123-1 v5.a.0 - Editorial corrections to Package 4 test case 8.3.7.5 and Package 3 test case 8.4.1.31
	approved
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1089
	-
	5.10.0
	Rel-5
	Correction to 34.123, clause 6, idle mode test case 6.1.2.9
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1089
	-
	5.10.0
	Rel-5
	Correction to 34.123, clause 6, idle mode test case 6.1.2.9
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1090
	-
	5.10.0
	Rel-5
	Correction to Package 1 Testcase 8.4.1.5
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1091
	-
	5.10.0
	Rel-5
	Correction to Package 2 RRC test case 8.1.10.1
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1091
	-
	5.10.0
	Rel-5
	Correction to Package 2 RRC test case 8.1.10.1
	approved
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1092
	-
	5.10.0
	Rel-5
	Correction to RRC test case 8.1.1.10 (GCF Work Item 12)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1092
	-
	5.10.0
	Rel-5
	Correction to RRC test case 8.1.1.10 (GCF Work Item 12)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1093
	-
	5.10.0
	Rel-5
	Correction to NAS GMM test case 12.4.1.5 (GCF Work Item 12)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1093
	-
	5.10.0
	Rel-5
	Correction to NAS GMM test case 12.4.1.5 (GCF Work Item 12)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1094
	-
	5.10.0
	Rel-5
	Correction to RRC test cases 8.1.2.11 and 8.2.1.24 (GCF Work Item 12)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1094
	-
	5.10.0
	Rel-5
	Correction to RRC test cases 8.1.2.11 and 8.2.1.24 (GCF Work Item 12)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1095
	-
	5.10.0
	Rel-5
	Correction to Package 2 RRC test case 8.4.1.7
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1095
	-
	5.10.0
	Rel-5
	Correction to Package 2 RRC test case 8.4.1.7
	revised
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1096
	-
	5.10.0
	Rel-5
	Correction to NAS MM test case 9.4.2.4 (GCF Work Item 12)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1096
	-
	5.10.0
	Rel-5
	Correction to NAS MM test case 9.4.2.4 (GCF Work Item 12)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1097
	-
	5.10.0
	Rel-5
	Correction to Package 2 Testcase 8.2.4.1
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1097
	-
	5.10.0
	Rel-5
	Correction to Package 2 Testcase 8.2.4.1
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1098
	-
	5.10.0
	Rel-5
	CR to 34.123-1 : Correction to P4 RRC test case 8.2.2.35
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1098
	-
	5.10.0
	Rel-5
	CR to 34.123-1 : Correction to P4 RRC test case 8.2.2.35
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1099
	-
	5.10.0
	Rel-5
	Correction to Package 2 RRC test case 8.4.1.23 (Revision T1-050009)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1099
	-
	5.10.0
	Rel-5
	Correction to Package 2 RRC test case 8.4.1.23 (Revision T1-050009)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1100
	-
	5.10.0
	Rel-5
	Correction to GCF priority 2 (WI-010) RRC test case 8.4.1.14
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1100
	-
	5.10.0
	Rel-5
	Correction to GCF priority 2 (WI-010) RRC test case 8.4.1.14
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1101
	-
	5.10.0
	Rel-5
	Correction to Approved RRC Package 3 TC 8.4.1.31
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1101
	-
	5.10.0
	Rel-5
	Correction to Approved RRC Package 3 TC 8.4.1.31
	revised
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1102
	-
	5.10.0
	Rel-5
	Deletion of postamble of switch-off UE and detach in GMM test cases.
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1102
	-
	5.10.0
	Rel-5
	Deletion of postamble of switch-off UE and detach in GMM test cases.
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1103
	-
	5.10.0
	Rel-5
	Correction to Package 2 RRC test case 8.3.1.31 (Revision of T1-050004)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1103
	-
	5.10.0
	Rel-5
	Correction to Package 2 RRC test case 8.3.1.31 (Revision of T1-050004)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1104
	-
	5.10.0
	Rel-5
	Correction to Package 4 Inter-system handover test case 8.3.7.12
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1104
	-
	5.10.0
	Rel-5
	Correction to Package 4 Inter-system handover test case 8.3.7.12
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1105
	-
	5.10.0
	Rel-5
	Correction to Package 1 RRC test case 8.4.1.5
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1105
	-
	5.10.0
	Rel-5
	Correction to Package 1 RRC test case 8.4.1.5
	approved
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1106
	-
	5.10.0
	Rel-5
	CR to 34.123-1 Rel-5; Corrections to RRC test cases on seamless SRNS relocation (revision of T1-050084)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1106
	-
	5.10.0
	Rel-5
	CR to 34.123-1 Rel-5; Corrections to RRC test cases on seamless SRNS relocation (revision of T1-050084)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1107
	-
	5.10.0
	Rel-5
	CR to 34.123-1 Rel-5; New RRC test case on seamless SRNS relocation using Radio Bearer Reconfiguration (revision of T1-050085)
	approved
	B
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1107
	-
	5.10.0
	Rel-5
	CR to 34.123-1 Rel-5; New RRC test case on seamless SRNS relocation using Radio Bearer Reconfiguration (revision of T1-050085)
	revised
	B
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1108
	-
	5.10.0
	Rel-5
	CR to TS34.123-1; New RRC test cases for Radio Bearer Setup Procedure
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1108
	-
	5.10.0
	Rel-5
	CR to TS34.123-1; New RRC test cases for Radio Bearer Setup Procedure
	revised
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1109
	-
	5.10.0
	Rel-5
	Correction to WI-012 test case 8.1.6.3
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1109
	-
	5.10.0
	Rel-5
	Correction to WI-012 test case 8.1.6.3
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1110
	-
	5.10.0
	Rel-5
	CR to 34.123-1 Rel-5: Correction to P4 RRC test case 8.3.11.4
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1110
	-
	5.10.0
	Rel-5
	CR to 34.123-1 Rel-5: Correction to P4 RRC test case 8.3.11.4
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1111
	-
	5.10.0
	Rel-5
	Correction to Package 4 NAS test cases 12.6.1.3.1 , 12.6.1.3.2 and 12.9.6
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1111
	-
	5.10.0
	Rel-5
	Correction to Package 4 NAS test cases 12.6.1.3.1 , 12.6.1.3.2 and 12.9.6
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1112
	-
	5.10.0
	Rel-5
	Corrections to HSDPA RRC test case 8.2.2.39 (revision of T1-050270)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1112
	-
	5.10.0
	Rel-5
	Corrections to HSDPA RRC test case 8.2.2.39 (revision of T1-050270)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1113
	-
	5.10.0
	Rel-5
	Correction to HSDPA generic radio bearer test procedure
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1113
	-
	5.10.0
	Rel-5
	Correction to HSDPA generic radio bearer test procedure
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1114
	-
	5.10.0
	Rel-5
	Addition of inter-RAT handover test case (UE supporting DTM) to 34.123-1
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1114
	-
	5.10.0
	Rel-5
	Addition of inter-RAT handover test case (UE supporting DTM) to 34.123-1
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1115
	-
	5.10.0
	Rel-5
	Correcting Initial Conditions of Inter-RAT 8.3.7. test cases
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1115
	-
	5.10.0
	Rel-5
	Correcting Initial Conditions of Inter-RAT 8.3.7. test cases
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1116
	-
	5.10.0
	Rel-5
	CR to TS34.123-1 Rel-5; Addition of new HSDPA test case (Revision of T1-050179, T1-050265)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1116
	-
	5.10.0
	Rel-5
	CR to TS34.123-1 Rel-5; Addition of new HSDPA test case (Revision of T1-050179, T1-050265)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1117
	-
	5.10.0
	Rel-5
	CR to TS34.123-1 Rel-5; Correction to TC 8.2.4.36 (Revision of T1-050181, T1-050266)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1117
	-
	5.10.0
	Rel-5
	CR to TS34.123-1 Rel-5; Correction to TC 8.2.4.36 (Revision of T1-050181, T1-050266)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1118
	-
	5.10.0
	Rel-5
	Correction to GCF P4 IR_U 8.3.7.9 and 8.3.7.13 (Revision of T1-050031 & T1-050408)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1118
	-
	5.10.0
	Rel-5
	Correction to GCF P4 IR_U 8.3.7.9 and 8.3.7.13 (Revision of T1-050031 & T1-050408)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1119
	-
	5.10.0
	Rel-5
	Alignment of IE Names used in Clause 12 to the core specification (revision of T1-050021)
	approved
	D
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1119
	-
	5.10.0
	Rel-5
	Alignment of IE Names used in Clause 12 to the core specification (revision of T1-050021)
	revised
	D
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1120
	-
	5.10.0
	Rel-5
	Correction to Package 4 NAS test case 12.4.1.4c Proc 2 (revision of T1-050040)
	approved
	D
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1120
	-
	5.10.0
	Rel-5
	Correction to Package 4 NAS test case 12.4.1.4c Proc 2 (revision of T1-050040)
	revised
	D
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1121
	-
	5.10.0
	Rel-5
	Corrections to Package 4 GMM test case 12.4.1.1b
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1121
	-
	5.10.0
	Rel-5
	Corrections to Package 4 GMM test case 12.4.1.1b
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1122
	-
	5.10.0
	Rel-5
	Correction to NAS GMM test case 12.3.2.8 (GCF Work Item 12)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1122
	-
	5.10.0
	Rel-5
	Correction to NAS GMM test case 12.3.2.8 (GCF Work Item 12)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1123
	-
	5.10.0
	Rel-5
	Correction to GMM clause
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1123
	-
	5.10.0
	Rel-5
	Correction to GMM clause
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1124
	-
	5.10.0
	Rel-5
	Correction to Package 4 NAS test case 12.9.3
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1124
	-
	5.10.0
	Rel-5
	Correction to Package 4 NAS test case 12.9.3
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1125
	-
	5.10.0
	Rel-5
	Corrections to Package 4 GMM test case 12.2.1.6.2. (Revision of T1-050097 & T1-050228).
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1125
	-
	5.10.0
	Rel-5
	Corrections to Package 4 GMM test case 12.2.1.6.2. (Revision of T1-050097 & T1-050228).
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1126
	-
	5.10.0
	Rel-5
	Correction to Package 4 test case 12.2.1.5d (Revision of T1-050021)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1126
	-
	5.10.0
	Rel-5
	Correction to Package 4 test case 12.2.1.5d (Revision of T1-050021)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1127
	-
	5.10.0
	Rel-5
	Correction to Package 3 RB test case 14.2.51a.1
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1127
	-
	5.10.0
	Rel-5
	Correction to Package 3 RB test case 14.2.51a.1
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1128
	-
	5.10.0
	Rel-5
	Correction of A-GPS assistance data sets
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1128
	-
	5.10.0
	Rel-5
	Correction of A-GPS assistance data sets
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1129
	-
	5.10.0
	Rel-5
	CR to 34.123-1 Rel-5: Correction to P4 RRC test case 8.1.7.1d (Revision of T1-050249)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1129
	-
	5.10.0
	Rel-5
	CR to 34.123-1 Rel-5: Correction to P4 RRC test case 8.1.7.1d (Revision of T1-050249)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1130
	-
	5.10.0
	Rel-5
	CR to TS34.123-1 Rel-5; Correction to HSDPA test cases (Revision of T1-050182)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1130
	-
	5.10.0
	Rel-5
	CR to TS34.123-1 Rel-5; Correction to HSDPA test cases (Revision of T1-050182)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1131
	-
	5.10.0
	Rel-5
	Corrections to HSDPA RRC test cases 8.2.1.28 & 8.2.3.34 (revision of T1-050073)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1131
	-
	5.10.0
	Rel-5
	Corrections to HSDPA RRC test cases 8.2.1.28 & 8.2.3.34 (revision of T1-050073)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1132
	-
	5.10.0
	Rel-5
	CR to 34.123-1 Rel-5; New HSDPA RRC test cases (revision of T1-050267)
	approved
	B
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1132
	-
	5.10.0
	Rel-5
	CR to 34.123-1 Rel-5; New HSDPA RRC test cases (revision of T1-050267)
	revised
	B
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1133
	-
	5.10.0
	Rel-5
	Corrections to HSDPA RRC test case 8.2.2.40 (revision of T1-050271)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1133
	-
	5.10.0
	Rel-5
	Corrections to HSDPA RRC test case 8.2.2.40 (revision of T1-050271)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1134
	-
	5.10.0
	Rel-5
	Correction to MAC-hs test cases 7.1.5.6
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1134
	-
	5.10.0
	Rel-5
	Correction to MAC-hs test cases 7.1.5.6
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1135
	-
	5.10.0
	Rel-5
	CR to TS 34.123-1 v5.a.0 - Correction to GCF P3 Test Case 8.3.2.12
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1135
	-
	5.10.0
	Rel-5
	CR to TS 34.123-1 v5.a.0 - Correction to GCF P3 Test Case 8.3.2.12
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1136
	-
	5.10.0
	Rel-5
	Generic test procedure for HS-DSCH multi-RB combinations
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1136
	-
	5.10.0
	Rel-5
	Generic test procedure for HS-DSCH multi-RB combinations
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1137
	-
	5.10.0
	Rel-5
	Addition of details to HSDPA radio bearer test case 14.6.3a (new), 14.6.4, 14.6.4a (new), 14.6.5 and 14.6.5a (new)
	revised
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1137
	-
	5.10.0
	Rel-5
	Addition of details to HSDPA radio bearer test case 14.6.3a (new), 14.6.4, 14.6.4a (new), 14.6.5 and 14.6.5a (new)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050052
	34.123-1
	1138
	-
	5.10.0
	Rel-5
	Addition of details to HSDPA radio bearer test case 14.6.3
	approved
	F
	5.11.0
	TEI
	T1

	TP-050034
	34.123-1
	1138
	-
	5.10.0
	Rel-5
	Addition of details to HSDPA radio bearer test case 14.6.3
	revised
	F
	5.11.0
	TEI
	T1

	TP-050035
	34.123-2
	0185
	-
	5.10.0
	Rel-5
	CR to 34.123-2 R5: New GMM test case for verification of follow-on request pending indicator.
	approved
	F
	5.11.0
	TEI
	T1

	TP-050035
	34.123-2
	0186
	-
	5.10.0
	Rel-5
	Addition of applicability for new HSDPA radio bearer test cases
	approved
	F
	5.11.0
	TEI
	T1

	TP-050035
	34.123-2
	0187
	-
	5.10.0
	Rel-5
	New PICS for the support of Supplementary Service phase 2
	approved
	F
	5.11.0
	TEI
	T1

	TP-050035
	34.123-2
	0188
	-
	5.10.0
	Rel-5
	CR to 34.123-2 Rel-5: Update of applicability for TDD 1.28 Mcps
	approved
	F
	5.11.0
	TEI
	T1

	TP-050035
	34.123-2
	0189
	-
	5.10.0
	Rel-5
	Applicability table for new Inter-RAT handover test case
	approved
	F
	5.11.0
	TEI
	T1

	TP-050035
	34.123-2
	0190
	-
	5.10.0
	Rel-5
	Updation of Table A.1 in 34.123-2
	approved
	F
	5.11.0
	TEI
	T1

	TP-050035
	34.123-2
	0191
	-
	5.10.0
	Rel-5
	Addition of new RRC test cases to the applicability table
	approved
	F
	5.11.0
	TEI
	T1

	TP-050035
	34.123-2
	0192
	-
	5.10.0
	Rel-5
	Correction to Applicabilty statements for HSDPA test cases (revison of T1-050183)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050035
	34.123-2
	0193
	-
	5.10.0
	Rel-5
	CR to 34.123-2 Rel-5; New HSDPA RRC test cases (revision of T1-050089)
	approved
	B
	5.11.0
	TEI
	T1

	TP-050035
	34.123-2
	0194
	-
	5.10.0
	Rel-5
	CR to 34.123-2 Rel-5; New RRC test case on seamless SRNS relocation using Radio Bearer Reconfiguration (revision of T1-050088)
	approved
	B
	5.11.0
	TEI
	T1

	TP-050035
	34.123-2
	0195
	-
	5.10.0
	Rel-5
	New PICS value
	approved
	F
	5.11.0
	TEI
	T1

	TP-050035
	34.123-2
	0196
	-
	5.10.0
	Rel-5
	Correction to the Applicability table for HSDPA test cases (T1-050459)
	approved
	F
	5.11.0
	TEI
	T1

	TP-050035
	34.123-2
	0197
	-
	5.10.0
	Rel-5
	Removal of GERAN PICS duplicated, in accordance with T1 action point AP 25.7
	approved
	F
	5.11.0
	TEI
	T1

	TP-050039
	34.123-3
	1185
	-
	3.8.0
	Rel-5
	RRC Connection Establishment: Reject with InterRATInfo is set to GSM and selection to the designated system fails
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1186
	-
	3.8.0
	Rel-5
	RRC Connection Establishment: Reject with interRATInfo is set to GSM
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1187
	-
	3.8.0
	Rel-5
	MM connection / abortion by the network / cause not equal to #6
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1188
	-
	3.8.0
	Rel-5
	PS detach / rejected / PS services not allowed in this PLMN/ test1
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1189
	-
	3.8.0
	Rel-5
	Routing area updating / abnormal cases / attempt counter check / miscellaneous reject causes
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1190
	-
	3.8.0
	Rel-5
	RRC / Paging for Connection in connected mode (URA_PCH, multiple paging records)
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1191
	-
	3.8.0
	Rel-5
	Combined routing area updating / abnormal cases / access barred due to access class control / test procedure 1
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1192
	-
	3.8.0
	Rel-5
	Combined routing area updating / abnormal cases / access barred due to access class control / test procedure 2
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1193
	-
	3.8.0
	Rel-5
	Interactive or background / UL:64 DL:384 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH / 20 ms TTI
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1194
	-
	3.8.0
	Rel-5
	Measurement Report on INITIAL DIRECT TRANSFER message and UPLINK DIRECT TRANSFER message
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1195
	-
	3.8.0
	Rel-5
	Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1196
	-
	3.8.0
	Rel-5
	Interactive or background / UL:384 DL:384 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / 10 ms TTI
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1197
	-
	3.8.0
	Rel-5
	Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1198
	-
	3.8.0
	Rel-5
	Cell change order from UTRAN/To GPRS/CELL_DCH/Failure (Physical channel & Reversion Failure)
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1199
	-
	3.8.0
	Rel-5
	RRC Connection Release in CELL_DCH state (Network Authentication Failure): Success
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1200
	-
	3.8.0
	Rel-5
	Inter system handover from UTRAN/To GSM/Speech/Failure (Physical channel Failure and Reversion Failure)
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1201
	-
	3.8.0
	Rel-5
	Cell reselection using cell status and cell reservations
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1202
	-
	3.8.0
	Rel-5
	RRC / Radio Bearer Establishment for transition from CELL_DCH to CELL_FACH (Frequency band modification): Success
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1203
	-
	3.8.0
	Rel-5
	Correct Selection of RACH parameters (FDD)
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1204
	-
	3.8.0
	Rel-5
	Measurement Control and Report: Additional Measurements list
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1205
	-
	3.8.0
	Rel-5
	PS attach / rejected / PS services not allowed in this PLMN
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1206
	-
	3.8.0
	Rel-5
	Access Service class selection for RACH transmission
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1207
	-
	3.8.0
	Rel-5
	Selection of RAT for UPLMN; Automatic mode
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1208
	-
	3.8.0
	Rel-5
	Selection of RAT for OPLMN; Automatic mode
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1209
	-
	3.8.0
	Rel-5
	Cell reselection if cell becomes barred or S
	approved
	B
	5.0.0
	TEI
	T1

	TP-050039
	34.123-3
	1210
	-
	3.8.0
	Rel-5
	Service Request / RAB re-establishment / UE initiated / multiple PDP contexts
	approved
	B
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1211
	-
	3.8.0
	Rel-5
	Summary of regression errors in the wk04 ATS
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1212
	-
	3.8.0
	Rel-5
	Summary of regression errors in the wk04 ATS.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1213
	-
	3.8.0
	Rel-5
	Correction to RRC P2 TC 8.4.1.7
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1214
	-
	3.8.0
	Rel-5
	Summary of regression errors in the wk04 ATS.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1215
	-
	3.8.0
	Rel-5
	Summary of regression errors in the wk04 ATS.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1216
	-
	3.8.0
	Rel-5
	Correction to approved package 4 NAS Test case 12_6_1_3_3
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1217
	-
	3.8.0
	Rel-5
	Correction to Approved RRC Package 3 TC 8.4.1.38
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1218
	-
	3.8.0
	Rel-5
	Correction to Approved NAS Package 3 TC 9.4.7
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1219
	-
	3.8.0
	Rel-5
	Correction to Approved RRC Package 2 TC 8.3.7.2 / 8.3.7.3
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1220
	-
	3.8.0
	Rel-5
	Correction to Approved RRC Package 3 TC 8.4.1.36
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1221
	-
	3.8.0
	Rel-5
	Correction to Approved IR_U Package 2 test case 6.2.2.1
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1222
	-
	3.8.0
	Rel-5
	Correction to Approved IR_U Package 4 Test Case 8.3.7.12
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1223
	-
	3.8.0
	Rel-5
	Correction to test step “ts_AT_TerminateCall”.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1224
	-
	3.8.0
	Rel-5
	Wk51 regression error report on unapproved and approved Idlemode testcases 6.1.2.x
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1225
	-
	3.8.0
	Rel-5
	Correction to approved package 3 NAS Test case 9_4_7
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1226
	-
	3.8.0
	Rel-5
	Summary of regression errors in the wk51 ATS.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1227
	-
	3.8.0
	Rel-5
	Correction to RRC P1 TC 8.4.1.3
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1228
	-
	3.8.0
	Rel-5
	Correction to RRC P2 TC 8.3.1.22 for removing check of “FOR” field value from ROUTING AREA UPDATING REQUEST message.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1229
	-
	3.8.0
	Rel-5
	Correction to Package 4 NAS test case 12.9.14
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1230
	-
	3.8.0
	Rel-5
	Summary of regression errors in the wk51 ATS.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1231
	-
	3.8.0
	Rel-5
	Correction to 34.123-3, section 16, SMS test cases regarding Validity Period Formats
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1232
	-
	3.8.0
	Rel-5
	Additional Corrections required for 14.4.2.2 test cases in the RAB ATS.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1233
	-
	3.8.0
	Rel-5
	Revised corrections to approved IR_U test cases 6_2_1_1, 6_2_1_7 and 6_2_1_8.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1234
	-
	3.8.0
	Rel-5
	Corrections required for “Combinations on SCCPCH” test cases in the RAB ATS.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1235
	-
	3.8.0
	Rel-5
	Correction to RRC P1 TC 8.4.1.5
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1236
	-
	3.8.0
	Rel-5
	Additional Corrections Required for the wk47 ATS
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1237
	-
	3.8.0
	Rel-5
	Correction to Package 4 NAS test case 12.2.1.5a Proc1
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1238
	-
	3.8.0
	Rel-5
	Summary of regression errors in the wk49 ATS.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1239
	-
	3.8.0
	Rel-5
	Summary of regression errors in wk49 ATS.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1240
	-
	3.8.0
	Rel-5
	Correction to Approved RRC Package 4 TC 8.3.11.1
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1241
	-
	3.8.0
	Rel-5
	Correction required to Package 4 NAS test case 12.9.13.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1242
	-
	3.8.0
	Rel-5
	Correction to approved GCF P4 NAS test case 12.9.8: improvement of incomplete implementation of T1-041930
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1243
	-
	3.8.0
	Rel-5
	Correction to SIB1 contents for approved RRC Idle Mode and InterRAT test cases.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1244
	-
	3.8.0
	Rel-5
	Correction to Package 4 NAS test cases 12.4.3.4.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1245
	-
	3.8.0
	Rel-5
	Corrections to RRC Package 3 TC 8.4.1.26 to change the Downlink Power level settings of Cell A at Time Instant ‘T1’.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1246
	-
	3.8.0
	Rel-5
	Correction to GMM Test cases for removing check of “FOR” field value from ATTACH REQUEST and ROUTING AREA UPDATING REQUEST messages. (Revision to TTCN CR T1s040763)
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1247
	-
	3.8.0
	Rel-5
	Correction to RRC P1 TC 8.4.1.5 (Revision of T1s040739)
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1248
	-
	3.8.0
	Rel-5
	Corrections required to rlc_SizeIndex in the RAB ATS
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1249
	-
	3.8.0
	Rel-5
	Corrections to RRC 8.3.2.x for Special LI
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1250
	-
	3.8.0
	Rel-5
	Summary of regression errors in the wk47 ATS.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1251
	-
	3.8.0
	Rel-5
	Summary of regression errors in the wk47 ATS.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1252
	-
	3.8.0
	Rel-5
	Correction to Package 2 RRC test case 8.3.2.11 to increase the wait time while checking that UE does not send URA Update.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1253
	-
	3.8.0
	Rel-5
	Correction to RRC Test Case 8.3.1.22.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1254
	-
	3.8.0
	Rel-5
	Correction to approved package 2 NAS Test case 9.4.2.3
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1255
	-
	3.8.0
	Rel-5
	Corrections to RRC Package 1 TC 8.3.1.1 to add a delay before SS reconfigures MAC according to the new C-RNTI or U-RNTI assigned to UE.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1256
	-
	3.8.0
	Rel-5
	Summary of regression errors in the wk47 ATS.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1257
	-
	3.8.0
	Rel-5
	Corrections Required for the wk47 ATS
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1258
	-
	3.8.0
	Rel-5
	Summary of regression errors in IR_U wk47 ATS.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1259
	-
	3.8.0
	Rel-5
	Correction to package 1 test case 8.3.4.3.
	approved
	F
	5.0.0
	TEI
	T1

	TP-050040
	34.123-3
	1260
	-
	3.8.0
	Rel-5
	Correction to approved package 4 NAS Test cases 12.2.1.6 proc1, 12.2.1.6 proc2 and 12.9.8
	approved
	F
	5.0.0
	TEI
	T1

	TP-050037
	34.123-3
	1261
	-
	3.8.0
	Rel-5
	Add new verified TTCN test cases CR to 34.123-3 (prose) in Annex A
	approved
	F
	5.0.0
	TEI
	T1

	TP-050036
	34.123-3
	1263
	-
	3.8.0
	-
	Corrections Required for "Combinations on SCCPCH" configurations.
	approved
	F
	3.9.0
	TEI
	T1

	TP-050036
	34.123-3
	1264
	-
	3.8.0
	Rel-5
	Introduce ASP for HSDPA
	approved
	B
	5.0.0
	TEI
	T1

	TP-050036
	34.123-3
	1265
	-
	3.8.0
	Rel-5
	Introduce ASP for LCR TDD
	approved
	B
	5.0.0
	TEI
	T1

	TP-050036
	34.123-3
	1266
	-
	3.8.0
	R99
	Replacement of 34.123-3 Release 99 by a pointer to the newly created Release 5 version
	approved
	F
	3.9.0
	TEI
	T1

	TP-050036
	34.123-3
	1267
	-
	3.8.0
	Rel-5
	Corrections of encoding rules and postambles
	approved
	F
	5.0.0
	TEI
	T1

	TP-050036
	34.123-3
	1268
	-
	3.8.0
	Rel-5
	Introduce ASP for A-GPS
	approved
	B
	5.0.0
	TEI
	T1

	TP-050059
	34.123-3
	1269
	-
	3.8.0
	Rel-4
	Replacement of 34.123-3 Release 99 by a pointer to the newly created Release 5 version
	approved
	A
	4.0.0
	TEI
	T1

	SP-050126
	41.101
	0010
	-
	4.13.0
	Rel-4
	Corrections to list of specifications
	approved
	F
	4.14.0
	TEI
	SP

	SP-050126
	41.101
	0011
	-
	5.9.0
	Rel-5
	Corrections to list of specifications
	approved
	F
	5.10.0
	TEI
	SP

	SP-050126
	41.101
	0012
	-
	6.0.0
	Rel-6
	Corrections to list of specifications
	approved
	F
	6.1.0
	TEI
	SP

	SP-050067
	42.068
	0008
	1
	7.1.0
	Rel-7
	Sending an SMS to a Group
	revised
	B
	
	EGCS
	S1

	SP-050174
	42.068
	0008
	2
	7.1.0
	Rel-7
	Sending an SMS to a Group
	approved
	B
	7.2.0
	EGCS
	S1

	NP-050067
	43.068
	0029
	-
	4.4.0
	Rel-4
	Correction of the conditions for establishment of a voice group call
	approved
	A
	4.5.0
	ASCI
	N1

	NP-050067
	43.068
	0030
	-
	5.4.0
	Rel-5
	Correction of the conditions for establishment of a voice group call
	approved
	A
	5.5.0
	ASCI
	N1

	NP-050067
	43.068
	0031
	-
	6.3.0
	Rel-6
	Correction of the conditions for establishment of a voice group call
	approved
	A
	6.4.0
	ASCI
	N1

	NP-050076
	43.068
	0036
	1
	6.3.0
	Rel-6
	EPRT Inter-PLMN Group Call notification for dispatchers
	approved
	F
	6.4.0
	TEI6
	N1

	NP-050076
	43.069
	0023
	1
	6.1.0
	Rel-6
	EPRT Inter-PLMN Broadcast Call notification for dispatchers
	approved
	F
	6.2.0
	TEI6
	N1

	TP-050025
	51.011
	0035
	-
	4.13.0
	Rel-4
	Incorrect references regarding UCS2 coding 
	approved
	F
	4.14.0
	TEI4
	T3

	TP-050026
	51.013
	0017
	-
	5.2.0
	Rel-5
	Correction of TP-DCS used for uncompressed 8 bits data SMS envelope. 
	approved
	F
	5.3.0
	TEI5
	T3

	TP-050026
	51.013
	0018
	-
	5.2.0
	Rel-5
	Correction of FWK_ERP_EFSE script file syntax.
	approved
	F
	5.3.0
	TEI5
	T3

	TP-050026
	51.013
	0019
	-
	5.2.0
	Rel-5
	Correction of security level in API_2_ENH_GSDL test.
	approved
	F
	5.3.0
	TEI5
	T3


F.1
Status of TSG GERAN CRs after TSG SA #27 Meeting (TSG GERAN Meeting #23)

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	GP-050580
	03.55
	A007
	2
	8.3.0
	R99
	Missing cell identity in DTM Information message
	approved
	F
	8.4.0
	TEI
	G1

	GP-050594
	04.18
	A294
	2
	8.24.0
	R99
	Missing cell identity in DTM Information message
	Approved
	F
	8.25.0
	DTM
	G2

	GP-050301
	04.31
	A120
	-
	7.17.0
	R98
	Correction of the ASN.1 code
	Approved
	F
	7.18.0
	TEI
	G2

	GP-050411
	04.31
	A121
	1
	8.16.0
	R99
	Correction of the ASN.1 code
	Approved
	A
	8.17.0
	TEI
	G2

	GP-050416
	04.60
	B141
	1
	8.25.0
	R99
	CSN.1 coding modification of PSI14 extensions
	Approved
	F
	8.26.0
	TEI
	G2

	GP-050037
	05.03
	A050
	-
	8.8.0
	R99
	Correction to E-FACCH/F for E-TCH/F 32.0
	approved
	F
	8.9.0
	TEI
	G1

	GP-050487
	05.03
	A051
	-
	8.8.0
	R99
	Interleaving for E-TCH/F32.0
	approved
	F
	8.9.0
	TEI
	G1

	GP-050592
	43.022
	0015
	3
	6.1.0
	Rel-6
	Introduction of MBMS
	approved
	B
	6.2.0
	MBMS
	G1

	GP-050491
	43.022
	0016
	1
	6.1.0
	Rel-6
	Correction of references
	approved
	F
	6.2.0
	TEI6
	G1

	GP-050581
	43.055
	0032
	2
	4.5.0
	Rel-4
	Missing cell identity in DTM Information message
	approved
	A
	4.6.0
	TEI
	G1

	GP-050582
	43.055
	0033
	2
	5.4.0
	Rel-5
	Missing cell identity in DTM Information message
	approved
	A
	5.5.0
	TEI
	G1

	GP-050583
	43.055
	0034
	2
	6.7.0
	Rel-6
	Missing cell identity in DTM Information message
	approved
	F
	6.8.0
	TEI6
	G1

	GP-050449
	43.055
	0035
	1
	6.7.0
	Rel-6
	PS roaming while in DTM
	approved
	F
	6.8.0
	TEI6
	G1

	GP-050450
	43.129
	0001
	1
	6.0.0
	Rel-6
	Correction of data forwarding in case of inter-RAT PS Handover
	approved
	F
	6.1.0
	SCSAGB
	G1

	GP-050323
	43.129
	0002
	-
	6.0.0
	Rel-6
	“Layer 3 information” not used for PS Handover
	approved
	F
	6.1.0
	SCSAGB
	G1

	GP-050603
	43.129
	0004
	2
	6.0.0
	Rel-6
	Clarification of PDP Context Suspension during inter-SGSN GERAN A/Gb to GERAN A/Gb PS HO
	approved
	F
	6.1.0
	SCSAGB
	G1

	GP-050326
	43.129
	0005
	-
	6.0.0
	Rel-6
	PS Handover Cancel after failed PS Handover
	approved
	F
	6.1.0
	SCSAGB
	G1

	GP-050327
	43.129
	0006
	-
	6.0.0
	Rel-6
	Addition of the SABM-UA exchange procedure
	approved
	F
	6.1.0
	SCSAGB
	G1

	GP-050309
	43.246
	0019
	-
	6.1.0
	Rel-6
	Repeated Notification of an ongoing session
	approved
	B
	6.2.0
	MBMS
	G1

	GP-050310
	43.246
	0020
	-
	6.1.0
	Rel-6
	Definition of when MBMS ASSIGNMENT is a distribution or non-distribution message
	approved
	B
	6.2.0
	MBMS
	G1

	GP-050438
	43.246
	0021
	1
	6.1.0
	Rel-6
	Update of sub-clause 6.1.1.3
	approved
	B
	6.2.0
	MBMS
	G1

	GP-050439
	43.246
	0022
	1
	6.1.0
	Rel-6
	Access limitation definitions
	approved
	B
	6.2.0
	MBMS
	G1

	GP-050369
	43.246
	0023
	-
	6.1.0
	Rel-6
	Deletion of MS ID
	approved
	F
	6.2.0
	MBMS
	G1

	GP-050598
	43.246
	0024
	2
	6.1.0
	Rel-6
	Clean-up to the MBMS stage 2
	approved
	F
	6.2.0
	MBMS
	G1

	GP-050564
	43.246
	0025
	-
	6.1.0
	Rel-6
	Corrections related to cell reselection
	approved
	F
	6.2.0
	MBMS
	G1

	GP-050600
	44.018
	0392
	4
	6.10.1
	Rel-6
	Introduction of MBMS Notification for MS in dedicated mode
	Approved
	B
	6.11.0
	TEI6
	G2

	GP-050105
	44.018
	0400
	-
	6.10.1
	Rel-6
	Channel assignment for VGCS 
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050106
	44.018
	0401
	-
	6.10.1
	Rel-6
	Correction to channel mode modify
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050535
	44.018
	0402
	1
	6.10.1
	Rel-6
	Cipher Key Sequence Number in Talker Indication
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050536
	44.018
	0403
	1
	6.10.1
	Rel-6
	NTN Rest Octets.
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050537
	44.018
	0404
	1
	6.10.1
	Rel-6
	Group key not available on the USIM 
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050531
	44.018
	0408
	1
	6.10.1
	Rel-6
	Provision of cell reselection parameters for neighbouring cells in the serving cell
	Approved
	B
	6.11.0
	TEI6
	G2

	GP-050566
	44.018
	0409
	1
	6.10.1
	Rel-6
	Transmission of Notifications for VGCS on PCH
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050526
	44.018
	0413
	1
	6.10.1
	Rel-6
	Addition of MBMS Notification
	Approved
	B
	6.11.0
	MBMS
	G2

	GP-050528
	44.018
	0414
	1
	6.10.1
	Rel-6
	Addition of MBMS procedures in List of procedures
	Approved
	B
	6.11.0
	MBMS
	G2

	GP-050604
	44.018
	0415
	2
	6.10.1
	Rel-6
	Error handling for GTTP messages
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050447
	44.018
	0416
	1
	6.10.1
	Rel-6
	Usage of TLLI in the GTTP Information message
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050340
	44.018
	0417
	-
	6.10.1
	Rel-6
	Inconsistent coding of Format ID in variable bitmap format of Cell Channel Description IE
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050605
	44.018
	0418
	2
	6.10.1
	Rel-6
	Removal of reference to struct definition in 44.060 of GPRS broadcast information IE
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050595
	44.018
	0419
	2
	4.19.0
	Rel-4
	Missing cell identity in DTM Information message
	Approved
	A
	4.20.0
	DTM
	G2

	GP-050596
	44.018
	0420
	2
	5.18.0
	Rel-5
	Missing cell identity in DTM Information message
	Approved
	A
	5.19.0
	DTM
	G2

	GP-050597
	44.018
	0421
	2
	6.10.1
	Rel-6
	Missing cell identity in DTM Information message
	Approved
	A
	6.11.0
	DTM
	G2

	GP-050565
	44.018
	0425
	1
	6.10.1
	Rel-6
	Maintaining BA (list) after the intracell change of channel
	Approved
	C
	6.11.0
	TEI6
	G2

	GP-050607
	44.018
	0427
	1
	6.10.1
	Rel-6
	Correction of the mobile behaviour at packet access failure
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050364
	44.018
	0428
	-
	6.10.1
	Rel-6
	Correcting wrong references to section 10.5.1 (common information elements)
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050303
	44.031
	0129
	-
	4.12.0
	Rel-4
	Correction of the ASN.1 code
	Approved
	A
	4.13.0
	TEI
	G2

	GP-050304
	44.031
	0130
	-
	5.11.0
	Rel-5
	Correction of the ASN.1 code
	Approved
	F
	5.12.0
	TEI
	G2

	GP-050414
	44.031
	0131
	1
	6.6.0
	Rel-6
	Correction of the ASN.1 code
	Approved
	A
	6.7.0
	TEI
	G2

	GP-050372
	44.031
	0132
	-
	6.6.0
	Rel-6
	Corrections to units in Navigation Model
	Approved
	F
	6.7.0
	TEI6
	G2

	GP-050525
	44.060
	0577
	3
	6.10.0
	Rel-6
	Introduction of MBMS Notification for MS in packet transfer mode
	Approved
	B
	6.11.0
	MBMS
	G2

	GP-050441
	44.060
	0584
	3
	6.10.0
	Rel-6
	Addition of MBMS address assignment procedure and MBMS MS_ID ASSIGNMENT message
	Approved
	B
	6.11.0
	MBMS
	G2

	GP-050522
	44.060
	0591
	3
	6.10.0
	Rel-6
	Addition of release of an MBMS radio bearer
	Approved
	B
	6.11.0
	MBMS
	G2

	GP-050523
	44.060
	0603
	3
	6.10.0
	Rel-6
	RLC data block transfer during an MBMS radio bearer
	Approved
	B
	6.11.0
	MBMS
	G2

	GP-050131
	44.060
	0606
	-
	6.10.0
	Rel-6
	Definition of broadcast/multicast receive mode
	Approved
	B
	6.11.0
	MBMS
	G2

	GP-050601
	44.060
	0607
	2
	6.10.0
	Rel-6
	Correction of MBMS messages
	Approved
	F
	6.11.0
	MBMS
	G2

	GP-050532
	44.060
	0610
	1
	6.10.0
	Rel-6
	Provision of cell reselection parameters for neighbouring cells in the serving cell
	Approved
	B
	6.11.0
	TEI6
	G2

	GP-050571
	44.060
	0613
	1
	6.10.0
	Rel-6
	Editorial corrections
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050602
	44.060
	0615
	2
	6.10.0
	Rel-6
	Addition of MBMS Notification
	Approved
	B
	6.11.0
	MBMS
	G2

	GP-050333
	44.060
	0618
	-
	6.10.0
	Rel-6
	Inconsistent CSN.1 coding in PUA message
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050417
	44.060
	0619
	1
	4.19.0
	Rel-4
	CSN.1 coding modification of PSI14 extensions
	Approved
	A
	4.20.0
	TEI
	G2

	GP-050418
	44.060
	0620
	1
	5.14.0
	Rel-5
	CSN.1 coding modification of PSI14 extensions
	Approved
	A
	5.15.0
	TEI
	G2

	GP-050419
	44.060
	0621
	1
	6.10.0
	Rel-6
	CSN.1 coding modification of PSI14 extensions
	Approved
	A
	6.11.0
	TEI
	G2

	GP-050420
	44.060
	0622
	1
	4.19.0
	Rel-4
	Validity of the PNCD information
	Approved
	F
	4.20.0
	TEI4
	G2

	GP-050421
	44.060
	0623
	1
	5.14.0
	Rel-5
	Validity of the PNCD information
	Approved
	F
	5.15.0
	TEI4
	G2

	GP-050422
	44.060
	0624
	1
	6.10.0
	Rel-6
	Validity of the PNCD information
	Approved
	F
	6.11.0
	TEI4
	G2

	GP-050584
	44.060
	0625
	2
	5.14.0
	Rel-5
	Usage of the RANDOM_ACCESS_RETRY flag in Abnormal cell reselection
	Approved
	F
	5.15.0
	TEI5
	G2

	GP-050585
	44.060
	0626
	2
	6.10.0
	Rel-6
	Usage of the RANDOM_ACCESS_RETRY flag in Abnormal cell reselection
	Approved
	A
	6.11.0
	TEI6
	G2

	GP-050609
	44.060
	0627
	2
	6.10.0
	Rel-6
	Extended Dynamic Allocation: PACCH operation clarifications in case of Concurrent TBF
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050363
	44.060
	0628
	-
	6.10.0
	Rel-6
	Uncoupling BSS paging coordination in GPRS NMO II / III and in DTM
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050365
	44.060
	0629
	-
	6.10.0
	Rel-6
	PFI inclusion not allowed at TBF establishment if PFC not supported by the network
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050437
	44.060
	0630
	1
	6.10.0
	Rel-6
	Multiple TBF operation in extended uplink TBF mode
	Approved
	B
	6.11.0
	MULTBF
	G2

	GP-050608
	44.060
	0632
	1
	6.10.0
	Rel-6
	Correction of the mobile behaviour at packet access failure
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050521
	44.060
	0633
	-
	6.10.0
	Rel-6
	Introduction of GPRS Power Control Parameters IE
	Approved
	F
	6.11.0
	TEI6
	G2

	GP-050433
	44.060
	0634
	-
	6.10.0
	Rel-6
	Correction to multiple TBF procedures after one phase access
	Approved
	F
	6.11.0
	MULTBF-Agbmode
	G2

	GP-050094
	45.002
	0092
	-
	6.7.0
	Rel-6
	Correction to mapping of uplink packet channel
	approved
	F
	6.8.0
	TEI6
	G1

	GP-050481
	45.002
	0094
	1
	5.12.0
	Rel-5
	High multislot class operation on a "d = 1, u = 4" allocation in a legacy network
	approved
	F
	5.13.0
	TEI5
	G1

	GP-050482
	45.002
	0095
	1
	6.7.0
	Rel-6
	High multislot class operation on a "d = 1, u = 4" allocation in a legacy network
	approved
	A
	6.8.0
	TEI5
	G1

	GP-050229
	45.002
	0096
	-
	6.7.0
	Rel-6
	Provision of cell reselection parameters for neighbouring cells in the serving cell
	approved
	B
	6.8.0
	TEI6
	G1

	GP-050485
	45.003
	0047
	1
	6.6.0
	Rel-6
	Inclusion of 60ms interleaving for FLO
	approved
	C
	6.7.0
	FLOGER
	G1

	GP-050038
	45.003
	0048
	-
	4.3.0
	Rel-4
	Correction to E-FACCH/F for E-TCH/F32.0
	approved
	F
	4.4.0
	TEI
	G1

	GP-050039
	45.003
	0049
	-
	5.11.0
	Rel-5
	Correction to E-FACCH/F for E-TCH/F32.0
	approved
	A
	5.12.0
	TEI
	G1

	GP-050040
	45.003
	0050
	-
	6.6.0
	Rel-6
	Correction to E-FACCH/F for E-TCH/F32.0
	approved
	A
	6.7.0
	TEI
	G1

	GP-050488
	45.003
	0051
	-
	4.3.0
	Rel-4
	Interleaving for E-TCH/F 32.0
	approved
	F
	4.4.0
	TEI
	G1

	GP-050489
	45.003
	0052
	-
	5.11.0
	Rel-5
	Interleaving for E-TCH/F 32.0
	approved
	A
	5.12.0
	TEI
	G1

	GP-050490
	45.003
	0053
	-
	6.6.0
	Rel-6
	Interleaving for E-TCH/F 32.0
	approved
	A
	6.7.0
	TEI
	G1

	GP-050041
	45.005
	0098
	-
	6.7.0
	Rel-6
	Table 1i non-existent
	approved
	D
	6.8.0
	TEI6
	G1

	GP-050144
	45.005
	0099
	-
	5.10.0
	Rel-5
	Removal of a restriction to support full power on two slots on 1800/1900 frequency bands, for certain multiband terminal designs
	approved
	F
	5.11.0
	TEI5
	G1

	GP-050145
	45.005
	0100
	-
	6.7.0
	Rel-6
	Removal of a restriction to support full power on two slots on 1800/1900 frequency bands, for certain multiband terminal designs
	approved
	A
	6.8.0
	TEI5
	G1

	GP-050192
	45.005
	0101
	-
	6.7.0
	Rel-6
	DARP - removal of brackets plus one clarification
	approved
	F
	6.8.0
	DARP-GMSK-Perf
	G1

	GP-050587
	45.008
	0254
	1
	6.10.0
	Rel-6
	Correction for maximum TX power for CS access on common BCCH cells
	approved
	F
	6.11.0
	TEI6
	G1

	GP-050483
	45.008
	0255
	1
	6.10.0
	Rel-6
	Provision of cell reselection parameters for neighbouring cells in the serving cell
	approved
	B
	6.11.0
	TEI6
	G1

	GP-050278
	45.008
	0258
	-
	6.10.0
	Rel-6
	Clarifications to PR mode B
	approved
	F
	6.11.0
	TEI6
	G1

	GP-050297
	45.008
	0261
	-
	6.10.0
	Rel-6
	Correction of reference specification for mapping of 3G measurements
	approved
	F
	6.11.0
	TEI6
	G1

	GP-050139
	45.010
	0031
	-
	6.3.0
	Rel-6
	Timing Advance for multiple TBFs in Packet Transfer mode
	approved
	F
	6.4.0
	TEI6
	G1

	GP-050289
	45.010
	0032
	-
	6.3.0
	Rel-6
	Timing advance for MBMS
	approved
	B
	6.4.0
	MBMS
	G1

	GP-050036
	45.050
	0003
	-
	6.1.0
	Rel-6
	Correction of figures for MBMS
	approved
	F
	6.2.0
	MBMS
	G1

	GP-050484
	45.902
	0024
	1
	6.7.0
	Rel-6
	Inclusion of 60ms interleaving for FLO
	approved
	C
	6.8.0
	FLOGER
	G1

	GP-050538
	48.008
	0144
	1
	6.7.0
	Rel-6
	Clarification on the provision of VGCS ciphering parameters
	Approved
	F
	6.8.0
	TEI6
	G2

	GP-050539
	48.008
	0145
	1
	6.7.0
	Rel-6
	Correction to Encryption Information IE for VGCS
	Approved
	F
	6.8.0
	TEI6
	G2

	GP-050255
	48.008
	0147
	-
	6.7.0
	Rel-6
	Paging Information
	Approved
	F
	6.8.0
	TEI6
	G2

	GP-050540
	48.008
	0148
	1
	6.7.0
	Rel-6
	Miscellaneous editorial changes
	Approved
	D
	6.8.0
	TEI6
	G2

	GP-050260
	48.008
	0149
	-
	6.7.0
	Rel-6
	Group Call Reference handling by the MSC
	Approved
	F
	6.8.0
	TEI6
	G2

	GP-050415
	48.016
	0021
	1
	6.1.0
	Rel-6
	Moving of data flow when marking remote IP endpoint non-operational
	Approved
	F
	6.2.0
	TEI6
	G2

	GP-050319
	48.018
	0120
	-
	6.6.0
	Rel-6
	Identifying Session ID as optional
	Approved
	B
	6.7.0
	MBMS
	G2

	GP-050569
	48.058
	0014
	2
	6.0.0
	Rel-6
	Incorrect length of group call reference IE
	Approved
	F
	6.1.0
	TEI6
	G2

	GP-050570
	48.058
	0017
	1
	6.0.0
	Rel-6
	Incorrect length of the eMLPP priority
	Approved
	F
	6.1.0
	TEI6
	G2

	GP-050007
	51.010-1
	2612
	-
	6.0.1
	Rel-6
	Corrections to Inter-RAT test cases
	Revised
	F
	
	Inter system handover
	G3new

	GP-050475
	51.010-1
	2612
	1
	6.0.1
	Rel-6
	Corrections to Inter-RAT test cases
	Approved
	F
	6.1.0
	Inter system handover
	G3new

	GP-050009
	51.010-1
	2613
	-
	6.0.1
	Rel-6
	Correction to test case 18.1 Temporary reception gaps, single slot
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050018
	51.010-1
	2614
	-
	6.0.0
	Rel-6
	Bad parameters after cell reselection
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050019
	51.010-1
	2615
	-
	6.0.0
	Rel-6
	Addition of time to allow BSIC decoding
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050020
	51.010-1
	2616
	-
	6.0.0
	Rel-6
	Addition of time to allow BSIC decoding
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050021
	51.010-1
	2617
	-
	6.0.0
	Rel-6
	Change to avoid unwanted cell reselection
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050022
	51.010-1
	2618
	-
	6.0.0
	Rel-6
	Change to avoid unwanted cell reselection
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050023
	51.010-1
	2619
	-
	6.0.0
	Rel-6
	Removal of the TC as it is not testing the ‘Test Purpose’
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050024
	51.010-1
	2620
	-
	6.0.0
	Rel-6
	Use of CS call instead of Data transfer.
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050026
	51.010-1
	2622
	-
	6.0.1
	Rel-6
	Network Control measurement reporting /NC_FREQUENCY_LIST/NC_FREQUENCY_LIST in Packet measurementorder.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050027
	51.010-1
	2623
	-
	6.0.1
	Rel-6
	DTM_SUPPORT bit set to 1 in the GPRS cell options IE for all DTM messages
	Revised
	F
	
	GPRS
	G3new

	GP-050460
	51.010-1
	2623
	1
	6.0.1
	Rel-6
	DTM_SUPPORT bit set to 1 in the GPRS cell options IE for all DTM messages
	Revised
	F
	
	GPRS
	G3new

	GP-050509
	51.010-1
	2623
	2
	6.0.1
	Rel-6
	DTM_SUPPORT bit set to 1 in the GPRS cell options IE for all DTM messages
	Revised
	F
	
	GPRS
	G3new

	GP-050549
	51.010-1
	2623
	3
	6.0.1
	Rel-6
	DTM_SUPPORT bit set to 1 in the GPRS cell options IE for all DTM messages
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050028
	51.010-1
	2624
	-
	6.0.1
	Rel-6
	Packet Measurement order procedure / Downlink transfer / Normal case/ Routing Area Update/ NMO I
	Revised
	F
	
	GPRS
	G3new

	GP-050463
	51.010-1
	2624
	1
	6.0.1
	Rel-6
	Packet Measurement order procedure / Downlink transfer / Normal case/ Routing Area Update/ NMO I
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050029
	51.010-1
	2625
	-
	6.0.1
	Rel-6
	Dynamic Allocation / Uplink Transfer / Normal / Frequency parameters
	Revised
	F
	
	GPRS
	G3new

	GP-050464
	51.010-1
	2625
	1
	6.0.1
	Rel-6
	Dynamic Allocation / Uplink Transfer / Normal / Frequency parameters
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050030
	51.010-1
	2626
	-
	6.0.1
	Rel-6
	BCCH carrier of cell C modified in testcases 42.4.8.4.4 and 42.4.8.4.5
	Revised
	F
	
	GPRS
	G3new

	GP-050465
	51.010-1
	2626
	1
	6.0.1
	Rel-6
	BCCH carrier of cell C modified in testcases 42.4.8.4.4 and 42.4.8.4.5
	Revised
	F
	
	GPRS
	G3new

	GP-050550
	51.010-1
	2626
	2
	6.0.1
	Rel-6
	BCCH carrier of cell C modified in testcases 42.4.8.4.4 and 42.4.8.4.5
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050031
	51.010-1
	2627
	-
	6.0.1
	Rel-6
	RR / Paging / on PCCCH for GPRS service/ paging reorganisation successful
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050032
	51.010-1
	2628
	-
	6.0.1
	Rel-6
	RR / Paging / on PCCCH for GPRS service/ paging reorganisation successful
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050042
	51.010-1
	2629
	-
	6.0.1
	Rel-6
	Correction to Related PICS/PIXIT Statement
	Approved
	F
	6.1.0
	DTM
	G3new

	GP-050044
	51.010-1
	2630
	-
	6.0.1
	Rel-6
	Remove unnecessary requirement for TCH/H
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050045
	51.010-1
	2631
	-
	6.0.1
	Rel-6
	Various corrections to test procedure, test sequence and specific message contents
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050046
	51.010-1
	2632
	-
	6.0.1
	Rel-6
	Correction of step numbering in test sequence
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050047
	51.010-1
	2633
	-
	6.0.1
	Rel-6
	Various corrections to test procedure, test sequence and specific message contents
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050048
	51.010-1
	2634
	-
	6.0.1
	Rel-6
	Correction to specific message content
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050049
	51.010-1
	2635
	-
	6.0.1
	Rel-6
	Correction to specific message content
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050050
	51.010-1
	2636
	-
	6.0.1
	Rel-6
	Correction to specific message content and expected sequence
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050060
	51.010-1
	2637
	-
	6.0.1
	Rel-6
	Expected Sequence does not match standard Call Establishment procedure
	Approved
	F
	6.1.0
	ISHO
	G3new

	GP-050061
	51.010-1
	2638
	-
	6.0.1
	Rel-6
	Provision for Two-Phase Access added in the expected sequence.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050062
	51.010-1
	2639
	-
	6.0.1
	Rel-6
	Handling of MS requesting one phase access.
	Revised
	F
	
	GPRS
	G3new

	GP-050461
	51.010-1
	2639
	1
	6.0.1
	Rel-6
	Handling of MS requesting one phase access.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050063
	51.010-1
	2640
	-
	6.0.1
	Rel-6
	Remove unnecessary checking of number of received RLC blocks.
	Revised
	F
	
	GPRS
	G3new

	GP-050511
	51.010-1
	2640
	1
	6.0.1
	Rel-6
	Remove unnecessary checking of number of received RLC blocks.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050064
	51.010-1
	2641
	-
	6.0.1
	Rel-6
	Correction to step numbering.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050065
	51.010-1
	2642
	-
	6.0.1
	Rel-6
	Correction to SMS radio priority level.
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050066
	51.010-1
	2643
	-
	6.0.1
	Rel-6
	Handling of MS requesting one phase access.
	Revised
	F
	
	GPRS
	G3new

	GP-050466
	51.010-1
	2643
	1
	6.0.1
	Rel-6
	Handling of MS requesting one phase access.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050067
	51.010-1
	2644
	-
	6.0.1
	Rel-6
	Allow for two phase access.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050068
	51.010-1
	2645
	-
	6.0.1
	Rel-6
	Provision for Two-Phase Access added in the expected sequence.
	Approved
	F
	6.1.0
	EGPRS
	G3new

	GP-050069
	51.010-1
	2646
	-
	6.0.1
	Rel-6
	Handling of MS requesting one phase access.
	Revised
	F
	
	EGPRS
	G3new

	GP-050480
	51.010-1
	2646
	1
	6.0.1
	Rel-6
	Handling of MS requesting one phase access.
	Approved
	F
	6.1.0
	EGPRS
	G3new

	GP-050070
	51.010-1
	2647
	-
	6.0.1
	Rel-6
	Remove unnecessary checking of number of received RLC blocks.
	Revised
	F
	
	EGPRS
	G3new

	GP-050512
	51.010-1
	2647
	1
	6.0.1
	Rel-6
	Remove unnecessary checking of number of received RLC blocks.
	Approved
	F
	6.1.0
	EGPRS
	G3new

	GP-050071
	51.010-1
	2648
	-
	6.0.1
	Rel-6
	Correction in the message sequence and step numbering.
	Approved
	F
	6.1.0
	EGPRS
	G3new

	GP-050072
	51.010-1
	2649
	-
	6.0.1
	Rel-6
	Correction to SMS radio priority level.
	Withdrawn
	F
	
	EGPRS
	G3new

	GP-050073
	51.010-1
	2650
	-
	6.0.1
	Rel-6
	Handling of MS requesting one phase access.
	Revised
	F
	
	EGPRS
	G3new

	GP-050467
	51.010-1
	2650
	1
	6.0.1
	Rel-6
	Handling of MS requesting one phase access.
	Approved
	F
	6.1.0
	EGPRS
	G3new

	GP-050074
	51.010-1
	2651
	-
	6.0.1
	Rel-6
	Allow for two phase access.
	Approved
	F
	6.1.0
	EGPRS
	G3new

	GP-050075
	51.010-1
	2652
	-
	6.0.1
	Rel-6
	Remove redundant CM SERVICE ACCEPT message.
	Approved
	F
	6.1.0
	A-GPS
	G3new

	GP-050076
	51.010-1
	2653
	-
	6.0.1
	Rel-6
	Modification to the timing requirements of the testcase 20.22.13.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050077
	51.010-1
	2654
	-
	6.0.1
	Rel-6
	Modification to the testcase 20.22.5.
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050078
	51.010-1
	2655
	-
	6.0.1
	Rel-6
	Changes in the testcase 41.2.2.3
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050079
	51.010-1
	2656
	-
	6.0.1
	Rel-6
	Removing the macro used for the cell update in testcase 41.3.6.6.
	Revised
	F
	
	GPRS
	G3new

	GP-050547
	51.010-1
	2656
	1
	6.0.1
	Rel-6
	Removing the macro used for the cell update in testcase 41.3.6.6.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050080
	51.010-1
	2657
	-
	6.0.1
	Rel-6
	Correction to the testcase 41.3.6.9.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050081
	51.010-1
	2658
	-
	6.0.1
	Rel-6
	Changes in the testcase 41.5.1.1.1.3
	Revised
	F
	
	GPRS
	G3new

	GP-050494
	51.010-1
	2658
	1
	6.0.1
	Rel-6
	Changes in the testcase 41.5.1.1.1.3
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050082
	51.010-1
	2659
	-
	6.0.1
	Rel-6
	Changes in the PICS/PIXIT statement of the testcase 41.5.1.1.2.3.4.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050083
	51.010-1
	2660
	-
	6.0.1
	Rel-6
	Changes in the testcase 41.5.2.1
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050084
	51.010-1
	2661
	-
	6.0.1
	Rel-6
	Changes in the testcase 41.5.2.4
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050085
	51.010-1
	2662
	-
	6.0.1
	Rel-6
	Corrections in the expected sequence 42.3.1.1.10.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050086
	51.010-1
	2663
	-
	6.0.1
	Rel-6
	Removing the reference to the non-existing section in specific message contents in the testcase 42.3.3.3.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050087
	51.010-1
	2664
	-
	6.0.1
	Rel-6
	Changes in the testcase 42.4.2.3.3
	Revised
	F
	
	GPRS
	G3new

	GP-050468
	51.010-1
	2664
	1
	6.0.1
	Rel-6
	Changes in the testcase 42.4.2.3.3
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050088
	51.010-1
	2665
	-
	6.0.1
	Rel-6
	Changes in the testcase 51.2.2.3
	Withdrawn
	F
	
	EGPRS
	G3new

	GP-050089
	51.010-1
	2666
	-
	6.0.1
	Rel-6
	Removing the macro used for the cell update in testcase 51.3.6.6.
	Revised
	F
	
	EGPRS
	G3new

	GP-050548
	51.010-1
	2666
	1
	6.0.1
	Rel-6
	Removing the macro used for the cell update in testcase 51.3.6.6.
	Approved
	F
	6.1.0
	EGPRS
	G3new

	GP-050090
	51.010-1
	2667
	-
	6.0.1
	Rel-6
	Changes in the testcase 51.3.6.9.
	Approved
	F
	6.1.0
	EGPRS
	G3new

	GP-050091
	51.010-1
	2668
	-
	6.0.1
	Rel-6
	Removing the reference to the non-existing section in specific message contents of the testcase 52.3.3.3.
	Approved
	F
	6.1.0
	EGPRS
	G3new

	GP-050092
	51.010-1
	2669
	-
	6.0.1
	Rel-6
	Changes in the initial conditions of the testcases in sec 60.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050099
	51.010-1
	2670
	-
	6.0.0
	Rel-6
	Removal of Single Slot allocation for DTM
	Withdrawn
	C
	
	DTM
	G3new

	GP-050100
	51.010-1
	2671
	-
	6.0.0
	Rel-6
	Correction to test case 20.22.29
	Approved
	F
	6.1.0
	Intersystem Change
	G3new

	GP-050101
	51.010-1
	2672
	-
	6.0.1
	Rel-6
	Correction to test case 42.4.5.3
	Revised
	F
	
	GPRS
	G3new

	GP-050469
	51.010-1
	2672
	1
	6.0.1
	Rel-6
	Correction to test case 42.4.5.3
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050102
	51.010-1
	2673
	-
	6.0.1
	Rel-6
	Section 14.7.1 Blocking and spurious response - speech channels
	Revised
	F
	
	GPRS
	G3new

	GP-050459
	51.010-1
	2673
	1
	6.0.1
	Rel-6
	Section 14.7.1 Blocking and spurious response - speech channels
	Revised
	F
	
	GPRS
	G3new

	GP-050505
	51.010-1
	2673
	2
	6.0.1
	Rel-6
	Blocking and spurious response - speech channels
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050103
	51.010-1
	2674
	-
	6.0.1
	Rel-6
	CR 51.0EGPRS Uplink Power Control - Use of ( and (CH parameters
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050115
	51.010-1
	2675
	-
	6.0.1
	Rel-6
	Change in the Network Mode of Operation
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050116
	51.010-1
	2676
	-
	6.0.1
	Rel-6
	Correcting the SAPI
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050117
	51.010-1
	2677
	-
	6.0.1
	Rel-6
	Removing redundant Step
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050118
	51.010-1
	2678
	-
	6.0.1
	Rel-6
	Change in the Network Mode of Operation
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050119
	51.010-1
	2679
	-
	6.0.1
	Rel-6
	Section 11 General Tests
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050120
	51.010-1
	2680
	-
	6.0.1
	Rel-6
	EFR Signalling / Structured procedures / MS originated call / late assignment
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050121
	51.010-1
	2681
	-
	6.0.1
	Rel-6
	Structured Procedures / MS terminated call / early assignment
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050122
	51.010-1
	2682
	-
	6.0.1
	Rel-6
	Structured Procedures / emergency call
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050123
	51.010-1
	2683
	-
	6.0.1
	Rel-6
	Section 26.12.8 Default contents of layer 3 messages for Enhanced Full rate speech tests
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050147
	51.010-1
	2684
	-
	6.0.1
	Rel-6
	Section 17- 17.2 Inter cell handover - New test case and addition to handover procedure to R99 and newer mobiles.
	Withdrawn
	F
	
	GSM
	G3new

	GP-050148
	51.010-1
	2685
	-
	6.0.1
	Rel-6
	Inter cell handover, synchronized cell – New test proposed
	Withdrawn
	-
	
	-
	G3new

	GP-050149
	51.010-1
	2686
	-
	6.0.1
	Rel-6
	Measurement / multiband environment - Removed Ext-Ind from SI2ter and SI5ter. PCS band added.
	Approved
	F
	6.1.0
	Circuit Switched
	G3new

	GP-050150
	51.010-1
	2687
	-
	6.0.1
	Rel-6
	Handover / successful / active call / finely synchronized
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050151
	51.010-1
	2688
	-
	6.0.1
	Rel-6
	Handover / layer 1 failure
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050152
	51.010-1
	2689
	-
	6.0.1
	Rel-6
	Location updating
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050153
	51.010-1
	2690
	-
	6.0.1
	Rel-6
	Directed Retry / Mobile Originated Call - PCS band missing.
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050154
	51.010-1
	2691
	-
	6.0.1
	Rel-6
	PCS band missing.
	Approved
	F
	6.1.0
	Circuit Switched
	G3new

	GP-050155
	51.010-1
	2692
	-
	6.0.1
	Rel-6
	M=3 – Location update after the handover procedure on cell B
	Withdrawn
	-
	
	-
	G3new

	GP-050156
	51.010-1
	2693
	-
	6.0.1
	Rel-6
	Requirement 2 not tested and then removed
	Withdrawn
	-
	
	-
	G3new

	GP-050157
	51.010-1
	2694
	-
	6.0.1
	Rel-6
	CKSN missing in initial conditions
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050158
	51.010-1
	2695
	-
	6.0.1
	Rel-6
	26.11.5.1 - Modification of Classmark Change content for 850/1900 MS
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050159
	51.010-1
	2696
	-
	6.0.1
	Rel-6
	Inband Signalling, Uplink Codec Adaptation
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050160
	51.010-1
	2697
	-
	6.0.1
	Rel-6
	AMR signalling / Handover / active call / successful case
	Revised
	F
	
	GSM
	G3new

	GP-050497
	51.010-1
	2697
	1
	6.0.1
	Rel-6
	AMR signalling / Handover / active call / successful case
	Revised
	F
	
	GSM
	G3new

	GP-050504
	51.010-1
	2697
	2
	6.0.1
	Rel-6
	AMR signalling / Handover / active call / successful case
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050161
	51.010-1
	2698
	-
	6.0.1
	Rel-6
	AMR Signalling / Directed Retry / Mobile Originated Call
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050162
	51.010-1
	2699
	-
	6.0.1
	Rel-6
	AMR Signalling / Directed Retry / Mobile Terminated Call
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050163
	51.010-1
	2700
	-
	6.0.1
	Rel-6
	Section 26.16.11. Handover / layer 1 failure
	Revised
	F
	
	GSM
	G3new

	GP-050371
	51.010-1
	2700
	1
	6.0.1
	Rel-6
	Section 26.16.11. Handover / layer 1 failure
	Revised
	F
	
	GSM
	G3new

	GP-050498
	51.010-1
	2700
	2
	6.0.1
	Rel-6
	Section 26.16.11. Handover / layer 1 failure
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050164
	51.010-1
	2701
	-
	6.0.1
	Rel-6
	Section 26.16.10.2 Related Pics/Pixit modified
	Revised
	F
	
	GPRS
	G3new

	GP-050499
	51.010-1
	2701
	1
	6.0.1
	Rel-6
	Section 26.16.10.2 Related Pics/Pixit modified
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050165
	51.010-1
	2702
	-
	6.0.1
	Rel-6
	Section 34.4.5 - Removal of test
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050166
	51.010-1
	2703
	-
	6.0.1
	Rel-6
	Section 40.2.x - Default message contents
	Approved
	D
	6.1.0
	GPRS
	G3new

	GP-050167
	51.010-1
	2704
	-
	6.0.1
	Rel-6
	Section 42.4.2.3.6 and 42.4.2.3.7 removing half rate testing.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050168
	51.010-1
	2705
	-
	6.0.1
	Rel-6
	Network Assisted Cell Change / Packet Neighbour Cell Data and Packet Cell Change Continue - Initial conditions clarification
	Revised
	F
	
	GPRS
	G3new

	GP-050383
	51.010-1
	2705
	1
	6.0.1
	Rel-6
	Network Assisted Cell Change / Packet Neighbour Cell Data and Packet Cell Change Continue - Initial conditions clarification
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050169
	51.010-1
	2706
	-
	6.0.1
	Rel-6
	Packet Downlink Assignment / Abnormal cases / Incorrect PDCH assignment
	Revised
	F
	
	GPRS
	G3new

	GP-050384
	51.010-1
	2706
	1
	6.0.1
	Rel-6
	Packet Downlink Assignment / Abnormal cases / Incorrect PDCH assignment
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050170
	51.010-1
	2707
	-
	6.0.1
	Rel-6
	Handover to same routeing area whilst in dedicated mode & MM Ready / Completed on the main DCCH - PDP context 2 removed
	Approved
	C
	6.1.0
	GPRS
	G3new

	GP-050171
	51.010-1
	2708
	-
	6.0.1
	Rel-6
	Handover to same routeing area whilst in DTM with downlink TBF Established - removed misleading remark
	Approved
	D
	6.1.0
	GPRS
	G3new

	GP-050172
	51.010-1
	2709
	-
	6.0.1
	Rel-6
	Handover to same routeing area whilst in DTM with both DL & UL TBFs / Successful case - Step B17 corrected
	Revised
	F
	
	GPRS
	G3new

	GP-050479
	51.010-1
	2709
	1
	6.0.1
	Rel-6
	Handover to same routeing area whilst in DTM with both DL & UL TBFs / Successful case – Step B17 corrected
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050173
	51.010-1
	2710
	-
	6.0.1
	Rel-6
	Handover to different routeing area whilst in DM / Performed on main DCCH / RAU complete before CS release - Specific message corrected
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050174
	51.010-1
	2711
	-
	6.0.1
	Rel-6
	Handover to different routeing area whilst in DM / Performed on main DCCH / CS release before RAU complete - Specific message corrected
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050175
	51.010-1
	2712
	-
	6.0.1
	Rel-6
	Ignoring Packet Measurement Order and Packet Cell Change Order whilst in DTM - New Test proposal
	Revised
	B
	
	GPRS
	G3new

	GP-050493
	51.010-1
	2712
	1
	6.0.1
	Rel-6
	Ignoring Packet Measurement Order and Packet Cell Change Order whilst in DTM – New Test proposal
	Approved
	B
	6.1.0
	GPRS
	G3new

	GP-050176
	51.010-1
	2713
	-
	6.0.1
	Rel-6
	Change between NC2 transfer mode and DTM mode - New Test proposal
	Withdrawn
	B
	
	GPRS
	G3new

	GP-050177
	51.010-1
	2714
	-
	6.0.1
	Rel-6
	Network originating CS release / PS re-establishment / Cell reselection to non DTM cell / MT CS call establishment - New Test proposal
	Withdrawn
	B
	
	GPRS
	G3new

	GP-050178
	51.010-1
	2715
	-
	6.0.1
	Rel-6
	Multiple Handover whilst in DTM / Cell supporting EGPRS DTM to Cell support GPRS DTM and back - New Test proposal
	Withdrawn
	B
	
	GPRS
	G3new

	GP-050179
	51.010-1
	2716
	-
	6.0.1
	Rel-6
	Negotiation initiated by the SS (during ADM, for IOV- UI)
	Revised
	F
	
	GPRS
	G3new

	GP-050473
	51.010-1
	2716
	1
	6.0.1
	Rel-6
	Negotiation initiated by the SS (during ADM, for IOV- UI)
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050233
	51.010-1
	2717
	-
	6.0.1
	Rel-6
	DARP Speech bearer tests / TCH/AFS / DTS-1 (new test)
	Revised
	F
	
	DARP
	G3new

	GP-050451
	51.010-1
	2717
	1
	6.0.1
	Rel-6
	DARP Speech bearer tests / TCH/AFS / DTS-1 (new test)
	Revised
	F
	
	DARP
	G3new

	GP-050457
	51.010-1
	2717
	2
	6.0.1
	Rel-6
	DARP Speech bearer tests / TCH/AFS / DTS-1 (new test)
	Approved
	F
	6.1.0
	DARP
	G3new

	GP-050236
	51.010-1
	2718
	-
	6.0.1
	Rel-6
	New requirement added to applicabillity (PICS) in test cases 46.1.2.6.1 and 46.1.2.6.2
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050238
	51.010-1
	2719
	-
	6.0.1
	Rel-6
	Cell Reselection based on C32 - Cell Reselction on CCCH - PBCCH not present
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050240
	51.010-1
	2720
	-
	6.0.1
	Rel-6
	Cell Reselection based on C32 - Cell Reselection on CCCH - PBCCH not supported
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050241
	51.010-1
	2721
	-
	6.0.1
	Rel-6
	Cell Reselection based on C32 quality / Cell Reselection on CCCH - PBCCH not supported
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050242
	51.010-1
	2722
	-
	6.0.1
	Rel-6
	Cell Reselection with cells in different Routing area - Cell Reselection on CCCH - PBCCH not present
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050243
	51.010-1
	2723
	-
	6.0.1
	Rel-6
	Clarifications and editorial changes to A-GPS tests
	Approved
	F
	6.1.0
	TEI
	G3new

	GP-050244
	51.010-1
	2724
	-
	6.0.1
	Rel-6
	Addition of A-GPS Scenario and Assistance data values in new clause 10.9
	Revised
	F
	
	TEI
	G3new

	GP-050476
	51.010-1
	2724
	1
	6.0.1
	Rel-6
	Addition of A-GPS Scenario and Assistance data values in new clause 10.9
	Approved
	F
	6.1.0
	TEI
	G3new

	GP-050245
	51.010-1
	2725
	-
	6.0.1
	Rel-6
	Revision of A-GPS assistance data delivery and values for MS based tests
	Revised
	F
	
	TEI
	G3new

	GP-050477
	51.010-1
	2725
	1
	6.0.1
	Rel-6
	Revision of A-GPS assistance data delivery and values for MS based tests
	Approved
	F
	6.1.0
	TEI
	G3new

	GP-050246
	51.010-1
	2726
	-
	6.0.1
	Rel-6
	Revision of A-GPS assistance data delivery and values for MS assisted tests
	Revised
	F
	
	TEI
	G3new

	GP-050501
	51.010-1
	2726
	1
	6.0.1
	Rel-6
	Revision of A-GPS assistance data delivery and values for MS assisted tests
	Approved
	F
	6.1.0
	TEI
	G3new

	GP-050247
	51.010-1
	2727
	-
	6.0.1
	Rel-6
	Revision of A-GPS assistance data delivery and values for MS assisted tests in section 70.8.4.X
	Revised
	F
	
	TEI
	G3new

	GP-050502
	51.010-1
	2727
	1
	6.0.1
	Rel-6
	Revision of A-GPS assistance data delivery and values for MS assisted tests in section 70.8.4.X
	Approved
	F
	6.1.0
	TEI
	G3new

	GP-050251
	51.010-1
	2728
	-
	6.0.1
	Rel-6
	Section 26.6.5.1 - Handover / successful / active call / non-synchronized
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050258
	51.010-1
	2729
	-
	6.0.1
	Rel-6
	Attach Reject Procedure to be introduced as additional test steps to set T3302 to 1 minute.
	Revised
	F
	
	GPRS
	G3new

	GP-050513
	51.010-1
	2729
	1
	6.0.1
	Rel-6
	Attach Reject Procedure to be introduced as additional test steps to set T3302 to 1 minute.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050266
	51.010-1
	2730
	-
	6.0.1
	Rel-6
	RXQUAL - TCH/AFS DTX on - correction to equation
	Revised
	F
	
	AMR
	G3new

	GP-050452
	51.010-1
	2730
	1
	6.0.1
	Rel-6
	RXQUAL - TCH/AFS DTX on - correction to equation
	Approved
	F
	6.1.0
	AMR
	G3new

	GP-050281
	51.010-1
	2731
	-
	6.0.1
	Rel-6
	42.3.2.2.2 -Removal of obsolete test step
	Revised
	F
	
	GPRS
	G3new

	GP-050470
	51.010-1
	2731
	1
	6.0.1
	Rel-6
	42.3.2.2.2 -Removal of obsolete test step
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050282
	51.010-1
	2732
	-
	6.0.1
	Rel-6
	52.3.2.2.2 -Removal of obsolete test step
	Revised
	F
	
	GPRS
	G3new

	GP-050471
	51.010-1
	2732
	1
	6.0.1
	Rel-6
	52.3.2.2.2 -Removal of obsolete test step
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050370
	51.010-1
	2733
	-
	6.0.1
	Rel-6
	Section 42.4.8.x.x - SI2quater specific message contents corrected
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050397
	51.010-1
	2734
	-
	6.0.0
	Rel-6
	52.3.1.2.2 – Change to avoid unwanted cell reselection
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050398
	51.010-1
	2735
	-
	6.0.0
	Rel-6
	52.3.1.2.3 - Change to avoid unwanted cell reselection
	Revised
	F
	
	GPRS
	G3new

	GP-050462
	51.010-1
	2735
	1
	6.0.0
	Rel-6
	52.3.1.2.3 - Change to avoid unwanted cell reselection
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050472
	51.010-1
	2736
	-
	6.0.1
	Rel-6
	Section 42.4.5.5 Network Assisted Cell Change / Expiry of T3208 and T3210 – 15% Timer Tolerance changed to 10%
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050474
	51.010-1
	2737
	-
	6.0.1
	Rel-6
	GPRS Cell Selection and Reselection
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050514
	51.010-1
	2738
	-
	6.0.1
	Rel-6
	Change to expected sequence.
	Revised
	F
	
	GPRS
	G3new

	GP-050552
	51.010-1
	2738
	1
	6.0.1
	Rel-6
	Change to expected sequence.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050515
	51.010-1
	2739
	-
	6.0.1
	Rel-6
	Change to expected sequence.
	Withdrawn
	F
	
	EGPRS
	G3new

	GP-050043
	51.010-2
	0210
	-
	6.0.0
	Rel-6
	Correction to Tables A.1, B.1 - DTM/GPRS Multislot Class 11, Condition C308 and Applicability of Testcase 57.2.1
	Approved
	F
	6.1.0
	DTM
	G3new

	GP-050093
	51.010-2
	0211
	-
	6.0.0
	Rel-6
	Corrections in the testcase applicability table.
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050180
	51.010-2
	0212
	-
	6.0.1
	Rel-6
	Annex B - Addition of testcase 17.3
	Withdrawn
	-
	
	-
	G3new

	GP-050181
	51.010-2
	0213
	-
	6.0.0
	Rel-6
	Annex B - Removal of testcase 34.4.5
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050182
	51.010-2
	0214
	-
	6.0.0
	Rel-6
	Section Annex B - Addition of test case 42.4.8.5.1
	Withdrawn
	B
	
	GPRS
	G3new

	GP-050183
	51.010-2
	0215
	-
	6.0.0
	Rel-6
	Section Annex B - Addition of test case 42.4.8.5.2
	Withdrawn
	B
	
	GPRS
	G3new

	GP-050184
	51.010-2
	0216
	-
	6.0.0
	Rel-6
	Section Annex B - Addition of test case 47.2.4
	Withdrawn
	F
	
	GPRS
	G3new

	GP-050185
	51.010-2
	0217
	-
	6.0.0
	Rel-6
	Section Annex B - Addition of test case 57.3.5.2
	Withdrawn
	B
	
	GPRS
	G3new

	GP-050186
	51.010-2
	0218
	-
	6.0.0
	Rel-6
	ection A.4.8 addition of PICSs to specify support of header compression algorithm types
	Revised
	F
	
	GPRS
	G3new

	GP-050551
	51.010-2
	0218
	1
	6.0.0
	Rel-6
	Section A.4.8 addition of PICSs to specify support of header compression algorithm types
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050187
	51.010-2
	0219
	-
	6.0.0
	Rel-6
	Annex B - Modification of C327
	Approved
	F
	6.1.0
	AMR
	G3new

	GP-050188
	51.010-2
	0220
	-
	6.0.0
	Rel-6
	Section Annex B - Change in the title of 17.2
	Withdrawn
	D
	
	GSM
	G3new

	GP-050227
	51.010-2
	0221
	-
	6.0.0
	Rel-6
	Correction to applicability condition C235
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050234
	51.010-2
	0222
	-
	6.0.0
	Rel-6
	DARP Speech bearer tests / TCH/AFS / DTS-1 (new test)
	Approved
	F
	6.1.0
	DARP
	G3new

	GP-050237
	51.010-2
	0223
	-
	6.0.0
	Rel-6
	Addition of PICS for GPRS
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050239
	51.010-2
	0224
	-
	6.0.0
	Rel-6
	Cell Reselection based on C32 - Cell Reselction on CCCH - PBCCH not present
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050366
	51.010-2
	0225
	-
	6.0.0
	Rel-6
	Applicability of RX Qual Test Cases 21.3.1, 21.3.2, 21.4.1
	Revised
	F
	
	RX Qual Test Cases
	G3new

	GP-050386
	51.010-2
	0225
	1
	6.0.0
	Rel-6
	Applicability of RX Qual Test Cases 21.3.1, 21.3.2, 21.4.1
	Revised
	F
	
	RX Qual Test Cases
	G3new

	GP-050507
	51.010-2
	0225
	2
	6.0.0
	Rel-6
	Applicability of RX Qual Test Cases 21.3.1, 21.3.2, 21.4.1
	Approved
	F
	6.1.0
	RX Qual Test Cases
	G3new

	GP-050025
	51.010-2
	0226
	-
	6.0.0
	Rel-6
	Removal of the TC 42.4.4.4 - Part 2
	Approved
	F
	6.1.0
	GPRS
	G3new

	GP-050453
	51.010-2
	0227
	-
	6.0.0
	Rel-6
	Correction to part 2 to include missing TCs in table B.1
	Revised
	F
	
	TEI6
	G3new

	GP-050500
	51.010-2
	0227
	1
	6.0.0
	Rel-6
	Correction to part 2 to include missing TCs in table B.1
	Approved
	F
	6.1.0
	TEI6
	G3new

	GP-050478
	51.010-2
	0228
	-
	6.0.0
	Rel-6
	Differentiation of Single/Multi slot DTM test cases.
	Approved
	C
	6.1.0
	DTM
	G3new

	GP-050051
	51.010-3
	0039
	-
	6.0.0
	Rel-6
	12s delay required between Channel Release and the next Paging Request.
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050052
	51.010-3
	0040
	-
	6.0.0
	Rel-6
	12s delay required between Channel Release and the next Paging Request.
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050053
	51.010-3
	0041
	-
	6.0.0
	Rel-6
	12 s delay required between Channel Release and the next Paging Request
	Revised
	F
	
	GSM
	G3new

	GP-050495
	51.010-3
	0041
	1
	6.0.0
	Rel-6
	12 s delay required between Channel Release and the next Paging Request
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050054
	51.010-3
	0042
	-
	6.0.0
	Rel-6
	Power interrupt message needs to be displayed to user
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050055
	51.010-3
	0043
	-
	6.0.0
	Rel-6
	To handle redundant Handover Access bursts during Call Handling
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050056
	51.010-3
	0044
	-
	6.0.0
	Rel-6
	Initiation of speech call as the first mode of service in Alternate Speech/ Fax sevice (Dual Mode Service).
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050057
	51.010-3
	0045
	-
	6.0.0
	Rel-6
	TpSubmit fails to constrain the CP DATA
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050058
	51.010-3
	0046
	-
	6.0.0
	Rel-6
	To handle timing issues when sending two subsequent messages - one on SAPI 3 and the next on SAPI 1
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050059
	51.010-3
	0047
	-
	6.0.0
	Rel-6
	To handle Handover Access Bursts on SACCH channel also
	Revised
	F
	
	GSM
	G3new

	GP-050496
	51.010-3
	0047
	1
	6.0.0
	Rel-6
	To handle Handover Access Bursts on SACCH channel also
	Approved
	F
	6.1.0
	GSM
	G3new

	GP-050008
	51.010-5
	0001
	-
	6.0.0
	Rel-6
	Update of verified Test Cases for Inter-RAT
	Approved
	F
	6.1.0
	ALTERE/Inter-RAT
	G3new
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