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[bookmark: _Toc99453731][bookmark: _Toc120270871]4.4.13.7	EF5G_PROSE_UIR (5G ProSe configuration data for usage information reporting)
If service n°139 is "available" in the USIM Service Table and service n°5 is "available" in EF5G_PROSE_ST, this file shall be present. This EF contains 5G ProSe policy for usage information reporting. The format of the 5G ProSe policy for usage information reporting are specified in 3GPP TS 24.555 [115].

	Identifier: '4F06Y'
	Structure: Transparent
	Optional

	SFI: '06Y'
	

	File size: X bytes bytes, (X ≥ 32)
	Update activity: low

	Access Conditions:
	READ	PIN
	UPDATE	ADM
	DEACTIVATE	ADM
	ACTIVATE	ADM


	Bytes
	Description
	M/O
	Length

	1 to X
	5G ProSe configuration data for usage information reporting TLV objects
	M
	X bytes



[bookmark: MCCQCTEMPBM_00000117]The 5G ProSe configuration data for usage information reporting data object parameters tags:
	Description
	Tag Value

	5G ProSe configuration data for UE-to-network relay UE Tag
	'A0'

		Validity timer Tag
	'85'

		Collection period Tag
	'94'

		Reporting window Tag
	'95'

		Reporting indicators Tag
	'96'

		5G DDNMF CTF address for uploading the usage information reports Tag
	'97'



The 5G ProSe configuration data for usage information reporting contents:

	Description
	Value
	M/O
	Length (bytes)

	5G ProSe configuration data for usage information reporting Tag
	'A0'
	M
	1

	Length
	Note 1
	M
	Note 2

	Validity timer Tag
	'85'
	M
	1

	Length
	5
	M
	Note 2

	Validity timer information
	--
	M
	5

	Collection period Tag
	'94'
	M
	1

	Length
	3
	M
	Note 2

	Collection period information
	--
	M
	3

	Reporting window Tag
	'95'
	M
	1

	Length
	3
	M
	Note 2

	Reporting window information
	--
	M
	3

	Reporting indicators Tag
	'96'
	M
	1

	Length
	2
	M
	Note 2

	Reporting indicators information
	--
	M
	2

	5G DDNMF CTF address for uploading the usage information reports Tag
	'97'
	M
	1

	Length
	X1
	M
	Note 2

	5G DDNMF CTF address for uploading the usage information reports information
	--
	M
	X1

	Note 1:	This is the total size of the constructed TLV object.
Note 2:	The length is coded according to ISO/IEC 8825-1 [35].



-	Validity timer Tag '85'
Contents:
The Validity timer information contains the timer for controlling the validity of 5G ProSe configuration data for usage information reporting.
Coding:
The Validity timer information is encoded as shown in figure 5.7.2.1 and table 5.7.2.1 of 3GPP TS 24.555 [115].
-	Collection period Tag '94'
Contents:
The Collection period information contains the time interval, in unit of minutes, at which the UE shall generate the usage information reports.
Coding:
The Collection period information is encoded as shown in figures 5.7.2.1 and tables 5.7.2.1 of 3GPP TS 24.555 [115].
-	Reporting window Tag '95'
Contents:
The Reporting window information contains the time window, in units of minutes, during which the UE shall upload the usage information report.
Coding:
The Reporting window information is encoded as shown in figures 5.7.2.1 and tables 5.7.2.1 of 3GPP TS 24.555 [115].
-	Reporting indicators Tag '96'
Contents:
The Reporting indicators information contains the status of several reporting indicators.
Coding:
The reporting indicator is set as follows:
bit = 1: Set indication active
bit = 0: Set indication inactive.
[bookmark: MCCQCTEMPBM_00000118]Byte 1:
	[bookmark: MCCQCTEMPBM_00000289]
	
	b8
	b7
	B6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Data received reporting indicator, as defined in tables 5.7.2.1 of 3GPP TS 24.555 [115].

	
	
	
	
	
	
	
	
	
	
	Data transmitted reporting indicator, as defined in tables 5.7.2.1 of 3GPP TS 24.555 [115].

	
	
	
	
	
	
	
	
	
	
	Time stamps of the first transmission/reception reporting indicator, as defined in tables 5.7.2.1 of 3GPP TS 24.555 [115].

	
	
	
	
	
	
	
	
	
	
	Time stamps in and out of NG-RAN coverage reporting indicator, as defined in tables 5.7.2.1 of 3GPP TS 24.555 [115].

	
	
	
	
	
	
	
	
	
	
	Group parameters reporting indicator, as defined in tables 5.7.2.1 of 3GPP TS 24.555 [115].

	
	
	
	
	
	
	
	
	
	
	UE locations reporting indicator, as defined in tables 5.7.2.1 of 3GPP TS 24.555 [115].



[bookmark: MCCQCTEMPBM_00000119]Byte 2:
	
	
	B8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Address type, as defined in tables 5.7.2.1 of 3GPP TS 24.555 [115].

	
	
	
	
	
	
	
	
	
	
	QoS flow reporting indicator, as defined in tables 5.7.2.1 of 3GPP TS 24.555 [115].

	
	
	
	
	
	
	
	
	
	
	Radio parameters reporting indicator, as defined in tables 5.7.2.1 of 3GPP TS 24.555 [115].

	
	
	
	
	
	
	
	
	
	
	RFU



-	5G DDNMF CTF address for uploading the usage information reports Tag '97'
Contents:
The 5G DDNMF CTF  address for uploading the usage information reports information contains a list of ProSe identifier to ProSe application server address mapping rules.
Coding:
The 5G DDNMF CTF address for uploading the usage information reports information is encoded as shown in figures 5.7.2.1 and tables 5.7.2.1 of 3GPP TS 24.555 [115].

