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Dear Mr. Barnes and Dr. Vedder,

3GPP2 TSG-C SWG1.4 recently is defining a "Capability Configuration Parameters” (CCP) value specific for
CDMA in relation with "CDMA Card Application Toolkit" (CCAT). CCP is used by SET UP CALL Proactive
Command and ENVELOPE (CALL CONTROL) command for a call set-up. ETSI TS 102 223 (Card
Application Toolkif) mentions that a CCP value/coding is defined by the different access technologies.

3GPP2 TSG-C SWG1.4 noticed that a ‘'multi-mode’ handset (which can work either in UMTS or in CDMA)
shall make a distinction for the CCP of different access technology through its 'Tag' value.

Therefore, 3GPP2 is requesting 3GPP and ETSI SCP to:

a) move the CCP COMPREHENSION-TLV table defined in ETSI TS 102 223 section 8.4 to 3GPP TS
31.111 (USIM Application Toolkif) and TS 51.014 (S/IM Application Toolkif), because the
'Capability configuration parameters tag' is access technology dependant.

b) define a new 'Capability configuration parameters tag' for CDMA in ETSI TS 102 220 (£7S/
numbering system for telecommunication application providers)

3GPP2 TSG-C SWG1.4 thanks ETSI-SCP and 3GPP-CT-WG6 for their cooperation and looks forward to
continued relationship in the future.

Best Regards,

et

Byung K. (BK) Yi
Chair, 3GPP2 TSG-C
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