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4.3 
HPSIM file structure 
This subclause contains a figure depicting the file structure of the ADFHPSIM. 
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Figure 1: File identifiers and directory structure of HPSIM

5 
Application Protocol

The requirements stated in the corresponding section of TS 31.101 [3] apply to the HPSIM application. ADFHPSIM shall be selected using the AID and information in EFDIR. 

The procedures listed in subclause "HPSIM management procedures" are required for execution of the procedures in the subsequent subclause "HPSIM security related procedures". The procedures authentication procedure, IMSI request, which are listed in subclause "HPSIM security related procedures" are mandatory. 
5.1.1.2
HPSIM initialisation

The HPSIM shall not indicate any language preference. 

If the H(e)NB provides an user interface, the H(e)NB shall choose a language from EFPL at the MF level according the procedure defined in TS 31.101 [3]. If the H(e)NB does not support the languages of EFPL, the H(e)NB shall use its own internal default parameters.

If supported by H(e)NB, the H(e)NB runs the PIN verification procedure. If the procedure is not performed successfully, the HPSIM initialisation stops.

If both the application selection and the PIN verification procedures have been performed successfully then the HPSIM session starts. In all other cases the HPSIM session shall not start.

After the previous procedures have been completed successfully, the H(e)NB runs the following procedures:

-
Administrative information request, by reading the EFAD.
-
IMSI request.

-

After the HPSIM initialisation has been completed successfully, the H(e)NB shall indicate this to the HPSIM by sending a particular STATUS command.









Annex A (informative): EF changes via remote management or USAT application

This annex defines if changing the content of an EF by the network (e.g. remote management) or by a USAT Application is advisable. Updating of certain EFs remotely could result in unpredictable behaviour of the H(e)NB; these are marked "Caution" in the table below. Certain EFs are marked "No"; under no circumstances should remote changes of these EFs be considered.

	File identification
	Description
	Change advised

	'2F00'
	Application directory
	Caution

	'2F05'
	Preferred languages 
	Yes

	'2F06'
	Access rule reference
	Caution

	'2FE2'
	ICC identification
	No

	'6F06'
	Access rule reference (under ADFHPSIM )
	Caution

	'6F07'
	IMSI
	Caution

	
	
	

	
	
	

	
	
	

	
	
	

	'6FAD'
	Administrative Data
	Caution


Annex B (informative): Suggested content of the EFs at pre-personalization

If EFs have an unassigned value, it may not be clear from the main text what this value should be. This annex suggests values in these cases.

	File Identification
	Description
	Value

	'2F00'
	Application directory
	Card issuer / operator dependent

	'2F05'
	Preferred languages 
	'FF..FF'

	'2F06'
	Access rule reference
	Card issuer / operator dependent

	'2FE2'
	ICC identification
	Card issuer / operator dependent

	'6F06'
	Access rule reference (under ADFHPSIM )
	Card issuer / operator dependent

	'6F07'
	IMSI
	Operator dependent

	
	
	

	
	
	

	
	
	

	'6F38'
	HPSIM Service Table
	Operator dependent

	'6FAD'
	Administrative Data
	Operator dependant


Annex C (informative): List of SFI values

This annex lists SFI values assigned in the present document.

C.1
List of SFI Values at the HPSIM ADF Level

	File Identification
	SFI
	Description

	'6F06'
	'06'
	Access Rule Reference

	‘6F07’
	‘07’
	IMSI

	
	
	

	'6FAD'
	'03'
	Administrative Data


All other SFI values are reserved for future use.
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