Page 1



3GPP TSG-CT6 Meeting #89
C6-180411
Sophia-Antipolis, France, 10th Jul 2018 - 13th Jul 2018
	CR-Form-v11.2.1

	CHANGE REQUEST

	

	
	31.111
	CR
	0692
	rev
	4
	Current version:
	15.3.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to Annex U

	
	

	Source to WG:
	MediaTek Inc., Qualcomm Incorporation

	Source to TSG:
	C6

	
	

	Work item code:
	5GS_Ph1-CT
	
	Date:
	2018-07-13

	
	
	
	
	

	Category:
	D
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Annex U needs to be fixed.

	
	

	Summary of change:
	In Annex U approved CP package ID fixed CP-181156 -> CP-181152 (in version 15.2.0), CP-181156 -> CP-181155 (in version 15.3.0).

	
	

	Consequences if not approved:
	Annex U reflects incorrect CP packages and TS versions.

	
	

	Clauses affected:
	Annex U

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Annex U (informative):
Change History

	TSG #
	TSG TD#
	WG TD#
	CR
	Rev
	Cat
	Subject/Comment
	New

	CT-28
	CP-050141
	C6-050419
	144
	-
	F
	Clarification on the coding of the DCS field for USSD data download
	7.0.0

	CT-29
	CP-050341
	C6-050717
	149
	-
	F
	Transfer MMS commands to SCP
	7.1.0

	CT-30
	CP-050500
	C6-050880
	152
	-
	A
	Missing data objects concerning Frames
	7.2.0

	CT-30
	CP-050500
	C6-050887
	150
	-
	A
	Correction of the length of Bearer parameters for UTRAN Packet Service
	7.2.0

	CT-30
	CP-050497
	C6-050896
	153
	-
	B
	Extension of BIP bearers with I-WLAN
	7.2.0

	CT-31
	CP-060019
	C6-060124
	155
	-
	A
	Corrections to align TS 31.111 with ETSI TS 102 223 and ETSI TS 101 220
	7.3.0

	CT-31
	CP-060019
	C6-060127
	157
	-
	A
	Introduction of HSDPA in BIP
	7.3.0

	CT-31
	CP-060024
	C6-060185
	158
	-
	D
	Editorial corrections
	7.3.0

	CT-31
	CP-060024
	C6-060186
	159
	-
	F
	Alignment with SCP specifications
	7.3.0

	CT-31
	CP-060157
	C6-060195
	161
	-
	A
	Correction on “USIM Service table” in data SMS-PP download
	7.3.0

	CT-32
	CP-060244
	C6-060320
	0162
	-
	F
	Incorrect Service Table referenced
	7.4.0

	CT-33
	CP-060476
	C6-060603
	0167
	-
	A
	UTRAN NMR encoding and Local Information clarifications
	7.5.0

	CT-35
	CP-070060
	C6-070092
	0169
	1
	A
	Removal of re-introduced text for Call Control User indication
	7.6.0

	CT-36
	CP-070300
	C6-070334
	0176
	2
	F
	Correction of possible Terminal Responses to the Send SMS command
	7.7.0

	CT-36
	CP-070300
	C6-070320
	0181
	2
	F
	Addition of  missing Frame Identifiers to proactive commands
	7.7.0

	CT-36
	CP-070300
	C6-070294
	0184
	-
	F
	Correction for the general results "SS Return Error" and "USSD Return Error"
	7.7.0

	CT-37
	CP-070616
	C6-070419
	0185
	1
	F
	Incomplete Launch Application command definition
	7.8.0

	CT-37
	CP-070612
	C6-070384
	0187
	-
	A
	Correction to UTRAN Network Measurement Results
	7.8.0

	CT-37
	CP-070661
	Rev2 of C6-070435
	0188
	5
	B
	Steering of Roaming Refresh Command
	7.8.0

	CT-38
	CP-070842
	C6-070588
	0190
	5
	B
	Addition of EVENT: Network Rejection
	8.0.0

	CT-39
	CP-080169
	C6-080028
	0191
	-
	F
	Correction to RAC in Event : Network Rejection
	8.1.0

	----------
	-----------------
	-----------------
	--------
	------
	-------
	Numbering of clauses corrected
	8.1.1

	CT-40
	CP-080386
	C6-080149
	0193
	2
	F
	Explicit definition of Provide Local Information values
	8.2.0

	CT-41
	CP-080658
	---------------
	0196
	4
	B
	Introduction of a geographical location discovery mechanism in the USIM Toolkit
	8.3.0

	CT-41
	CP-080586
	C6-080280
	0197
	-
	F
	Correction of a missing closing parenthesis in 31.111 8.19.
	8.3.0

	CT-42
	CP-080903
	C6-080470
	0198
	3
	B
	I-WLAN Steering of Roaming Refresh Command
	8.4.0

	CT-42
	CP-080908
	C6-080473
	0199
	1
	F
	Correct Geographical Location Request Terminal response value
	8.4.0

	--------
	-----------------
	-----------------
	--------
	------
	-------
	Upgrade to copyright, keywords and logo for LTE
	8.4.0

	CT-43
	CP-090188
	C6-090058
	201
	2
	B
	Support of EPS in USAT: BIP, Provide Local Information, Call control
	8.5.0

	CT-43
	CP-090188
	C6-090064
	207
	1
	B
	Definition of the “idle” state in Event Download (Location Status) to include E-UTRAN
	8.5.0

	CT-43
	CP-090190
	C6-090060
	206
	1
	A
	Downgrade of Data download via USSD and USSD application mode
	8.5.0

	CT-43
	CP-090197
	C6-090017
	203
	-
	F
	Correction of formatting error in Terminal Profile and in section titles
	8.5.0

	CT-43
	CP-090240
	-----------------
	200
	1
	B
	Support of EPS in Network Rejection Event
	8.5.0

	CT-43
	CP-090242
	-----------------
	202
	1
	F
	Reduced USAT capable terminals
	8.5.0

	
	
	
	
	
	
	Correction to history table version entries ex CT-43.
	8.5.1

	CT-43
	CP-090455
	C6-090169
	209
	1
	A
	Correction to OPEN CHANNEL
	8.6.0

	CT-43
	CP-090456
	C6-090114
	212
	-
	F
	NMEA sentence reference
	8.6.0

	CT-43
	CP-090452
	C6-090170
	213
	1
	F
	IMSI changing procedure
	8.6.0

	CT-43
	CP-090456
	C6-090116
	214
	-
	F
	Network Rejection Event for GERAN/UTRAN
	8.6.0

	CT-43
	CP-090452
	C6-090172
	215
	1
	F
	Support of E-UTRAN in Provide Local Information for NMR
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	2
	B
	Communication control for IMS
	10.1.0
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	10.2.0
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	Addition of Direct Communication Channel for BIP terminal server mode
	10.2.0
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	CP-110238
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	0279
	1
	B
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	10.2.0
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	CP-110238
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	0280
	1
	B
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	10.2.0
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	CP-110238
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	-
	B
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	10.2.0

	CP-51
	CP-110298
	 
	0282
	4
	B
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	10.2.0

	CP-51
	CP-110243
	C6-110193
	0290
	1
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	10.2.0
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	CP-110217
	 
	0292
	-
	A
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	10.2.0

	CP-52
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	0291
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	F
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	10.3.0

	CP-52
	CP-110530
	
	0292
	2
	F
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	10.3.0

	CP-52
	CP-110530
	
	0294
	3
	F
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	10.3.0

	CP-52
	CP-110499
	C6-110287
	0296
	2
	A
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	10.3.0

	CP-53
	CP-110596
	C6-110404
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	2
	F
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	10.4.0

	CP-54
	CP-110901
	C6-110586
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	1
	F
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	10.5.0

	CP-54
	CP-110901
	C6-110589
	0304
	1
	F
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	10.5.0

	CP-54
	CP-110901
	C6-110590
	0303
	1
	F
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	10.5.0
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	CP-110901
	C6-110587
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	2
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	11.0.0

	CP-54
	CP-110900
	C6-110580
	0299
	2
	C
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	11.0.0
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	CP-120146
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	10.6.0

	CP-55
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	10.7.0
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	1
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	10.7.0
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	1
	A
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	11.3.0
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	CP-120625
	C6-120390
	0344
	1
	A
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	11.3.0

	CP-57
	CP-120623
	C6-120449
	0349
	2
	C
	Enhancements to the security of the SMS OTA download mechanisms
	11.3.0
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	CP-120626
	C6-120419
	0338
	1
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	11.3.0
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	CP-120871
	C6-120571
	0348
	2
	A
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	11.4.0
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	CP-120871
	C6-120581
	0353
	1
	A
	Call control for emergency PDN
	11.4.0

	CP-58
	CP-120871
	C6-120603
	0356
	2
	A
	Correction of padding for ECI in Location Information
	11.4.0

	CP-58
	CP-120872
	C6-120578
	0359
	1
	A
	Essential correction on CSG reselection
	11.4.0

	CP-58
	CP-120873
	C6-120526
	0350
	
	F
	Location Information for call control
	11.4.0

	CP-59
	CP-130146
	C6-130046
	0363
	1
	F
	Update of reference to ETSI TS 102 223 specification
	11.5.0

	CP-60
	CP-130364
	C6-130124
	0364
	
	F
	Location Information for MO Short Message Control
	11.6.0

	CP-60
	CP-130365
	C6-130127
	0367
	
	A
	Clarification on the IMS Registration Event
	11.6.0

	CP-60
	CP-130366
	C6-130191
	0365
	2
	D
	Optional fields in MO Short Message control response
	12.0.0

	CP-60
	CP-130366
	C6-130173
	0368
	1
	D
	Correction in call control by USIM text
	12.0.0

	CP-61
	CP-130534
	C6-130371
	0370
	1
	C
	PLMN ID to "CSG Cell Selection" ENVELOPE COMMAND
	12.1.0

	CP-62
	CP-130787
	C6-130576
	0381
	1
	A
	Essential correction for IMS emergency call in call control by USIM
	12.2.0

	CP-62
	CP-130788
	C6-130589
	0377
	1
	A
	Correction for call control for IMS communications by USIM
	12.2.0

	CP-63
	CP-140164
	C6-140022
	0391
	
	A
	Correction of location information in case of call control for IMS
	12.3.0

	CP-63
	CP-140165
	C6-140052
	0398
	
	D
	Correction of editorial errors in TS 31.111
	12.3.0

	CP-63
	CP-140166
	C6-140061
	0388
	1
	A
	Essential correction to default routing for USAT over AT interface references
	12.3.0

	CP-63
	CP-140167
	C6-140064
	0395
	1
	A
	Essential correction in communication control for IMS by USIM
	12.3.0

	CP-63
	CP-140168
	C6-140078
	0392
	1
	B
	Addition of POLL INTERVAL ENVELOPE command
	12.3.0

	CP-63
	CP-140169
	C6-140108
	0399
	
	A
	Change PROVIDE LOCAL INFORMATION procedure for HPSIM
	12.3.0

	CP-64
	CP-140422
	C6-140282
	0401
	2
	F
	Coding of PDP type in the Bearer parameters
	12.4.0

	CP-64
	CP-140422
	C6-140268
	0406
	
	F
	Introduction of BCCH and Timing Advance Local Information
	12.4.0

	CP-64
	CP-140425
	C6-140297
	0396
	4
	B
	URI support in MT Call event
	12.4.0

	CP-64
	CP-140425
	C6-140275
	0400
	1
	B
	Modification to TI value
	12.4.0

	CP-64
	CP-140427
	C6-140284
	0404
	1
	F
	E-UTRAN inter-frequency measurements that exceeds maxEARFCN
	12.4.0

	CP-65
	CP-140702
	C6-140475
	0384
	3
	A
	Essential corrections for MTC on PDP / EPS PDN context activation
	12.5.0

	CP-65
	CP-140700
	C6-140496
	0408
	1
	C
	Reference ETSI Specifications for the POLL INTERVAL Negotiation procedure
	12.5.0

	CP-65
	CP-140707
	C6-140423
	0407
	
	D
	Removal of references to EFLND
	12.5.0

	CP-65
	CP-140707
	C6-140483
	0409
	1
	C
	Update of reference to ETSI TS 102 223
	12.5.0

	CP-66
	CP-140958
	C6-140684
	0410
	1
	F
	Description of Transaction Identifier for terminals not supporting IMS
	12.6.0

	CP-66
	CP-140960
	C6-140715
	0413
	1
	F
	Update of reference to ETSI TS 102 223 V11.3.0
	12.6.0

	CP-66
	CP-140959
	C6-140699
	0416
	1
	F
	Correction of COMPREHENSION-TLV data objects list
	12.6.0

	CP-67
	CP-150158
	C6-150083
	0420
	2
	B
	ENVELOPE for ProSe usage information reporting
	12.7.0

	CP-67
	CP-150159
	C6-150097
	0425
	2
	F
	Essential correction to the value of the Transaction Identifier in Call disconnect event
	12.7.0

	CP-67
	CP-150159
	C6-150108
	0426
	 
	F
	Update of reference to ETSI TS 102 223
	12.7.0

	CP-68
	CP-150388
	C6-150202
	0427
	
	F
	Support for toolkit initiated GBA bootstrap using refresh on ISIM
	12.8.0

	CP-68
	CP-150388
	C6-150271
	0428
	1
	F
	Update of tags allocated by ETSI SCP
	12.8.0

	CP-68
	CP-150380
	C6-150214
	0432
	
	A
	Correction of PDP context activation parameters
	12.8.0

	CP-68
	CP-150388
	C6-150273
	0433
	1
	F
	URI support by USAT clarification on the interactions with FDN_URI and BDN_URI
	12.8.0

	CP-68
	CP-150388
	C6-150277
	0437
	1
	F
	Update of reference to ETSI TS 102 223
	12.8.0

	CP-68
	CP-150394
	C6-150315
	0424
	6
	B
	WLAN Bearer alignment of USAT
	13.0.0

	CP-68
	CP-150381
	C6-150289
	0434
	2
	B
	URI support by USAT SMS related features
	13.0.0

	CP-68
	CP-150386
	C6-150307
	0429
	3
	C
	Removal of mandatory clause
	13.0.0

	CP-68
	CP-150394
	C6-150310
	0435
	2
	B
	Enhanced IMS Call Control
	13.0.0

	CP-69
	CP-150563
	C6-150487
	0436
	3
	B
	Alignment of Provide Local Information for Timing Advance to E-UTRAN radio technology
	13.1.0
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	CP-69
	CP-150563
	C6-150414
	0627
	
	F
	Correction to Bearer parameters for UTRAN and EUTRAN
	13.1.0

	CP-70
	CP-150831
	C6-150568
	0629
	1
	A
	Handling of a too long IMS URI
	13.2.0

	CP-70
	CP-150827
	C6-150613
	0630
	1
	C
	Condition to send Location status and access technology change events
	13.2.0

	CP-71
	CP-160142
	C6-160084
	0631
	1
	B
	Handling of long URI for IMS call control
	13.3.0

	CP-71
	CP-160144
	C6-160083
	0632
	
	B
	Handling of long URI for MT Call event
	13.3.0

	CP-72
	CP-160348
	C6-160260
	0635
	1
	A
	Correction / clarification of ProSe usage information reporting
	13.4.0

	CP-73
	CP-160549
	C6-160394
	0636
	1
	B
	Adding of Extended EMM Cause to the EVENT DOWNLOAD – Network Rejection
	13.4.0

	CP-74
	CP-160787
	C6-160525
	0644
	
	A
	Location Information for MO Short Message Control
	14.1.0

	CP-74
	CP-160788
	C6-160566
	0652
	
	A
	Update of reference to ETSI TS 102 223
	14.1.0

	CP-74
	CP-160788
	C6-160625
	0654
	
	A
	Correction of I-WLAN specification references
	14.1.0

	CP-74
	CP-160790
	C6-160633
	0648
	1
	A
	Essential Correction to Envelope(ProSe Report) for access control
	14.1.0

	CP-74
	CP-160789
	C6-160594
	0653
	
	D
	Clarification of the encoding of the IMS Status Code
	14.1.0

	CP-74
	CP-160789
	C6-160622
	0638
	4
	B
	URI support by USAT SMS-PP-Download
	14.1.0

	CP-74
	CP-160790
	C6-160635
	0649
	1
	D
	Error handling by USIM in ProSe usage information reporting procedure
	14.1.0

	CP-74
	CP-160790
	C6-160626
	0650
	2
	D
	Clarification of Envelope(ProSe Report) for error handling
	14.1.0

	CP-75
	CP-170212
	C6-170112
	0655
	1
	B
	3GPP PS Data Off and BIP
	14.2.0

	CP-75
	CP-170213
	C6-170118
	0656
	6
	B
	New Event Download for Data Connection Status
	14.2.0

	CP-76
	CP-171165
	C6-170227
	0658
	-
	A
	Essential correction for the Timing Advance for E-UTRAN
	14.3.0

	CP-76
	CP-171166
	C6-170273
	0663
	-
	F
	Corrections for the Event Download for Data Connection Status
	14.3.0

	CP-77
	CP-172064
	C6-170475
	0664
	1
	D
	Fixed wrong implementation of CR 0315, CR 0316 and CR 0655
	14.4.0

	CP-77
	CP-172064
	C6-170484
	0664a
	1
	F
	Update of reference to TS 102 223
	14.4.0

	CP-77
	CP-172064
	C6-170479
	0665
	1
	F
	Date and time for MTC devices
	14.4.0

	CP-77
	CP-172064
	C6-170426
	0667
	1
	F
	New class for URI support in the SET UP CALL
	14.4.0

	CP-78
	CP-173143
	C6-170748
	0671
	1
	B
	Definition of values reserved by ETSI SCP for 3GPP usage
	14.5.0

	CP-78
	CP-173143
	C6-170727
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