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5.6.4.4.2
Test case 1: RF error indicator
5.6.4.4.2.1
Test execution

Void.
5.6.4.4.2.2
Initial conditions

· The host controller simulator is configured to support only the Type F RF gate.‬

· For full power mode execution: HCI session initialization has been performed, the HCI interface is idle and the SWP interface is not DEACTIVATED.
· For low power mode execution: the Host is not powered up.

· At the end of the previous activation, the state of the card emulation pipe was open, and the MODE parameter was '02' (as set by the UICC).
5.6.4.4.2.3
Test procedure

	Step
	Direction
	Description
	RQ

	1
	HCS(HUT
	For full power mode execution: send EVT_FIELD_ON event.

For low power mode execution: power up Host, activate SWP

interface and establish SHDLC link.
	

	2
	HCS(HUT
	Send the ISO/IEC 18092 [3] 212 kbps/424 kbps frames, where LEN is set to '37', CMD0 to 'D8', CMD1 to '00', and Byte 0 to Byte 51 to '02FE000000000000060708090A0B0C0D0E0F101112131415
161718191A1B1C1D1E1F202122232425262728292A2B2C2D2E2F3031', with EVT_SEND_DATA event in which RF error indicator is set to '01'.
	

	3
	HCS
	Wait 1 s from the end of sending EOF in SWP frame in step 2.
During this time HUT shall not send any ISO/IEC 18092 [3] 212 kbps/424 kbps frames.
	RQ6

	4
	HCS(HUT
	Send the ISO/IEC 18092 [3] 212 kbps/424 kbps frames, where LEN is set to '37', CMD0 to 'D8', CMD1 to '00', and Byte 0 to Byte 51 to '02FE000000000000060708090A0B0C0D0E0F101112131415
161718191A1B1C1D1E1F202122232425262728292A2B2C2D2E2F3031', with EVT_SEND_DATA event in which RF error indicator is set to '00'.
	

	5
	HUT(HCS
	Send the ISO/IEC 18092 [3] 212 kbps/424 kbps frames, where LEN is set to '37', CMD0 to 'D9', CMD1 to '01', and Byte 0 to Byte 51 to '02FE000000000000060708090A0B0C0D0E0F101112131415
161718191A1B1C1D1E1F202122232425262728292A2B2C2D2E2F3031', with EVT_SEND_DATA event.
	RQ2,

RQ4

	6
	HCS(HUT
	Send EVT_FIELD_OFF event.
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