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* * * First Change * * * *
5.2.35.3.1	PUT
This method shall support the URI query parameters specified in table 5.2.35.3.1-1.
Table 5.2.35.3.1-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 5.2.35.3.1-2 and the response data structures and response codes specified in table 5.2.35.3.1-3.
Table 5.2.35.3.1-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	5GVnGroupConfiguration
	M
	1
	See 3GPP TS 29.503 [6]



Table 5.2.35.3.1-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	5GVnGroupConfiguration
	M
	1
	201 Created
	Upon success, a representation of the created resource shall be returned.

	ProblemDetails
	O
	0..1
	403 Forbidden
	If the resource already exists, a response code of 403 Forbidden shall be returned.

	NOTE:	In addition common data structures as listed in table 5.5-1 are supported.



NOTE:	Creation of an Individual5GVnGroup has impacts to the UDR, to ensure consistency with other resources. These consistencies can be ensured by UDR-internal solutions. 
After successful creation of an Individual5GVnGroup, representations of the resources AccessAndMobilitySubscriptionData and SessionManagementSubscriptionData associated to group member UEs may be retrieved by UDR-consumers (see clause 5.2.3.3.1 and 5.2.5.3.1). It is expected that the retrieved AccessAndMobilitySubscriptionData and the retrieved SessionManagementSubscriptionData contain group relevant information (e.g. the internal group id) of the Individual5GVnGroup the UE belongs to.
Similarly, the representation of the resource GroupIdentifiers may be retrieved by UDR consumers (see clause 5.2.33.3.1). It is expected that the retrieved GroupIdentifiers contain 5GVnGroup related information (e.g. external group Id, Internal Group Id, group member UEs) as part of the created 5GVnGroupConfiguration. 
* * * End Of Change * * * *
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