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[bookmark: _Toc11339834]* * * First Change * * * *
[bookmark: _Toc20142279][bookmark: _Toc34217223][bookmark: _Toc34217375][bookmark: _Toc39051738][bookmark: _Toc43210310][bookmark: _Toc49853215][bookmark: _Toc56530004][bookmark: _Toc130937751]5.2.2.2.1	General
The Get operation shall be invoked by the AMF in the non-roaming or roaming scenario to retrieve:
-	The slice selection information including the Allowed NSSAI, Configured NSSAI, target AMF Set or the list of candidate AMF(s), and optionally
-	The Mapping Of Allowed NSSAI;
-	The Mapping Of Configured NSSAI;
-	NSI ID(s) associated with the Network Slice instances of the Allowed NSSAI;
-	NRF(s) to be used to select NFs/services within the selected Network Slice instance(s) and NRF to be used to determine the list of candidate AMF(s) from the AMF Set, during Registration procedure;
-	Information on whether the S-NSSAI(s) not included in the Allowed NSSAI which were part of the Requested NSSAI are rejected in the serving PLMN or in the current TA;
-	The Target NSSAI that includes the S-NSSAI(s) as defined in clause 5.3.4.3.3 of 3GPP TS 23.501 [2], and
[bookmark: _GoBack]-	The NSAG information associated with Configured NSSAI as defined in clause 5.15.14x of 3GPP TS 23.501 [2].
-	The NRF to be used to select NFs/services within the selected network slice instance, and optionally the NSI ID associated with the S-NSSAI provided in the input, during the PDU Session Establishment procedure.
-	The slice mapping information including the mapping of S-NSSAI(s) of the VPLMN to corresponding HPLMN S-NSSAI(s).
The Get operation shall also be invoked by the vNSSF in the roaming scenario to retrieve:
-	The hNRF to be used to select NFs/services within the selected network slice instance in the HPLMN, and optionally the NSI ID associated with the S-NSSAI provided in the input, during the PDU Session Establishment procedure.
It is used in the following procedures:
-	Registration procedure (see clause 4.2.2.2.2 of 3GPP TS 23.502 [3]);
-	Registration with AMF re-allocation (see clause 4.2.2.2.3 of 3GPP TS 23.502 [3]);
-	EPS to 5GS handover using N26 interface (see clause 4.11.1.2.2 of 3GPP TS 23.502 [3]);
-	EPS to 5GS mobility registration procedure (see clauses 4.11.1.3.3, 4.11.1.3.3A, 4.11.1.3.4 and 4.23.12 of 3GPP TS 23.502 [3]);
-	Xn and N2 Handover procedures with PLMN change (see clauses 4.9.1, 4.23.7 and 4.23.11 of 3GPP TS 23.502 [3]);
-	UE Configuration Update procedure (see clause 4.2.4.2 of 3GPP TS 23.502 [3]);
-	SMF selection for non-roaming and roaming with local breakout (see clause 4.3.2.2.3.2 of 3GPP TS 23.502 [3]) or SMF selection for home-routed roaming scenario (see clause 4.3.2.2.3.3 of 3GPP TS 23.502 [3]).
NOTE:	The list of procedures above, which trigger invoking of the Nnssf_NSSelection_Get service operation, is not exhaustive.
* * * Next Change * * * *
[bookmark: _Toc20142317][bookmark: _Toc34217263][bookmark: _Toc34217415][bookmark: _Toc39051778][bookmark: _Toc43210350][bookmark: _Toc49853256][bookmark: _Toc56530045][bookmark: _Toc130937791]6.1.6.1	General
This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the data types defined for the Nnssf service based interface protocol.
Table 6.1.6.1-1: Nnssf_NSSelection specific Data Types
	Data type
	Clause defined
	Description

	AuthorizedNetworkSliceInfo
	6.1.6.2.2
	Contains the authorized network slice information.

	SubscribedSnssai
	6.1.6.2.3
	Contains the subscribed S-NSSAI.

	AllowedSnssai
	6.1.6.2.5
	Contains the authorized S-NSSAI and optional mapped home S-NSSAI and network slice instance information.

	AllowedNssai
	6.1.6.2.6
	Contains an array of allowed S-NSSAI that constitute the Allowed NSSAI information for the authorized network slice information.

	NsiInformation
	6.1.6.2.7
	Contains the API URIs of NRF services to be used to discover NFs/services, subscribe to NF status changes and/or request access tokens within the selected Network Slice instance and optional the Identifier of the selected Network Slice instance.

	MappingOfSnssai
	6.1.6.2.8
	Contains the mapping of S-NSSAI in the serving network and the value of the home network.

	SliceInfoForRegistration
	6.1.6.2.10
	Contains the slice information requested during a Registration procedure.

	SliceInfoForPDUSession
	6.1.6.2.11
	Contains the slice information requested during PDU Session establishment procedure.

	ConfiguredSnssai
	6.1.6.2.12
	Contains the configured S-NSSAI(s) authorized by the NSSF in the serving PLMN and optional mapped home S-NSSAI.

	SliceInfoForUEConfigurationUpdate
	6.1.6.2.13
	Contains the slice information requested during UE configuration update procedure.

	NsagInfo
	6.1.6.2.14
	Contains NSAG information.

	NsiId
	6.1.6.3.2
	Contains the Identifier of the selected Network Slice instance.

	RoamingIndication
	6.1.6.3.3
	Contains the indication on roaming.



Table 6.1.6.1-2 specifies data types re-used by the Nnssf- service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nnssf service based interface.
Table 6.1.6.1-2: Nnssf re-used Data Types
	Data type
	Reference
	Comments

	SupportedFeatures
	3GPP TS 29.571 [7]
	Used to negotiate the applicability of the optional features defined in table 6.1.8-1.

	AccessType
	3GPP TS 29.571 [7]
	Used to specify the access type for which a slice information is applicable.

	NfServiceSetId
	3GPP TS 29.571 [7]
	NF Service Set Identifier

	RedirectResponse
	3GPP TS 29.571 [7]
	

	NFType
	3GPP TS 29.510 [13]
	Type of Network Function.

	NsSrg
	3GPP TS 29.571 [7]
	Network slice simultaneous registration groups

	NsagId
	3GPP TS 29.571 [7]
	Network Slice AS Group ID

	TaiRange
	3GPP TS 29.510 [13]
	Range of TAIs

	Tai
	3GPP TS 29.571 [7]
	

	Snssai
	3GPP TS 29.571 [7]
	

	NfInstanceId
	3GPP TS 29.571 [7]
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