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* * * First Change * * * *
6.5.6.2.6	Type: 5GVnGroupConfiguration
[bookmark: _Hlk131408947]Table 6.5.6.2.6-1: Definition of type 5GVnGroupConfiguration
	Attribute name
	Data type
	P
	Cardinality
	Description

	5gVnGroupData
	5GVnGroupData
	C
	0..1
	Data of the 5G VN Group; may be absent in modification requests; shall be present otherwise

	members
	array(Gpsi)
	C
	1..N
	List of group members; may be absent in modification requests; shall be present in creation requests

	referenceId
	ReferenceId
	C
	1
	Transaction Reference ID; shall be absent in modification requests; shall be present otherwise.

	afInstanceId
	string
	C
	1
	The string identifying the originating AF (NOTE)

	internalGroupIdentifier
	GroupId
	C
	0..1
	The internalGroupIdentifier is allocated by the UDM and hence shall be absent in create requests and modify requests on Nudm. On Nudr it sShall be present in PUT requests, successful PUT responsesrequests and GET responses on Nudr; otherwise shall be absent.
The internalGroupIdentifier shall be unique within the PLMN. If the UDR detects that the value received in a PUT request already exists, it shall deny creation of the 5GVnGroup and return “403 Forbidden” with application error INTERNAL_GROUP_ID_NOT_UNIQUE to the UDM.

	mtcProviderInformation
	MtcProviderInformation
	O
	0..1
	Indicates MTC provider information for 5G VN Group Configuration authorization.

	NOTE:  When the service operation is originated by external AF via T8/N33 interface, information carried in {scsAsId} URI variable in resource URIs on T8/N33 interface (see clause 5 of 3GPP TS 29.122 [45]) or in {afId} URI variable in resource URIs on N33 interface (see clause 5 of 3GPP TS 29.522 [54]) can be used as the value for this IE.



* * * End of Change * * * *
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