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[bookmark: _Toc20142328][bookmark: _Toc34217274][bookmark: _Toc34217426][bookmark: _Toc39051789][bookmark: _Toc43210361][bookmark: _Toc49853267][bookmark: _Toc56530056][bookmark: _Toc130937802]6.1.6.2.10	Type: SliceInfoForRegistration
Table 6.1.6.2.10-1: Definition of type SliceInfoForRegistration
	Attribute name
	Data type
	P
	Cardinality
	Description

	subscribedNssai 
	array(SubscribedSnssai)
	C
	1..N
	This IE shall be included during the initial registration procedure or during mobility registration procedure in 5GS. This IE may also be included during EPS to 5GS handover procedure/Idle mode Mobility Registration Procedure using N26 interface or the handover procedure within 5GS. When present, this IE shall contain the list of subscribed S-NSSAIs along with an indication for each S-NSSAI if it is a default S-NSSAI. 

	allowedNssaiCurrentAccess
	AllowedNssai
	C
	0..1
	This IE shall be included during an initial registration procedure in 5GS or during mobility registration update procedure in 5GS with a native 5G-GUTI as the old GUTI, and an Allowed NSSAI for the current access type of the UE is available at the NF service consumer (e.g AMF). 

	allowedNssaiOtherAccess
	AllowedNssai
	C
	0..1
	This IE shall be present during an initial registration procedure in 5GS or during mobility registration update procedure in 5GS with a native 5G-GUTI as the old GUTI, and if the UE was registered with the NF service consumer (e.g AMF) earlier for another access type and an Allowed NSSAI for the other access type is available at the NF service consumer (e.g AMF). 

	sNssaiForMapping
	array(Snssai)
	C
	1..N
	This IE shall be included if the requestMapping IE is set to true. When included, this IE shall contain the set of S-NSSAIs obtained from PGW+SMF in the HPLMN for PDU sessions that are handed over from EPS to 5GS, or shall contain the set of HPLMN S-NSSAIs obtained from source AMF during handover procedure within 5GS, or shall contain the S-NSSAIs for the HPLMN received from the UE during EPS to 5GS Idle mode Mobility Registration Procedure using N26 interface/idle state mobility registration procedure in 5GS.

	mappingOfNssai
	array(MappingOfSnssai)
	O
	1..N
	This IE may be present when the network slice information is requested during the Registration procedure. If present, this IE shall contain the mapping of S-NSSAI of the VPLMN to corresponding HPLMN S-NSSAI, for the S-NSSAIs included in the requestedNssai and allowedNssai IEs for the current and other access types.
This IE may also be present when the network slice information is requested during EPS to 5GS handover procedure using N26 interface or the handover procedure within 5GS. If present, this IE shall contain the mapping of S-NSSAI of the VPLMN to corresponding HPLMN S-NSSAI, for the S-NSSAIs included in the requestedNssai IE.

	requestedNssai
	array(Snssai)
	O
	1..N
	This IE may contain the set of S-NSSAIs requested by the UE, it shall be the S-NSSAIs in hPLMN in non-roaming scenario, or the S-NSSAIs in vPLMN in LBO/HR roaming scenario.
During EPS to 5GS handover procedure using N26 interface, this IE may contain the set of S-NSSAIs in the serving PLMN obtained from PGW+SMF in VPLMN, or mapped from the set of S-NSSAIs obtained from PGW+SMF in the HPLMN.
During handover procedure within 5GS, this IE may contain the set of S-NSSAIs in the serving PLMN obtained from the source AMF, or mapped from the set of HPLMN S-NSSAIs obtained from source AMF.

	defaultConfiguredSnssaiInd
	boolean
	C
	0..1
	This IE shall be present when the UE includes the Default Configured NSSAI Indication during the Registration procedure.
true: The Default Configured NSSAI is indicated by the UE;
false (default): The Default Configured NSSAI is not indicated by the UE. 

	requestMapping
	boolean
	O
	0..1
	This IE may be present when the Nnssf_NSSelection_Get procedure is invoked during EPS to 5GS Mobility Registration Procedure (Idle State) using N26 interface or during EPS to 5GS handover procedure using N26 interface.
This IE may also be present when Nnssf_NSSelection_Get procedure is invoked during idle state Mobility Registration Procedure or handover procedure in 5GS.
When present this IE shall indicate to the NSSF that the NSSF shall return the VPLMN specific mapped SNSSAI values for the S-NSSAI values in the sNssaiForMapping IE. 

	ueSupNssrgInd
	boolean
	[bookmark: _GoBack]CO
	0..1
	This IE shall be present in the request towards an NSSF in the serving PLMN when UE has indicated the support of NSSRG feature. When present, this IE shall contain the indication of UE support of subscription-based restrictions to simultaneous registration of network slice feature.
This IE shall be set as follows:
- true: the UE supports NSSRG feature
- false: the UE does not support NSSRG feature.

	suppressNssrgInd
	boolean
	O
	0..1
	When present, this IE shall contain the UDM indication to provide all subscribed S-NSSAIs for UEs not indicating support of subscription-based restrictions to simultaneous registration of network slices. This IE may be present and set to true if the ueSupNssrgInd is set to false.

This IE shall be set as follows:
- true: UDM Indication to suppress NSSRG is present and set to TRUE
- false: UDM Indication to suppress NSSRG is set to FALSE or not present

	nsagSupported
	boolean
	C
	0..1
	This IE shall be present if the UE has indicated support of NSAG in the 5GMM procedure.

true: the UE supports NSAG.
false (default): the UE does not support NSAG. 
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6.1.6.2.13	Type: SliceInfoForUEConfigurationUpdate
Table 6.1.6.2.13-1: Definition of type SliceInfoForUEConfigurationUpdate
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	subscribedNssai
	array(SubscribedSnssai)
	C
	1..N
	This IE shall be included during UE configuration update procedure in 5GS. When present, this IE shall contain the list of subscribed S-NSSAIs along with an indication for each S-NSSAI if it is a default S-NSSAI. 
	

	allowedNssaiCurrentAccess
	AllowedNssai
	O
	0..1
	This IE may be included during UE configuration update procedure in 5GS. When present, this IE shall contain the list of allowed S-NSSAIs in the AMF for the current access type of the UE.
	

	allowedNssaiOtherAccess
	AllowedNssai
	O
	0..1
	This IE may be included during UE configuration update procedure in 5GS. When present, this IE shall contain the list of allowed S-NSSAIs in the AMF for the other access type of the UE.
	

	defaultConfiguredSnssaiInd
	boolean
	O
	0..1
	This IE may be present if the UE included the Default Configured NSSAI Indication during the recent Registration procedure.
	

	requestedNssai
	array(Snssai)
	O
	1..N
	This IE may contain the set of S-NSSAIs requested by the UE in the recent registration procedure, it shall be the S-NSSAIs in hPLMN in non-roaming scenario, or the S-NSSAIs in vPLMN in LBO/HR roaming scenario.
	

	mappingOfNssai

	array(MappingOfSnssai)
	O
	1..N
	This IE may be present when the network slice information is requested during UE configuration update procedure. If present, this IE shall contain the mapping of S-NSSAI of the VPLMN to corresponding HPLMN S-NSSAI, for the S-NSSAIs included in the requestedNssai and the allowedNssai IEs for the current and other access types.
	

	ueSupNssrgInd
	boolean
	CO
	0..1
	This IE shall be present in the request towards an NSSF in the serving PLMN when UE has indicated the support of NSSRG feature. When present, this IE shall contain the indication of UE support of subscription-based restrictions to simultaneous registration of network slice feature.
This IE shall be set as follows:
- true: the UE supports NSSRG feature
- false: the UE does not support NSSRG feature.
	

	suppressNssrgInd
	boolean
	O
	0..1
	When present, this IE shall contain the UDM indication to provide all subscribed S-NSSAIs for UEs not indicating support of subscription-based restrictions to simultaneous registration of network slices. This IE may be present and set to true if the ueSupNssrgInd is set to false.

This IE shall be set as follows:
- true: UDM Indication to suppress NSSRG is present and set to TRUE
- false: UDM Indication to suppress NSSRG is set to FALSE or not present
	

	rejectedNssaiRa
	array(Snssai)
	O
	1..N
	This IE maybe present when the UE is needed to be redirected to the dedicated frequency band(s) for an S-NSSAI (as specified in clause 5.3.4.3.3 of 3GPP TS 23.501 [2]).

When present, this IE shall indicate the rejected S-NSSAI(s) of the Registration Area.
	TargetNssai

	nsagSupported
	boolean
	C
	0..1
	This IE shall be present if the UE has indicated support of NSAG in the 5GMM procedure.

true: the UE supports NSAG.
false (default): the UE does not support NSAG. 
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