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* * * First Change * * * *
[bookmark: _Toc35971403][bookmark: _Toc67903527][bookmark: _Toc76042739][bookmark: _Toc81558577][bookmark: _Toc85877030][bookmark: _Toc88681482][bookmark: _Toc89678169][bookmark: _Toc98501261][bookmark: _Toc106634545][bookmark: _Toc114825324][bookmark: _Toc122089353][bookmark: _Toc129098474][bookmark: _Toc130830734]6.1.3.2.3	Resource Standard Methods
[bookmark: _Toc510696613][bookmark: _Toc35971404]6.1.3.2.3.1	POST
This method requests the MB-SMF to allocate one or more TMGIs with Nmbsmf_TMGI_Allocate service operation.
This method shall support the URI query parameters specified in table 6.1.3.2.3.1-1.
Table 6.1.3.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.1.3.2.3.1-2 and the response data structures and response codes specified in table 6.1.3.2.3.1-3.
Table 6.1.3.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	TmgiAllocate 
	M
	1
	Representation of one or more TMGIs to be allocated by the MB-SMF. The Request Body shall contain:
- the requested number of TMGIs (one or more), if TMGIs are requested to be allocated; or
-  a list of TMGIs, if the expiration time of previously allocated TMGI(s) needs to be refreshed.



Table 6.1.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	TmgiAllocated 
	C
	1
	200 OK
	Successful allocation of one or more TMGI(s) and their expiration time. Alternatively, if the expiration time of the previously allocated TMGI(s) needs to be refreshed, the Response Body shall contain the list of the TMGI(s) and their new expiration time.
 

	ProblemDetails
	O
	0..1
	403 Forbidden
	When used to represent an unsuccessful TMGI allocation or TMGI refreshment, the "cause" attribute of the "ProblemDetails" may be used to include one of the following application error codes:
-	MANDATORY_IE_INCORRECT, if the required TMGI number for TMGI allocation is not valid.

	ProblemDetails
	O
	0..1
	404 Not Found
	When used to represent an unsuccessful TMGI allocation or TMGI refreshment, the "cause" attribute of the "ProblemDetails" may be used to include one of the following application error codes:
-	UNKNOWN_TMGI, if the TMGI to be refreshed is expired or not found in the MB-SMF.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set. (NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set. (NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.2.3.1-4: Headers supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.1.3.2.3.1-5: Headers supported by the 200 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.1.3.2.3.1-6: Links supported by the 200 Response Code on this endpoint
	Name
	Resource name
	HTTP method or custom operation
	Link parameter(s)
	Description

	
	
	
	
	



Table 6.1.3.2.3.1-7: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.1.3.2.3.1-8: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc510696614][bookmark: _Toc35971405]6.1.3.2.3.2	DELETE
This method deallocates one or more of the previously allocated individual TMGIs in the MB-SMF with Nmbsmf_TMGI_Deallocate service operation.
This method shall support the URI query parameters specified in table 6.1.3.2.3.2-1.
Table 6.1.3.2.3.2-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	tmgi-list
	array(Tmgi)
	M
	1..N
	The list of the TMGIs, which shall be deallocated by MB-SMF. 
	



This method shall support the request data structures specified in table 6.1.3.3.3.2-2 and the response data structures and response codes specified in table 6.1.3.2.3.2-3.
Table 6.1.3.3.3.2-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.2.3.2-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	This case represents a successful deletion of TMGI list.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if this is a redirection triggered by an SCP to the same target resource via another SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if this is a redirection triggered by an SCP to the same target resource via another SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	ProblemDetails
	O
	0..1
	404 Not Found
	When used to represent an unsuccessful deletion of TMGI, the "cause" attribute of the "ProblemDetails" may be used to include one of the following application error codes:
[bookmark: _PERM_MCCTEMPBM_CRPT35160014___2]-	UNKNOWN_TMGI, if the TMGI to be deleted is not found in MB-SMF.

	NOTE 1:	The mandatory HTTP error status codes for the DELETE method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.2.3.2-4: Headers supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.1.3.2.3.2-5: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.1.3.2.3.2-6: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



* * * 2nd Change * * * *
[bookmark: _Toc81558614][bookmark: _Toc85877067][bookmark: _Toc88681519][bookmark: _Toc89678206][bookmark: _Toc98501299][bookmark: _Toc106634583][bookmark: _Toc114825362][bookmark: _Toc122089391][bookmark: _Toc129098512][bookmark: _Toc130830772]6.2.3.2.3	Resource Standard Methods
6.2.3.2.3.1	POST
This method creates an individual MBS session resource in the MB-SMF.
This method shall support the URI query parameters specified in table 6.2.3.2.3.1-1.
Table 6.2.3.2.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.2.3.1-2 and the response data structures and response codes specified in table 6.2.3.2.3.1-3.
Table 6.2.3.2.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	CreateReqData
	M
	1
	Representation of the MBS session to be created in the MB-SMF



Table 6.2.3.2.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	CreateRspData
	M
	1
	201 Created
	Successful creation of an MBS session

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	ProblemDetails
	O
	0..1
	400 Bad Request
	When used to represent an unsuccessful MBS session creation, the "cause" attribute of the "ProblemDetails" may be used to include one of the following application error codes:
-	INVALID_MBS_SERVICE_INFO, if the provided MBS Service Information is invalid (e.g. invalid QoS reference), incorrect or insufficient to perform MBS policy authorization, e.g. if the PCF rejected the creation or update of an MBS Policy Association with the same error (see 3GPP TS 29.537 [23])
-	FILTER_RESTRICTIONS_NOT_RESPECTED, if the MBS IP flow(s) description provided within the MBS Service Information cannot be handled due to the restrictions defined in clause 5.3.8 of 3GPP TS 29.214 [24] not being respected, e.g. if the PCF rejected the creation or update of an MBS Policy Association with the same error (see 3GPP TS 29.537 [23])
-	ERROR_INPUT_PARAMETERS, if the provided set of input parameters are incomplete, erroneous or missing necessary information to perform MBS policy control, e.g. if the PCF rejected the creation or update of an MBS Policy Association with the same error (see 3GPP TS 29.537 [23])

	ExtProblemDetails
	O
	0..1
	403 Forbidden
	When used to represent an unsuccessful MBS session creation, the "cause" attribute of the "ProblemDetails" may be used to include one of the following application error codes:
-	MBS_SESSION_ALREADY_CREATED, if MBS session to be created has already been created in the MB-SMF.
-	OVERLAPPING_MBS_SERVICE_AREA, if the new MBS service area overlaps with the service area of any MBS session with the same MBS session identifier.
-	MBS_SERVICE_INFO_NOT_AUTHORIZED, if the provided MBS Service Information is not authorized to perform MBS policy authorization, e.g. if the PCF rejected the creation or update of an MBS Policy Association with the same error (see 3GPP TS 29.537 [23])
-	MBS_POLICY_CONTEXT_DENIED, if the request is rejected due to operator policies and/or local configuration, e.g. if the PCF rejected the creation or update of an MBS Policy Association with the same error (see 3GPP TS 29.537 [23])

	ProblemDetails
	O
	0..1
	404 Not Found
	When used to represent an unsuccessful MBS session creation, the "cause" attribute of the "ProblemDetails" may be used to include one of the following application error codes:
-	UNKNOWN_TMGI, if the TMGI indicated in the mbsSessionId IE is not found in the MB-SMF.

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.2.3.1-4: Headers supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.2.3.2.3.1-5: Headers supported by the 201 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbs-sessions/{mbsSessionRef}



Table 6.2.3.2.3.1-6: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.2.3.1-7: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc85877068][bookmark: _Toc88681520][bookmark: _Toc89678207][bookmark: _Toc98501300][bookmark: _Toc106634584][bookmark: _Toc114825363][bookmark: _Toc122089392][bookmark: _Toc129098513][bookmark: _Toc130830773][bookmark: _Toc81558616]6.2.3.2.4	Resource Custom Operations
6.2.3.2.4.1	Overview
Table 6.2.3.2.4.1-1: Custom operations
	Operation name
	Custom operaration URI
	Mapped HTTP method
	Description

	update
	/mbs-sessions/contexts/update
	POST
	ContextUpdate service operation



6.2.3.2.4.2	Operation: update
6.2.3.2.4.2.1	Description
See clause 5.3.2.5.1.
6.2.3.2.4.2.2	Operation Definition
This operation shall support the request data structures specified in table 6.2.3.2.4.2.2-1 and the response data structure and response codes specified in table 6.2.3.2.4.2.2-2.
Table 6.2.3.2.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	ContextUpdateReqData
	M
	1
	Data within the ContextUpdate Request 



Table 6.2.3.2.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ContextUpdateRspData
	M
	1
	200 OK
	Data in the ContextUpdate Response

	n/a
	
	
	204 No Content
	

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	ProblemDetails
	O
	0..1
	404 Not Found
	When used to represent an unsuccessful MBS session context update, the "cause" attribute of the "ProblemDetails" may be used to include one of the following application error codes:
-	UNKNOWN_TMGI, if the TMGI provided in the request does not exist in the MB-SMF.
-	UNKNOWN_MBS_SESSION, if the indicated MBS session is not found in the MB-SMF.
-	UNKNOWN_MBS_SERVICE_AREA, if the MBS service area in the request cannot be found.

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.2.4.2.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.2.4.2.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc85877069][bookmark: _Toc88681521][bookmark: _Toc89678208][bookmark: _Toc98501301][bookmark: _Toc106634585][bookmark: _Toc114825364][bookmark: _Toc122089393][bookmark: _Toc129098514][bookmark: _Toc130830774]6.2.3.3	Resource: Individual MBS session (Document)
[bookmark: _Toc81558617][bookmark: _Toc85877070][bookmark: _Toc88681522][bookmark: _Toc89678209][bookmark: _Toc98501302][bookmark: _Toc106634586][bookmark: _Toc114825365][bookmark: _Toc122089394][bookmark: _Toc129098515][bookmark: _Toc130830775]6.2.3.3.1	Description
This resource represents an individual MBS session created in the MB-SMF.
This resource is modelled with the Document resource archetype (see clause C.1 of 3GPP TS 29.501 [5]).
[bookmark: _Toc81558618][bookmark: _Toc85877071][bookmark: _Toc88681523][bookmark: _Toc89678210][bookmark: _Toc98501303][bookmark: _Toc106634587][bookmark: _Toc114825366][bookmark: _Toc122089395][bookmark: _Toc129098516][bookmark: _Toc130830776]6.2.3.3.2	Resource Definition
Resource URI: {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbs-sessions/{mbsSessionRef}
This resource shall support the resource URI variables defined in table 6.2.3.3.2-1.
Table 6.2.3.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.2.1

	mbsSessionRef
	string
	MBS session reference assigned by the MB-SMF during the Create service operation



[bookmark: _Toc81558619][bookmark: _Toc85877072][bookmark: _Toc88681524][bookmark: _Toc89678211][bookmark: _Toc98501304][bookmark: _Toc106634588][bookmark: _Toc114825367][bookmark: _Toc122089396][bookmark: _Toc129098517][bookmark: _Toc130830777]6.2.3.3.3	Resource Standard Methods
6.2.3.3.3.1	PATCH
This method updates an individual MBS session resource in the MB-SMF.
This method shall support the URI query parameters specified in table 6.2.3.2.3.1-1.
Table 6.2.3.3.3.1-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.3.3.1-2 and the response data structures and response codes specified in table 6.2.3.3.3.1-3.
Table 6.2.3.3.3.1-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)
	M
	1
	List of changes to be made to the MBS session resource (i.e. ExtMbsSession data type), according to the JSON PATCH format specified in IETF RFC 6902 [16].



Table 6.2.3.3.3.1-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful response

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	ProblemDetails
	O
	0..1
	400 Bad Request
	When used to represent an unsuccessful MBS session update, the "cause" attribute of the "ProblemDetails" may be used to include one of the following application error codes:
-	INVALID_MBS_SERVICE_INFO, if the provided MBS Service Information is invalid (e.g. invalid QoS reference), incorrect or insufficient to perform MBS policy authorization, e.g if the PCF rejected the creation or update of an MBS Policy Association with the same error (see 3GPP TS 29.537 [23])
-	FILTER_RESTRICTIONS_NOT_RESPECTED, if the MBS IP flow(s) description provided within the MBS Service Information cannot be handled due to the restrictions defined in clause 5.3.8 of 3GPP TS 29.214 [24] not being respected, e.g. if the PCF rejected the creation or update of an MBS Policy Association with the same error (see 3GPP TS 29.537 [23])
-	ERROR_INPUT_PARAMETERS, if the provided set of input parameters are incomplete, erroneous or missing necessary information to perform MBS policy control, e.g. if the PCF rejected the creation or update of an MBS Policy Association with the same error (see 3GPP TS 29.537 [23])

	ExtProblemDetails
	O
	0..1
	403 Forbidden
	When used to represent an unsuccessful MBS session update, the "cause" attribute of the "ProblemDetails" may be used to include one of the following application error codes:

-	MBS_SERVICE_INFO_NOT_AUTHORIZED, if the provided MBS Service Information is not authorized to perform MBS policy authorization, e.g. if the PCF rejected the creation or update of an MBS Policy Association with the same error (see 3GPP TS 29.537 [23])
-	MBS_POLICY_CONTEXT_DENIED, if the request is rejected due to operator policies and/or local configuration, e.g. if the PCF rejected the creation or update of an MBS Policy Association with the same error (see 3GPP TS 29.537 [23])

	ProblemDetails
	O
	0..1
	404 Not Found
	When used to represent an unsuccessful MBS session update, the "cause" attribute of the "ProblemDetails" may be used to include one of the following application error codes:
-	UNKNOWN_MBS_SESSION, if the indicated MBS session is not found in the MB-SMF.
-	UNKNOWN_MBS_SERVICE_AREA, if the indicated MBS service area is not found.

	NOTE 1:	The mandatory HTTP error status code for the PATCH method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



6.2.3.3.3.2	DELETE
This method deletes an individual MBS session resource in the MB-SMF.
This method shall support the URI query parameters specified in table 6.2.3.2.3.2-1.
Table 6.2.3.3.3.2-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.3.3.2-2 and the response data structures and response codes specified in table 6.2.3.3.3.2-3.
Table 6.2.3.3.3.2-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.3.3.2-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful response

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	ProblemDetails
	O
	0..1
	404 Not Found
	When used to represent an unsuccessful MBS session delete, the "cause" attribute of the "ProblemDetails" may be used to include one of the following application error codes:
-	UNKNOWN_MBS_SESSION, if the indicated MBS session is not found in the MB-SMF.

	NOTE 1:	The mandatory HTTP error status code for the DELETE method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected
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None.
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This resource represents the collection of the individual subscriptions for MBS sessions that are created in the MB-SMF with StatusSubscribe service operation.
This resource is modelled with the Collection resource archetype (see clause C.2 of 3GPP TS 29.501 [5]).
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Resource URI: {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbs-sessions/subscriptions
This resource shall support the resource URI variables defined in table 6.2.3.4.2-1.
Table 6.2.3.4.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.2.1
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6.2.3.4.3.1	POST
This method creates an individual subscription resource for an MBS session in the MB-SMF with StatusSubscribe service operation.
This method shall support the URI query parameters specified in table 6.2.3.4.3.1-1.
Table 6.2.3.4.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.4.3.1-2 and the response data structures and response codes specified in table 6.2.3.4.3.1-3.
Table 6.2.3.4.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	StatusSubscribeReqData
	M
	1
	Data within the StatusSubscribe Request



Table 6.2.3.4.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	StatusSubscribeRspData
	M
	1
	201 Created
	Data within the StatusSubscribe Response

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	ProblemDetails
	O
	0..1
	404 Not Found
	When used to represent an unsuccessful subscription to MBS session, the "cause" attribute of the "ProblemDetails" may be used to include one of the following application error codes:
-	UNKNOWN_MBS_SESSION, if the indicated MBS session is not found in the MB-SMF.
-	UNKNOWN_MBS_SERVICE_AREA, if the requested MBS service area is not found.

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.4.3.1-4: Headers supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.2.3.4.3.1-5: Headers supported by the 201 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbs-sessions/subscriptions/{subscriptionId}



Table 6.2.3.4.3.1-6: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.4.3.1-7: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected
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None.
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This resource represents an individual subscription for an MBS session in the MB-SMF, which are updated with StatusSubscribe service operation, or are deleted with StatusUnsubscribe service operation.
This resource is modelled with the Document resource archetype (see clause C.1 of 3GPP TS 29.501 [5]).
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Resource URI: {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbs-sessions/subscriptions/{subscriptionId}
This resource shall support the resource URI variables defined in table 6.2.3.5.2-1.
Table 6.2.3.5.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.2.1

	subscriptionId
	string
	Subscription identifier assigned by the MB-SMF during the creation of the subscription
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6.2.3.5.3.1	PATCH
This method updates an individual subscription resource for an MBS session in the MB-SMF with StatusSubscribe service operation for the subscription update (see clause 5.3.2.6.3).
This method shall support the URI query parameters specified in table 6.2.3.5.3.1-1.
Table 6.2.3.5.3.1-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.5.3.1-2 and the response data structures and response codes specified in table 6.2.3.5.3.1-3.
Table 6.2.3.5.3.1-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)

	M
	1
	It shall contain the list of changes to be made to the Status Subscription (i.e. MbsSessionSubscription data type), according to the JSON PATCH format specified in IETF RFC 6902 [16].



Table 6.2.3.5.3.1-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MbsSessionSubscription
	M
	1
	200 OK
	Upon success, a response body shall be returned containing the updated Status Subscription.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the PATCH method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.5.3.1-4: Headers supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.2.3.5.3.1-5: Headers supported by the 200 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.2.3.5.3.1-6: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.5.3.1-7: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



6.2.3.5.3.2	DELETE
This method deletes an individual subscription resource for an MBS session in the MB-SMF with StatusUnsubscribe service operation.
This method shall support the URI query parameters specified in table 6.2.3.5.3.2-1.
Table 6.2.3.5.3.2-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.5.3.2-2 and the response data structures and response codes specified in table 6.2.3.5.3.2-3.
Table 6.2.3.5.3.2-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.5.3.2-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful deletion

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the DELETE method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.5.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.5.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected
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None.
[bookmark: _Toc85877084][bookmark: _Toc88681536][bookmark: _Toc89678223][bookmark: _Toc98501316][bookmark: _Toc106634600][bookmark: _Toc114825379][bookmark: _Toc122089408][bookmark: _Toc129098529][bookmark: _Toc130830789]6.2.3.6	Resource: Subscriptions collection for MBS contexts (Collection)
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This resource represents the collection of the individual subscriptions for MBS contexts created in the MB-SMF.
This resource is modelled with the Collection resource archetype (see clause C.2 of 3GPP TS 29.501 [5]).
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Resource URI: {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbs-sessions/contexts/subscriptions
This resource shall support the resource URI variables defined in table 6.2.3.6.2-1.
Table 6.2.3.6.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.2.1



[bookmark: _Toc85877087][bookmark: _Toc88681539][bookmark: _Toc89678226][bookmark: _Toc98501319][bookmark: _Toc106634603][bookmark: _Toc114825382][bookmark: _Toc122089411][bookmark: _Toc129098532][bookmark: _Toc130830792]6.2.3.6.3	Resource Standard Methods
6.2.3.6.3.1	POST
This method creates an individual subscription resource for an MBS context in the MB-SMF.
This method shall support the URI query parameters specified in table 6.2.3.6.3.1-1.
Table 6.2.3.6.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.6.3.1-2 and the response data structures and response codes specified in table 6.2.3.6.3.1-3.
Table 6.2.3.6.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	ContextStatusSubscribeReqData
	M
	1
	Data within the ContextStatusSubscribe Request



Table 6.2.3.6.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ContextStatusSubscribeRspData
	M
	1
	201 Created
	Data within the ContextStatusSubscribe Response

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	ProblemDetails
	O
	0..1
	404 Not Found
	When used to represent an unsuccessful subscription to MBS session context, the "cause" attribute of the "ProblemDetails" may be used to include one of the following application error codes:
-	UNKNOWN_MBS_SESSION, if indicated the MBS session is not found in the MB-SMF.

	NOTE 1:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.6.3.1-4: Headers supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.2.3.6.3.1-5: Headers supported by the 201 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the URI of the newly created resource, according to the structure: {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbs-sessions/contexts/subscriptions/{subscriptionId}



Table 6.2.3.6.3.1-6: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.6.3.1-7: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



[bookmark: _Toc85877088][bookmark: _Toc88681540][bookmark: _Toc89678227][bookmark: _Toc98501320][bookmark: _Toc106634604][bookmark: _Toc114825383][bookmark: _Toc122089412][bookmark: _Toc129098533][bookmark: _Toc130830793]6.2.3.6.4	Resource Custom Operations
None.
[bookmark: _Toc85877089][bookmark: _Toc88681541][bookmark: _Toc89678228][bookmark: _Toc98501321][bookmark: _Toc106634605][bookmark: _Toc114825384][bookmark: _Toc122089413][bookmark: _Toc129098534][bookmark: _Toc130830794]6.2.3.7	Resource: Individual subscription for an MBS context (Document)
[bookmark: _Toc85877090][bookmark: _Toc88681542][bookmark: _Toc89678229][bookmark: _Toc98501322][bookmark: _Toc106634606][bookmark: _Toc114825385][bookmark: _Toc122089414][bookmark: _Toc129098535][bookmark: _Toc130830795]6.2.3.7.1	Description
This resource represents an individual subscription for an MBS context created in the MB-SMF.
This resource is modelled with the Document resource archetype (see clause C.1 of 3GPP TS 29.501 [5]).
[bookmark: _Toc85877091][bookmark: _Toc88681543][bookmark: _Toc89678230][bookmark: _Toc98501323][bookmark: _Toc106634607][bookmark: _Toc114825386][bookmark: _Toc122089415][bookmark: _Toc129098536][bookmark: _Toc130830796]6.2.3.7.2	Resource Definition
Resource URI: {apiRoot}/nmbsmf-mbssession/<apiVersion>/mbs-sessions/contexts/subscriptions/{subscriptionId}
This resource shall support the resource URI variables defined in table 6.2.3.7.2-1.
Table 6.2.3.7.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.2.1

	subscriptionId
	string
	Subscription identifier assigned by the MB-SMF during the creation of the subscription



[bookmark: _Toc85877092][bookmark: _Toc88681544][bookmark: _Toc89678231][bookmark: _Toc98501324][bookmark: _Toc106634608][bookmark: _Toc114825387][bookmark: _Toc122089416][bookmark: _Toc129098537][bookmark: _Toc130830797]6.2.3.7.3	Resource Standard Methods
6.2.3.7.3.1	PATCH
This method modifies an individual subscription resource for an MBS context in the MB-SMF.
This method shall support the URI query parameters specified in table 6.2.3.7.3.1-1.
Table 6.2.3.7.3.1-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.7.3.1-2 and the response data structures and response codes specified in table 6.2.3.7.3.1-3.
Table 6.2.3.7.3.1-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)

	M
	1
	It shall contain the list of changes to be made to the Context Status Subscription (i.e. ContextStatusSubscription data type), according to the JSON PATCH format specified in IETF RFC 6902 [16].



Table 6.2.3.7.3.1-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ContextStatusSubscription
	M
	1
	200 OK
	Upon success, a response body shall be returned containing the updated Context Status Subscription.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the PATCH method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.7.3.1-4: Headers supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.2.3.7.3.1-5: Headers supported by the 200 response code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	
	
	
	
	



Table 6.2.3.7.3.1-6: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.7.3.1-7: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



6.2.3.7.3.2	DELETE
This method deletes an individual subscription resource for an MBS context in the MB-SMF.
This method shall support the URI query parameters specified in table 6.2.3.7.3.1-1.
Table 6.2.3.7.3.2-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.7.3.1-2 and the response data structures and response codes specified in table 6.2.3.7.3.1-3.
Table 6.2.3.7.3.2-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.7.3.2-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Successful deletion

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2) 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
(NOTE 2)

	NOTE 1:	The mandatory HTTP error status code for the DELETE method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponse may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.2.3.7.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



Table 6.2.3.7.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same MB-SMF or MB-SMF (service) set.
Or the same URI, if a request is redirected to the same target resource via a different SCP.For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target MB-SMF (service) instance ID towards which the request is redirected



* * * 3rd Change * * * *
[bookmark: _Toc81558627][bookmark: _Toc85877100][bookmark: _Toc88681552][bookmark: _Toc89678239][bookmark: _Toc98501332][bookmark: _Toc106634616][bookmark: _Toc114825395][bookmark: _Toc122089424][bookmark: _Toc129098545][bookmark: _Toc130830805]6.2.5.2.3	Standard Methods
6.2.5.2.3.1	POST
This method shall support the request data structures specified in table 6.2.5.2.3.1-1 and the response data structures and response codes specified in table 6.2.5.2.3.1-2.
Table 6.2.5.2.3.1-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	StatusNotifyReqData
	M
	1
	Data within the StatusNotify Request



Table 6.2.5.2.3.1-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Successful response

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.

If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.

If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Table 6.2.5.2.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to the endpoint of the NF service consumer to which the notification should be sent. For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.2.5.2.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to the endpoint of the NF service consumer to which the notification should be sent. For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



[bookmark: _Toc81558628][bookmark: _Toc85877101][bookmark: _Toc88681553][bookmark: _Toc89678240][bookmark: _Toc98501333][bookmark: _Toc106634617][bookmark: _Toc114825396][bookmark: _Toc122089425][bookmark: _Toc129098546][bookmark: _Toc130830806]6.2.5.3	ContextStatusNotify
[bookmark: _Toc532994455][bookmark: _Toc35971422][bookmark: _Toc67903539][bookmark: _Toc85877102][bookmark: _Toc88681554][bookmark: _Toc89678241][bookmark: _Toc98501334][bookmark: _Toc106634618][bookmark: _Toc114825397][bookmark: _Toc122089426][bookmark: _Toc129098547][bookmark: _Toc130830807]6.2.5.3.1	Description
The Event Notification is used by the MB-SMF to report one or several observed Events to a NF Service Consumer that has subscribed to such notifications.
[bookmark: _Toc532994456][bookmark: _Toc35971423][bookmark: _Toc67903540][bookmark: _Toc85877103][bookmark: _Toc88681555][bookmark: _Toc89678242][bookmark: _Toc98501335][bookmark: _Toc106634619][bookmark: _Toc114825398][bookmark: _Toc122089427][bookmark: _Toc129098548][bookmark: _Toc130830808]6.2.5.3.2	Target URI
The Callback URI "{notifUri}" shall be used with the callback URI variables defined in table 6.2.5.3.2-1.
Table 6.2.5.3.2-1: Callback URI variables
	Name
	Definition

	notifUri
	String formatted as URI with the Callback URI



[bookmark: _Toc532994457][bookmark: _Toc35971424][bookmark: _Toc67903541][bookmark: _Toc85877104][bookmark: _Toc88681556][bookmark: _Toc89678243][bookmark: _Toc98501336][bookmark: _Toc106634620][bookmark: _Toc114825399][bookmark: _Toc122089428][bookmark: _Toc129098549][bookmark: _Toc130830809]6.2.5.3.3	Standard Methods
[bookmark: _Toc532994458][bookmark: _Toc35971425]6.2.5.3.3.1	POST
This method shall support the request data structures specified in table 6.2.5.3.3.1-1 and the response data structures and response codes specified in table 6.2.5.3.3.1-2.
Table 6.2.5.3.3.1-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	ContextStatusNotifyReqData
	M
	1
	Data within the ContextStatusNotify Request



Table 6.2.5.3.3.1-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	Successful response

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.

If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The NF service consumer shall generate a Location header field containing a URI pointing to the endpoint of another NF service consumer to which the notification should be sent.

If an SCP redirects the message to another SCP then the location header field shall contain the same URI or a different URI pointing to the endpoint of the NF service consumer to which the notification should be sent.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Table 6.2.5.3.3.1-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to the endpoint of the NF service consumer to which the notification should be sent. For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.2.5.3.3.1-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to the endpoint of the NF service consumer to which the notification should be sent. For the case when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



* * * End of Changes * * * *

