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	Reason for change:
	According to CR 4019 (S2-2304495) of 3GPP TS 23.502, Decorated NAI used for N5CW device in SNPN is defined as below:

nai.5gc-nn.nid<NID_Home>.mnc<MNC_Home>.mcc<MCC_Home>.3gppnetwork.org!type1.rid678.schid0.useriduser17@nai.5gc-nn.nid<NID_visited>.mnc<MNC_visited>.mcc<MCC_visited>.3gppnetwork.org

It is proposed to support the definition.

	
	

	Summary of change:
	Add the definition for Decorated NAI used for N5CW device in SNPN.

	
	

	Consequences if not approved:
	N5CW device registeration with decorated NAI in SNPN is not clear.

	
	

	Clauses affected:
	28.7.7.Y(new)

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS 23.502 CR 4019 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


Additional discussion(if needed):
Proposed changes:
*** 1st Change ***

[bookmark: _Toc130889177]28.7.7.Y	Decorated NAI used for N5CW devices via trusted non-3GPP access for SNPN
The Decorated NAI used for N5CW devices via trusted non-3GPP access for SNPN roaming scenarios shall take the form:
"nai.5gc-nn.nid<NID_Home>.mnc<homeMNC>.mcc<homeMCC>.3gppnetwork.org!<5G_device_unique_identity>@nai.5gc-nn.nid<NID_visited>.mnc<visitedMNC>.mcc<visitedMCC>.3gppnetwork.org"
where the <5G_device_unique_identity> is to identify the N5CW device as defined in clause 28.7.7.1, and the <NID_Home> or <NID_visited> shall be encoded as hexadecimal digits as specified in clause 12.7.
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