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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc11247878][bookmark: _Toc27045022][bookmark: _Toc36034064][bookmark: _Toc45132211][bookmark: _Toc49776496][bookmark: _Toc51747416][bookmark: _Toc66360995][bookmark: _Toc68105500][bookmark: _Toc74756130][bookmark: _Toc105675007][bookmark: _Toc122110087]5.14.2.1.1	Introduction
This clause defines data structures to be used in resource representations, including subscription resources.
Table 5.14.2.1.1-1 specifies data types re-used by the AsSessionWithQoS API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the AsSessionWithQoS API. 
Table 5.14.2.1.1-1: AsSessionWithQoS API re-used Data Types
	Data type
	Reference
	Comments

	AlternativeServiceRequirementsData
	3GPP TS 29.514 [52]
	Contains alternative QoS related parameters and a reference to them.

	BitRate
	3GPP TS 29.571 [45]
	String representing a bit rate that shall be formatted as follows:
Pattern: '^\d+(\.\d+)? (bps|Kbps|Mbps|Gbps|Tbps)$'
Examples:
"125 Mbps", "0.125 Gbps", "125000 Kbps"

	BitRateRm
	3GPP TS 29.571 [45]
	This data type is defined in the same way as the "BitRate" data type, but with the OpenAPI "nullable: true" property.

	Dnn
	3GPP TS 29.571 [45]
	Identifies a DNN.

	EthFlowDescription
	3GPP TS 29.514 [52]
	Defines a packet filter for an Ethernet flow.(NOTE 1)

	ExtMaxDataBurstVol
	3GPP TS 29.571 [45]
	Unsigned integer indicating Maximum Data Burst Volume (see clauses 5.7.3.7 and 5.7.4 of 3GPP TS 23.501 [8]), expressed in Bytes.
Minimum = 4096. Maximum = 2000000.

	ExtMaxDataBurstVolRm
	3GPP TS 29.571 [45]
	This data type is defined in the same way as the "ExtMaxDataBurstVol" data type, but with the OpenAPI "nullable: true" property.

	IpAddr
	3GPP TS 29.571 [45]
	UE IP Address.

	MacAddr48
	3GPP TS 29.571 [45]
	MAC Address.

	PacketDelBudget
	3GPP TS 29.571 [45]
	Unsigned integer indicating Packet Delay Budget (see clauses 5.7.3.4 and 5.7.4 of 3GPP TS 23.501 [8])), expressed in milliseconds.
Minimum = 1.

	PacketDelBudgetRm
	3GPP TS 29.571 [45]
	This data type is defined in the same way as the "PacketDelBudget" data type, but with the OpenAPI "nullable: true" property.

	PlmnIdNid
	3GPP TS 29.571 [45]
	Identifies the network: the PLMN Identifier (the mobile country code and the mobile network code) or the SNPN Identifier (the PLMN Identifier and the NID).

	RatType
	3GPP TS 29.571 [45]
	Identifies the RAT Type.

	ReportingFrequency
	3GPP TS 29.512 [8]
	Indicates the frequency for the reporting, such as event triggered, and/or periodic, when the PDU Session is released, and/or any combination. (NOTE 2)

	RequestedQosMonitoringParameter
	3GPP TS 29.512 [8]
	Indicate the UL packet delay, DL packet delay or round trip packet delay between the UE and the UPF is to be monitored when the QoS Monitoring for URLLC is enabled for the service data flow. (NOTE 2)

	Snssai
	3GPP TS 29.571 [45]
	Identifies the S-NSSAI.

	SupportedFeatures
	3GPP TS 29.571 [45]
	Used to negotiate the applicability of the optional features defined in table 5.14.4-1.

	TscaiInputContainer
	3GPP TS 29.514 [52]
	TSCAI Input information container.

	TscPriorityLevel
	3GPP TS 29.514 [52]
	Represents priority of TSC Flows.

	TscPriorityLevelRm
	3GPP TS 29.514 [52]
	Represents the same as the TscPriorityLevel data type, but with the OpenAPI "nullable: true" property.

	Uinteger
	3GPP TS 29.571 [45]
	Unsigned Integer, i.e. only value 0 and integers above 0 are permissible.
Minimum = 0.

	UintegerRm
	3GPP TS 29.571 [45]
	This data type is defined in the same way as the "Uinteger" data type, but with the OpenAPI "nullable: true" property.

	NOTE 1:	In order to support a set of MAC addresses with a specific range in the traffic filter, feature MacAddressRange_5G as specified in clause 5.14.4 shall be supported.
NOTE 2: 	In order to support QoS Monitoring, feature QoSMonitoring_5G as specified in clause 5.14.4 shall be supported.



Table 5.14.2.1.1-2 specifies the data types defined for the AsSessionWithQoS API.
Table 5.14.2.1.1-2: AsSessionWithQoS API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	AsSessionWithQoSSubscription
	5.14.2.1.2
	Represents an individual AS session with required QoS subscription resource.
	

	AsSessionWithQoSSubscriptionPatch
	5.14.2.1.3
	Represents parameters to modify an AS session with specific QoS subscription.
	

	QosMonitoringInformation
	5.14.2.1.6
	Represents QoS monitoring information.
	QoSMonitoring_5G

	QosMonitoringInformationRm
	5.14.2.1.7
	Represents the same as the QosMonitoringInformation data type but with the "nullable: true" property.
	QoSMonitoring_5G

	QosMonitoringReport
	5.14.2.1.8
	Represents a QoS monitoring report.
	QoSMonitoring_5G

	TscQosRequirement
	5.14.2.1.9
	Represents QoS requirements for time sensitive communication.
	TSC_5G

	TscQosRequirementRm
	5.14.2.1.10
	Represents the same as the TscQosRequirement data type but with the "nullable: true" property.
	TSC_5G

	UserPlaneEvent
	5.14.2.2.3
	Represents the user plane event.
	enNB

	UserPlaneEventReport
	5.14.2.1.5
	Represents an event report for user plane.
	enNB

	UserPlaneNotificationData
	5.14.2.1.4
	Represents the parameters to be conveyed in a user plane event(s) notification.
	enNB



*** Next Change ***
[bookmark: _Toc36034069][bookmark: _Toc45132216][bookmark: _Toc49776501][bookmark: _Toc51747421][bookmark: _Toc66361000][bookmark: _Toc68105505][bookmark: _Toc74756135][bookmark: _Toc105675012][bookmark: _Toc122110092]5.14.2.1.6	Type: QosMonitoringInformation
Table 5.14.2.1.6-1: Definition of type QosMonitoringInformation
	Attribute name
	Data type
	Cardinality
	Description
	Applicability

	reqQosMonParams
	array(RequestedQosMonitoringParameter)
	1..N
	Indicates the UL packet delay, DL packet delay and/or round trip packet delay between the UE and the UPF is to be monitored when the QoS Monitoring for URLLC is enabled for the service data flow.
	

	repFreqs
	array(ReportingFrequency)
	1..N
	Indicates the frequency for the reporting, such as event triggered, and/or periodic, when the PDU Session is released, and/or any combination.
	

	repThreshDl
	Uinteger
	0..1
	Unsigned integer identifying a threshold in units of milliseconds for DL packet delay. It shall be present when the "reqQosMonParams" attribute includes "DOWNLINK".
	

	repThreshUl
	Uinteger
	0..1
	Unsigned integer identifying a threshold in units of milliseconds for UL packet delay. It shall be present when the "reqQosMonParams" attribute includes "UPLINK".
	

	repThreshRp
	Uinteger
	0..1
	Unsigned integer identifying a threshold in units of milliseconds for round trip packet delay. It shall be present when the "reqQosMonParams" attribute includes "ROUND_TRIP".
	

	waitTime
	DurationSec
	0..1
	Indicates the minimum waiting time between subsequent reports. It shall be present when the "repFreqs" attribute includes "EVENT_TRIGGERED".
	

	repPeriod
	DurationSec
	0..1
	Indicates the time interval between successive reporting. It shall be present when the "repFreqs" attribute includes "PERIODIC".
If the feature "PacketDelayFailureReport" is supported, it also indicates the time interval at which a measurement failure needs to be reported if no measurement result is provided. It shall be present when the "repFreqs" attribute includes "PERIODIC" or "EVENT_TRIGGERED".
	



*** Next Change ***
[bookmark: _Toc36034070][bookmark: _Toc45132217][bookmark: _Toc49776502][bookmark: _Toc51747422][bookmark: _Toc66361001][bookmark: _Toc68105506][bookmark: _Toc74756136][bookmark: _Toc105675013][bookmark: _Toc122110093]5.14.2.1.7	Type: QosMonitoringInformationRm
This type represents a QoS Monitoring Information which is defined in clause 5.14.2.1.7 but defined with "nullable: true" property so it can be removed in "JSON Merge Patch", as defined in IETF RFC 7396 [39]. It shall comply with the provisions defined in table 5.14.2.1.7-1.
Duration and volume are also removable in "JSON Merge Patch". 

Table 5.14.2.1.7-1: Definition of type QosMonitoringInformationRm
	Attribute name
	Data type
	Cardinality
	Description
	Applicability

	reqQosMonParams
	array(RequestedQosMonitoringParameter)
	0..N
	Indicates the UL packet delay, DL packet delay and/or round trip packet delay between the UE and the UPF is to be monitored when the QoS Monitoring for URLLC is enabled for the service data flow.
	

	repFreqs
	array(ReportingFrequency)
	0..N
	Indicates the frequency for the reporting, such as event triggered, and/or periodic, when the PDU Session is released, and/or any combination.
	

	repThreshDl
	UintegerRm
	0..1
	Unsigned integer identifying a threshold in units of milliseconds for DL packet delay. It shall be present when the "reqQosMonParams" attribute includes "DOWNLINK".
	

	repThreshUl
	UintegerRm
	0..1
	Unsigned integer identifying a threshold in units of milliseconds for UL packet delay. It shall be present when the "reqQosMonParams" attribute includes "UPLINK".
	

	repThreshRp
	UintegerRm
	0..1
	Unsigned integer identifying a threshold in units of milliseconds for round trip packet delay. It shall be present when the "reqQosMonParams" attribute includes "ROUND_TRIP".
	

	waitTime
	DurationSecRm
	0..1
	Indicates the minimum waiting time between subsequent reports. It shall be present when the "repFreqs" attribute includes "EVENT_TRIGGERED".
	

	repPeriod
	DurationSecRm
	0..1
	Indicates the time interval between successive reporting. It shall be present when the "repFreqs" attribute includes "PERIODIC".
If the feature "PacketDelayFailureReport" is supported, it also indicates the time interval at which a measurement failure needs to be reported if no measurement result is provided. It shall be present when the "repFreqs" attribute includes "PERIODIC" or "EVENT_TRIGGERED".
	



*** End of Changes ***
