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* * * First Change * * * *
6.3.x.a.2	De-registration intiated by Constrained UE
The MSGin5G Client on the Constrained UE initiates a CoAP POST request to de-register from the MSGin5G Server. If the de-registration request is allowed to delay for bulk de-registration initiated by the MSGin5G Gateway UE, in the CoAP POST rquest, the MSGin5G Client on the Constrained UE:
a)	shall set the "T" field in the CoAP header to 0 to indicate acknowledge message required;
b)	shall include the MSGin5G Server address in the Option header of the CoAP POST request and set the Option header to a corresponding value, e.g. if the MSGin5G Server address is a URI, the Uri-Path Option is set to the value of such URI;
c)	shall set the "Content-Format" element to "50" to indicate the format of the CoAP payload is "application/json"; and
d)	shall include the following information elements encoded in JSON format as specified in clause 7.3.3.a:
1)	the "MSGin5G service identifier" element to indicate that this CoAP POST request is used for MSGin5G service;
2)	the "Message Type" element with a "DEREG" value to indicate that the CoAP POST request is used for de-registration;
3)	the "UE Service ID" element to indicate the MSGin5G UE initiating de-registration procedure; 
4)	optionally, the "De-registration urgent degree" element with a"false" value to indicate that this registration is not urgent; and
5)	optionally, the "De-registration request expiration time" element to indicate the maximum processing time of the registration request allowed.
Upon reception of the CoAP POST request containing MSGin5G service identifier indicating that the received request is for MSGin5G service and Message Type indicating that received request is for de-registration response, the MSGin5G Client in the Constrained UE generate a CoAP 2.04 (Change) response including the CoAP "Message ID" element and the "Token" element with the same values with those in the CoAP POST request for registration.

* * * End of Changes * * * *




