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	Reason for change:
	As specified in sub-clause 5.5.1.2.6A below, if the 5GS registration type is “initial registration” and for initiating an emergency PDU session, if the initial registration request fails due to abnormal case e), the UE shall abort the registration procedure for initial registration as described in subclause 5.5.1.2.7.
If the initial registration request, with 5GS registration type IE set to "initial registration" and for initiating an emergency PDU session, fails due to abnormal cases c), d) or e) in subclause 5.5.1.2.7, the UE shall perform the actions as described in subclause 5.5.1.2.7. Then if the UE is in:
During the mobility and periodic registration update request for initiating an emergency PDU session, the abnormal case e) is excluded from the spec, see below:
If the mobility and periodic registration update request for initiating an emergency PDU session fails due to abnormal cases c) or d) in subclause 5.5.1.3.7, the UE shall perform the procedures as described in subclause 5.5.1.3.7. Then if the UE is in the same selected PLMN where the last mobility and periodic registration update request was attempted, the UE shall:
Based on the same concept, the abnormal cases e) is also applicable here.


	
	

	Summary of change:
	If the mobility and periodic registration update request for initiating an emergency PDU session fails due to abnormal cases e) in subclause 5.5.1.3.7, the UE shall perform the procedures as described in subclause 5.5.1.3.7;


	
	

	Consequences if not approved:
	If the mobility and periodic registration update request for initiating an emergency PDU session fails due to abnormal cases e) in subclause 5.5.1.3.7, the UE may behave different way from in the initial registration.
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[bookmark: _Toc20232687][bookmark: _Toc27746789][bookmark: _Toc36212971][bookmark: _Toc36657148][bookmark: _Toc45286812][bookmark: _Toc51948081][bookmark: _Toc51949173][bookmark: _Toc131396095]5.5.1.3.6	Mobility and periodic registration update for initiating an emergency PDU session not accepted by the network
If the mobility and periodic registration update request for initiating an emergency PDU session cannot be accepted by the network, the UE shall perform the procedures as described in subclause 5.5.1.3.5. Then if the UE is in the same selected PLMN where the last mobility and periodic registration update request was attempted, the UE shall:
a)	inform the upper layers of the failure of the procedure; or
NOTE 1:	This can result in the upper layers requesting implementation specific mechanisms, e.g. procedures specified in 3GPP TS 24.229 [14] can result in the emergency call being attempted to another IP-CAN.
b)	perform de-registration locally, if not de-registered already, and attempt initial registration for emergency services.
If the mobility and periodic registration update request for initiating an emergency PDU session fails due to abnormal case b) in subclause 5.5.1.3.7, the UE shall perform the actions as described in subclause 5.5.1.3.7 and inform the upper layers of the failure to access the network.
NOTE 2:	This can result in the upper layers requesting implementation specific mechanisms, e.g. procedures specified in 3GPP TS 24.229 [14] can result in the emergency call being attempted to another IP-CAN.
If the mobility and periodic registration update request for initiating an emergency PDU session fails due to abnormal cases c), or d) or e) in subclause 5.5.1.3.7, the UE shall perform the procedures as described in subclause 5.5.1.3.7. Then if the UE is in the same selected PLMN where the last mobility and periodic registration update request was attempted, the UE shall:
a)	inform the upper layers of the failure of the procedure; or
NOTE 3:	This can result in the upper layers requesting implementation specific mechanisms, e.g. procedures specified in 3GPP TS 24.229 [14] can result in the emergency call being attempted to another IP-CAN.
b)	perform de-registration locally, if not de-registered already, and attempt initial registration for emergency services.
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