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	Reason for change:
	The N3AN node selection information coding, in the redundant "Otherwise" in the description for PLMN ID field shall be removed.
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Additionally, the description of each field can be moved to another row to be aligned with the description of field for the IE coding.


	
	

	Summary of change:
	Remove the redundant "Otherwise";
Add "by the receiving entity" in the end of the description of priority field;
Move the description of each field to another row.
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* * * First Change * * * *
[bookmark: _Toc20209084][bookmark: _Toc27581332][bookmark: _Toc36113483][bookmark: _Toc45212741][bookmark: _Toc51932254][bookmark: _Toc131299313][bookmark: _Toc45286854][bookmark: _Toc51948123][bookmark: _Toc51949215][bookmark: _Toc131396147][bookmark: _Toc131692849][bookmark: _Toc123644892][bookmark: _Toc114863109][bookmark: _Toc114476508][bookmark: _Toc20232828][bookmark: _Toc27746931][bookmark: _Toc36213115][bookmark: _Toc36657292][bookmark: _Toc45286957][bookmark: _Toc51948226][bookmark: _Toc51949318][bookmark: _Toc106796341][bookmark: _Toc20232839][bookmark: _Toc27746943][bookmark: _Toc36213127][bookmark: _Toc36657304][bookmark: _Toc45286969][bookmark: _Toc51948238][bookmark: _Toc51949330][bookmark: _Toc106796353][bookmark: _Toc20232810][bookmark: _Toc27746913][bookmark: _Toc36213097][bookmark: _Toc36657274][bookmark: _Toc45286939][bookmark: _Toc51948208][bookmark: _Toc51949300][bookmark: _Toc106796323][bookmark: _Toc20232861][bookmark: _Toc27746965][bookmark: _Toc36213149][bookmark: _Toc36657326][bookmark: _Toc45286991][bookmark: _Toc51948260][bookmark: _Toc51949352][bookmark: _Toc106796381][bookmark: _Toc98350607][bookmark: _Toc20218092][bookmark: _Toc27743977][bookmark: _Toc35959548][bookmark: _Toc45202981][bookmark: _Toc45700357][bookmark: _Toc51920093][bookmark: _Toc68251153][bookmark: _Toc99061319][bookmark: _Toc20233212][bookmark: _Toc27747336][bookmark: _Toc36213527][bookmark: _Toc36657704][bookmark: _Toc45287379][bookmark: _Toc51948654][bookmark: _Toc51949746][bookmark: _Toc98754128]5.3.3.2	N3AN node selection information
The content of N3AN node selection information contains a sequence of the N3AN node selection information entries. Each N3AN node selection information entry contains a PLMN ID and information for the PLMN ID. The content of N3AN node selection information contains at least an N3AN node selection information entry with information for the HPLMN and an N3AN node selection information entry for "any_PLMN".
NOTE:	If N3AN node selection information does not contain at least:
	-	an N3AN node selection information entry with information for the HPLMN; and
	-	an N3AN node selection information entry for "any_PLMN";
	the N3AN node selection information is handled as a syntactically incorrect IE according to 3GPP TS 24.501 [11].
The content is encoded according to figure 5.3.3.2.1, figure 5.3.3.2.2 and table 5.3.3.2.1.
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N3AN node selection information entry 1
	octet x+5

	
	
octet y

	
N3AN node selection information entry 2
	octet y+1

octet t

	
…

	

	
N3AN node selection information entry n

	octet u

octet v


Figure 5.3.3.2.1: Content of N3AN node selection information
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	Length of N3AN node selection information entry
	octet x+5

	MCC digit 2
	MCC digit 1
	octet x+6

	MNC digit 3
	MCC digit 3
	[bookmark: _MCCTEMPBM_CRPT80180031___4]octet x+7

	MNC digit 2
	MNC digit 1
	[bookmark: _MCCTEMPBM_CRPT80180032___4]octet x+8

	FQDN format
	Preference
	Priority
	
octet x+9


Figure 5.3.3.2.2: N3AN node selection information entry
Table 5.3.3.2.1: N3AN node selection information
	Length of N3AN node selection information entry (octet x+5) contains length of subsequent fields in the N3AN node selection information entry.


	PLMN ID (octet x+6 to x+8)
The PLMN ID field shall be set to zero if it indicates "any_PLMN". Otherwise,

	

	MCC, Mobile country code (octet x+6, and bits 4 to 1 of octet x+7)

	The MCC field is encoded as in ITU-T Recommendation E.212 [10], annex A.

	

	MNC, Mobile network code (bits 8 to 5 of octet x+7, and octet x+8)

	The encoding of this field is the responsibility of each administration but BCD coding shall be used. The MNC shall consist of 2 or 3 digits. If a network operator decides to use only two digits in the MNC, MNC digit 3 shall be encoded as "1111".

	

	Priority (bits 5 to 1 of octet x+9)
The priority field indicates the preference order given to N3AN nodes of a PLMN. The lower value indicates higher priority. If the PLMN is the UE's HPLMN or the PLMN ID indicates "any_PLMN", this priority filed shall be ignored by the receiving entity.

	

	Preference (bit 6 of octet x+9)
The preference field indicates which N3AN node type is preferred in this PLMN and is encoded as follows.

	6
	

	[bookmark: _MCCTEMPBM_CRPT80180033___4]0
	N3IWF is preferred

	[bookmark: _MCCTEMPBM_CRPT80180034___4]1
	ePDG is preferred

	

	FQDN format (bits 8 to 7 of octet x+9)
The FQDN format indicates format to be used when the FQDN is constructed by the UE. This field is encoded as follows.

	[bookmark: _MCCTEMPBM_CRPT80180035___4]8
	7
	

	[bookmark: _MCCTEMPBM_CRPT80180036___4]0
	0
	Operator identifier based ePDG FQDN format or operator identifier based N3IWF FQDN.

	[bookmark: _MCCTEMPBM_CRPT80180037___4]
	
	

	[bookmark: _MCCTEMPBM_CRPT80180038___4]0
	1
	Tracking/location area identity based ePDG FQDN format or tracking area identity based N3IWF FQDN format.

	All other values are reserved.

	



* * * End of Changes * * * *
