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	Reason for change:
	In CT1#140 meeting, it was concluded to redefine the term "SNPN access operation mode" in TS 24.501 to cover all supported cases and only use this single term in CT1 specifications. Also for the features only apply to 3GPP access (e.g. UAC and network selection), it proposes to use "SNPN access operation mode over 3GPP access".

With above conclusion, the term "SNPN access operation mode" used in TS 24.526 should clearly refer to the term definition given in TS 24.501 to make it clearer.
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	Summary of change:
	It proposes to add the term reference for the term "SNPN access operation mode" used in TS 24.526 to TS 24.501.

	
	

	Consequences if not approved:
	The term reference for "SNPN access operation mode" is missing.
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For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1]apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Non-subscribed SNPN signalled URSP: URSP rules signalled by a non-subscribed SNPN according to annex D of 3GPP TS 24.501 [11].
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.501 [15] apply:
non-seamless non-3GPP offload
For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.503 [2] apply:
UE local configuration
User preferences on non-3GPP access selection
For the purposes of the present document, the following terms and definitions given in 3GPP TS 24.501 [11] apply:
5GMM-IDLE mode
PDU session for LADN
SNPN access operation mode
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