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	Reason for change:
	TS 23.501 (text added by S2-2303857) states:
-----------------------
Section 5.30.2.4.1 - Furthermore, if the UE supports access to an SNPN providing access for Localized Services, and the end user enables to access the Localized Services the UE may select an SNPN providing access for Localized Services.
-----------------------
Additionally, when the validity information is not met for the currently selected SNPN providing access for localized services, while access for localized services in SNPN is enabled by the user, the MS shall select an SNPN providing access for localized services as per the section 4.9.3.1.1 and look for other available SNPNs providing access for localized services where the validity information is met.

	
	

	Summary of change:
	Conditions under which the MS shall trigger the SNPN selecton for an SNPN providing access for localized services are stated.

	
	

	Consequences if not approved:
	TS 23.501 requirement not addressed, and there will be some conditions where the MS will not have access to localized services.
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* * * First Change * * *
4.9.3.1.X	 SNPN selection when access for localized services in SNPN is changed or when validity information of the selected SNPN is no longer met
If the MS supports access to an SNPN providing access for localized services in SNPN, the UE is in automatic SNPN selection mode, and:
-	access for localized services in SNPN is changed between disabled and enabled; or
-	access for localized services in SNPN is enabled, the selected SNPN was selected according to clause 4.9.3.1.1 bullet a0) and the validity information for the selected SNPN is no longer met;
then the MS may perform  SNPN selection according to clause 4.9.3.1.1. 
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