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	24.501
	5176
	1
	Rel-18
	Mobility management for the support of optimised handling of temporarily available network slices
	B
	18.2.1
	CT1#141-e
	C1-232675
	NTT DOCOMO, Nokia, Nokia Shanghai Bell, LG electronics, SHARP
	eNS_Ph3
	
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5178
	1
	Rel-18
	Define maximum length of Alternative NSSAI IE
	F
	18.2.1
	CT1#141-e
	C1-232764
	ZTE, Nokia, Nokia Shanghai Bell
	eNS_Ph3
	4.6.2.7, 8.2.19.1, 9.11.3.97
	TS/TR … CR … ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5180
	1
	Rel-18
	Clarify AMF behaviour when S-NSSAI to be replaced is available
	F
	18.2.1
	CT1#141-e
	C1-232766
	ZTE, Nokia, Nokia Shanghai Bell
	eNS_Ph3
	4.6.2.7
	TS/TR … CR … ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5181
	-
	Rel-18
	Use defined term Alternative NSSAI
	F
	18.2.1
	CT1#141-e
	C1-232080
	ZTE
	eNS_Ph3
	4.6.1
	TS/TR … CR … ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5204
	2
	Rel-18
	Network Slice replacement
	F
	18.2.1
	CT1#141-e
	C1-232713
	Lenovo
	eNS_Ph3
	4.6.2.7, 4.6.3.4
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5205
	2
	Rel-18
	Indication of partial network slice support in a registration area when registering
	B
	18.2.1
	CT1#141-e
	C1-232700
	Lenovo, OPPO, Samsung, vivo
	eNS_Ph3
	5.5.1.2.2, 5.5.1.3.2, 9.11.3.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5248
	2
	Rel-18
	Supoort of network slice replacement during PDU session modification procedure
	B
	18.2.1
	CT1#141-e
	C1-232911
	LG Electronics, Nokia, Nokia Shangai Bell, ZTE, SHARP
	eNS_Ph3
	5.4.5.2.3, 6.3.2.2, 6.3.2.3, 6.4.1.2, 8.3.9.1, 8.3.9.x(new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5255
	2
	Rel-18
	Support of network slice replacement during PDU session release procedure
	B
	18.2.1
	CT1#141-e
	C1-232928
	LG Electronics, Nokia, Nokia Shanghai Bell, ZTE, SHARP
	eNS_Ph3
	6.3.3.2, 6.3.3.3, 8.3.14.1, 8.3.14.x(new)
	TS/TR ... CR ...; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5283
	1
	Rel-18
	The partially allowed NSSAI – UE storage
	B
	18.2.1
	CT1#141-e
	C1-232827
	vivo
	eNS_Ph3
	4.6.2.2, C.1, C.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5304
	1
	Rel-18
	S-NSSAI location availability information in the registration procedure
	B
	18.2.1
	CT1#141-e
	C1-232966
	Nokia, Nokia Shanghai Bell, LG Electronics
	eNS_Ph3
	5.5.1.2.2, 5.5.1.2.4, 5.5.1.3.2, 5.5.1.3.4, 8.2.7.54.1, 8.2.7.54.x (new), 9.11.3.1, 9.11.3.zy (new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5305
	1
	Rel-18
	Storing S-NSSAI location availability information
	B
	18.2.1
	CT1#141-e
	C1-232968
	Nokia, Nokia Shanghai Bell, LG Electronics
	eNS_Ph3
	4.6.2.2, C.1, C.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5306
	1
	Rel-18
	S-NSSAI location availability information via UCU
	B
	18.2.1
	CT1#141-e
	C1-232969
	Nokia, Nokia Shanghai Bell, LG Electronics
	eNS_Ph3
	5.4.4.1, 5.4.4.2, 5.4.4.3, 8.2.19.1, 8.2.19.x (new)
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5307
	1
	Rel-18
	UE capability indication for the support of optimized handling of temporarily available network slices
	B
	18.2.1
	CT1#141-e
	C1-232950
	Nokia, Nokia Shanghai Bell, NTT DOCOMO, LG Electronics, SHARP
	eNS_Ph3
	5.5.1.2.2, 5.5.1.3.2, 9.11.3.1
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5308
	2
	Rel-18
	AMF operation upon being requested an S-NSSAI which is unavailable according to the validity time
	B
	18.2.1
	CT1#141-e
	C1-232953
	Nokia, Nokia Shanghai Bell, LG Electronics
	eNS_Ph3
	5.5.1.2.4, 5.5.1.3.4
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5310
	1
	Rel-18
	Restriction in the requested NSSAI creation if an S-NSSAI is temporarily unavailable
	F
	18.2.1
	CT1#141-e
	C1-232948
	Nokia, Nokia Shanghai Bell, LG Electronics
	eNS_Ph3
	5.5.1.2.2, 5.5.1.3.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5316
	1
	Rel-18
	Storing validity time
	B
	18.2.1
	CT1#141-e
	C1-232955
	Nokia, Nokia Shanghai Bell, LG Electronics
	eNS_Ph3
	4.6.2.2, C.1, C.2
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5328
	2
	Rel-18
	General introduction on support of network slice usage control
	B
	18.2.1
	CT1#141-e
	C1-232811
	LG Electronics, vivo
	eNS_Ph3
	
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5329
	1
	Rel-18
	Capability indication to support of network slice usage control
	B
	18.2.1
	CT1#141-e
	C1-232703
	LG Electronics, Samsung
	eNS_Ph3
	
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	24.501
	5377
	-
	Rel-18
	Partially allowed NSSAI for slice based cell re-selection and random access
	F
	18.2.1
	CT1#142
	C1-233316
	ZTE
	eNS_Ph3
	4.6.2.6
	TS/TR … CR …; TS/TR ... CR ...; TS/TR ... CR ...

	24.501
	5378
	-
	Rel-18
	Partially allowed NSSAI for RFSP derivation
	F
	18.2.1
	CT1#142
	C1-233317
	ZTE
	eNS_Ph3
	3.1
	TS/TR … CR …; TS/TR ... CR ...; TS/TR ... CR ...


