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[bookmark: _GoBack]Additionally, the UEConfig5MBS WID (see CP-230201) indicates, quote:
-	Adding UE pre-configuration for broadcast service and MBS information.
Finally, the scope contains an editor’s note which now it can be resolved:
Editor’s note:	The UE pre-configuration parameters and their use by the UE are FFS.
Note that the above editor’s note can be resolved by removing it as the specification already provides UE pre-configuration parameters and their use in clauses 4, 5, and 6.
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[bookmark: _Toc8836193][bookmark: _Toc130913837]1	Scope
The present document specifies UE pre-configuration for multicast/broadcast services (MBS) in order to receive the data of multicast communication services and broadcast communication services as specified in 3GPP TS 23.247 [3].
The present document defines a management object (MO) that can be used to configure the UE with parameters related to reception of data of multicast communication services and broadcast communication services.
The MO is compatible with the OMA Device Management (DM) protocol specifications, version 1.2 and upwards, and is defined using the OMA DM device description framework (DDF) as described in the Enabler Release Definition OMA-ERELD-DM-V1_2 [8].
The MO consists of nodes and leaves conveying UE pre-configuration parameters used for multicast communication service and broadcast communication service selection and data reception.
Editor’s note:	The UE pre-configuration parameters and their use by the UE are FFS.
* * * End of Changes * * * *
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