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* * * First Change * * * *

6.1.3.11.3.1	GET
This method shall support the URI query parameters specified in table 6.1.3.11.3.1-1.
NOTE:	The retrieval of these data sets can also be achieved by sending individual GET requests to the corresponding sub-resources under the {supi} resource. When multiple data sets need to be retrieved by the NF Service consumer, it is recommended to use a single GET request with query parameters rather than issuing multiple GET requests.
Table 6.1.3.11.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	dataset-names
	DatasetNames
	M
	1
	Contains names of the data sets that are required to retrieve.

	plmn-id
	PlmnIdNid
	C
	0..1
	If absent, H-PLMN ID is used as default.
This IE is only used for data sets whose DataSetNames are listed below:
"AM"
"SMF_SEL"
"SMS_SUB"
"SM"
"TRACE"
"SMS_MNG"

	adjacent-plmns
	array(PlmnId)
	O
	1..N
	PLMN identities of PLMNs adjacent to the PLMN serving the UE. If present the GET response may contain adjacentPlmnRestrictions for the indicated PLMNs.
May be present if Access And Mobility Subscription Data is included in DatasetNames.

	disaster-roaming-ind
	boolean
	O
	0..1
	Disaster Roaming Indicator (see 3GPP TS 23.502 [3]).
When present, this IE shall be set as follows:
-	true: Disaster Roaming service is applied;
-	false (default): Disaster Roaming service is not applied.
May be present if Access And Mobility Subscription Data and/or SMF Selection Subscription Data is included in DatasetNames.

	single-nssai
	Snssai
	O
	0..1
	When present without Slice Differentiator (sd), all slices identified by the given Slice/Service Type (sst) and any sd value (if any) shall be considered matching the query parameter.
May be present if Session Management Subscription Data is included in DatasetNames.

	dnn
	Dnn
	O
	0..1
	The DNN shall be the DNN Network Identifier only.
May be present if Session Management Subscription Data is included in DatasetNames.

	uc-purpose
	UcPurpose
	O
	0..1
	Contains a user consent purpose. 
See clause 6.1.6.3.20.
May be present if User Consent Data is included in DatasetNames.

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6



This method shall support the request data structures specified in table 6.1.3.11.3.1-2 and the response data structures and response codes specified in table 6.1.3.11.3.1-3.
Table 6.1.3.11.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.11.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SubscriptionDataSets
	M
	1
	200 OK
	Upon success, a response body containing the requested data sets shall be returned.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

	NOTE:	The manadatory HTTP error status code for the GET method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



Table 6.1.3.11.3.1-4: Headers supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	If-None-Match
	string
	O
	0..1
	Validator for conditional requests, as described in IETF RFC 7232 [25], clause 3.2

	If-Modified-Since
	string
	O
	0..1
	Validator for conditional requests, as described in IETF RFC 7232 [25], clause 3.3



Table 6.1.3.11.3.1-5: Headers supported by the 200 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Cache-Control
	string
	O
	0..1
	Cache-Control containing max-age, as described in IETF RFC 7234 [26], clause 5.2

	ETag
	string
	O
	0..1
	Entity Tag, containing a strong validator, as described in IETF RFC 7232 [25], clause 2.3

	Last-Modified
	string
	O
	0..1
	Timestamp for last modification of the resource, as described in IETF RFC 7232 [25], clause 2.2
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openapi: 3.0.0

info:
  version: '2.3.0-alpha.2'
  title: 'Nudm_SDM'
  description: |
    Nudm Subscriber Data Management Service.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.503 Unified Data Management Services, version 18.1.0
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.503/'

servers:
  - url: '{apiRoot}/nudm-sdm/v2'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501.

security:
  - oAuth2ClientCredentials:
    - nudm-sdm
  - {}

paths:
  /{supi}:
    get:
      summary: retrieve multiple data sets
      operationId: GetDataSets
      tags:
        - Retrieval of multiple data sets
      security:
        - {}
        - oAuth2ClientCredentials:
          - nudm-sdm
        - oAuth2ClientCredentials:
          - nudm-sdm
          - nudm-sdm:multi-data-sets:read
      parameters:
        - name: supi
          in: path
          description: Identifier of the UE
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        - name: dataset-names
          in: query
          style: form
          explode: false
          description: List of dataset names
          required: true
          schema:
             $ref: '#/components/schemas/DatasetNames'
        - name: plmn-id
          in: query
          description: serving PLMN ID
          content:
            application/json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnIdNid'
        - name: adjacent-plmns
          in: query
          description: List of PLMNs adjacent to the UE's serving PLMN
          schema:
            type: array
            items:
              $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'
            minItems: 1
          style: form
          explode: false
        - name: single-nssai
          in: query
          content:
            application/json:
              schema:
               $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        - name: dnn
          in: query
          schema:
             $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        - name: uc-purpose
          in: query
          description: User consent purpose
          schema:
             $ref: '#/components/schemas/UcPurpose'
        - name: disaster-roaming-ind
          in: query
          description: Indication whether Disaster Roaming service is applied or not
          required: false
          schema:
            type: boolean
            default: false
        - name: supported-features
          in: query
          description: Supported Features
          schema:
             $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        - name: If-None-Match
          in: header
          description: Validator for conditional requests, as described in RFC 7232, 3.2
          schema:
            type: string
        - name: If-Modified-Since
          in: header
          description: Validator for conditional requests, as described in RFC 7232, 3.3
          schema:
            type: string
      responses:

***********text not shown for clarity**********

* * * End of Change * * * *
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