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The structure of the Resource URIs of the "Nsoraf_SOR" service is depicted in Figure 6.1.3.1-1.


Figure 6.1.3.1-1: Resource URI structure of the Nsoraf_SOR API
Table 6.1.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.1.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	sor-information
(Document)
	/{supi}/sor-information
	GET
	Retrieve the SoR information.

	sor-ack
(Document)
	/{supi}/sor-information/sor-ack
	PUT
	Inform the SOR-AF of the reception status of the Acknowledgment of successful reception of SoR information by the UE.
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This resource represents the SoR information for a SUPI. It is used by NF consumers (e.g. UDM) to:
-	request the retrieval of the SoR information during registration in a VPLMN as specified in clause C.2 in Annex C of 3GPP°TS°23.122°[14].
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Resource URI: {apiRoot}/nsoraf-sor/v1/{supi}/sor-information
This resource shall support the resource URI variables defined in table 6.1.3.2.2-1.
Table 6.1.3.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.1.1

	supi
	Supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: "^(imsi-[0-9]{5,15}|nai-.+|.+)$"
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[bookmark: _Toc34219423][bookmark: _Toc34739745][bookmark: _Toc34739992][bookmark: _Toc34749464][bookmark: _Toc35936351][bookmark: _Toc36462526][bookmark: _Toc45031027][bookmark: _Toc82712543][bookmark: _Toc90645767][bookmark: _Toc122116371]6.1.3.2.3.1	GET
This method shall support the URI query parameters specified in table 6.1.3.2.3.1-1.
Table 6.1.3.2.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	supported-features
	SupportedFeatures
	O
	0..1
	See clause 6.1.8, and 3GPP TS 29.500 [4] clause 6.6.
	

	plmn-id
	PlmnIdNid
	M
	1
	Identity of the PLMN or SNPN serving the UE.
	

	access-type
	AccessType
	O
	0..1
	Access type used by the UE.
	



This method shall support the request data structures specified in table 6.1.3.2.3.1-2 and the response data structures and response codes specified in table 6.1.3.2.3.1-3.
Table 6.1.3.2.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SorInformation
	M
	1
	200 OK
	Upon success, a response with "200 OK" status code and a response body containing the SoR information as requested by the NF consumer (e.g. UDM) shall be returned by the SOR-AF.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a URI pointing to a resource located on alternative SOR-AF or the initial target SOR-AF when this is a redirection triggered by an SCP via another SCP.
(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a URI pointing to a resource located on alternative SOR-AF or the initial target SOR-AF when this is a redirection triggered by an SCP via another SCP.
(NOTE 2)

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be set to one of the following application errors:
- USER_NOT_FOUND

	NOTE 1:	The manadatory HTTP error status code for the GET method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponses may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.2.3.1-4: Headers supported by the 200 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Cache-Control 
	string
	M
	1
	The Cache-Control HTTP header is set to the value "no-cache" instructing the NF consumer (e.g. UDM) to not cache the received SoR information.



Table 6.1.3.2.3.1-5: Headers supported by the 307 Response Code on this endpoint
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to a resource located on alternative SOR-AF. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].or the initial target SOR-AF when this is a redirection triggered by an SCP via another SCP.



Table 6.1.3.2.3.1-6: Headers supported by the 308 Response Code on this endpoint
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to a resource located on alternative SOR-AF. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].or the initial target SOR-AF when this is a redirection triggered by an SCP via another SCP.
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This resource represents the notification from the NF consumer (e.g. UDM) of the reception status of the acknowledgment of successful reception of SoR information by the UE as specified in in Annex C of 3GPP°TS°23.122 [14].
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Resource URI: {apiRoot}/nsoraf-sor/v1/{supi}/sor-information/sor-ack
This resource shall support the resource URI variables defined in table 6.1.3.3.2-1.
Table 6.1.3.3.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 6.1.1

	supi
	Supi
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)
	pattern: "^(imsi-[0-9]{5,15}|nai-.+|.+)$"



[bookmark: _Toc34219427][bookmark: _Toc34739749][bookmark: _Toc34739996][bookmark: _Toc34749468][bookmark: _Toc35936355][bookmark: _Toc36462530][bookmark: _Toc45031031][bookmark: _Toc82712547][bookmark: _Toc90645771][bookmark: _Toc122116375]6.1.3.3.3	Resource Standard Methods
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This method shall support the URI query parameters specified in table 6.1.3.3.3.1-1.
Table 6.1.3.3.3.1-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.1.3.3.3.1-2 and the response data structures and response codes specified in table 6.1.3.3.3.1-3.
Table 6.1.3.3.3.1-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	SorAckInfo
	M
	1
	Contains an indication on the reception status of the acknowledgment of successful reception of SoR information by the UE.



Table 6.1.3.3.3.1-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, a response with "204 No Content" status code shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a URI pointing to a resource located on alternative SOR-AF or the initial target SOR-AF when this is a redirection triggered by an SCP via another SCP.
(NOTE 2)

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a URI pointing to a resource located on alternative SOR-AF or the initial target SOR-AF when this is a redirection triggered by an SCP via another SCP.
(NOTE 2)

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be set to the following application error:
- USER_NOT_FOUND

	NOTE 1:	The manadatory HTTP error status code for the PUT method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.
NOTE 2:	RedirectResponses may be inserted by an SCP, see clause 6.10.9.1 of 3GPP TS 29.500 [4].



Table 6.1.3.3.3.1-4: Headers supported by the 307 Response Code on this endpoint
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to a resource located on alternative SOR-AF. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].or the initial target SOR-AF when this is a redirection triggered by an SCP via another SCP.



Table 6.1.3.3.3.1-5: Headers supported by the 308 Response Code on this endpoint
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	A URI pointing to a resource located on alternative SOR-AF. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].or the initial target SOR-AF when this is a redirection triggered by an SCP via another SCP.
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No custom operations without associated resources are defined for the Nsoraf_SOR Service.
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In this release of this specification, no notifications are defined for the Nsoraf_SOR Service.

* * * 2nd Change * * * *
6.1.10	HTTP redirection
An HTTP request may be redirected to a different SOR-AF service instance when using direct or indirect communications (see 3GPP TS 29.500 [4]).
An SCP that reselects a different SOR-AF producer instance will return the NF Instance ID of the new SOR-AF producer instance in the 3gpp-Sbi-Producer-Id header, as specified in clause 6.10.3.4 of 3GPP TS 29.500 [4].
If an SOR-AF redirects a service request to a different SOR-AF using an 307 Temporary Redirect or 308 Permanent Redirect status code, the identity of the new SOR-AF towards which the service request is redirected shall be indicated in the 3gpp-Sbi-Target-Nf-Id header of the 307 Temporary Redirect or 308 Permanent Redirect response as specified in clause 6.10.9.1 of 3GPP TS 29.500 [4].

* * * End of Changes * * * *
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