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* * * First Change * * * *
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Figure 6.1.3.1-1: Resource URI structure of the Nhss_imsUECM API
Table 6.1.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.1.3.1-1: Resources and methods overview
	Resource name
(Archetype)
	Resource URI
	HTTP method or custom operation
	Description

	ScscfRegistration
(Document)
	/{imsUeId}/scscf-registration
	PUT
	Create or update the S-CSCF registration state of the UE

	
	
	
	

	Authorize
(Custom operation)
	/{impu}/authorize
	authorize
(POST)
	Authorize the requested operation for the UE

	Scscf Restoration Information
(Document)
	/{imsUeId}/scscf-registration/scscf-restoration-info
	GET
	Retrieve the S-CSCF restoration information.

	
	
	PUT
	Update the S-CSCF restoration information.

	
	
	DELETE
	Delete the S-CSCF restoration information.
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This resource represents the registered S-CSCF.
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Resource URI: {apiRoot}/nhss-ims-uecm/{apiVersion}/{imsUeId}/scscf-registration
This resource shall support the resource URI variables defined in table 6.1.3.2.2-1.
Table 6.1.3.2.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	imsUeId
	Represents the IMS Subscription Identifier, either the IMS Public Identity (i.e. IMPU or Public PSI) or the Private Identity (i.e. IMPI or PSI). See 3GPP TS 23.228 [6] clause 4.3).
IMS Public Identity is used with the PUT method;
IMS Public Identity or IMS Private Identity is used with the PATCH methods.

Pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"
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This method shall support the URI query parameters specified in table 6.1.3.2.3.1-1.
Table 6.1.3.2.3.1-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.1.3.2.3.1-2 and the response data structures and response codes specified in table 6.1.3.2.3.1-3.
Table 6.1.3.2.3.1-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	ScscfRegistration
	M
	1
	S-CSCF registration for indicated IMS Public Identity is updated with the received information.



Table 6.1.3.2.3.1-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ScscfRegistration
	M
	1
	201 Created
	A response body containing a representation of the created individual scscfRegistration resource for the received IMS Public Identity shall be returned.

	ScscfRegistration
	M
	1
	200 OK
	A response body containing a representation of the updated individual scscfRegistration resource for the received IMS Public Identity shall be returned.

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- USER_NOT_FOUND

	ExtendedProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
- IDENTITY_ALREADY_REGISTERED In this case include invalidParams with cscfServerName as param and with value of the currently assigned S-CSCF name in the AdditionalInfo
- IDENTITIES_DO_NOT_MATCH
- ERROR_IN_REGISTRATION_TYPE



Table 6.1.3.2.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.1.3.2.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.
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There are no custom operations associated to resources.
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This resource represents the IMS restoration information. It is queried by the service consumer (S-CSCF) to retrieve the information required for an S-CSCF to handle the requests for a user.
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Resource URI: {apiRoot}/nhss-ims-uecm/{apiVersion}/{imsUeId}/scscf-registration/scscf-restoration-info
This resource shall support the resource URI variables defined in table 6.1.3.3.2-1.
Table 6.1.3.3.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"
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This method shall support the URI query parameters specified in table 6.1.3.3.3.1-1.
Table 6.1.3.3.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.1.3.3.3.1-2 and the response data structures and response codes specified in table 6.1.3.3.3.1-3.
Table 6.1.3.3.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.3.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ScscfRestorationInfoResponse
	M
	1
	200 OK
	A response body containing information for the S-CSCF to handle the requests for a user.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- DATA_NOT_FOUND

NOTE: DATA_NOT_FOUND indicates that there is no restoration info stored under the scscf-registration resource.



Table 6.1.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.1.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.
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This method shall support the URI query parameters specified in table 6.1.3.3.3.2-1.
Table 6.1.3.3.3.2-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.1.3.3.3.2-2 and the response data structures and response codes specified in table 6.1.3.3.3.2-3.
Table 6.1.3.3.3.2-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	ScscfRestorationInfoRequest
	M
	1
	S-CSCF restoration information for indicated IMS Public Identity is updated with the received information.



Table 6.1.3.3.3.2-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ScscfRestorationInfoResponse
	M
	1
	201 Created
	Upon success, a response body containing a representation of the created individual ScscfRestorationInfo resource for the received IMS Public Identity shall be returned.

	ScscfRestorationInfoResponse
	M
	1
	200 OK
	Upon success, a response body containing a representation of the updated individual ScscfRestorationInfo resource shall be returned.

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
- OPERATION_NOT_ALLOWED

NOTE: OPERATION_NOT_ALLOWED indicates the S-CSCF is not allowed to create/update the restoration information.



Table 6.1.3.3.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.1.3.3.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.
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This method shall support the URI query parameters specified in table 6.1.3.3.3.3-1.
Table 6.1.3.3.3.3-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.1.3.3.3.3-2 and the response data structures and response codes specified in table 6.1.3.3.3.3-3.
Table 6.1.3.3.3.3-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	M
	1
	The request body shall be empty.



Table 6.1.3.3.3.3-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
- OPERATION_NOT_ALLOWED

NOTE: OPERATION_NOT_ALLOWED indicates the S-CSCF is not allowed to delete the restoration information stored in the HSS.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- DATA_NOT_FOUND

NOTE: DATA_NOT_FOUND indicates that there is no restoration info stored under the scscf-registration resource.
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Table 6.1.3.3.3.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.1.3.3.3.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.
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Table 6.1.4.1-1: Custom operations without associated resources
	Custom operation URI
	Mapped HTTP method
	Description

	/{impu}/authorize
	POST
	Authorize the requested operation for the UE
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This resource represents the information that is needed to authorize a UE to register or establish sessions in the IMS domain. See 3GPP TS 23.228 [6].
[bookmark: _Toc21948911][bookmark: _Toc24978785][bookmark: _Toc34346558][bookmark: _Toc34740635][bookmark: _Toc34747994][bookmark: _Toc34748370][bookmark: _Toc34749360][bookmark: _Toc49689822][bookmark: _Toc56336907][bookmark: _Toc73443723][bookmark: _Toc122091885]6.1.4.2.2	Operation Definition
This resource shall support the resource URI variables defined in table 6.1.4.2.2-1.
Table 6.1.4.2.2-1: URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.1.1

	apiVersion
	See clause 6.1.1

	impu
	Represents the IMS Public Identity (i.e. IMPU or Public PSI). See 3GPP TS 23.228 [6] clause 4.3).



This operation shall support the request data structures specified in table 6.1.4.2.2-1 and the response data structure and response codes specified in table 6.1.4.2.2-2.
Table 6.1.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	AuthorizationRequest
	M
	1
	Contains input for authorization, such as the authorization type or the visited network identifier.



Table 6.1.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	AuthorizationResponse
	M
	1
	200 OK
	A response body containing result information or the registered S-CSCF shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- IDENTITY_NOT_REGISTERED

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
- AUTHORIZATION_REJECTED
- IDENTITIES_DONT_MATCH



Table 6.1.4.2.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.1.4.2.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.
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The POST method shall be used for Deregistration Notifications and the URI shall be as provided during the registration procedure.
Resource URI: {callbackReference}
Support of URI query parameters is specified in table 6.1.5.2-1.
Table 6.1.5.2-1: URI query parameters supported by the POST method
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



Support of request data structures is specified in table 6.1.5.2-2 and of response data structures and response codes is specified in table 6.1.5.2-3.
Table 6.1.5.2-2: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	DeregistrationData
	M
	1
	Includes Deregistration Reason and identities to be deregistered



Table 6.1.5.2-3: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned.

	DeregistrationData
	
	
	200 OK
	Upon success or partial success, DeregistrationData shall be returned including additional information about the result of the procedure.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the notification endpoint of the subscribing NF Service Consumer. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the notification endpoint of the subscribing NF Service Consumer. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- CONTEXT_NOT_FOUND



Table 6.1.5.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the notification endpoint of the subscribing NF Service Consumer. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.1.5.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the notification endpoint of the subscribing NF Service Consumer. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



* * * 2nd Change * * * *
6.1.10	HTTP redirection
An HTTP request may be redirected to a different HSS service instance when using direct or indirect communications (see 3GPP TS 29.500 [4]).
An SCP that reselects a different HSS producer instance will return the NF Instance ID of the new HSS producer instance in the 3gpp-Sbi-Producer-Id header, as specified in clause 6.10.3.4 of 3GPP TS 29.500 [4].
If an HSS redirects a service request to a different HSS using an 307 Temporary Redirect or 308 Permanent Redirect status code, the identity of the new HSS towards which the service request is redirected shall be indicated in the 3gpp-Sbi-Target-Nf-Id header of the 307 Temporary Redirect or 308 Permanent Redirect response as specified in clause 6.10.9.1 of 3GPP TS 29.500 [4].

* * * 3rd Change * * * *
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Figure 6.2.3.1-1: Resource URI structure of the Nhss_imsSDM API


Figure 6.2.3.1-2: Resource URI structure of the Nhss_imsSDM API
Table 6.2.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.2.3.1-1: Resources and methods overview
	Resource name
(Archetype)
	Resource URI
	HTTP method or custom operation
	Description

	Repository Data
(Document)
	/{imsUeId}/repository-data/{serviceIndication}
	GET
	Retrieve repository data for a service indication

	
	
	DELETE
	Delete repository data for a service indication

	
	
	PUT
	Update repository data for a service indication

	Repository Data List (Document)
	/{imsUeId}/repository-data
	GET
	Retrieve multiple repository data for a list of service indications

	IMS Associated Identities
(Document)
	/{imsUeId}/identities/ims-associated-identities
	GET
	Retrieve the UE's IMS associated identities (implicit and alias)

	MSISDNs
(Document)
	/{imsUeId}/identities/msisdns
	GET
	Retrieve the UE's MSISDNs (basic and additional)

	PrivateIdentities
(Document)
	/{imsUeId}/identities/private-identities
	GET
	Retrieve the UE's Private Identities (IMPI and IMSI)

	ImeiSvInformation
(Document)
	/{imsUeId}/identities/imeisv
	GET
	Retrieve the UE's IMEISV

	IMS Profile Data
(Document)
	/{imsUeId}/ims-data/profile-data
	GET
	Retrieve the UE's subscribed Profile

	Initial Filter Criteria
(Document)
	/{imsUeId}/ims-data/
profile-data/ifcs
	GET
	Retrieve the UE's subscribed Initial Filter Criteria

	Service Level Trace Information
(Document)
	/{imsUeId}/ims-data/profile-data/service-level-trace-info
	GET
	Retrieve the UE's subscribed Service Level Trace Information

	Service Priority Information
(Document)
	/{imsUeId}/ims-data/
profile-data/priority-levels
	GET
	Retrieve the UE's subscribed Service Priority Levels

	Charging Information
(Document)
	/{imsUeId}/ims-data/
profile-data/chargingInfo
	GET
	Retrieve the UE's subscribed Charging Information

	IMS Location Data
(Document)
	/{imsUeId}/ims-data/location-data/server-name
	GET
	Retrieve the UE's S-CSCF name

	S-CSCF Capabilities
(Document)
	/{imsUeId}/ims-data/location-data/scscf-capabilities
	GET
	Retrieve the UE's S-CSCF capabilities (mandatory and/or optional)

	S-CSCF Selection Assistance Information
(Document)
	/{imsUeId}/ims-data/location-data/scscf-selection-assistance-info
	GET
	Retrieve the UE's S-CSCF Selection Assistance Information

	IMS Registration Status
(Document)
	/{imsUeId}/ims-data/
registration-status
	GET
	Retrieve the UE's IMS registration status.

	Subscriptions
(Collection)
	/{imsUeId}/subscriptions
	POST
	Create a subscription

	Individual subscription
(Document)
	/{imsUeId}/subscriptions/
{subscriptionId}
	DELETE
	Delete the subscription identified by {subscriptionId}, i.e. unsubscribe
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	PATCH
	Modify the sdm-subscription identified by {subscriptionId}

	PS Location Information(Document)
	/{imsUeId}/access-data/
ps-domain/location-data
	GET
	Retrieve the UE's location in PS domain

	CS Location Information(Document)
	/{imsUeId}/access-data/
cs-domain/location-data
	GET
	Retrieve the UE's location in CS domain

	PsUserState
(Document)
	/{imsUeId}/access-data/
ps-domain/user-state
	GET
	Retrieve the UE's state in PS domain

	CsUserState
(Document)
	/{imsUeId}/access-data/
cs-domain/user-state
	GET
	Retrieve the UE's state in CS domain

	TadsInfo
(Document)
	/{imsUeId}/access-data/
ps-domain/tads-info
	GET
	Retrieve the UE's T-ADS information

	UeReachabilityIpSubscriptions
(Collection)
	/{imsUeId}/access-data/
ps-domain/ue-reach-subscriptions
	POST
	Create a subscription to UE Reachability for IP

	UE reachability individual subscription
(Document)
	/{imsUeId}/access-data/
ps-domain/ue-reach-subscriptions/
{subscriptionId}
	DELETE
	Delete the subscription to UE reachability for IP identified by {subscriptionId}, i.e. unsubscribe

	
	
	PATCH
	Modify the subscription to UE reachability for IP identified by {subscriptionId}

	IpAddress
(Document)
	/{imsUeId}/access-data/
ps-domain/ip-address
	GET
	Retrieve the UE's stored IP Address Secure Binding Information

	Csrn
(Document)
	/{imsUeId}/access-data/
cs-domain/csrn
	GET
	Retrieve a CSRN for the UE

	ReferenceAccessLocation
(Document)
	/{imsUeId}/access-data/wireline-domain/reference-location
	GET
	Retrieve the UE's subscribed Reference Access Location

	SRVCC Data
(Document)
	/{imsUeId}/srvcc-data
	GET
	Retrieve the UE's STN-SR and SRVCC capability

	
	
	PATCH
	Update the UE's STN-SR.

	PSI Activation State
(Document)
	/{imsUeId}/service-data/
psi-status
	GET
	Retrieve a PSI activation status

	
	
	PATCH
	Update a PSI activation status

	Dsai
(Document)
	/{imsUeId}/service-data/dsai
	GET
	Retrieve DSAI data (i.e. DSAI tags and status) associated to an Application Server

	
	
	PATCH
	Update DSAI data associated to an Application Server

	SMSRegistrationInfo
(Document)
	/{imsUeId}/service-data/
sms-registration-info
	GET
	Retrieve the SMS Registration Information (e.g. IP-SM-GW address)

	
	
	PUT
	Creates or updates the SMS Registration Information (e.g. IP-SM-GW address)

	
	
	DELETE
	Deletes the SMS Registration Information (e.g. IP-SM-GW address)

	SharedData
(Collection)
	/shared-data
	GET
	Retrieve shared data

	SharedDataSubscriptions
(Collection)
	/shared-data-subscriptions
	POST
	Create a subscription

	Shared Data Individual Subscription
(Document)
	/shared-data-subscriptions/{subscriptionId}
	DELETE
	Delete the subscription identified by {subscriptionId}, i.e. unsubscribe

	
	
	PATCH
	Modify the subscription identified by {subscriptionId}
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This resource represents the IMS associated identities. It is queried by the service consumer (IMS-AS) to retrieve the list of identities in the same Implicit Registration Set, together with the Alias Group Information and additional information (e.g. identity type)
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Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/identities/ims-associated-identities
This resource shall support the resource URI variables defined in table 6.2.3.2.2-1.
Table 6.2.3.2.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"
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This method shall support the URI query parameters specified in table 6.2.3.2.3.1-1.
Table 6.2.3.2.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.2.3.1-2 and the response data structures and response codes specified in table 6.2.3.2.3.1-3.
Table 6.2.3.2.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ImsAssociatedIdentities
	M
	1
	200 OK
	A response body containing the list of identities belonging to the same Implicit Registration Set shall be returned, together with the related information (Alias Group, if any, identity type, IRS default identity, registration state of the IRS).

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- USER_NOT_FOUND

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
- OPERATION_NOT_ALLOWED



Table 6.2.3.2.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.2.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.
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This resource represents the MSISDNs associated to the UE. It is queried by the service consumer (IMS-AS) to retrieve the list of MSISDNs (basic and additional). If the UE is shared among multiple IMS Private Identities and the consumer queries for the basic MSISDN (C-MSISDN), the URI query parameter Private Identity (IMPI) shall be included.
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Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/identities/msisdns
This resource shall support the resource URI variables defined in table 6.2.3.3.2-1.
Table 6.2.3.3.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"
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This method shall support the URI query parameters specified in table 6.2.3.3.3.1-1.
Table 6.2.3.3.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	private-id
	PrivateId
	O
	0..1
	IMS Private Identity (IMPI) of the UE. It shall be included if there are multiple Private Identities associated to the Public Identity received and the basic MSISDN (C-MSISDN) is requested.



This method shall support the request data structures specified in table 6.2.3.3.3.1-2 and the response data structures and response codes specified in table 6.2.3.3.3.1-3.
Table 6.2.3.3.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.3.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	MsisdnList
	M
	1
	200 OK
	A response body containing the list of MSISDNs associated to the UE and all Private Identities shall be returned. If the response is for a basic MSISDN (C-MSISDN) query (query parameter IMPI was present), only one MSISDN shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc21948958][bookmark: _Toc24978832][bookmark: _Toc34346615][bookmark: _Toc34740692][bookmark: _Toc34748051][bookmark: _Toc34748427][bookmark: _Toc34749417][bookmark: _Toc49689880][bookmark: _Toc56336965][bookmark: _Toc73443781][bookmark: _Toc122091941]6.2.3.4	Resource: S-CSCF Capabilities
[bookmark: _Toc21948959][bookmark: _Toc24978833][bookmark: _Toc34346616][bookmark: _Toc34740693][bookmark: _Toc34748052][bookmark: _Toc34748428][bookmark: _Toc34749418][bookmark: _Toc49689881][bookmark: _Toc56336966][bookmark: _Toc73443782][bookmark: _Toc122091942]6.2.3.4.1	Description
This resource represents the S-CSCF capabilities. It is queried by the service consumer (I-CSCF) to retrieve S-CSCF capabilities associated to the UE (mandatory capabilities and/or optional capabilities).
[bookmark: _Toc21948960][bookmark: _Toc24978834][bookmark: _Toc34346617][bookmark: _Toc34740694][bookmark: _Toc34748053][bookmark: _Toc34748429][bookmark: _Toc34749419][bookmark: _Toc49689882][bookmark: _Toc56336967][bookmark: _Toc73443783][bookmark: _Toc122091943]6.2.3.4.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/ims-data/location-data/scscf-capabilities
This resource shall support the resource URI variables defined in table 6.2.3.4.2-1.
Table 6.2.3.4.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc21948961][bookmark: _Toc24978835][bookmark: _Toc34346618][bookmark: _Toc34740695][bookmark: _Toc34748054][bookmark: _Toc34748430][bookmark: _Toc34749420][bookmark: _Toc49689883][bookmark: _Toc56336968][bookmark: _Toc73443784][bookmark: _Toc122091944]6.2.3.4.3	Resource Standard Methods
[bookmark: _Toc21948962][bookmark: _Toc24978836][bookmark: _Toc34346619][bookmark: _Toc34740696][bookmark: _Toc34748055][bookmark: _Toc34748431][bookmark: _Toc34749421][bookmark: _Toc49689884][bookmark: _Toc56336969][bookmark: _Toc73443785]6.2.3.4.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.4.3.1-1.
Table 6.2.3.4.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.4.3.1-2 and the response data structures and response codes specified in table 6.2.3.4.3.1-3.
Table 6.2.3.4.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.4.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ScscfCapabilityList
	M
	1
	200 OK
	A response body containing the list mandatory and/or optional capabilities shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

NOTE: DATA_NOT_FOUND indicates that any S-CSCF can be selected, e.g. based on I-CSCF local policy.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.4.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.4.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc24978837][bookmark: _Toc34346620][bookmark: _Toc34740697][bookmark: _Toc34748056][bookmark: _Toc34748432][bookmark: _Toc34749422][bookmark: _Toc49689885][bookmark: _Toc56336970][bookmark: _Toc73443786][bookmark: _Toc122091945]6.2.3.5	Resource: IMS Profile Data
[bookmark: _Toc24978838][bookmark: _Toc34346621][bookmark: _Toc34740698][bookmark: _Toc34748057][bookmark: _Toc34748433][bookmark: _Toc34749423][bookmark: _Toc49689886][bookmark: _Toc56336971][bookmark: _Toc73443787][bookmark: _Toc122091946]6.2.3.5.1	Description
This resource represents the IMS Profile Data. It is queried by the service consumer (S-CSCF) to retrieve the user's IMS profile data, containing the required information to handle the multimedia sessions (e.g. Initial Filter Criteria)
[bookmark: _Toc24978839][bookmark: _Toc34346622][bookmark: _Toc34740699][bookmark: _Toc34748058][bookmark: _Toc34748434][bookmark: _Toc34749424][bookmark: _Toc49689887][bookmark: _Toc56336972][bookmark: _Toc73443788][bookmark: _Toc122091947]6.2.3.5.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/ims-data/profile-data
This resource shall support the resource URI variables defined in table 6.2.3.5.2-1.
Table 6.2.3.5.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc24978840][bookmark: _Toc34346623][bookmark: _Toc34740700][bookmark: _Toc34748059][bookmark: _Toc34748435][bookmark: _Toc34749425][bookmark: _Toc49689888][bookmark: _Toc56336973][bookmark: _Toc73443789][bookmark: _Toc122091948]6.2.3.5.3	Resource Standard Methods
[bookmark: _Toc24978841][bookmark: _Toc34346624][bookmark: _Toc34740701][bookmark: _Toc34748060][bookmark: _Toc34748436][bookmark: _Toc34749426][bookmark: _Toc49689889][bookmark: _Toc56336974][bookmark: _Toc73443790]6.2.3.5.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.5.3.1-1.
NOTE:	The retrieval of these data sets can also be achieved by sending individual GET requests to the corresponding sub-resources under the {imsUeId} resource. When multiple data sets need to be retrieved by the NF Service consumer, it is recommended to use a single GET request with query parameters rather than issuing multiple GET requests.
Table 6.2.3.5.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	dataset-names
	array(DataSetName)
	O
	1..N
	Datasets to be retrieved

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6



This method shall support the request data structures specified in table 6.2.3.5.3.1-2 and the response data structures and response codes specified in table 6.2.3.5.3.1-3.
Table 6.2.3.5.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.5.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ImsProfileData
	M
	1
	200 OK
	Upon success, a response body containing the User's Profile Data shall be included.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application errors:
- OPERATION_NOT_ALLOWED



Table 6.2.3.5.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.5.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc11338480][bookmark: _Toc27585112][bookmark: _Toc34346625][bookmark: _Toc34740702][bookmark: _Toc34748061][bookmark: _Toc34748437][bookmark: _Toc34749427][bookmark: _Toc49689890][bookmark: _Toc56336975][bookmark: _Toc73443791][bookmark: _Toc122091949]6.2.3.6	Resource: Subscriptions
[bookmark: _Toc11338481][bookmark: _Toc27585113][bookmark: _Toc34346626][bookmark: _Toc34740703][bookmark: _Toc34748062][bookmark: _Toc34748438][bookmark: _Toc34749428][bookmark: _Toc49689891][bookmark: _Toc56336976][bookmark: _Toc73443792][bookmark: _Toc122091950]6.2.3.6.1	Description
This resource is used to represent subscriptions to notifications of data change.
[bookmark: _Toc11338482][bookmark: _Toc27585114][bookmark: _Toc34346627][bookmark: _Toc34740704][bookmark: _Toc34748063][bookmark: _Toc34748439][bookmark: _Toc34749429][bookmark: _Toc49689892][bookmark: _Toc56336977][bookmark: _Toc73443793][bookmark: _Toc122091951]6.2.3.6.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/subscriptions
This resource shall support the resource URI variables defined in table 6.2.3.6.2-1.
Table 6.2.3.6.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc11338483][bookmark: _Toc27585115][bookmark: _Toc34346628][bookmark: _Toc34740705][bookmark: _Toc34748064][bookmark: _Toc34748440][bookmark: _Toc34749430][bookmark: _Toc49689893][bookmark: _Toc56336978][bookmark: _Toc73443794][bookmark: _Toc122091952]6.2.3.6.3	Resource Standard Methods
[bookmark: _Toc11338484][bookmark: _Toc27585116][bookmark: _Toc34346629][bookmark: _Toc34740706][bookmark: _Toc34748065][bookmark: _Toc34748441][bookmark: _Toc34749431][bookmark: _Toc49689894][bookmark: _Toc56336979][bookmark: _Toc73443795]6.2.3.6.3.1	POST
This method shall support the URI query parameters specified in table 6.2.3.6.3.1-1.
Table 6.2.3.6.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.6.3.1-2 and the response data structures and response codes specified in table 6.2.3.6.3.1-3.
Table 6.2.3.6.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	ImsSdmSubscription
	M
	1
	The subscription that is to be created.



Table 6.2.3.6.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ImsSdmSubscription
	M
	1
	201 Created
	Upon success, a response body containing a representation of the created Individual subscription resource shall be returned.

The HTTP response shall include a "Location" HTTP header that contains the resource URI of the created resource.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- USER_NOT_FOUND

	ProblemDetails
	O
	0..1
	501 Not Implemented
	The "cause" attribute may be used to indicate the following application error:
- UNSUPPORTED_RESOURCE_URI

This response shall not be cached.


[bookmark: _Toc11338485][bookmark: _Toc27585117]
Table 6.2.3.6.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.6.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc34346630][bookmark: _Toc34740707][bookmark: _Toc34748066][bookmark: _Toc34748442][bookmark: _Toc34749432][bookmark: _Toc49689895][bookmark: _Toc56336980][bookmark: _Toc73443796][bookmark: _Toc122091953]6.2.3.7	Resource: Individual subscription
[bookmark: _Toc11338486][bookmark: _Toc27585118][bookmark: _Toc34346631][bookmark: _Toc34740708][bookmark: _Toc34748067][bookmark: _Toc34748443][bookmark: _Toc34749433][bookmark: _Toc49689896][bookmark: _Toc56336981][bookmark: _Toc73443797][bookmark: _Toc122091954]6.2.3.7.1	Description
This resource is used to represent an individual subscription to notifications of data change.
[bookmark: _Toc11338487][bookmark: _Toc27585119][bookmark: _Toc34346632][bookmark: _Toc34740709][bookmark: _Toc34748068][bookmark: _Toc34748444][bookmark: _Toc34749434][bookmark: _Toc49689897][bookmark: _Toc56336982][bookmark: _Toc73443798][bookmark: _Toc122091955]6.2.3.7.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/subscriptions/{subscriptionId}
This resource shall support the resource URI variables defined in table 6.2.3.7.2-1.
Table 6.2.3.7.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"

	subscriptionId
	The subscriptionId identifies an individual subscription to notifications.



[bookmark: _Toc11338488][bookmark: _Toc27585120][bookmark: _Toc34346633][bookmark: _Toc34740710][bookmark: _Toc34748069][bookmark: _Toc34748445][bookmark: _Toc34749435][bookmark: _Toc49689898][bookmark: _Toc56336983][bookmark: _Toc73443799][bookmark: _Toc122091956]6.2.3.7.3	Resource Standard Methods
[bookmark: _Toc11338489][bookmark: _Toc27585121][bookmark: _Toc34346634][bookmark: _Toc34740711][bookmark: _Toc34748070][bookmark: _Toc34748446][bookmark: _Toc34749436][bookmark: _Toc49689899][bookmark: _Toc56336984][bookmark: _Toc73443800]6.2.3.7.3.1	DELETE
This method shall support the URI query parameters specified in table 6.2.3.7.3.1-1.
Table 6.2.3.7.3.1-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.7.3.1-2 and the response data structures and response codes specified in table 6.2.3.7.3.1-3.
Table 6.2.3.7.3.1-2: Data structures supported by the Delete Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	The request body shall be empty.



Table 6.2.3.7.3.1-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- SUBSCRIPTION_NOT_FOUND, see 3GPP TS 29.500 [4] table 5.2.7.2-1.



Table 6.2.3.7.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.7.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc11338490][bookmark: _Toc27585122][bookmark: _Toc34346635][bookmark: _Toc34740712][bookmark: _Toc34748071][bookmark: _Toc34748447][bookmark: _Toc34749437][bookmark: _Toc49689900][bookmark: _Toc56336985][bookmark: _Toc73443801]6.2.3.7.3.2	PATCH
This method shall support the URI query parameters specified in table 6.2.3.7.3.2-1.
Table 6.2.3.7.3.2-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6



This method shall support the request data structures specified in table 6.2.3.7.3.2-2 and the response data structures and response codes specified in table 6.2.3.7.3.2-3.
Table 6.2.3.7.3.2-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)
	M
	1
	It contains the list of changes to be made to the resource representing the individual subscription, according to the JSON PATCH format specified in IETF RFC 6902 [12].



Table 6.2.3.7.3.2-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, a response with no content is returned.
(NOTE 1)

	PatchResult
	M
	1
	200 OK
	Upon success, the execution report is returned. (NOTE 1)

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- SUBSCRIPTION_NOT_FOUND, see 3GPP TS 29.500 [4] table 5.2.7.2-1.

	ProblemDetails
	O
	0..1
	403 Forbidden
	One or more attributes are not allowed to be modified.

The "cause" attribute may be used to indicate the following application error:
- MODIFICATION_NOT_ALLOWED, see 3GPP TS 29.500 [4] table 5.2.7.2-1.

	NOTE 1:	If all the modification instructions in the PATCH request have been implemented, the HSS shall respond with 204 No Content response; if some of the modification instructions in the PATCH request have been discarded, and the NF service consumer has included in the supported-feature query parameter the "PatchReport" feature number, the HSS shall respond with PatchResult.



Table 6.2.3.7.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.7.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.
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This resource is used to represent subscriptions to notifications for shared data.
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Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/shared-data-subscriptions
This resource shall support the resource URI variables defined in table 6.2.3.8.2-1.
Table 6.2.3.8.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1
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[bookmark: _Toc11338550][bookmark: _Toc27585182][bookmark: _Toc34346640][bookmark: _Toc34740717][bookmark: _Toc34748076][bookmark: _Toc34748452][bookmark: _Toc34749442][bookmark: _Toc49689905][bookmark: _Toc56336990][bookmark: _Toc73443806]6.2.3.8.3.1	POST
This method shall support the URI query parameters specified in table 6.2.3.8.3.1-1.
Table 6.2.3.8.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.8.3.1-2 and the response data structures and response codes specified in table 6.2.3.8.3.1-3.
Table 6.2.3.8.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	ImsSdmSubscription
	M
	1
	The subscription that is to be created.



Table 6.2.3.8.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ImsSdmSubscription
	M
	1
	201 Created
	Upon success, a response body containing a representation of the created Individual subscription resource shall be returned.

The HTTP response shall include a "Location" HTTP header that contains the resource URI of the created resource.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	501 Not Implemented
	The "cause" attribute may be used to indicate the following application error:
- UNSUPPORTED_RESOURCE_URI

This response shall not be cached.


[bookmark: _Toc11338551][bookmark: _Toc27585183]
Table 6.2.3.8.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.8.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.
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[bookmark: _Toc11338552][bookmark: _Toc27585184][bookmark: _Toc34346642][bookmark: _Toc34740719][bookmark: _Toc34748078][bookmark: _Toc34748454][bookmark: _Toc34749444][bookmark: _Toc49689907][bookmark: _Toc56336992][bookmark: _Toc73443808][bookmark: _Toc122091962]6.2.3.9.1	Description
This resource is used to represent an individual subscription to notifications for shared data.
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Resource URI: {apiRoot}/nhss-sdm/{apiVersion}/shared-data-subscriptions/{subscriptionId}
This resource shall support the resource URI variables defined in table 6.2.3.9.2-1.
Table 6.2.3.9.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	subscriptionId
	The subscriptionId identifies an individual subscription to notifications.
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This method shall support the URI query parameters specified in table 6.2.3.9.3.1-1.
Table 6.2.3.9.3.1-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.zz.3.1-2 and the response data structures and response codes specified in table 6.2.3.zz.3.1-3.
Table 6.2.3.9.3.1-2: Data structures supported by the Delete Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	The request body shall be empty.



Table 6.2.3.9.3.1-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The resource corresponding to the SubscriptionId can't be found.

The "cause" attribute may be used to indicate the following application error:
- SUBSCRIPTION_NOT_FOUND, see 3GPP TS 29.500 [4] table 5.2.7.2-1.



Table 6.2.3.9.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.9.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.
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This method shall support the URI query parameters specified in table 6.2.3.9.3.2-1.
Table 6.2.3.9.3.2-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6



This method shall support the request data structures specified in table 6.2.3.9.3.2-2 and the response data structures and response codes specified in table 6.2.3.9.3.2-3.
Table 6.2.3.9.3.2-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)
	M
	1
	It contains the list of changes to be made to the resource representing the individual subscription, according to the JSON PATCH format specified in IETF RFC 6902 [12].



Table 6.2.3.9.3.2-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, a response with no content is returned. (NOTE 1)

	PatchResult
	M
	1
	200 OK
	Upon success, the execution report is returned. (NOTE 1)

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The resource corresponding to the SubscriptionId can't be found.

The "cause" attribute may be used to indicate the following application error:
- SUBSCRIPTION_NOT_FOUND, see 3GPP TS 29.500 [4] table 5.2.7.2-1.

	ProblemDetails
	O
	0..1
	403 Forbidden
	One or more attributes are not allowed to be modified.

The "cause" attribute may be used to indicate the following application error:
- MODIFICATION_NOT_ALLOWED, see 3GPP TS 29.500 [4] table 5.2.7.2-1.

	NOTE 1:	If all the modification instructions in the PATCH request have been implemented, the HSS shall respond with 204 No Content response; if some of the modification instructions in the PATCH request have been discarded, and the NF service consumer has included in the supported-feature query parameter the "PatchReport" feature number, the HSS shall respond with PatchResult.



Table 6.2.3.9.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.9.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.
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[bookmark: _Toc26199601][bookmark: _Toc34346648][bookmark: _Toc34740725][bookmark: _Toc34748084][bookmark: _Toc34748460][bookmark: _Toc34749450][bookmark: _Toc49689913][bookmark: _Toc56336998][bookmark: _Toc73443814][bookmark: _Toc122091966]6.2.3.10.1	Description
This resource represents the IMS Registration Status. It is queried by the service consumer (e.g. AS) to retrieve the IMS registration status of the user.
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Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/ims-data/registration-status
This resource shall support the resource URI variables defined in table 6.2.3.10.2-1.
Table 6.2.3.10.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc26199603][bookmark: _Toc34346650][bookmark: _Toc34740727][bookmark: _Toc34748086][bookmark: _Toc34748462][bookmark: _Toc34749452][bookmark: _Toc49689915][bookmark: _Toc56337000][bookmark: _Toc73443816][bookmark: _Toc122091968]6.2.3.10.3	Resource Standard Methods
[bookmark: _Toc26199604][bookmark: _Toc34346651][bookmark: _Toc34740728][bookmark: _Toc34748087][bookmark: _Toc34748463][bookmark: _Toc34749453][bookmark: _Toc49689916][bookmark: _Toc56337001][bookmark: _Toc73443817]6.2.3.10.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.10.3.1-1.
Table 6.2.3.10.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6
	



This method shall support the request data structures specified in table 6.2.3.10.3.1-2 and the response data structure and response codes specified in table 6.2.3.10.3.1-3.
Table 6.2.3.10.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.10.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ImsRegistrationStatus
	M
	1
	200 OK
	A response body containing the IMS registration status of the user.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates the user has not performed yet any IMS registration.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.10.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.10.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.
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[bookmark: _Toc34346653][bookmark: _Toc34740730][bookmark: _Toc34748089][bookmark: _Toc34748465][bookmark: _Toc34749455][bookmark: _Toc49689918][bookmark: _Toc56337003][bookmark: _Toc73443819][bookmark: _Toc122091970]6.2.3.11.1	Description
This resource represents the Service Priority Levels. It is queried by the service consumer (e.g. AS) to retrieve the Namespaces and priority levels allowed for the user.
[bookmark: _Toc34346654][bookmark: _Toc34740731][bookmark: _Toc34748090][bookmark: _Toc34748466][bookmark: _Toc34749456][bookmark: _Toc49689919][bookmark: _Toc56337004][bookmark: _Toc73443820][bookmark: _Toc122091971]6.2.3.11.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/ims-data/profile-data/priority-levels
This resource shall support the resource URI variables defined in table 6.2.3.11.2-1.
Table 6.2.3.11.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"
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This method shall support the URI query parameters specified in table 6.2.3.11.3.1-1.
Table 6.2.3.11.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP 1 29.500 [4] clause 6.6
	



This method shall support the request data structures specified in table 6.2.3.11.3.1-2 and the response data structures and response codes specified in table 6.2.3.11.3.1-3.
Table 6.2.3.11.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.11.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	PriorityLevels
	M
	1
	200 OK
	A response body containing the service priority information (priority namespaces and associated levels) allowed for the user shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates that the user does not have priority service.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.11.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.11.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc34346657][bookmark: _Toc34740734][bookmark: _Toc34748093][bookmark: _Toc34748469][bookmark: _Toc34749459][bookmark: _Toc49689922][bookmark: _Toc56337007][bookmark: _Toc73443823][bookmark: _Toc122091973]6.2.3.12	Resource: Initial Filter Criteria
[bookmark: _Toc34346658][bookmark: _Toc34740735][bookmark: _Toc34748094][bookmark: _Toc34748470][bookmark: _Toc34749460][bookmark: _Toc49689923][bookmark: _Toc56337008][bookmark: _Toc73443824][bookmark: _Toc122091974]6.2.3.12.1	Description
This resource represents the Initial Filter Criteria (IFCs). It is queried by the service consumer (e.g. S-CSCF, AS) to retrieve the list of IFCs associated to the UE (including Shared IFC Set Identifiers, if provisioned).
[bookmark: _Toc34346659][bookmark: _Toc34740736][bookmark: _Toc34748095][bookmark: _Toc34748471][bookmark: _Toc34749461][bookmark: _Toc49689924][bookmark: _Toc56337009][bookmark: _Toc73443825][bookmark: _Toc122091975]6.2.3.12.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/ims-data/profile-data/ifcs
This resource shall support the resource URI variables defined in table 6.2.3.12.2-1.
Table 6.2.3.12.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"
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This method shall support the URI query parameters specified in table 6.2.3.12.3.1-1.
Table 6.2.3.12.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6
	

	application-server-name
	SipServerName
	O
	0..1
	This information element indicates application server's SIP URI.
	



This method shall support the request data structures specified in table 6.2.3.12.3.1-2 and the response data structures and response codes specified in table 6.2.3.12.3.1-3.
Table 6.2.3.12.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.12.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	Ifcs
	M
	1
	200 OK
	A response body containing the list of complete IFCs and/or shared IFC set identifiers shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates that there is no Initial Filter Criteria associated to the user (i.e. no AS is triggered by S-CSCF for the user)

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.12.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.12.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.
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[bookmark: _Toc34346663][bookmark: _Toc34740740][bookmark: _Toc34748099][bookmark: _Toc34748475][bookmark: _Toc34749465][bookmark: _Toc49689928][bookmark: _Toc56337013][bookmark: _Toc73443829][bookmark: _Toc122091978]6.2.3.13.1	Description
This resource represents the IMS location data. It is queried by the service consumer (e.g. AS) to retrieve the S-CSCF name stored for the user.
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Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/ims-data/location-data/server-name
This resource shall support the resource URI variables defined in table 6.2.3.13.2-1.
Table 6.2.3.13.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"
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This method shall support the URI query parameters specified in table 6.2.3.13.3.1-1.
Table 6.2.3.13.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6
	



This method shall support the request data structures specified in table 6.2.3.13.3.1-2 and the response data structure and response codes specified in table 6.2.3.13.3.1-3.
Table 6.2.3.13.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.13.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ImsLocationData
	M
	1
	200 OK
	A response body containing the S-CSCF name stored for the user.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates the user has not performed yet any IMS registration.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.13.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.13.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set.

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].
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This resource represents the Service Level Trace Information. It is queried by the service consumer (e.g. AS) to retrieve the Trace Level information so that the consumer can perform logging for the user as described in IETF RFC 8497 [23].
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Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/ims-data/profile-data/service-trace-level-information
This resource shall support the resource URI variables defined in table 6.2.3.14.2-1.
Table 6.2.3.14.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"
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[bookmark: _Toc34346671][bookmark: _Toc34740748][bookmark: _Toc34748107][bookmark: _Toc34748483][bookmark: _Toc34749473][bookmark: _Toc49689936][bookmark: _Toc56337021][bookmark: _Toc73443837]6.2.3.14.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.14.3.1-1.
Table 6.2.3.14.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6
	



This method shall support the request data structures specified in table 6.2.3.14.3.1-2 and the response data structures and response codes specified in table 6.2.3.14.3.1-3.
Table 6.2.3.14.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.14.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ServiceLevelTraceInformation
	M
	1
	200 OK
	A response body containing the IMS service level trace information shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates that the service level tracing is disabled for the user.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.14.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.14.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.
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This resource represents the Location Information in PS domain. It is queried by the service consumer (e.g. AS) to retrieve the location information in PS domain as retrieved from the serving node(s). The service consumer may indicate the requested nodes for which the request is applicable (e.g. AMF only)
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Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/access-data/ps-domain/location-data
This resource shall support the resource URI variables defined in table 6.2.3.15.2-1.
Table 6.2.3.15.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity) or the IMS private Identity. If both the IMS Public Identity and the IMS Private Identity are available at the service consumer, the imsUeId represents the IMS Public Identity.

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"
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This method shall support the URI query parameters specified in table 6.2.3.15.3.1-1.
Table 6.2.3.15.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	requested-nodes
	array(RequestedNode)
	O
	1..N
	Indicates the serving node(s) for which the request is applicable.

	serving-node
	boolean
	O
	0..1
	Indicates that only the stored NF id/address of the serving node(s) requested and PLMN identity are required, that is, other location data (e.g. Global Cell ID) is not required.

It shall be absent if current-location is present with value true.

true: only the requested node(s) address(es) are requested
false or absent: location data as retrieved from the requested node(s) is requested.

	local-time
	boolean
	O
	0..1
	Indicates that only the Local Time Zone information (Time Zone and Daylight Saving Time) and the PLMN identity of the location in the visited network where the UE is attached is requested, that is, other location data (e.g. Global Cell ID) is not required.

true: only the local time is requested
false or absent: location data as retrieved from the requested node(s) is requested.

	current-location
	boolean
	O
	0..1
	Indicates whether an active location retrieval has to be initiated by the requested node(s).

true: active location retrieval is requested
false or absent: active location retrieval is not requested

	rat-type
	boolean
	O
	0..1
	Indicates whether retrieval of RAT type is requested.
true: requested
false: not requested

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.



If "requested-nodes" is not included, HSS shall return location information as retrieved from all the nodes (AMF, MME and SGSN)
This method shall support the request data structures specified in table 6.2.3.15.3.1-2 and the response data structures and response codes specified in table 6.2.3.15.3.1-3.
Table 6.2.3.15.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.15.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	PsLocation
	M
	1
	200 OK
	A response body containing the PS location information as requested shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates that the location information is unknown or unavailable.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.15.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.15.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.
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This resource represents the Location Information in CS domain. It is queried by the service consumer (e.g. AS) to retrieve the location information in CS domain as retrieved from the MSC/VLR.
[bookmark: _Toc34346679][bookmark: _Toc34740756][bookmark: _Toc34748115][bookmark: _Toc34748491][bookmark: _Toc34749481][bookmark: _Toc49689944][bookmark: _Toc56337029][bookmark: _Toc73443845][bookmark: _Toc122091991]6.2.3.16.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/access-data/cs-domain/location-data
This resource shall support the resource URI variables defined in table 6.2.3.16.2-1.
Table 6.2.3.16.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity) or the IMS private Identity. If both the IMS Public Identity and the IMS Private Identity are available at the service consumer, the imsUeId represents the IMS Public Identity.

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc34346680][bookmark: _Toc34740757][bookmark: _Toc34748116][bookmark: _Toc34748492][bookmark: _Toc34749482][bookmark: _Toc49689945][bookmark: _Toc56337030][bookmark: _Toc73443846][bookmark: _Toc122091992]6.2.3.16.3	Resource Standard Methods
[bookmark: _Toc34346681][bookmark: _Toc34740758][bookmark: _Toc34748117][bookmark: _Toc34748493][bookmark: _Toc34749483][bookmark: _Toc49689946][bookmark: _Toc56337031][bookmark: _Toc73443847]6.2.3.16.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.16.3.1-1.
Table 6.2.3.16.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	serving-node
	boolean
	O
	0..1
	Indicates that only the MSC/VLR address and PLMN identity are required, that is, other location data (e.g. Global Cell ID) is not required.

It shall be absent if current-location is present.

true: only the MSC/VLR number requested
false or absent: location data as retrieved from the MSC/VLR is requested.

	local-time
	boolean
	O
	0..1
	Indicates that only the Local Time Zone information (Time Zone and Daylight Saving Time) and the PLMN identity of the location in the visited network where the UE is attached is requested, that is, other location data (e.g. Global Cell ID) is not required.

It shall be absent if current-location is present.

	current-location
	boolean
	O
	0..1
	Indicates whether an active location retrieval has to be initiated by the MSC/VLR.

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.



If "serving-node" is not included, HSS shall return the location data as retrieved from the MSC/VLR.
If "local-time" is not included, HSS shall return the location data as retrieved from the MSC/VLR.
This method shall support the request data structures specified in table 6.2.3.16.3.1-2 and the response data structures and response codes specified in table 6.2.3.16.3.1-3.
Table 6.2.3.16.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.16.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	CsLocation
	M
	1
	200 OK
	A response body containing the CS location information as requested shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates that the location information is unknown or unavailable.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.16.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.16.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc34346682][bookmark: _Toc34740759][bookmark: _Toc34748118][bookmark: _Toc34748494][bookmark: _Toc34749484][bookmark: _Toc49689947][bookmark: _Toc56337032][bookmark: _Toc73443848][bookmark: _Toc122091993]6.2.3.17	Resource: SRVCC data
[bookmark: _Toc34346683][bookmark: _Toc34740760][bookmark: _Toc34748119][bookmark: _Toc34748495][bookmark: _Toc34749485][bookmark: _Toc49689948][bookmark: _Toc56337033][bookmark: _Toc73443849][bookmark: _Toc122091994]6.2.3.17.1	Description
This resource represents the SRVCC data. It is queried by the service consumer (e.g. AS) to retrieve the UE SRVCC capability and the STN-SR for the user.
[bookmark: _Toc34346684][bookmark: _Toc34740761][bookmark: _Toc34748120][bookmark: _Toc34748496][bookmark: _Toc34749486][bookmark: _Toc49689949][bookmark: _Toc56337034][bookmark: _Toc73443850][bookmark: _Toc122091995]6.2.3.17.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/srvcc-data
This resource shall support the resource URI variables defined in table 6.2.3.17.2-1.
Table 6.2.3.17.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity) or the IMS private Identity. If both the IMS Public Identity and the IMS Private Identity are available at the service consumer, the imsUeId represents the IMS Public Identity.

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc34346685][bookmark: _Toc34740762][bookmark: _Toc34748121][bookmark: _Toc34748497][bookmark: _Toc34749487][bookmark: _Toc49689950][bookmark: _Toc56337035][bookmark: _Toc73443851][bookmark: _Toc122091996]6.2.3.17.3	Resource Standard Methods
[bookmark: _Toc34346686][bookmark: _Toc34740763][bookmark: _Toc34748122][bookmark: _Toc34748498][bookmark: _Toc34749488][bookmark: _Toc49689951][bookmark: _Toc56337036][bookmark: _Toc73443852]6.2.3.17.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.17.3.1-1.
Table 6.2.3.17.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6
	

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.
	



This method shall support the request data structures specified in table 6.2.3.17.3.1-2 and the response data structures and response codes specified in table 6.2.3.17.3.1-3.
Table 6.2.3.17.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.17.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SrvccData
	M
	1
	200 OK
	A response body containing the STN-SR and the UE SRVCC capabilities for the user shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates that the user is not subscribed to SRVCC.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.17.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.17.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc34346687][bookmark: _Toc34740764][bookmark: _Toc34748123][bookmark: _Toc34748499][bookmark: _Toc34749489][bookmark: _Toc49689952][bookmark: _Toc56337037][bookmark: _Toc73443853]6.2.3.17.3.2	PATCH
This method shall support the URI query parameters specified in table 6.2.3.17.3.2-1.
Table 6.2.3.17.3.2-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.



This method shall support the request data structures specified in table 6.2.3.17.3.2-2 and the response data structures and response codes specified in table 6.2.3.17.3.2-3.
Table 6.2.3.17.3.2-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)
	M
	 1..N
	Items describe the modifications to the SRVCC data.

Modification are not applicable to UE SRVCC capabilities.



Table 6.2.3.17.3.2-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned. (NOTE 1)

	PatchResult
	M
	1
	200 OK
	Upon success, the execution report is returned. (NOTE 1)

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	
The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates that the user is not subscribed to SRVCC.

	ProblemDetails
	O
	0..1
	403 Forbidden
	One or more attributes are not allowed to be modified.

The "cause" attribute may be used to indicate one of the following application errors:
- MODIFICATION_NOT_ALLOWED, see GPP TS 29.500 [4] table 5.2.7.2-1.
- OPERATION_NOT_ALLOWED

	NOTE 1:	If all the modification instructions in the PATCH request have been implemented, the HSS shall respond with 204 No Content response; if some of the modification instructions in the PATCH request have been discarded, and the NF service consumer has included in the supported-feature query parameter the "PatchReport" feature number, the HSS shall respond with PatchResult.



Table 6.2.3.17.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.17.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc34346688][bookmark: _Toc34740765][bookmark: _Toc34748124][bookmark: _Toc34748500][bookmark: _Toc34749490][bookmark: _Toc49689953][bookmark: _Toc56337038][bookmark: _Toc73443854][bookmark: _Toc122091997]6.2.3.18	Resource: PSI activation state
[bookmark: _Toc34346689][bookmark: _Toc34740766][bookmark: _Toc34748125][bookmark: _Toc34748501][bookmark: _Toc34749491][bookmark: _Toc49689954][bookmark: _Toc56337039][bookmark: _Toc73443855][bookmark: _Toc122091998]6.2.3.18.1	Description
This resource represents the PSI activation state. It is queried by the service consumer (e.g. AS) to retrieve the activation state for the IMS Public Service Identity.
[bookmark: _Toc34346690][bookmark: _Toc34740767][bookmark: _Toc34748126][bookmark: _Toc34748502][bookmark: _Toc34749492][bookmark: _Toc49689955][bookmark: _Toc56337040][bookmark: _Toc73443856][bookmark: _Toc122091999]6.2.3.18.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/psi-status
This resource shall support the resource URI variables defined in table 6.2.3.18.2-1.
Table 6.2.3.18.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Service Identity

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc34346691][bookmark: _Toc34740768][bookmark: _Toc34748127][bookmark: _Toc34748503][bookmark: _Toc34749493][bookmark: _Toc49689956][bookmark: _Toc56337041][bookmark: _Toc73443857][bookmark: _Toc122092000]6.2.3.18.3	Resource Standard Methods
[bookmark: _Toc34346692][bookmark: _Toc34740769][bookmark: _Toc34748128][bookmark: _Toc34748504][bookmark: _Toc34749494][bookmark: _Toc49689957][bookmark: _Toc56337042][bookmark: _Toc73443858]6.2.3.18.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.18.3.1-1.
Table 6.2.3.18.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6
	



This method shall support the request data structures specified in table 6.2.3.18.3.1-2 and the response data structures and response codes specified in table 6.2.3.18.3.1-3.
Table 6.2.3.18.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.18.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	PsiActivationState
	M
	1
	200 OK
	A response body containing the PSI activation state shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- SERVICE_NOT_FOUND

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.18.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.18.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc34346693][bookmark: _Toc34740770][bookmark: _Toc34748129][bookmark: _Toc34748505][bookmark: _Toc34749495][bookmark: _Toc49689958][bookmark: _Toc56337043][bookmark: _Toc73443859]6.2.3.18.3.2	PATCH
This method shall support the URI query parameters specified in table 6.2.3.18.3.2-1.
Table 6.2.3.18.3.2-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6



This method shall support the request data structures specified in table 6.2.3.18.3.2-2 and the response data structures and response codes specified in table 6.2.3.18.3.2-3.
Table 6.2.3.18.3.2-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)
	M
	 1..N
	Items describe the modifications to the PSI activation state.



Table 6.2.3.18.3.2-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned. (NOTE 1)

	PatchResult
	M
	1
	200 OK
	Upon success, the execution report is returned. (NOTE 1)

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- SERVICE_NOT_FOUND


	ProblemDetails
	O
	0..1
	403 Forbidden
	One or more attributes are not allowed to be modified.

The "cause" attribute may be used to indicate one of the following application errors:
- MODIFICATION_NOT_ALLOWED, see GPP TS 29.500 [4] table 5.2.7.2-1.
- OPERATION_NOT_ALLOWED

	NOTE 1:	If all the modification instructions in the PATCH request have been implemented, the HSS shall respond with 204 No Content response; if some of the modification instructions in the PATCH request have been discarded, and the NF service consumer has included in the supported-feature query parameter the "PatchReport" feature number, the HSS shall respond with PatchResult.


[bookmark: _Toc34346694][bookmark: _Toc34740771]
Table 6.2.3.18.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.18.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc34748130][bookmark: _Toc34748506][bookmark: _Toc34749496][bookmark: _Toc49689959][bookmark: _Toc56337044][bookmark: _Toc73443860][bookmark: _Toc122092001]6.2.3.19	Resource: Repository Data
[bookmark: _Toc26199591][bookmark: _Toc34346695][bookmark: _Toc34740772][bookmark: _Toc34748131][bookmark: _Toc34748507][bookmark: _Toc34749497][bookmark: _Toc49689960][bookmark: _Toc56337045][bookmark: _Toc73443861][bookmark: _Toc122092002]6.2.3.19.1	Description
This resource represents the Repository Data. It is used by the service consumer (e.g. IMS-AS) to create, retrieve, update or delete the repository data for a given service indication.
[bookmark: _Toc26199592][bookmark: _Toc34346696][bookmark: _Toc34740773][bookmark: _Toc34748132][bookmark: _Toc34748508][bookmark: _Toc34749498][bookmark: _Toc49689961][bookmark: _Toc56337046][bookmark: _Toc73443862][bookmark: _Toc122092003]6.2.3.19.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/repository-data/{serviceIndication}
This resource shall support the resource URI variables defined in table 6.2.3.19.2-1.
Table 6.2.3.19.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"

	serviceIndication
	Represents the identifier of a service related data.



[bookmark: _Toc26199593][bookmark: _Toc34346697][bookmark: _Toc34740774][bookmark: _Toc34748133][bookmark: _Toc34748509][bookmark: _Toc34749499][bookmark: _Toc49689962][bookmark: _Toc56337047][bookmark: _Toc73443863][bookmark: _Toc122092004]6.2.3.19.3	Resource Standard Methods
[bookmark: _Toc26199594][bookmark: _Toc34346698][bookmark: _Toc34740775][bookmark: _Toc34748134][bookmark: _Toc34748510][bookmark: _Toc34749500][bookmark: _Toc49689963][bookmark: _Toc56337048][bookmark: _Toc73443864]6.2.3.19.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.19.3.1-1.
Table 6.2.3.19.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6



This method shall support the request data structures specified in table 6.2.3.19.3.1-2 and the response data structures and response codes specified in table 6.2.3.19.3.1-3.
Table 6.2.3.19.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.19.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	RepositoryData
	M
	1
	200 OK
	A response body containing the Repository Data for the requested Service Indication.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.19.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.19.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc34346699][bookmark: _Toc34740776][bookmark: _Toc34748135][bookmark: _Toc34748511][bookmark: _Toc34749501][bookmark: _Toc49689964][bookmark: _Toc56337049][bookmark: _Toc73443865]6.2.3.19.3.2	PUT
This method shall support the URI query parameters specified in table 6.2.3.19.3.2-1.
Table 6.2.3.19.3.2-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.19.3.2-2 and the response data structures and response codes specified in table 6.2.3.19.3.2-3.
Table 6.2.3.19.3.2-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	RepositoryData
	M
	1
	The Repository Data to be created or replaced.



Table 6.2.3.19.3.2-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	RepositoryData
	M
	1
	201 Created
	Upon success, a response body containing a representation of the created Individual RepositoryData resource shall be returned.

	RepositoryData
	M
	1
	200 OK
	Upon success, a response body containing a representation of the updated Individual RepositoryData resource shall be returned.

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned 

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- USER_NOT_FOUND

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED

	ProblemDetails
	O
	0..1
	409 Conflict
	The "cause" attribute may be used to indicate the following application error:
- OUT_OF_SYNC

	ProblemDetails
	O
	0..1
	413 Payload Too Large
	The "cause" attribute may be used to indicate the following application error:
- TOO_MUCH_DATA



Table 6.2.3.19.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.19.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc34346700][bookmark: _Toc34740777][bookmark: _Toc34748136][bookmark: _Toc34748512][bookmark: _Toc34749502][bookmark: _Toc49689965][bookmark: _Toc56337050][bookmark: _Toc73443866]6.2.3.19.3.3	DELETE
This method shall support the URI query parameters specified in table 6.2.3.19.3.3-1.
Table 6.2.3.19.3.3-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.19.3.3-2 and the response data structures and response codes specified in table 6.2.3.19.3.3-3.
Table 6.2.3.19.3.3-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	The request body shall be empty.



Table 6.2.3.19.3.3-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned 

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates that no repository data exists for the requested service indication.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.19.3.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.19.3.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc11338541][bookmark: _Toc27585173][bookmark: _Toc34346701][bookmark: _Toc34740778][bookmark: _Toc34748137][bookmark: _Toc34748513][bookmark: _Toc34749503][bookmark: _Toc49689966][bookmark: _Toc56337051][bookmark: _Toc73443867][bookmark: _Toc122092005]6.2.3.20	Resource: SharedData
[bookmark: _Toc11338542][bookmark: _Toc27585174][bookmark: _Toc34346702][bookmark: _Toc34740779][bookmark: _Toc34748138][bookmark: _Toc34748514][bookmark: _Toc34749504][bookmark: _Toc49689967][bookmark: _Toc56337052][bookmark: _Toc73443868][bookmark: _Toc122092006]6.2.3.20.1	Description
This resource represents the collection of data that can be shared by multiple UEs.
[bookmark: _Toc11338543][bookmark: _Toc27585175][bookmark: _Toc34346703][bookmark: _Toc34740780][bookmark: _Toc34748139][bookmark: _Toc34748515][bookmark: _Toc34749505][bookmark: _Toc49689968][bookmark: _Toc56337053][bookmark: _Toc73443869][bookmark: _Toc122092007]6.2.3.20.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/<apiVersion>/shared-data
This resource shall support the resource URI variables defined in table 6.2.3.20.2-1.
Table 6.2.3.20.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1



[bookmark: _Toc11338544][bookmark: _Toc27585176][bookmark: _Toc34346704][bookmark: _Toc34740781][bookmark: _Toc34748140][bookmark: _Toc34748516][bookmark: _Toc34749506][bookmark: _Toc49689969][bookmark: _Toc56337054][bookmark: _Toc73443870][bookmark: _Toc122092008]6.2.3.20.3	Resource Standard Methods
[bookmark: _Toc11338545][bookmark: _Toc27585177][bookmark: _Toc34346705][bookmark: _Toc34740782][bookmark: _Toc34748141][bookmark: _Toc34748517][bookmark: _Toc34749507][bookmark: _Toc49689970][bookmark: _Toc56337055][bookmark: _Toc73443871]6.2.3.20.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.20.3.1-1.
Table 6.2.3.20.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	shared-data-ids
	array(SharedDataId)
	M
	1..N
	



This method shall support the request data structures specified in table 6.2.3.20.3.1-2 and the response data structures and response codes specified in table 6.2.3.20.3.1-3.
Table 6.2.3.20.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.20.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	array(SharedData)
	M
	1..N
	200 OK
	Upon success, a response body containing a list of SharedData shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- DATA_NOT_FOUND



Table 6.2.3.20.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.20.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc49689971][bookmark: _Toc56337056][bookmark: _Toc73443872][bookmark: _Toc122092009]6.2.3.21	Resource: ImeiSvInformation
[bookmark: _Toc49689972][bookmark: _Toc56337057][bookmark: _Toc73443873][bookmark: _Toc122092010]6.2.3.21.1	Description
This resource represents the IMEI(SV) information. It is queried by the service consumer (e.g. IMS AS) to retrieve the IMEI(SV) for the user.
[bookmark: _Toc49689973][bookmark: _Toc56337058][bookmark: _Toc73443874][bookmark: _Toc122092011]6.2.3.21.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/identities/imeisv
This resource shall support the resource URI variables defined in table 6.2.3.21.2-1.
Table 6.2.3.21.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity) or the IMS Private Identity. If both the IMS Public Identity and the IMS Private Identity are available at the service consumer, the imsUeId represents the IMS Public Identity.

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc49689974][bookmark: _Toc56337059][bookmark: _Toc73443875][bookmark: _Toc122092012]6.2.3.21.3	Resource Standard Methods
[bookmark: _Toc49689975][bookmark: _Toc56337060][bookmark: _Toc73443876]6.2.3.21.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.21.3.1-1.
Table 6.2.3.21.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6
	

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.
	



This method shall support the request data structures specified in table 6.2.3.21.3.1-2 and the response data structures and response codes specified in table 6.2.3.21.3.1-3.
Table 6.2.3.21.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.21.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ImeiSvInformation
	M
	1
	200 OK
	A response body containing the IMEI(SV) information for the user shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND


	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.21.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.21.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc49689976][bookmark: _Toc56337061][bookmark: _Toc73443877][bookmark: _Toc122092013]6.2.3.22	Resource: IP Address
[bookmark: _Toc49689977][bookmark: _Toc56337062][bookmark: _Toc73443878][bookmark: _Toc122092014]6.2.3.22.1	Description
This resource represents the IP Address Information. It is queried by the service consumer (e.g. SCC-AS) to retrieve the IP Address Information for the user.
[bookmark: _Toc49689978][bookmark: _Toc56337063][bookmark: _Toc73443879][bookmark: _Toc122092015]6.2.3.22.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/access-data/ps-domain/ip-address
This resource shall support the resource URI variables defined in table 6.2.3.22.2-1.
Table 6.2.3.22.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. non-shared IMS Public User identity) or the IMS Private Identity.

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc49689979][bookmark: _Toc56337064][bookmark: _Toc73443880][bookmark: _Toc122092016]6.2.3.22.3	Resource Standard Methods
[bookmark: _Toc49689980][bookmark: _Toc56337065][bookmark: _Toc73443881]6.2.3.22.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.22.3.1-1.
Table 6.2.3.22.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6
	



This method shall support the request data structures specified in table 6.2.3.22.3.1-2 and the response data structures and response codes specified in table 6.2.3.22.3.1-3.
Table 6.2.3.22.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.22.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	IpAddr
	M
	1
	200 OK
	A response body containing the IP address (IPv4, Ipv6, Ipv6 prefix and/or IPv6 interface identifier) for the user shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates that no IP Address is currently allocated for the user.


	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.22.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.22.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc49689981][bookmark: _Toc56337066][bookmark: _Toc73443882][bookmark: _Toc122092017]6.2.3.23	Resource: T-ADS Info
[bookmark: _Toc49689982][bookmark: _Toc56337067][bookmark: _Toc73443883][bookmark: _Toc122092018]6.2.3.23.1	Description
This resource represents the T-ADS Information. It is queried by the service consumer (e.g. SCC-AS) to retrieve the T-ADS Information for the user.
[bookmark: _Toc49689983][bookmark: _Toc56337068][bookmark: _Toc73443884][bookmark: _Toc122092019]6.2.3.23.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/access-data/ps-domain/tads-info
This resource shall support the resource URI variables defined in table 6.2.3.23.2-1.
Table 6.2.3.23.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity) or the IMS Private Identity. If both the IMS Public Identity and the IMS Private Identity are available at the service consumer, the imsUeId represents the IMS Public Identity.

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc49689984][bookmark: _Toc56337069][bookmark: _Toc73443885][bookmark: _Toc122092020]6.2.3.23.3	Resource Standard Methods
[bookmark: _Toc49689985][bookmark: _Toc56337070][bookmark: _Toc73443886]6.2.3.23.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.23.3.1-1.
Table 6.2.3.23.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6
	

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.
	



This method shall support the request data structures specified in table 6.2.3.23.3.1-2 and the response data structures and response codes specified in table 6.2.3.23.3.1-3.
Table 6.2.3.23.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.23.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	TadsInformation
	M
	1
	200 OK
	A response body containing the T-ADS information (most recent VoPS support) for the user shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND


	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.23.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.23.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc49689986][bookmark: _Toc56337071][bookmark: _Toc73443887][bookmark: _Toc122092021]6.2.3.24	Resource: UeReachabilitySubscriptions
[bookmark: _Toc49689987][bookmark: _Toc56337072][bookmark: _Toc73443888][bookmark: _Toc122092022]6.2.3.24	Description
This resource is used to represent subscriptions to notifications of UE Reachability for IP.
[bookmark: _Toc49689988][bookmark: _Toc56337073][bookmark: _Toc73443889][bookmark: _Toc122092023]6.2.3.24.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/access-data/ps-domain/ue-reach-subscriptions
This resource shall support the resource URI variables defined in table 6.2.3.24.2-1.
Table 6.2.3.24.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc49689989][bookmark: _Toc56337074][bookmark: _Toc73443890][bookmark: _Toc122092024]6.2.3.24.3	Resource Standard Methods
[bookmark: _Toc49689990][bookmark: _Toc56337075][bookmark: _Toc73443891]6.2.3.24.3.1	POST
This method shall support the URI query parameters specified in table 6.2.3.24.3.1-1.
Table 6.2.3.24.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.



This method shall support the request data structures specified in table 6.2.3.24.3.1-2 and the response data structures and response codes specified in table 6.2.3.24.3.1-3.
Table 6.2.3.24.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	UeReachabilitySubscription
	M
	1
	The subscription to UE reachability for IP that is to be created.



Table 6.2.3.24.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	CreatedUeReachabilitySubscription
	M
	1
	201 Created
	Upon success, a response body containing a representation of the created Individual subscription resource shall be returned.

The HTTP response shall include a "Location" HTTP header that contains the resource URI of the created resource.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- USER_NOT_FOUND



Table 6.2.3.24.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.24.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc49689991][bookmark: _Toc56337076][bookmark: _Toc73443892][bookmark: _Toc122092025]6.2.3.25	Resource: UE reachability Individual subscription
[bookmark: _Toc49689992][bookmark: _Toc56337077][bookmark: _Toc73443893][bookmark: _Toc122092026]6.2.3.25.1	Description
This resource is used to represent an individual subscription to notification of UE reachability for IP.
[bookmark: _Toc49689993][bookmark: _Toc56337078][bookmark: _Toc73443894][bookmark: _Toc122092027]6.2.3.25.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/access-data/ps-domain/ue-reach-subscriptions/{subscriptionId}
This resource shall support the resource URI variables defined in table 6.2.3.25.2-1.
Table 6.2.3.25.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"

	subscriptionId
	The subscriptionId identifies an individual subscription to notification of UE reachability for IP.



[bookmark: _Toc49689994][bookmark: _Toc56337079][bookmark: _Toc73443895][bookmark: _Toc122092028]6.2.3.25.3	Resource Standard Methods
[bookmark: _Toc49689995][bookmark: _Toc56337080][bookmark: _Toc73443896]6.2.3.25.3.1	DELETE
This method shall support the URI query parameters specified in table 6.2.3.25.3.1-1.
Table 6.2.3.25.3.1-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.



This method shall support the request data structures specified in table 6.2.3.7.3.1-2 and the response data structures and response codes specified in table 6.2.3.7.3.1-3.
Table 6.2.3.25.3.1-2: Data structures supported by the Delete Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	The request body shall be empty.



Table 6.2.3.25.3.1-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- SUBSCRIPTION_NOT_FOUND, see 3GPP TS 29.500 [4] table 5.2.7.2-1.



Table 6.2.3.25.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.25.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc49689996][bookmark: _Toc56337081][bookmark: _Toc73443897]6.2.3.25.3.2	PATCH
This method shall support the URI query parameters specified in table 6.2.3.25.3.2-1.
Table 6.2.3.25.3.2-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.



This method shall support the request data structures specified in table 6.2.3.25.3.2-2 and the response data structures and response codes specified in table 6.2.3.25.3.2-3.
Table 6.2.3.25.3.2-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)
	M
	1
	It contains the list of changes to be made to the resource representing the individual subscription, according to the JSON PATCH format specified in IETF RFC 6902 [12].



Table 6.2.3.25.3.2-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, a response with no content is returned.
(NOTE 1)

	PatchResult
	M
	1
	200 OK
	Upon success, the execution report is returned. (NOTE 1)

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- SUBSCRIPTION_NOT_FOUND, see 3GPP TS 29.500 [4] table 5.2.7.2-1.

	ProblemDetails
	O
	0..1
	403 Forbidden
	One or more attributes are not allowed to be modified.

The "cause" attribute may be used to indicate the following application error:
- MODIFICATION_NOT_ALLOWED, see 3GPP TS 29.500 [4] table 5.2.7.2-1.

	NOTE 1:	If all the modification instructions in the PATCH request have been implemented, the HSS shall respond with 204 No Content response; if some of the modification instructions in the PATCH request have been discarded, and the NF service consumer has included in the supported-feature query parameter the "PatchReport" feature number, the HSS shall respond with PatchResult.



Table 6.2.3.25.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.25.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc49689997][bookmark: _Toc56337082][bookmark: _Toc73443898][bookmark: _Toc122092029]6.2.3.26	Resource: PS User State
[bookmark: _Toc49689998][bookmark: _Toc56337083][bookmark: _Toc73443899][bookmark: _Toc122092030]6.2.3.26.1	Description
This resource represents the User State information in PS domain. It is queried by the service consumer (e.g. AS) to retrieve the User State information in PS domain as retrieved from the serving node(s). The service consumer may indicate the requested nodes for which the request is applicable (e.g. AMF only)
[bookmark: _Toc49689999][bookmark: _Toc56337084][bookmark: _Toc73443900][bookmark: _Toc122092031]6.2.3.26.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/access-data/ps-domain/user-state
This resource shall support the resource URI variables defined in table 6.2.3.26.2-1.
Table 6.2.3.26.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity) or the IMS private Identity. If both the IMS Public Identity and the IMS Private Identity are available at the service consumer, the imsUeId represents the IMS Public Identity.

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc49690000][bookmark: _Toc56337085][bookmark: _Toc73443901][bookmark: _Toc122092032]6.2.3.26.3	Resource Standard Methods
[bookmark: _Toc49690001][bookmark: _Toc56337086][bookmark: _Toc73443902]6.2.3.26.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.26.3.1-1.
Table 6.2.3.26.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	requested-nodes
	array(RequestedNode)
	O
	1..N
	Indicates the serving node(s) for which the request is applicable.

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.



If "requested-nodes" is not included, HSS shall return the user state as retrieved from all the nodes (AMF, MME and SGSN)
This method shall support the request data structures specified in table 6.2.3.26.3.1-2 and the response data structures and response codes specified in table 6.2.3.26.3.1-3.
Table 6.2.3.26.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.26.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	PsUserState
	M
	1
	200 OK
	A response body containing the PS user state information as requested shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates that the user state information is unknown or unavailable.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.26.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.26.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc49690002][bookmark: _Toc56337087][bookmark: _Toc73443903][bookmark: _Toc122092033]6.2.3.27	Resource: CS User State
[bookmark: _Toc49690003][bookmark: _Toc56337088][bookmark: _Toc73443904][bookmark: _Toc122092034]6.2.3.27.1	Description
This resource represents the User State information in CS domain. It is queried by the service consumer (e.g. AS) to retrieve the User State information in CS domain as retrieved from the MSC/VLR.
[bookmark: _Toc49690004][bookmark: _Toc56337089][bookmark: _Toc73443905][bookmark: _Toc122092035]6.2.3.27.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/access-data/cs-domain/user-state
This resource shall support the resource URI variables defined in table 6.2.3.27.2-1.
Table 6.2.3.27.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity) or the IMS private Identity. If both the IMS Public Identity and the IMS Private Identity are available at the service consumer, the imsUeId represents the IMS Public Identity.

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc49690005][bookmark: _Toc56337090][bookmark: _Toc73443906][bookmark: _Toc122092036]6.2.3.27.3	Resource Standard Methods
[bookmark: _Toc49690006][bookmark: _Toc56337091][bookmark: _Toc73443907]6.2.3.27.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.27.3.1-1.
Table 6.2.3.27.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.



This method shall support the request data structures specified in table 6.2.3.27.3.1-2 and the response data structures and response codes specified in table 6.2.3.27.3.1-3.
Table 6.2.3.27.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.27.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	CsUserState
	M
	1
	200 OK
	A response body containing the CS user state information as requested shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.27.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.27.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc49690007][bookmark: _Toc56337092][bookmark: _Toc73443908][bookmark: _Toc122092037]6.2.3.28	Resource: Csrn
[bookmark: _Toc49690008][bookmark: _Toc56337093][bookmark: _Toc73443909][bookmark: _Toc122092038]6.2.3.28.1	Description
This resource represents the CSRN. It is queried by the service consumer (e.g. SCC-AS) to retrieve a CSRN for the user.
[bookmark: _Toc49690009][bookmark: _Toc56337094][bookmark: _Toc73443910][bookmark: _Toc122092039]6.2.3.28.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/access-data/cs-domain/csrn
This resource shall support the resource URI variables defined in table 6.2.3.28.2-1.
Table 6.2.3.28.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity) or the IMS Private Identity. If both the IMS Public Identity and the IMS Private Identity are available at the service consumer, the imsUeId represents the IMS Public Identity.

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc49690010][bookmark: _Toc56337095][bookmark: _Toc73443911][bookmark: _Toc122092040]6.2.3.28.3	Resource Standard Methods
[bookmark: _Toc49690011][bookmark: _Toc56337096][bookmark: _Toc73443912]6.2.3.28.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.28.3.1-1.
Table 6.2.3.28.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6
	

	pre-paging
	PrePaging
	O
	0..1
	Indicates if pre-paging is supported

true: pre-paging is supported
false or absent: pre-paging is not supported
	

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.
	

	call-reference-info
	CallReferenceInfo
	O
	0..1
	Contains a Call Reference Number and the AS-Number. It allows a later retry of the call setup in the context of MTRR. See 3GPP TS 29.328 [38]
	



This method shall support the request data structures specified in table 6.2.3.28.3.1-2 and the response data structures and response codes specified in table 6.2.3.28.3.1-3.
Table 6.2.3.28.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.28.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	Csrn
	M
	1
	200 OK
	A response body containing the CSRN for the user shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates that CSRN retrieval from MSC/VLR failed.


	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.28.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.28.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc49690012][bookmark: _Toc56337097][bookmark: _Toc73443913][bookmark: _Toc122092041]6.2.3.29	Resource: ReferenceAccessLocation
[bookmark: _Toc49690013][bookmark: _Toc56337098][bookmark: _Toc73443914][bookmark: _Toc122092042]6.2.3.29.1	Description
This resource represents the Reference Location Information. It is queried by the service consumer (e.g. IMS-AS) to retrieve the reference location information for the user (e.g. line identifier in fixed access networks).
[bookmark: _Toc49690014][bookmark: _Toc56337099][bookmark: _Toc73443915][bookmark: _Toc122092043]6.2.3.29.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/access-data/wireline-domain/reference-location
This resource shall support the resource URI variables defined in table 6.2.3.29.2-1.
Table 6.2.3.29.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity) or the IMS Private Identity. If both the IMS Public Identity and the IMS Private Identity are available at the service consumer, the imsUeId represents the IMS Public Identity.

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc49690015][bookmark: _Toc56337100][bookmark: _Toc73443916][bookmark: _Toc122092044]6.2.3.29.3	Resource Standard Methods
[bookmark: _Toc49690016][bookmark: _Toc56337101][bookmark: _Toc73443917]6.2.3.29.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.29.3.1-1.
Table 6.2.3.29.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6
	

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.
	



This method shall support the request data structures specified in table 6.2.3.29.3.1-2 and the response data structures and response codes specified in table 6.2.3.29.3.1-3.
Table 6.2.3.29.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.29.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ReferenceLocationInformation
	M
	1
	200 OK
	A response body containing the reference location information (e.g. access type, line identifier) for the user shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates that no reference location information exist for the user.


	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.29.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.29.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc49690017][bookmark: _Toc56337102][bookmark: _Toc73443918][bookmark: _Toc122092045]6.2.3.30	Resource: SMSRegistrationInfo
[bookmark: _Toc49690018][bookmark: _Toc56337103][bookmark: _Toc73443919][bookmark: _Toc122092046]6.2.3.30.1	Description
This resource represents the SMS registration information. It is used by the service consumer (e.g. IP-SM-GW) to create, retrieve, update or delete the SMS registration information.
[bookmark: _Toc49690019][bookmark: _Toc56337104][bookmark: _Toc73443920][bookmark: _Toc122092047]6.2.3.30.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/service-data/sms-registration-info
This resource shall support the resource URI variables defined in table 6.2.3.30.2-1.
Table 6.2.3.30.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity) or the IMS private Identity. If both the IMS Public Identity and the IMS Private Identity are available at the service consumer, the imsUeId represents the IMS Public Identity.

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc49690020][bookmark: _Toc56337105][bookmark: _Toc73443921][bookmark: _Toc122092048]6.2.3.30.3	Resource Standard Methods
[bookmark: _Toc49690021][bookmark: _Toc56337106][bookmark: _Toc73443922]6.2.3.30.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.30.3.1-1.
Table 6.2.3.30.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.



This method shall support the request data structures specified in table 6.2.3.30.3.1-2 and the response data structures and response codes specified in table 6.2.3.30.3.1-3.
Table 6.2.3.30.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.30.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SmsRegistrationInfo
	M
	1
	200 OK
	A response body containing the SMS registration information.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates that no IP-SM-GW number is preconfigured or created previously for the user.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
- OPERATION_NOT_ALLOWED



Table 6.2.3.30.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.30.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc49690022][bookmark: _Toc56337107][bookmark: _Toc73443923]6.2.3.30.3.2	PUT
This method shall support the URI query parameters specified in table 6.2.3.30.3.2-1.
Table 6.2.3.30.3.2-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.



This method shall support the request data structures specified in table 6.2.3.30.3.2-2 and the response data structures and response codes specified in table 6.2.3.30.3.2-3.
Table 6.2.3.30.3.2-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	IpSmGwAddress
	M
	1
	The SMS Registration Information to be created or replaced.



Table 6.2.3.30.3.2-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SmsRegistrationInfo
	M
	1
	201 Created
	Upon success, a response body containing a representation of the created Individual RepositoryData resource shall be returned.

	SmsRegistrationInfo
	M
	1
	200 OK
	Upon success, a response body containing a representation of the updated Individual RepositoryData resource shall be returned.

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned 

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- USER_NOT_FOUND

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED

	ProblemDetails
	O
	0..1
	409 Conflict
	The "cause" attribute may be used to indicate the following application error:
- IP_SM_GW_CANNOT_BE_MODIFIED



Table 6.2.3.30.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.30.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc49690023][bookmark: _Toc56337108][bookmark: _Toc73443924]6.2.3.30.3.3	DELETE
This method shall support the URI query parameters specified in table 6.2.3.30.3.3-1.
Table 6.2.3.30.3.3-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	private-identity
	PrivateId
	C
	0..1
	Represents the IMS Private Identity.
Shall be present if the imsUeId variable in the resource URI takes the value of an IMS Public User Identity that is shared by several Private User Identities.



This method shall support the request data structures specified in table 6.2.3.30.3.3-2 and the response data structures and response codes specified in table 6.2.3.30.3.3-3.
Table 6.2.3.30.3.3-2: Data structures supported by the DELETE Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	The request body shall be empty.



Table 6.2.3.30.3.3-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned 

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates that no SMS registration information exists for the user.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED

	ProblemDetails
	O
	0..1
	409 Conflict
	The "cause" attribute may be used to indicate the following application error:
- IP_SM_GW_CANNOT_BE_MODIFIED



Table 6.2.3.30.3.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.30.3.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc49690024][bookmark: _Toc56337109][bookmark: _Toc73443925][bookmark: _Toc122092049]6.2.3.31	Resource: Dsai
[bookmark: _Toc49690025][bookmark: _Toc56337110][bookmark: _Toc73443926][bookmark: _Toc122092050]6.2.3.31.1	Description
This resource represents the DSAI Tag Information for the requested Application Server Name. It is used by the service consumer (e.g. IMS-AS) to retrieve or update the DSAI Tag Status.
[bookmark: _Toc49690026][bookmark: _Toc56337111][bookmark: _Toc73443927][bookmark: _Toc122092051]6.2.3.31.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/service-data/dsai
This resource shall support the resource URI variables defined in table 6.2.3.31.2-1.
Table 6.2.3.31.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. non-shared IMS Public User identity) or the IMS private Identity.

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc49690027][bookmark: _Toc56337112][bookmark: _Toc73443928][bookmark: _Toc122092052]6.2.3.31.3	Resource Standard Methods
[bookmark: _Toc49690028][bookmark: _Toc56337113][bookmark: _Toc73443929]6.2.3.31.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.31.3.1-1.
Table 6.2.3.31.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	application-server-name
	SipServerName
	M
	1
	The requested Application Server Name.

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6

	dsai-tag
	string
	O
	0..1
	This information element identify the requested instance of Dynamic Service Activation Info (DSAI).



This method shall support the request data structures specified in table 6.2.3.31.3.1-2 and the response data structures and response codes specified in table 6.2.3.31.3.1-3.
Table 6.2.3.31.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.31.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	DsaiTagInformation
	M
	1
	200 OK
	A response body containing the DSAI information for the requested Application Server.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

DATA_NOT_FOUND indicates that no DSAI Tag was found for the requested Application Server.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.31.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.31.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc49690029][bookmark: _Toc56337114][bookmark: _Toc73443930]6.2.3.31.3.2	PATCH
This method shall support the URI query parameters specified in table 6.2.3.31.3.2-1.
Table 6.2.3.31.3.2-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6



This method shall support the request data structures specified in table 6.2.3.31.3.2-2 and the response data structures and response codes specified in table 6.2.3.31.3.2-3.
Table 6.2.3.31.3.2-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)
	M
	 1..N
	Items describe the modifications to the DSAI tag(s) activation state.



Table 6.2.3.31.3.2-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned. (NOTE 1)

	PatchResult
	M
	1
	200 OK
	Upon success, the execution report is returned. (NOTE 1)

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- DSAI_TAG_NOT_FOUND


	ProblemDetails
	O
	0..1
	403 Forbidden
	One or more attributes are not allowed to be modified.

The "cause" attribute may be used to indicate one of the following application errors:
- MODIFICATION_NOT_ALLOWED, see GPP TS 29.500 [4] table 5.2.7.2-1.
- OPERATION_NOT_ALLOWED

	NOTE 1:	If all the modification instructions in the PATCH request have been implemented, the HSS shall respond with 204 No Content response; if some of the modification instructions in the PATCH request have been discarded, and the NF service consumer has included in the supported-feature query parameter the "PatchReport" feature number, the HSS shall respond with PatchResult.



Table 6.2.3.31.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.31.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc56337115][bookmark: _Toc73443931][bookmark: _Toc122092053]6.2.3.32	Resource: Private Identities
[bookmark: _Toc51872344][bookmark: _Toc56337116][bookmark: _Toc73443932][bookmark: _Toc122092054]6.2.3.32.1	Description
This resource represents the private identities. It is queried by the service consumer (IMS-AS) to retrieve the list of private identities.
[bookmark: _Toc51872345][bookmark: _Toc56337117][bookmark: _Toc73443933][bookmark: _Toc122092055]6.2.3.32.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/identities/private-identities
This resource shall support the resource URI variables defined in table 6.2.3.32.2-1.
Table 6.2.3.32.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc51872346][bookmark: _Toc56337118][bookmark: _Toc73443934][bookmark: _Toc122092056]6.2.3.32.3	Resource Standard Methods
[bookmark: _Toc51872347][bookmark: _Toc56337119][bookmark: _Toc73443935]6.2.3.32.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.32.3.1-1.
Table 6.2.3.32.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6
	

	impi
	PrivateId
	O
	0..1
	Private Identity of type IMPI
	



This method shall support the request data structures specified in table 6.2.3.32.3.1-2 and the response data structures and response codes specified in table 6.2.3.32.3.1-3.
Table 6.2.3.32.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.32.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	PrivateIdentities
	M
	1
	200 OK
	A response body containing the list of private identities belonging to the IMS UE.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- USER_NOT_FOUND

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.32.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.32.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc56337120][bookmark: _Toc73443936][bookmark: _Toc122092057]6.2.3.33	Resource: S-CSCF Selection Assistance Information
[bookmark: _Toc56337121][bookmark: _Toc73443937][bookmark: _Toc122092058]6.2.3.33.1	Description
This resource represents the S-CSCF selection assistance information. It is queried by the service consumer (I-CSCF) before S-CSCF selection.
[bookmark: _Toc56337122][bookmark: _Toc73443938][bookmark: _Toc122092059]6.2.3.33.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/ims-data/location-data/scscf-selection-assistance-info
This resource shall support the resource URI variables defined in table 6.2.3.33.2-1.
Table 6.2.3.33.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc56337123][bookmark: _Toc73443939][bookmark: _Toc122092060]6.2.3.33.3	Resource Standard Methods
[bookmark: _Toc56337124][bookmark: _Toc73443940]6.2.3.33.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.33.3.1-1.
Table 6.2.3.33.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.33.3.1-2 and the response data structures and response codes specified in table 6.2.3.33.3.1-3.
Table 6.2.3.33.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.33.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ScscfSelectionAssistanceInformation
	M
	1
	200 OK
	A response body containing the S-CSCF Selection Assistance Information.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

NOTE: DATA_NOT_FOUND indicates that any S-CSCF can be selected, e.g. based on I-CSCF local policy.

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.33.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.33.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc73443941][bookmark: _Toc122092061][bookmark: _Toc49690030][bookmark: _Toc56337125]6.2.3.34	Resource: Charging Information
[bookmark: _Toc73443942][bookmark: _Toc122092062]6.2.3.34.1	Description
This resource represents the Charging Information. It is queried by the service consumer (e.g. AS) to retrieve the Diameter addresses Charging Functions for the user.
[bookmark: _Toc73443943][bookmark: _Toc122092063]6.2.3.34.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/ims-data/profile-data/charging-info
This resource shall support the resource URI variables defined in table 6.2.3.34.2-1.
Table 6.2.3.34.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc73443944][bookmark: _Toc122092064]6.2.3.34.3	Resource Standard Methods
[bookmark: _Toc73443945]6.2.3.34.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.34.3.1-1.
Table 6.2.3.34.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP 1 29.500 [4] clause 6.6
	



This method shall support the request data structures specified in table 6.2.3.34.3.1-2 and the response data structures and response codes specified in table 6.2.3.34.3.1-3.
Table 6.2.3.34.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.34.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ChargingInfo
	M
	1
	200 OK
	A response body containing the Charging Information for the user shall be returned.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



[bookmark: _Toc122092065][bookmark: _Toc73443946]6.2.3.35	Resource: Repository Data List
[bookmark: _Toc122092066]6.2.3.35.1	Description
This resource represents the Repository Data. It is used by the service consumer (e.g. IMS-AS) to  retrieve multiple repository data for a given list of service indications.
[bookmark: _Toc122092067]6.2.3.35.2	Resource Definition
Resource URI: {apiRoot}/nhss-ims-sdm/{apiVersion}/{imsUeId}/repository-data
This resource shall support the resource URI variables defined in table 6.2.3.19.2-1.
Table 6.2.3.35.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.2.1

	apiVersion
	See clause 6.2.1

	imsUeId
	Represents the IMS Public Identity (i.e. IMS Public User identity or Public Service Identity)

pattern: "^(impu-sip\:([a-zA-Z0-9_\-.!~*()&=+$,;?\/]+)\@([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}|impu-tel\:\+[0-9]{5,15}|impi-.+|.+)$"



[bookmark: _Toc122092068]6.2.3.35.3	Resource Standard Methods
6.2.3.35.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.35.3.1-1.
Table 6.2.3.35.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6

	service-indications
	array(ServiceIndication)
	M
	1..N
	



This method shall support the request data structures specified in table 6.2.3.35.3.1-2 and the response data structures and response codes specified in table 6.2.3.35.3.1-3.
Table 6.2.3.35.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.35.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	RepositoryDataList
	M
	1
	200 OK
	A response body containing the Repository Data List for the requested Service Indications.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate the following application error:
- OPERATION_NOT_ALLOWED



Table 6.2.3.35.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.3.35.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc122092069]6.2.5	Notifications
[bookmark: _Toc34346706][bookmark: _Toc34740783][bookmark: _Toc34748142][bookmark: _Toc34748518][bookmark: _Toc34749508][bookmark: _Toc49690031][bookmark: _Toc56337126][bookmark: _Toc73443947][bookmark: _Toc122092070]6.2.5.1	General
This clause specifies the use of notifications and corresponding protocol details.
[bookmark: _Toc11338575][bookmark: _Toc27585227][bookmark: _Toc34346707][bookmark: _Toc34740784][bookmark: _Toc34748143][bookmark: _Toc34748519][bookmark: _Toc34749509][bookmark: _Toc49690032][bookmark: _Toc56337127][bookmark: _Toc73443948][bookmark: _Toc122092071]6.2.5.2	Data Change Notification
The POST method shall be used for Data Change Notifications and the URI shall be as provided during the subscription procedure.
Resource URI: {callbackReference}
Support of URI query parameters is specified in table 6.2.5.2-1.
Table 6.2.5.2-1: URI query parameters supported by the POST method
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



Support of request data structures is specified in table 6.2.5.2-2 and of response data structures and response codes is specified in table 6.2.5.2-3.
Table 6.2.5.2-2: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	ModificationNotification
	M
	1
	



Table 6.2.5.2-3: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the notification endpoint of the subscribing NF Service Consumer.

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the notification endpoint of the subscribing NF Service Consumer.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- CONTEXT_NOT_FOUND

See table 6.2.7.3-1 for the description of this error.




Table 6.2.5.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the notification endpoint of the subscribing NF. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.2.5.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the notification endpoint of the subscribing NF. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



* * * 4th Change * * * *
6.2.10	HTTP redirection
An HTTP request may be redirected to a different HSS service instance when using direct or indirect communications (see 3GPP TS 29.500 [4]).
An SCP that reselects a different HSS producer instance will return the NF Instance ID of the new HSS producer instance in the 3gpp-Sbi-Producer-Id header, as specified in clause 6.10.3.4 of 3GPP TS 29.500 [4].
If an HSS redirects a service request to a different HSS using an 307 Temporary Redirect or 308 Permanent Redirect status code, the identity of the new HSS towards which the service request is redirected shall be indicated in the 3gpp-Sbi-Target-Nf-Id header of the 307 Temporary Redirect or 308 Permanent Redirect response as specified in clause 6.10.9.1 of 3GPP TS 29.500 [4].

* * * 5th Change * * * *
[bookmark: _Toc21948972][bookmark: _Toc24978870][bookmark: _Toc34346771][bookmark: _Toc34740848][bookmark: _Toc34748207][bookmark: _Toc34748583][bookmark: _Toc34749573][bookmark: _Toc49690115][bookmark: _Toc56337215][bookmark: _Toc73444037][bookmark: _Toc122092162]6.3.3	Resources
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Figure 6.3.3.1-1: Resource URI structure of the Nhss_imsUEAU API
Table 6.3.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.3.3.1-1: Resources and methods overview
	Resource name
(Archetype)
	Resource URI
	HTTP method or custom operation
	Description

	SecurityInformation
(Custom operation)
	/{impi}/security-information/generate-sip-auth-data
	generate-sip-auth-data (POST)
	The HSS takes the variable {impi} and, if applicable, fetches the corresponding SUPI. The HSS calculates a fresh authentication vector based on the received information and the stored security information, if IMS-AKA is selected. Otherwise, the HSS provides the corresponding authentication information.
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[bookmark: _Toc11338718][bookmark: _Toc21948975][bookmark: _Toc24978873][bookmark: _Toc34346774][bookmark: _Toc34740851][bookmark: _Toc34748210][bookmark: _Toc34748586][bookmark: _Toc34749576][bookmark: _Toc49690118][bookmark: _Toc56337218][bookmark: _Toc73444040][bookmark: _Toc122092165]6.3.3.2.1	Description
This resource represents the information that is needed together with the SIP authenticacion scheme to calculate a fresh authentication vector.
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Resource URI: {apiRoot}/nhss-ims-ueau/v1/{impi}/security-information
This resource shall support the resource URI variables defined in table 6.3.3.2.2-1.
Table 6.3.3.2.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.3.1

	impi
	Represents the IMS Private Identity (see 3GPP TS 23.003 [13] clause 13.3.

Pattern: "^(impi-.+|.+)$"
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No Standard Methods are supported for this resource.
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Table 6.3.3.2.4.1-1: Custom operations
	Custom operaration URI
	Mapped HTTP method
	Description

	/generate-sip-auth-data
	POST
	Select the authentication method and calculate a fresh AV if IMS-AKA is selected or provides corresponding authentication information.



[bookmark: _Toc11338723][bookmark: _Toc21948980][bookmark: _Toc24978878][bookmark: _Toc34346779][bookmark: _Toc34740856][bookmark: _Toc34748215][bookmark: _Toc34748591][bookmark: _Toc34749581][bookmark: _Toc49690123][bookmark: _Toc56337223][bookmark: _Toc73444045]6.3.3.2.4.2	Operation: generate-sip-auth-data
[bookmark: _Toc11338724][bookmark: _Toc21948981][bookmark: _Toc24978879][bookmark: _Toc34346780][bookmark: _Toc34740857][bookmark: _Toc34748216][bookmark: _Toc34748592][bookmark: _Toc34749582][bookmark: _Toc49690124][bookmark: _Toc56337224][bookmark: _Toc73444046]6.3.3.2.4.2.1	Description
This custom operation is used by the NF service consumer (S-CSCF) to request authentication information data for the IMPI from the HSS. The HSS calculates an authentication vector taking into account the information received from the NF service consumer (S-CSCF) and the current representation of this resource if IMS AKA is selected. For details see 3GPP TS 33.203 [14].
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This operation shall support the request data structures specified in table 6.3.3.2.4.2.2-1 and the response data structure and response codes specified in table 6.3.3.2.4.2.2-2.
Table 6.3.3.2.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	SipAuthenticationInfoRequest
	M
	1
	Contains the SIP Authentication Scheme, the number of authentication items  and Resynchronization Information



Table 6.3.3.2.4.2.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SipAuthenticationInfoResult
	M
	1
	200 OK
	Upon success, a response body containing the selected authentication method and an authentication vector if IMS AKA has been selected shall be returned. 

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- USER_NOT_FOUND

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
- AUTHENTICATION_REJECTED
- UNSUPPORTED_SIP_AUTH_SCHEME



Table 6.3.3.2.4.2.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.3.3.2.4.2.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc11338731][bookmark: _Toc21948983][bookmark: _Toc24978881][bookmark: _Toc34346782][bookmark: _Toc34740859][bookmark: _Toc34748218][bookmark: _Toc34748594][bookmark: _Toc34749584][bookmark: _Toc49690126][bookmark: _Toc56337226][bookmark: _Toc73444048][bookmark: _Toc122092169]6.3.4	Custom Operations without associated resources
In this release of this specification, no custom operations without associated resources are defined for the Nhss_imsUEAuthentication Service.
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In this release of this specification, no notifications are defined for the Nhss_imsUEAuthentication Service.

* * * 6th Change * * * *
6.3.10	HTTP redirection
An HTTP request may be redirected to a different HSS service instance when using direct or indirect communications (see 3GPP TS 29.500 [4]).
An SCP that reselects a different HSS producer instance will return the NF Instance ID of the new HSS producer instance in the 3gpp-Sbi-Producer-Id header, as specified in clause 6.10.3.4 of 3GPP TS 29.500 [4].
If an HSS redirects a service request to a different HSS using an 307 Temporary Redirect or 308 Permanent Redirect status code, the identity of the new HSS towards which the service request is redirected shall be indicated in the 3gpp-Sbi-Target-Nf-Id header of the 307 Temporary Redirect or 308 Permanent Redirect response as specified in clause 6.10.9.1 of 3GPP TS 29.500 [4].

* * * 7th Change * * * *
[bookmark: _Toc122092202]6.4.3	Resources
[bookmark: _Toc122092203]6.4.3.1	Overview


Figure 6.4.3.1-1: Resource URI structure of the Nhss_gbaSDM API
Table 6.4.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.4.3.1-1: Resources and methods overview
	Resource name
(Archetype)
	Resource URI
	HTTP method or custom operation
	Description

	GBA Subscriber Data (Document)
	/{ueId}/gba-subscriber-data
	GET
	

	GBA SDM Subscriptions (Collection)
	/{ueId}/subscriptions
	POST
	

	GBA SDM Individual 
	/{ueId}/subscriptions/{subscriptionId}
	PATCH
	

	Subscription (Document)
	
	DELETE
	



[bookmark: _Toc122092204]6.4.3.2	Resource: GBA Subscriber Data
[bookmark: _Toc122092205]6.4.3.2.1	Description
This resource represents the subscriber data of the UE for GBA, including the GBA User Security Settings (GUSS).
[bookmark: _Toc122092206]6.4.3.2.2	Resource Definition
Resource URI: {apiRoot}/nhss-gba-sdm/v1/{ueId}/gba-subscriber-data
This resource shall support the resource URI variables defined in table 6.4.3.2.2-1.
Table 6.4.3.2.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.4.1

	ueId
	Represents the UE Identity. See clause 6.4.6.3.2.



[bookmark: _Toc122092207]6.4.3.2.3	Resource Standard Methods
6.4.3.2.3.1	GET
This method shall support the URI query parameters specified in table 6.4.3.2.3.1-1.
Table 6.4.3.2.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description
	Applicability

	n/a
	
	
	
	
	



This method shall support the request data structures specified in table 6.4.3.2.3.1-2 and the response data structures and response codes specified in table 6.4.3.2.3.1-3.
Table 6.4.3.2.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.4.3.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	GbaSubscriberData
	M
	1
	200 OK
	A response body containing the GBA subscriber data of the UE; it includes the GBA User Security Settings (GUSS) data.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
- OPERATION_NOT_ALLOWED

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- USER_NOT_FOUND



Table 6.4.3.2.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.4.3.2.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc122092208]6.4.3.3	Resource: Subscriptions
[bookmark: _Toc122092209]6.4.3.3.1	Description
This resource is used to represent subscriptions to notifications of data change.
[bookmark: _Toc122092210]6.4.3.3.2	Resource Definition
Resource URI: {apiRoot}/nhss-gba-sdm/{apiVersion}/{ueId}/subscriptions
This resource shall support the resource URI variables defined in table 6.4.3.3.2-1.
Table 6.4.3.3.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.4.1

	apiVersion
	See clause 6.4.1

	ueId
	Represents the UE Identity. See clause 6.4.6.3.2.



[bookmark: _Toc122092211]6.4.3.3.3	Resource Standard Methods
6.4.3.3.3.1	POST
This method shall support the URI query parameters specified in table 6.4.3.3.3.1-1.
Table 6.4.3.3.3.1-1: URI query parameters supported by the POST method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.4.3.3.3.1-2 and the response data structures and response codes specified in table 6.4.3.3.3.1-3.
Table 6.4.3.3.3.1-2: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	GbaSdmSubscription
	M
	1
	The subscription that is to be created.



Table 6.4.3.3.3.1-3: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	GbaSdmSubscription
	M
	1
	201 Created
	Upon success, a response body containing a representation of the created Individual subscription resource shall be returned.

The HTTP response shall include a "Location" HTTP header that contains the resource URI of the created resource.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- USER_NOT_FOUND

	ProblemDetails
	O
	0..1
	501 Not Implemented
	The "cause" attribute may be used to indicate the following application error:
- UNSUPPORTED_RESOURCE_URI

This response shall not be cached.



Table 6.4.3.3.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.4.3.3.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc122092212]6.4.3.4	Resource: Individual subscription
[bookmark: _Toc122092213]6.4.3.4.1	Description
This resource is used to represent an individual subscription to notifications of data change.
[bookmark: _Toc122092214]6.4.3.4.2	Resource Definition
Resource URI: {apiRoot}/nhss-gba-sdm/{apiVersion}/{ueId}/subscriptions/{subscriptionId}
This resource shall support the resource URI variables defined in table 6.4.3.4.2-1.
Table 6.4.3.4.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.4.1

	apiVersion
	See clause 6.4.1

	ueId
	Represents the UE Identity. See clause 6.4.6.3.2.

	subscriptionId
	The subscriptionId identifies an individual subscription to notifications.



[bookmark: _Toc122092215]6.4.3.4.3	Resource Standard Methods
6.4.3.4.3.1	DELETE
This method shall support the URI query parameters specified in table 6.4.3.4.3.1-1.
Table 6.4.3.4.3.1-1: URI query parameters supported by the DELETE method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.4.3.4.3.1-2 and the response data structures and response codes specified in table 6.4.3.4.3.1-3.
Table 6.4.3.4.3.1-2: Data structures supported by the Delete Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	The request body shall be empty.



Table 6.4.3.4.3.1-3: Data structures supported by the DELETE Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- SUBSCRIPTION_NOT_FOUND, see 3GPP TS 29.500 [4] table 5.2.7.2-1.



Table 6.4.3.4.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.4.3.4.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



6.4.3.4.3.2	PATCH
This method shall support the URI query parameters specified in table 6.4.3.4.3.2-1.
Table 6.4.3.4.3.2-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6



This method shall support the request data structures specified in table 6.4.3.4.3.2-2 and the response data structures and response codes specified in table 6.4.3.4.3.2-3.
Table 6.4.3.4.3.2-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	array(PatchItem)
	M
	1
	It contains the list of changes to be made to the resource representing the individual subscription, according to the JSON PATCH format specified in IETF RFC 6902 [12].



Table 6.4.3.4.3.2-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, a response with no content is returned.
(NOTE 1)

	PatchResult
	M
	1
	200 OK
	Upon success, the execution report is returned. (NOTE 1)

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- SUBSCRIPTION_NOT_FOUND, see 3GPP TS 29.500 [4] table 5.2.7.2-1.

	ProblemDetails
	O
	0..1
	403 Forbidden
	One or more attributes are not allowed to be modified.

The "cause" attribute may be used to indicate the following application error:
- MODIFICATION_NOT_ALLOWED, see 3GPP TS 29.500 [4] table 5.2.7.2-1.

	NOTE 1:	If all the modification instructions in the PATCH request have been implemented, the HSS shall respond with 204 No Content response; if some of the modification instructions in the PATCH request have been discarded, and the NF service consumer has included in the supported-feature query parameter the "PatchReport" feature number, the HSS shall respond with PatchResult.



Table 6.4.3.4.3.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.4.3.4.3.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc122092216]6.4.4	Custom Operations without associated resources
In this release of this specification, no custom operations without associated resources are defined for the Nhss_gbaSDM Service.
[bookmark: _Toc122092217]6.4.5	Notifications
[bookmark: _Toc122092218]6.4.5.1	General
This clause specifies the use of notifications and corresponding protocol details.
[bookmark: _Toc122092219]6.4.5.2	Data Change Notification
The POST method shall be used for Data Change Notifications and the URI shall be as provided during the subscription procedure.
Resource URI: {callbackReference}
Support of URI query parameters is specified in table 6.4.5.2-1.
Table 6.4.5.2-1: URI query parameters supported by the POST method
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



Support of request data structures is specified in table 6.4.5.2-2 and of response data structures and response codes is specified in table 6.4.5.2-3.
Table 6.4.5.2-2: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	ModificationNotification
	M
	1
	



Table 6.4.5.2-3: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned.

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the notification endpoint of the subscribing NF Service Consumer.

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the notification endpoint of the subscribing NF Service Consumer.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- CONTEXT_NOT_FOUND

See table 6.4.7.3-1 for the description of this error.




Table 6.4.5.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the notification endpoint of the subscribing NF For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4]..

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.4.5.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the notification endpoint of the subscribing NF. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



* * * 8th Change * * * *
6.4.10	HTTP redirection
An HTTP request may be redirected to a different HSS service instance when using direct or indirect communications (see 3GPP TS 29.500 [4]).
An SCP that reselects a different HSS producer instance will return the NF Instance ID of the new HSS producer instance in the 3gpp-Sbi-Producer-Id header, as specified in clause 6.10.3.4 of 3GPP TS 29.500 [4].
If an HSS redirects a service request to a different HSS using an 307 Temporary Redirect or 308 Permanent Redirect status code, the identity of the new HSS towards which the service request is redirected shall be indicated in the 3gpp-Sbi-Target-Nf-Id header of the 307 Temporary Redirect or 308 Permanent Redirect response as specified in clause 6.10.9.1 of 3GPP TS 29.500 [4].

* * * 9th Change * * * *
[bookmark: _Toc122092247]6.5.3	Resources
[bookmark: _Toc122092248]6.5.3.1	Overview


Figure 6.5.3.1-1: Resource URI structure of the Nhss_gbaUEAU API
Table 6.5.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.5.3.1-1: Resources and methods overview
	Resource name
(Archetype)
	Resource URI
	HTTP method or custom operation
	Description

	SecurityInformation
(Custom operation)
	/{ueId}/security-information/generate-auth-data
	generate-auth-data (POST)
	







[bookmark: _Toc122092249]6.5.3.2	Resource: SecurityInformation (Custom Operation)
[bookmark: _Toc122092250]6.5.3.2.1	Description
This resource represents the information that is needed to calculate a fresh authentication vector for GBA.
[bookmark: _Toc122092251]6.5.3.2.2	Resource Definition
Resource URI: {apiRoot}/nhss-gba-ueau/v1/{ueId}/security-information
This resource shall support the resource URI variables defined in table 6.5.3.2.2-1.
Table 6.5.3.2.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.5.1

	ueId
	Represents the UE Identity. It can be an MSISDN, an IMSI an IMPI or an IMPU.



[bookmark: _Toc122092252]6.5.3.2.3	Resource Standard Methods
No Standard Methods are supported for this resource.
[bookmark: _Toc122092253]6.5.3.2.3	Resource Custom Operations
[bookmark: _Toc27585404][bookmark: _Toc36457406][bookmark: _Toc45028321][bookmark: _Toc45029156][bookmark: _Toc67681918][bookmark: _Toc82680531]6.5.3.2.4.1	Overview
Table 6.5.3.2.4.1-1: Custom operations
	Operation Name
	Custom operation URI
	Mapped HTTP method
	Description

	generate-auth-data
	/generate-auth-data
	POST
	



[bookmark: _Toc27585405][bookmark: _Toc36457407][bookmark: _Toc45028322][bookmark: _Toc45029157][bookmark: _Toc67681919][bookmark: _Toc82680532]6.5.3.2.4.2	Operation: generate-auth-data
[bookmark: _Toc27585406][bookmark: _Toc36457408][bookmark: _Toc45028323][bookmark: _Toc45029158][bookmark: _Toc67681920][bookmark: _Toc82680533]6.5.3.2.4.2.1	Description
This custom operation is used by the NF service consumer (BSF) to request authentication information data for the UE from the HSS.
[bookmark: _Toc27585407][bookmark: _Toc36457409][bookmark: _Toc45028324][bookmark: _Toc45029159][bookmark: _Toc67681921][bookmark: _Toc82680534]6.5.3.2.4.2.2	Operation Definition
This operation shall support the request data structures specified in table 6.5.3.2.4.2.2-1 and the response data structure and response codes specified in table 6.5.3.2.4.2.2-2.
Table 6.5.3.2.4.2.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	AuthenticationInfoRequest
	M
	1
	



Table 6.5.3.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	AuthenticationInfoResult
	M
	1
	200 OK
	

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI. The URI shall be an alternative URI of the resource located on an alternative service instance within the same HSS (service) set. 

	ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
- OPERATION_NOT_ALLOWED

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate the following application error:
- USER_NOT_FOUND



Table 6.5.3.2.3.1-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



Table 6.5.3.2.3.1-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI of the resource located on an alternative service instance within the same HSS (service) set. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected.



[bookmark: _Toc122092254]6.5.5	Notifications
In this release of this specification, no notifications are defined for the Nhss_gbaUEAuthentication Service.

* * * 10th Change * * * *
6.5.10	HTTP redirection
An HTTP request may be redirected to a different HSS service instance when using direct or indirect communications (see 3GPP TS 29.500 [4]).
An SCP that reselects a different HSS producer instance will return the NF Instance ID of the new HSS producer instance in the 3gpp-Sbi-Producer-Id header, as specified in clause 6.10.3.4 of 3GPP TS 29.500 [4].
If an HSS redirects a service request to a different HSS using an 307 Temporary Redirect or 308 Permanent Redirect status code, the identity of the new HSS towards which the service request is redirected shall be indicated in the 3gpp-Sbi-Target-Nf-Id header of the 307 Temporary Redirect or 308 Permanent Redirect response as specified in clause 6.10.9.1 of 3GPP TS 29.500 [4].

* * * End of Changes * * * *
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