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* * * First Change * * * *
[bookmark: _Toc43208018][bookmark: _Toc89035390][bookmark: _Toc89065188][bookmark: _Toc89180487][bookmark: _Toc97072180][bookmark: _Toc120051585][bookmark: _Toc129163744]6.4.3.2.4.2.2	Operation Definition
This operation shall support the request data structures specified in table 6.4.3.2.4.2.2-1 and the response data structure and response codes specified in table 6.4.3.2.4.2.2-2.
Table 6.4.3.2.4.2.2-1: Data structures supported by (POST) the provide-pos-info operation Request Body
	Data type
	P
	Cardinality
	Description

	RequestPosInfo
	M
	1
	The information to request the positioning information of the UE.



Table 6.4.3.2.4.2.2-2: Data structures supported by the (POST) provide-pos-info operation Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	ProvidePosInfo
	M
	1
	200 OK
	This case represents a successful query of the UE positioning information, the AMF returns the related information in the response.

	n/a
	
	
	204 No Content
	Shall return 204 if no information is to be returned

	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set.     

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. The response shall include a Location header field containing a different URI, or the same URI if a request is redirected to the same target resource via a different SCP. In the former case, the URI shall be an alternative URI of the resource located on an alternative service instance within the same AMF or AMF (service) set.     

	[bookmark: AMF_return_cause_for_failure_7]ProblemDetails
	O
	0..1
	403 Forbidden
	The "cause" attribute may be used to indicate one of the following application errors:
[bookmark: _PERM_MCCTEMPBM_CRPT03410301___2]-	USER_UNKNOWN
-	DETACHED_USER
-	POSITIONING_DENIED
-	UNSPECIFIED

See table 6.4.7.3-1 for the description of these errors.

	ProblemDetailsProvidePosInfo
	O
	0..1
	409 Conflict
	The request could not be completed due to a conflict with the current state of the resource.
The "cause" attribute may be used to indicate
· HO_TO_EPS

See table 6.4.7.3-1 for the description of these errors.

The response should contain the target MME name and realm, if available, and it may contain the location information available from the LMF.

	ProblemDetails
	O
	0..1
	500 Internal Server Error
	The "cause" attribute may be used to indicate one of the following application errors:
[bookmark: _PERM_MCCTEMPBM_CRPT03410302___2]-	POSITIONING_FAILED

See table 6.1.7.3-1 for the description of these errors.

	ProblemDetails
	O
	0..1
	504 Gateway Timeout
	The "cause" attribute may be used to indicate one of the following application errors:
[bookmark: _PERM_MCCTEMPBM_CRPT03410303___2]-	UNREACHABLE_USER
-	PEER_NOT_RESPONDING

See table 6.4.7.3-1 for the description of this error.

	NOTE:	The mandatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply, with response body containing an object of ProblemDetails data type (see clause 5.2.7 of 3GPP TS 29.500 [4]).


[…]
* * * Next Change * * * *
[bookmark: _Toc25156594][bookmark: _Toc34124899][bookmark: _Toc43208034][bookmark: _Toc49857501][bookmark: _Toc56677346][bookmark: _Toc56691869][bookmark: _Toc56699133][bookmark: _Toc89035406][bookmark: _Toc89065204][bookmark: _Toc89180503][bookmark: _Toc97072196][bookmark: _Toc120051601][bookmark: _Toc130829219]6.4.6.1	General
This clause specifies the application data model supported by the API.
Table 6.4.6.1-1 specifies the data types defined for the Namf_Location service based interface protocol.
Table 6.4.6.1-1: Namf_Location specific Data Types
	Data type
	Clause defined
	Description

	RequestPosInfo
	6.4.6.2.2
	Data within Provide Positioning Information Request


	ProvidePosInfo
	6.4.6.2.3
	Data within Provide Positioning Information Response


	NotifiedPosInfo
	6.4.6.2.4
	Data within EventNotify notification


	RequestLocInfo
	6.4.6.2.5
	Data within Provide Location Information Request


	ProvideLocInfo
	6.4.6.2.6
	Data within Provide Location Information Response


	CancelPosInfo
	6.4.6.2.7
	Data within a Cancel Location Request


	ProblemDetailsProvidePosInfo
	6.4.6.2.X
	Detailed problems with positioning information in failure case

	LocationType
	6.4.6.3.3
	Type of location measurement requested


	LocationEvent
	6.4.6.3.4
	Type of events initiating location procedures


	LocationPrivacyVerResult
	6.4.6.3.5
	The result of location privacy verification by UE


	LpHapType
	6.4.6.3.6
	Type of Low Power and/or High Accuracy Positioning



Table 6.4.6.1-2 specifies data types re-used by the Namf_Location service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Namf_Location service based interface.
Table 6.4.6.1-2: Namf_Location re-used Data Types
	Data type
	Reference
	Comments

	Supi
	3GPP TS 29.571 [6]
	Subscription Permanent Identifier

	Gpsi
	3GPP TS 29.571 [6]
	General Public Subscription Identifier

	Pei
	3GPP TS 29.571 [6]
	Permanent Equipment Identifier

	ExternalClientType
	3GPP TS 29.572 [25]
	LCS Client Type (Emergency, Lawful Interception …)

	LocationQoS
	3GPP TS 29.572 [25]
	LCS QoS (accuracy, response time)

	SupportedGADShapes
	3GPP TS 29.572 [25]
	LCS supported GAD shapes

	GeographicArea
	3GPP TS 29.572 [25]
	Estimate of the location of the UE

	AccuracyFulfilmentIndicator
	3GPP TS 29.572 [25]
	Requested accuracy was fulfilled or not

	AgeOfLocationEstimate
	3GPP TS 29.572 [25]
	Age Of Location Estimate

	PositioningMethodAndUsage
	3GPP TS 29.572 [25]
	Usage of each non-GANSS positioning method

	VelocityEstimate
	3GPP TS 29.572 [25]
	Estimate of the velocity of the target UE

	VelocityRequested
	3GPP TS 29.572 [25]
	Indication of the Velocity requirement

	LcsPriority
	3GPP TS 29.572 [25]
	Priority of the LCS client

	GnssPositioningMethodAndUsage
	3GPP TS 29.572 [25]
	Usage of each GANSS positioning method

	CivicAddress
	3GPP TS 29.572 [25]
	Civic address

	BarometricPressure
	3GPP TS 29.572 [25]
	Barometric Pressure

	Altitude
	3GPP TS 29.572 [25]
	Altitude estimate of the UE

	LocalArea
	3GPP TS 29.572 [25]
	Local area specified by different shape

	MinorLocationQoS
	3GPP TS 29.572 [25]
	Minor Location QoS

	Ecgi
	3GPP TS 29.571 [6]
	UE EUTRAN cell information

	Ncgi
	3GPP TS 29.571 [6]
	UE NR cell information

	SupportedFeatures
	3GPP TS 29.571 [6]
	Supported Features

	RatType
	3GPP TS 29.571 [6]
	RAT type

	TimeZone
	3GPP TS 29.571 [6]
	Time Zone

	DateTime
	3GPP TS 29.571 [6]
	Date and Time

	UserLocation
	3GPP TS 29.571 [6]
	User Location

	LcsServiceType
	3GPP TS 29.572 [25]
	The LCS service type

	LdrType
	3GPP TS 29.572 [25]
	The type of LDR for deferred location

	Uri
	3GPP TS 29.571 [6]
	URI

	LdrReference
	3GPP TS 29.572 [25]
	LDR Reference Number for deferred location

	LirReference
	3GPP TS 29.572 [25]
	LIR Reference Number for immediate location

	PeriodicEventInfo
	3GPP TS 29.572 [25]
	Information for periodic event reporting

	AreaEventInfo
	3GPP TS 29.572 [25]
	Information for area event reporting

	MotionEventInfo
	3GPP TS 29.572 [25]
	Information for motion event reporting

	ExternalClientIdentification
	3GPP TS 29.515 [46]
	External LCS client identification

	NFInstanceId
	3GPP TS 29.571 [6]
	Identification of an NF or AF

	CodeWord
	3GPP TS 29.515 [46]
	Codeword for a 5GC-MT-LR or deferred 5GC-MT-LR

	LMFIdentification
	3GPP TS 29.572 [25]
	Identification of a serving LMF for periodic or triggered location

	TerminationCause
	3GPP TS 29.572 [25]
	Termination cause for a deferred location

	UePrivacyRequirements
	3GPP TS 29.515 [46]
	The location related privacy requirements on UE

	DiameterIdentity
	3GPP TS 29.571 [6]
	Diameter Identity

	ProblemDetails
	3GPP TS 29.571 [6]
	Detailed problems in failure case

	RedirectResponse
	3GPP TS 29.571 [6]
	Response body of the redirect response message.

	E164Number
	3GPP TS 29.503 [35]
	The E.164 number.

	DurationSec
	3GPP TS 29.571 [6]
	Duration Second

	ReportingArea
	3GPP TS 29.572 [25]
	Indicates an area for event reporting



* * * Next Change * * * *

[bookmark: _Toc25156598][bookmark: _Toc34124903][bookmark: _Toc43208038][bookmark: _Toc49857505][bookmark: _Toc56677350][bookmark: _Toc56691873][bookmark: _Toc56699137][bookmark: _Toc89035410][bookmark: _Toc89065208][bookmark: _Toc89180507][bookmark: _Toc97072200][bookmark: _Toc120051605][bookmark: _Toc130829223]6.4.6.2.3	Type: ProvidePosInfo
Table 6.4.6.2.3-1: Definition of type ProvidePosInfo
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	locationEstimate
	GeographicArea
	O
	0..1
	If present, this IE shall contain an estimate of the location of the UE in universal coordinates and the accuracy of the estimate.
	

	localLocationEstimate
	LocalArea
	O
	0..1
	When present, this IE shall indicate a local area in renference system.
	

	accuracyFulfilmentIndicator
	AccuracyFulfilmentIndicator
	O
	0..1
	If present, this IE shall contain an indication of whether the requested accuracy (as indicated in the LcsQoS in the request message) was fulfilled or not.
	

	ageOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	If present, this IE shall contain an indication of how long ago the location estimate was obtained.
	

	timestampOfLocationEstimate
	DateTime
	O
	0..1
	When present, this IE shall indicate the estimated UTC time when the location estimate corresponded to the UE location (i.e. when the location estimate and the actual UE location was the same).
	

	velocityEstimate
	VelocityEstimate
	O
	0..1
	If present, this IE shall contain an estimate of the velocity of the target UE, composed by horizontal speed, vertical speed, and their respective uncertainty.
	

	positioningDataList
	array(PositioningMethodAndUsage)
	O
	0..9
	If present, this IE shall indicate the usage of each non- GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	gnssPositioningDataList
	array(GnssPositioningMethodAndUsage)
	O
	0..9
	If present, this IE shall indicate the usage of each GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	ecgi
	Ecgi
	O
	0..1
	If present, this IE shall contain the current EUTRAN cell location of the target UE as delivered by the 5G-AN.
	

	ncgi
	Ncgi
	O
	0..1
	If present, this IE shall contain the current NR cell location of the target UE as delivered by the 5G-AN.
	

	targetServingNode
	NfInstanceId
	O
	0..1
	If present, this IE shall contain the address of the target side serving node for intra-5GS handover of an IMS Emergency Call.
	

	targetMmeName
	DiameterIdentity
	C
	0..1
	This IE shall be present for handover of IMS emergency call to EPS, i.e. the target node is an MME.

This IE may also be present for a handover from 5GS to EPS.

When present, this IE shall indicate the Diameter host name of the target MME.
	

	targetMmeRealm
	DiameterIdentity
	C
	0..1
	This IE shall be present for handover of IMS emergency call to EPS, i.e. the target node is an MME.

This IE may also be present for a handover from 5GS to EPS.

When present, this IE shall indicate the Diameter realm of the target MME.
	

	utranSrvccInd
	boolean
	C
	0..1
	This IE shall be present with value "true" for 5G-SRVCC to 3GPP UTRAN of IMS emergency call, i.e. target node is an MSC.

When present, this IE shall be set for the following value:
[bookmark: _PERM_MCCTEMPBM_CRPT03410359___7]-	true: IMS emergency call handover to UTRAN
[bookmark: _PERM_MCCTEMPBM_CRPT03410360___7]-	false: No IMS emergency call handover to UTRAN

	

	civicAddress
	CivicAddress
	O
	0..1
	If present, this IE contains a location estimate for the target UE expressed as a Civic address.
	

	barometricPressure
	BarometricPressure
	O
	0..1
	If present, this IE contains the barometric pressure measurement as reported by the target UE.
	

	altitude
	Altitude
	O
	0..1
	If present, this IE indicates the altitude of the positioning estimate.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.4.8 is supported. 
	

	servingLMFIdentification
	LMFIdentification
	O
	0..1
	If present, this IE contains the identification of a serving LMF for periodic or triggered location
	

	locationPrivacyVerResult
	LocationPrivacyVerResult
	O
	0..1
	If present, this IE contains the result of location privacy verification by UE (NOTE)
	

	achievedQos
	MinorLocationQoS
	C
	0..1
	When present, this IE shall contain the achieved Location QoS Accuracy of the estimated location.

This IE shall be present if received from LMF.
	MUTIQOS

	directReportInd
	boolean
	C
	0..1
	When present, this IE shall be set for the following value:
-	true: location determination will be sent by LMF to GMLC directly
-	false (default): location determination will not be sent by LMF to GMLC directly
This IE shall be present if received from LMF.
	

	NOTE:	The IE may be included to indicate the result of location privacy verification by UE to (H)GMLC when a location request with notification and privacy verification only indication is sent to the serving AMF by (H)GMLC during location request procedure.
	



[bookmark: _Toc25156611][bookmark: _Toc34124916][bookmark: _Toc43208052][bookmark: _Toc49857519][bookmark: _Toc56677364][bookmark: _Toc56691887][bookmark: _Toc56699151][bookmark: _Toc89035424][bookmark: _Toc89065222][bookmark: _Toc89180521][bookmark: _Toc97072214][bookmark: _Toc120051619][bookmark: _Toc129163779]* * * Next Change * * * *
[bookmark: _Hlk130984678][bookmark: _Toc20150410][bookmark: _Toc25156602][bookmark: _Toc34124907][bookmark: _Toc43208042][bookmark: _Toc49857509][bookmark: _Toc56677354][bookmark: _Toc56691877][bookmark: _Toc56699141][bookmark: _Toc89035414][bookmark: _Toc89065212][bookmark: _Toc89180511][bookmark: _Toc97072204][bookmark: _Toc120051609][bookmark: _Toc129163768][bookmark: _Toc25156552][bookmark: _Toc34124857][bookmark: _Toc43207986][bookmark: _Toc49857459][bookmark: _Toc56677303][bookmark: _Toc56691826][bookmark: _Toc56699090][bookmark: _Toc89035355][bookmark: _Toc89065153][bookmark: _Toc89180452][bookmark: _Toc97072142][bookmark: _Toc120051547][bookmark: _Toc129163706][bookmark: _Hlk130984729]6.4.6.2.X	Type: ProblemDetailsProvidePosInfo
Table 6.4.6.2.X-1: Definition of type ProblemDetailsProvidePosInfo as a list of to be combined data types
	Data type
	Cardinality
	Description
	Applicability

	ProblemDetails
	1
	Detail information of the problem
	

	[bookmark: _Hlk131766480]ProvidePosInfo
	1
	Additional information to be returned in error response. (See clause 6.19.1 of 3GPP 23.273 [42]).
	





* * * Next Change * * * *
6.4.7.3	Application Errors
The common application errors defined in the Table 5.2.7.2-1 in 3GPP TS 29.501 [5] may also be used for the Namf_Location service, and the following application errors listed in Table 6.4.7.3-1 are specific for the Namf_Location service.

Table 6.4.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	USER_UNKNOWN
	403 Forbidden
	The user is unknown.

	DETACHED_USER
	403 Forbidden
	The user is detached (i.e. it is in RM-DEREGISTERED state) in the AMF.

	POSITIONING_DENIED
	403 Forbidden
	The positioning procedure was denied.

	UNSPECIFIED
	403 Forbidden
	The request is rejected due to unspecified reasons.

	LOCATION_SESSION_UNKNOWN
	403 Forbidden
	The location session is unknown.

	CONTEXT_NOT_FOUND
	404 Not Found
	The requested UE Context does not exist in the AMF.

	HO_TO_EPS
	409 Conflict
	The request is rejected due to a handover from 5GS to EPS.

	POSITIONING_FAILED
	500 Internal Server Error
	The positioning procedure failed.

	UNREACHABLE_USER
	504 Gateway Timeout
	The user could not be reached in order to perform positioning procedure.

	PEER_NOT_RESPONDING
	504 Gateway Timeout
	No response is received from a remote peer, e.g. from the LMF.



* * * Next Change * * * *
[bookmark: _Toc25156618][bookmark: _Toc34124923][bookmark: _Toc43208059][bookmark: _Toc49857526][bookmark: _Toc56677372][bookmark: _Toc56691895][bookmark: _Toc56699159][bookmark: _Toc89035528][bookmark: _Toc89065327][bookmark: _Toc89180628][bookmark: _Toc97072323][bookmark: _Toc120051739][bookmark: _Toc129163908]A.5	Namf_Location
openapi: 3.0.0

info:
  version: 1.3.0-alpha.2
  title: Namf_Location
[…]
paths:
  /{ueContextId}/provide-pos-info:
    post:
      summary: Namf_Location ProvidePositioningInfo service Operation
      tags:
        - Individual UE context (Document)
      operationId: ProvidePositioningInfo
      parameters:
        - name: ueContextId
          in: path
          description: UE Context Identifier
          required: true
          schema:
            type: string
            pattern: '^(imsi-[0-9]{5,15}|nai-.+|gli-.+|gci-.+|imei-[0-9]{15}|imeisv-[0-9]{16}|.+)$'
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/RequestPosInfo'
        required: true
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/ProvidePosInfo'
        '204':
           description: Successful accept of location request with no information returned.
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '409':
          description: Conflict
          content:
            application/problem+json:
              schema:
                $ref: '#/components/schemas/ProblemDetailsProvidePosInfo'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        '504':
          $ref: 'TS29571_CommonData.yaml#/components/responses/504'
        default:
          description: Unexpected error

[…]
  schemas:
    RequestPosInfo:
      description: Data within Provide Positioning Information Request
      type: object
      properties:
[…]
    ProblemDetailsProvidePosInfo:
      description: Handover from 5GS to EPS Error Details.
      allOf:
      - $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
      - $ref: '#/components/schemas/ProvidePosInfo'

[…]
* * * End of Changes * * * *
