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	Reason for change:
	
In TS 23.273, new types of PLMN Operator Class are defined to support location request from NWDAF for privacy check. As described in the <Table 7.1-1: LCS privacy profile data stored in the UDM for a UE Subscriber>:

PLMN Operator Class
LCS client list: a list of one or more generic classes of LCS client that are allowed to locate the particular UE. The following classes are distinguished:
-	LCS client broadcasting location related information
-	O&M LCS client in the HPLMN
-	O&M LCS client in the VPLMN
-	LCS client recording anonymous location information
-	LCS Client supporting a bearer service, teleservice or supplementary service to the target UE
-	NWDAF in the HPLMN (when the UE is currently being served by the HPLMN)
-	NWDAF in the VPLMN

This CR adapts the Nudm_SDM service according to above stage 2 requirements. 
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[bookmark: _Toc27585295][bookmark: _Toc36457274][bookmark: _Toc45028173][bookmark: _Toc45029008][bookmark: _Toc67681769][bookmark: _Toc130814391]6.1.6.3.10	Enumeration: LcsClientClass
Table 6.1.6.3.10-1: Enumeration LcsClientClass
	Enumeration value
	Description

	"BROADCAST_SERVICE"
	LCS client broadcasting location related information

	"OM_IN_HPLMN"
	O&M LCS client in the HPLMN

	"OM_IN_VPLMN"
	O&M LCS client in the VPLMN

	"ANONYMOUS_LOCATION_SERVICE"
	LCS client recording anonymous location information

	"SPECIFIC_SERVICE"
	LCS Client supporting a bearer service, teleservice or supplementary service to the target UE

	"NWDAF_IN_HPLMN"
	NWDAF in the HPLMN

	"NWDAF_IN_VPLMN"
	NWDAF in the VPLMN
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openapi: 3.0.0

info:
  version: '2.3.0-alpha.2'
  title: 'Nudm_SDM'
  description: |
    Nudm Subscriber Data Management Service.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.

******Text skipped for clarify******

    PrivacyCheckRelatedAction:
      description: Indicates actions related to privacy check.
      anyOf:
        - type: string
          enum:
          - LOCATION_NOT_ALLOWED
          - LOCATION_ALLOWED_WITH_NOTIFICATION
          - LOCATION_ALLOWED_WITHOUT_NOTIFICATION
          - LOCATION_ALLOWED_WITHOUT_RESPONSE
          - LOCATION_RESTRICTED_WITHOUT_RESPONSE
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.

    LcsClientClass:
      description: >
        Indicates LCS Client class.
        The UE LCS privacy profile also indicates the 
        Location Privacy Indication that can be provided or updated
        by the UE and/or AFs.
      anyOf:
        - type: string
          enum:
          - BROADCAST_SERVICE
          - OM_IN_HPLMN
          - OM_IN_VPLMN
          - ANONYMOUS_LOCATION_SERVICE
          - SPECIFIC_SERVICE
          - NWDAF_IN_HPLMN
          - NWDAF_IN_VPLMN
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.
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