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* * * First Change * * * *
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Table 6.1.6.2.3-1: Definition of type LocationData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	locationEstimate
	GeographicArea
	M
	1
	For a request for triggered location where location estimates are not required, the location estimate can be based on current serving cell.
	

	accuracyFulfilmentIndicator
	AccuracyFulfilmentIndicator
	O
	0..1
	When present, this IE shall indicate fulfilment of required accuracy.
	

	ageOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	When present, this IE shall indicate age of the location estimate.
	

	timestampOfLocationEstimate
	DateTime
	O
	0..1
	When present, this IE shall indicate the estimated UTC time when the location estimate corresponded to the UE location (i.e. when the location estimate and the actual UE location was the same).
	

	velocityEstimate
	VelocityEstimate
	O
	0..1
	When present, this IE shall indicate velocity estimate.
	

	civicAddress
	CivicAddress
	O
	0..1
	When present, this IE shall indicate a civic address.
	

	localLocationEstimate
	LocalArea
	O
	0..1
	When present, this IE shall indicate a local area in reference system.
	

	positioningDataList
	array(PositioningMethodAndUsage)
	O
	1..N
	When present, this IE shall include a list of data related to positioning methods.
	

	gnssPositioningDataList
	array(GnssPositioningMethodAndUsage)
	O
	1..N
	When present, this IE shall include a list of data related to GNSS positioning methods.
	

	ecgi
	Ecgi
	O
	0..1
	When present, this IE shall indicate the ID of the E-UTRAN cell serving the UE.
	

	ncgi
	Ncgi
	O
	0..1
	When present, this IE shall indicate the ID of the NR cell serving the UE.
	

	altitude
	Altitude
	O
	0..1
	Altitude of the positioning estimate. When the shape used in "locationEstimate" supports conveying the altitude parameter, this IE shall be absent.
	

	barometricPressure
	BarometricPressure
	O
	0..1
	If present, this IE contains the barometric pressure measurement as reported by the target UE.
	

	servingLMFidentification
	LMFIdentification
	O
	0..1
	When present, this IE shall indicate the identity of the serving LMF
	

	uePositioningCap
	UePositioningCapabilities
	O
	0..1
	When present, this IE shall indicate the positioning capabilities supported by the UE.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.9 is supported.
	

	ueAreaInd
	UeAreaIndication
	O
	0..1
	When present, this IE shall contain a country, area in a country or international area indication where UE is located.

If UE is outside of the area of any known country, i.e. international area, then the LMF shall provide the International Area Indication without a country.

	SAT

	achievedQos
	MinorLocationQoS
	O
	0..1
	When present, this IE shall contain the achieved Location QoS Accuracy of the estimated location.

This IE may be present if the LCS QoS Class required in the request message is "MULTIPLE_QOS".

If it's absent, LCS QoS Class required in the request message is "MULTIPLE_QOS" and AccuracyFulfilmentIndicator is "REQUESTED_ACCURACY_FULFILLED", it indicates that the location QoS in the highest priority is achieved.
	MUTIQOS

	directReportInd
	boolean
	C
	0..1
	When present, this IE shall be set for the following value:
-	true: location determination will be sent by LMF to GMLC directly
-	false (default): location determination will not be sent by LMF to GMLC directly

	

	[bookmark: _Hlk131233559]indoorOutdoorInd
	IndoorOutdoorInd
	O
	0..1
	When present, this IE shall indicate whether the UE is indoor or outdoor.
	




* * * Next Change * * * *
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Table 6.1.6.2.30-1: Definition of type LocContextData
	Attribute name
	Data type
	P
	Cardinality
	Description

	amfId
	NfInstanceId
	M
	1
	Indicates the AMF Instance serving the UE. LMF shall use the AMF Instance to forward LCS related N1/N2 messages to the UE/RAN.

	locationQoS
	LocationQoS
	C
	0..1
	This IE shall contain the location QoS if available.

	supportedGADShapes
	array(SupportedGADShapes)
	C
	0..N
	This IE shall contain the supported GAD shapes if available.

	supi
	Supi
	C
	0..1
	This IE shall contain the SUPI if available.

	gpsi
	Gpsi
	C
	0..1
	This IE shall contain the GPSI if available.

	ldrType
	LdrType
	M
	1
	The type of LDR

	hgmlcCallBackURI
	Uri
	M
	1
	Callback URI of the H-GMLC

	ldrReference
	LdrReference
	M
	1
	LDR Reference

	periodicEventInfo
	PeriodicEventInfo
	C
	0..1
	Information for periodic event reporting

	areaEventInfo
	AreaEventInfo
	C
	0..1
	Information for area event reporting

	motionEventInfo
	MotionEventInfo
	C
	0..1
	Information for motion event reporting

	eventReportMessage
	EventReportMessage
	M
	1
	Contains an embedded event report

	eventReportingStatus
	EventReportingStatus
	O
	0..1
	Status of event reporting

	ueLocationInfo
	UELocationInfo
	O
	0..1
	Location information for the target UE

	cIoT5GSOptimisation
	boolean
	C
	0..1
	This IE shall be present if it was received from AMF. When present, it shall be set as follows:
	- true: Control Plane CIoT 5GS Optimisation was used and no signalling or data is currently pending for the UE at the AMF.
	- false (default): Control Plane CIoT 5GS Optimisation was not used or signalling or data is currently pending for the UE at the AMF.

	ecgi
	Ecgi
	C
	0..1
	When present, this IE shall indicate the identifier of the E-UTRAN cell serving the UE.
This IE shall be present if it was received from AMF.

	ncgi
	Ncgi
	C
	0..1
	When present, this IE shall indicate the identifier of the NR cell serving the UE.
This IE shall be present if it was received from AMF

	guami
	Guami
	C
	0..1
	This IE shall be present if it was received from AMF.

When present, it shall contain the GUAMI serving the UE.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.9 is supported.

	uePositioningCap
	UePositioningCapabilities
	O
	0..1
	When present, this IE shall indicate the positioning capabilities supported by the UE.

	scheduledLocTime
	DateTime
	O
	0..1
	When present, this IE shall contain the scheduled time that the UE needs to be located.

	indoorOutdoorInd
	IndoorOutdoorInd
	O
	0..1
	When present, this IE shall indicate whether the UE is indoor or outdoor.

	NOTE:	At least one of periodicEventInfo, areaEventInfo or motionEventInfo shall be present in the LocContextData structure.
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Table 6.1.6.2.34-1: Definition of type EventNotifyData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	reportedEventType
	ReportedEventType
	M
	1
	This IE shall contain the type of event being reported.
	

	supi
	Supi
	C
	0..1
	This IE shall contain the SUPI if available.
	

	gpsi
	Gpsi
	C
	0..1
	This IE shall contain the GPSI if available.
	

	hgmlcCallBackURI
	Uri
	C
	0..1
	Callback URI of the H-GMLC (NOTE 1)
	

	ldrReference
	LdrReference
	M
	1
	LDR Reference

When the ReportedEventType is "INTERMEDIATE_EVENT", the LMF shall set this IE to the value "NULL" and shall be ignored by the receiver.
	

	lirReference
	LirRefernece
	C
	0..1
	This IE shall be present when the ReportedEventType is set to the value "INTERMEDIATE_EVENT".

When present, this IE shall include the LIR Reference number received in the 5GC-MR-LR multiple location request.

	

	locationEstimate
	GeographicArea
	O
	0..1
	If present, this IE shall contain an estimate of the location of the UE in universal coordinates and the accuracy of the estimate.
	

	ageOfLocationEstimate
	AgeOfLocationEstimate
	O
	0..1
	If present, this IE shall contain an indication of how long ago the location estimate was obtained.
	

	timestampOfLocationEstimate
	DateTime
	O
	0..1
	When present, this IE shall indicate the estimated UTC time when the location estimate corresponded to the UE location (i.e. when the location estimate and the actual UE location was the same).
	

	civicAddress
	CivicAddress
	O
	0..1
	If present, this IE shall contain a civic address.
	

	localLocationEstimate
	LocalArea
	O
	0..1
	When present, this IE shall indicate a local area in reference system.
	

	positioningDataList
	array(PositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each non-GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	gnssPositioningDataList
	array(GnssPositioningMethodAndUsage)
	O
	1..N
	If present, this IE shall indicate the usage of each GANSS positioning method that was attempted to determine the location estimate, either successfully or unsuccessfully.
	

	servingLMFIdentification
	LMFIdentification
	C
	0..1
	This IE shall be included to identify an LMF which acts as a serving LMF if a serving LMF is used.
	

	terminationCause
	TerminationCause
	C
	0..1
	This IE shall be included if event reporting has been terminated
	

	velocityEstimate
	VelocityEstimate
	O
	0..1
	If present, this IE shall contain an estimate of the velocity of the target UE, composed by horizontal speed, vertical speed, and their respective uncertainty.
	

	altitude
	Altitude
	O
	0..1
	If present, this IE indicates the altitude of the positioning estimate.
When the shape used in "locationEstimate" supports conveying the altitude parameter, this IE shall be absent.
	

	achievedQos
	MinorLocationQoS
	O
	0..1
	When present, this IE shall contain the achieved Location QoS Accuracy of the estimated location.

This IE may be present if the required LCS QoS Class in the location request procedure is "MULTIPLE_QOS".

If it's absent, the required LCS QoS Class in the location request procedure is "MULTIPLE_QOS" and AccuracyFulfilmentIndicator is "REQUESTED_ACCURACY_FULFILLED", it indicates that the location QoS in the highest priority is achieved.
	MUTIQOS

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.9 is supported.
	

	indoorOutdoorInd
	IndoorOutdoorInd
	O
	0..1
	When present, this IE shall indicate whether the UE is indoor or outdoor.
	

	NOTE 1:	If the reportedEventType is not "INTERMEDIATE_EVENT", the hgmlcCallBackURI shall be included when the consumer NF is not the H-GMLC.



* * * Next Change * * * *
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Table 6.1.6.3.X-1: Enumeration IndoorOutdoorInd
	Enumeration value
	Description

	"INDOOR"
	UE indoor.

	"OUTDOOR"
	UE outdoor.
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openapi: 3.0.0

info:
  version: '1.3.0-alpha.2'
  title: 'LMF Location'
  description: |
    LMF Location Service.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.
[…]
LocationData:
      description: Information within Determine Location Response.
      type: object
      required:
        - locationEstimate
      properties:
        locationEstimate:
          $ref: '#/components/schemas/GeographicArea'
        accuracyFulfilmentIndicator:
          $ref: '#/components/schemas/AccuracyFulfilmentIndicator'
        ageOfLocationEstimate:
          $ref: '#/components/schemas/AgeOfLocationEstimate'
        timestampOfLocationEstimate:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        velocityEstimate:
          $ref: '#/components/schemas/VelocityEstimate'
        civicAddress:
          $ref: '#/components/schemas/CivicAddress'
        localLocationEstimate:
          $ref: '#/components/schemas/LocalArea'
        positioningDataList:
          type: array
          items:
            $ref: '#/components/schemas/PositioningMethodAndUsage'
          minItems: 1
        gnssPositioningDataList:
          type: array
          items:
            $ref: '#/components/schemas/GnssPositioningMethodAndUsage'
          minItems: 1
        ecgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ecgi'
        ncgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ncgi'
        altitude:
          $ref: '#/components/schemas/Altitude'
        barometricPressure:
          $ref: '#/components/schemas/BarometricPressure'
        servingLMFIdentification:
          $ref: '#/components/schemas/LMFIdentification'
        uePositioningCap:
          $ref: '#/components/schemas/UePositioningCapabilities'
        ueAreaInd:
          $ref: '#/components/schemas/UeAreaIndication'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        achievedQos:
          $ref: '#/components/schemas/MinorLocationQoS'
        directReportInd:
          type: boolean
          default: false
        indoorOutdoorInd:
          $ref: '#/components/schemas/IndoorOutdoorInd'

[…]
LocContextData:
      description: Information within Transfer Location Context Request.
      type: object
      required:
        - amfId
        - ldrType
        - hgmlcCallBackURI
        - ldrReference
        - eventReportMessage
      properties:
        amfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        locationQoS:
          $ref: '#/components/schemas/LocationQoS'
        supportedGADShapes:
          type: array
          items:
            $ref: '#/components/schemas/SupportedGADShapes'
          minItems: 1
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        ldrType:
          $ref: '#/components/schemas/LdrType'
        hgmlcCallBackURI:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        ldrReference:
          $ref: '#/components/schemas/LdrReference'
        periodicEventInfo:
          $ref: '#/components/schemas/PeriodicEventInfo'
        areaEventInfo:
          $ref: '#/components/schemas/AreaEventInfo'
        motionEventInfo:
          $ref: '#/components/schemas/MotionEventInfo'
        eventReportMessage:
          $ref: '#/components/schemas/EventReportMessage'
        eventReportingStatus:
          $ref: '#/components/schemas/EventReportingStatus'
        ueLocationInfo:
          $ref: '#/components/schemas/UELocationInfo'
        cIoT5GSOptimisation:
          type: boolean
          default: false
        ecgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ecgi'
        ncgi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ncgi'
        guami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        uePositioningCap:
          $ref: '#/components/schemas/UePositioningCapabilities'
        scheduledLocTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        indoorOutdoorInd:
          $ref: '#/components/schemas/IndoorOutdoorInd'

[…]
    EventNotifyData:
      description: Information within Event Notify Request.
      type: object
      required:
        - reportedEventType
        - ldrReference
      properties:
        reportedEventType:
          $ref: '#/components/schemas/ReportedEventType'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        hgmlcCallBackURI:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        ldrReference:
          $ref: '#/components/schemas/LdrReference'
        lirReference:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LirReference'
        locationEstimate:
          $ref: '#/components/schemas/GeographicArea'
        ageOfLocationEstimate:
          $ref: '#/components/schemas/AgeOfLocationEstimate'
        timestampOfLocationEstimate:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        civicAddress:
          $ref: '#/components/schemas/CivicAddress'
        localLocationEstimate:
          $ref: '#/components/schemas/LocalArea'
        positioningDataList:
          type: array
          items:
            $ref: '#/components/schemas/PositioningMethodAndUsage'
          minItems: 1
        gnssPositioningDataList:
          type: array
          items:
            $ref: '#/components/schemas/GnssPositioningMethodAndUsage'
          minItems: 1
        servingLMFidentification:
          $ref: '#/components/schemas/LMFIdentification'
        terminationCause:
          $ref: '#/components/schemas/TerminationCause'
        velocityEstimate:
          $ref: '#/components/schemas/VelocityEstimate'
        altitude:
          $ref: '#/components/schemas/Altitude'
        achievedQos:
          $ref: '#/components/schemas/MinorLocationQoS'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        indoorOutdoorInd:
          $ref: '#/components/schemas/IndoorOutdoorInd'

[…]
#
# ENUMS
#
    ExternalClientType:
      description: Indicates types of External Clients.
      anyOf:
        - type: string
          enum:
            - EMERGENCY_SERVICES
            - VALUE_ADDED_SERVICES
            - PLMN_OPERATOR_SERVICES
            - LAWFUL_INTERCEPT_SERVICES
            - PLMN_OPERATOR_BROADCAST_SERVICES
            - PLMN_OPERATOR_OM
            - PLMN_OPERATOR_ANONYMOUS_STATISTICS
            - PLMN_OPERATOR_TARGET_MS_SERVICE_SUPPORT
        - type: string

    SupportedGADShapes:
      description: Indicates supported GAD shapes.
      anyOf:
        - type: string
          enum:
            - POINT
            - POINT_UNCERTAINTY_CIRCLE
            - POINT_UNCERTAINTY_ELLIPSE
            - POLYGON
            - POINT_ALTITUDE
            - POINT_ALTITUDE_UNCERTAINTY
            - ELLIPSOID_ARC
            - LOCAL_2D_POINT_UNCERTAINTY_ELLIPSE
            - LOCAL_3D_POINT_UNCERTAINTY_ELLIPSOID
        - type: string

    ResponseTime:
      description: Indicates acceptable delay of location request.
      anyOf:
        - type: string
          enum:
            - LOW_DELAY
            - DELAY_TOLERANT
            - NO_DELAY
        - type: string

    PositioningMethod:
      description: Indicates supported positioning methods.
      anyOf:
        - type: string
          enum:
            - CELLID
            - ECID
            - OTDOA
            - BAROMETRIC_PRESSURE
            - WLAN
            - BLUETOOTH
            - MBS
            - MOTION_SENSOR
            - DL_TDOA
            - DL_AOD
            - MULTI-RTT
            - NR_ECID
            - UL_TDOA
            - UL_AOA
            - NETWORK_SPECIFIC
        - type: string

    PositioningMode:
      description: Indicates supported modes used for positioning method.
      anyOf:
        - type: string
          enum:
            - UE_BASED
            - UE_ASSISTED
            - CONVENTIONAL
        - type: string

    GnssId:
      description: Global Navigation Satellite System (GNSS) ID.
      anyOf:
        - type: string
          enum:
            - GPS
            - GALILEO
            - SBAS
            - MODERNIZED_GPS
            - QZSS
            - GLONASS
            - BDS
            - NAVIC
        - type: string

    Usage:
      description: Indicates usage made of the location measurement.
      anyOf:
        - type: string
          enum:
            - UNSUCCESS
            - SUCCESS_RESULTS_NOT_USED
            - SUCCESS_RESULTS_USED_TO_VERIFY_LOCATION
            - SUCCESS_RESULTS_USED_TO_GENERATE_LOCATION
            - SUCCESS_METHOD_NOT_DETERMINED
        - type: string

    LcsPriority:
      description: Indicates priority of the LCS client.
      anyOf:
        - type: string
          enum:
            - HIGHEST_PRIORITY
            - NORMAL_PRIORITY
        - type: string

    VelocityRequested:
      description: Indicates velocity requirement.
      anyOf:
        - type: string
          enum:
            - VELOCITY_IS_NOT_REQUESTED
            - VELOCITY_IS_REQUESTED
        - type: string

    AccuracyFulfilmentIndicator:
      description: Indicates fulfilment of requested accuracy.
      anyOf:
        - type: string
          enum:
            - REQUESTED_ACCURACY_FULFILLED
            - REQUESTED_ACCURACY_NOT_FULFILLED
        - type: string

    VerticalDirection:
      description: Indicates direction of vertical speed.
      type: string
      enum:
        - UPWARD
        - DOWNWARD

    LdrType:
      description: Indicates LDR types.
      anyOf:
        - type: string
          enum:
            - UE_AVAILABLE
            - PERIODIC
            - ENTERING_INTO_AREA
            - LEAVING_FROM_AREA
            - BEING_INSIDE_AREA
            - MOTION
        - type: string

    ReportingAreaType:
      description: Indicates type of event reporting area.
      anyOf:
        - type: string
          enum:
            - EPS_TRACKING_AREA_IDENTITY
            - E-UTRAN_CELL_GLOBAL_IDENTIFICATION
            - 5GS_TRACKING_AREA_IDENTITY
            - NR_CELL_GLOBAL_IDENTITY
        - type: string

    OccurrenceInfo:
      description: Specifies occurrence of event reporting.
      anyOf:
        - type: string
          enum:
            - ONE_TIME_EVENT
            - MULTIPLE_TIME_EVENT
        - type: string

    ReportingAccessType:
      description: Specifies access types of event reporting.
      anyOf:
        - type: string
          enum:
            - NR
            - EUTRA_CONNECTED_TO_5GC
            - NON_3GPP_CONNECTED_TO_5GC
            - NR_LEO
            - NR_MEO
            - NR_GEO
            - NR_OTHER_SAT
        - type: string

    EventClass:
      description: Specifies event classes.
      anyOf:
        - type: string
          enum:
            - SUPPLEMENTARY_SERVICES
        - type: string

    ReportedEventType:
      description: Specifies type of event reporting.
      anyOf:
        - type: string
          enum:
            - PERIODIC_EVENT
            - ENTERING_AREA_EVENT
            - LEAVING_AREA_EVENT
            - BEING_INSIDE_AREA_EVENT
            - MOTION_EVENT
            - MAXIMUM_INTERVAL_EXPIRATION_EVENT
            - LOCATION_CANCELLATION_EVENT
            - INTERMEDIATE_EVENT
            - DIRECT_REPORT_EVENT
        - type: string

    TerminationCause:
      description: Specifies causes of event reporting termination.
      anyOf:
        - type: string
          enum:
            - TERMINATION_BY_UE
            - TERMINATION_BY_NETWORK
            - NORMAL_TERMINATION
        - type: string

    LcsQosClass:
      description: Specifies LCS QoS class.
      anyOf:
        - type: string
          enum:
            - BEST_EFFORT
            - ASSURED
            - MULTIPLE_QOS
        - type: string

    UeLocationServiceInd:
      description: Specifies location service types requested by UE.
      anyOf:
        - type: string
          enum:
            - LOCATION_ESTIMATE
            - LOCATION_ASSISTANCE_DATA
        - type: string

    IndoorOutdoorInd:
      description: Specifies UE location indoor or outdoor.
      anyOf:
        - type: string
          enum:
            - INDOOR
            - OUTDOOR
        - type: string

[…]

* * * End of Changes * * * *


