

	
3GPP TSG-CT WG4 Meeting #115e	C4-231148
E-Meeting, 17th– 21st April 2023	
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	29.571
	CR
	0415
	rev
	-
	Current version:
	18.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Remove PLMN Ids in the Spatial Condition

	
	

	Source to WG:
	Ericsson, Nokia, Nokia Shanghai Bell

	Source to TSG:
	CT4

	
	

	Work item code:
	EDGE_Ph2
	
	Date:
	2023-04-04

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	As specified in 23.548, clause 6.5.2.1, the Spatial Validity Conditions included in the ECS Configuration Information is extended with a list of PLMN IDs (see Table 4.15.6.3d-1 of TS 23.502).

However, requirements in clause 5.2.3.3.1 of TS 23.502 read:
The ECS Configuration Information sent by UDM to SMF is associated with the PLMN ID where the UE is roaming on. (see NOTE 17)

and also in 6.5.2.x of TS 23.548, it read:
For both LBO and HR case, the subscription data of the ECS Address Configuration Information in UDM or UDR is stored per PLMN ID.
So, to address SA2 requirement, adding a list of PLMNs in Spatial Validity Conditions doesn’t help; when provisioning ECS Address Configuration (by AF or via NEF) by consuming Nudm_pp service, it should be possible to be provision per serving PLMN. 

Therefore, in PpDataEntry, a new map of EcsAddrConfigInfoPerPlmn, where the serving PLMN id is the key of the map, each element contains a list of EcsAddrConfigInfo in 29.503.

Correspondingly, the PLMN id in Spatial Validity Conditions should be removed.


	
	

	Summary of change:
	The PLMN id in Spatial Validity Conditions should be removed.


	
	

	Consequences if not approved:
	Stage 2 requirements is not fulfilled.
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[bookmark: _Toc88743121][bookmark: _Toc101254031][bookmark: _Toc101254470][bookmark: _Toc104112182][bookmark: _Toc104192359][bookmark: _Toc104192923][bookmark: _Toc130842898][bookmark: _Hlk102052065]5.4.4.74	Type: SpatialValidityCond
Table 5.4.4.74-1: Definition of type SpatialValidityCond
	Attribute name
	Data type
	P
	Cardinality
	Description

	trackingAreaList
	array(Tai)
	C
	1..N
	This IE shall be included if available.
When present, it shall contain the list of tracking areas identities.

	countries
	array(Mcc)
	O
	1..N
	When present, it shall contain the list of Mobile Country Codes.

	geographicalServiceArea
	GeoServiceArea
	O
	0..1
	Geographical Service Area; see 3GPP TS 23.558 [49] clause 7.3.3.3

	plmnIds
	array(PlmnId)
	O
	1..N
	When present, it shall contain the list of PLMN IDs.
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openapi: 3.0.0

info:
  version: '1.5.0-alpha.2'
  title: 'Common Data Types'
  description: |
    Common Data Types for Service Based Interfaces.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.  

externalDocs:
  description: 3GPP TS 29.571 Common Data Types for Service Based Interfaces, version 18.1.0
  url: 'https://www.3gpp.org/ftp/Specs/archive/29_series/29.571/'

*************skipped for clarity**************

    SpatialValidityCond:
      description: Contains the Spatial Validity Condition.
      type: object
      properties:
        trackingAreaList:
          type: array
          items:
            $ref: '#/components/schemas/Tai'
          minItems: 1
        countries:
          type: array
          items:
            $ref: '#/components/schemas/Mcc'
          minItems: 1
        geographicalServiceArea:
          $ref: '#/components/schemas/GeoServiceArea'
        plmnIds:
          type: array
          items:
            $ref: '#/components/schemas/PlmnId'
          minItems: 1



*************skipped for clarity**************


* * * * End of changes * * * *
