

	
3GPP TSG-CT WG4 Meeting #115e	C4-231373
E-Meeting, 17th– 21st April 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	29.564
	CR
	0035
	rev
	-
	Current version:
	[bookmark: _GoBack]V18.0.0
	

	

	[bookmark: _Hlt497126619]For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Support for Data rate monitoring

	
	

	Source to WG:
	China Mobile, China Southern Power Grid

	Source to TSG:
	CT4

	
	

	Work item code:
	UPEAS
	
	Date:
	2023-04-17

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Following the SA2 conclusion for XRM and description in clause 5.45, clause 5.37.4 of TS23.501, the Data rate information may be measured and reported by PSA UPF via Nupf_EventExposure service or via SMF/PCF/NEF as described in clause 5.8.2.18.

	
	

	Summary of change:
	Enhanced the UPF QoS Monitoring events with data rate monitoring.

	
	

	Consequences if not approved:
	Data rate monitoring is not supported.

	
	

	Clauses affected:
	Clause 5.2.1.3.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


* * * First Change * * * *
[bookmark: _Toc130836105]5.2.1.3.2	QoS Monitoring
Table 5.2.1.3.2-1: QoS Monitoring event
	Description
	This event provides QoS flow performance information, i.e. QoS monitoring results for the QoS parameter(s) to be measured.

The following QoS parameters may be measured;
-	Packet delay monitoring: DL, UL and/or Round-Trip packet delay between UE and PSA UPF of specific QoS flow(s) of the PDU session.
-	Data rate monitoring: UL and/or DL data rate measurement for a QoS flow.

	Subscription type
	Subscription via SMF using PFCP


	Subscription inputs to UPF
	- QFI(s) of a specific PDU session
- requested QoS measurements
- UPF event consumer notification URI
- Notification correlation ID

See clauses 5.24.4 and 5.24.5 of 3GPP TS 29.244 [15].


	Report type
	Continuous (event triggered) Report.
Periodic Report
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