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* * * First Change * * * *
[bookmark: _Toc11338510][bookmark: _Toc27585142][bookmark: _Toc36457103][bookmark: _Toc45027987][bookmark: _Toc45028822][bookmark: _Toc67681581]6.1.3.8.3.1	GET
This method shall support the URI query parameters specified in table 6.1.3.8.3.1-1.
Table 6.1.3.8.3.1-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6

	single-nssai
	Snssai
	O
	0..1
	When present without Slice Differentiator (sd), all slices identified by the given Slice/Service Type (sst) and any sd value (if any) shall be considered matching the query parameter.

	dnn
	Dnn
	O
	0..1
	The DNN shall be the DNN Network Identifier only.

	plmn-id
	PlmnId
	O
	0..1
	PLMN identity of the PLMN serving the UE

	disaster-roaming-ind
	boolean
	O
	0..1
	Disaster Roaming Indicator (see 3GPP TS 23.502 [3]).
When present, this IE shall be set as follows:
-	true: Disaster Roaming service is applied;
-	false (default): Disaster Roaming service is not applied.



JSON objects (such as Snssai, PlmnId…) shall be included directly as part of the URI query parameters by specifying in the OpenAPI file that the "Content-Type" of such parameters is "application/json".
If "singleNssai" is not included, and "dnn" is not included, UDM shall return all DNN configurations for all network slice(s).
If "singleNssai" is included, and "dnn" is not included, UDM shall return all DNN configurations for the requested network slice identified by "singleNssai".
If "singleNssai" is not included, and "dnn" is included, UDM shall return all DNN configurations identified by "dnn" for all network slices where such DNN is available.
If "singleNssai" is included, and "dnn" is included, UDM shall return the DNN configuration identified by "dnn", if such DNN is available in the network slice identified by "singleNssai".
For all the combinations about the inclusion of "dnn" and "singleNssai" as URI query parameters, if "plmn-id" is included, UDM shall return the configurations for the DNN and network slices associated to the PLMN identified by "plmn-id". Otherwise (i.e. if "plmn-id" is not included), UDM shall return the configurations for the DNN and network slices associated to the HPLMN.
This method shall support the request data structures specified in table 6.1.3.8.3.1-2 and the response data structures and response codes specified in table 6.1.3.8.3.1-3.
Table 6.1.3.8.3.1-2: Data structures supported by the GET Request Body on this resource
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.8.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SmSubsData
	M
	1
	200 OK
	Upon success, a response body containing the Session Management Subscription data shall be returned.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

	NOTE:	In addition common data structures as listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] are supported.



Table 6.1.3.8.3.1-4: Headers supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	If-None-Match
	string
	O
	0..1
	Validator for conditional requests, as described in IETF RFC 7232 [25], clause 3.2

	If-Modified-Since
	string
	O
	0..1
	Validator for conditional requests, as described in IETF RFC 7232 [25], clause 3.3



Table 6.1.3.8.3.1-5: Headers supported by the 200 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Cache-Control
	string
	O
	0..1
	Cache-Control containing max-age, as described in IETF RFC 7234 [26], clause 5.2

	ETag
	string
	O
	0..1
	Entity Tag, containing a strong validator, as described in IETF RFC 7232 [25], clause 2.3

	Last-Modified
	string
	O
	0..1
	Timestamp for last modification of the resource, as described in IETF RFC 7232 [25], clause 2.2



* * * Next Change * * * *

[bookmark: _Toc11338698][bookmark: _Toc27585379][bookmark: _Toc36457381][bookmark: _Toc45028295][bookmark: _Toc45029130][bookmark: _Toc67681892][bookmark: _Toc122086828]6.2.6.3.3	Enumeration: DeregistrationReason
The enumeration DeregistrationReason represents the reason for the Deregistration Notification. It shall comply with the provisions defined in table 6.2.6.3.3-1.
Table 6.2.6.3.3-1: Enumeration DeregistrationReason
	Enumeration value
	Description

	"UE_INITIAL_REGISTRATION"
	When sent by the HSS; indicates that the deregistration towards the UDM is due to an initial attach in EPS.
When sent by the UDM; indicates that the deregistration in the old AMF is due to a new AMF serving the UE during an initial registration
See 3GPP TS 23.502 [3] and 3GPP TS 23.632 [32].

	"UE_REGISTRATION_AREA_CHANGE"
	see 3GPP TS 23.502 [3]

	"SUBSCRIPTION_WITHDRAWN"
	see 3GPP TS 23.502 [3]

	"5GS_TO_EPS_MOBILITY"
	see 3GPP TS 23.502 [3] and 3GPP TS 23.632 [32].

	"5GS_TO_EPS_MOBILITY_UE_INITIAL_REGISTRATION"
	This value shall only be sent by the UDM. It indicates that the deregistration in AMF is due to an initial attach in EPS, See 3GPP TS 23.502 [3] and 3GPP TS 23.632 [32].

	"REREGISTRATION_REQUIRED"
	see 3GPP TS 23.502 [3]

	"SMF_CONTEXT_TRANSFERRED"
	see 3GPP TS 23.502 [3]

	"DUPLICATE_PDU_SESSION"
	This value shall only be sent by the UDM to an SMF. It indicates that the deregistration in the SMF is due to a new PDU session with the same PDU session ID has been established in another SMF.

	"5G_SRVCC_TO_UTRAN_MOBILITY"
	This value shall be used in deregistration notifications after 5G-SRVCC to UTRAN HO completion.

	"PDU_SESSION_REACTIVATION_REQUIRED"
	This value shall only be sent by the UDM to an SMF. It indicates that the PDU session being released is requested to be re-activated.

	"DISASTER_CONDITION_TERMINATED"
	This value shall be used by the UDM when the disaster condition ceases.



[bookmark: _Toc11338699][bookmark: _Toc27585380][bookmark: _Toc36457382][bookmark: _Toc45028296][bookmark: _Toc45029131][bookmark: _Toc67681893][bookmark: _Toc122086829]* * * Next Change * * * *
[bookmark: _Toc11338878][bookmark: _Toc27585639][bookmark: _Toc36457662][bookmark: _Toc45028581][bookmark: _Toc45029416][bookmark: _Toc67682190][bookmark: _Toc122087204]A.2	Nudm_SDM API
openapi: 3.0.0

***********text not shown for clarity************

  /{supi}/sm-data:
    get:
      summary: retrieve a UE's Session Management Subscription Data
      operationId: GetSmData
      tags:
        - Session Management Subscription Data Retrieval
      security:
        - {}
        - oAuth2ClientCredentials:
          - nudm-sdm
        - oAuth2ClientCredentials:
          - nudm-sdm
          - nudm-sdm:sm-data:read
      parameters:
        - name: supi
          in: path
          description: Identifier of the UE
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        - name: supported-features
          in: query
          description: Supported Features
          schema:
             $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        - name: single-nssai
          in: query
          content:
            application/json:
              schema:
               $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        - name: dnn
          in: query
          schema:
             $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        - name: plmn-id
          in: query
          content:
            application/json:
              schema:
               $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'
        - name: disaster-roaming-ind
          in: query
          description: Indication whether Disaster Roaming service is applied or not
          required: false
          schema:
            type: boolean
            default: false
        - name: If-None-Match
          in: header
          description: Validator for conditional requests, as described in RFC 7232, 3.2
          schema:
            type: string
        - name: If-Modified-Since
          in: header
          description: Validator for conditional requests, as described in RFC 7232, 3.3
          schema:
            type: string
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/SmSubsData'
          headers:
            Cache-Control:
              description: Cache-Control containing max-age, as described in RFC 7234, 5.2
              schema:
                type: string
            ETag:
              description: Entity Tag, containing a strong validator, as described in RFC 7232, 2.3
              schema:
                type: string
            Last-Modified:
              description: Timestamp for last modification of the resource, as described in RFC 7232, 2.2
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '406':
          $ref: 'TS29571_CommonData.yaml#/components/responses/406'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error

***********text not shown for clarity************
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A.3	Nudm_UECM API
openapi: 3.0.0


***********text not shown for clarity************

    DeregistrationReason:
      description: >
        It represents the reason of Deregistration Notification.
      anyOf:
        - type: string
          enum:
          - UE_INITIAL_REGISTRATION
          - UE_REGISTRATION_AREA_CHANGE
          - SUBSCRIPTION_WITHDRAWN
          - 5GS_TO_EPS_MOBILITY
          - 5GS_TO_EPS_MOBILITY_UE_INITIAL_REGISTRATION
          - REREGISTRATION_REQUIRED
          - SMF_CONTEXT_TRANSFERRED
          - DUPLICATE_PDU_SESSION
          - 5G_SRVCC_TO_UTRAN_MOBILITY
          - PDU_SESSION_REACTIVATION_REQUIRED
          - DISASTER_CONDITION_TERMINATED
        - type: string
          description: >
            This string provides forward-compatibility with future
            extensions to the enumeration but is not used to encode
            content defined in the present version of this API.


***********text not shown for clarity************
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