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	Reason for change:
	The description of the iwkSnssai attribute indicates it shall be present during EPS to 5GS handover procedure with AMF relocation for Home Routed PDU session, if S-NSSAI for interworking is configured and used in the initial AMF, as specified in clause 4.11.1.2.2 of 3GPP TS 23.502 [3].

For the EPS to 5GS handover procedure with AMF relocation for non-roaming procedure, as defined in clause 4.23.12.7.1 of 3GPP TS 23.502:

For handover from EPS to 5GS using N26 interface, if I-SMF needs to be inserted, the preparation procedure defined in clause 4.11.1.2.2.1 for the home routed-roaming case are re-used, with the following changes:

-	The V-SMF is replaced by I-SMF and H-SMF is replaced by SMF, V-UPF is replaced by I-UPF.
-	The V-SMF selection is replaced by the I-SMF selection.
-	The V-CN Tunnel Info is replaced by Tunnel Info at I-UPF, H-CN Tunnel Info is replaced by Tunnel Info at UPF(PSA).

It is means that if S-NSSAI for interworking is configured and used in the initial AMF, the initial AMF will select the default I-SMF based on the S-NSSAI for interworking.

	
	

	Summary of change:
	Corrects the description of the iwkSnssai attribute.

	
	

	Consequences if not approved:
	[bookmark: _GoBack]Misalignment with stage2.

	
	

	Clauses affected:
	6.1.6.2.26

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This contribution does not change the OpenAPI.

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc24925935][bookmark: _Toc24926113][bookmark: _Toc24926289][bookmark: _Toc33964149][bookmark: _Toc33980916][bookmark: _Toc36462718][bookmark: _Toc36462914][bookmark: _Toc43026185][bookmark: _Toc49763719][bookmark: _Toc56754420][bookmark: _Toc88743220][bookmark: _Toc101254144][bookmark: _Toc101254585][bookmark: _Toc104112297][bookmark: _Toc104192471][bookmark: _Toc104193035][bookmark: _Toc129090670]
* * * First Change * * * *

[bookmark: _Toc25156383][bookmark: _Toc34124685][bookmark: _Toc43207809][bookmark: _Toc49857279][bookmark: _Toc56677115][bookmark: _Toc56691638][bookmark: _Toc56698902][bookmark: _Toc89035137][bookmark: _Toc89064935][bookmark: _Toc89180234][bookmark: _Toc97071913][bookmark: _Toc120051315][bookmark: _Toc130828932]6.1.6.2.26	Type: N2SmInformation
Table 6.1.6.2.26-1: Definition of type N2SmInformation
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	pduSessionId
	PduSessionId
	M
	1
	Indicates the PDU Session Identity
	

	n2InfoContent
	N2InfoContent
	C
	0..1
	This IE shall be present if a SMF related IE should be transferred. When present, the IE contains one of NGAP SMF related IEs specified in clause 9.3.4 of 3GPP TS 38.413 [12].
	

	sNssai
	Snssai
	C
	0..1
	This IE shall be present if network slice information to be transferred for session management. When present, the IE indicates the network slice the PDU session belongs to. (NOTE)
	

	homePlmnSnssai
	Snssai
	C
	0..1
	This IE shall be present during EPS to 5GS handover procedure for Home Routed PDU session.
When present, it shall carry the S-NSSAI for home PLMN.
	ENS

	iwkSnssai
	Snssai
	C
	0..1
	This IE shall be present during EPS to 5GS handover procedure with AMF relocation for Home Routed PDU session, or during EPS to 5GS handover using N26 interface with AMF relocation and with I-SMF insertion, if S-NSSAI for interworking is configured and used in the initial AMF, as specified in clause 4.11.1.2.2 and clause 4.23.12.7.1 of 3GPP TS 23.502 [3].

When present, this IE shall carry the S-NSSAI for interworking configured and used in the initial AMF for the PDU session.
	ENS

	subjectToHo
	boolean
	C
	0..1
	This IE shall be present if n2InfoContent carries a " Handover Required Transfer" IE. When present, it Indicates whether the PDU session shall be subject to handover to the target node.
	

	NOTE:	During EPS to 5GS handover procedure for Home Routed PDU session with AMF relocation, the source AMF shall set this IE to the S-NSSAI in the serving PLMN mapped from the S-NSSAI in home PLMN indicated by the homePlmnSnssai IE in the N2SmInformation data structure sent to target AMF.
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